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PREFATORY  NOTE. 


The  work  herewith  presented  is  founded  upon  the  author's 
Guide  to  the  Study  of  the  Collections  in  the  Section  of  Applied 
GeoI<^y,  as  issued  in  the  Report  of  the  U.  S.  National  Museum 
for  1899.  The  purport  of  this  volume  is  merely  to  bring  together 
the  widely  scattered  notes  and  references  relative  to  the  occur- 
rences and  uses  of  sundry  minerals  of  value  other  than  as  ores  of 
metals. 
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THE  NON-METALLIC   MINERALS, 

EXCLUSIVE  OF  GEMS,  BUILDING  STONES,  AND  MARBLES. 


I.  ELEMENTS. 


I.    CARBON. 


The  numerous  compounds  of  which  carbon  forms  the  chief 
constituent  are  widely  variable  in  their  physical  properties  and  origin. 
As  occurring  in  nature  few  of  its  membeis  possess  a  definite  chemical 
composition  such  as  would  constitute  a  true  mineral  species,  and 
they  must  for  the  most  part  be  looked  upon  as  indefinite  admixtures 
in  which  carbon,  hydr(^en,  and  oxygen  play  the  more  important 
rfiies.  For  present  purposes  the  entire  group  may  be  best  con- 
sidered under  the  heads  of  (i)  The  Pure  Carbon  series;  (2)  The 
Coal  series,  and  (3)  The  Bitumen  series,  the  distinctions  being  based 
mainly  on  the  gradually  increasing  amounts  of  volatile  hydrocarbons, 
a  change  which  is  accompanied  by  a  variation  in  physical  condition 
from  the  hardest  of  known  minerab  through  plastic  and  liquid  to 
gaseous  forms.  Here  will  be  considered  only  the  members  of  the 
pure  carbon  series,  the  others  being  discussed  under  the  head  of 
hydrocarbon  compounds. 

DiamoDd. — ^This  mineral  crystallizes  in  the  isometric  system, 
with  a  tendency  toward  octahedral  forms,  the  crystals  showing  curved 
and  striated  surfaces.  (Fig.  i.)  The  hardness  is  great,  10  of  Dana's 
scale;  the  specific  gravity  varies  from  3.1  in  the  carbonados  to  3.5 
in  good  clear  crystals.  The  luster  is  adamantine;  the  colors,  white 
orcobrless,  through  yellow,  red,  orange,  green,  blue,  brown  to  black. 
The  transparent  and  highly  refractive  forms  are  of  value  as  gems, 
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2  THE  NON-METALLIC  MINERALS. 

and  can  best  be  discussed  in  works  upon  this  subject.  We  have 
to  do  here  rather  with  the 
rough,  confused  crystal- 
line aggregates  or  round- 
ed forms,  translucent  to 
opaque,  which,  though 
of  no  value  as  gems,  are 
of  the  greatest  utility  in 
the  arts.  To  such  forms 
the  name  black  diamond, 
bort,  and  carbonado  are 
applied. 

Origin     and    occur- 
rence,—  The     origin    of 
the  diamond    has    long 
been   a   matter   of   dis- 
Fh}.  I. — DiamoDd  OTStals;  characterisdc  (onus,      cussion.      A    small  pro~ 
[U.  S.  National  Museum.]  portion  of  the  diamonds 

of  the  world  are  found  in  alluvial  deposits  of  gravel  or  sand.  In 
the  South  African  fields  they  occur  in  a  so-called  blue  gravel,  formed, 
according  to  Lewis,  along  the  line  of  contact  between  an  erapti\c 
rock  (peridotite)  and  highly  carbonaceous  shales.  They  were 
regarded  by  Lewis  as  originating  through  the  crystallization  of  the 
carbon  of  the  shales  by  the  heat  of  the  molten  rock.  De  Launay 
states,  however,  that  there  is  no  necessary  connection  between  the 
shales  and  the  diamond,  and  shows  with  apparent  conclusiveness 
that  the  latter  occur  often  in  a  broken  and  fragmental  condition, 
such  as  to  indicate  beyond  doubt  that  they  originated  at  greater 
depths  and  were  brought  upward  as  phenocrysts  in  the  molten 
magma  at  the  time  of  its  intrusion.  The  primary  origin  of  the 
diamonds  he  regards  as  through  the  crystallization,  under  great 
pressure,  of  the  carbon  contained  in  the  basic  magma  in  the  form 
of  metallic  carbides. 

The  diamond-bearing  rock,  i.e.,  the  true  parent  rock,  has  since 
been  shown  by  Bonney '  to  be  an  eclogite,  i.e.,  an  igneous  rock  com- 
posed essentially  of  a  green  amphibole,  pyroxene,  and  garnets. 

'  Geol.  Magazine,  Vol.  VI,  1899,  p.  309. 
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Whether  or  not  a  similar  origin  to  that  outlined  above  can  be 
attributed  to  the  Brazilian  diamonds  is  as  yet  unproven.  Their 
occurrence  and  association  with  detrital  materials  resulting  from  the 
breaking  down  of  older  rocks,  with  which  they  may  or  may  not  have 
been  originally  associated,  renders  the  problem  obscure  and  difficult 
of  solution. 

According  to  Kunz,'  95  per  cent  of  all  diamonds  at  present 
obtained  come  from  the  Kimberly  Mines,  Griqua  Land,  west  South 
Africa;  of  these,  some  47  per  cent  are  bort.  The  remainder  come 
from  Brazil,  India,  and  Borneo.  A  few  have  been  found  in  North 
America,  the  Ural  Mountains,  and  New  South  Wales,  but  these 
countries  are  not  recognized  as  regular  and  constant  sources  of 
supply. 

Uses. — The  material,  aside  from  its  use  as  a  gem,  owes  its  chief 
value  to  its  great  hardness,  and  is  used  as  an  abrading  and  cutting 
medium  in  cutting  diamonds  and  other  gems,  glass,  and  hard  materials 
in  general,  such  as  can  not  be  worked  by  softer  and  cheaper  sub- 
stances. 

With  the  introduction  of  machinery  into  mining  and  quarrying 
there  has  arisen  a  constant  and  growing  demand  for  black  diamonds, 
or  bort,  for  the  cutting  edges  of  diamond  drills,  and  to  a  less  extent 
for  teeth  to  diamond  saws. 

The  crystallized  diaipiond  is  not  suitable  for  these  purposes 
owing  to  its  cleavage  property.  The  best  bort  or  "carbonado" 
comes,  it  is  said,  from  Bahia,  Brazil,  where  it  is  found  as  small, 
black  pebbles  in  river  graveb.  The  ordinary  sizes  used  for  drills 
wei^  but  from  one-half  to  i  carat,  but  in  special  cases  pieces  weigh- 
ing from  4  to  6  carats  are  used.  It  is  stated  that  the  crowns  of  large 
drilb,  10  inches  in  diameter,  armed  with  the  best  grade  of  carbonado, 
are  sometimes  valued  as  high  as  $10,000. 
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Graphite. — Graphite,  plumbago,  or  black  lead,  as  it  is  variously 
called,  is  a  dark  steel-gray  to  black  lustrous  mineral  with  a  black 
streak;  hardness  of  but  1.3,  and  a  si)ecific  gravity  of  from  3.25  to 
a.27.     The  prevailing  form  of  the  mineral  is  scaly  or  broadly  foliated, 
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Ti-ith  a  bright  luster,  but  it  b  sometimes  quite  massive  and  columnar 
or  earthy,  with  a  dull  coal-like  luster.  ^ 

Its  most  characteristic  features  are  its  softness,  greasy  feeling, 
and  property  of  soiling  everything  with  which  it  comes  in  contact. 
Molybdenite,  the  sulphide  of  molybdenum,  is  the  only  mineral  with 
which  it  is  likely  to  become  confounded.  This  last,  however,  though 
■very  similar  in  general  appearance,  gives  a  streak  with  a  slight 
greenish  tinge,  and  when  fused  with  soda  before  the  bbwpipe  yields 
a  sulphur  reaction.  Chemically,  graphite  is  nearly  pure  carbon. 
The  nasoe  black  lead  is  therefore  erroneous  and  misleading,  but  has 
become  too  firmly  estabUshed  to  be  easify  eradicated. 

The  analyses  given  below  show  the  composition  of  some  of  the 
purest  natural  graphites. 


LoMOHy. 

CMbon. 

Art). 

Volatila 
Hmttsr. 

98.817 
99.792 
97-6j6 
99-815 

o.aSo 

.076 

0.90 
.158 
■594 
.109 

As  mined  the  material  is  almost  invariably  contaminated  by 
mechanically  admixed  impurities.  Thus  the  Canadian  material  as 
mined  yields  from  33.38  to  30.51  per  cent  of  graphite;  the  best 
Bavarian,  53-80  per  cent.  The  grade  of  ore  that  can  be  economi- 
cally worked  natural^  depends  upon  the  character  of  the  impurities 
and  the  extent  and  accessibility  of  the  deposit.  It  is  said'  that 
deposits  at  Ticonderoga,  New  York,  have  been  worked  in  which 
there  was  but  6  per  cent  of  graphite. 

Occurrerue  and  origin. — Graphite  occurs  mainly  in  the  older 
crystalline  metamorphic  rocks,  both  siliceous  and  calcareous,  some- 
times in  the  form  of  disseminated  scales,  as  in  the  crystaUine  lime- 
stone of  Essex  County,  New  York,  or  in  embedded  masses,  streaks, 
and  lumps,  often  of  such  dimensions  that  single  blocks  of  several 
hundred  pounds  weight  are  obtainable.  It  is  also  found  in  the 
form  of  veins. 

Ilie  tact  that  the  mineral  is  carbon,  one  of  the  constituents  of 

■  Enpneering  and  Mining  Journal,  LXV,  1898,  p.  356. 
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animal  and  vegetable  life,  has  led  many  authorities  to  regard  it,  like 
coal,  as  of  vegetable  origin.  While  this  view  is  very  plausible  it 
can  not,  however,  be  regarded  as  in  all  cases  proven. 

That  graphite  may  be  formed  independently  of  organic  life  is 
shown  by  its  presence  in  cast  iron,  where  it  has  crystallized  out, 
on  cooling,  in  the  form  of  bright  metallic  scales. 

Carbon  is  also  found  in  meteorites  which  are  plainly  of  igneous 
origin,  and  which  have  thus  far  yielded  no  certain  traces  of  either 
plant  or  animal  organisms.  It  is,  however,  a  well-known  fact  that 
coal — itself  of  organic  origin — has  in  some  cases  been  converted  into 
graphite  through  metamorphic  agencies,  and  intermediate  stages  hke 
the  grsCphitic  anthracite  of  Newport,  Rhode  Island,  afford  good 
illustrations  of  such  transitions.  Certain  European  authorities'  have 
shown  that  amorphous  carbonaceous  particles  in  clay  slates  have 
been  converted  into  graphite  by  the  metamorphosing  influence  of 
intruded  igneous  rocks.  Prof.  J.  S.  Newberry  described  an  occur- 
rence of  this  nature  in  the  coal  fields  of  Sonora,  Mexico,*  as  follows: 

"All  the  western  portion  of  this  coal  field  seems  to  he  much  broken 
by  trap  dikes  which  have  everywhere  metamorphosed  the  coal  and 
converted  it  into  anthracite.  At  the  locaUty  examined  the  metamorphic 
action  has  been  extreme,  converting  most  of  the  coal  into  a  brilliant 
but  somewhat  friable  anthracite,  containing  3  or  4  per  cent  of  volatile 
matter.  At  an  outcrop  of  one  of  the  beds,  however,  the  coal  was 
found  converted  into  graphite,  which  has  a  laminated  structure, 
but  is  unctuous  to  the  touch  and  marks  paper  like  a  lead  pencil. 
The  metamorphism  is  much  more  complete  than  at  Newport  (Rhode 
Island),  furnishing  the  best  example  yet  known  to  me  of  the  con- 
version of  a  bed  of  coal  into  graphite." 

In  New  York  State  and  in  Canada,  graphite  occurs  in  Laurentian 
rocks,  both  in  beds  and  in  veins,  a  portion  of  the  latter  being  appar- 
ently true  fissure  veins  and  others  shrinkage  cracks  or  s^regation 
veins  which  traverse  in  countless  numbers  the  containing  rocks.  It  is 
said  *  that  in  the  Canadian  regions  the  deposits  occur  generally  in 

*  Beck  and  Luzi,  Bedchte  der  DeuUchen  Chemjscben  Gesellschaft,  1891,  p.  34. 

'  School  of  Mines  Quarterly,  VIII,  18S7,  p.  334. 

'  See  On  the  Graphite  of  the  Laurentian  of  Canada,  by  J,  W.  Dawson,  Proceedings 
of  the  Geological  Sodely  of  London,  XXV,  1S70,  p.  113,  and  an  article  on  Graphite 
by  Piof.  J.  F.  £emp  in  The  Mineral  InduiUy,  II,  1893,  p.  335. 
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limestone  or  in  their  immediate  vicinity,  and  that  granular  varieties 
of  the  rock  often  contain  large  crystalline  plates  of  plumbago. 
At  other  times  the  mineral  is  so  finely  disseminated  as  to  give  a 
bluisb-gray  color  to  the  limestone,  and  the  distribution  of  the  bands 
thus  colored  seems  to  mark  the  stratification  of  the  rock.  Further, 
the  plumbago  is  not  confined  to  the  Umestones;  lai^e  ciystalline 
scales  of  it  are  occasionally  disseminated  in  pyroxene  rock  or  pyral- 
lolite,  and  sometimes  in  quartzite  and  in  feldspathic  rocks,  or  even 
in  magnetic  oxide  of  ir&n.  In  addition  to  these  bedded  forms, 
there  are  also  true  veins  in  which  graphite  occurs  associated  with 
calcite,  quartz,  orthoclase,  or  pyroxene,  and  either  in  disseminated 
scales,  in  detached  masses,  or  in  bands  or  layers  separated  from 
each  other  and  from  the  wall  rock  by  feldspar,  pyroxene,  and  quartz. 
Kemp  describes*  the  graphite  deposit  near  Ticonderoga,  New  York, 
as  in  the  form  of  a  true  fissure  vein,  cutting  the  lamination  of  the 
gneissic  walls  at  nearly  right  angles.  The  wall  rock  is  a  gametiferous 
gneiss,  with  an  east  and  west  strike,  and  the  vein  runs  at  the  "big 
mine"  north  12°  west,  and  dips  55°  west.  The  vein  filling, he  says, 
was  evidently  orthoclase  (or  microdine)  with  quartz  and  biotite 
and  pockets  of  calcite.  Besides  graphite,  it  contained  tourmaline, 
apatite,  pyrite,  and  sphene. 

Walcott'  describes  the  graphite  at  the  mines  4  miles  west  of 
Hague,  on  Lake  George,  New  York,  as  occurring  in  Algonkian 
rocks,  and  as  probably  of  oi^anic  origin. 

"  At  the  mines  the  altematmg  layers  of  graphite  shale  ot  schist 
form  a  bed  varying  from  3  to  13  feet  in  thickness.  The  outcrop  may 
be  traced  for  a  mile  or  more.  The  gametiferous  sandstones  form  a 
strong  ledge  above  and  below  the  graphite  bed.  The  appearance 
is'tbat  of  a  fossil  coal  bed,  the  alteration  having  changed  the  coal 
to  graphite  and  the  sandstone  to  indurated,  gametiferous,,  almost 
quartzitic  sandstones.  The  character  of  the  graphite  bed  is  v.cU 
shown  in  the  accompanying  plate,  from  a  photograph  taken  by  me 
in  1890.     It  is  here  a  little  over  9  feet  in  thickness  and  is  formed  of 


'  Preliminary  Report  on  the  Geology  of  Essex  County,  Contributions  fcom  the  Geo- 
logical Department  of  Columbia  College,  iSgj,  pp.  453,  453. 

'  BuUetiD  of  the  Geological  SodeQ'  of  America,  X,  1898,  p.  337. 
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alternating  layers  of  highly  graphitic  sandy  shale  and  schist."  (See 
Plate  I.) 

According  to  J.  Walther*  the  Ceylonese  graphite  occurs  in 
coarsely  foliated  or  stalky  masses  in  veins  in  gneiss  which,  where 
mined,  is  decomposed  to  the  condition  of  laterite.  The  veins  are 
regarded  as  true  fissures,  and  vary  from  12  to  22  cm.  (about  4J  to 
8j  inches)  in  width. 

The  graphite  of  Northern  Moravia  occurs  in  gray  to  black 
crystalline  granular  Archaean  limestone  interbedded  with  amphibo- 
lites  and  muscovite  gneiss,  the  limestone  itself  being  often  serpen- 
tinous,  in  this  respect  apparently  resembling  the  graphitic  portions 
of  the  ophicalcites  of  Essex  County,  New  York.  The  material  is 
quite  impure,  showing  on  the  average  but  53  per  cent  of  carbon 
and  44  per  cent  of  ash,  the  tatter  being  made  up  largely  of  silica 
and  iron  oxide,  with  a  little  sulphur,  magnesia,  and  alumina.  This 
graphite  is  regarded  as  originating  through  the  metamorphism  of 
vegetable  matter  included  in  the  original  sediments,  the  agencies 
of  metamorphism  being  both  igneous  intrusions  and  the  heat  and 
pressure  incidental  to  the  folding  of  the  beds.' 

As  to  so  much  of  the  graphite  as  occurs  in  beds  there  seems, 
then,  little  doubt  as  to  its  origin  from  plant  remains  which  may  be 
imagined  to  have  existed  in  the  form  of  seaweeds  or  to  have  been  de- 
rived from  diffused  bituminous  matter.  The  origin  of  the  vein 
material  is  not  so  evident,  though  it  seems  probable  that  it  is  due 
to  the  metamorphism  of  bituminous  matter  segregated  into  veins, 
like  those  of  albertite  in  New  Brunswick  or  of  gilsonite,  etc.,  in  Utah. 
Kemp  states  that  the  Ticonderoga  graphite  must  have  reached  the 
fissure  as  some  volatile  or  liquid  hydrocarbon,  such  as  petroleum, 
and  become  metamorphosed,  in  time,  to  its  present  state.  Walther 
believes  the  Ceylon  material  to  have  originated  by  the  reduction  of 
carburetted  vapors.     (See   also  under   origin   of  diamonds,  p.  2.) 

The  total  quantity  of  carbon  in  the  form  of  graphite  in  the  Lauren- 
tian  rocks  of  Canada  has  been  estimated  by  Dawson  as  equal  to  that 
in  any  similar  areas  of  the  Carboniferous  system  of  Pennsylvania. 

'  Reccrds  of  the  Geological  Survey  of  India,  XXIV,  1891,  p.  43. 
■  Jahrbuch  k.  k.  Geologische  Reichsanilalt,  1897,  XLVII,  p.  aj. 
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SouTves. — ^The  chief  sources  of  the  graphite  of  commerce  are 
Austria  and  Ceybn.  Other  sources  of  commercial  importance  are 
Germany,  Italy,  Siberia,  the  United  States,  and  Canada.  The  chief 
deposits  of  commercial  value  in  the  United  States  are  at  Ticonderoga, 
New  York,  where  the  graphite  occurs  in  a  granular  quartz  rock, 
or,  according  to  J.  F.  Kemp,  in  "EUiptical  Chimneys  in  Gneiss 
which  are  filled  with  Caldte  and  Graphite,"  and  Ha^e,  in  Warren 
County.  An  earthy,  impure  graphite,  said  to  be  suitable  for  foundry 
fadi^,  is  mined  near  Newport,  Rhode  Island.  About  one  hundred 
years  ago  the  material  was  mined  in  Bucks  County,  Pennsylvania. 
Other  American  locaUties  are:  Bloomingdale,  New  Jersey;  Clinton- 
\'ille.  New  York;  Raleigh,  Wake  County,  North  Carolina;  Lehigh 
and  Berks  counties,  Pennsylvania;  Salt  Sulphur  Sprii^,  West 
\Trginia;  St.  Johns,  Tooele  County,  Utah. 

Graphite  is  a  very  common  mineral  in  the  Laurentian  rocks  of 
Canada.  The  most  important  known  localities  are  north  of  the 
Ottawa  River,  in  the  townships  of  Buckingham,  Lochaber,  and 
Grenville.  At  Buckingham  it  is  stated  masses  of  graphite  have 
been  obtained  weighing  nearly  5,000  pounds.  At  Grenville  the 
graphite  occurs  in  a  gangue  consisting  mainly  of  pyroxene,  wollas- 
tonite,  feldspar,  and  quartz,  while  the  country  rock  is  limestone. 
Blocks  of  graphite  have  been  obtained  weighing  from  700  to  1,500 
pounds.' 

Graphite  is  also  found  in  Japan,  Australia,  New  Zealand,  Green- 
land, Guatemala,  Germany,  and  in  almost  all  the  Austrian  provinces, 
the  most  important  and  best  known  deposits  being  those  of  Kaiser- 
berg  at  St.  Michel,  where  there  are  five  parallel  beds  occurring  in 
a  grayish-black  graphite  schist,  the  beds  varying  from  a  few  inches 
to  6  yards.  The  only  workable  deposit  in  Germany  b  stated  to  be 
at  Passau  m  Bavaria.  The  material  occurs  in  a  feldspathic  gneiss, 
seeming  to  take  the  place  of  the  mica.  The  beds  have  been  worked 
chiefly  by  peasants  for  centuries,  and  the  output  used  mainly  for 
cracibles.' 

Uses. — Graphite  is  used  in  the  manufacture  of  "lead"  pencils, 
lubricants,    stove   blacking,    paints,    refractory   crucibles,   and    for 

*  Descriptive  Catalogue  of  Economic  Minerals  of  Canada,  1876,  p.  las. 
'  The  Jouroal  of  the  Iron  and  Steel  Institute,  189^  p.  739. 
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foundry  facings.  In  the  manufacture  of  pencib  only  the  purest 
and  best  varieties  are  used,  and  high  grades  only  can  be  utilized  for 
lubricants.  For  the  other  purposes  mentioned  impure  materials  can 
be  made  to  answer.  In  the  manufacture  of  the  Dixon  crucibles, 
a  mixture  of  50  per  cent  graphite,  33  per  cent  of  clay,  and  17  per 
cent  of  sand  is  used. 

Preporaiion. — In  nature  graphite  is  usually  associated  with  hatder 
and  heavier  materials,  which  it  is  necessary  to  get  rid  of  before 
the  material  is  of  value.  In  New  York  it  is  the  custom  to  crush 
the  rock  in  a  battery  of  stamps,  such  as  are  used  in  gold  milling, 
and  then  separate  the  graphite  by  washing,  its  lighter  specific  gravity 
permitting  it  to  be  floated  of!  on  water,  while  the  heavy,  injurious 
constituents  are  left  behind.  Mica,  owing  to  its  scaly  form,  can  not 
be  separated  in  this  manner,  and  hence  micaceous  ores  of  the  mineral 
are  of  U.tle  if  any  value. 

An  improvement  in  the  manufacture  of  plumbago  or  graphite 
has  been  described  in  a  recent  patent  specification.  Graphite, 
crushed  and  passed  through  a  sieve  of  from  120  to  150  meshes  per 
inch,  is  stirred  into  a  saturated  solution  of  alum  or  aluminum  sulphate 
at  a  temperature  of  213"  F.;  steatite  is  then  added,  and  more  water, 
if  required.  After  mixing,  excess  of  water  is  evaporated  until  a 
consistency  suited  to  grinding  in  a  chilled  steel  or  other  mixer  is 
obtained.  More  graphite  may  here  be  added;  then,  after  thorough 
grinding,  the  material  may  be  compressed  into  cakes  for  household 
use,  or  is  ready  for  the  manufacture  of  pencils  or  crucibles.  The  aver- 
age formula  of  the  mixture  is:  Graphite,  80 parts;  steatite,  soapstone, 
or  talc,  14  parts;  alum,  6  parts;  but  this  varies  with  the  purpose 
to  which  the  material  is  to  be  applied.  When  several  different  kinds 
of  graphite  have  to  be  employed,  the  richest  in  carbon  is  first  mixed 
into  the  alum  solution.  By  this  process  graphites  previously  re- 
garded as  incapable  of  being  compacted  are  utilized,  and  are  im- 
proved in  polishing  power.  For  pencib  the  material  may  be  hard 
without  being  brittle,  and  black  without  being  soft,  ^.hile  crucibles 
made  from  the  treated  graphite  are  at  once  harder,  more  durable, 
and  lighter.' 

'  Engjneeiing  and  Minjng  Journal,  LVIII,  1894,  p.  440. 
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Prices. — ^Tbe  value  of  the  mineral  varies  with  its  quality.  In 
1899  the  crude  lump  was  reported  as  worth  $8  a  ton  and  the  pulver- 
ized S30. 

The  annual  output  as  given'  for  the  principal  countries  is  as  fol- 
lows: 

woRtD's  PBODCCnoN  OF  OKApHrrs. 


YMr. 

Auitri*. 

CukdB. 

Ceylon. 

avmmay. 

lodi*. 

Ifly. 

Unltad 
8t*te».  1 

H*tric 

Hetiic 

Metric 

Metric 

Metric 

Metric 

Metric 

iSqj.... 

ao,978 

»S1 

21,300 

4.036 

U 

1.64s 

707 

180, 

*i8o7 

ai,9oo 

3.140 

(•) 

1,465 

634 

94,131 

3.'33 

'.S7S 

349 

i*)^ 

«8,443 

199 

CI 

".657 

jfcO 

35.973 
38.S04 

10,463 

S.a48 

w 

3.148 

184 

liicrT 

396 

619,375 

3,861 

5.650 

45» 

189IS 

33-06= 

1,107 

4,593 

iS9g 

S,'96 

» 

1900 

33.663 

>.743 

9,248 

9,720 

a.  Not  reported  in  the  Govemment  statistics,     h.  Eipoits. 
Mexico  alio  produces  some  a.500  tons  yearly.   Some  2,500,00a  pouods  of  graphite 
are  produced  aitifidally  by  the  International  Graphite  Company,  at  Niagara.  FallSi 
Kew  York. 
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Color  of  the  mineral  when  pure,  yellow,  sometimes  brownish, 
reddish,  or  gray  through  impurities.  Hardness,  1.5  to  2.5.  Specific 
gravity,  2.05.  Insoluble  in  water  or  acids.  Luster  resinous.  Occurs 
native  in  beautiful  crystals  or  in  massive  stakctitic  and  spheroidal 
forms.  Once  seen  the  mineral  is  as  a  rule  readily  recognized,  and 
all  possible  doubts  are  set  at  rest  by  its  ready  inflammability,  its 
burning  with  a  faint  bluish  flame  and  giving  the  irritating  odors  of 
sulphurous  anhydride.  In  nature  often  impure  through  the  presence 
of  clay  and  bituminous  matters;  sometimes  contains  traces  of  si!e- 
nium  or  tellurium. 

Origin  and  mode  of  occurrence. — Sulphur  deposits  of  such  extent 
as  to  be  of  economic  importance  occur  as  a  product  of  volcanic 
activity,  or  result  from  the  alteration  of  beds  of  gypsum.  On  a 
smaller  scale,  and  of  interest  from  a  purely  mineralogical  standpoint, 
are  the  occurrences  of  sulphur  through  the  alteration  of  pyrite  and 
other  metallic  sulphides. 

As  a  product  of  volcanic  action  sulphur  is  formed  through  the 
oxidation  of  hydrogen  sulphide  (H,S),  which,  together  with  steam 
and  other  vapors,  is  a  common  exhalation  from  volcanic  vents  and 
solfataras.  Such  deposits  on  a  small  scale  may  be  seen  incrusting 
fumaroles  in  the  Roaring  Mountain  or  associated  with  the  sinter 
deposits  of  the  Mammoth  Hot  Springs  in  the  Yellowstone  Park.  It 
may  also  be  produced  through  the  mutual  reaction  of  hydrogen 
sulphide  (HjS)  on  sulphuric  anhydride  (SO,),  the  product  being 
sulphur  (S)  and  water  (H^O)  as  before.    To  these  types  belong  the 
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sulphur  deposits  of  Utah,  California,  Nevada,  and  Alaska  in  the 
United  States,  as  well  as  those  of  Mexico,  Japan,  Iceland,  and  other 
volcanic  regions.  Sulphur  is  derived  from  the  sulphate  of  lime  (gyp- 
sum  or  anhydrite)  through  the  reducing  action  of  oiganic  matter. 
The  sulphate,  through  the  loss  of  its  oxygen,  becomes  converted  mto  a 
sulphide,  which,  throt^  the  carbonic  add  in  the  air  and  water, 
becomes  finally  reduced  to  hydrogen  sulphide  with  the  formation  of 
caldum  carbonate. 

According  to  Fuchs  and  De  Laimay'  there  is  formed  at  the  same 
time  with  the  hydrogen  sulphide,  a  potysulphide,  which  in  its  turn 
yields  a  precipitate  of  sulphur  and  carbonate  of  Ume.  The  maxi- 
mum amount  of  sulphur  which  would  thus  result  from  the  decompo- 
sition of  a  given  amount  of  gypsum  is  stated  to  be  24  per  cent.  This 
method  of  origin  is  illustrated  in  the  celebrated  deposit  of  Sicily, 
where  we  have  the  sulphur  partially  disseminated  through  and 
partly  interbedded  with  a  blue-gray  limestone.  Beneath  the  sulphur 
beds  as  they  now  exist  are  found  the  older  gypseous  beds,  which 
through  decomposition  have  yielded  the  materials  for  the  lime  and 
su^hur  beds  now  overlying. 

With  these  Sicilian  sulphurs  occur  a  number  of  beautiful  secondary 
minerals,  as  celestite,  calcite,  aragonite,  and  selenite. 

Sulphur  derived  directly  from  metallic  sulphides  is  of  little 
economic  interest.  Kemp  states'  that  masses  of  pyrite  in  the  cal- 
ciferous  strata  on  Lake  Champlain  may  yield  crusts  of  sulphur  an 
inch  or  so  thick,  and  it  is  not  uncommon  to  find  small  crystals  of 
the  mineral  resulting  from  the  alteration  of  galena,  as  described  by 
George  H.  Williams'  at  the  Mountain  View  (Maryland)  lead  mine. 

The  minute  quantities  of  sulphur  found  in  marine  muds  are 
regarded  by  J.  Y.  Buchanan'  as  due  to  the  oxidation  of  metaUic 
sulphides,  which  are  themselves  produced  by  the  action  of  animal 
digestive  secretions  on  preexisting  sulphates,  mainly  of  iron  and 


Localities. — The  principal  localities  of  sulphur  known  in  the 
United  States  ar^,  in  alphabetical  order:   Alaska,  California,  Idaho,, 

>  Traits  des  GItes  Mlo^raux  et  M«CalliRies,  I,  p.  359. 

^Thc  Mineral  Indusby,  II,  1893,  p.  585. 

■Johns  Hopkins  Unlvenity  CiicuUrs,  X,  1891,  p.  74. 

p  of  the  R<q»l  Society  of  Edinburgh,  XVIII,  1890-91,  p.  17. 
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Lotiisiana,  Nevada,  Texas,  Utah,  and  Wyoming.  With  the  possible 
exception  of  those  of  Idaho  and  Texas,  and  that  of  Louisiana,  these 
may  all  be  traced  to  a  solfataric  origin.  The  Alaskan  deposits, 'accord- 
ing to  Dall,  are  best  developed  on  the  islands  of  Kadiak  and  Akutan. 
California  deposits  have  in  times  past  been  worked  at  Clear  take, 
in  Modoc  County,  in  Colusa  Cotmty,  in  Tehama  County,  and  in 
Napa  County.  The  Louisiana  deposits  lie  in  strata  of  Quaternary 
Age,  and  are  derived  from  gypsum.  The  following  facts  relative 
to  this  deposit  are  from  Professor  Kemp's  paper,  already  alluded  to: 
"  Probably  the  richest  and  geographically  the  most  accessible  of 
the  American  localities  is  in  southwestern  Louisiana,  330  miles 
west  of  New  Orieans  and  12  miles  from  Lake  Charles.  The  first 
hole  which  revealed  this  sulphur  was  sunk  in  search  of  petroleum,  of 
which  the  presence  of  oil  and  tarry  matter  on  the  surface  were 
regarded,  quite  justly,  as  an  indication.  While  more  or  less  of  these 
bituminous  substances  were  revealed  by  the  drill,  the  great  bed  of 
■sulphur  is  the  main  object  of  interest.  A  number  of  holes  have 
since  been  put  down  with  the  results  recorded  below,  and  they  leave 
no  doubt  that  there  is  a  very  large  body  which  awaits  exploitation. 
The  first  explorations  were  made  by  the  Louisiana  Petroleum  and 
Coal  Oil  Company.  It  was  succeeded  by  the  Calcasieu  Sulphur 
und  Mining  Company.  The  Louisiana  Sulphur  Mining  Company 
followed,  and  now  the  owners  are  the  American  Sulphur  Company. 
The  records  of  four  holes  are  appended.  Nos.  i  and  2  were  the 
first  sunk,  and  were  about  150  feet  apart  Nos,  2,  3,  and  4  were  put 
down  in  1886.    No.  3  is  northwest  of  No.  1." 
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I,  Stopped  in  lulphur. 
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Analyses  from  the  large  bed  in  holes  No.  a  and  No.  3  gave  the 
following: 


41$  feet . . 
441  teet. . . 
459  *="--■ 
466  feet. . . 
4S6feet. .. 

feet. . . 

feet.., 

(eet... 

540  feet. . . 


549  feet. . 
604  feet. . 


The  difficulties  in  development  lie  in  the  qtiicksands  and  gravel, 
which  are  wet  and  soft,  and  in  the  soft  rock  (hole  i),  which  yields 
sulphurous  waters  under  a  head,  at  the  surface,  of  about  15  feet. 

The  Nevada  deposits  occupy  the  craters  of  extinct  hot  springs 
near  Humboldt  House.  These  craters  are  described  by  Russell' 
as  situated  on  the  open  desert,  above  the  surface  of  which  they 
rise  to  a  height  of  from  20  to  50  feet. 

"  Nearly  all  of  the  cones  are  weathered  and  broken  down,  and 
are  all  extinct,  the  water  now  rising  to  the  surface  for  miles  aroimd. 
The  outer  surface  of  the  cones  is  composed  of  calcareous  tufa  and 
Eiliceous  sinter,  forming  irregular  imbricated  sheets  that  slope  away 
3X  a  low  angle  from  the  ori£ce  at  the  top.  The  interiors  of  these 
structures  are  filled  with  crystalline  gypsum,  which  in  at  least  two 
instances  is  impregnated  with  stilphur.  One  of  the  cones  has  been 
-opened  1:^  a  cut  from  the  side  in  such  a  manner  as  to  expose  a  good 
section  of  the  material  filling  the  interior,  and  a  few  tons  of  the 
sulphur  and  gypsum  removed.  The  percentage  of  sulphur  is  small, 
and  the  economic  importance  of  the  deposit,  as  shown  by  the  exca- 
vation already  made,  will  not  warrant  the  further  expenditure  of 
capital.  The  cone  that  has  been  opened  is  surroimded  on  all  sides 
by  a  lai^  deposit  of  calcareous  and  siliceous  material,  thus  forming 
a  low  dome  or  crater,  with  a  base  many  times  as  great  in  diameter 
as  the  height  of  the  deposit.  These  cones  correspond  in  all  their 
essential  features  with  the  structures  that  surround  hot  springs  that 


'  TranakctkiDS  of  the  New  Yo^  Aca 
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are  still  active  in  various  parts  of  the  Great  Basin,  thus  leaving  no 
question  as  to  their  origin.  They  are  situated  within  the  basin  of 
Lake  Lahontan,  and  must  have  been  fonned  and  become  extinct 
since  the  old  lake  evaporated  away." 

Sulphur  is  reported  as  occurring  in  the  chemically  formed  deposits- 
that  surrounded  Steamboat  Springs,  situated  midway  between  Car- 
s(m  and  Reno,  Nevada.  The  conditions  at  these  springs  must  be 
veiy  similar  to  those  that  existed  near  Humboldt  House  at  the  time 
the  cones  containing  the  sulphur  were  formed-  Sulphur  is  also' 
said  to  occur  in  the  Sweetwater  Mountains,  situated  on  the  boundary 
between  California  and  Nevada,  in  latitude  38"  2/^.  The  extent 
and  geological  relations  of  these  deposits  are  unknown. 

Another  illustratioa  of  sulphur  deposits  of  the  volcanic  type  is 
that  furnished  by  the  Rabbit-Hole  Sulphur  Mines.  These  are 
located  in  northwestern  Nevada,  on  the  eastern  border  of  the  Black 
Rock  Desert,  and  derive  their  name  from  the  Rabbit-Hole  Springs, 
a  few  miles  to  the  southward.  The  hills  bordering  the  Black  Rock 
Desert  on  the  east  are  mainly  of  rhyolite,  with  a  narrow  band  of 
volcanic  tufa  along  the  immediate  edge  of  the  desert.  These  beds 
of  tufa  are  stratified  and  evidently  water-lain,  and  are  identical  with, 
tufa  deposits  that  occur  over  an  immense  area  in  Oregon  and  Nevada. 
At  the  sulphur  mines  the  tufas  contain  angular  fragments  of  volcanic 
rock,  and  have  been  cemented  by  opal  and  other  siliceous  infiltra- 
tions since  their  deposition,  so  that  they  now  form  brittle  siliceous 
rocks,  with  pebbles  and  fragments  of  older  rocks  scattered  through 
the  mass.  In  many  places  these  porous  tufas  and  breccias  are 
richly  charged  with  sulphur,  which  fills  all  the  interstices  of  the  rock 
and  sometimes  lines  large  cavities  with  layers  of  crystals  5  or  6  feet 
in  thickness.  In  the  Rabbit-Hole  District  sulphur  has  been  found 
in  paying  quantities  for  a  distance  of  several  miles  along  the  border 
of  the  desert,  but  the  distribution  is  irregular  and  uncertain,  and 
is  always  superficial,  so  far  as  can  be  judged  by  the  present  open- 
ii^.  The  sulphur  has  undoubtedly  been  derived  from  a  deeply 
seated  source,  from  which  it  has  been  expelled  by  heat,  and  escaping- 
upward  along  the  lines  of  faulting,  has  been  deposited  in  the  cooler 
and  higher  rocks  in  which  it  is  now  found,  though  whether  the 
deposition  took  place  by  direct  sublimation  or  through  the  decompo- 
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sitioQ  of  hydrogen  disulpbide  can  not  now  be  told  with  certainty. 
Judging  from  the  siliceous  material  that  cements  the  tufas,  it  is  evident 
that  the  porous  rocks  In  which  the  sulphur  is  now  found  were  pene- 
trated by  heated  waters  bearing  sihca  in  solution  previous  to  the 
deposition  of  the  sulphur.  The  mines  occur  in  a  narrow  north- 
and-south  belt  along  a  line  of  ancient  faulting  which  is  one  of  the 
great  structural  features  of  the  region.  The  association  of  faults 
with  sulphur-bearing  strata  of  tufa  is  here  essentially  the  same  as 
at  the  Cove  Creek  Mines,  yet  to  be  noted.  At  the  Rabbit-Hole 
Mines,  however,  no  very  recent  movement  of  the  ancient  fault  could 
be  determined-  The  absence  of  a  recent  fault-scarp,  together  with 
the  fact  that  the  mines  are  now  cold  and  do  not  give  off  exhalations 
of  gas  or  vapor,  shows  that  the  solfataric  action  at  this  locality  has 
long  been  extinct,  though  at  the  Cove  Creek.  Mines,  mentioned  below, 
the  deposition  is  still  in  progress. 

According  to  A.  F.  Du  Faur'  this  Cove  Creek  (Utah)  deposit  is  in 
Beaver  County,  near  Millard  County  line.  It  was  first  discovered 
in  1869,  but  owing  to  lack  of  railroad  communications  remained 
undeveloped  until  1883.  The  region  is  one  of  comparatively  recent 
volcanic  activity.  The  sulphur  occurs  impregnating  limestone  and 
slate  to  such  a  degree  that  very  pure  pieces  as  large  as  one  foot  in 
diameter  are  obtainable.  It  also  occurs  impregnating  a  decomposed 
andesite.  The  Cove  Creek  Mines  are  situated  about  2  miles  south- 
east of  Cove  Creek  fort  and  to  the  east  of  the  Beaver  road  in  a  small 
basin  near  the  foot  of  the  Sulphur  Mountains,  surrounded  by  low 
hills,  with  a  narrow  ravine  opening  in  the  west-northwest  direction 
into  the  plain.  The  basin  is  about  6,000  feet  above  the  level  of  the 
sea,  while  the  Sulphur  Mountains  to  the  east  rise  about  2,000  feet 
higher.  The  hills  surrounding  the  basin  consist  mainly  of  andcsite, 
partly  also  of  a  very  light  white  trachyte. 

As  far  as  explored,  the  sulphur  bed  extends  at  least  1,800  feet 
by  1,000  feet,  and  the  quantity  of  sulphur  contained  therein  was 
estimated  by  Professor  vom  Rath,  at  a  time  when  the  bed  was  not 
as  fully  exposed  as  it  now  is,  to  be  At  least  1,300,000  tons, 

A  curved  cut  has  been  made  through  the  sulphur  bed  near  the 
western  end,  exposing  a  vertical  wall  34  feet  high  of  rich  yellow 
'  Transactions  of  the  American  Institute  of  Mining  Engineers,  XVI,  1888,  p.  33. 
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sulphur.    The  sulphur  extends  up  to  the  surface  over  part  of  the 
basin,  but  is  mostly  covered  with  sand  or  rather  decomposed  ande- 
site.    The  surface  of  the  deposit  is  wavy,  giving  the  impression  of 
an  agitated  mass  gradually  cooled.     The  sulphur  is  partly  mixed 
with  sand  or  gypsum.     Most  of  it  is  yellow  color,  while  some  of  it 
is  dark  gray,  and  is  called  "  black  sulphur."    The  deposits  of  pure 
sulphur  partly  resemble  the  so-called  "virgin  rock,"  which  is  formed 
as  a  product  of  distillation  in  the  sulphur-flower  chambere,  par- 
ticularly when  distillation  goes  on  too  rapidly.     Some  also  resemble 
the  delicate  crystals  formed  on  the  walls  of  such  chambers;   others 
are  like  the  ciystals  formed  in  slowly  cooled  masses  of  sulphur. 
Gases  escape  in  many  places  in  the  cut  and  in  the  prospect  holes, 
together  with  water  hold- 
ing salts  in  solution.     At 
some  points  also  a  con- 
aderably  elevated  temper- 
ature is  observed. 

Of  the  foreign  locali- 
ties of  sulphur,  the  most 
noted  at  present  are  those 
of  Sicily  and  Japan,  Thi: 
first -named  deposits  are 
described  as  occurring  in 
Miocene  strata  involving, 

Fig.  i.-Block  of  Hmwtone  (light)  with  alter-       ^l"     ^e^ow     up,     sandy 
nating  bands  of  sulphur  (dark).    Sidly.  marls  with  beds  of  salt, 

[U.  S.  National  Museum.]  ,.  ,  .... 

hmy  marls  and  hgnitc, 
gypsum  and  limestone  impregnated  with  sulphur,  black  shales,  and 
micaceous  sands.  Overlying  all  these  is  a  white,  marly  Pleiocene 
limestone,  while  below  the  Miocene  is  the  Eocene  nummiUitic 
limestone.  The  sulphur  is  found  in  veinlets  and  sometimes  in 
larger  masses,  which  ramify  through  the  cellular  limestone,  as  shown 
in  Fig.  2. 

The  yieU  in  sulphur  varies  from  8  to  25  per  cent,  rarely  running 
as  high  as  40  per  cent.  Below  8  per  cent  the  rock  can  not  be  worked 
economically.  More  or  less  petroleum  and  bitumen  are  found  in 
the  mines.     Barite  and  celestitc  sometimes  accompany  the  sulphur. 
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The  mming  regions  are  in  the  southern  central  portioa  of  the 
island;  Giigenti  and  Larcara  are  the  chief  centers.  The  mines  are 
<listributed  over  an  area  of  160  to  170  kilometers  (about  100  miles) 
from  east  to  west,  and  85  to  90  kilometers  (55  miles)  from  north 
to  south.  They  occur  in  groups  around  centers,  partly  because 
the  sulphur-bearing  stratum  is  not  continuous,  and  partly  because 
the  sulphur  indications  arc  concealed  by  later  deposits.  The  region, 
moreover,  is  much  faulted. 

According  to  Professor  Kemp,  the  common  methods  of  mining 
are  of  the  crudest  description.  In  most  cases  the  deposits  are 
reached  by  steep  slopes  or  circular  stairways  ("scala."),  with  wide 
steps,  up  which  boys  laboriously  brii^  the  crude  rock  in  baskets  or 
sacks.  No  mine  maps  are  made,  and  no  precautions  taken  to  work 
beds  on  a  systematic  scale  Timberii^  or  any  supports  for  the 
roof  are  not  generally  thought  of.  A  feehng  of  distrust  prevails 
between  the  owners  of  the  land  and  the  operators,  and  between  the 
latter  and  the  miners. 

These  objectionable  features  arise  partly  from  the  irregular 
nature  and  uncertainty  of  the  deposits,  partly  from  excessive  sub- 
division of  ownership  and  ill-adapted  property  laws,  and  partly 
from  the  local  prejudices  against  innovations.  Even  in  one  case 
where  an  American  and  an  Englishman  in  partnership  secured  the 
light  to  work  a  mine,  and  set  about  installing  suitable  hoisting 
machinery,  they  were  hampered  by  a  lawsuit  with  the  owner  because 
of  this  innovation,  and  had  a  long  legal  contention  to  establish  their 
undoubted  rights.  It  is  a  striking  fact  that  in  the  new  developments 
in  Japan,  on  a  remote  island  and  against  great  natural  difhculties, 
the  most  modem  methods  and  management  prevail,  while  in  Sicily, 
in  the  center  of  the  oldest  civilization,  these  are  to  a  great  extent 
of  the  crudest. 

The  Japanese  sulphur  deposits  are  all  of  volcanic  origin,  and  the 
Abosanobori  Mine,  in  Kushiro  village,  Kawakami-gori,  Kusbiro 
Province,  Hokkaido,  may  be  taken  as  fairty  typicaL  The  mine  is 
OD  a  conicaj-shaped  mountain  of  augite  andesite  which,  on  its  north- 
em  side,  is  open  and  looks  down  upon  a  plain  covered  with  lava,  and 
is  shut  in  by  the  walls  of  the  old  crater  on  the  other  sides.  Sulphur 
is  found  in  different  parts  of  these  walls  in  massive  heaps,  and  sulphur 
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fumes  Still  issue  nearly  everywhere  about  the  mines.  The  ore  as 
taken  from  the  mines  carries  from  35  per  cent  to  90  per  cent  of 
sulphur,  which  is  extracted  by  steam  refining  works  at  Hyocha,  some- 
35  miles  north  of  the  mine.' 

Other  Japanese  localities  are;  The  Aroya  Mines,  at  Onikobe 
village,  Rikuzen  Province,  and  the  active  volcano  of  Icvo-Sao,  in 
Yezo. 

In  addition  to  these  localities  may  be  mentioned  the  following^ 
in  alphabetical  order:  Austria,  Celebes,  Egypt,  France,  Greece^ 
Hawaii,  Iceland,  Italy,  Mexico,  New  South  Wales,  New  Zealand^ 
Peru,  Russia,  Spain,  and  the  West  Indies. 

Extraction  and  preparation. — Sulphur  rarely  occurs  in  nature  in 
any  quantity  sufficiently  pure  for  commercial  purposes.  In  freeing^ 
it  from  its  impurities  three  methods  are  employed:  (i)  Melting, 
(2)  distillation,  and  (3)  solution.  In  the  first  the  ore  is  simply  dry 
roasted  at  a  low  temperature  or  treated  with  superheated  steam 
until  the  sulphur  mehs  and  runs  o£F.  The  first  process  is  extremely 
wasteful;  the  second  much  more  economical  in  the  end,  but  demand- 
ing a  more  expensive  plant.  A  process  of  fusion  in  a  calcium  chloride 
solution  has  come  into  use  of  late  years,  and  bids  fair  to  yield  better 
Tesutt3  than  either  of  the  above.  In  the  distillation  process  the  ore  is 
heated  in  iron  retorts  until  the  sulphur  distills  off  and  is  condensed 
in  chambers  prepared  for  it.  The  product  is  mostly  in  the  form  of 
"flower  of  sulphur."  The  method  is  expensive,  but  the  resultant 
sulphur  veiy  pure.  In  the  third  process  mentioned  the  ore  is  treated 
with  carbon  disulpbide,  which  dissolves  out  the  sulphur  and  from 
which  it  is  recovered  by  evaporation.  This  method,  while  giving: 
good  results,  is  also  expensive  and  somewhat  dangerous,  owing  to  the 
explosive  nature  of  the  gases  formed.* 

t^jM.— Sulphur  is  used  mainly  for  the  making  of  sulphuric  add, . 
though  small  amounts  are  utilized  in  the  manufacture  of  matches, 
fot  medicinal  purposes,  and  in  the  making  of  gunpowder,  fireworks, 
insecticides,  for  vulcanizing  India  rubber,  etc.  In  the  manufacture  of ' 
sulphuric  acid  the  sulphur  is  burned  to  sulphurous  anhydride  (SO^ 
on  a  grate  and  then  conducted  with  a  slight  excess  of  air  into  lai^ 
'  The  Mining  Industry  of  Japan,  by  Wada  Tsunaahiro,  1S93. 
■  The  Mineral  Industry,  II,  1S93,  p.  600. 
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lead  lined  chambers  and  mixed  ^th  steam  and  nitrous  fumes,  where 
the  SO,  is  oxidized  to  the  condition  of  SO,  (sulphuric  anhydride) 
,  and  takes  up  water  from  the  steam  forming  H^Oj  (sulphuric  acid). 
Ordinary  roll  sulphur  is  quoted  in  the  current  price-lists  at  from 
j)  to  2^  cents  per  pound.    (See  also  under  iron  pyrites,  p.  31.) 
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3.   ARSENIC. 

This  substance  occurs  native  in  the  form  of  a  brittle,  tin-white 
metal,  with  a  specific  gravity  of  5.6  to  5.7  and  a  hardness  equal  to 
3.5  of  the  scale.  On  exposure  it  becomes  dull  black  on  the  imme- 
diate surfoce.  It  is  foimd,  as  a  rule,  in  veins  in  the  older  crystalline 
rocks  associated  with  antimony  and  ores  of  gold  and  silver.  Some 
of  the  more  celebrated  localities  for  the  mineral,  as  given  by  Dana» 
are  the  silver  mines  of  Freiberg,  Annabel^,  Marienberg,  and  Schnee- 
bei;g  in  Saxony;  Joachimsthal  in  Bohemia;  Andreasberg  in  the 
Harz;  Kapnik  and  Orawitza  in  Himgary;  Kongsberg  in  Norway; 
Zmeiv  in  Siberia;  St.  Maria  aux  Mines,  Alsace;  Mount  Coma 
dei  Darden,  Italy;  Chafiardllo,  Chile;  San  Augustin,  Hidalgo, 
Mexico,  and  New  Zealand.  In  the  United  States  it  has  been  found 
at  Haverhill,  New  Hampshire;  Greenwood,  Maine;  near  Leadville, 
Colorado;  and  on  Watson  Creek,  Frozen  River  in  British  Columbia. 

The  arsenic  of  commerce  is,  however,  rarely  obtained  from  the 
native  mineral,  but  is  prepared  by  the  ignition  of  arsenical  pyrites 
(FeAs,)  or  arsenical  iron  pyrites  (FeSj,FeAsi).  The  white  arsenic 
of  rommerce  (arsenious  acid,  AsiOJ,  though  occurrii^  sometimes 
native  as  aisenolite  in  the  form  of  botiyoidal  and  stalactitic  crusts 
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of  a  white  or  yellowish  cobr,  is,  as  a  rule,  obtained  as  a  by-product 
in  the  metallurgical  operations  of  extracting  certain  metals,  particu- 
larly cobalt  and  nickel,  from  their  ores.  Such  ores  as  Niccolite,  ■ 
a  nickel  ai^nide  (NiAs),  Geisdorffite  NiAsS),  Rammebbeigite 
(NiAs,),  Smaltite  (CoAsj),  Skutterudite  (CoAs,),  Proustite  (Ag^AsSt), 
and  other  arsenides  and  sulpharsenides  on  roasting  give  up  their 
arsenic  in  the  form  of  fumes,  which  are  condensed  in  chambers 
prepared  for  this  purpose. 

Uses. — Arsenic  is  utilized  in  the  form  of  arsenious  acid  (As,0,) 
in  dyeing,  calico  printing,  in  the  manufacture  of  various  pigments, 
in  arsenical  soaps,  in  the  preparation  of  other  salts  of  arsenic,  and 
as  a  preservative  in  museums,  particularly  for  the  skins  of  animals 
and  birds. 

4.   ALLEUONTITE. 

AUemontite,  or  arsenical  antimony  of  the  formula  SbAs,,  = 
arsenic,  65.2;  antimony,  34.8,  occurs  somewhat  sparsely  at  AUe- 
mont  in  France,  Pribram,  Bohemia,  and  other  European  localities 
associated  with  sphalerite,  antimony,  etc.  So  far  as  the  writer  has 
information  the  mineral  has  not  as  yet  been  found  in  sufficient 
quantity  to  be  of  economic  value. 

n.  SULPHIDES  AND  ARSENIDES. 

I.   REAIGAK  AND  OSPIU£NT. 

Realgar  is  a  monosulphide  of  arsenic,  AsS,«  arsenic,  70.1  per 
cent,  sulphur,  29.9  per  cent.  Hardness,  1.5  to  2;  brittle;  specific 
gravity,  3.55;  color,  aurora-red  to  orange-yellow;  luster,  resinous; 
streak  the  rolor  of  the  mineral.  Orpiment,  or  auripigment  as  it 
is  also  called,  is  a  trisulphide  of  arsenic  of  the  formula  As^S,,  = 
arsenic,  61  per  cent,  sulphur,  39  per  cent.  Hardness  and  specific 
gravity  essentially  the  same  as  realgar,  with  which  it  is  commonly 
associated. 

Occurrences. — ^Realgar  and  orpiment  are  very  beautiful,  though 
not  abundant  minerals  which  occur  associated  with  ores  of  silver 
and  lead  in  various  European  mining  regions  and  also  those  of  Japan, 
Hungary,  Bohemia,  Transylvania,  and  Saxony.    They  have  been 
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reported  in  the  United  States  in  beds  of  sandy  clay  beneath  lava  in 
Iron  County,  Utah,  and  form  the  so-called  "Arsenical  gold  ore"  of 
the  Golden  Gate  Mine,  Mercur,  Tooele  County,  this  same  State, 
also  in  San  Bernardino  County,  California;  Douglas  County,  Oregon, 
and  in  minute  quantities  in  the  geyser  waters  of  the  Yellowstone 
National  Park. 

The  realgar  and  orpiment  of  the  Coyote  mining  district,  Iron 
County,  Utah,  occur  in  a  compact,  sandy  clay,  occupying  a  horizontal 
seam  or  layer  about  2  inches  thick,  not  distinctly  separated  from  the 
day,  but  lying  in  its  midst  in  lenticular  and  nodular  masses.  The 
bulk  of  the  layer  consists  of  realgar  in  divergent,  bladed  crystals, 
closely  and  confusedly  aggregated,  sometimes  forming  groups  of 
biilliant  crystalline  facets  in  small  cavities  toward  the  center  of  the 
mass.  The  orpiment  is  closely  associated  with  the  realgar  in  the 
forai  of  small  and  delicately  fibrous  crystalline  rosettes,  and  small 
spherical  aggregations  made  up  of  fine  radial  crystals,  and  also  in 
bright  yellow,  amorphous  crusts  in  and  around  the  mass  of  the 
realgar.  Fine  parallel  seams  of  gypsum  occur  both  above  and  below 
the  layer,  and  the  strata  of  arenaceous  clays  above  for  30  feet  or  more 
are  chained  with  soluble  salts  which  exude  and  effloresce  upon  the 
surface  of  the  bank,  forming  hard  crusts.  The  whole  appearance 
and  association  of  the  minerals  indicates  that  they  have  been  formed 
by  aqueous  infiltration  since  the  deposition  of  the  beds.* 

Orpiment  is  said  *  to  occur  at  Tajowa,  near  Neusohl,  Hui^ary, 
as  nodular  masses  and  isolated  crystals  in  clay  or  calcareous  marl. 

Uses. — Realgar  is  used  mainly  in  pyrotechny,  yielding  a  very 
brilliant  white  light  when  mixed  with  saltpeter  and  ignited.  It  is 
now  artificially  prepared  by  fusing  together  sulphur  and  arsenious 
add.*  Orpiment  is  used  in  dyeing  and  in  preparaUon  of  a  paste 
for  removing  hair  from  skins.  According  to  the  British  consular 
reports  there  were  exported  from  Baghdad  in  1897,  some  55,600 
pounds  of  the  mineral  for  use  as  a  pigment.  As  with  realgar,  the 
mineral  is  now  largely- prepared  artificially.     The  name  orpiment 


'  W.  p.  Blake,  American  Journal  of  Sdeoce,  XXI,  1S81,  p.  919. 
*  H.  A.  Mien,  Minemlogical  Magazine,  July,  1892,  p.  34. 
'Wagner's  Chemical  Technology,  p.  87. 
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is  Stated  by  Dana  to  be  a  corruption  of  auripigmerU,  golden  paint, 
in  allusion  to  the  color. 
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2.  COBALT  IflNERALS. 

Several  minerals  contain  cobalt  as  one  of  their  essential  con- 
stituents in  sufficient  quantity  to  make  them  of  value  as  ores.  In 
other  cases  the  cobalt  exists  in  too  small  quantities  to  pay  for  woridng 
for  this  substance  alone,  and  it  is  obtained  as  a  by-product  during 
the  process  of  extraction  of  other  metals,  notably  of  nickel.  The 
common  cobalt-bearing  minerals,  together  with  their  chemical  com- 
position, mode  of  occurrence,  and  other  characteristics,  are  given 
below: 

CobalUte. —  Cobaltine,  or  cobalt  glance.  This  is  a  sulphar- 
senide  of  cobalt  of  the  formula  CoAsS,  —  sulphur,  19.3  per  cent; 
arsenic,  45.2  per  cent;  cobalt,  35.5  per  cent;  hardness,  5.5,  and 
specific  gravity  6  to  6.3.  The  luster  is  metallic  and  color  sUver- 
white  to  reddish.  When  in  crystals,  commonly  in  cubes  or  pyrito- 
hedrons.  Anal3reis  of  a  massive  variety  from  I,  Siegen,  Westphalia; 
II,  Skutterud,  Norway,  and  III  and  IV,  Daschkessan,  in  the 
government  of  Elizabethpol,  Caucasus,  as  given  by  various  authori- 
ties, yielded  results  as  below: 


Coortituenta. 

I. 

II. 

III. 

IV. 

Arsenic 

45-31 
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In  Saxony  the  mineral  occurs  in  lodes  in  gneiss  and  in  which 
heavy  spar  (barite)  forms  the  characteristic  gangue.  It  is  associated 
with  other  metallic  sulphides,  notably  those  of  lead  and  copper.  At 
Skutterud  and  Snanim,  Norway,  the  cobaltiferous  fahlbands,  accord- 
ing to  Phillips,'  "occur  in  crystalline  rocks  varying  in  character  be- 
tween gneiss  and  mica  schists,  but  from  the  presence  of.homblende 
they  sometimes  pass  into  hornblende  schists;  among  the  accessory  min- 
erals are  garnet,  tourmaline,  and  graphite.  These  schists,  of  which 
the  strike  is  north  and  south,  and  which  have  an  almost  perpendicular 
dip,  contain  fahlbands  very  similar  in  character  to  those  of  Kongs- 
berg.  They  differ  from  those  of  that  locality,  however,  inasmuch 
as  while  here  the  fahlbands  are  often  sufficiently  impregnated  with 
ore  to  pay  for  working,  those  of  Kongsbei^,  although  to  some  extent 
containing  disseminated  sulphides,  -are  only  of  importance  as  zones 
of  enrichment  for  ores  occurring  in  veins.  The  ore  zones  usually 
follow  the  strike  and  dip  of  the  surrounding  rocks,  and  vary  in  breadth 
from  2^  to  6  fathoms.  The  distribution  of  the  ores  is  by  no  means 
equal,  since  richer  and  poorer  layers  have  received  special  names 
and  are  easily  recognized.  The  Erzbander,  or  ore  bands,  are  dis- 
tinguished from  the  Reicherzbander,  or  rich  ore  bands,  while  the 
bands  of  unproductive  rock  are  known  as  Felsbander.  The  predomi- 
nant rock  of  the  fahlbands  is  a  quartzose  granular  mica  schist,  which 
gradually  passes  into  quartzite,  ordinary  micha  schist,  or  gneiss. 
The  ores  worked  are  cobalt  glance,  arsenical  and  ordinary  pyrites 
containing  cobalt,  skutterudite,  magnetic  iron  pyrites,  copper  pyrites, 
raolybderute,  and  galena.  It  is  remarkable  that  in  these  mines 
nickel  ores  do  not  accompany  the  ores  of  cobalt  in  any  appreciable 
quantity.  The  principal  fahlband  is  known  to  extend  for  a  distance 
of  about  6  miles,  and  is  bounded  on  the  east  by  a  mass  of  diorite 
which  protrudes  into  the  fahlband,  while  extending  from  the  diorite 
are  small  dikes  or  branches  traversing  it  in  a  zigzag  course.  It  is 
also  intersected  by  dikes  of  coarse-grained  granite  which  contain  no 
ore,  but  which  penetrate  the  diorite." 

The  Skutterud  Mine  in  1879  produced  7,700  tons  of  cobalt  ore, 

'  Or  Deposits,  by  J.  A.  Phillips)  p.  3S9. 
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which  yielded  io8  tons  of  cobalt  schlich  (concentrates),  containing 
from  lo  to  II  per  cent  of  cobalt,  and  worth  about  £ii,ooo. 

At  Daschkessan  the  ore  occurs  under  a  shee.  of  diabase,  the 
cobaltite  being  in  the  wall  rock  of  this  sheet,  and  which  carries  also 
garnets  and  copper  pyrites.  In  1887,  1,316  kilograms  of  the  mineral 
were  extracted;  in  1S88, 928  kilc^rams,  and  in  1889, 1 2,960  kilc^rams, 
besides  some  3,000  kilograms  of  cobaltiferous  matter  obtained  in 
treating  the  cobaltiferous  copper  ores.* 

Smaltite. — This  is  essentially  a  cobalt  diarsenide  of  the  formula 
CoAsj,  =  arsenic,  71.8  per  cent;  cobalt,  28.2  per  cent;  hardness,  5.5 
to  6;  specific  gravity,  6.4  to 6.6.  Color,  white  to  steel-gray.  Through 
the  assumption  of  nickel  the  mineral  passes  by  gradations  into 
chloanthite. 

Analyses  of  samples  from  (I)  Schneeberg,  Saxony,  and  (H)  Gun- 
nison County,  Colorado,  as  given  by  Dana,  yielded  results  as  below: 


Cobalt 

Nickei."""!!-! 


The  mineral  occurs  like  cobaltite  in  veins  associated  with  other 
metallic  arsenides  and  sulphides. 

Skutt6nidite  is  the  name  given  to  a  cobaltic  arsenide  of  the 
formula  CoAsj,  =  arsenic,  79.3;  cobalt,  20.7.  It  is  of  a  tin-white 
color,  varying  to  lead-gray,  has  a  hardness  of  6,  and  specific  gravity 
of  6.72  to  6.86.  It  occurs  associated  with  cobaltite,  titanite,  and 
hornblende  in  a  vein  in  gneiss  at  Skutterud,  Norway.  The  name 
safflorUe  is  given  to  a  cobalt  diarsenide  closely  resembling  smaltite, 
but  differing  in  being  orthorhombic,  rather  than  isometric  in  crystal- 
lization. The  composition  as  given  by  Dana  is  quite  variable, 
running  from  61  per  cent  to  70  per  cent  arsenic,  and  10  to  23  per 
cent  cobalt,  with  4  to  18  per  cent  of  iron  and  smaller  amounts  of 

'  Annsles  des  Mines,  II,  1891,  p.  503. 
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sulphur,  copper,  nickel,  and  bismuth.  It  is  found  associated  with 
smaltite  in  various  localities. 

Glaocodot  is  a  sulpbarsenide  of  cobalt  and  iron  of  the  formula 
(Co,Fe)  AsS,  =  sulphur,  19.4  per  cent;  arsenic,  45.5  per  cent; 
cobalt,  23.8  per  cent;  iron,  11.3  per  cent.  Color,  graybh;  hardness, 
5;  spedfic  gravity,  5.9  to  6.  Actual  analysis  of  a  Chilean  variety 
yielded  (according  to  Dana)  As  43.2,  S  20.21,  Co  24.77,Fe  11.90.  It 
is  therefore  essentially  a  ferriferous  cobaltite,  that  is,  a  cobaUite  in 
which  a  part  of  the  cobalt  has  been  replaced  by  iron.  The  mineral 
is  found  at  Huasco,  Chile,  associated  with  cobaltite  in  a  chloritic 
schist.  The  name  alloclasiie  is  given  to  a  variety  of  glaucodot  con- 
taining bismuth  and  answering  to  the  formula  Co(As,Bi)S.  The 
composition  as  given  is  somewhat  variable.  Arsenic,  2$  to  33  per 
cent;  bismuth,  23  to  32  per  cent;  sulphur,  16  to  iS  per  cent;  cobalt, 
30  to  24  per  cent;  iron,  2.7  to  3.8  per  cent.  It  is  reported  only 
from  Orawitza,  Hungary. 

Linnaeite  is  a  sulphide  of  a>balt  with  the  formula  Co^^,  =  sul- 
phur, 42.r  per  cent;  cobalt,  57.9  per  cent;  a  part  of  its  cobalt  is  com- 
monly replaced  by  nickel,  giving  rise  to  its  variety  siegenUe.  The 
mineral  is  brittle,  of  a  pale  steel-gray  color,  tarnishing  red.  Hard- 
ness, S-S  and  specific  gravity,  4.8  to  5.  When  crystallized  it  is  com- 
monly in  octahedrons.  The  following  analyses  of  a  nickel-bearing 
variety  {siegenik)  are  quoted  from  Dana: 


S. 

CO. 

Ni.      1     Pe. 

Cu. 

41.00 
39-70 

41-54 

43.86 
as.69 

"-34 

30.53 

s-3; 

i.g6 
3-37 

Trace. 

Mineral  Hill,  Maryland.  . 
Mine  La  Motte,  Missouri. 

The  mineral  occurs  in  gneiss  in  Sweden;  with  barite  and  siderite 
a  Musen;  iu  limestone  with  galena  and  dolomite  at  Mine  La  Motte, 
Missouri,  and  with  sulphides  of  iron  and  copper  in  chloritic  schists 
in  Maryland. 

Sycbnodymite  has  the  formula  (Co,Cu)iS(,  and  yields  sulphur, 
40.64  per  cent;  copper,  18.98  per  cent;  cobalt,  35.79  per  cent; 
nickel,  3.66  per  cent;  iron,  0.93  per  cent.  It  is  of  a  steel-gray  color, 
metallic  luster,  and  has  a  specific  gravity  of  4.75. 


D,g,l,..cbyGOOglC 


S8  THE  NOU-METALUC  MtNERALS. 

Brythrite  or  cobalt  bloom  is  the  name  given  to  a  hydrous 
cobalt  arsenate  of  the  formula  Co,As,0,+  8H,0,=arsenic  pentoxide, 
38.4  per  cent;  cobalt  protoxide,  37.5  per  cent,  and  water,  24.1  per 
(XD.U  It  occurs  in  globular  and  renifoim  shapes  and  earthy  masses 
of  a  crimson  to  peach-red  color  associatt:d  with  the  arsenides  and 
sulpharsenides  mentioned  above  and  from  which  it  is  derived  by  a 
process  of  oxidation.  In  Churchill  County,  Nevada,  it  occurs  as 
a  decomposition  product  of  a  cobalt-bearing  niccolite.  It  is  also 
found  at  the  Eelsey  Mine,  Compton,  in  Los  Angeles  County,  Cali- 
fornia; associated  with  cobaltite  at  Tambillo  and  at  Huasco,  Chile, 
and  under  similar  conditions  in  various  parts  of  Europe. 

Asbolite  or  earthy  cobalt,  is  a  black  and  earthy  ore  of  man- 
ganese (wad)  which  sometimes  carries  as  high  as  30  per  cent  of 
cobaltic  oxide.  It  takes  its  name  from  the  Greek  aafioXatreo,  to 
soil  like  soot.  Hoselite  is  an  arsenate  of  lime,  magnesia,  and  cobalt 
with  the  formula  (Ca,Co,Mg),AsjO„2HjO,  =  arsenic  pentoxide, 
514  per  cent;  lime,  28.1  per  cent;  cobalt  protoxide,  12.5  per  cent; 
water,  8  per  cent.  It  is  of  a  light  to  dark  rose-red  color;  hardness, 
3.5;  specific  gravity,  3.5  to  3.6,  and  vitreous  luster.  Sphfero- 
cobaltite  is  a  cobalt  protocaTbonate  of  the  formula  CoCO,,  •=  carbon 
dioxide,  37.1  per  cent;  cobalt  protoxide,  62.9  per  cent.  It  is  also  of 
a  rose-red  color,  varying  to  velvet-black.  Hardness,  4,  and  specific 
gravity,  4.02  to  4.13.  It  occurs  but  sparingly,  associated  with  roselite 
at  Schneeberg  in  Saxony.  Hemingtonite  is  a  hydrous  carbonate 
the  exact  composition  of  which  Das  not  been  ascertained.  Cobalto- 
menite  is  a  supposed  selenide  of  cobalt.  Bieberite,  or  cobalt 
vitriol,  is  a  sulphate  of  the  formula  CoSOj-(-7H,0.  The  color  is 
flesh  to  rose-red.  It  is  soluble  in  water,  has  an  astringent  taste, 
and  occurs  in  secondary  stalactitic  form.  Pateraite  is  a  possible 
molybdate  of  cobalt. 

Aside  from  the  possible  sources  mentioned  above,  cobalt  occurs 
very  constantly  associated  with  the  ores  of  nickel  (niccolite,  millerite, 
chloanthite,  etc.),  and  is  obtained  as  a  by-product  in  smelting.  Con- 
siderable quantities  have  thus  from  time  to  time  been  obtained  from 
the  Gap  Mines  of  Pennsylvania,  Mine  La  Motte,  Missouri,  and 
Lovelock,  Nevada.    The  nickel  mines  of  New  Caledonia  are  perhaps 
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the  most  productive.    The  ore  here,  a  silicate,  carries  some  3  per 
cent  of  cobalt  protoxide. 

A  vein  of  cobalt  ore  near  Gothic,  Gunnison  County,  Colorado, 
is  described  a&  lying  in  granite,  the  gangue  material  being  mainly 
calcite,  throughout  which  was  disseminated  the  ore  in  the  form  of 
smaltite.  With  it  were  associated  erythrite,  a  small  amount  of  iron 
pyrites,  and  native  silver.    An  analysis  of  this  ore  yielded  as  belovrri 

~  "    "  Bismuth 1.13 


Cobalt. 

Silica.. 
Lead... 
Sulphur 


.  63. 


Nickel Trace. 

Sil»er Ti»ce, 

94,89 


A  cobalt  ore,  consisting  of  a  mixture  of  glaucodot  and  erythrite, 
occurring  near  Carcoar  Hailway  Station,  New  South  Wales,  has  the 
composition  given  below: 


Hobtuie. . 


UctaUic  cobalt 

Metallic  nlckd. 

UeUUc  iron. 

Alumina. 

Metallic  maogaiuac- . 
Met^lHc  calciunx.  ■  * . . 

Magneuum 

Gtdd , 


Specific  gnvll7. . 


1.460 
Trace. 
Trace. 


Trace. 


According  to  the  Annual  Report,  Department  of  Mines,  for 
18SS,  this  ore  occurs  concentrated  in  irregular  hollows  and  bunches, 
often  intimately  mixed  with  diorite  in  a  line  of  fissure  between  an 
intrusive  diorite  and  slate,  the  fissure  running  for  some  distance  follow- 
ing the  line  of  jimction  between  the  two  rocks,  and  being  presumably 
formed  at  the  time  of  the  extrusion  of  the  diorite. 

Other  cobalt  ores,  carrying  from  13  to  15  per  cent  of  cobalt  oxide, 
occur  near  Nina.* 

'  Complete  amaijses  of  these  are  given  la  Cat&logue  of  the  New  South  Walei 
Eihitnt,  Worid'a  Cohunbian  Exposition,  Chicago,  1S93,  p.  330. 
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Uses. — Cobalt  is  produced  and  sold  in  the  form  of  oxide  and 
used  mainly  as  a  coloring  constituent  in  glass  and  earthem  wares. 
Only  some  200  tons  are  produced  annually  the  world  over.  The 
market  vahie  of  the  material  is  variable,  but  averages  about  $3  a. 
pound. 

BIBLIOGRAPHY. 
Fdcbs  etI>R  Laumat.    Trait£  dea  GItes  Min^rauz,  II,  pp.  75-91. 

3.    AKSENOPVSITE ;    UISPICEEL;   OS   ABSENICAL   PYRTFES. 

Composition. — Somewhat  variable.  Essentially  a  sulpharsenide 
of  iron  of  the  formula  FeAsS,  or  FeSj,  FeAs,,  =  arsenic,  46  per  cent ; 
sulphur,  19.7  per  cent,  and  iron,  34.3  per  cent.  The  name  danaite 
is  given  to  a  cobaltiferous  variety.  The  specific  gravity  of  the  mineral 
varies  from  5.9  to  6,2.  Hardness,  5.5  to  6.  Colors,  silver-white  to 
steel-gray;  streak,  dark  gray  to  black;  luster,  metallic.     Brittle. 

Occurrence. — The  mineral  occurs  principally  in  crystalline  rocks, 
and  is  a  common  associate  of  ores  of  silver,  gold,  tin,  and  lead.  It 
is  at  times  highly  auriferous,  forming  a  valuable  ore  of  gold,  as  in 
New  South  Wales  and  more  rarely  in  California  and  Alaska.  It 
is  found  in  nearly  all  the  States  bordering  along  the  Appalachian 
Mountain  system,  but  in  no  instance  is  regularly  mined  excepting 
incidentally  in  the  process  of  working  other  metals.  Concerning 
its  occurrence  abroad  Dana  states  that  it  is  "abundant  at  Freibei^ 
and  Munzig,  where  it  occurs  in  veins;  at  Reichenstein  in  Silesia  in 
serpentine;  at  Auerbach  in  Baden;  in  beds  at  Breitenbrunn  and 
Raschau,  Andreasberg  and  Joachimsthal;  at  Tunaberg  in  Sweden; 
at  Skutterud  in  Norway;  at  Wheal  Mawdlin  and  Unanimity,  Corn- 
wall, and  at  the  Tamar  Mines  in  Devonshire,  England,  and  in 
Bohvia." 

Uses. — The  only  use  of  the  mineral  is  as  an  ore  of  arsenic. 

4.   LtJIXINGITE;  LEUCOPYEITE. 

The  prismatic  arsenical  pyrites,  or  leitcopyrite,  is  essentially  a 
diarsenide  of  iron,  with  the  formula  FeAs,,  though  usually  contami- 
nated with  a  Uttle  sulphur  and  not  infrequent^  cobalt,  bismuth,  or 
antimony.  It  has  a  specific  gravity  of  7  to  7.4,  hardness  of  5  to  5.5, 
metallic  luster,  and  silver-white  to  steel-gray  color. 
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The  mineral  has  been  found  at  EdenvUIe,  New  Yoii;  Roxbury, 
Omnecticut,  and  other  places  in  the  United  States,  and  associated 
with  other  arsenides  and  sulpharsenides  in  the  gold  and  silver  mines- 
of  Europe. 

5-  PYBITES. 

Two  forms  of  the  disulphide  of  iron  are  common  in  nature. 
The  first,  known  simply  as  pyrite  or  iron  pyrites,  occurs  in  sharply 
defined  cubes  and  their  crystallc^raphic  modifications,  or  in  granular 
masses  of  a  brassy-yellow  color. 

The  seixiid,  identical  in  composition,  crystallizes  in  the  orthorhom- 
bic  system,  but  is  more  common  in  concretionary,  botryoidal,  and 
stalactitic  forms,  which  are  of  a  dull  grayish-yellow  color.  This  form 
is  known  as  the  gray  iron  pyrites.  Both  forms  have  the  chemical 
composition,  FeS,,  =  iron,  46,6  per  cent  and  sulphur,  53.4  per  cent. 

The  ore  as  mined  is,  however,  never  chemically  pure,  but  con- 
tains admixtures  of  other  metallic  sulphides,  besides,  at  times,  con- 
siderable quantities  of  the  precious  metals.  The  following  analyses' 
of  materials  from  well-known  sources  will  serve  to  show  the  general 
variation : 


CoDrtitueoW. 

I. 

II. 

m. 

IV. 

V. 

VI. 

VII. 

Sulphur. 

48.0 

'•S 

S-o 

48.0 
44.0 
1.6 

i-S 
3-7 

48.01 
42.01 

40.00 

as-** 
4.00 

47-76 

1:1? 

0.34 
'■99 

46.40 
39-O0 
1.50 

9.*S 
3-75 

45.60 
38.53 

^per 

Silica. 

7.60 

10.00 

8.70 

f^ 

Trace, 
Trace. 

^. 

0.64 

I.  Milan,  Coos  County,  New  Hampshire;  11.  Rowe,  Massachusetts;  III.  Louisa 
County,  Virgiiua;  IV.  Sherbroolce,  Canada^  V.  Rio  Tiuto,  Spain;  VI.  near  Lyons, 
Fiance;   VII.  Wesqihalis,  Germany. 

Pyrite  is  sufficiently  hard  to  scratch  glass,  and  this,  together  with 
its  color,  crystalline  form,  and  irregular  fracture,  is  sufficient  for 
its  ready  determination  in  most  cases.    Once  known,  it  is  thereafter 

1  Mineral  Reaouices  of  the  United  States,  1883-18S4,  p.  877. 
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readily  recognized.  Owing  to  its  yellow  color,  the  mineral  has  by 
ignorant  persons  been  mistaken  not  infrequently  for  gold — which, 
however,  it  does  not  at  all  resemble — and  has  hence  earned  the  not 
very  flattering  but  quite  appropriate  name  of  "fool's  gold."  In 
certain  cases,  however,  it  carries  the  precious  metals,  and  in  many 
regions  is  sufficiently  rich  in  gold  to  fonn  a  valuable  ore. 

Mode  oj  occurrence. — Pyrite  is  one  of  the  most  widely  dissemi- 
nated of  minerals,  both  geologically  and  gec^raphically,  occuning  in 
rocks  of  all  kinds  and  of  all  ages  the  world  over.  It  is  found  in  the 
form  of  disseminated  grains  throughout  the  mass  of  a  rock,  or  atong 
Ihe  line  of  contact  between  basic  eruptives  and  sedimentaries ;  as 
irregular  and  sporadic  and  concretionary  masses  in  sedimentary  rocks 
and  modem  sands  and  gravels;  in  the  form  of  true  fissure  veins,  and 
as  interbedded,  often  lenticular  masses,  sometimes  of  immense  size, 
lying  conformably  with  the  stratification  (or  foliation)  of  the  inclos- 
ing rock.  On  the  immediate  surface  the  mineral  is  in  most  cases 
considerably  altered  by  oxidation  and  hydration,  forming  the  caps 
of  gossan  or  limonite. 

The  origin  of  the  mineral  in  the  older  crystalline  tx>cks,  as  that 
of  the  rocks  themselves,  is  not  infrequently  somewhat  obscure.  In 
sedimentary  rocks  it  is  undoubtedly  due  to  the  precipitation  of  the 
included  ferruginous  matter  by  sulphureted  and  deoxidizing  solutions 
from  decomposing  animal  and  vegetable  matter. 

Some  of  the  pyritiferous  deposits,  as  those  of  Louisa  County, 
Virginia,  and  Huelva,  Spain,  are  of  enormous  propwrtions.  The 
first  named  is  described'  as  over  2  miles  in  length,  and  to  have  been 
exploited  to  a  depth  of  upward  of  600  feet-  The  width  from  foot  to 
hanging  wall  is  variable,  but  in  places  not  less  than  60  feet.  The 
average  width  of  the  two  worked  beds  is  upward  of  18  feet.  The 
rocks  inclosing  the  deposits  consist  principally  of  talcose  and 
hydromica  slates.  At  Rio  Tinto  the  ore  is  described'  as  occurring 
in  immense  masses  several  thousand  feet  in  length,  and  from  300 
to  800  feet  in  width,  extending  in  depth  to  an  unknown  distance. 


'  Ori^  of  the  Iron  Pyrites  Deposits  in  Louisa  County,  Vi^nla,  by  F.  L.  Naaoi^ 
EDgineering  and  Mining  Journal,  LVII,  1894,  p.  414. 

*  A  Visit  to  the  Pyrites  Mines  of  Spain.  Eng.  and  Min.  Jour.,  LVI,  1S93,  p.  498. 
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The  ore  is  very  clean  and  massive,  containing  besides  sulphur  and 
iron  only  some  a  to  4  per  cent  of  copper  and  traces  of  silver  and 
gold.  The  material  is  mined  wholly  from  open  cuts  and  to  a  depth 
of  some  400  eet.  The  country  rock  is  described  as  of  Silurian  and 
Devonian  schists  near  contact  with  diorites. 

Uses. — ^With  the  exception  of  the  small  amount  utilized  in  the 
preparadon  of  venniUon  paints  and  the  still  smaller  amount  used  for 
jewelry,  almost  the  sole  value  of  the  mineral  is  for  the  manu&cture 
of  sulphuric  add  and  the  sulphate  of  iron,  known  as  green  vitriol  or 
copperas.  In  the  process  of  making  sulphuric  acid  the  ore  is  roasted 
or  burnt  in  specially  designed  ovens  and  furnaces  until  the  mineral 
a  decomposed,  the  sulphur  fumes  beii^  caught  and  condensed  in 
■chambers  prepared  for  the  purpose.  By  the  Glover  and  Gay-Lussac 
method  from  280  to  290  parts  of  sulphuric  acid  of  a  density  of  66° 
Baumi  may  be  obtained  for  each  100  parts  of  sulphur  in  the  ore,  or 
about  3,565  pounds  of  acid  to  i  ton  (3,000  pounds)  of  averse  ore. 

In  the  manufacture  of  copperas  the  ore  is  broken  into  small  pieces 
and  thrown  mto  piles  over  which  water  is  allowed  to  drip  slowly.  A 
natural  oxidation  takes  place,  whereby  the  sulphide  is  transformed 
into  a  hydrated  sulphate.  The  latter  being  soluble,  runs  off  m 
solution  in  the  water,  which  must  be  collected  and  evaporated  in  order 
to  obtain  the  salt.  Thus  prepared  the  sulphate  is  used  in  dyeii^, 
in  the  manufacture  of  writing-ink,  as  a  preservative  for  wood,  and  as 
a.  disinfectant.  It  has  also  been  used  in  the  manufacture  of  certain 
brands  of  fertilizers.  The  method  of  manufacture  as  formerly 
•carried  on  at  Strafford,  Vermont,  is  given  below; 

"The  process  consists  in  first  raising  the  ore  from  the  bed,  which 
is  principally  done  with  the  help  of  gunpowder.  The  blocks  of  ore 
are  then  broken  up  into  smjll  pieces,  to  faciUtate  the  decomposition, 
by  suffering  the  oxygen  contained  in  water  and  the  atmosphere  to 
■come  more  directly  in  contact  with  the  material  composing  the  ore. 
Large  heaps  of  these  pieces,  called  leaches,  are  made  upon  a  tight 
plank  bottom  or  upon  a  sloping  ledge  of  solid  rock,  where  the  liquor 
or  lye  that  subsequently  runs  from  them  may  be  saved. 

"  In  dry  weather  a  small  stream  of  water  is  made  to  flow  upon  and 
^netrate  these  leaches  in  order  to  produce  a  spontaneous  combus- 
tion, which  in  warm  weather  commences  in  a  few  days,  and  if 
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properly  managed,  will  continue  seventi  weeks.  When  combustion 
is  takit^  place  great  care  is  requisite  in  order  to  have  the  work  go  on 
successfully,  for  if  too  much  water  is  suffered  to  penetrate  the  leach 
•or  heap,  the  decomposition  is  checked  by  the  reduction  of  temperature 
and  the  lye  or  liquor  issuing  from  it  is  too  weak  to  be  valuable,  and  if 
there  is  not  water  enough  put  on  the  leach  the  decomposition  is  alsa 
arrested  by  the  absence  of  the  oxygen  found  in  the  water,  which  is 
necessary  to  convert  the  sulphurous  acid  into  the  sulphuric,  that 
sulphate  of  iron  or  copperas  may  be  produced. 

"  The  liquor  that  runs  from  the  leaches  is  collected  in  reservoirs, 
from  which  it  can  be  taken  at  pleasure.  Below  the  reservoirs  upon 
the  hillside  buildings  are  erected,  called  evaporators,  to  which  liquor 
is  conducted  in  troughs  from  the  reservoirs  in  small  streams  that 
are  divided  and  subdivided  by  means  of  perforated  troughs,  brush, 
etc.  Several  tieis  of  brush  are  arranged  in  the  buildii^,  through 
which  the  liquor  is  made  to  pass  to  facilitate  the  process  of  evapora- 
tion. In  dry,  windy  weather  the  evaporation  is  oftentimes  so  rapid 
that  the  brush  and  other  substances  with  which  the  hquor  comes 
in  contact  durii^  the  latter  part  of  its  journey  often  have  an  incrus- 
tation of  copperas  formed  upon  them ;  but  upon  the  return  of  rainy 
weather  the  humid  atmosphere  checks  the  evaporation,  and  the  crust 
of  copperas  is  dissolved  and  passes  with  the  Uquor  into  reservoirs^ 
prepared  to  receive  it. 

"The  hquor,  which  is  now  very  strongly  impregnated  with  copperas, 
is  conducted  into  leaden  boilers,  where  heat  is  applied  and  the  hquor 
reduced  to  a  strength  indicated  by  the  acidimeter  to  be  right  for  the 
production  of  copperas.  The  liquor  is  then  placed  in  vats  of  lead 
or  of  brick  and  water  cement,  called  crystallizers,  and  after  remain- 
ing from  ei^t  to  ten  days  a  crust  of  copperas  is  formed  upon  the 
bottom  and  sides  of  the  vats,  composed  of  nicely  formed  crystals. 
The  water  remaining  in  the  crystallizers  is  then  pumped  back  into 
the  boilers,  the  crust  of  copperas  removed,  and,  after  being  sufficiently 
drained,  it  is  packed  in  casks  ready  for  market." '  (See  also  under 
Alum  Shale  and  Vitriol  Stone,  p.  344.) 

The  analyses  given  below  show  (i)  the  compo^tion  of  fresh. 

'  GecJogy  of  Veimont,  II,  1861,  p.  830. 
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pjrrite  from  the  Coal  Measures  of  Mercer  County,  Pennsylvania, 
and  (2)  and  (3)  that  of  two  varieties  of  paint  produced  from  it  by 
calcination.* 
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Accordii^  to  F.  Stolba,*  the  so-called  Bohemian  fuming  sul- 
phuric acid  is  made  from  vitriol  obtained  from  Silurian  [}yritiferous 
schists  ("vitriolschiefer").  The  method  as  given  is  as  follows: 
Large  masses  of  the  schist,  which  consist  essentially  of  a  quartzose 
matrix  containing  pyrite,  carbonaceous  matter,  and  clay,  are  exposed 
to  the  weathering  action  of  the  atmosphere  for  three  years.  The 
products  of  oxidation  so  formed  are  ferrous  sulphate  and  sulphuric 
acid,  which  ktter  acts  energetically  upon  the  clay,  and  finally  alu- 
minum sulphate  and  other  sulphates  are  yielded.  The  ferrous  sul- 
phate at  first  formed  becomes  by  oxidation  fenic  sulphate,  which, 
together  with  the  aluminum  sulphate,  is  the  principal  product  of 
the  weathering  of  the  vitriol  slate.  Ferrous  sulphate  remains  only 
in  small  quantities.  The  next  operation  b  lixiviation  of  the  mass 
with  water,  after  which  the  hquor  obtained  is  concentrated  to  a 
densi^  of  40''  Baum€,  and  finally  evaporated  in  pans  until,  on 
cooling,  a  crystalline  cake  of  vitriol  stone  is  obtained.  The  vitriol 
stone  is  now  calcined  in  order  to  remove  the  greater  part  of  its  water. 
The  resulting  product,  when  heated  to  a  very  high  temperature  in 
day  retorts,  yields  sulphuric  anhydride,  and  a  residue,  termed 

'  Report  M.  M.  Second  Report  o(  Pn^res*  in  the  Labomtory  of  the  Survey  at  Hu- 
liiburg,  Second  Geological  Survejr  of  Pennsylvania,  1879,  p.  374. 
'  Journal  of  the  Society  of  Chemical  Industry,  V,  1886,  p.  30. 
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colcothar,  remains  in  the  retorts.  The  composition  of  vitriol  stone 
and  colcothar  will  be  seen  from  the  following  analyses:  ■ 

VmOOL  STONB.  VITRIOL  STONE. 

F«,0, »o.07  Fe,(SO,)^ jo.it 

Al^, 4.67  AI,(SO,\ 11.94 

FrtJ 0.64  F^O, 1-35 

MaO Ti»ce».  MgSO, 1.17 

CaO 0.14  CaSO, 0.33 

MgO 0.39  CuSO, o.  JO 

K,0 0.07  K^CV. 0.13 

Na-0 0.05  Nf^SO, o.ii 

CuO o.io  H^O, 1.49 

SiO, o,  10  MnO,  As,  and  P,0,  . .  .  .Traces. 

P^, Traces.  Si<X 9.10 

SO, 4»-S>  H,0 3»-3i-99-a9 

As Trace* 

H,0 3a.58-99-3» 


COLCOTHAS. 

Fe,0^ 74-6»  SO, 5.17 

\1,0^ 13. S3  SiOj 1. 17 

MgO 3.23  CuO 0.20 

CaO 0.83  H,0 1.30  —  99.04 

Pyrite  on  decomposing  in  the  presence  of  moisture  in  the  ground 
sometimes  gives  rise  to  an  acid  sulphate  of  iron.  This  may  attack, 
aluminous  minerals  when  such  are  present,  giving  rise  thus  to  solutions 
of  sulphate  of  iron  and  alumina,  which  come  to  the  surface  as  "alum 
springs,"  or,  if  no  alumina  is  present,  merely  as  iron  or  chalybeate 
springs,  which  are  of  more  or  less  medicinal  value.  The  presence 
of  such  sulphates  in  a  soil  is  readily  detected  by  the  well-known 
astringent  taste  of  green  vitriol  and  alum,  even  where  the  quantity 
is  not  sufficient  to  appear  as  a  distinct  efflorescence.  Impregnation 
of  these  salts  in  soils  are  by  ignorant  persons  sometimes  assumed 
to  be  of  great  medicinal  value,  and  the  writer  has  in  mind  a  case 
in  one  of  the  Southern  States,  in  which  the  aqueous  leachings  of  such  a 
soil  were  regulariy  bottled  and  sold  as  a  specific  for  nearly  all  the 
ills  to  which  the  flesh  is  heir,  though  prescribed  especially  for  fiux^ 
wounds,  and  ulcers.     (See  also  under  Alum,  p.  338.) 
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6.   UOLYBDEKITE. 

A  disulphide  of  molybdenum  having  the  formula  MoS,,-  sul- 
phur, 40  per  cent;  molybdenum,  60  per  cent. 

This  mineral,  like  graphite,  occurs,  as  a  rule,  in  small,  bkck, 
shining  scales,  sometimes  hexagonal  in  outline  and  with  a  bright 
metallic  luster.  It  is  soft  enough  to  be  readily  impressed  with  the 
thumb  nail,  and  leaves  a  bluish-gray  trace  on  paper.  On  porcelain 
it  leaves  a  lead-gray,  slightly  greenish  streak.  This  faint  greenish 
tinge,  together  with  its  property  of  giving  a  sulphur  reaction  when 
fused  with  soda,  furnishes  a  ready  means  of  distinguishing  it  from 
graphite,  which  it  so  closely  resembles.  Through  alteration  it  some- 
times passes  over  into  molybdite  or  molybdic  ocher,  a  straw-yellow 
to  white  ocherous  mineral  of  the  formula  MoOj,  —  oxygen,  33,3  per 
cent;  molybdenum,  66.7  per  cent. 

Occurrence. — The  mineral  has  a  wide  distribution,  occurring  in 
embedded  masses  and  disseminated  scales  in  granite,  gneiss,  syenite, 
crystalline  schists,  quartz,  and  granular  limestone.  It  is  found  in 
Norway,  Sweden,  Russia,  Saxony,  Bohemia,  Austria,  France,  Peru, 
Brazil,  England,  and  Scotland,  throughout  the  Appalachian  region 
in  the  United  States  and  Canada,  and  in  various  parts  of  the  Rocky 
and  Sierra  Nevada  Mountains.  In  Okanogan  County,  Washington, 
the  mineral  occurs  in  beautiful  large  flakes  in  an  auriferous  quartz 
vein  traversing  slates. 

On  Quetachoo-Manicouagan  Bay,  on  the  north  side  of  the  Gulf 
of  St.  Lawrence,  the  mineral  is  reported'  as  occurring  disseminated 
in  a  bed  of  quartz  6  inches  thick,  in  the  form  of  nodules  from  i  to  3 
inches  in  diameter,  and  in  flakes  which  are  sometimes  13  inches 
broad  by  \  inch  in  thickness.    It  is  also  found  in  the  form  of  finely 

'  Geolc^  of  Canada,  1S63,  p.  754. 
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disseminated  scales  or  small  bunches  among  the  iron  ores  of  the  Hiide 
Mine  at  Stanhope,  New  Jers^,  sometimes  constituting  as  high  as  2 
per  cent  of  the  ore. 

Molybdenum  is  also  a  constituent  of  the  mineral  wulfenite,  or 
mol  bdate  of  lead. 

Uses. — The  principal  use  to  which  molybdenite  has  as  yet  been 
put  is  in  the  preparation  of  molybdates  for  the  chemical  laboratory. 
It  is  stated  that  a  fine  blue  pigment  can  be  prepared  from  it,  which 
it  has  been  proposed  to  use  as  a  substitute  for  indigo  in  dyeing  silk, 
cotton,  and  linen.  The  metal  molybdenum  is  produced  but  rarely, 
and  only  as  a  curiosity,  and  has  a  purely  fictitious  value.  Up  to 
the  present  time  there  has  been  no  constant  demand  for  the  mineral 
nor  regular  source  of  supply. 

ni.  HALIDES. 
I.  halite;  sodium  chloride;  oe  coioion  salt. 

Composition. — NaCl,=sodium,  60.6  per  cent;  chlorine,  39.4  per 
cent.  The  natural  substance  is  nearly  always  more  or  less  impure, 
as  noted  later.  Hardness,  2.5;  specific  gravity,  2.1  to  2.6  per  cent. 
Colorless  or  white  when  pure,  but  often  yellowish  or  red  or  purplish 
by  the  presence  of  metalhc  oxides  and  organic  matter.  Readily 
soluble  in  cold  water,  and  has  a  saline  taste.  Crystallizes  in  the 
isometric  system,  usually  in  cubes,  but  sometimes  in  octahedrons,  the 
faces  of  the  crystals  (particularly  when  prepared  artificially)  being 
often  cavernous  or  hopper-shaped.  Sometimes  occurs  in  fibrous 
forms,  which  it  has  been  suggested  are  pseudomorphous  after  fibrous 
gypsum.  Often  found  in  the  form  of  massive,  crystalline  granular 
aggregates  commonly  known  as  rock  salt. 

Sylvite,  the  chloride  of  potassium,  sometimes  occurs  associated 
with  haUte,  where  it  has  formed  under  similar  conditions.  From 
halite  it  can  be  distinguished  by  its  crystalline  form,  that  of  a  com- 
bination of  cube  and  octahedron  (see  Fig.  5),  and  more  biting  taste. 
Owing  to  its  ready  solubility  it  is  rarely  found  in  a  state  of  nature- 
Bischofite,  the  chloride  of  magnesium,  is  still  more  soluble  and  prac- 
tically unknown  except  in  crystals  artificial^  produced. 
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Origin  and  occurrences. — Sodium  in  the  form  of  chloride,  to  which 
is  commonly  given  the  simple  name  of  salt  is  one  of  the  most  widely 
disseminated  of  natural  substances,  and  not  infrequently  occurs  in 
large  masses  interstratified  with  other  rocks  of  the  earth's  crust  in 
such  a  manner  as  to  constitute  a  true  rock  mass. 

The  geological  history  of  these  beds  of  rock  salt  is  as  follows: 
No  terrestrial  waters  are  absolutely  pure,  but  all  hold  in  solution 
more  or  less  mineral  matter  which  has  been  taken  up  from  the  rocks 
and  soils  with  which  they  have  come  in  contact.  The  nature  of  these 
impurities  depends  on  the  nature  of  the  formations  permeated  and 
their  relative  solubility.     Numerous  analyses  of  river  waters  have 
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shown  that  the  substances  mentioned  below,  though  sometimes 
existing  as  mere  traces,  are  almost  invariably  present;  these  are 
sodium,  potassium,  magnesium,  silicon,  aluminum,  and  iron,  which 
exist  mostly  in  the  form  of  carbonates,  oxides,  sulphates,  and  chlo- 
rides. 

When  a  stream  bearing  these  substances  in  solution  flows  into 
a  lake  with  no  outlet,  as  the  Great  Salt  Lake  or  the  Dead  Sea,  the 


Ftc.  3, — Cluster  of  halite  crystals.    Slasshirt,  Germany. 
[U.  S.  National  Museum.] 

water  is  returned  to  the  atmosphere  by  evaporation,  while  the  impur- 
ities remain.  In  this  way  the  water  gradually  becomes  charged 
more  and  more  heavily  with  mineral  matter,  until  the  point  of  satu- 
ration is  reached  and  further  concentration  is  impossible  without 
precipitation.  When  such  precipitation  of  mineral  matters  takes 
place  it  is  in  the  inverse  order  of  their  solubilities;  that  is,  those 
substances  which  are  least  soluble  will,  under  like  conditions  of 
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temperature,  be  first  precipitated.  Hence  a  water  containing  the 
ingredients  before  mentioned,  on  being  subjected  to  complete  evapo- 
ration, would  deposit  its  load  in  the  following  order:  (i)  Carbonates 
of  lime  and  magnesia  in  the  form  of  limestones,  marls,  and  dolomites; 
(2)  sulphate  of  lime  in  the  form  of  ajihydrite  and  gypsum;  (3)  chlo- 
ride of  sodium,  or  common  salt;  and  these  followed  in  regular  order 
by  the  sulphates  of  magnesia  and  soda  (Epsom  salt  and  Glauber's 
salt)  and  the  chlorides  of  potassium  and  magnesium.  These  last 
are,  however,  so  readily  deliquescent  that  they  are  rarely  found 
crystallized  out  in  a  state  of  nature  as  above  noted. 

It  rarely  happens,  however,  that  nature's  processes  are  sufficiently 
regular  and  uninterrupted  to  allow  a  complete  precipitation  of  the 
pure  salts  as  above  outUned.  During  periods  of  flood  suspended 
silt  may  be  poured  into  the  inclosed  basin  to  finally  settle,  forming 
thus  alternating  beds  of  sahferous  clay  or  marL 

Such  having  been  the  method  of  fonnation,  it  is  scarcely  necessary 
to  state  that  salt  beds  are  not  confined  to  strata  of  any  one  geological 
horizon,  but  are  to  be  foimd  wherever  suitable  circumstances  have 
existed  for  their  formation  and  preservation.  The  beds  of  New 
Yoric  State  and  of  Canada  and  a  part  of  those  of  Michigan  Ue  among 
rocks  of  the  Upper  Silurian  Age.  They  are  regarded  by  Professor 
Newberry  as  the  deposits  of  a  great  salt  lake  that  formerly  occupied 
central  and  western  New  York,  northern  Pennsylvania,  northeastern 
Ohio,  and  southern  Ontario,  and  which  he  assumes  to  have  been 
as  large  as  Lake  Huron,  or  possibly  Lake  Superior.  A  part  of  the 
Michigan  beds,  on  the  other  hand,  were  laid  down  near  the  base  of 
the  Carboniferoiis  series,  as  were  also  those  of  the  Ohio  Valley,  and 
presumably  those  of  Virginia,  while  those  of  Petite  Anse,  Louisiana, 
are  of  Cretaceous,  or  possibly  Tertiary  Age.  The  beds  of  the  West- 
ern States  and  Territories  are  likewise  of  recent  origin,  many  of  them 
being  still  in  process  of  formation. 

The  English  beds  at  Cheshire,  the  source  of  the  so-called  "Liver- 
pool" salt,  are  of  Triassic  Age,  as  are  also  those  of  Vic  and  Dieuze 
in  France,  Wurtemburg  in  Germany,  and  Salzburg  in  Austria, 
■viuie  those  of  WieUczka  in  Austrian  Poland,  and  of  Parajd  in 
Transylvania  are  Tertiary. 

Salt  is  now  manufactured  from  brines  or  mined  as  rock  salt  in 
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fifteen  States  of  the  American  Union.  These,  in  the  order  of  their 
apparent  importance,  are  Michigan,  New  York,  Kansgs,  California, 
Louisiana,  Illinois,  Utah,  Ohio,  West  Virginia,  Nevada,  Pennsyl- 
vania, Virginia,  Kentucky,  Texas,  and  Wyoming.  At  one  time 
Massachusetts  was  an  important  producer  of  salt  from  sea  waters. 
The  industry  has,  however,  been  gradually  languishing,  and  may 
ere  now  be  wholly  extinct.  In  California  salt  is  obtained  largely 
from  sea  water,  but  also  from  salt  lakes  and  salines.  In  Michigan, 
Ohio,  the  Virginias,  Pennsylvania,  and  Kentucky  salt  is  obtained 
from  brines  obtained  from  springs  or  by  sinking  weUs  into  the  salt- 
bearing  strata,  while  in  New  York,  Kansas,  Louisiana,  and  the 
remaining  States  it  is  obtained  both  from  brines  and  by  mining  as 
rock  salt. 

Of  the  foreign  sources  of  rock  salt  the  following  districts  are  the 
most  important:  (i)  The  Carpathian  Mountains,  (2)  the  Austrian 
and  Bavarian  Alps,  {3)  Western  Germany,  (4)  the  Vosges,  (5)  Jura, 
(6)  Spain,  (7)  the  Pyrenees  and  the  Celtiberian  Mountains,  and 
(8)  Great  Britain,  while  sea  salt  is  an  important  product  of  Turks 
Island  in  the  Bahamas,  of  the  island  of  Sicily,  and  of  Cadiz,  Spain. 

We  have  space  here  for  details  concerning  but  a  few  of  these  beds, 
preference  naturally  being  given  to  those  of  the  United  States. 

The  beds  of  New  York  State,  of  Ontario,  northern  Pennsylvania, 
northeastern  Ohio,  and  eastern  Michigan  all  beloi^  to  the  same 
geologic  group — are  the  product  of  similar  agencies.  They  have 
been  penetrated  m  many  places  by  wells,  and  from  the  results  ob- 
tained we  are  enabled  to  form  some  idea  of  their  extent  and  thickness. 
Below  is  given  a  summary  of  results  obtained  in  boring  one  of  these 
wells  to  a  depth  of  1,517  feet  at  Goderich,  Canada.  Beginning  at  the 
top,  the  rocks  were  passed  through  in  the  following  order : 

Pt.  la. 
I.  CUy,    gravel,    marls,    litnestone,  dolomite,  (md    gjipsum    variously 

interstratified 997  » 

i.  First  bed  of  rock  salt 30  11 

3.  Dolomite  with  marls 33  i 

4.  Second  bed  of  rock  salt 15  4 

5.  Dolomite 6  lO 

6.  Third  bed  of  rock  salt 34  to 

7.  Marl,  dolomite,  and  anhydrite 80  7 

8.  Fourth  bed  of  rock  salt 15  c 
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9-  Dolomite  and  anbydiite 7       □ 

10.  Kith  bed  of  rock  ult 13        6 

11.  Hailuid  anbjdrite 135        6 

II.  Sixth  bed  of  rock  salt 6       o 

13.  Mari,  dolomite,  and  anhydrite 131         o 

Total  thickness  of  foimations  passed  ihion^ >>SI7  f>et. 

Total  thickness  of  beds  of  salt 116  feet. 

The  above  section  shows  that  the  ancient  sea  or  lagoon  under- 
went at  least  six  successive  periods  of  desiccation,  and  especial 
attention  is  called  to  the  remarkable  regularity  of  the  deposits.  On 
the  oldest  sea  bottom  (13)  the  carbonates  and  sulphates  of  lime 
and  magnesia  were  deposited  first,  being  least  soluble.  Then  fol- 
lowed the  salt,  and  this  order  is  repeated  invariably.  The  other 
constituents  mentioned  as  occurring  in  the  waters  of  lakes  and  seas 
are  not  sufficiently  abundant  to  show  in  the  section,  or  owing  to 
their  ready  solubiUty  they  have  been  in  large  part  removed  since  the 
beds  were  laid  down.  Chemical  tests,  however,  reveal  their  presence. 

Although  salt  was  manufactured  from  the  brine  of  springs,  near 
Onondaga  Lake,  in  New  York,  as  early  as  178S,  and  has  been  regu- 
larly manufactured  from  the  brine  of  wells  since  1798,  it  was  not 
until  subsequent  to  the  discovery  of  extensive  beds  of  rock  salt  in  the 
Wyoming  Valley,  while  boring  for  petroleum,  that  the  mining  of 
the  material  in  this  form  became  an  established  industry.  In  June, 
1878,  a  bed  of  rock  salt  70  feet  in  thickness  was  found  in  the  valley 
above  mentioned,  at  a  depth  of  1,270  feet.  Subsequently  other 
borings  in  Wyoming,  Genesee,  and  Livingston  counties  disclosed 
beds  at  varying  depths.  In  1885  the  first  shaft  was  sunk  at  Pifford 
by  the  Retsof  Mining  Company,  the  salt  bed  being  found  at  a  depth 
of  1,018  feet.  Three  other  shafts  have  since  been  sunk,  the  first 
about  a  mile  west  of  the  Retsof,  the  second  about  2  miles  south  of 
Leroy,  and  the  third  at  Livonia,  in  Livingston  County.  The  salt 
when  taken  from  the  bed  is  stated  to  be  of  a  gray  color,  due  to  the 
presence  of  clay,  which  renders  solution  and  recrystallization  neces- 
sary when  designed  for  culinary  purposes.  The  thickness  of  the 
salt  beds  and  their  depth  are  somewhat  variable.  The  following 
figures  are  quoted  from  Dr.  Engelhardt's  report.'    At  Morrisville,  in 

'  The  Mineral  IndusHy,  its  Statistics  and  Trade  for  189a,  t^  R.  P.  Rothwell. 
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Madison  County,  it  is  12  feet  thick  and  at  a  depth  of  1,259  '^^r 
at  TuUy,  in  Onondaga  County,  it  varies  from  25  to  318  feet,  at 
depths  of  from  974  to  1,465  feet.  The  seven  beds  found  at  Ithaca 
have  a  total  thickness  of  24S  feet,  the  uppermost  lying  at  a  dqtth  of 
2. 244  feet.  In  the  Genesee  Valley  the  beds  vary  in  depth  from  750 
to  2,100  feet,  and  in  thickness  from  40  to  93  feet.  In  the  Wyoming 
Valley  the  depth  varies  from  610  to  3,370  feet  below  the  surface,  and 
in  thickness  from  12  to  85  feet.' 

Michigan. — ^The  salt-producii^  areas  of  this  State  are,  so  far 
as  now  known,  limited  to  the  counties  of  Iosco,  Bay,  Midland, 
Gratiot,  Saginaw,  Huron,  St.  Clair,  Manistee,  and  Mason,  the  beds 
of  the  S^naw  Valley  lying  in  the  so-called  Napoleon  sandstone, 
at  the  base  of  the  Carboniferous.  Professor  Winchell  has  estimated 
tills  formation  to  cover  an  area  of  some  17,000  square  miles  within 
the  State  limits.  The  beds  of  the  St.  Clair  VaUey,  on  the  other 
hand,  are  in  upper  Silurian  strata,  being  presumably  continuous 
with  those  of  Canada.  The  manufacture  of  salt  from  brines  pro- 
cured from  these  beds  began  in  the  Saginaw  Valley  in  i860,  and 
has  since  extended  to  the  other  regions  mentioned.  According  to 
F.  E.  Engelhardt  the  rock-salt  deposits  in  the  Upper  Silurian  beds, 
with  a  thickness  of  115  feet,  were  reached  at  Marine  City,  in  St. 
Clair  County,  at  a  depth  of  1,633  ^^*;  ^*  St.  Clair,  St.  Clair  County, 
at  a  depth  of  1,635  f**^  ^^^  ^^'^  *  thickness  of  35  feet.  At  Caseville, 
in  Huron  County,  the  beds  lie  at  a  depth  of  1,164  '^t,  and  at  Bay 
City,  Saginaw  Bay,  at  2,085  ^^^^  ^^'^  salt  beds  being  115  feet  in 
thickness.  At  Manistee  the  bed  is  34  feet  thick,  lying  2,000  feet 
below  the  surface,  while  at  Muskegon,  in  the  Mason  well,  it  was 
50  feet  thick  at  a  depth  of  2,200  feet.  Although  of  so  recent  develop- 
ment, Michigan  is  rapidly  becoming  one  of  the  leading  salt-producing 
regions  of  the  worid,  the  estimated  manufacturing  capacity  being 
now  upward  of  5,000,000  barrels  annually.  The  total  product  of  all 
the  years  since  1868  is  given  as  60,614,464  barrets  of  280  poimds 
each. 

In  Kansas  the  rock  salt  occurs  in  beds  regarded  as  of  Permian 

■  For  a  verj'  complete  historical  and  geological  account  of  tlieae  salt  beds  and  the 
method  of  manufactiu^  see  BuUedn  No.  ii,  of  the  New  York  State  Uufleum.  1893, 
by  F.  J.  H.  MeniU. 
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Age,  and  has  been  reached  by  means  of  shafts  in  several  counties 
in  the  southern  and  central  part  of  the  State.  The  following  is 
a  section  of  a  shaft  sunk  at  Kingman  in  1S8S-89: 

Faat. 
"Red-beds,"  red  arenaceous,  limestones,  ferruginous  c\a.yt,  tutd  daj  shales 

with  thin  streaks  of  grajr  shales  and  bands  of  g3rp3uni  as  satin  spftr .  450 

Gray  CO' bluish  "slate,"  with  a  feet  of  limestone  at  500  feet 140 

Red  clay  shale , 4 

Gray  "slate,"  with  occaaJODal'streaks  of  limestone,  2  to  S  inches  thick,  and  some 

salt  partings  and  satin  spar  with  ferruginous  stain . }8 

Fiist  rock  salt,  pure  white 3 

Sbale  and  "slate,"  bluish,  with  Tertical  and  other  seams  tA  salt,  from  i  to  3 

inches  thick a6 

Rock  salt '. , 4 

Shales,  mth  salt 11 

Rock  salt 7 

Shale 3 

Rock  salt '. 3 

Salt  and  shale,  alternate  thin  seams Oi 

Rock  salt- It 

Shale ifg 

Rock  salt 5 

Shales  and  limestone 8 

Rock  salt,  bottom  of  it  not  reached 5 

Total : 830 

Borings  and  shafts  have  also  proven  the  existence  of  beds  of  sah 
in  other  parts  of  the  State,  as  at  EanopoUs,  Lyons,  Caldwell,  Rago, 
Pratt,  and  Wilson.  According  to  Dr.  Robert  Hays'  it  is  safe  to 
assume  that  beds  of  rock  salt  from  50  to  1 50  feet  in  thickness  under- 
lie fully  half  the  area  from  the  south  line  of  the  State  to  north  of 
the  Smoky  River,  an  area  from  20  to  50  miles  in  width.  Although 
the  mining  of  rock  salt  began  in  this  region  only  in  1S88,  the  annual 
output  has  already  reached  over  1,000,000  barrels. 

Louisiana. — Salt  in  this  State  is  derived  from  Petite  Anse,  a 
small  island  rising  from  the  marshes  on  the  southern  coast  and  con- 
nected with  the  mainland  by  a  causeway  some  2  miles  in  length. 
According  to  E.  W.  Hilgard'  the  deposit  is  probably  of  Cretaceous 
Age,  and  is  presumably  but  a  comparatively  small  residual  mass 

'  Geological  and  Mineral  Resources  of  Kansas,  1893,  p.  44. 

'  Smithsonian  Contributioas  to  Knowledge,  XXIII.  On  the  Geology  of  Lower 
Louisiana  and  the  Salt  Depout  on  Petite  Anse  Island. 
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of  beds  once  extending  over  a  much  larger  area,  but  now  lost  through 
erosion.  (See  Fig.  4.)  Expbration  has  shown  the  area  occupied 
by  the  beds  to  be  some  150  acres,  but  the  full  thickness,  though 
known  to  be  upward  of  165  feet,  has  never  been  fully  determined. 

Kentucky. — Salt  in  Kentucky  is  obtained  from  the  brine  of 
springs  and  wells  in  Carboniferous  limestone.  In  Meade  Coimty 
brine  accompanies  the  natural  gas,  the  latter  in  some  cases  being 
utilized  as  fuel  for  its  evaporation.  Springs  in  Webster  County 
furnished  salt  for  Indians  long  anterior  to  the  occupancy  of  the 
county  by  whites,  and  fragments  of  their  clay  kettles  and  other 
utensils  used  in  the  work  of  evaporation  are  still  occasionally  found. 

Texas. — ^The  occurrences  of  salt  are  numerous  and  widespread. 
Along  the  coast  are  many  lagoons  and  salt  lakes,  from  which  con- 
siderable quantities  are  taken  annually.  "Besides  the  lakes  along 
the  shores  many  others  occur  through  western  Texas,  reaching  to 
the  New  Mezico  line,  while  northeast  of  these,  in  the  Permian  region, 
the  constant  recurrence  of  such  names  as  Salt  Fork,  Salt  Creek, 
etc.,  tell  of  the  prevalence  of  similar  conditions."  In  addition  to 
the  brines  there  are  extensive  beds  of  rock  salt.  That  which  is  at 
present  best  developed  is  located  in  the  vicinity  of  Colorado  City, 
in  Mitchell  County.  The  bed  of  salt  was  found  at  a  depth  of  850 
feet,  with  a  thickness  of  140  feet.  In  eastern  Texas  there  are  many 
low  pieces  of  ground  called  salines,  where  salt  has  been  manufac- 
tured by  evaporation  of  the  brines  obtained  from  shallow  wells.  At 
the  "  Grand  Saline"  in  Van  Zandt  County,  a  bed  of  rock  salt  over 
300  feet  in  thickness  was  found  at  a  depth  of  225  feet. 

In  England  the  salt  occurs  at  Cheshire  in  two  beds  interstratified 
with  marb  and  clays.  The  upper,  with  a  thickness  varying  from 
&i  to  90  feet,  Ues  at  a  depth  of  some  120  feet  below  the  surface,  and 
the  second  at  a  depth  of  226  feet  has  a  thickness  varying  between 
q6  and  117  feet.  The  accompanying  general  sections  are  from 
Davies'  Earthy  and  other  Economic  Minerals. 

DETAILED  SZCnON  01  BTXATA  BDNK  THROUGH  AT  WTTTON,  NEAR  HOKTBWICB, 


I.  Calcaieous  maH 

9.  Indimted  ted  day 

3.  Indurated  blue  clay  and  marl.  . 
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Pi.    In. 

4.  ATgillaceous  mail 1     9 

5.  Indurated  blue  clay ^ i     o 

6.  Red  dajwith  sulphate  of  lime  in  irregular  brandiea 4    o 

7.  I nduislcd  red  day  with  graini  of  sulphate  of  lime  intenpeised 4     o 

8.  Indurated  brown  clay  with  sulphate  of  lime  crystallized  in  iiregulu  masses 

and  in  large  propOTtioos 13    o 

9.  Indurated  blue  clay  with  laminx  of  sulphate  of  lime 4    6 

10.  Argillaceous  mart 4    o 

11.  Indurated  brown  clay  laminated  with  sulphate  of  lime 3    o 

II.  Indurated  blue  clay  laminated  with  sulphate  of  lime 3     » 

13.  Indurated  red  and  blue  clay I3    o 

14.  Indurated  brown  day  with  sand  and  sulphate  of  lime  im^piUriy  Inter- 

spersed through  it.     The  fresh  water,  at  the  rate  of  360  gallons  ft 

minute,  forced  its  way  through  this  stratum 13  o 

15.  Argillaceous  marl 5  o 

16.  Indurated  blue  day  with  sand  and  grains  of  sulphate  of  lime 3  9 

17.  Indurated  brown  day  as  oeit  above 15  o 

18.  Blue  clay  as  strata  next  above i  6 

19.  Brown  day  as  strata  next  above ,  7  o 

ao.  The  top  bed  of  rock  salt 75  o 

ai.  Layers  of  indurated  day  with  veins  of  n>ck  salt  running  through  them 31  & 

83.  Lower  bed  of  rock  salt 115  o 

Total 341    ^ 

At  Wieliczka,  in  Austrian  Poland,  the  salt  occurs  in  massive- 
tieds  stated  to  extend  over  an  area  some  20  by  500  miles,  with  a 
maximum  thickness  of  1,200  feet.  At  Parajd,  in  Transylvania, 
beds  belonging  to  the  same  geological  horizon  are  estimated  to 
contain  upward  of  10,000,000,000,000  cubic  feet  of  salt. 

One  of  the  most  remarkable  deposits  of  the  world,  remarkable 
for  its  extent  as  well  as  for  the  variety  of  its  products,  is  that  of 
Stassfurt,  in  Prussian  Saxony.  On  account  of  its  unique  character, 
as  well  as  its  commercial  importance,  being  to-day  the  chief  source 
of  natural  potash  salts  of  the  world,  a  little  space  may  well  be  given 
here  to  a  detailed  description.' 

"  Stassfurt  is  a  small  town  of  some  12,000  inhabitants,  about  25 
miles  southwest  of  the  city  and  fortress  of  M^deburg,  in  Prussia. 
It  lies  in  a  plain,  and  the  river  Bode,  which  takes  its  rise  in  the  Harz 
Mountains,  flows  through  it.  The  history  of  the  salt  industry  in 
Stassfurt  is  a  very  old  one,  and  dates  back  as  far  as  the  year  806. 

'  Journal  of  the  Society  of  Chemical  Industry,  11,  1883,  pp.  146,  147, 
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Previous  to  the  year  1839  the  sah  was  produced  from  brine  pumped 
from  wells  sunk  about  200  feet  into  the  rock.  The  brine,  in  the 
course  of  time,  became  so  weak  as  regards  the  common  salt  it  con- 
tained, that  it  was  impossible  to  carry  on  the  manufacture  from 


Fic.  5- — Quster  of  aylvite  crystals,  showing  characteristic  cubo-octahedral  forms. 

StBsafujt,  Gennany. 

[U.  S.  National  Museum.] 

this  source  without  loss.  In  1839  the  Prussian  Government,  who 
were  the  owners  of  these  sahnc  springs,  commenced  boring  with 
the  object  of  discovering  the  whereabouts  of  the  bed  of  rock  salt  from 
which  the  brine  had  been  obtained,  and  in  the  year  1843,  seven 
years  after  the  commencement  of  the  borings,  the  top  of  the  rock 
salt  was  reached  at  a  depth  of  356  meters.  The  boring  was  con- 
tinued through  another  325  meters  into  the  rock  salt  without  reach- 
ing the  bottom  of  the  layer.    At  this  total  depth  of  581  meters  the 
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boring  was  suspended.     On  analyzing  the  brine  obtained  from  the 
bore-hole,  it  was  found  to  consist,  in  loo  parts  by  weight,  of — 

Sulphate  of  calcium 4.01 

Chloride  of  potassium 2.24 

Chloride  of  magnesium 19-43 

Chloride  of  sodium 5.61 

"A  result  not  only  unexpected  but  disappointing,  since  the  presence 
of  chloride  of  magnesium  in  such  quantities  dispelled  for  the  time 
all  hopes  of  striking  on  the  pure  rock  salt.  The  Government, 
however,  guided  by  the  opinions  expressed  by  Dr.  Karsten  and 
Professor  Marchand,  namely,  that  the  presence  of  chloride  of  mag- 
nesium in  such  quantities  was  probably  due  to  a  deposit  lying  above 
the  rock  salt,  determined  to  further  investigate  the  matter,  and  in 
the  year  1852  the  first  shaft  was  commenced,  which  after  five  years 
had  penetrated,  at  a  depth  of  330  meters,  into  a  bed  of  rock  salt, 
passing  on  its  way,  at  a  depth  of  256  meters,  a  bed  of  potash  and 
magnesia  salts  of  a  thickness  of  25  meters. 

"  On  referring  to  the  section  of  the  mines  (Plate  11)  it  will  be  seen 
that  the  lowest  deposit  of  all  consists  of  rock  salt.  The  bore-hole 
was  driven  381  meters  into  it  without  reaching  the  bottom  of  the 
layer.  Its  depth  is  therefore  unknown.  The  black  lines  drawn 
across  the  rock-salt  deposit  represent  thin  layers  of  sulphate  of  oal- 
cium  7  millimeters  thick,  and  almost  equidistant.  The  lines  at  the 
top  of  the  rock  salt  represent  thin  layers  of  the  trisulphate  of  potash, 
magnesia,  and  lime  as  the  mineral  Polyhallite.  The  deposit  lying 
immediately  on  the  bed  of  rock  salt  consists  chiefly  of  sulphate  of 
magnesia  as  the  mineral  Kieserite.  StiU  farther  toward  the  surface 
the  deposit  consists  of  the  double  chloride  of  potassium  and  mag- 
nesium, known  as  the  mineral  CamaUite,  mixed  with  sulphate  of 
magnesia  and  rock  salt.  The  deposit  to  the  right,  on  the  rise  of 
the  strata,  consists  of  the  double  sulphate  of  potash  and  magnesia 
combined  with  one  equivalent  of  chloride  of  magnesium,  and  inter- 
mingled with  common  salt  to  the  extent  of  40  per  cent.  This  double 
sulphate  is  laiown  as  the  mineral  Kainite  and  is  a  secondary  forma- 
tion, resulting  from  the  action  of  a  limited  quantity  of  water  on  a 
mixture  of  sulphate  of  magnesia  and  the  double  chloride  of  potassium 
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and  magneshun,  as  o)ntaiiied  in  the  uppennost  deposit  previous^ 
spoken  of. 

"  The  upper  bed  of  the  rock  salt,  resting  on  a  thick  bank  of  Anhy- 
drite, is  also  a  later  formation.  Almost  imperceptible  layers  of 
Polyhallite  are  present  in  this  deposit  and  at  greater  intervals  than 
in  the  lower  and  older  deposit.  It  has  therefore  p/obably  originated 
from  the  action  of  water  on  the  older  deposit.  This  upper  bed  of 
rock  salt  varies  in  thickness  from  40  to  90  meters,  and  its  extent 
is  comparative^  limited.  It  is  worked  in  preference  to  the  older 
deposit,  where  both  exist  in  the  same  mine,  it  being  of  much  purer 
quality,  averaging  about  98  per  cent  in  the  mines  of  the  New  Stass- 
furt  Mining  Company  and  in  the  Royal  Prussian  mines. 

"  Sixteen  different  minerals  have  as  yet  been  discovered  in  the 
Stassfurt  deposits.  They  may  be  divided  into  primary  and  second- 
ary formations.  Those  of  primary  formation  are  rock  salt,  Anhy- 
drite, Polyhallite  (£,80,,  MgSO„  aCaSO.,  2H,0)  Kieserite  (MgSO*, 
H,0),  Camallite  (KCl,  MgcC  6H,0),  Boracite  (3{Mg,B,0„), 
MgCU),  and  Douglasite  (2K.CI,  FeCl,,  2H,0).  Those  of  secondary 
formation,  resulting  from  the  decomposition  of  the  primaty  minerals 
are  nine  in  number,  namely :  Kainite  (K^Oj,  MgSOj,  MgCl^H,0) ; 
Sylvio  (KCl);  Tachydrite  (CaCl,,  2MgC^+i2H,0);  Bischofite 
(MgCl„  6H,0);  Krugite  (K,SO„  MgSO,,  4CaS0.,  2H,0);  Reich- 
ardtite  (M^O„  7H,0);  Glauberite  (CaSO^,  Na^O,);  SchOnite 
(K^0«,  MgSO«,  61^0),  and  Astrakanite  (MgSO^,  4H,0).  Only 
four  of  these  minerals  have  any  commercial  value,  namely:  Car- 
nallite,  Kainite,  Kieserite,  and  rock  salt.  The  yield  of  boracite, 
which  is  found  in  nests  in  the  Camallite  region  of  the  mine,  is  too 
in^gnificant  to  be  classed  among  those  just  mentioned. 

"The  mine  may  be  divided  chemically  into  four  regions :  (i)  The 
rock  salt,  (a)  the  Kieserite,  (3)  the  Camallite,  (4)  the  Kainite  region. 

"  The  rock-salt  region  has  almost  the  same  composition  through- 
out. Its  character  is  crystalline,  though  in  this  region  well-defined 
aystals  are  never  met  with.  In  other  parts  of  the  mine,  especially 
in  the  Camallite  region,  it  is  found  crystallized  in  the  form  of  the 
cube  and  the  octahedron,  sometimes  coloured  different  shades  of 
ted  and  blue.  Specimens  have  also  been  found  of  varied  stmcture, 
laminated,  granular,  and  fibrous. 
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"  The  de[>osit  lying  on  the  top  of  the  rock  constitutes  the  so-called 
Kieserite  region.  The  thickness  of  this  deposit  is  about  56  meters, 
and  its  average  composition  as  follows: 

Percent. 

Kieserite 17 

Rock  salt 66 

CamaUite 13 

Tachydrite 3 

Anhydrite. 3 


"  In  the  pure  state  Kieserite  is  amorphous  and  translucent,  pes- , 
sessing  a  specific  gravity  of  2.517-  It  contains  87.1  per  cent  sulphate 
of  magnesia  and  12.9  per  csnt  water,  corresponding  to  the  formula 
MgSO„H,0.  Exposed  to  the  air  it  becomes  opaque  from  the 
absorption  of  moisture,  and  is  converted  into  Epsom  salts;  100 
parts  of  water  dissolve  40.9  parts  of  this  mineral  at  18°  C.  The 
solution,  however,  takes  place  very  slowly  at  this  temperature. 

"  This  deposit  has  not  been  worked  to  any  great  extent.  Its  com- 
position is  interesting  as  showing  the  gradual  decrease  of  the  propor- 
tion of  common  salt  and  the  commencement  of  the  separation  of 
the  more  soluble  salts. 

"  Eacb  of  the  two  divisions  of  the  mine  just  described  contains 
■only  one  mineral  of  importance.  The  third  division,  called  the 
CamaUite  region,  contains  a  variety  of  minerals,  and  to  this  deposit 
Stassfurt  owes  its  world-wide  fame.  The  average  thickness  of  this 
deposit  is  about  25  meters,  and  its  composition  is  as  follo^^: 

Percent. 

CamaUite 60 

Kieserite 16 

Rock  Salt 20 

Tachydrite 4 

besides  small  quantities  of  magnesium  bromide.  These  minerab 
are  deposited  in  the  order  given  above,  in  successive  layers,  varying 
in  thickness  &t>m  tIt  to  i  meter,  the  different  colors  of  these  minerals 
giving  the  deposit  a  remarkable  appearance. 
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"  The  predominating  mineral  in  this  region  is  Camallite,  a  double 
'Chloride  of  potassium  and  magnesium,  containing  36.76  per  cent 
chloride  of  potassium,  34.50  per  cent  chloride  of  magnesium,  and 
38.74  per  cent  water,  corresponding  to  the  formula  KCl,MgCl„6H,0. 
In  the  pure  state  It  is  colorless  and  transparent,  and  possesses  a 
specific  gravity  of  1.618.  It  is  very  hygroscopic,  and  is  easily  soluble  in 
water,  100  parts  of  which  dissolve  64.5  parts  of  the  mineral.  It  may 
be  artificially  formed  from  a  solution  of  chloride  of  potassium,  con- 
taming  not  less  that  26  per  cent  of  chloride  of  m^nesium.  The 
deposit  which  figures  to  the  r^ht  of  the  CamalHte  region  is,  as  before 
mentioned,  a  secondary  formation,  and  consists  principally  of  the 
mineral  Kainite.  This  deposit,  though  limited  as  compared  to  the 
other  salt  deposits,  is  yet  of  vast  extent.  The  average  compositon  of 
this  deposit  is: 

Sulphate  of  potash 23.0 

Sulphate  of  magnesia 15.6 

Chloride  of  magnesium 13.0 

Chloride  of  sodium 34.8 

I  Water 13.6 

100.0 

"  In  the  pure  state  it  is  colorless  and  almost  transparent,  and  pos- 
sesses a  specific  gravity  of  2.13;  100  parts  of  water  dissolve  79.5  parts 
of  it.  Cold  water  does  not  decompose  it,  but  from  its  saturated  hot 
solution  the  double  sulphate  of  potash  and  magnesia  separates,  and 
'Chloride  of  magnesium  remains  in  solution." 

Methods  of  mining  and  manufaclure. — ^In  the  manufacture  of 
salt  three  principal  methods  are  empbyed.  The  first,  if,  indeed,  it 
can  be  called  manufacture,  consists  in  mining  the  dry  salt  from  an 
open  quarry,  as  in  the  Rio  Virgen  and  Barcelona  deposits,  or  by 
means  of  subterranean  galleries,  the  methods  employed  at  Petite 
Anse  and  in  Galacia. 

At  Petite  Anse  the  method  of  mining  and  preparation,  as  given 
by  Mr.  R.  A.  Pomeroy,*  is  as  follows: 

■  l^ansKtimw  of  the  Ametlcmii  Institute  Uiniiig  Eogiiieen,  XVII,  iftSS,  i8Sg, 
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Mining  is  done  by  means  of  galleries  on  two  kveb.  There  aie 
j6  to  25  feet  of  earth  above  the  salt  deposit.  The  contour  of  the 
latter  conforms  nearly  with  that  of  the  surface.  The  working  shaft 
is  168  feet  deep.  The  depth  of  the  first  level  of  floor  is  90  feet;  to 
the  second,  70  feet  farther.  The  remaining  8  feet  are  used  for  a 
dump.  The  galleries  of  the  first  level  were  run,  on  an  average,  40 
feet  in  width  and  25  feet  and  upwards  in  height,  leaving  supporting 
[Hilars  40  feet  in  diameter. 

The  galleries  of  the  second  level  are  run  80  feet  in  width  and 
45  feet  in  hei^t,  leaving  supporting  pillars  60  feet  in  diameter*. 
The  lower  pillars  are  so  left  that  the  weight  of  the  upper  ones  rests, 
upon  them  in  part,  if  not  wholly,  with  a  thickness  of  at  least  25  feet 
of  salt  rock  between. 

Galleries  aggregating  nearly  i  mile  in  length  have  been  run  on 
the  upper  level  and  some  700  feet  on  the  lower. 

In  running  a  gallery  the  first  work  is  the  "  undercutting  "  on  the- 
level  of  the  floor,  of  sufficient  height  to  enable  the  miners  to  work, 
with  ease.  The  salt  is  then  blasted  down  ftvm  the  overhanging 
bodty.    The  yearly  output  is  about  50,000  tons. 

The  salt  as  it  comes  from  the  mine  is  dumped  into  corrugated 
cast-iron  rolls,  which  crush  it.  Next  it  goes  into  revolving  screens, 
which  take  out  the  coarser  lumps  for  "crushed  salt"  and  let  the 
fine  stuff  pass  to  the  buhrstones.  These  grind  the  salt,  and  from 
them  it  goes  to  the  pneumatic  separators,  which  take  out  the  dust 
and  separate  the  market  salt  into  various  grades.  Taking  the  dust 
out  is  essential  to  the  production  of  a  salt  that  wiU  not  harden,  since 
the  fine  particles  of  dust  deliquesce  readily,  and  on  drying  cement 
the  coarse  particles  together.  The  drill  used  in  the  mine  is  what 
is  known  as  the  "Russian  auger."  It  is  turned  by  hand  and  forced 
by  a  screw  of  12  threads  per  inch.  The  holes  take  cartridges  i)- 
inches  in  diameter.  Two  men  will  bore  75  feet  of  hole  each  work- 
ing-day of  eight  hours.  Three-quarters  of  a  pound  of  18  per  cent 
dynamite  is  used  to  the  ton  of  salt  mined. 

On  the  Colorado  Desert  the  salt  occurs  in  the  form  of  a  crust  a. 
foot  or  more  in  thickness,  resting  on  a  lake  of  shallow  brine.  This 
crust,  which  is  covered  with  a  thin  layer  of  dust  and  sand  bfown 
over  it  from  the  surrounding  desert,  is  cut  away  longitudinatly,  much 
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as  ice  b  cut  in  the  North.  When  loosened,  the  block,  fallii^  into 
the  water  beneath,  is  cleaned  of  its  impurities,  and  is  then  thrown 
out  on  a  platform  to  dry,  after  which  it  is  ground  and  packed  for 
markeL  In  many  parts  of  the  arid  West  the  salt  is  obtained  merely 
by  shoveling  up  the  impure  material  deposited  by  the  evaporation 
of  salt  lakes  and  marshes  during  seasons  of  drought.  In  this  way 
is  obtained  a  large  share  of  the  material  used  in  chloridizing  ores. 

In  the  preparation  of  salt  from  sea  water,  solar  evaporation  alone 
is  rehed  u[>on  near^  altogether.  This  method,  like  the  next  to  be 
mentioned,  depends  for  its  efficiency  upon  the  fact  already  noted 
— that  sea  water  holds  in  solution  besides  salt  various  other  ingre- 
<lient5,  which,  owing  to  their  varying  degrees  of  solubility,  are  depos- 
ited at  diSerent  stages  of  the  concentration.  In  Barnstable  County, 
Massachusetts,  it  was  as  follows :  A  series  of  wooden  vats  or  tanks, 
with  nearly  vertical  sides  and  about  a  foot  in  depth,  is  made  from 
planks.  These  are  set  upon  posts  at  different  levels  above  the 
ground,  and  so  arranged  that  the  brine  can  be  drawn  from  one 
to  another  by  means  of  pipes.  Into  the  first  and  highest  of  these 
tanks,  known  as  the  "long  water  room,"  the  water  is  pumped  di- 
TecUy  from  the  bay  or  artificial  pond  by  means  of  windmills,  and  there 
allowed  to  stand  for  a  period  of  about  ten  days,  or  until  all  the 
sediment  it  may  carry  is  deposited.  Thence  it  is  run  through  pipes 
to  the  second  tank,  or  "short  water  room,"  where  it  remains  exposed 
to  evaporation  for  two  or  three  days  longer,  when  it  is  drawn  off 
into  the  third  vat,  or  "  pickle  room,"  where  it  stands  until  concen- 
tration has  gone  so  far  that  the  lime  is  deposited  and  a  thin  pellicle  of 
salt  begins  to  form  on  the  surface.  It  is  then  run  into  the  fourth  and 
last  vat,  where  the  final  evaporation  takes  place  and  the  salt  itself 
crystallizes  out.  Care  must  be  exercised,  however,  lest  the  evapora- 
tion proceed  too  far,  in  which  case  sulphate  of  soda  (Glauber's  salt) 
and  other  injurious  substances  will  abo  be  deposited,  and  the  quality 
of  the  sodium  chloride  thereby  be  greatly  deteriorated. 

As  to  the  capabilities  of  works  constructed  as  above,  it  may  be 
said  that  durii^  a  dry  season  vats  covering  an  area  of  3,000  square 
feet  would  evaporate  about  32,500  gallons  of  water,  thus  producing 
some  100  bushels  of  salt  and  400  pounds  of  Glauber's  salt.  The 
moist  climate  of  the  Atlantic  States,  however,  necessitates  the  roof- 
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ing  of  the  vats  in  such  a.  manner  that  they  can  be  protected  or  exposed! 
as  desired,  thereby  greatly  increasing  the  cost  of  the  plant.  Sundry 
parts  of  the  Pacific  coast,  on  the  other  hand,  owing  to  their  almost 
entire  freedom  from  rains  during  a  large  part  of  the  year,  are  pecu- 
liarly adapted  for  the  manufacture  by  solar  evaporation.  Hence,, 
while  the  works  on  the  Atlantic  coast  have  nearly  all  been  discon- 
tinued, there  has  been  a  corresponding  growth  in  the  West,  and 
particularly  in  the  region  about  San  Francisco  Bay. 

The  methods  of  procedure  in  the  California  works  do  not  differ 
materially  from  that  already  given,  excepting  that  no  roofe  are 
required  over  the  vats,  which  are  therefore  made  much  larger.  One 
of  the  principal  establishments  in  Alameda  County  may  be  described 
as  follows :  The  works  are  situated  upon  a  low  marsh,  naturally  cov- 
ered by  high  tides.  This  has  been  divided,  by  means  of  piles  driven 
into  the  mud  and  by  earth  embankments,  into  a  series  of  seven  vats 
or  reservoirs,  all  but  the  last  of  which  are  upon  the  natural  surface 
of  the  ground — that  is,  without  wooden  or  other  artificial  bottoms. 
The  entire  area  inclosed  in  the  seven  vats  is  about  600  acres,  neces- 
sitating some  15  miles  of  levees.  The  season  of  manufacture  lasts 
from  May  to  October.  At  the  beginning  of  the  spring  tides,  which 
rise  some  12  to  15  inches  above  the  marsh  level,  the  fifteen  gates  of 
reservoir  No.  i,  comprising  some  300  acres,  are  opened  and  the 
waters  of  the  bay  allowed  to  Sow  in.  In  this  great  artificial  salt  lake 
the  water  is  allowed  to  stand  until  all  the  mud  and  filth  have  become 
precipitated,  which  usually  requires  some  two  weeks.  Then,  by 
means  of  pumps  driven  by  windmills,  the  water  is  driven  from 
reservoir  to  reservoir  as  concentration  continues,  till  finally  the  salt, 
crystallizes  out  in  No.  7,  and  the  bittern  is  pumped  back  into  the 
bay.  The  annual  product  of  the  works  above  described  is  about 
3,000  tons. 

A  somewhat  similar  process  is  pursued  in  the  manufacture  of  salt 
from  inland  lakes,  as  the  Great  Salt  Lake,  Utah.  The  following 
accoimt  of  the  method  here  employed  is  by  Dr.  J.  E.  Talmage: 

"  The  Inland  Salt  Company's  gardens  are  situated  near  Garfield 
Beach,  the  most  popular  pleasure  resort  on  the  lake.  In  the  method 
employed  the  water  is  pumped  from  the  lake  into  ponds  prepared' 
for  its  reception  and  situated  above  the  level  of  the  lake  surface. - 
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The  mother  liquois  flow  off — are  returned  to  the  lake,  in  fact — 
when  the  evaporation  has  reached  the  proper  stage.  From  the 
establishment  of  the  works  until  1883  the  lake  was  close  to  the  poods; 
but,  owing  to  the  unusually  h^h  rate  of  evaporation  attending  the 
dry  seasons  of  the  immediate  past,  the  water  has  receded,  so  that  at 
present  it  has  to  be  conveyed  over  3,500  feet  to  the  evaporating 
receptacles.  This  is  effected  by  the  aid  of  two  centrifugal  pun^s, 
raising  together  i4,cxx}  gallons  of  water  per  minute.  The  pumps 
throw  the  water  to  a  height  of  14  feet  into  a  flume,  through  which 
it  flows  to  the  ponds.  These  are  nine  in  number,  and  are  arranged 
in  series.  In  the  first  pond  the  mechanically  suspended  matters 
are  left  as  sediment  or  scum,  and  the  water  passes  into  the  second  in 
a  clear  condition.  The  ponds  cover  upward  of  a  thousand  acres,  and 
the  drain  channels  leading  from  them  a^regate  nine  miles  in  length. 
The  pumping  continues  through  May,  June,  and  July.  A  fau:  idea  of 
the  rate  of  evaporation  in  the  thirsty  atmosphere  of  the  Great  Basin 
may  be  gained  from  contemplating  the  &ct  that  to  supply  the  volume 
of  water  disappearing  from  the  ponds  by  evaporation  requires  the 
action  of  the  pumps  ten  hours  daily  in  June  and  July.  This  is  equal 
to  the  carrying  away  of  8,400,000  gallons  per  day  from  the  surface 
of  the  ponds. 

"  The  'salt  harvest'  begins  in  August,  soon  after  the  cessation 
of  pumping,  and  continues  till  all  is  gathered,  frequently  extending 
mto  the  sprir^  months  of  the  succeeding  year.  An  average  season 
yields  a  layer  of  salt  7  inches  deep,  which  amount  would  be  deposited 
from  49  inches  of  lake  water.  The  density  at  which  salt  begins  to- 
deposit,  as  observed  at  the  ponds  and  confirmed  by  laboratory 
experiments,  is  1.3131,  and  that  of  the  escaping  mother  hquoi?  is 
1.3345.  The  yieki  of  salt  is  at  the  rate  of  ijo  tons  per  inch  per- 
acre.  The  crop  is  gathered  on  horse  cars,  which  run  on  movable 
tracks  into  the  ponds.  At  the  works  the  operations  are  simple 
and  effective.  A  link-belt  conveyor  carries  the  coarse  sah  to  the 
crusher;  thence  to  the  dryer,  after  which  a  sifting  process  is  employed 
by  which  the  salt  is  separated  into  table  salt  and  dairy  salt."  * 

Owing  to  the  depth  below  the  surface  of  the  salt  beds  in  Ohio, 

1  Science,  XIV,  1889,  p.  445. 
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Michigan,  and  other  inland  States,  the  material  is  never  mined  as 
in  the  cases  first  mentioned,  but  is  pumped  to  the  surface  as  a  brine 
and  there  evaporated  by  artificial  heat.  In  the  Warsaw  Valley  region 
the  beds  he  from  800  to  2,500  feet  below  the  surface,  and  are  reached 
by  wells.  These  are  bored  from  5J  to  8  inches  in  diameter  and  are 
cased  with  iron  pipes  down  to  the  salt.  Inside  the  first  pipe  is  then 
introduced  a  second  2  inches  in  diameter,  with  perforations  for  a 
few  feet  at  its  lower  end,  and  which  extends  nearly,  if  not  quite,  to 
the  bottom.  Fresh  water  is  then  allowed  to  run  from  the  surface 
down  between  the  two  pipes.  This  dissolves  the  salt,  and  forms  a 
strong  brine  which,  being  heavier,  sinks  to  the  bottom  of  the  well 
And  is  pumped  up  through  the  smaller  or  inner  tube.  At  Syracuse 
the  wells  are  not  sunk  into  the  salt  bed  itself,  but  into  an  ancient 
gravel  deposit  which  is  saturated  with  the  brine.  Here  the  intro- 
duction of  water  from  the  surface  is  done  away  with.  Iil  those 
cases,  not  at  all  uncommon,  where  the  brine  flows  natural^  to  the 
surface  in  the  form  of  a  spring,  pumping  is  of  course  dispensed  with. 

The  methods  of  evaporation  vaiy  somewhat  in  detail.  In  New 
Ifork  the  brine  is  run  in  a  continuous  stream  in  large  pans  some  130 
feet  long  by  20  feet  wide  and  18  inches  deep.  As  it  evaporates  the 
^t  is  deposited  on  the  bottom,  and,  by  means  of  long-handled 
scrapers,  is  drawn  on  the  sloping  sides  of  the  pan.  Here  it  is  allowed 
to  drain,  and  is  afterwards  taken  to  the  storage  bins  for  packing  or 
grinding.*  Salt  thus  produced,  it  should  be  noticed,  is  never  so 
coarse  as  the  so-called  rock  salt,  or  that  which  has  formed  by  natural 
evaporation.  In  Michigan  the  brine  from  the  wells  is  first  stored 
in  cbtems,  whence  it  is  drawn  off  into  large  shallow  pans,  known 
technically  as  "settkrs,"  where  it  is  heated  by  means  of  steam  pipes 
to  a  temperature  of  175*,  until  the  point  of  saturation  is  reached. 
It  is  then  drawn  into  a  second  series  of  pans,  called  "grainers," 
where  it  is  heated  to  a  temperature  of  185°,  until  crystallization 
takes  place.    (Plate  III.) 

The  strength  of  brines,  and  therefore  the  quantity  of  water  that 
must  be  evaporated  to  produce  a  given  quantity  of  salt,  varies 

*  For  details,  see  Salt  and  Gypsum  Industries  of  New  Yoik,  bj  Dr.  F.  J.  H.  Mer- 
iSl,  Bulletin  No.  11,  New  Yoik  State  Museum,  1893. 
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Views  of  Brine  Evaporating  Tanks  at 
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greatly  ki  different  localities.  At  Syracuse  the  brine  contains  15.35 
per  cent  of  salt;  at  the  Saginaw  Valley,  17.91  per  cent;  at  Saltville, 
Virginia,  25.97  per  cent;  while  Salt  Lake  contains  11^  per  cent, 
and  the  waters  of  San  Francisco  Bay  but  2.37  per  cent.  The  amount 
of  impurities  depends  on  the  care  exercised  in  process  of  manufacture, 
rapid  boiling  giving  less  satisfactory  results  than  slower  methods. 
The  Syracuse  salt  has  been  found  to  contain  98.52  per  cent  sodium 
chloride;  California  Bay  salt  98.43  per  cent  and  99.44  per  cent; 
and  Petite  Anse  99.88  per  cent.  The  impurities  in  these  cases  are 
nearly  altogether  chlorides  and  sulphates  of  lime  and  magnesia. 

The  Cheshire  (England)  salt  beds  are  worked  both  by  mining 
as  rock  salt  and  by  pumping  the  brine.  Formerly  both  upper  and 
lower  beds  were  mined,  but  floodmg  and  falling  in  of  the  roofe 
caused  the  work  to  be  discontinued  on  the  upper  beds.  That  now 
mined  as  rock  salt  comes  wholly  from  the  bwer  bed,  and  bemg 
impure  is  used  mainly  for  agricultural  purposes. 

At  Wieliczka  the  salt  is  hkewise  mined  from  galleries  resembling 
in  a  general  way  those  of  a  coal  mine.  These,  according  to  Brehm,* 
begin  at  a  depth  of  about  95  meters,  forming  several  levels  connected 
by  stairways,  the  lowermost  gallery  being  at  a  depth  of  312  meters, 
or  some  50  meters  below  sea  level.  These  galleries  have  a  total 
length  of  some  680  kilometers.  They  are  connected  with  one 
another  by  means  of  "onze  puits,"  of  which  seven  are  utilized  for 
hoisting  purposes.  The  work  goes  on  continually  night  and  day 
the  year  through.  The  salt  is  cut  out  in  the  form  of  blocks,  leaving 
huge  chambers,  the  roof  being  sustained  by  means  of  lai^  columns 
of  salt  left  standing.  The  temperature  within  these  chambers  is 
very  uniform,  varying  only  between  10°  and  15°  C.  The  air  is  dry 
and  healthful.  The  miners  hew  out  of  the  salt  statues  of  the  saints, 
pyramids,  and  chandeUers,  where  they  can  plara  300  lights.  One 
chamber,  called  the  Chapel  of  St.  Antoine,  with  its  altar,  statues, 
columns,  etc.,  is  still  in  a  condition  of  perfect  preservation  after  a 
lapse  of  two  centuries.  The  statements  to  the  effect  that  the  work- 
men, and  indeed  entire  families,  pass  a  good  share  of  their  lives  in 
these  mines,  almost  never  coming  to  the  surface,  is  stated  by  Brehm 

'     ■  MixVEille*  De  La  Nstiue.    La  Teire,  etc.,  p.  315. 
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to  be  wholly  erroneous.  In  reality,  all  the  workers  leave  daily,  only 
the  horse  remainii^  below. 

The  output  of  salt  in  the  United  States  for  1900  amounted  to 
upwards  of  20,000,000  barrels  of  280  pounds  each,  of  which  85  per 
cent  was  from  mines  and  wells  in  New  York,  Michigan,  and  Kansas. 
The  annual  output  for  the  entire  world  amounts  to  upwards  of 
-10,000,000  metric  tons. 

Uses. — ^Tbe  principal  uses  of  salt  have  always  been  for  culinary 
and  preservative  purposes.  Aside  from  these,  it  is  also  used  in 
certain  metallurgical  processes  and  in  chemical  manufacture,  as  in 
the  preparation  of  the  so-called  soda  ash  (sodium  carbonate),  used 
in  glass  making,  soap  making,  bleaching,  etc.,  and  in  the  preparation 
of  sodium  salts  in  general.  Clear,  transparent  salt  has  been  utilized 
in  a  few  instances  in  optical  and  other  research  work. 

2.   FLUORITE. 

This  is  a  calcium  fluoride,  CaF„  =  fluorine,  48.9  per  cent ;  calcium, 
51.1  per  cent.  The  most  striking  features  of  this  mineral  are  its 
cubic  crystallization,  octahedral  cleavage,  and  fine  green,  yellow, 
purple,  violet,  and  sky-blue  colors.  White  and  red-brown  varieties 
are  also  known.  The  mineral  is  translucent  to  transparent,  and 
of  a  hardness  somewhat  greater  than  calcite  (4  of  Dana's  scale). 

Occurrence, — The  mineral  occurs,  as  a  rule,  in  veins,  in  gneiss, 
the  schists,  limestones,  and  sandstones.  It  is  also  a  common  gangue 
of  metallic  ores,  particularly  those  of  lead  and  tin. 

The  principal  American  sources  are  Rosidare,  in  southern  Illi- 
nois, and  on  the  opposite  side  of  the  Ohio  River,  m  Kentucky,  though 
deposits  have  been  reported  in  Smith,  Trousdale,  and  Wilson  coun- 
ties in  Tennessee,  and  near  Yuma,  Arizona. 

At  Rosiclare  the  fluorspar  occurs  in  what  are  regarded  as  true 
fissure  veins  in  the  Lower  Carboniferous  hmestone,  varying  from 
four  to  forty  or  more  feet  in  width.  The  original  portion  of  the  vein 
was,  however,  much  smaller,  the  crevices  having  been  enlarged  by 
circulating  waters,  and  the  present  great  width  being  due  to  a  par- 
tial replacement  of  the  hmestone. 

On  the  hanging-wall  side  of  the  vein  the  fluorspar  contents  are 
not  pure,  and  often  contain  fragments  of  the  country  rock.  There 
is  also  a  gradation  from  the  solid  fluorspar,  so  there  is  no  sharp 
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contact  of  the  vein.  Near  the  fcnt-wall  the  fluorspar  is  often  found 
in  solid  masses  from  two  to  twelve  feet  in  thickness.  With  the 
fluorspar  there  is  nearly  always  associated  calcspar,  galena,  and 
sphalerite,  and  occasional^  pyrite,  chalcopyrite,  and  barite. 

The  depth  to  which  the  deposits  extend  has  not  been  determined, 
but  they  have  been  worked  to  a  depth  of  200  feet  without  any  appar- 
ent diminution  in  width  of  the  vein,  and  Emmons*  regards  it  as 
reasonable  to  assume  that  they  wilt  extend  as  far  down  as  the  Trenton 
and  Cambrian  limestone. 

In  both  Illinois  and  Kentucky  the  deposits  are  woriied  by  means 
of  shafts  and  drifts.  As  taken  from  the  mine,  the  mineral  is,  in 
some  cases,  concentrated  by  a  hand-cobbing  machine  and  by  the 
use  of  water-jigs,  though  in  some  cases  it  is  shipped  directly  from 
the  mine  after  having  been  simply  washed.  In  a  number  of  cases 
the  lead  and  zinc  ores  commingled  with  the  flourite  are  saved  as 
by-products. 

Illinois  and  Kentucky  are  the  principal  sources  of  fluorspar  as 
at  present  mined  in  America.  The  actual  amount  there  existii^ 
is  probably  more  than  sufficient  to  supply  the  demand  for  many 
years  to  come.  The  average  output  at  date  of  writing  is  about 
20,000  tons,  valued  at  from  S5  to  $6  per  ton. 

Uses. — The  material  is  used  mainly  as  a  flux  for  iron,  in  the 
manufacture  of  opalescent  glass,  and  for  the  production  of  hydro- 
fluoric acid. 

3.  CEYOLITE. 

Composition. — Na,AlF„-aluminum,  12.8  per  cent;  sodium,  32.8 
per  cent;  fluorine,  54.4  per  cent.  The  mineral  is,  as  a  rule,  of  snow- 
white  color,  though  sometimes  reddish  or  brownish,  rarely  black, 
and  coarsely  crystalline  granular,  translucent  to  subtransparent.  It 
has  a  hardness  of  2.5 ;  specific  gravity  of  2.9  to  3,  and  in  thin  splinters 
may  be  melted  in  the  flame  of  a  candle. 

The  name  is  from  the  Greek  word  k/wos,  ice,  in  allusion  to 
its  translucency  and  ice-like  appearance. 

Mode  oj  occurrence. — Cryolite  occurs,  as  a  secondary  product, 
in  the  fonn  of  veius.     It  is  rarely  found  in  sufficient  abundance  to 

>  TiBDsactioiia  of  the  Ameiicm  Institute  of  Mining  Engineers,  XXI,  1893,  p.  31. 
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be  of  commercial  value,  the  supply  at  present  coming  almost  whoUjr 
from  Evigtok  in  South  Greenland.  The  country  rock  here  is  said 
to  be  granite,  and  the  vein  as  described  in  1866^  was  150  feet  in 
greatest  breadth,  and  was  exposed  for  a  distance  of  6cx)  feet.  The 
principal  mineral  of  the  vein  was  cryolite,  but  quartz,  siderite,  galena, 
and  chalcopyrite  were  constant  accompaniments,  irregularly  dis- 
tributed through  the  mass.  In  1890  the  mine  as  worked  was  de- 
scribed as  a  hole  in  the  ground,  elliptical  in  shape,  450  feet  long  by 
150  feet  wide,  the  pit  beii^  some  100  feet  deep.  The  drills  had 
penetrated  150  feet  deeper  and  found  cryolite  all  the  way.  John- 
strup,  as  quoted  by  Dana,'  describes  the  cryolite  as  "  limited  to 
the  granite;  he  distinguishes  a  central  and  a  peripheral  part; 
the  former  has  an  extent  of  500  feet  in  length  and  1,000  feet 
in  breadth,  and  consists  of  cryolite  chiefly,  with  quartz,  siderite, 
galena,  sphalerite,  pyrite,  chalcopyrite,  and  wolframite  irregularly 
scattered  through  it.  The  peripheral  portion  forms  a  zone  about  the 
central  mass  of  cryolite;  the  chief  minerals  are  quartz,  feldspar,  and 
ivigtite,  also  fluorite,  casslterite,  molybdenite,  arsenopyrite,  columbite. 
Its  inner  limit  is  rather  sharply  de&ied,  though  there  intervenes  a 
breccia-hke  portion  consisting  of  the  minerals  of  the  outer  zone 
inclosed  in  cryolite;  beyond  this  it  passes  into  the  surrounding 
granite  without  distinct  boundary." 

Cryolite  in  limited  quantity  occurs  at  the  southern  base  of  Pike's 
Peak,  in  Colorado,  and  north  and  west  of  St.  Peter's  Dome.  It  is 
found  in  vein-like  masses  of  quartz  and  microcline  embedded  in 
granite. 

Uses. — Until  within  a  few  years  the  material  has  been  utilized  only 
in  the  manufacture  of  soda,  and  sodium  and  aluminum  salts,  and 
to  a  small  extent  in  the  manufacture  of  glass  and  porcelain  ware.  It 
is  also  used  in  the  electrolytic  processes  of  extracting  aluminum 
from  its  ores,  as  now  practiced. 

The  principal  works  utilizing  the  Greenland  cryolite  in  chemical 
iKanufacture  are,  at  time  of  writing,  those  of  the  Pennsylvania  Salt 
Manu&ctunng  Company  at  Natrona,  Peimsylvania.  From  5,000 
to  10,000  tons  are  imported  annually,  valued  at  about  $12  per  ton. 

'  Paul  Quale,  Report  of  Smithaoni&n  IiuUtution,  1866,  p.  39S. 
'System  of  Mineralogy,  '89a,  p.  167. 
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Quartz. — The  mineral  quartz,  easily  recc^nized  by  its  insolu- 
bility  in  acids,  glassy  appearance,  lack  of  cleavage,  and  hardness, 
which  is  such  that  it  readily  scratches  glass,  is  one  of  the  most  common 
and  widely  disseminated  of  minerals.  Chemically  it  is  pure  silica, 
of  the  formula  SiO,.  It  crystallizes  in  the  hexagonal  system  with 
beautiful  terminations,  and  is  one  of  the  most  attractive  of  minerals 
for  the  amateur  collector.  The  common  form  is,  however,  massive, 
occurring  in  veins  in  the  older  crystalline  rocks.  Common  sand 
is  usually  composed  mainly  of  quartzose  grains  which,  owing  to 
their  hardness  and  resistance  to  atmospheric  chemical  agencies, 
have  withstood  disintegration  to  the  very  last. 

The  terms  rase,  milky,  and  smoky  are  appUed  to  quartzes  which 
differ  from  the  ordinary  type  only  in  tint,  as  indicated.  Chalcedony  is 
the  name  given  to  a  somewhat  hom-like,  translucent  or  transparent 
form  of  silica  occurring  only  as  a  secondary  constituent  in  veins,  or 
isolated  concretionary  masses,  and  in  cavities  in  other  rocks.  Agate 
is  a  banded  variety  of  chalcedony.  The  true  onyx  is  similar  to 
agate,  except  that  the  bands  or  layers  of  different  colors  Ue  in  even 
planes.  Jasper  is  a  ferruginous,  opaque  chalcedony,  sometimes  used 
for  ornamental  purposes.  Opal  is  an  amorphous  form  of  silica, 
containing  somewhat  variable  amounts  of  water. 

Quartz  occurs  as  an  essential  constituent  of  granite,  gneiss, 
mica  schist,  quartz  porphyry,  and  liparite,  and  also  as  a  secondary  ^ 
constituent  in  the  form  of  veins,  filling  joints  and  cavities  in  rocks  of 
aE  kinds  and  all  ages. 

Uses. — ^The  finer  clear  grades  of  quartz  are  used  to  some  extent 
for  spectacle  lenses  and  optical  work,  as  well  as  in  cheap  jewelry. 
Its  main  value  is,  however,  for  abrading  purposes,  either  as  quartz 
sand  or  as  sandpaper,  and  in  the  manufacture  of  pottery.  For 
abradii^  purposes  it  is  crushed  and  bolted,  like  emery  and  corun- 
dum, and  brings  a  price  barely  sufficient  to  cover  cost  of  handUng 
and  transportation.  There  is  a  remarkable  variation  in  quartz  as 
relates  to  its  suitability  for  abrasive  purposes,  some  varieties  on 
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cnishing  giving  rise  to  sharp,  splintery  ftBgments  possessing'a  high 
degree  of  cutting  or  abradipg  power,  while  others  yield  sands  that 
are  dull  and  of  less  value.  As  a  rule  the  clear,  glassy  quartz  wiU 
yield  a  sharper  sand  than  the  opaque  and  milky  forms. 

Pure  quartz  sand  is  also  of  value  for  glass-making,  and  ground 
quartz  to  some  extent  as  a  "filler"  in  paints,  and  as  a  scouring 
material  in  soaps.  The  following  analyses  show  the  composition 
of  some  glass  sands  from  (I)  Clearfield,  and  (II)  Lewistown,  Perm- 
sylvania: 


Comtituent*. 

I. 

II. 

99.79 

98.84 
0.17 

°-^ 

Traces. 

0.13 

100.714 

99.58 

Flint  is  a  cbalcedonic  variety  of  silica  found  in  irregular  nodular 
forms  in  beds  of  Cretaceous  chalk.  These  nodules  break  with  a 
conchoidal  fracture  and  interiorly  are  brownish  to  black  in  color. 
By  the  aboriginal  races  the  fiints  were  utilized  for  the  manufacture  of 
knives  and  general  cutting  implements.  Later  they  were  used  in  the 
manufacture  of  gun-flints  and  the  "flint  and  steel"  for.producing 
fire.  At  present  they  are  used  to  some  extent  in  the  manufacture  of 
porcelain,  bemg  calcined  and  ground  to  mix  with  the  clay  and  give 
body  to  the  ware.  In  this  country  the  same  purpose  is  accomplished 
by  the  use  of  quartz.  Small  round  nodules  of  flint  from  Dieppe, 
France,  are  said  to  be  used  in  the  Trenton  (New  Jersey)  pottery 
works  for  grinding  clay  by  being  placed  in  revolving  vats  of  water 
and  kaolin.  All  the  flint  now  used  in  this  country  is  imported  either 
as  ballast  or  as  an  accidental  constituent  of  chalk. 

As  the  material  is  worth  but  from  $1  to  $2  a  ton  delivered  at 
Trenton,  it  may  be  readily  understood  that  transportation  is  a  rather 
serious  item  to  be  considered  in  developing  home  resources. 

According  to  Mr.  R.  T.  HiU,  nodules  of  black  flint  occur  in  enor- 
mous quantities  in  the  chalky  limestones — the  Caprina  limestones — 
of  Texas.  Numerous  localities  are  mentioned,  the  most  a 
being  near  Austin,  on  the  banks  of  the  Colorado  River. 
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Btibntone,  or  burrstone,  is  the  name  given  to  a  variety  of 
chalcedonic  silica,  quite  cavernous,  and  of  a  white  to  gray  or  slightly 
yellowish  color.  The  cavernous  structure  is  frequently  due  to  the 
<lissolving  out  of  calcareous  fossils.  The  rock  is  of  chemical  origin 
— that  is,  results  from  the  precipitation  of  sihca  from  solution,  and 
presumably  through  the  action  of  organic  matter.  In  France  the 
material  occurs  alternating  with  other  tmaltered  Tertiary  strata  in 
the  Paris  basin.  It  is  also  reported  in  Eocene  strata  in  South 
America,  and  in  Burke  and  Screven  counties  along  the  Savannah 
River  in  southern  Georgia  in  the  United  States.  The  toughness 
of  the  rock,  together  with  the  numerous  cavities,  impart  a  sharp 
cutting  power  such  as  renders  them  admirably  adapted  for  millstones, 
and  in  years  past  material  for  this  purpose  has  been  sent  out  from 
French  sources  all  over  the  civilized  world. 

Tripoli  is  the  commercial  name  given  to  a  peculiar  porous  rock 
regarded  as  a  decomposed  chert  associated  with  the  Lower  Car- 
boniferous limestones  of  southwest  Missouri.  The  rock  is  of  a  cream- 
white  or  slight  pink  cast,  fine  grained  and  homt^eneous,  with  a 
distinct  gritty  feel,  and,  though  soft,  sufficiently  tenacious  to  permit 
of  its  being  used  in  the  form  of  thin  disks  of  considerable  size  for 
filtering  purposes.  According  to  Hovey'  the  deposit  is  known  to 
underlie  between  80  and  100  acres  of  land,  in  the  form  of  a  rude 
ellipse,  with  its  longer  diameter  approximately  north  and  south.  From 
numerous  prospect  holes  and  borings  it  has  been  shown  to  have  an 
average  thickness  of  15  feet,  the  main  quarry  of  the  present  company 
showing  a  thickness  of  8  feet.  The  following  section  is  given  from 
a  well  sunk  in  the  northern  part  of  the  area: 

PHt. 

Earth. o    to      4 

TripolL '. 4  10 

Stiff  red  cUy 30  31 J 

Mixed  cheit,  clay,  and  ocher iij  40 

Cherty  Umestoiw 40  gj 

Cherty  limestone  bearing  galena 93  103 

limestone : 103  laS 

Limestone  bearing  sphalerite  aod  (pdena 138  i  j6 

Soft  ""g""*'*"  limestone _ 136  173 


'  SdendGc  American  Supplement,  July  aS,  1894,  p.  15487. 
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The  tripoU  is  eveiywhere  underlain  t^  a  celadvety  thin  bed  of 
stiff  red  clay,  and  also  traversed  in  eveiy  direction  by  seams  of  the 
same  material  from  i  to  3  inches  thick.  These  seams  and  other 
joints  divide  the  rock  into  masses  which  vary  in  size  up  to  30  inches 
01  more  in  diameter.  Microscopic  examinations  as  given  t^  Hovey 
show  the  rock  to  contain  no  traces  of  oi^anic  remains,  but  to  be 
made  up  of  faintly  doubly  refracting  chalcedonic  particles  from  ox>i 
to  0.03  millimeter  in  diameter.  The  chemical  ooiiq>05ition,  aa 
shown  from  analysis  by  Prof.  W.  H.  Seaman,  is  as  follows: 

Silica  (SiO,) 98.100 


Alumina  (A1,0,) o. 

Iron  oxide  (FeO  and  Fe,0,) o. 

Lime  (CaO) o. 

Soda  (NajO) o. 

Water  (ignition) 
Organic  matter . 


100.19a 

Silica  soluble  in  a  10  per  cent  solution  of  caustic  soda  on  boiling 
three  hours,  7.28  per  cent. 

Aside  from  its  use  as  a  filter  the  rock  is  crushed  between  buhr- 
stones,  bohed,  and  used  as  a  polishing  powder.  To  a  small  extent  it 
has  been  used  in  the  form  of  thin  slabs  for  blotting  purposes,  for 
which  it  answers  admirably,  owing  to  its  high  absorptive  property, 
but  is  somewhat  objectioriable  on  account  of  its  dusty  character. 
The  view  (Plate  IV)  shows  the  character  of  a  quarry  of  this  material 
as  now  worked  by  the  American  Tripoh  Company  at  Seneca,  in 
Newton  County. 

Dlatomaceoos  or  infusorial  earth,  as  it  is  sometimes  wrongly 
called,  is,  when  pure,  a  soft,  pulverulent  material,  somewhat  resem- 
bling chalk  or  kaolin  in  its  physical  properties,  and  of  a  white  or 
yellowish  or  gray  color.  Chemically  it  is  a  variety  of  opal  (see 
analyses  on  p.  68). 

Origin  and  occurrence  0}  deposits. — Certain  aquatic  forms  of  plant 
life  known  as  diatoms,  which  are  of  microscopic  dimensions  only, 
have  the  power  of  secretii^  silica  in  the  same  manner  as  ntollusks 
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secrete  carbonate  (tf  lime,  fonning  thus  their  tests  or  shells.  On 
the  death  of  the  plant  the  siliceous  tests  are  left  to  accumulate  on  the 
bottom  of  the  lakes,  ponds,  and  pools  in  whidi  they  lived,  forming 
in  time  beds  of  very  considerable  thickness,  which,  however,  whea 
compared  with  other  rocks  of  the  earth's  crust,  are  really  of  very 
insignificant  proportions.  Like  many  other  low  organisms  the 
diatoms  can  adapt  themselves  to  a  wide  range  of  conditions.  They 
are  wholly  aquatic,  but  live  in  salt  and  fresh  water  and  under  widely 
varying  conditions  of  depth  and  temperature.  They  may  be  found 
in  living  forms  in  almost  any  body  of  comparatively  quiet  water 
in  the  United  States.  The  exploring  steamer  Challenger  dredged 
them  up  in  the  Atlantic  from  depths  varying  from  1,260  to  1,975 
fathoms,  and  from  latitudes  well  toward  the  Antarctic  Circle.  Mr. 
Walter  Weed,  of  the  U.  S.  Geolt^cal  Survey,  has  recently  reported 
them  as  living  in  abundance  in  the  warm  marshes  of  the  Yellow- 
stone National  Park,  while  Dr.  Blake  reported  finding  over  50- 
species  in  a  spring  in  the  Pueblo  Valley,  Nevada,  which  showed  a  tem- 
perature of  163°  F. 

Although  beds  of  diatomaceous  earth  are  still  in  process  of  forma- 
tion, and  in  times  past  have  been  formed  at  various  epochs,  the 
Tertiary  period  appears  for  some  reason  to  have  been  peculiarly 
fitted  for  the  growth  of  these  organisms,  and  all  of  the  known  beds 
of  any  importance,  both  in  America  and  foreign  countries,  are  of 
Tertiary  Age.  The  best  known  of  the  foreign  deposits  is  that  of 
Bilin,  in  Bohemia.  This  is  some  14  feet  in  thickness.  When  it  is 
borne  in  mind  that,  according  to  the  calculations  of  Ehrenberg, 
every  cubic  inch  of  this  contains  not  less  than  40,000,000  independent 
shells,  one  stands  aghast  at  the  mere  thought  of  the  myriads  of  these 
little  forms  which  such  a  bed  represents.  Some  of  the  deposits  in  the 
United  States  are,  however,  considerably  larger  than  this.  What 
is  commonly  known  as  the  Richmond  bed  extends  from  Herring 
Bay,  on  the  Chesapeake,  Maryland,  to  Petersburg,  Virginia,  and 
perhaps  beyond.  This  is  in  some  places  not  less  than  30  feet  in 
thickness,  though  very  impure.  Near  Drakesville,  in  New  Jersey, 
there  occurs  a  smaller  deposit,  covering  only  some  3  acres  of  territory 
to  a  depth  of  from  i  to  3  feet.  Some  of  the  largest  deposits  known 
are  m  the  West.    Near  Socorro,  in  New  Mexico,  there  is  stated  to 
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be  a  deposit  of  &tie  quality  which  crops  out  in  a  single  section  for  a 
distance  of  1,500  feet  and  some  6  feet  in  thickness. 

Geologists  of  the  fortieth-parallel  survey  reported  abundant  de- 
posits in  Nevada,  one  of  which  showed  in  the  railroad  cutting  west 
of  Reno  a  thickness  not  less  than  300  feet,  and  of  a  pure  white,  pale 
buff,  or  canary-yellow  color.  Along  the  Pitt  River,  in  California, 
there  is  stated  to  be  a  bed  extending  not  less  than  16  miles,  and  in 
some  places  over  300  feet  thick  {see  Plate  V).  Near  LinkvQle,  Kla- 
math County,  Oregon,  there  occurs  a  deposit  which  has  been  traced 
for  a  distance  of  10  miles,  and  shows  along  the  Lost  River  a  thick- 
ness of  40  feet.  Beds  are  known  also  to  occur  in  Idaho,  near  Seattle, 
in  Washington,  and  doubtless  many  more  yet  remain  to  be  discovered. 
A  deposit  of  unknown  extent,  pure  white  color,  and  almost  pulp- 
like consistency,  has  been  worked  in  South  Beddington,  Maine. 
Others  of  less  purity  occur  near  South  Framingham,  Massachusetts, 
Lake  Umbagog,  New  Hampshire,  at  Whitehead  Lake,  Herkimer 
County,  New  York,  and  at  Grand  Manan,  New  Brunswick. ' 

Chemical  composition. — ^As' already  intimated,  this  earth  is  of  a 
siliceous  nature,  and  samples  from  widely  separated  locaUties  show 
remarkable  uniformity  in  composition.  Of  the  following  analyses, 
No.  I  is  from  Lake  Umbagog,  New  Hampshire,  No.  II  from  Morris 
County,  New  Jersey,  and  No.  Ill  from  Pope's  Creek,  in  Maryland. 
As  will  be  noted,  the  silica  percentage  is  nearly  the  same  in  all. 


ComtituenW. 

1. 

11. 

III. 

1.03 
0.3S 

80.66 

3-84 

81-53 

1.43 
1.16 
6.04 

Water  and  organic  matter 

IJ.03 

14.01 

The  substance  may  therefore  be  regarded  as  a  variety  of  opal. 

Uses. — The  main  use  of  diatomaceous  earth  is  for  a  polishing 
powder.  It  is,  however,  an  excellent  absorbent,  and  has  been  utilized 
to  mix  with  nitroglycerine  in  the  manufacture  of  dynamite.  It  has 
also  been  used  to  some  extent  in  the  preparation  of  the  soluble  silicate 
known  as  water  glass,  and  still  again  as  a  non-conductive  material 
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PLATE  V. 

Deposit  of  Diatomaci-ous  Karth,  Great  Bend  of  Piit  River,  Shasta  Couniy,  faliforaia. 

[U.  S.  Nalbnal  Museum] 
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for  steam  boilers,  etc.  The  demand  for  the  material  is  quite  small, 
not  neariy  equal  to  the  supply.  The  Maryland  and  Nevada  de- 
posits are  said  to  be  the  principal  ones  now  worked.  During  the 
year  1897  the  entire  output  wa:;  about  3,000  tons,  valued  at  some 
$30,400. 

2.   CORUNDUM   AND  EMERY. 
Corundtun. — Composition,    sesquioxide    of    aluminum,    AI^O,, 
— o^gen,  47.1  per  cent;    aluminum,  52.9  per  cent.    In  crystab 


FtQ.  6. — Corundum  crystals,  characteristic  forms. 
[U.  S.  National  Museum.] 

often  quite  pure,  but  frequently  occurring  associated  in  crystalline 
granular  masses  with  magnetic  iron,  and  often  more  or  less  altered 
into  a  series  of  hydrated  aluminous  compounds,  as  damourite.  The 
crystalline  form  of  the  mineral  is  hexagonal,  or  six-sided  in  outline, 
often  with  curved  sides  and  square  terminations,  giving  rise  to 
roughly  barrel-shaped  forms,  as  shown  in  Fig.  6. 
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A  prominent  basal  cleavage  causes  the  ciystals  to  break  readily 
with  smooth  flat  surfaces  at  right  angles  with  the  axis  of  elongation. 
The  massive  forms  frequently  show  a  nearly  rectangular  parting  or 
pseudo-cleavage. 

The  most  striking  physical  property  of  the  mineral  is  its  hard- 
ness, which  is  9  of  Dana's  scale.  In  this  respect  it  ranks  then  next 
to  the  diamond.  The  color  varies  from  white  through  gray,  brown, 
yellow,  blue,  pink,  and  red;  luster,  adamantine  to  vitreous;  specific 
gravity,  3.95  to  4.1.  The  highly  colored  transparent  red  and  blue 
forms  are  valuable  as  gems,  and  are  known  under  the  names  of 
ruby  and  sapphire.  The  consideration  of  these  forms  is  beyond  the 
limits  of  this  work. 

Occurrence. — Although  widespread  as  a  mineral,  corundum  un- 
mixed with  a  large  proportion  of  magnetite  (forming  emery)  has  been 
found  in  comparatively  few  localities  in  sufficient  abundance  to  be 
of  commercial  value.  The  most  important  deposits  known  in  the 
United  States  are  in  southwestern  North  Carolina,  the  Laurel 
Creek  region  of  northern  Georgia,  and  central  Montana.  Within 
a  few  years  corundum-bearing  syenites,  covering  an  area  of  many 
square  miles,  have  been  found  in  Renfrew,  Hastings,  and  Halberton 
counties  in  Ontario,  Canada. 

According  to  Pratt,  most  of  the  corundum  that  has  been  mined 
for  abrasive  purposes  has  been  obtained  from  the  eastern  part  of  the 
United  States,  where  it  is  associated  with  a  long  belt  of  basic  mag- 
nesian  rocks  extending  from  Tallapoosa  in  east  central  Alabama, 
to  Trenton,  New  Jersey,  with  disconnected  outcrops  north  of  New 
Jersey,  as  in  Connecticut,  Massachusetts,  New  Hampshire,  and 
Maine.  In  the  southern  portion  of  this  belt  the  peridotites  have 
reached  their  greatest  development,  in  some  localities  outcropping 
over  an  area  of  several  hundred  acres.  At  Webster,  in  Jackson 
County,  North  Carolina,  the  peridotite  occurs  intrusive  in  the  hom- 
blendic  gneiss,  the  corundum  occurring  in  greatest  abundance  at  or 
near  the  line  of  contact  between  tlie  two  rocks.  Associated  with 
the  corundum  are  nearly  always  at  this  locality  a  series  of  secondary 
minerals,  including  vermiculite,  chlorite,  and  talcose,  and  serpentinous 
materials. 

An  ideal  cross-section  of  one  of  the  corundum  contact  veins  at 
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Corundum  Hill,  in  Macon  County,  is  shown  in  Fig.  7,  while  a  map 
of  the  country,  showing  the  character  of  the  surrounding  rocks, 
is  shown  in  Fig,  8.  The  mine  at  Corundum  Hill  has  been  until 
recently  one  of  the  most  important  in  the  country,  and  may  be 
described  in  some  detail  as  illustrating  the  mode-  of  occurrence  of  the 
materiaL    The  formation  here  is  a  rather  blunt,  lens-shaped  mass 


Fm.  7. — Ideftl  cross-section  of  a  coniDdum  contact  vdn  at  Corundum  Hill  Mine, 
North  Carolina;  a,  fresh  and  unaltered  gneiss;  b,  decayed  gneiss;  e.  vennicuUtei 
4^  grtxa  chlorite;  e,  corundum-bearing  zone:  /.  green  cUonte,  g,  eostattte;  h,  talcose 
rock;  •,  clay;  ;',  altered  dunite;  k,  unaltered  dunite. 

[U.  S.  Geological  Survey.] 

of  peridotite  (dunite)  exposed  over  an  area  of  about  10  acres.  A 
number  of  veins  have  been  worked,  but,  with  the  exception  of  the 
one  marked  "Shaft"  on  the  map,  they  have  soon  "pinched"  out. 

Most  of  the  mining  has  been  done  on  the  south  side  of  this  for- 
mation, as  described  by  Pratt,  by  means  of  open  cuts,  and  later  by 
tunnels.  Plate  VI  shows  the  entrance  to  this  tunnel,  with  the  peri- 
dotite on  the  left  and  the  gneiss  on  the  right  beyond  the  cut.  For 
nearly  the  whole  distance  of  the  southern  boundary  of  the  dunite 
formation  a  cut  has  been  made,  followmg  the  contour  of  the  hill. 
This  is  sometimes  wholly  within  the  gneiss,  and  at  other  times  wholly 
within  the  peridotite,  and  again  cutting  directly  across  the  contact. 
The  tunnels  are  all  to  the  left  of  the  cut,  and  have  encountered 
corundum  almost  continuously  for  a  distance  of  1,280  feet. 
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The  materials  collected  from  tlie  mines  at  Corundum  Hill  are 
in  the  fonns  known  as  block,  crystal,  and  sand  ores.  The  mean- 
ing of  tile  terms  is  obvious.  A  small  amount  of  garnet  is  occasionally 
found  associated  with  the  corundum  in  the  vein  along  the  southern 
contact 


[^  E3  ^  ^M 

no>  &— Mq>  of  peddotite  fonnotion  at  Corundum  Hill,  Macon  County,  N.  C> 
lU.  S.  Geolcgical  Survey.] 

At  what  is  known  as  the  Buck  Creek,  or  Cullakeenee  MinCr 
about  so  miles  southwest  of  Franklin  in  this  same  county, 
coniodum  is  found  associated  with  a  compact  mass  of  peridotite, 
covering  about  three-quarters  of  a  square  mile,  forming  the  largest 
mass  that  is  known  in  the  Appalachian  belt.  A  topographic  map 
of  this  area,  showing  the  association  of  the  various  rocks,  is  shown, 
in  Fig.  9. 
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PLATE  VI. 

The  Big  Vein  between  Ihc  PeridoUtf  and  the  Gneiss  at  Cunindum  Hill,  Mai  on  Cii.,  N.  C. 

[U.  S.  Geological  Sun-ey.] 
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The  vein  here  is  described  as  differing  horn  most  of  the  corundiam 
veins  in  the  peridotite  rocks  in  that  it  is  composed  essentially  of 
plagioclase  feldspar,  and  hornblende,  which  bear  a  relation  to  each 
other  similar  to  that  of  the  feldspar,  quartz,  and  mica  in  pegmatite 
dikes.  There  is  an  abundance  of  ore  at  this  mine,  but  it  has  been 
as  yet  unexploited,  owing  to  difficulty  of  transportation. 


Fig.  9- — Map  of  the  Buck  Cieek  peridotite  area,  showing  the  relation  oF  the  amphibo- 

lite  dikes. 

[U.  S.  Geological  Survey.] 

At  Laurel  Creek,  in  Georgia,  on  what  is  known  as  Pine  Moun- 
tain, in  Rabun  Q>unty,  there  is  a  large  outcrop  of  peridotite  covering 
several  hundred  acres,  aloi^  the  contact  of  which  with  the  gneiss  large 
deposits  of  corundum  have  been  found.  Fig.  lo  shows  the  relation  of 
the  gneiss  and  the  peridotite.  The  formation  here  occupies  two  small 
hills,  which,  on  account  of  their  rough  and  barren  nature — a  feature 
characteristic  of  regions  occupied  by  iron  magnesian  rocks — offer 
a  sharp  contrast  to  the  surrounding  country.  A  large  open  cut  on 
the  east  side  of  the  formation  follows,  for  the  most  part,  along  the 
contact  to  a  depth  of  some  soo  feet.  At  its  lower  end  this  cut  en- 
counters what  is  known  as  the  Big  Vein  of  massive  corundum,  the 
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cut  havii^  followed  on  a  contact  vein  of  crystallized  corundum. 
Although  this  vein  is  near  the  contact  of  the  peridotite  with  the 
gneiss,  it  is  separated  from  the  same  by  a  band  of  peridotite  and  a 
small  vein  of  sand  corundum.  This  is  one  of  the  most  famous  corun- 
dimi  mines  in  the  countiy,  and  has  furnished  ore  of  an  exceptional^ 
high  grade. 


Fig.  io. — Map  of  the  peridotite  fomiatioD  at  Laurel  Creek,  Rabun  Coun^,  Georgia. 
[U.  S.  Geolo^cal  Survey] 

A  lai^e  part  of  the  corundum  that  has  been  found  in  Montana 
has  been  of  the  sapphire  variety,  and  is  used  as  gem  material.  Hence 
its  consideration  belongs  properly  to  a  treatise  on  gems.  But  at  one 
locality,  not  far  from  Bozeman,  in  Gallatin  County,  corundum,  in- 
well-defined  hexf^onal  crystals,  of  all  sizes  up  to  lo  millimeters  in 
diameter  and  20  to  30  millimeters  in  lengthy  has  been  found 
in  considerable  quantity  in  an  igneous  rock  composed  essentially  of 
orthoclase  feldspar,  corundum,  and   biotite,  the  corundum    pre- 
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Feridolite  Formation  at  Laurel  Creek,  Georgia. 


PLATE  VII.  GoOqIc 

Dunite  Vein  ot  Corundum  at  Laurel  Creek,  Georgia.  *-' 

■         [U.  S.  Geological  .Siirv.y,] 
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dominating  over  any  other  constituent.  The  rock  has  at  times  a. 
somewhat  gneissic  structure,  and  in  these  portions  the  corundum 
is  found  in  a  more  or  less  finely  divided  condition,  and  in  other 
portions,  where  the  rock  has  a  pegmatitic  character,  the  corundum 
is  coarsely  crystallized  and  surrounded  by  orthoclase.  The  per- 
centage of  corundum  in  these  rocks  is  quite  large.  The  colors  vary 
from  bluish  gray  to  almost  colorless. 

Near  the  entrance  of  Yogo  Gulch,  in  Fergus  County,  in  this 
same  State,  ieldspathic  igneous  rocks  allied  to  the  minettes  have 
been  found  carrying  sapphires.  The  rock  occurs  in  the  form  of 
two  parallel  dikes  about  800  feet  apart,  which  can  be  followed  for 
over  a  mile  in  a  nearly  east-and-west  course,  their  general  width 
beii^  from  6  to  20  feet.  The  rock,  which  is  much  decomposed 
on  the  surfoce,  has  a  dark  gray,  decidedly  basic  appearance,  and 
is  very  tough.  The  sapphires  are  mainly  of  some  shade  of  blue,  and 
occur  in  the  form  of  sharp,  distinct  crystals.  The  material  is  used 
wholly  for  gem  purposes. 

In  Ontario,  Canada,  the  corundum  occurs  as  a  primary  constitu- 
ent of  syenite,  the  rocks  varying  from  a  normal  syenite  to  a  nepheline 
syenite  and  a  mica  syenite,  the  mineral  being  most  abundantly 
developed  in  the  normal  ^enite.  The  rocks  occur  as  dikes  cutting 
through  the  gneisses,  the  corundum  existing  in  such  abundance  as  to 
average  perhaps  12  per  cent  of  the  entire  mass  of  the  rock,  and  in 
crystals  of  all  sizes  up  to  50  millimeters  in  diameter. 

The  corundum  deposits  of  India  have  been  described  by  T.  H. 
Holland.'  The  mineral  here  occurs  in  a  matrix  of  deep  flesh-colored 
feldspar,  which  is  in  bands  or  lenticular  masses  and  has  associated 
with  it  often  a  considerable  portion  of  siUimanite,  mtile,  spinel, 
and  mica. 

Origin. — The  origin  of  the  corundum  in  the  occurrences  above 
described  can  be  in  part  surmised  from  the  descriptions  which  have 
been  given.  It  is  evident  that,  in  the  majority  of  cases,  such  result 
from  the  direct  crystallization  of  aluminum  oxide  from  a  molten 
magma.  The  ^eous  rocks,  it  will  be  noted,  are  relatively  poor  in 
silioi.    It  is  a  safe  inference,  which  has  been  practically  proven  by 

'  Geolog}'  of  India,  Fart  III,  Economic  Gtoiogy. 
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experimental  work,*  that  where  &  magma  contains  a  sufficient  amount 
of  silica  to  combine  with  aluminum,  the  material  will  separate  out  ia 
the  form  of  an  aluminus  silicate,  as  in  feldspar;  where,  however, 
there  is  a  deficiency  in  the  amount  of  silica,  the  aluminum  separates 
out  in  the  form  of  the  free  oxide,  corundum. 

The  sapphires  occurring  in  the  basic  rock  from  Yogo  Gulch, 
Montana,  are  regarded  by  Pirsson'  as  of  pyrogenic  origin,  that  is, 
as  resulting  from  the  direct  crystallization  of  the  oxide,  which  has 
in  this  case  been  derived  from  aluminous  material  dissolved  from 
shales  by  the  molten  rock  during  its  intrusion.  It  seems  most 
probable  that  the  Indian  corundum,  even  including  the  ruby  of 
Burmah,  is  of  secondary  origin — a  result  of  metamorphism. 

Emery. — ^The  rock  emery  takes  its  name  from  Cape  Emm,  on 
the  island  of  Naxos,  where  it  occurs  in  great  abundance.  Mineral- 
ogically  it  has  been  regarded  by  various  authorities  as  either  a  mechan- 
ical admixture  of  corundum  and  magnetic  iron  ore  or  as  simply  a 
massive  iron  spinel — hercynite.  So  far  as  the  Naxos  emery  is  con- 
cerned, the  first  view  is  undoubtedly  correct.  Physically  emery  is 
a  massive,  neariy  opaque,  dark-gray  to  blue-black  or  black  material, 
with  a  specific  gravity  of  4  and  hardness  of  8,  Dana's  scale,  breaking 
with  a  tolerably  regular  fracture,  and  always  more  or  less  m^netic. 

Chemically  the  material  is  quite  variable.  Below  are  the  results 
of  analyses  by  Dr.  J.  Lawrence  Smith,  from  whose  papers  on  the 
subject  these  notes  are  partially  compiled. 
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'  See  J.  W.  pMtt,  American  Journal  of  Science,  Vol.  VI,  1898,  pp.  49-65,  tot 
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Geologically  emery,  like  corundum,  belongs  mainly  to  the  older 
crystalline  locks.  In  Asia  Minor  it  occurs  in  angular  or  rounded 
masses  from  the  size  of  a  pea  to  those  of  several  tons  weight,  embedded 
in  a  blue-gray  or  white  crystalline  limestone,  which  overlies  mica- 
ceous or  homblendic  schists,  gneisses,  and  granites.  Superficial 
decomposition  has,  as  a  rule,  removed  more  or  less  of  the  more 
soluble  portions  of  the  limestone,  leaving  the  emery  nodules  in  a  red 
ferruginous  soiL  With  the  emery  are  associated  other  aluminous 
minerals  as  mentioned  below. 

According  to  Tschermak'  the  Naxos  emery  occurs  mostly  in  the 
form  of  an  iron-gray,  scaly  to  schistose,  rarely  massive,  aggregate 
consisting  essentially  of  magnetite  and  corundum,  the  latter  mineral 
heing  in  excess.  In  addition  to  these  two  minerab  occur  hematite 
and  limonite,  as  alteration  products  of  the  magnetite.  Margarite, 
muscovite,  biotite,  tourmaline,  chloritoid,  diaspore,  disthene,  stauro- 
lite,  and  rutile  occur  as  common  accessories;  rarely  are  found 
spinel,  vesuvianite,  and  pyrite.  Under  the  microscope  he  finds  the 
emery  rock  to  show  the  corundum  in  rounded  granules  and  some- 
times well-defined  crystals  with  hex^onal  outlines,  particularly  in 
cases  where  single  individuals  are  embedded  in  the  iron  ores.  (Plate 
VIII,  Fig.  a.)  In  many  cases,  as  in  the  emery  of  Krenino  and 
Fesulas,  the  granules  are  partially  colored  blue  by  a  pigment  some- 
times irregularly  and  sometimes  zonally  distributed.  The  corundum 
grains,  which  vary  in  size  between  0.05  mm.  and  0.52  mm.  (averting 
about  0.22  nun.),  are  very  rich  in  inctosures  of  the  iron  ores,  largely 
magnetite  in  the  form  of  small,  rounded  granules.  The  quantity  of 
these  is  so  great  as  at  times  to  render  the  mineral  quite  opaque, 
though  at  times  of  such  dust-like  fineness  as  to  be  translucent  and  of 
a  brownish  color.  The  larger  corundums  are  often  injected  with 
elongated,  parallel-lying  clusters  or  groups  of  the  iron  ores,  as 
shown  in  Fig,  3,  from  Tschermak's  paper,  and  are  surrounded  by 
borders  of  very  minute  zircons.  The  iron  ore,  as  noted  above,  is 
principally  magnetite,  but  which,  by  hydration  and  oxidation,  has 
given  rise  to  abundant  Umonite.  The  magnetites  are  in  the  form 
of  rounded  granules  and  dust-like  particles,  and  also  at  times  in 

'  Uinenloguche  und  Petrographlsche  Mittheilungen,  XIV,  1894,  p.  313. 
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well-defined  octahedrons.  In  their  turn  the  magnetites  also  in- 
close particles  of  corundum  very  much  as  the  metallic  iron  of 
meteorites  of  the  pallasite  group  inclose  the  olivines,  and  as  shown 
in  Plate  VIII,  Fig.  4. 

The  following  account  of  these  deposits  and  the  method  of  work- 
ing is  by  A.  Gobantz: ' ' 

Naxos,  the  largest  of  Ae  Cyclades  Islands,  is  remarkable  as  being 
one  of  the  few  localities  in  the  world  producing  emery  on  a  large 
scale;  the  deposits,  which  are  of  an  irregularly  bedded  or  lenticular 
form,  being  mostly  concentrated  on  the  mountains  at  the  northern 
end  of  the  islands,  the  most  important  ones  being  in  the  inmiediate 
vicinity  of  the  village  of  Bothris.  The  island  is  principally  made  up 
of  Archaean  rocks,  divbible  into  gneiss  and  schist  formations,  the 
latter  consisting  of  mica  schists  altematii^  with  crystalline  Ume- 
stones.  The  lenticular  masses  of  emery,  which  are  quite  variable 
in  size,  ranging  in  length  from  a  few  feet  to  upward  of  100  yards 
and  in  maximum  thickness  from  5  to  50  yards,  are  closely  asso- 
ciated with  the  hmestones,  and,  as  they  follow  their  undulations, 
they  vary  greatly  in  position,  lying  at  all  kinds  of  slope,  from  hori- 
zontal to  nearly  vertical.  Seventeen  different  deposits  have  been 
discovered  and  worked  at  different  times.  These  range  over  con- 
siderable heights  from  r8o  to  700  meters  above  sea-tevel,  the  largest 
working,  that  of  Malia,  being  one  of  the  lowest.  This  important 
deposit  covers  an  area  of  more  than  30,000  square  meters,  extending 
for  about  500  meters  in  length  with  a  height  of  more  tiian  50  meters. 
This  was  worked  during  the  Turkish  occupation,  and  it  has  supplied 
fully  one-half  of  all  the  emery  exported  since  the  formation  of  the 
Greek  Kingdom.  The  highest  quaUty  of  mineral  is  obtained  from 
two  comparatively  thin  but  extensive  deposits  at  Aspalanthropo  and 
Eakoryakos,  which  are  435  meters  above  the  sea-level.  The  mineral 
is  stratified  in  thin  bands  from  i  to  2  feet  in  thickness,  crossed 
by  two  other  systems  of  divisional  planes,  so  that  it  breaks  into  nearly 
cubical  blocks  in  the  working.    The  floor  of  the  deposit  is  invariably 


>  Oesteireichische  Zeitschrift  fUr  Berg-  und  HUttenwesen,  XLII,  p.  143-     Abstract 
In  the  Minutes  knd  Proceedings  of  the  Institute  of  Civil  Engineen,  CXVII,  pp.  466- 
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crystalline  limestone,  and  (he  roof  a  loosely  crystalline  dolomite 
covered  by  mica  schist.  The  underlying  limestones  are  often 
penetrated  by  dikes  of  tourmaline  granite,  which  probably  have 
some  intimate  connection  with  the  origin  of  the  emery  beds  above 
them. 

"  Mineralogically  emery  is  a  compact  mixture  of  blue  corundum 
and  magnetic  iron  ore,  its  value  as  an  abrasive  material  increasing 
with  the  proportion  of  the  former  constituent.  This  proportion  has, 
however,  been  usually  much  overestimated.  Seven  samples  collected 
by  the  author  have  been  examined  at  the  Technical  High  School  in 
Vienna,  and  found  to  contain  from  60  to  66  per  cent  of  alumina. 
The  average  composition  may  be  considered  to  be  two-thirds  corun- 
dum, the  remainder  being  magnetite  and  silica  in  the  proportion  of 
about  2  to  I,  with  some  carbonate  of  lime. 

"  The  working  of  the  deposits  is  conducted  in  an  extremely  primi- 
tive fashion.  During  the  period  of  Turkish  rule  the  exclusive  right 
of  emery  mining  was  given  to  two  villages,  and  this  rule  has  prevailed 
up  to  the  present  time,  no  Greek  Government  having  ventured  to 
break  down  the  monopoly.  These  privileged  workmen  are  about 
600  in  number,  and  have  the  right  of  working  the  mineral  wherever 
and  in  what  manner  they  may  think  best.  The  produce  is  taken 
over  by  the  Government  official  at  the  rate  of  about  ^^3  12s.  for  50 
cwts.  The  rock  is  exclusively  broken  by  fire-setting.  A  piece  of 
ground,  about  5  feet  broad  and  the  same  height,  is  cleared  from 
loose  material,  and  a  pile  of  brushwood  heaped  against  it  and  lighted. 
This  burns  out  in  about  twenty-four  or  thirty  hours,  when  water  is 
thrown  upon  the  heated  rock  to  chill  it  and  develop  fractures  along 
the  secondary  divisional  planes  in  the  mass  of  emery,  and  so  facih- 
tate  the  breaking  up  and  removal  of  the  material.  Sometimes  a 
crack  is  opened  out  by  inserting  a  dynamite  cartridge,  but  the  regular 
use  of  explosives  is  impossible,  owir^  to  the  hardness  of  the  mineral, 
which  can  not  be  bored  with  steel  tools.  Only  the  larger  lumps  are 
carried  down  to  the  shipping  place,  the  smaller  sizes,  up  to  pieces 
as  large  as  the  fist,  being  left  on  the  ground. 

"  As  most  of  the  suitable  places  for  fire-setting  at  the  surface  have 
been  worked  out,  attempts  have  been  made  to  follow  the  deposits 
underground,  but  none  of  these  have  been  carried  to  any  depth, 
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partly  on  account  of  the  suffocatii^  smoke  of  the  fires,  rendering 
continuous  work  difficult;  but  more  particularly  from  the  dar^r- 
ous  character  of  the  loose  dolomite  roof,  which  i?  responsible  for 
many  fatal  accidents  from  falls  annually.  These  might,  of  course, 
be  prevented  by  the  judicious  use  of  timber  or  masonry  to  support 
the  roof,  but  this  appears  to  be  beyond  the  skill  of  the  native 
miners. 

"  The  rapid  exhaustion  of  the  forests  in  the  neighborhood  of  the 
mines,  owing  to  the  heavy  consumption  of  fuel  in  fire-sett'ng,  has 
been  a  cause  of  anxiety  to  the  Government  for  some  years  past,  and 
competent  experts  have  been  employed  to  surest  new  methods  of 
working.  These  have  been  tolerably  unanimous  in  recommending 
the  institution  of  systematic  quarry  workings,  using  diamond  boring 
machines  and  powerful  explosives  for  winning  the  mineral,  and  the 
construction  of  wire-rope  ways  and  jetties  for  improving  the  methods 
of  conveyance  and  shipping;  but  as  funds  for  these  improvements, 
owing  to  the  disastrous  condition  of  the  national  finances,  are  not 
obtainable,  the  primitive  method  of  working  still  continues.  Mean- 
while the  competition  of  the  mines  in  Asia  Minor  has  become  so 
intense  that  the  .export  of  emery  from  Naxos  has  almost  entirely  ceased 
for  a  year  past." 

The  principal  deposit  of  emery  at  present  worked  in  the  United 
States  occurs  on  what  are  known  as  North  and  South  Mountains, 
near  Chester,  in  Hampden  County,  Massachusetts.  These  deposits 
were  first  described  by  Dr.  C.  T.  Jackson  (in  1865)  and  developed 
by  Dr.  H.  S.  Lucas,  the  material  being  at  first  regarded  as  mainly 
magnetite  and  worked  as  an  iron  ore. 

The  vicissitudes  of  the  operations  here,  Uke  those  of  the  chromite 
deposits  near  Baltimore,  form  one  of  the  interesting  chapters  in  the 
history  of  mining  operations  in  the  United  States,  but  which  can  not 
be  now  touched  upon. 

The  deposits  have  been  frequently  described,  as  noted  in  the 
bibliography,  the  facts  which  are  here  given  being  derived  mainly 
from  the  recent  works  of  B.  K,  Emerson  and  J.  H.  Pratt.  The 
country  rock  is  schistose  epidotic-amphibolite  of  doubtful  origin,  but 
which  Pratt  thinks  may  be  an  altered  eruptive.  The  emery-bearing 
veins  conform  in  a  general  way  with  the  winding  of  the  schist,  and 
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have  a  strike  ol  approximately  north  20°  east,  south  20°  west,  dipping 
to  the  eastward  at  an  angle  of  some  70°.  As  hi^t  shown,  where 
cut  by  the  Westfield  River,  the  vein  is  very  narrow,  but  widens  rapidly 
to  the  north,  attaining  a  width  of  17  feet,  of  which  some  10  feet  are 


— Map  showing  location  of  emery  deposits  i 
[U.  S.  Geological  Survey.] 


Cheater,  Massachusetts. 


emery,  the  remainder  being  mainly  magnetite.  The  vein,  or  bed, 
cuts  through  both  North  and  South  Mountains,  and  has  been  traced 
a  distance  of  some  5  miles,  though  the  emery  is  not  continuous 
for  the  entire  distance.  It  can,  however,  be  traced  by  means  of 
streaks  of  chlorite  (corundophiUite)  which  almost  invariably  accom- 
pany it.  Other  characteristic  associates  are  the  above  noted  mar- 
garite  and  magnetite,  talc,  and  black  tourmaline,  the  vein  material 
itself  being  described  as  a  chlorilic  magnetite  containing  in  abundance 
bronze-colored  grains  of  emery  and,  along  the  borders  of  the  thicker 
portion  of  the  main  vein  and  of  the  eastern  vein,  a  considerable 
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quantity  of  brown-black 
tourmaline  in  delicate  stel- 
late forms  The  part  of 
the  vein  rich  in  emery 
shows  the  material  in  the 
fonn  of  a  dark  gray,  nearly 
black  massive  rock, 
throughout  which  the  co- 
rundum is  disseminated  in  * 
the  form  of  small  crystals,  \ 
sometimes  5  to  15  milli-  | 
meters  in  diameter  and  of  a 
a  rich  bronze  color.                                                                      J 

Six    mines    have    from  fr 

time  to  time,  been  opened  I 

on  this  deposit,  as  shown  "^ 

in  Fig.  II.     At  the  Melvin  1 

Mine  the  vein  varies  from  g- 

6  to  16  feet  in  width.     A  ^' 

cross-section    of    the    Old  V^ 

Mine  is  given  in  Fig,  12.  |, 

The  limits  of  the  deposit  "^i 

as  given  by  Emerson  are:  J 

Length,    4    miles;    depth,  „ 

750  feet    (above   the  level  O 

of  the  brook),  and  with  an  ' 

average  width  of  4  feet.  ^ 

The  origin  of  this  ore  J 

has,  naturally,  been  a  mat-  S 

ter    of    some  speculation.  | 

Emerson  r^ards  it  as  most  2 

probable   that   the  emery-  ^ 

magnetite  material  was 
originally  a  deposit  of  li- 
moni  e  which  was  formed 
by  the  replacement  of  lime- 
stone, and  into  which  alu- 
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mina  was  carried  by  infiltrating  solutions  and  deposited  as  allopluuie 
and  gibbsite,  ultimately  altered  into  corundum  and  magnetite  by 
metamorphism.  Pratt,  on  the  other  hand,  regards  the  amphibolite 
as  probably  an  altered  eruptive  rock,  and  argues  that  the  magnetite 
and  corundum  are  both  segregations  of  basic  materials  from  the 
igneous  magma,  i.e.,  are  products  of  magmatic  differentiation. 

In  New  York  State  emery  deposits  have  been  found  associated 
with  the  norite  rocks  in  Westchester  County,  where  they  have  been 
described  by  Dr.  G.  H.  Williams.'  The  emeiy  here  is  regarded 
by  the  various  authorities  as  being  a  product  of  magmatic  differ- 
entiation. 

Sources. — The  chief  commercial  souices  of  emery  are  those  of  Gu- 
much-dagh,  between  Ephesus  and  the  ancient  Tralles;  Kulah,  and 
near  the  river  Hermes  in  Asia  Minor;  and  the  island  of  Naxos,  whence 
it  is  quarried  and  shipped  from  Smyrna,  in  part  as  ballast,  to  all  parts 
of  the  world.  The  chief  commercial  source  in  the  United  States,  or 
indeed,  in  North  America,  is  Chester,  Massachusetts,  as  above  noted. 
The  island  of  Naxos  is  stated  to  have  for  several  centuries  furnished 
almost  exclusively  the  emery  used  in  the  arts,  the  material  being 
chiefly  obtained  from  loose  masses  in  the  soil.  The  mining  at 
Kulah  and  Gumuch-dagh  was  begun  about  1S47,  and  at  Nicaria 
in  1850-  The  emery  vein  at  Chester,  Massachusetts,  was  discovered 
by  Dr.  H.  S.  Lucas  in  1863,  and  described  by  Dr.  C.  T.  Jackson  in 
1864. 

In  preparing  for  use,  the  mineral,  after  beii^  dug  from  the  soil 
or  blasted  from  the  parent  ledge,  is  pulverized  and  bolted  in  various 
grades,  from  the  finest  flour  to  a  coarse  sand,  the  excess  of  magnetite, 
where  such  exists,  beii^  extracted  by  means  of  an  electromagnet. 
The  commercial  prices  vary  according  to  grade  from  3  to  10  cents 
.  a  pound.  At  the  end  of  the  last  century  the  price  of  the  Eastern 
emery  is  given  at  from  $40  to  $50  a  ton.  About  1835  an  English 
monopoly  controlled  the  right  of  mining,  and  the  price  rose  in  1847  to 
as  high  as  $140  a  ton. 

Uses. — ^The  chief  uses  of  emery  and  corundum,  as  is  well  known, 
are  in  the  form  of  powder  by  plate-glass  manufacturers,  lapidaries, 

'  Americui  Jouinal  of  Sdence,  Vol.  XXXIII,  1887,  pp.  133-191. 
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and  stone  workers;  as  emery  paper,  or  in  the  form  of  solid  dbks 
made  from  the  crushed  and  bolted  mineral  and  cement,  known 
commercially  as  emeiy  wheels.  The  great  toughness  and  superior 
cutting  power  of  these  wheeb  render  them  of  service  in  gonding 
glass,  metab,  and  other  hard  substances,  where  the  natural  stone  is 
quite  inefficient. 

(See  further  under  Grind-  and  Whetstones,  p.  388.) 
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3.   BAUXITE, 
Composition. — ^AljOj.2H30,=aIumina,  73-9  per  cent;  water,  26.1 
per  cent.     Commonly  impure  through  the  presence  of  iron  oxides, 
silica,  lime,  and  magnesia.    Color,  white  or  gray  when  pure,  but 


yellowish,  brown,  or  red  through  impurities.  Specific  gravity,  2.55; 
structure,  massive,  or  earthy  and  clay-like.  According  to  Hayes ' 
the  bauxites  of  the  Southern  United  States  show  considerable  variety 
in  physical  appearance,  though  generally  having  a  pronounced 
pisolitic  structure.     "  The  individual  pisolites  vary  in  size  from  a 

'  The  Geologicai  Relations  al  the  Southern  Appalachian  Bauxite  Deposits.     Trans- 
actions of  the  American  Institute  of  Mining  Engineers,  XXIV,  1S94,  pp.  350-351. 
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fraction  of  a  millimeter  to  3  or  4  centimeters  in  diameter,  although 
most  commonly  the  diameter  b  from  3  to  5  millimeters.  The  matrix 
in  which  they  are  embedded  is  generally  more  compact  and  also 
lighter  in  color.  The  larger  pisolites  are  composed  of  numerous 
concentric  shells,  separated  by  less  compact  substance  or  even  open 
cavities,  and  their  interior  portions  readily  crumble  to  a  soft  powder. 

"In  thin  sections  the  ore  is  seen  to  be  made  up  of  amorphous 
Socculent  grains,  and  the  various  structures  which  it  exhibits  are 
produced  by  the  arrangement  and  d^ree  of  compactness  of  these 
grains.  The  matrix  in  which  the  pisolites  are  embedded  may  be 
composed  of  this  flocculent  material  segregated  in  an  irregularly 
globular  form  or  in  compact  oolites,  with  sharply  defined  outUnes. 
Or  both  forms  may  be  present,  the  compact  ofilites  being  embedded 
in  a  matrix  composed  of  the  less  definite  bodies-  In  some  cases  the 
interstices  between  the  oohtes  are  filled  either  wholly  or  in  part  with 
silica,  apparently  a  secondary  deposition. 

"The  pisolites  also  show  considerable  diversity  in  structure.  In 
some  cases  they  are  composed  of  exactly  the  same  flocculent  grains 
as  the  surrounding  matrix,  from  which  they  are  separated  by  a  thin 
shell  of  slightly  denser  material.  This  sometimes  shows  a  number 
of  sharply  defined  concentric  rings,  and  is  then  distinctly  separated 
from  the  matrix  and  the  interior  portion  of  the  pisolite.  The  latter 
is  also  sometimes  composed  of  imperfectly  defined  globular  masses, 
and  in  other  cases  of  compact,  uniform,  and  but  slightly  granular 
substance.  It  b  always  filled  with  cracks,  which  are  regularly  radial 
and  concentric,  in  proportion  as  the  interior  substance  has  a  uniform 
textiure.  Branching  from  the  larger  cracks,  which,  as  a  rule,  are 
partially  filled  with  quartz,  very  minute  cracks  penetrate  the  inter- 
vening portions.  Thus  the  pisohtes  appear  to  have  lost  a  portion 
of  their  substance,  so  that  it  no  longer  fills  the  space  within  the  outer 
shell,  but  has  shrunk  and  formed  the  radial  cracks.  No  analyses 
have  been  made  of  the  different  portions  of  the  pisolites  or  of  the 
pisohtes  and  matrix  separately,  and  it  is  impossible  to  say  whether 
any  differences  in  chemical  composition  exist.  It  may  be  that  some 
soluble  constituent  has  been  removed  from  the  interior  of  the  pisolites, 
but  it  is  more  probable  that  the  shrinking  observed  is  due  wholly  to 
desiccation. 
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"Scattered  throughout  the  ground-mass  are  occasional  fragments 
of  pisolites,  whose  irr^ular  outlines  have  been  covered  to  varying 
depths  by  a  deposit  of  the  same  material  as  forms  the  concentric 
sheUs,  and  thus  have  been  restored  to  spherical  or  oval  forms." 

The  following  tables  will  serve  to  show  the  wide  range  of  com- 
position of  bauxites  from  various  sources: 
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Origin  and  mode  of  occurrence. — The  mineral  received  its  name 
from  the  village  of  Baux  (or  Beaux')  in  Soutbem  France,  where  a 
highly  ferriferous,  pisolitic  variety  was  first  found  and  described  by 
Berthier  in  1831.  The  origin  of  the  mineral,  both  here  and  dsewhere, 
has  been  a  matter  of  considerable  discussion.    The  following  notes 

*  Hence  the  au  ftmnH  leceWe  the  souiul  of  long  o,  and  not  that  of  the  %v  In  oui 
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Telative  to  the  foreign  occurrences  are  trom  a  paper  by  R.  L. 
Packard:' 

"  The  geological  occurrence  of  the  bauxite  of  Baux  was  studied 
by  H.  Coquand  (Bulletin  de  la  Socift^  Gfologique  de  France, 
XXVIII,  1871,  p.  98),  who  describei  the  mineral  as  of  three  varie- 
ties, pisolitic,  compact,  and  earthy.  The  pisolitic  variety  does  not 
differ  in  structure  from  the  iron  ores  of  Franche  Comt^  and  Berry, 
although  the  color  and  composition  are  different.  It  occurs  in  h^hly 
tilted  beds  alternating  with  limestones,  sandstones,  and  c^ays,  be- 
longing to  the  Upper  Cretaceous  period,  and  in  pockets  or  cavities 
in  the  limestone.  The  limestone  containing  the  bauxite  and  that 
'  adjacent  thereto  is  also  pisolitic,  some  nodules  being  as  large  as  the 
fist,  and  the  pisolitic  bauxite  has  sometimes  a  calcareous  cement, 
and  at  others  is  included  in  a  paste  of  the  compact  mineral.  M. 
Coquand  supposed  that  the  alumina  and  iron  oxide  composing  the 
bauxite  were  brought  to  the  ancient  lalce  bed  in  which  the  lacus- 
trine limestone  was  formed  by  mineral  springs,  which,  discharging 
in  the  bottom  of  the  lake,  allowed  the  alumina  and  iron  oxide  to  be 
distributed  with  the  other  sediment.  In  some  cases  the  discharge 
occurred  on  land,  and  the  deposit  then  formed  isolated  patches.  He 
refers  to  other  similar  deposits  of  bauxite  of  the  same  period  in  France. 
Sometimes  the  highly  ferriferous  mineral  predominates  over  the 
aluminous  (white),  at  others  diaspore  is  found  enveloping  the  red 
mineral,  while  in  other  cases  it  is  mixed  with  it,  predominating  largely, 
and  sometimes  manganese  peroxide  replaces  ferric  oxide.  In  some 
places  the  ground  was  strewed  with  fragments  of  tuberous  menilite, 
very  light  and  white. 

"  M.  Ang^  (Bull.  Soc.  Gfelog.  de  France,  XVI,  1888,  p.  345) 
describes  the  bauxite  of  Var  and  H^rault  and  gives  analyses  of  it- 
Over  2o/x>o  tons  were  being  mined  in  this  region  annually  at  the 
time  of  writing  his  report  (1888),  In  the  red  mineral  of  Var  druses 
occur  with  white  bauxite  running  as  high  as  85  per  cent  AljOj,  and 
15  per  rant  H,0,  corresponding  to  the  formula  Al,O,+  H,0.  He* 
refers  to  the  prevailing  iheory  of  the  formation  of  bauxite,  according 
to  which  solutions  of  the  chlorides  of  aluminum  and  iron  in  contact 


'  Mineral  Resources  of  the  United  States,  1891,  p.  148. 
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with  carbonate  of  lime  undergo  double  decomposition,  forming 
alumina,  iron  oxide,  ajid  calcium  chloride.  Other  deposits  in  the 
south  of  France,  in  Ireland,  Austria,  and  Italy,  he  sa.ys,  confiim 
this  view,  because  they  also  rest  upon  or  are  associated  with  hme- 
stone.  The  bauxite  deposit  in  Puy  de  D6me  which  he  studied  could 
not,  however,  be  explained  by  this  theory  because  it  was  not  asso- 
ciated with  hmestone,  but  rested  directly  upon  gneiss  and  was  partly 
covered  by  basalt.  The  geological  sketch  map  of  the  deposit  near 
Madriat,  Puy  de  D6me,  which  he  gives  shows  gneiss,  basalt,  with 
uncovered  bauxite  largely  predominating,  and  patches  of  Miocene 
clay,  while  a  geological  section  of  the  deposit  near  Villeveyrac, 
H^ult,  shows  the  bed  of  bauxite  conformably  following  the  flexures  . 
of  the  limestone  formation  when  covered  by  more  recent  beds,  and 
when  exposed  and  denuded  occupying  cavities  and  pockets  in  the 
limestone.  This  occurrence  is  substantially  the  same  as  that  of  the 
neighboring  Baux.  M.  Ang^  agrees  with  M.  Coquand  in  attribu- 
ting the  bauxite  to  geyserian  origin.  He  uses  as  an  illustration  of 
the  contemporaneous  formation  of  bauxite  the  deposits  from  the 
geysers  of  the  YeUowstone  Park,  which  is  evidently  due  to  a  mis- 
understanding. He  made  no  pwtrographical  examination  of  the 
bauxite  of  Puy  de  D6me,  nor  did  he  attempt  to  trace  any  genetic 
relation  between  the  latter  and  the  accompanying  basalt.  The 
occurrence  is,  however,  noteworthy,  and  an  examination  might 
show  that  it  is  another  instance  of  the  direct  derivation  of  bauxite 
from  basalt,  which  is  maintained  in  the  two  following  instances, 
somewhat  imperfectly  in  the  first,  to  be  sure,  but  with  greater  detail 
in  the  second. 

"  The  first  is  a  paper  by  Lang  (in  the  Berichte  der  Deutschen 
Chemischen  Gesellschaft,  XVH,  1884,  p.  2892).  He  describes  the 
bauxite  in  Ober-Hessen,  which  is  found  in  the  fields  in  round  masses 
up  to  the  size  of  a  man's  head,  embedded  in  a  clay  which  is  colored 
with  iron  oxide.  The  composition  varies  very  widely.  The  petro- 
■  graphical  examination  showed  silica,  iron  oxide,  magnetite,  and 
augite.  The  chemical  composition  and  petrographical  examination 
show  the  bauxite  to  be  a  decomposition  product  of  basalt.  By 
the  weathering  of  the  plagioclase  feldspars,  augite,  and  olivine,  nearly 
aD  the  silica  had  been  removed,  together  with  the  greater  part  of 
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the  lime  and  magnesia ;  the  iron  had  been  oxidized  and  hydrate  of 
alumina  formed  as  shown  by  its  easy  solubility  in  hydrochloric  acid. 
The  residue  of  the  silica  had  crystallized  as  quartz  in  the  pores  of 
the  mineral. 

■  "  The  more  detailed  account  of  the  derivation  of  bauxite  from 
basalt  is  given  in  an  inaugural  dissertation  by  A.  Liebreich,  abstracted 
in  the  Chemisches  Centralblatt,  1892,  p.  94.  This  writer  says  that 
the  well-known  localities  of  bauxite  in  Germany  are  the  southern 
slope  of  the  Westerwald  near  Muhlbach,  Hadamar,  in  the  neighbor- 
hood of  Lesser  Steinbeim,  near  Hanau,  and  especially  the  western 
slope  of  the  Vogelsberg.  Chemical  analyses  show  certain  differ- 
ences in  the  composition  of  bauxite  from  different  places,  the  smaller 
amount  of  water  in  the  French  bauxite  referring  it  to  diaspore, 
while  the  Vogelsbei^  mineral  is  probably  Gibbsite  (hydrargillite). 
The  bauxites  of  Ireland,  of  the  Westerwald,  and  the  Vogelsberg,  show 
by  certain  external  indications  their  derivation  from  basalt.  The 
bauxite  of  the  Vogebbeig  occurs  in  scattered  lumps  or  small  masses, 
partly  on  the  surface  and  partly  embedded  in  a  grayish-white  to  red- 
dish-brown clay,  which  contains  also  similar  masses  of  basaltic  iron 
ore  and  fragments  of  more  or  less  weathered  basalt  itself.  Although 
the  latter  was  associated  intimately  with  the  bauxite,  a  direct  and 
close  connection  of  the  two  could  not  be  found,  but  an  examination 
of  thin  sections  of  the  Vogelsberg  bauxite  showed  that  most  speci- 
mens still  possessed  a  basaltic  (anamesite)  structure,  which  enabled 
the  author  to  determine  the  former  constituents  with  more  or  less 
certainty.  The  clays  from  different  points  in  the  district  carrying 
basalt,  basaltic  iron  ore,  and  bauxite  were  examined,  some  of  which 
showed  clearly  a  sedimentary  character.  Some  of  the  bauxite 
nodules  were  a  foot  and  a  half  in  diameter  and  possessed  no  charac- 
teristic form.  They  were  of  an  uneven  surface,  light  to  dark  brown, 
white,  yellowish,  and  gray  in  color,  speckled  and  pitted,  sometimes 
finely  porous  and  full  of  small  colorless  or  yellowish  ciystab  of 
hydrargillite.  The  thin  sections  showed  distinct  medium-granular 
anamesitic  structure.  Lath-shaped  portions  filled  with  a  yellowish 
substance  preponderated  (the  former  plagioclases)  and  fillii^  the 
spaces  between  these  were  cloudy,  yellow,  brown,  and  black  trans- 
parent masses  which  had  evidently  taken  the  place  of  the  former 
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au^te.  Laths  and  plates  of  titanic  iron,  often  fractured,  weie 
commonly  present,  and  the  contours  of  altered  olivine  could  be 
clearly  made  out.  The  anamesitic  basalt  of  the  neighborhood 
showed  a  structure  fully  corresponding  with  the  bauxite.  Olivine  and 
titanic  iron  oxide  were  found  in  the  clay  by  washing.  The  basaltic 
iron  ore  also  showed  the  anamesite  structure." 

But  two  localities  in  the  United  States  have  thus  far  yielded  bauxite 
in  commercial  quantities.  These  are  in  Aricansas  and  the  Coc^a. 
Valley  of  Georgia  and  Alabama. 

According  to  Branner  the  Arkansas  beds  occur  near  the  railway 
in  the  vicinity  of  Little  Rock,  Pulaski  County,  and  near  Benton^ 
Saline  Coimty.  "The  exposures  vaiy  in  size  from  an  acre  to  20 
acres  or  more,  and  aggregate  something  over  a  square  mile."  This 
does  not,  in  all  probability,  include  the  total  area  covered  by  bauxite 
in  the  counties  mentioned,  for  the  method  of  occurrence  of  the 
deposits  leads  to  the  supposition  that  there  are  others  as  yet  undis- 
covered by  the  survey. 

In  thickness  the  beds  vary  from  a  few  feet  to  over  40  feet,  with 
the  total  thickness  imdetermined ;  the  average  thickness  is  at  least 
15  feet. 

These  Arkansas  deposits  occur  only  in  Tertiary  areas  and  in 
the  neighborhood  of  eruptive  syenites  ("granites"),  to  which  they 
seem  to  be  genetically  related.  In  elevation  they  occur  only  at  and 
below  300  feet  above  tide  level,  and  most  of  them  he  between  260 
and  370  feet  above  tide.  They  have  soft  Tertiary  beds  both  above 
and  below  them  at  a  few  places,  and  must,  therefore,  be  of  Tertiary 
Age.  As  a  rule,  however,  they  have  no  covering,  the  overlying  beds 
having  been  removed  by  erosion,  and  are  high  enough  above  the 
drainage  of  the  country  to  be  readily  quarried.  Erosive  action  has 
removed  a  part  of  the  bauxite  in  some  cases,  but  there  are,  in  all 
probability,  many  places  at  which  it  has  not  yet  been  even  uncovered. 

It  is  pisohtic  in  structure,  and,  like  all  bauxite,  varies  more  or 
less  in  color  and  in  chemical  composition.  At  a  few  places  it  is  so 
charged  with  iron  that  attempts  have  been  made  to  mine  it  for  iron 
ore.  Some  of  the  samples  from  these  pits  assay  over  50  per  cent 
of  metallic  iron.  This  ferruginous  kind  is  exceptional,  however. 
From  the  dark-red  varieties  it  grades  through  the  browns  and  yellows 
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to  pearl-gray,  cream  colored  and  milky  white,  the  pinks,  browns, 
and  grays  being  the  more  abundant.  Some  of  the  white  varieties 
have  the  chemical  composition  of  kaolin,  while  the  red,  brown,  and 
gray  have  but  little  silica  and  iron,  and  a  high  percent^e  of  alumina. 
The  analyses  given  on  page  88  show  that  this  bauxite  compares 
favorably  with  that  of  France,  Austria,  and  Ireland,  and  b  appar- 
ently well  adapted  for  the  manufacture  of  chemical  products,  for 
refractoiy  material,  and  for  the  manufacture  of  aluminum  by  the 
DeviUe  process. 

The  Geoigia  and  Alabama  deposits  have  been  the  subject  of 
exhaustive  study  by  Willard  Hayes,  to  whose  paper  reference  has 
already  been  made. 

According  to  this  authority  the  ore  is  found  irregularly  distributed 
within  a  narrow  belt  of  country  extending  from  Adairsville,  Georgia, 
southwestward,  a  distance  of  60  miles,  to  the  vicinity  of  Jacksonville, 
Alabama.  The  only  points  at  which  it  has  been  worked  on  a  com- 
mercial scale  are  at  Hermitage  furnace,  5  miles  north  of  Rome, 
Georgia,  near  Six  Mile  Station,  south  of  Rome,  and  in  the  dike 
district  near  Rock  Run,  Alabama.  (See  Fig.  14.)  The  oldest  rockg 
of  the  region  are  of  Cambrian  Age,  and  are  subdivided  on  Uthologic 
grounds  into  two  formations,  the  Rome  sandstone  below  and  the 
Connasauga  shale  above.  The  former  consists  of  700  to  1,000  feet 
of  thin-bedded  purple,  yellow,  and  white  sandstones  and  sandy 
shales.  In  the  southern  portion  of  the  region  the  Rome  sandstone 
b  replaced  by  the  Weisner  quartzite,  which  consists  of  a  series  of 
interbedded  lenticular  masses  of  conglomerate,  quartzite,  and  sandy 
shale.  It  apparently  represents  delta  deposits  contemporaneous  with 
a  part  or  the  whole  of  the  Rome  sandstone.  These  rocks  form 
Weisner  and  Indian  mountains,  and  in  the  latter  they  attain  a 
thickness  of  10,000  feet  or  more. 

The  Connasauga  is  between  3,000  and  3,000  feet  in  thicluiess. 
It  consists  at  the  base  of  hne  luminous  shales ;  the  upper  portion  is 
more  calcareous,  and  locally  passes  into  heavy  beds  of  blue  seamy 
limestone. 

Above  Connasauga  shale  is  the  Knox  dolomite,  the  most  uniform 
and  persistent  formation  of  the  southern  Appalachian  r^on.  It 
consists  of  from  3,000  to  4,000  feet  of  gray,  semicrystalline,  siliceous 
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dolomite.  The  silica  is  usually  segregated  in  nodules  and  beds  of 
chert.  These  remain  upon  the  surface,  and  with  the  other  insoluble 
constituents  form  a  heavy,  residual  mantle  covering  all  the  outcrops 
of  the  formation.  It  is  associated  with  these  residual  materials 
that  the  extensive  deposits  of  limonite  and  bauxite  are  found.  The 
geological  structure  of  the  region  is  complicated,  and  for  its  details 
the  present  reader  is  referred  to  Dr.  Hayes's  original  paper. 


Fio.  14. 
[After  C.  W.  Hayes.] 

The  subaerial  decomposition  above  noted  has  progressed  for  a 
long  period,  and  the  surface  is  deeply  covered  with  a  mantle  of  resid- 
ual material,  consisting  of  the  more  insoluble  portions  of  the 
original  rock  masses.  This  residual  material  consists  mainly  of  fer- 
ruginous clay  with  large  amounts  of  chert,  and  reaches  a  thickness  of 
100  feet  or  more. 


D,g,l,..cbyGOOglC 


OXIDBS.  95 

i 

The  bauxite  deposits  in  the  Rock  Run  district  are  regarded  as 
^ical  for  the  entire  region,  and  are  described  as  follows : 

"  Four  bodies  of  the  ore  were  being  worked  in  1893  on  a  con- 
siderable scale,  and  all  show  practically  the  same  fona.  The  south- 
ernmost of  the  four,  called  the  Taylor  bank,  is  located  3}  miles  north- 
east of  Rock  Run,  near  the  western  base  of  T"d''^T>  Mountain. 
Although  the  heavy  mantle  of  residual  material  effectually  conceals 
the  underlying  rocks,  the  ore  appears  to  be  exactly  upon  the  faulted 
contact  between  the  narrow  belt  of  Knox  dolomite  on  the  northwest 
and  the  sandy  shales  and  quartzites  of  Indian  Mountain  on  the 
southeast.  The  ore  is  covered  by  three  or  four  feet  of  red  sandy 
clay  in  which  numerous  fragments  of  quartzite  are  embedded.  The 
ore-body  is  an  irregulariy  oval  mass,  about  40  by  80  feet  in  size.  Its 
contact  with  the  surrounding  residual  clay,  wherever  it  could  be 
observed,  appears  to  be  sharp  and  distinct,  and,  about  the  greater 
portion  of  its  circumference,  very  nearly  vertical.  A  certain  amount 
of  bedding  is  observable  in  the  ore-body,  although  no  trace  of  bedding 
can  be  detected  in  the  surroundii^  residual  material    Upon  the 


Fic.  i5> — SectioQ  ibowing  the  leUdon  of  bauxite  to  mantle  of  residual  day  in  Geoigla. 
[After  C.  W.  Uajta-I 

northwestern  or  down-hill  side  of  the  ore-body,  this  bedding  is  very 
distinct.  Layers  of  differently  colored  and  differently  textured  ore 
alternate  in  regular  beds,  a  few  inches  in  thickness,  and  above  these 
are  thinner  beds  of  chocolate  and  red  material,  probably  containing 
considerable  kaolin.  These  beds  have  a  steep  dip,  somewhat 
greater  than  the  sbpe  of  the  hillside,  but  in  the  same  direction. 
They  are  not  simpty  incUned  planes,  however,  but  are  curved,  so  as 
to  form  a  steeply  pitching  trough.  With  increasing  distance  from 
the  ore-body,  the  lamination  becomes  less  distinct,  and  the  beds 
pass  gradually  into  a  homogeneous  mottled  clay.    The  accompany- 
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ing  section,  Fig.  15,  abows  these  rdations  of  the  ore  and  residual 
mantle. 

At  the  Dike  bank  (see  Fig.  14),  about  a  mile  northeast  of  the  one 
above  described,  the  stratification  is  well  shown  in  portions  of  the 
deposit.  Beds  of  yellow  and  gray,  fine-grained  material,  alternate 
with  others  of  pisolitic  ore.  The  beds  dip  at  an  angle  of  about  40°, 
and  are  curved  so  as  to  fonn  a  steep  trough.  The  compact  material 
also  shows  distinct  cross-bedding ;  both  primary  and  secondary  planes 
dipping  in  the  same  direction. 

In  the  Gain's  Hill  bank,  about  250  yards  north  of  the  Dike  bank, 
the  ore-body  shows  a  more  regularly  oval  form  than  in  most  of  the 
other  deposits,  and  is  also  somewhat  dome-shaped,  swelling  out 
laterally  from  the  surface  downward,  as  far  as  the  working  has  pio- 


Although  some  of  the  workings  have  gone  to  a  considerable  depth 
(in  a  few  cases  50  feet  or  more),  the  bottom  of  the  ore-body  has 
not  been  reached  in  any  case.  The  ore  varies  in  composition  with 
depth,  but  not  in  a  uniform  manner,  nor  more  than  do  different 
portions  at  the  same  depth.  The  deepest  pits  have  not  gone  below 
the  base  of  the  surrounding  residual  mantle,  so  that  no  observations 
have  yet  been  made  with  regard  to  the  relations  between  the  ore 
and  the  country  rock;  and  nothing  has  yet  been  observed  which 
warrants  the  conclusion  that  the  ore,  if  followed  to  sufficient  depth, 
will  be  found  Jnterbedded  with  the  underlying  formations,  or  even 
that  it  will  be  found  occupying  cavities  in  the  limestone — although 
the  latter  is  quite  possible." 

Concerning  the  origin  of  these  deposits  the  author  says: 

"  No  eruptive  rocks,  either  ancient  or  modem,  are  found  in  the 
vicinity  of  the  latter,  nor  are  there  any  rocks  in  this  region  which,  by 
weathering,  could  yield  bauxite  as  a  residual  product.  Hence,  any 
satisfactory  explanation  of  the  origin  of  these  deposits  must  give 
the  source  from  which  the  material  was  derived,  the  means  by  which 
it  was  transported,  and  the  process  of  its  local  accumulation. 

"As  already  stated  in  describing  the  stratigraphy  of  the  region,  the 
ore  is  associated  with  the  Knox  dolomite  or  with  calcareous  sandy 
shales  immediately  overlying  the  dolomite.  The  Connasauga,  con- 
sisting of  2,ooo  feet  or  more  of  aluminous  shales,  invariably  under- 
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lies  the  dolomite  at  greater  or  less  distance  beneath  the  ore-bearing 
regions,  and  is  probably  the  source  from  which  the  alumina  was 
derived. 

"  The  faults  of  the  region  have  been  briefly  described.  Undoubt- 
edly such  enormous  dislocations  of  the  strata  generated  a  large 
amount  of  heat.  The  fractures  facilitated  the  circulation  of  water, 
and  for  considerable  periods  the  region  was  probably  the  seat  of 
many  thermal  springs.  These  heated  waters  appear  to  have  been 
the  agent  by  which  the  bauxite  was  brought  to  the  surface  in  some 
soluble  form  and  there  precipitated. 

"  The  chemical  reactions  by  which  the  precipitation  was  effected 
are  not  well  understood,  and  the  conditions  were  not  such  as  can  be 
readily  reproduced  in  the  laboratory.  Of  the  few  soluble  compounds 
of  aluminum  which  occur  m  nature,  only  the  sulphate  and  the 
double  sulphate  of  potash  and  alumina  need  be  considered. 

"  The  oxygen  contained  in  the  meteoric  waters  percolating  at  great 
depths  through  the  fractured  strata  would  readily  oxidize  the  sul< 
phides  disseminated  in  the  aluminous  shales.  Sulphates  would  thus 
be  formed  by  a  process  strictly  analogous  to  that  commonly  employed 
in  the  manufacture  of  alum.  Probably  the  most  abundant  product 
of  the  process  in  nature  was  ferrous  sulphate  Some  sulphate 
of  aluminum  must  also  have  been  formed  together  with  the  double 
sulphate  of  potassium  and  aluminum  especially  in  tbe  absence  of 
sufficient  potash  to  form  alum  with  the  whole 

"  In  its  passage  from  the  underlying  shales  through  several  thou- 
sand feet  of  dolomite  the  heated  water  must  have  become  highly 
charged  with  hme,  in  addition  to  the  ferrous  and  alummous  salts 
already  in  solution.  But  calcium  carbonate  rea£ts  upon  aluminum 
sulphate  and  to  some  extent  also  on  alum,  forming  a  gelatinous  or 
flocculent  precipitate  which  consists  of  aluminum  hydroxide  and  the 
basic  sulphate.  This  reaction  may  have  taken  place  at  great  depth 
and  the  lesultii^  flocculent  precipitate  may  have  been  brought  to 
the  surface  in  suspension.  From  anal<^  with  pisolitic  sinlei  and 
travertine  now  forming,  such  conditions  would  appear  to  be  highly 
favorable  for  the  production  of  the  structures  actually  found  in  the 
bauxite.  The  precipitate  was  apparently  collected  m  globular 
masses  by  the  motion  of  the  ascending  water,  and  constant  changes 
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in  position  permitted  these  to  be  coated  with  successive  layers  o£ 
more  compact  material.  Finally,  after  havii^  received  many  such 
coatings,  the  pisolites  were  deposited  on  the  borders  of  the  basin, 
and  the  interstices  were  filled  by  minute  oolites  formed  in  a  similar 
manner  or  by  the  flocculent  precipitate  itself.  Slight  differences  in 
the  conditions  prevailing  in  the  several  springs,  such  as  concentration 
and  relative  proportion  of  the  various  salts  in  solution,  also  tempera- 
ture and  flow  of  the  water,  would  produce  the  variation  in  the  char- 
acter of  the  ore  observed  at  different  points. 

' '  The  bedding  observed  in  the  bauxite  deposits  may  have  been 
produced  by  the  successive  layers  deposited  on  the  steeply  inclined 
outlet  of  the  basin.  After  the  cessation  of  the  spring-action,  surface- 
creep  of  the  residual  mantle  from  the  higher  portions  of  the  ridges 
covered  the  deposits  to  varying  depths,  as  they  are  found  at  present. 

"A  small  portion  of  the  ferrous  sulphate  was  oxidized  and  pre- 
cipitated along  with  the  bauxite,  but  the  greater  part  was  carried 
some  distance  from  the  springs  and  slowly  oxidized,  forming  the 
widespread  deposits  of  limonite  in  this  region." 

Uses. — The  better  known  use  of  bauxite  is  as  an  ore  of  alumi- 
num, for  which  purpose  it  Ues  beyond  the  scope  of  the  present  work. 
It  may,  however,  be  well  to  state  that  before  the  aluminum  can  be 
satisfactorily  extracted  the  ore  is  purified  by  chemical  processes.  ' 
The  principal  use  aside  from  this  is  for  the  manufacture  of  alums 
and  other  aluminum  salts  such  as  are  used  in  baking  powders 
and  dyes.  It  is  believed  that  the  mineral,  owing  to  its  highly  refrac- 
tive qualities,  will  in  the  near  future  be  utiUzed  in  the  manufacture 
of  fire-brick  and  crucibles.  An  alumino-ferric  cake,  a  by-product 
obtained  in  the  purifying  process,  is  claimed  as  of  value  for  sanitary 
and  deodorizing  purposes.  The  price  of  the  crude  ore  varies  greatly, 
according  to  purity.  The  avenige  price  for  the  past  few  years  has 
been  about  $5  a  ton. 
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4.   DIASPORE. 

This  is  a  hydrous  oxide  of  aluminum  corresponding  to  the  for- 
mula A1,0„H,0,  =  alumina,  85  per  cent;  water,  15  per  cent;  hard- 
ness, 6.5  to  7.  It  is  a  whitish,  grayish  sometimes  brownish  or 
yellowish  mineral,  occurring  in  the  form  of  thin  flattened  or  acicular 
crystals  and  also  foliated,  massive,  and  in  thin  plates  or  rarely  stalac- 
titic.  It  is  transparent  to  subtranslucent,  and  sometimes  shows 
violet-blue  colors  when  looked  at  in  one  direction,  or  reddish-blue 
or  asparagus-green  in  others.     Luster,  vitreous  or  pearly. 

Occurrence. — The  mineral  commonly  occurs  with  corundum  and 
emery  in  dolomite  and  granular  limestone  or  dystaDine  schists.    In 
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the  United  States  it  occurs  in  large  plates  in  connection  with  the 
emery  rock  at  Chester,  Massachusetts. 
Uses. — See  under  Gibbsite. 

5.    gibbsite;   HYDBAKCnXITE. 

This  is  also,  like  diaspore,  a  hydrous  oxide  of  aluminum,  corre- 
sponding to  the  formula  AljO„3H,0,  =  alumina,  65.4  per  cent ;  water, 
34.6  per  cent.  The  mineral  is  of  a  whitish,  grayish,  or  greenish 
color,  sometimes  reddish  through  impurities,  and  occurs  in  flattened, 
hexagonal  crystals,  or  in  stalactitic  and  mammiliaiy  and  incrusting 
surfaces.    Its  occurrence  is  similar  to  that  of  diaspore. 

Uses. — ^Neither  diaspore  nor  gibbsite  have  as  yet  been  found  in 
sufficient  quantities  to  be  of  economic  importance.  Should  they  be 
so  found,  their  value  as  a  source  of  alumina  is  easily  apparent. 

6.    OCHER. 

The  term  ocher  as  commonly  used  applies  to  earthy  and  ptdveni- 
lent  forms  of  the  minerals  hematite  and  limonite,  but  which  are  al- 
most invariably  more  or  less  impure  through  the  presence  of  other 
metallic  oxides  and  argillaceous  matter.  In  nature  the  material 
rarely  occurs  in  a  suitable  condition  for  immediate  use,  but  needs 
first  to  be  prepared  by  washing  and  grinding,  and  perhaps  roasting. 

Various  varietal  names  are  applied  to  the  ochers,  according  to 
their  natural  colors  or  sources.  The  original  "  Indian  red  "  was  a 
red  argillaceous  ocher,  with  a  purplish  tinge,  found  on  the  island 
of  Onnuz,  in  the  Persian  Gulf.  A  large  part  of  the  pigment  of  this 
name  is  now  prepared  artificially  from  iron  pyrites.  Umber  is  a  gray, 
brown,  or  reddish  variety  containing  manganese  oxides  and  clay. 
It  derives  its  name  from  Umbria,  in  Italy,  where  material  of  this 
nature  was  first  utilized.  Sienna  is  a  highly  argillaceous  variety,  also 
from  Italy,  near  Sienna. 

The  natural  colors  of  the  ochers  are  dependent  on  the  degree  of 
hydration  and  oxidation  of  material  and  the  kind  and  amount  of 
impurities.  In  a  general  way  the  hematites  are  of  a  deep  red  color, 
while  the  hmonites  are  yellow  or  brown.  Either  color  is  liable  to 
shade  variations,  according  to  amount  and  kind  of  impurities.  The 
colors  are  intensified,  or  otherwise  varied,  by  roasting. 
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Artificial  ocbers  are  produced  by  roasting  iron  pyrites  (sulphide 
of  iron)  or  an  artificial  sulphate  (green  vitriol).  (See  under  Pyrite.) 
The  materials  known  coromercially  as  rouge,  crocus,  and  Indian  red 
are  quite  pure  ferric  oxide,  prepared  by  roasting  pyrite  or  by  other 
artificial  means. 


coiiPosmoN  or  ochebs  m  thhk  natu 

AL  CONDmOK. 

NBtii»l  Color.                         Loa£ty. 

..*. 

AliO^ 

SiO^ 

HrfJ. 

AllK. 

MwloviUe.  Pmee  Co.,  Virjioi* 

ii 

l.JO 

l«-f 

10.60 
1.6D 

O-S 

Yellowirown.. ,  .Hwicocli,  Bertu  Co    Penn.ylv.ni. . 

■•1: 

6».io 

a.  A  put  of  the  iron  in  *  furoiu  condition 


d.  Contttni  much 


n  a  ferrous  condition. 


couPOsmoN  ot  MAsOFACrnRED 

WKEKAL 

AIKTS. 

Vuirty. 

F«.0^ 

AliOt 

SiO^ 

H^, 

"•^g-^- 

Lowe's  metallic  pdDt  a 

78.87 
60.  so 
77.  a6 
93.68 

3.39 
S.«S3 

7.00 
3.06 

11.96 

.3-84 
3.10 

5-07 
0.33 
0.06 

(S.    aod 

lo«. 
(     0.06 

o.So 
(   CaCo, 

Ijghl  brown  paint  < 

1.84 

( 

a.  Hade  from  red  foniliferoui  ana  mined  .t  At.ll..  AUbun..  uid  Ooltewah.  TennoHt 

b.  ICda  by  Iron  CUd  Paint  Compviy,  of  Cevekad,  Ohio,  from  on  mined  in  Wayne  County, 
NewYoA. 

e.  From  ore  mined  .t  Lake  Superior.  Michijiui. 
d.  Ore  fnim  Jacloon  Uine.  Michigan. 

A  "blue  other,"  formed  by  the  decomposition  of  the  Utica  shales 
in  Lehigh  County,  Pennsylvania,  has  the  following  composition: 

Ignition  (water  and  carbon) 9.10 

Quartz 44-50 

Combined  silica '. 26.25 

Alumina  with  traces  of  ferric  oxide i7-9S 

Magnesia 94 

Alkalies,  etc 1.26 

100.00 
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A  second  variety,  from  ij  miles  northwest  of  Brein^ville,  and 
which  was  sold  as  a  yellow  ocher,  yielded: 

Silica,  60.53;  alumina,  17.40;  ferric  oxide,  9.37;  lime,  ao8; 
magnesia,  1.93;  water,  5.51;  alkalies,  5.27. 

Origin  and  mode  0}  occurrence. — These  vary  greatly.  In  some 
cases  deposits  of  this  nature  are  formed  by  springs.  Such  result 
from  the  leaching  out  from  the  rocks,  by  carbonated  waters,  of  iroa 
in  the  protoxide  condition,  and  its  subsequent  deposition  as  a  hy- 
drated  sesquioxide.  In  other  cases  they  are  residual  products 
formed  by  the  removal,  by  solution,  of  the  lime  carbonates  of  cal- 
careous rocks,  leaving  their  insoluble  residues — the  clay  and  iron 
oxides — in  the  form  of  a  red,  yellow,  or  brown  ocherous  clay.  Again, 
they  may  result  from  the  decomposition  (oxidation)  of  beds  of  pyrite 
(iron  dbulphide)  and  from  the  decomposition  of  beds  of  hematite, 
and  by  the  disintegration  of  the  more  compact  forms  of  limonite. 
Still  again,  they  may  result  from  the  decomposition  of  schists  and 
other  rocks  rich  in  icon-bearing  silicate  minerals.  The  yellow  ochers 
of  the  Little  Catoctin  Mountains,  near  Leesburg,  Virginia,  are  thus 
stated  to  be  residual  products  from  the  decomposition  of  hydro- 
mica  or  damourite  schists. 

An  extensive  deposit,  or  line  of  deposits,  of  yellow  ocher  near 
Cartersville,  Georgia,  is  described  as  occurring  in  the  form  of  ex- 
tremely irregularly  branching  veins  intersecting  a  shattered  quartzite 
of  Cambrian  Age.  The  veins  often  expand  into  bodies  of  consider- 
able size,  and  when  the  ocher  is  removed,  rooms  6  to  10  feet  in 
diameter  are  sometimes  left,  connected  by  narrow,  winding  passages. 
The  contact  between  the  ocher  and  quartzite  is  never  sharp,  but 
there  is  a  gradual  transition  from  one  to  the  other.  "  The  quartzite 
first  becomes  stained  a  hght  yellow  and  loses  its  compact,  close- 
grained  texture.  This  phase  passes  into  a  second,  in  which  the  rock 
is  perceptibly  porous,  having  a  rough  fracture  and  a  harsh  feel,  and 
containing  enough  ocher  to  soil  the  fingers.  In  the  next  phase  the 
ocher  preponderates,  but  is  held  together  by  a  more  or  less  con- 
tinuous skeleton  of  silica,  although  it  can  be  readily  removed  with  a 
pick.  The  final  stage  in  the  transition  is  the  soft  yellow  ocher, 
fiUing  the  veins,  which  crumbles  on  drying,  and  contains  only  a  small 
proportion  of  siUca  in  the  form  of  sand  grains."    An  examination  with 
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the  microscope  seems  to  point  unmistakably  to  an  origin  through. 
a  chemical  replacement  of  the  silica  of  the  quartzite  by  the  iroa 
oxide,  as  has  been  shown  by  Van  Hise  to  have  taken  place  in  the 
case  of  the  hematite  ores  of  the  Lake  Superior  r^on.  The  chem- 
istry of  the  process  is  not,  however,  quite  clear.  The  rocks  are 
faulted,  and  may  at  some  time  have  been  permeated  by  heated 
solutions.  Water  from  the  surface  rocks  containing  in  solution  iron 
carbonate  or  other  ferrous  salt,  penetrating  downward  through  the 
shattered  quartzite,  would  meet  with  oudizing  solutions,  and  the  iroa 
would  be  precipitated  as  limonite,  and  in  this  particular  case  in  aik 
ocheroiis  form.  Thus  far  the  reaction  is  not  difficult  to  understand, 
but  to  account  for  the  removal  of  the  silica  is  not  so  easy.  The- 
heated  solutions  from  below,  perhaps  alkaline,  may  have  been  instru- 
mental in  bringing  it  about,  and  perhaps  aiso  the  carbonic  acid 
liberated  during  the  process  of  oxidation.  * 

A  paint  ore  found  near  Lehigh  Gap,  Carbon  County,  Pennsylva- 
nia, though  not  properly  an  ocher,  may  be  described  here  for  want  of 
a  better  place.  The  raw  material  is  a  dull  shaly  or  slaty  rock,, 
of  a  dark  gray  color,  sandy  texture,  and  quite  hard,  and  if  descrip- 
tions  are  correct  is  probably  an  arenaceous  siderite  or  carbonate 
of  iron. 

According  to  C.  E.  Hesse  *  the  paint  bed  is  of  unknown  extent 
except  so  far  as  indicated  by  outcrops  along  the  southern  border 
of  Carbon  County,  about  27  miles  north  of  Bethlehem,  where  it 
occurs  in  a  well-defined  ridge  of  Oriskany  sandstone.  Along  the 
outcrop  the  beds  are  covered  by  a  cap  of  clay  and  by  the  decomposed 
portion  of  the  Marcellus  slate.  Beginning  with  this  slate  the  meas- 
ures occur  in  the  following  descending  order: 

a.  Hydraulic  cement  (probably  Upper  Helderberg),  very  hard 
and  compact. 

b.  Blue  clay,  about  6  inches  thick. 

c.  Paint  ore,  varying  from  6  inches  to  6  feet  in  thickness. 

d.  Yellow  clay,  6  feet  thick. 


>  Hajes  and  Eckel,  Contributions  to  EcoDomic  Geol<^y,  Bull.  No.  313,  Series  A,. 
Economic  Geology,  XXIV,  U.  S.  Geol.  Survey,  190a,  pp.  437-433. 

)  Tiansactlons  of  tbe  American  Institute  of  Mining  En^neeis,  XIX,  1891,  p.  jai. 
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e.  Oiiskany  sandstone,  forming  the  crest  and  southern  side  of 
the  zidgc.  It  is  extremely  friable,  and  disintegrates  so  readily  that 
it  is  worked  for  sand  at  many  points.     (See  Fig,  i6.) 

The  paint  bed  is  not  continuous  throughout  its  extent.  It  is 
faulted  at  several  places;  sometimes  it  is  pinched  out  to  a  few  inches, 
and  again  increases  in  width  to  6  feet.    The  ore  is  bluish  gray, 


FM.  ift^— SecttoD  aaoaa  the  bed,  Rutherfoid  and  Barclaj'  Mine. 
[After  C.  E.  Hesse.] 

resembling  limestone,  and  is  very  hard  and  compact.  The  bed  is  of 
a  lighter  tint,  however,  in  the  upper  than  in  the  lower  part,  and  this 
is  probably  due  to  its  containing  more  hydraulic  cement  in  the  upper 
strata.  The  paint  ore  contains  partings  of  clay  and  slate  at  various 
places.  At  the  Rutherford  shaft  there  are  fine  bands  of  ore  alter- 
nating with  day  and  slate,  as  follows:  Sandstone  (hanging  wall), 
clay,  ore,  slate,  ore,  clay,  ore,  slate,  ore,  cement,  slate  (foot  wall). 
These  partings,  however,  are  not  continuous,  but  pinch  out,  leavii^ 
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the  ore  without  the  admixture  of  day  and  slate.  Near  the  outcrop 
the  bed  becomes  brown  hematite,  due  to  the  leaching  out  of  the 
iime  and  to  complete  oxidation.  Occasionally  streaks  of  hematite 
are  interleaved  with  the  paint  ore.  In  driving  up  the  breasts  toward 
the  outcrop  the  ore  is  found  at  the  top  in  rounded,  partially  oxidized, 
and  weathered  masses,  called  "  bombshells,"  covered  with  iron 
oxide  and  surrounded  by  a  bluish  clay.  In  large  pieces  the  ore 
shows  a  decided  cleavage. 

Preparation. — As  already  intimated,  only  a  small  portion  of  the 
ocher  is  used  in  its  natural  condition,  it  being  hist  roasted  and  then 
ground,  the  grinding  being  either  "dry"  or  in  oil.  The  roasting 
deepens  the  color  to  a  degree  dependent  upon  the  length  of  time  the 
ore  is  exposed.  Yellows  are  convetted  into  browns  and  reds,  and 
the  ocher  rendered  less  hydrous  at  the  same  time.  The  crude  ore 
as  mined  is  not  infrequently  separated  from  the  coarser  or  heavier 
impurities  by  a  process  of  washii^  in  running  water,  whereby  the 
ocher,  in  a  state  of  suspension,  is  drawn  off  into  vats,  where  it  is 
allowed  to  settle,  the  water  decanted,  and  the  sediment  made  up 
into  bricks  and  dried,  when  it  is  ready  for  grinding. 

The  method  pursued  at  Caldbeck  Falls,  in  Cumberland,  Eng- 
land, is  as  follows,  the  ocher  occurring  here  in  a  vein  in  granite  and 
a^lmixed  with  quartz:' 

"The  umber  is  brought  down  by  an  overhead  tramway  and 
passed  through  a  hopper  into  a  wash  barrel  consisting  of  a  cylinder 
formed  of  parallel  bars  one-ei^th  of  an  inch  apart,  having  a  perfo- 
rated pipe  conveying  water,  for  its  axis.  By  this  means  the  umber 
is  washed  through,  the  quartz  being  retained;  the  former  then  passes 
to  an  edge-runner,  the  casing  of  which  is  of  sufficient  depth  to  allow 
of  the  submersion  of  the  rollers.  The  rate  of  revolution  is  about 
14  to  the  minute,  and  the  finer  floating  particles  flow  into  the  drag 
mill.  The  bed  of  this  mill  is  a  single  block  of  granite,  and  over  it 
the  four  buhrstone  blocks  are  dragged;  the  finer  'floating'  particles 
of  lunber  pass  to  a  second  mill  of  the  same  kind,  then  through  a  brass 
wire  sieve  (to  remove  particles  of  peat  and  heather  that  have  been 
doatii^  throughout  the  process)  to  settling  tanks,  composed  of 

■  Jouioal  of  the  Sodety  of  Cbemical  lodusti]',  October,  1890,  p.  953. 
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brickwork  lined  with  cement.  After  settling  for  four  hours  four- 
fifths  of  the  water  are  drawn  oS,  and  the  umber,  now  of  the  con- 
sistency of  slurry,  filter-pressed  and  dried.  It  has  the  following 
composition: 

Ferric  oxide 47'*4 

Manganese  dioxide 11.17 

Cupric  oxide 3.23 

Alumina :^...     7.66 

Lime .- Trace. 

Magnesia Trace. 

Silica 34.70 

Combined  water 6.18 

100.08  •' 

Id  this  form  it  is  put  upon  the  market. 

At  the  Lehigh  Gap  Mines  the  ore,  as  it  comes  from  the  mines, 
is  free  from  refuse,  great  care  having  been  taken  to  separate  slate 
and  clay  from  it  in  the  working  places.  It  is  hauled  in  wagons  to 
kilns,  which  are  situated  on  a  hillside  for  convenience  in  charging. 
The  platform  upon  which  the  ore  is  dumped  is  built  from  the  top  of 
the  kiln  to  the  side  of  the  hill.  The  ore  is  first  spalled  to  fist  size 
and  freed  from  slate,  and  is  then  carried  in  buggies  to  the  dialing 
hole  of  the  kiln. 

The  kiln  works  continuously,  calcined  ore  being  withdrawn  and 
fresh  charges  made  without  interruption.  The  ore  is  subjected  for 
forty-eight  hours  to  the  heat,  which  expels  the  moisture,  sulphur, 
and  carbon  dioxide.  About  i^  tons  of  calcined  ore  are  withdrawn 
every  three  hours  during  the  day.  The  outside  of  the  lumps  of 
calcined  ore  has  a  light-brown  color,  while  the  interior  shows  upon 
fracture  a  darker  brown.  Great  care  is  necessary  to  regulate  the 
heat  so  that  the  ore  is  not  overbumt.  When  this  happens  the 
product  has  a  black,  scoriaceous  appearance,  and  is  unfit  for  the 
manufacture  of  metallic  paint,  as  it  is  extremely  hard  to  grind. 

The  calcined  ore  is  carried  from  the  kiln  in  wagons  to  the  mill, 
where  it  is  broken  to  the  size  of  grains  of  com  in  a  rotating  crusher. 
The  broken  ore  is  carried  by  elevators  to  the  stock  bins  at  the  top' 


D,g,l,..cbyGOOglC 


of  the  buildup,  and  thence  by  shutes  to  the  hopper  of  the  mills,  which 
giind  it  to  the  necessary  degree  of  fineness.  Elevators  again  carry 
it  to  the  packing  machine  by  a  spout,  and  it  is  packed  into  barrels 
holding  500,  300,  or  100  pounds  each. 

A  mineral  paint  mined  on  Porter  Creek,  near  Healdsburg, 
Sonoma  County,  California,  is  said  *  to  consist  of  hematite  and 
silicate  of  iron  in  the  form  of  a  compact  mass  lying  between  hom- 
blendic  rock,  actinoiite,  and  mica  schist  on  the  one  side  and  rotten 
serpentine  on  the  otlRr.  The  vein  has  a  north-of-east  course,  and 
is  some  60  feet  in  width.  The  material  is  mined  from  a  tunnel, 
crushed,  ground  between  buhrstones,  and  bolted,  making  a  paint 
fit  for  mixing  with  oils  or  japan. 

Uses. — The  ochers  are  among  the  most  widespread  and  readily 
.accessible  of  coloring  materials,  and  have  been  used  by  savage  and 
civilized  people,  both  ancient  and  modem.  The  war  paint  of  the 
American  Indian  was  not  infrequently  an  other  mixed  with  oil  or 
grease. 

According  to  William  J.  Russell,*  the  pigments  used  by  the 
Egyptians  and  others  since  the  earUest  times  were  of  hematite,  and 
mostly  of  an  ofilitic  variety,  apparently  closely  correspondii^  to 
the  Clinton  hematites  of  New  York  State.  As  tested,  such  were 
found  to  contain  from  79.11  to  81.34  per  cent  ferric  oxide. 

The  .ochers  are  now  used  mainly  in  the  manufacture  of  paints  for 
■exteriors,  as  of  buildings,  the  rolling  stock  of  railways,  bridges,  and 
metal  roofii^.  They  are  also  used  as  a  pigment  for  coloring  mor- 
tars, and  in  the  manufacture  of  linoleimos  and  oilcloths.  Mixed 
with  a  certain  proportion  of  oxide  of  manganese,  the  ochers  have 
been  lued  to  produce  desirable  colors  in  earthenware.  The  Cald- 
beck  Falls  material  noted  is  said  to  be  utilized,  in  addition  to  the  pur- 
poses mentioned,  for  the  coloring  of  various  kinds  of  brown  paper. 

The  raw  ocher  (that  is,  ocher  not  roasted),  of  a  Ught-yellow  color, 
was  at  one  time  in  great  demand,  particularly  throughout  New 
England,  for  painting  Boors. 

The  value  of  the  prepared  material  is  but  a  few  cents  a  poimd. 

'  Twelfth  Annual  Report  af  the  State  Mineralogist,  1894,  p.  406. 
'Nature,  XLIX,  1S94,  p.  374. 
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7.  iluznite;  menaccanite;  or  titanic  iron. 

Composition. — FeTiO„=oxygen,  31.6  per  cent;  titanium,  31.fr 
per  cent;  iron,  36.8  per  cent;  hardness,  5  to  6;  specific  gravity,  4.5 
to  5;  color,  iron-black  with  a  submetallic  luster  and  streak;  opaque. 
Diffeis  from  magnetite,  which  it  somewhat  resembles,  by  its  crjs-, 
talline  form  and  by  its  influencing  but  slightly  the  magnetic 
needle. 

Mode  of  occurrence. — Its  common  form  is  massive,  or  in  thin  plates 
or  laminie,  or  as  small  granules,  sometimes  disseminated  through 
the  mass  of  rock  or  loose  in  the  sand.  In  microscopic  forms  it  is 
a  common  constituent  of  eruptive  rocks,  both  add  and  basic  Not 
infrequently  it  occurs  in  lai^e  masses,  closely  resembling  mE^netic 
iron  ore.  In  the  parish  of  St.  Urbiaiij  Bay  St.  Paul,  Province  of 
Quebec,  Canada,  is  such  a  bed,  stated  to  be  90  feet  in  thickness  and 
to  have  been  traced,  with  some  interruptions,  for  a  mile.  The  bed 
is  in  anorthite  feldspar  rock  of  Laurentian  Age.  The  ore  is  quite 
pure,  and  carries  some  4S.6  per  cent  titanic  acid.  At  Rragero,  in 
Norway,  the  mineral  occurs  in  the  form  of  veins  in  diorite.  Id 
Virginia  it  is  found  in  granular  masses,  containing  apatite. 

Uses. — The  mineral  has  as  yet  proved  of  little  economic  impor- 
tance. It  is  stated  that  the  presence  of  titanium  has  an  important 
bearing  upon  the  qualities  of  iron  and  steel,  but  as  such  it  is  beyond 
the  scope  of  this  work.  As  long-ago  as  1846  an  attempt  was  made 
to  use  a  ferrocyanide  of  titanium  as  a  green  paint  in  place  of  the 
poisonous  arsenical  greens.  Later  (1861)  other  patents  were  granted 
in  England  for  titanium  pigments.  A  deep-blue  enamel,  resembling 
the  smalt  prepared  with  the  oxide  of  cobalt,  has  also  been  prepared 
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from  it,  but  as  yet  the  mineral,  thot^  abundant  and  cheap,  has 
piacticaUy  no  economic  use. 

8.   KDTUE. 

Composition  and  general  properties. — This,  like  ilmenite,  is  a 
titanium  oxide,  having  the  formula  TiO„  =  oxygen,  40  per  cent,  and 
titanium,  60  per  cent.  The  hardness  is  6  to  6.5;  specific  gravity, 
4.18  to  4.25;  luster,  metallic  adamantine,  opaque  as  a  rule,  rarely 
transparent;  color,  reddish  brown  to  red,  rarely  yellowish,  blue,  or 
black;  streak,  pale  brown.  The  mineral  crystallizes  in  the  tet- 
ragonal system,  and  is  commonly  found  in  prismatic  forms  longi- 
tudinally striated,  and  often  in  geniculate  or  knee-shaped  twins. 
Not  infrequently  it  occurs  in  the  form  of  fine  thread-like  or  acioilar 
crystals  penetrating  quartz.    It  is  insoluble  in  acids  and  infusible. 

Brookite  and  octahedrite  have  the  same  composition  and  essen- 
tially the  same  physical  properties  and  mode  of  occurrence. 

Mode  of  occurrence. — Rutile  occurs  mainly  in  the  older  crystalline 
granitic  rocks,  schists,  and  gneisses,  but  is  also  found  in  metamorphic 
limestones  and  dolomites,  sometimes  in  the  mass  of  the  rock  itself, 
or  in  the  quartz  of  veins.  Being  so  nearly  indestructible  under  nat- 
ural conditioiis,  it  gradually  accumulates  in  the  debris  resulting 
from  rock  decomposition,  and  is  hence  not  an  uncommon  constit- 
uent of  auriferous  sands. 

Localities. — Some  of  the  better  known  localities  are,  according 
lO  authorities,  the  apatite  deposits  of  Kragero,  in  Norway;  YrieUJt 
near  Limoges,  in  France;  the  Ural  Mountains;  and  the  Appa- 
lachian regions  of  the  United  States.  Graves  Moimtain,  Georgia; 
Randolph  County,  Alabama,  and  the  Magnet  Cove  region  of  Arkansas 
are  celebrated  localities. 

Near  Roseland,  Nelson  Coimty,  Vit^inia,  rutile  is  found  dissemi- 
nated a  coarsely  crystalline  quartz  feldspathic  rock  of  evident  igneous 
origin.  The  mineral  occurs  mainly  in  the  form  of  small  granules 
of  all  sizes  up  to  2  or  3  millimeters  in  diameter,  which  are  sometimes 
disseminated  with  remarkable  uniformity  throughout  the  feld- 
spathic ground-mass  or  again  segregated  in  the  quartz;  rarely  pieces 
of  several  pounds'  weight  have  been  found  loose  in  the  soil.  The 
rock  is  remarkably  free  from  other  minerals  than  those  mentioned. 
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and  there  is  a  complete  absence  of  titaniferous  iron  or  heavy  con- 
stituents such  as  would  render  4iffictilt  a  separation  of  the  rutile  by 
the  ordinary  gravimetric  methods. 

The  ore  is  mined  from  open  cuts,  stamped  and  concentrated  on 
the  premises,  the  yield  varying  from  5  to  25  per  cent -of  rutile  concen- 
trates in  the  form  of  a  beautiful  resinous  red-brown  sand. 

Uses. — Much  attention  has  of  late  been  paid  by  metallurgists  to  the 
question  of  the  influence  of  titanium  on  cast  iron  and  steel.  The 
-consensus  of  opinion  at  date  of  writing  is  apparently  to  the  effect 
that  such  is  beneficial.  Accordii^  to  A,  J.  Rossi  cast  iron  may  be 
improved  in  both  transverse  and  tensile  strength  from  20  to  30  per 
cent  by  the  addition  of  small  amounts  of  titaniferous  alloys.  Quite 
similar  results  follow  its  use  in  steel.  Small  amoimts  of  titanium 
are  also  used  in  the  manufacture  of  artificial  teeth  and  of  porcelain 
ware,  in  both  cases  serving  as  a  pigment. 

Until  the  establishment  -of  the  mill  at  Roseland,  Virginia,  some 
soo  to  300  pounds  only  of  rutile  were  annually  produced  in  the 
United  States,  and  40,000  to  90,000  praunds  in  Norway,  the  average 
value  being  about  10  cents  per  pound.  The  Virginia  works  are 
capable  of  producing  from  1,000  to  2,000  pounds  per  day. 

BIBLIOGRAPHY. 

0>  p.  MxBslLL.     Rutile  Mining  in  Virginia. 

Engineeiing  iind  Mining  Journal,  March  8,  1903. 

9.    CHROUITE. 

Chromite  is  a  mineral  of  the  spinel  group,  and  of  the  theoretical 
formula  FeO,Cr,0,.  This  equals  a  percentage  of  chromic  oxide 
of  68  per  cent,  but  the  natural  mineral  has  often  alumina  and  ferric 
iron  replacing  a  part  of  the  chromium,  so  that  50  per.  cent  chromic 
oxide  more  nearly  represents  the  general  average.  The  otdinaiy 
demand,  it  may  be  stated,  is  for  an  ore  carrying  45  per  cent  and 
upward  of  chromic  acid. 

The  analyses  given  on  the  next  page '  will  serve  to  show  the 
■varying  character  of  the  mineral. 

>  As  compiled  from  various  sources  in  Wadswoith's  Lithologiad  Studies.  Hem- 
«ii3  of  the  Museum  of  Comparative  Zool^j,  XI,  Part  I,  1SS4,  Cambridge,  Masu- 
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Chromite,  like  m^netic  iron,  is  black,  in  color  and  of  a  metallic 
luster,  but  differs  in  being  less  readily  if  at  all  attracted  by  the  m^net. 
On  a  piece  of  ground  g^ss  or  white  unglazed  porcelain  it  leaves  a 
brown  mark,  and  fused  with  borax  before  the  blowpipe  it  gives  a 
green  bead. 

Occurrence, — Chromite  is  a  common  constituent  in  the  form  of 
disseminated  granules  of  basic  eruptive  rocks  belonging  to  the  peri- 
dotite  and  pyroxenite  groups  and  in  the  serpentinous  and  talcose 
rocks  which  result  from  their  alteration.  It  is  never  found  in  true 
veins  or  beds,  though  sometimes  in  segregated,  nodular  masses  some- 
what simulating  veins  on  casual  inspection.  Masses  of  pure  mate- 
rial of  more  than  a  few  pounds'  weight  are  not  common,  though  the 
national  collections  contain  a  block  of  fairly  pure  material  from 
Lancaster  Coimty,  Pennsylvania,  of  nearly  i,ooo  pounds'  weight,  and 
Whitney,  in  his  report  on  the  geology  of  California,  makes  mention 
of  a  mass  at  Mt.  Diable  7  feet  long,  5^  feet  wide,  and  over  4  feet  in 
height.  The  more  common  form,  as  noted  above,  is  that  of  small 
masses  and  detached  granules,  which,  when  freed  from  the  inclosing 
rock,  form  the  ore  known  as  chrome  sand. 

Deposits  of  chromite  are  now  being  worked  near  Black  Lake 
Station,  on  the  Quebec  Central  Railway,  in  close  proximity  to  the 
asbestos  mines,  ^he  ore  here  occurs  in  a  series  of  pockets  extending 
in  an  east-and-west  direction.  Some  of  the  pockets  are  found  lying- 
in  a  dike  of  fine-grained  granulite,  but  the  possible  relationship 
between  the  two  has  not  been  made  out.  While  other  deposits  occur 
not  associated  with  the  granuhte,  it  is  to  be  noticed  that  the  largest 
pockets  of  high-grade  ore  are  thus  associated.  From  one  such 
pocket  on  the  Lambly  property  over  500  tons  of  ore  were  taken, 
yielding  54  per  cent  to  56  per  cent  sesquioxide  of  chromium. 

Aside  from  the  localities  above  mentioned,  chromic  iron  is  found 
in  pocket  masses  in  the  Cambrian  and  serpentinous  rocks  lying 
between  the  Vermont  line  and  the  Gaspe  peninsula,  but  has  never 
been  successfully  mined  owing  to  the  great  uncertainty  attending 
its  occurrence. 

Chrome  ore  is  also  found  in  Newfoimdland;  the  Russian  Urals; 
in  Asia  Minor  and  European  Turkey,  and  in  Macedonia;  in  Aus- 


D,g,l,..cbyGOOglC 


OXIDES.  TI3 

tralia  and  New  Zealand.  In  all  cases  so  far  as  known  the  deposits, 
occurring  in  peridotite  or  serpentine. 

The  principal  domestic  sources  of  chromite  are  at  present  Del 
Norte,  San  Luis  Obispo,  Shasta,  and  Placer  counties  in  California, 
though  formerly  mines  in  Lancaster  County,  Pennsylvania,  and  at 
the  Bare  Hills,  near  Baltimore,  Maryland,  were  very  productive. 

It  is  stated '  by  J.  H.  PraXt  that  in  North  CaroUna  chronute 
occurs  under  conditions  very  similar  to  those  of  corundum,  i.e., 
at  and  near  the  line  of  contact  between  the  peridotite  and  gneissic 
rocks,  being  itself  a  product  of  crystallization  from  solution  in  the 
molten  magma.  Its  distribution  in  this  state  is  therefore  essentially 
that  of  the  peridotite.  The  ores  thus  far  found  are  of  a  high  grade, 
but  the  work  thus  far  done  has  failed  to  bring  to  light  a.  sufficient 
quantity  to  warrant  extensive  mining. 

Uses. — Chromium  is  used  in  the  production  of  the  pigments 
chrome- yellow,  orange,  and  green,  and  in  the  manufacture  of  bichro- 
mate of  potash  for  calico  printing  and  certain  forms  of  electric  bat- 
teries. A  small  amount  is  also  used  in  the  production  of  what  is 
known  as  chrome  steel. 

According  to  P.  Speier,  chrome-ore  linings  for  reverberatory 
furnaces  have  been  successfully  adopted  in  French,  German,  and 
Russian  steel  works.  The  bottom  and  walls  of  the  furnace  are 
hned  with  chrome  ore  in  large  blocks,  united  by  a  cement  formed 
by  two  parts  of  chrome  ore  finely  ground,  and  one  part  of  hme  as 
free  from  sihca  as  possible. 

"  The  introduction  of  chromium  from  the  Unii^  into  the  bath 
of  molten  steel  only  takes  place  to  a  very  limited  extent.  From 
660  to  1,100  pounds  of  Umestone  are  charged  into  the  furnace,  and, 
according  to  the  percentage  of  sulphur,  from  320  to  440  pounds  of 
manganese  ore,  for  a  charge  of  1.5  to  t.7  ton  of  pig  iron  and  1,100 
to  1,300  pounds  of  cast-iron  scrap.  About  one-third,  .including 
steel  scrap,  is  introduced  into  the  furnace;  and  to  this  quantity  is 
afterwards  added  from  660  to  1,100  pounds  of  wrought-iron  scrap 
as  soon  as  the  melting  is  complete.  When  a  suitable  temperature 
is  uotained  the  slag  is  run  o&,  and  the  next  charge  is  introduced 

'  Trana.  Am.  Inat.  Min.  Engs.,  Vol.  XXIX,  1899,  p.  17. 


D,g,l,..cbyGOOglC 


114  THE  NON-METMLUC  MINERALS. 

into  the  furnace  when  the  bath  is  quiescent.  A  sample  is  then  taken' 
and  tested  by  bending,  and  if  it  be  found  that  the  percentage  of 
phosphorus  is  too  high,  more  lime,  or  lime  and  iron  scale,  are 
added,  as  much  being  introduced  as  the  bath  will  take,  and  the 
addition  of  ferro-manganese  is  also  made. 

"  The  iron  chromate  is  decomposed  only  under  the  influence  ex- 
erted by  the  reagents  and  oxidizing  alkaline  substances.  Heat  alone 
is  insufficient  to  decompose  chromate  of  iron,  which  may  float  in  a 
bath  of  molten  steel  covered  with  basic  slag  without  dissolvii^. 
One  of  the  principal  conditions  of  success  in  the  employment  of  the 
chrome-ore  Uning  consists  in  carefully  picking  the  pieces  of  ore  used, 
which  should  be  of  uniform  composition;  and  the  best  composition 
of  ore  used  for  lining  reverberatory  furnaces  is  found  to  be  from  36 
to  40  per  cent  of  chromic  oxide,  18  to  22  per  cent  of  clay,  9  to  10 
per  cent  of  magnesia,  and  at  most  5  per  cent  of  silica,"  ' 

Chromite  has  been  also  successfully  used  as  a  hearth-Uning  for 
copper-smelting  purposes.' 

The  following  notes  relative  to  the  chrome  industry  in  America 
are  of  sufficient  interest  to  warrant  reprinting  here:  * 

"The  chrome  industry  is  one  of  the  most  unique  and  character- 
istic in  Baltimore.  It  originated  in  the  early  discovery  of  chrome 
ore  in  the  serpentine  of  Maryland,  and  has  ever  since  maintained  its 
prestige  as  one  of  the  sources  of  the  world's  supply  of  the  chromates 
of  potassium  and  sodium,  which  have  many  applications  in  the 
arts.  The  following  is  the  substance  of  an  historiral  account  of  the 
Maryland  chrome  industry,  kindly  prepared  by  Mr.  William  Glenn: 

"In  1827  chrome  ore  was  first  discovered  in  America  on  land 
belonging  to  Mr.  Isaac  Tyson,  in  what  are  known  as  the  Bare  Hills, 
6  miles  north  of  Baltimore.  Mr.  Tyson's  son,  Isaac  Tyson,  Jr., 
then  in  business  with  his  father,  was  persuaded  l^  an  English  work- 
man to  attempt  the  manufacture  of  'chrome-yellow'  from  this 
material,  and  this  was  done  in  a  factory  on  what  is  now  Columbia 

'  Journal  of  the  Iron  and  Steel  Institute,  1895,  pp.  506, 507.  Abstract  from  L'Echo 
des  Mines,  XXI,  p.  584. 

*  W.  Glenn.     Trans.  Am.  Inst.  Min.  Engs.,  Vol.  XXXI,  1901,  p.  374. 

'  From  Maryland,  Its  Resources,  Industries,  and  lostitutions,   Baltimore,  iSgi, 

pp.    I30-l«, 


D,g,l,..cbyGOOglC 


OXIDES.  lis 

Avenue,  in  Baltimore,  in  182S.  In  the  year  of  the  discovery  of  the 
Bare  Hill  ore,  Mr.  Isaac  Tyson,  Jr.,  who  seems  to  have  possessed  a 
very  keen  power  of  observation,  as  well  as  a  considerable  knowledge 
of  chemistry,  recognized  in  a  dull,  black  stone  which  he  saw  sup- 
porting a  cider  barrel  in  Belair  market,  more  of  the  same  valuable 
material.  Inquiry  disclosed  the  fact  that  this  had  been  brought  from 
near  Jarrettsville,  in  Harford  County,  where  much  more  like  it  was 
to  be  found.  Mr.  Tyson  at  once  examined  the  locality,  and  finding 
it  covered  with  boulders  worth  $100  a  ton  in  Liverpool,  purchased  a 
considerable  area. 

"  Finding  that  the  chrome  ore  was  always  confined  to  serpentine, 
Mr.  Tyson  began  a  systematic  examination  of  the  serpentine  areas 
of  Maryland,  which  could  be  easily  traced  by  the  barren  character 
of  the  soil  which  they  produce.  A  narrow  belt  of  serpentine  extends 
across  Montgomery  County,  and  while  chrome  ore  is  occasionally 
found  in  it  (as,  tor  instance,  at  Etchison  post-office),  nothing  of 
economic  importance  has  ever  been  discovered  in  Maryland  south 
of  the  areas  known  as 'Soldiers' DeUght' and  'Bare  Hills.'  North- 
eastward, however,  the  deposits  become  much  richer.  The  region 
near  Jarrettsville  was  productive,  and  thence  the  serpentine  was 
traced  to  the  State  line  in  Cecil  County.  Near  Rock  Springs  the 
serpentine  turns  and  follows  the  Stale  hne  eastward  for  15  miles. 
On  the  Wood  farm,  half  a  mile  north  of  the  State  line  and  5  miles 
north  of  Rising  Sun,  in  Cecil  County,  Mr.  Tyson  discovered  in 
1833  a  chromite  deposit,  which  proved  to  be  the  richest  ever  found 
in  America.  This  property  was  at  once  purchased  by  Mr.  Tyson 
and  the  mine  opened.  At  the  surface  it  was  30  feet  long  and  6  feet 
wide,  and  the  ore  so  pure  that  each  10  cubic  feet  produced  a  ton  of 
chrome  ore  aven^i^  54  per  cent  of  chrome  oxide.  The  ore  was 
hauled  12  miles  by  wagon  to  Port  Deposit,  and  shipped  thence  by 
water  to  Baltimore  and  Liverpool.  At  a  depth  of  20  feet  the  vein 
narrowed  somewhat,  but  immediately  broadened  out  again  to  a 
length  of  120  feet  and  a  width  of  from  10  to  30  feet.  The  Wood 
Mine  was  worked  almost  continuously  from  1828  to  1881,  except 
between  the  years  1868  and  1873.  During  that  time  it  produced 
over  100,000  tons  of  ore  and  reached  a  depth  of  600  feet.  It  is  not 
yet  exhausted,  but  the  policy  of  its  owners  is  to  reserve  their  ores 
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while  they  can  be  ekewhere  purchased  at  a  cheap  rate.  Another 
well-known  chrome  mine  in  this  region  is  exactly  on  the  State  boun- 
dary at  Rock  Springs,  and  is  called  the  Line  pit.  So  much  of  this 
deposit  as  lay  within  the  limits  of  Maryland  was  owned  by  Mr. 
Tyson,  while  he  worked  the  Pennsylvania  portion  on  a  royalty." 

Other  chrome  openings  near  the  Line  pit  were  known  as  the 
■  ''Jenkins  Mine,"  "Low  Mine,"  "Wet  pit,"  and  "Brown  Mine." 
This  region  has  proved  one  of  the  best  in  the  country  for  fine  speci- 
mens of  rare  minerab.  As  a  mineral  locaUty  it  is  usually  given  as 
"Texas,  Pennsylvania."' 

During  his  exploration  of  the  serpentine  belt  Mr.  Tyson  also 
noticed  deposits  of  chromite  sand,  and  to  control  the  entire  supply 
of  this  ore  he  either  bought  or  leased  these  also,  and  worked  them 
to  some  extent  with  his  mines. 

"Between  1828  and  1850  Baltimore  supplied  most  of  the  chrome 
ore  consumed  by  the  world ;  the  remainder  came  from  the  serpen- 
tine deposits  and  platinum  washings  of  the  Urals.  The  ore  was  at 
first  shipped  to  England,  the  principal  consumers  being  J.  and  J. 
White,  of  Glasgow,  whose  descendants  are  still  the  chief  manufac- 
turers of  chromic-acid  salts.  In  1844  Mr.  Tyson  established  the 
Baltimore  Chrome  Works,  which  are  still  successfully  operated  by 
his  sons. 

"After  1850  the  foreign  demand  for  Baltimore  ore  declined  gradu- 
ally till  i860,  since  which  time  almost  none  has  been  shipped  abroad. 
The  reason  for  this  was  the  discovery  in  1848  of  great  deposits  of 
chromite  near  Brusa,  57  miles  southwest  of  Constantinople,  by 
Prof.  J.  Lawrence  Smith,  who  was  employed  by  the  Turkish  Govern- 
ment to  examine  the  mineral  resources  of  that  country.  Other 
deposits  were  also  discovered  by  him  15  miles  farther  south,  and 
near  Antioch.    These  regions  now  supply  the  world's  demand. 

"After  the  discovery  of  the  magnitude  of  Wood  pit,  and  of  the 
bountiful  supply  of  sand  chrome  to  be  found  within  the  Baltimore 
region,  Isaac  Tyson,  Jr.,  began  to  fear  that  the  sources  of  supply 
could  not  much  longer  be  restricted  to  his  ownership.    In  such  an 


'  p.  Fnwer,  Second  Geological  Survey  of  Pennaylvania,  CCC,  Lancaster  CounQr, 
jS9^  pp.  176,  191. 
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event  he  realized  that  he  would  be  compelled  to  manufacture  his 
ores  or  to  sacrifice  them  in  competition. 

"The  method  of  manufacture  previously  in  use  was  to  heat  a 
mixture  of  chrome  ore  and  potassium  nitrate  upon  the  working 
hearth  of  a  reverberatory  furnace.  The  potash  salt  yielded  oxygen 
to  the  chromic  oxide  present,  forming  chromic  add,  which,  in  turn, 
united  with  the  base,  producing  potash  chromate.  The  process  was 
wasteful  and  exceedingly  costly.  Afterwards  the  process  was  some- 
what cheapened  by  substitution  of  potassium  carbonate  for  the 
more  costly  nitrate;  oxygen  was  taken  from  heated  air  in  the  furnace. 
But  not  until  1845,  when  Stromeyer  introduced  his  process,  was 
the  manufacture  of  chromic  acid  placed  upon  a  safe  mercantile 
basis.  In  this  process  pulverized  chromic  iron  is  mixed  with  potas- 
sium carbonate  and  freshly  slaked  lime,  and  the  mixture  is  heated 
in  a  reverberatory  furnace.  After  chromic  oxide  is  set  free  in  the 
chai^  it  is  freely  oxidized  because  of  the  spongy  conditions  of  the 
lime-laden  charge. 

"Among  the  first  steps  of  Isaac  Tyson,  Jr.,  was  to  apply,  in  1846, 
to  Yale  College  for  a  chemist  for  his  chrome  works.  In  response 
a  youi^  man  named  W.  P.  Blake,  who  was  then  a  student  in  the 
chemical  laboratory,  was  sent.  For  a  while  Mr.  Blake  did  excellent 
service  in  the  new  factory,  but  he  was  not  willing  to  remain. 

"  Mr.  (now  Professor)  Blake  was  the  first  chemist  to  be  employed 
in  technology  upon  this  continent,  while  the  Baltimore  works  were 
the  first  to  appreciate  the  value  of  chemistry.  After  the  departure 
of  Mr.  Blake  another  chemist  was  secured  from  the  first  laboratory 
ever  instituted  for  the  teachii^  of  chemistry,  that  founded  at  Giessen 
by  Liebig.  In  succession  came  another  chemist  from  the  same 
laboratory,  and  this  gentleman  is  yet  employed  in  the  works." 

Between  1880  and  1892  the  annual  production  of  chromite  in  the 
United  States  varied  between  1,500  and  3,000  tons.  During  the 
succeeding  decade  the  production  was  greatly  diminished,  statistics 
for  1901  shoving  an  output,  wholly  from  California,  of  but  498 
tons,  valued  at  about  $15.00  per  ton.  Some  20,000  tons  were 
imported  during  this  same  year.  The  principal  sources  of  supply 
are  now  Canada,  Greece,  New  Caledonia,  New  South  Wales,  and 
Turkey. 
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The  dement  manganese  exists  in  nature  under  many  different 
forms,  of  which  those  in  combination  as  oxides,  carbonates,  and 
silicates  alone  need  concern  us  in  this  work.  The  principaT  known 
oxides  are  Manganosite  (MnO);  Hausmannite  (MnO,Mn,0,); 
Braunite(3Mn,0,^nSiO,);  Polianite  (MnO^;  Pyrolusite  (MnO,); 
Manganite  (Mn,0„H,0);  Psilomelane  (H,MnOJ;  and  Wad,  the 
last  being,  perhaps,  an  earthy  impure  form  of  psiTomelane.  To  this 
list  should  be  added  the  mineral  franklinite,  a  manganiferous  oxide 
of  iron  and  zinc.  Of  these,  the  first  named,  manganosite,  is  rare, 
having  thus  far  been  reported  only  in  small  quantities  associated 
with  other  oxides  in  Wermland,  Sweden.  The  other  fonns  are 
described  somewhat  in  detail  as  below.  It  should  be  stated,  how- 
ever, that  with  the  exception  of  the  well-crystallized  forms  it  is 
often  difficult  to  discriminate  between  them,  as  they  occur  admixed 
in  all  proportions,  and,  moreover,  one  variety,  as  pyrolusite,  may 
result  from  the  alteration  of  another  (manganite).  The  better  defined 
species  may  be  separated  from  one  another  by  their  comparative 
hardness,  streak,  and  hydrous  or  anhydrous  properties,  as  shown 
in  the  accompanying  table. 


variety. 

Hininw. 

MS. 

Color. 

Stieak. 

Mr. 

S      1:1 

S.«       S.T 

::;  ::i; 

Reddxh     blown     to 

lEE-^':::.;:: 

Red-brown  to  bUck.. 

SSSr"-:: 

Brown-black 

Anhydnma. 

PnknneluK. . . 

Light  steel-KTBv.  .    . 

D«rk     Bt«l-gr»y  to 
Ir^Uck  io'  iw«L 

a  Do. 

Hydrous. 
Do. 

The  chemical  relationship  of  the  ores  a 
set  forth  by  Penrose:' 


found  in  nature  is  thus- 


>  Annual  Report  of  the  Geologkal  Surrej  of  Aifcuisas,  I,  1S90,  p.  541. 
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Compontion 


Protoxide  (MnO) 

Proto-sesquioxide  (Mn,0,) 

Sesquioiide  CMii,0^ 

Peroxide  (MnO,) 


Manganosite  (MnO)  .  . , 
Hausmannite  (Mn,0,)  . 

Braunite  (MiijO,) 

Pyrolusite,  Follanile  (MnOJ 


Pyiochroiw  (MnO.I^O). 

Maoganite  (Mn,0:,H,0). 

t  Psilomelane. 
}  Wad. 


Manganese  oxides  frequently  occur  admixed  in  indefinite  pro- 
portions with  the  hydrous  oxide  of  iron,  limonite,  giving  rise  to  the 
manganiferous  Umonites. 

Franklinite. — This  may  be  termed  rather  as  a  manganiferous 
ore  of  iron  and  zinc  than  a  true  ore  of  manganese.  Nevertheless, 
as  the  residue  after  the  extraction  of  the  zinc  is  used  in  the  manu- 
facture of  spiegeleisen,  we  may  briefly  refer  to  it  here.  The  mineral 
occurs  in  rounded  granules  or  octahedral  crystals  of  a  metallic 
luster  and  iron-black  color,  associated  with  zinc  oxides  and  silicates 
in  crystalline  limestones,  at  Franklin  Furnace,  New  Jersey.  It  bears 
a  general  resemblance  to  the  jnineral  magnetite,  but  is  less  readily 
attracted  by  the  magnet  and  gives  a  strong  manganese  reaction. 
Its  average  content  of  manganese  oxides  Mil,0,  and  MnO  is  but  from 
15  to  20  per  cent. 

Hattsmaimite. — This  form  of  the  ore  when  crystallized  usually 
takes  the  form  of  the  octahedron,  and  may  be  readily  mistaken  for 
franklinite,  from  which,  however,  it  differs  in  its  inferior  hardness, 
lower  specific  gravity,  and  in  being  unacted  upon  by  the  magnet. 
It  occurs  in  porphyry,  associated  with  other  manganese  ores,  in 
Thuringia;  is  also  foimd  in  the  Harz  Mountains;  Wermland, 
Sweden,  and  various  other  European  localities.  In  the  United 
States  it  Js  reported  as  occurring  only  in  Iron  County,  Missouri. 
The  mineral  in  its  ideal  purity  consists  of  sesquioxide  and  protoxide 
of  manganese  in  the  proportion  of  69  parts  of  the  former  to  31  of 
the  latter.  Analyses  of  the  commercial  article  as  mined  are  not 
at  hand. 

Braunite. — This,  like  hausmannite,  crystallizes  in  the  form  of  the 
octahedron,  but  is  a  trifle  harder.  Chemically  it  differs,  in  that 
analyses  show  almost  invariably  from  7  to  10  per  cent  of  silica, 
though  as  to  whether  or  no  this  is  to  be  considered  an  essential 
constituent  it  is  as  yet  difficult  to  say.    Analyses  I  and  II,  on  p.  256, 
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show  the  composition  of  the  mineral  as  found.  The  ore  is  reported 
as  occurring  both  crystallized  and  massive  in  veins  traversing  por- 
phyry at  Oehrenstock  in  Ilmenau,  in  Thuringia,  near  Uefdd  in  the 
Harz;  Schneeberg,  Saxony,  and  various  other  European  localities. 
Also  at  Vizianagram  in  India ;  in  New  South  Wales,  Australia,  and 
in  the  Batcsville  region,  Arkansas. 

PoUanite. — Like  pyrolusite,  yet  to  be  noted,  this  form  of  the  ore 
is  chemically  a  pure  manganese  binoxide,  carrying  some  63.1  per 
cent  metallic  manganese  combined  with  36.9  per  cent  oxygen.  From 
pyrolusite  it  is  readily  distinguished  by  its  increased  hardness. 
£0  far  as  reported,  it  is  a  rather  rare  form  of  manganese,  though 
possibly  much  that  has  been  set  down  as  pyrolusite  may  be  in 
reality  polianite. 

Pyroloaite  occurs  in  the  form  of  iron-black  to  steel-gray,  some- 
times bluish  opaque  masses,  granular,  or  commonly  in  divei^ent 
columnar  aggregates  sufficiently  soft  to  soil  the  fingers,  and  in  this 
respect  easily  separated  from  the  other  common  forms  excepting  wad. 
Not  known  in  crystals  except  as  pseudomorphs  after  mangamte. 
Its  composition  is  quite  variable,  usually  containing  traces  of  iron, 
silica,  and  lime,  and  sometimes  barium  and  the  alkalies.  Analyses 
III  and  IV,  on  p.  122,  as  given  by  Penrose,  will  serve  to  show  the 
general  average.  This  is  a  common  ore  of  manganese,  and  is 
extensively  mined  in  Thuringia,  Moravia,  Bohemia,  WestphaUa, 
Transylvania,  Australia,  Japan,  India,  New  Brunswick,  Nova 
Scotia,  and  various  parts  of  the  United  States. 

Manganite  differs  and  b  readily  distinguishable  from  the  other 
ores  thus  far  described,  in  carrying  from  3  to  10  per  cent  of  com- 
bined water,  which  can  readily  be  detected  when  the  powdered 
mineral  is  heated  in  a  closed  tube.  From  cither  psilomelane  or 
pyrolusite  it  is  distinguished  by  its  hardness.  When  in  crystab  it 
takes  prismatic  forms  with  the  prism  faces  deeply  striated  longi- 
tudinally. Its  occurrence  is  essentially  the  same  as  that  of 
braunite. 

PsilomelaDe. — This  is,  with  the  possible  exception  of  pyrolusite, 
the  commonest  of  the  manganese  minerals.  The  usual  form  of 
occurrence  is  that  of  insular  nodular  or  botryoidal  masses  em- 
bedded in  residual  clays.     It  is  readily  distinguished  from  manganite 
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or  wad  by  its  hardness,  and  from  hausmannite.  biaunite,  or  poUanite 
by  yielding  an  abundance  of  water  when  heated  in  a  dosed  tube. 
The  sample  from  the  Crimora  Mines  in  Virginia,  shown  in  Plate  IX,, 
is  characteristic.  The  composition  of  the  commercial  ore  is  given 
in  analyses  V,  VI,  and  VII,  below. 

Wad  or  Bog  Uanganese  is  a  soft  and  highly  hydrated  form 
of  the  ore,  as  a  rule  of  httle  value,  owing  to  impurities  (analysis  VIII). 
Asbolite  is  the  name  given  to  a  variety  of  wad  containii^  cobalt  (see 
p.  aS).    See  further  Rhodonite  and  Rhodochrosite,  pp.  159,  204. 

r    MANGANESE   OSES 


Bnimits. 

W»d. 

I. 

II. 

in. 

IV 

V 

VI 

VII 

VIII 

Vi 

1:i! 

901s 

88.98 

■JS 

80  »7 

6J.46 

'75 

1543 

i-SS 

031 

Cab'';"';::::::: 

0.18 

"SI 

0.95 

2:80 

I  OS 

1^^.:."": ;■ 

33  S> 

I.  BatMvilto  peclon.  Arlnnsu. 
11.  BlffenbuTff.  Oenrunr. 

III.  CheveriB,  Novk  Scotuu 

IV.  C>t>e  Bnton. 


V    BateivElie  rei 
VI    Schnecbers  S«xoay 
VII    Cnmars  Viisinia 
VIII.  Bia  Httrba.-  Cape  BntoD. 


Origin. — The  deposits  of  manganese  oxides  which  arc  of  sufficient 
extent  to  be  of  commercial  importance  are  believed  to  be  in  all  cases 
of  secondary  origin;  that  is,  to  have  resulted  from  the  decompo- 
sition of  preexisting  manganiferous  silicate  constituents  of  the  older 
crystalline  rocks  and  the  subsequent  deposition  of  the  oxides  in 
secondary  strata.  Indeed  in  many  instances  the  ore  has  undergone 
a  natural  segregation,  owing  to  the  decomposition  of  the  parent 
rock  and  the  accumulate  of  the  manganese  oxide,  tt^ether  with 
other  difRcult  soluble  constituents  in  the  residual  clay.  Thus  Penrose 
has  shown'  that  the  deposits  of  the  Batesville  (Arkansas)  legion 
result  from  the  decay  of  the  St  Clair  limestone,  the  various  stages 
of  which  are  illustrated  in  the  accompanying  Plate  X.    The  fresh 

'  Annukl  Repcti  of  the  Geological  Survey  of  ArkaoMS.  I.  1S90. 
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IDEAL  SeCTXIHS  SHOWING  THE  FORMATION  DF  MKflSAKESE-8EA»INi: 
CLAY  FROM  THE  DECAY  OF  THE  ST.CL AIR  LIMESTONE. 

^UBOWE  ChCMI    LttJMANaONtSC-BEAIIINe  CL*T  t^llADD  LlMEaTOHC 
t~H  St.CLjIIR  LtMCSTONC  tOsACCHAMOlI 

FUJ.    ORIOINM.  CONDITION  OF  THE  ROCKS 


FIS.2.  FIRST  STAOe  OF  OECOMPOSITKM.' 


F«.3.  SeOOMO  STA8C  OF  KCOMPOSItiON. 


FK.  4.  THIRD  STABE  OF  DECOHPOMTION. 
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limestone,  as  shown  by  analysis,  contains  but  4.30  per  cent  manga- 
nese oxide  (MnO),  while  the  residual  day  left  through  its  decom- 
po^tion  contains  14.98  per  cent  of  the  same  constituent. 

Occurrence. — As  above  noted,  the  ore  is  found  in  secondary  rocks, 
find  as  a  rule  in  greatest  quantities  in  the  clays  and  residual  deposits 
resulting  from  their  breaking  down.  The  usual  form  of  the  ore  is 
that  of  lenticular  masses  or  nodules  distributed  along  the  bedding 
planes,  or  heterogeneously  throughout  the  clay.  Penrose  describes 
the  Batesville  ores  as  sometimes  evenly  distributed  throughout  a 
large  body  of  clay,  but  in  most  places  as  being  in  pockets  surrounded 
by  clay  itself  barren  of  ore.  These  pockets  vary  greatly  in  character, 
being  sometimes  comparatively  solid  bodies  separated  by  thin  films 
•of  clay,  and  containing  from  50  to  500  tons  of  ore;  sometimes  they 
consist  of  large  and  small  masses  of  ore  embedded  tt^ether,  and 
again  at  other  times  of  small  grains,  disseminated  throughout  the 
<Jay.  In  the  Crimora  (Virginia)  deposits  the  ore  (psilomelane)  is 
■found  in  nodular  masses  in  a  clay  resulting  from  the  decomposition 
of  a  shale  which  has  been  preserved  from  erosion  through  sharp 
sjuclinal  folds. 

The  position  and  association  of  these  deposits  may  be  best 
understood  by  reference  to  the  accompanying  figures,'  Fig.  17  beii^ 
that  of  the  ground  plan  of  the  immediate  vicinity  of  the  mine,  while 
Fig.  18  represents  cross  sections  along  the  lines  marked  in  Fig.  17. 
The  country  rock  is  a  massive  Potsdam  sandstone  overlaid  by  shales, 
the  latter  having  undergone  extensive  decomposition,  giving  rise  to 
clay  deposits  in  which  the  ore  now  occurs.  At  the  east,  along  the 
line  AA  in  Fig.  17,  the  sandstone  dips  to  the  westward.  At  CC  is 
an  anticline  from  which  the  beds  dip  both  toward  the  west  and  east, 
forming  thus  a  syncUne  the  axis  of  which  is  indicated  by  the  line  BB. 
The  sections  across  this  syndine  (Fig.  18)  show  the  accumulated 
clay  from  the  decomposition  of  the  shales,  in  which  the  man- 
ganese .  occurs.  The  ore  is  found  very  irregularly  distributed 
throughout  the  clay  in  lumps  and  masses  from  the  size  of  a  small 
pebble  to  those  weighing  a  ton  or  more.    The  basin  is  described 

'  From  Geological  Notes  on  the  Manganese  Ore  Depout  of  Crimora,  Vliginia. 
Ttf  Choiles  E.  Hall,  Trans.  Am.  Inst,  of  Min.  Engs.,  VoL  XX,  1891,  pp.  47,48. 
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as  some  500  feet  in  width  and  800  to  900  feet  in  length,  the  ore-bearing 
clay  extending  to  a  maximum  depth,  so  far  as  detenniBed,  of  300 
feet. 

The  manganese  appears  to  have  been  here  or^inaJly  disseminated 
throughout  the  sandstone  and  shales  and  to  have  leached  out,  pre- 
sumably as  a  carbonate,  by  percolating  water,  and  redeposited  in 
the  basin,  where  the  flow  was  retarded  for  a  sufficient  time  for  oxida- 
tion to  take  place. 

In  Cuba,  manganese  is  found,  so  far  as  known,  only  in  the  prov- 
ince of  Santiago,  the  principal  occurrence  being  in  a  belt  lying  back 
of  the  Sierra  Maestra  and  extending  from  the  vicinity  of  Guantanamo 
upon  the  east  to  Manzanillo  upon  the  west.  The  ore,  which  may 
be  cither  manganite,  pyrolusite,  or  wad,  singly  or  all  together,  occurs 
as  a  rule  upon  hills  or  knolls  composed  of  sedimentary  rocks — sand- 
stones and  limestones — in  disconnected  or  pocket  deposits  and  under 
such  conditions  as  to  point  unmistakably  to  an  origin  through  the 
influence  of  circulating  waters.  The  ore  is  often  associated  with 
a  hard  jasper,  or  "bayate,"  occurring  in  large  masses,  or  in  the  form 
of  disseminated  nodules  or  veinlets  in  the  ore.  The  occurrence  and 
association  are  such  as  to  indicate  that  the  two  substances  were 
deposited  nearly  contemporaneously,  and  from  the  water  of  hot 
springs. 

Branner  has  described  the  manganese  (psilomelane)  deposit  of 
Bahia,  Brazil,  as  occurring  in  the  form  of  a  sheet  or  bed  of  from  a 
few  decimeters  to  ten  meters  thickness,  standing  at  an  angle  of  60" 
in  decomposed  mica  schist. 

Bog  manganese  is  described  as  occurring  in  an  extensive  deposit 
near  Dawson  settlement,  Albert  County,  New  Brunswick,  on  a  • 
branch  of  Weldon  Creek,  covering  an  area  of  about  35  acres.  In 
the  center  it  was  found  to  be  26  feet  deep,  thinning  out  toward 
the  margin  of  the  bed.  The  ore  is  a  loose,  amorphous  mass,  which 
could  be  readily  shoveled  without  the  aid  of  a  pick,  and  contained 
more  or  less  iron  pyrites  disseminated  in  streaks  and  layers,  though 
laige  portions  of  the  deposit  have  merely  a  trace.  The  bed  hes  in  a 
valley  at  the  northern  base  of  a  hill,  and  its  accumulation  at  this 
particular  locality  appears  to  be  due  to  springs.  These  sprii^  are 
ftill  trickling  down  the  hillside,  and  doubtless  the  process  of  pro- 
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ducing  bog  manganese  is  sdll  going  on.'  A  bed  of  manganese  ore 
in  the  government  of  Kutais,  in  the  Caucastts,  is  described  as  occur- 
ring in  nearly  horizontally  lying  Miocene  sandstones.  The  ore  is 
pyrolusite  and  the  bed  stated  as  being  6  to  7  feet  in  thicltness. 

Mining  and  preparation. — The  mining  and  preparation  of  man- 
ganese ores  is,  as  a  rule,  a  comparatively  simple  process.  At  the 
Crimora  (Virginia)  mines  the  material  is  excavated  by  means  of 
shafts  and  tunnels,  and  taken  to  the  surface,  where  it  is  crushed, 
washed,  screened,  and  dried  for  shipment.  The  machinery  all 
works  automatically,  and  the  ore  is  not  handled  after  having  once 
passed  into  the  crusher.' 

Uses. — ^According  to  Professor  Penrose,*  the  various  uses  to  which 
manganese  and  its  compounds  are  put  may  be  divided  into  three 
■classes:  Alloys,  oxidizers,  and  coloring  materials.  Each  of  these 
■classes  includes  the' application  of  manganese  in  sundry  manufac- 
tured products,  or  as  a  reagent  in  carrying  on  different  metallurgical 
and  chemical  processes.  The  most  important  of  these  sources  of 
consumption  may  be  summarized  as  follows : 

fl?l^*^n<;;';  [Alloys  of  manganese  and  iron. 

MMiganese  bronze  |  A""??  °\  ^^S^<^  ""i  copper,  with  or 
I         ^  I      without  iron. 

Alloys -j  fAn  alloy  of  maoganese,  aluminum,  zinc, 

I  Silver  bronze <      and  copper,  with  a  certain  quantity  of 

I  (     silicon. 

I  Alloys  of  manganese  with  aluminum,   zinci   tin,   lead,   mag- 

l     nedum.  etc. 

Manufacture  of  chlorine. 

Manufacture  of  bromliie. 

As  a  decolorizer  of  glass  (also  for  coloring  glass,  see  coloring 
materials). 

As  a  diyer  in  varnishes  and  paints. 

LeCianchf's  battery. 

PreparatioD  of  oxygen  on  a  Small  scale- 
Manufacture  of  disinfectants  (manganates  and  permanganates). 

Calico  printing  and  dyeing. 

Coloring  glas^  pottery,  and  bride 

--•• 15SS: 


'  Annual  Report  of  the  Geological  Survey  o(  Canada,  VII,  1894,  p  n6  M. 

'  The  washing  plant  and  a  vertical  section  of  the  works  of  the  Crimora  Mines  are 
given  in  the  Engineering  and  Mining  Journal  for  March  la,  1890,  the  same  having 
drawn  for  its  information  on  the  American  Manufacturer  of  Pittsburg.      (Date  not 

'  Annual  Report  of  the  Geological  Survey  of  Ariuwsas.  I.  iSgo. 
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Besides  these  main  uses  a  certain  amount  is  utilized  as  a  flux  in 
smelting  silver  ores,  and,  tn  the  form  of  its  various  salts,  is  employed 
in  chemical  manufacture  and  for  medicinal  purposes.  Pyrolusitc 
and  some  forms  of  psilomelanc  are  utilized  in  the  manufacture  of 
chlorine,  and  for  bleaching,  deodorizing,  and  dismfecting  purposes; 
also  in  the  manufacture  of  bromine. 

In  glass  manufacture  the  manganese  is  used  to  accomplish  two 
different  results:  First,  to  remove  the  green  color  caused  by  the 
presence  of  iron,  and  second,  to  impart  violet,  amber,  and  black 
colors. 

The  amount  of  manganese  actually  used  for  other  than  strictly 
metallurgical  purposes  in  the  United  States  is,  however,  small."  The 
value  depends  somewhat  upon  the  uses  to  which  it  is  to  be  applied. 

Pyrolusite  and  psilomelane  only  are  of  value  in  the  production 
of  chlorine  as  above  noted.  These  are  rated,  as  stated  by  Penrose, 
according  to  their  percentages  of  peroxide  of  manganese  (MnO,). 
The  standard  for  the  German  ores  is  given  at  57  per  cent  MnOj, 
and  70  per  cent  for  Spanish.  For  the  manufacture  of  spiegeleisen 
the  prices  are  based  on  ores  containing  not  more  than  8  per  cent 
silica' and  0.10  per  cent  phosphorus,  and  are  subject  to  deductions 
as  follows:  For  each  i  per  cent  silica  in  excess  of  8  per  cent,  15 
cents  a  ton;  for  each  0.02  per  cent  phosphorus  in  excess  of  0.10  per 
cent,  I  cent  per  unit  of  manganese.  Settlements  are  based  on 
analysis  made  on  samples  dried  at  212°,  the  percentage  of  moisture 
in  samples  as  taken  being  deducted  from  the  weight.  The  prices 
paid  at  Bessemer,  Pennsylvania,  in  1894.  based  on  these  percentages, 
were  as  below: 


Price,  per  Ucut. 

Iron. 

Ore  containing  above  49  per  cent    

6 
6 
6 
6 

CcnU 

11 

*  Mineral  Resources  of  tiK  United  States,  1891  p   i]8 
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Otherwise  expressed,  the  value  ranges  from  $5  to  $12  a  ton, 
according  to  quaUty  and  condition  of  the  market. 

It  is  probable  that  the  total  consumption  in  pottery  and  glass 
manufacture  does  not  exceed  500  tons  a  year,  of  which  about  two- 
thirds  are  used  in  glass  making.  The  amount  used  in  bromine  manu- 
facture and  the  other  purposes  enumerated  probably  amounts  to 
another  500  tons.  The  remainder  is  used  in  connection  with  iron  and 
steel  manufacture,  chiefly  in  the  production  of  steel  and  a  pig  iron 
containing  considerable  manganese  for  use  in  cast-iron  car  wheels. 
In  the  crucible  process  of  steel  manufacture  manganese  is  charged 
into  the  pots,  either  as  an  ore  at  the  time  of  charging  the  pots,  or  it 
is  added  as  spiegeleiscn  or  ferromanganese  at  the  time  of  charging 
or  during  the  melting,  usually  toward  the  close  of  the  melting,  so 
as  to  prevent  too  great  a  loss  of  manganese  by  oxidation.  In  the 
Bessemer  and  open-hearth  process  the  manganese  is  added  as  spiegel- 
eisen  or  ferromanganese  at  or  near  the  close  of  the  process,  just 
before  the  casting  of  the  metal  into  ingots. 

It  has  been  found  in  recent  years  that  a  chilled  cast-iron  car 
wheel  containing  a  percentage  of  manganese  is  much  toi^her, 
stronger,  and  wears  better  than  when  manganese  is  absent.  For 
this  reason  latge  amounts  of  manganiferous  iron  ores  are  used  in 
the  manufacture  of  Lake  Supenor  pig  iron  intended  for  casting 
into  chilled  cast-iron  car  wheels.  (See  also  The  Mineral  Industry,. 
Vni,  1899.) 

II        UINERAL   WATESS. 

From  a  strictly  scientific  standpoint  any  water  is  a  mineral  water,, 
since  water  is  itself  a  mineral — an  oxide  of  hydrogen.  Common 
usage  has,  however,  tended  toward  the  restriction  of  the  name  to 
such  wateis  as  carry  in  solution  an  appreciable  quantity  of  other 
mineral  matter  although  the  actual  amounts  may  be  extremely 
variable. 

Of  the  various  salts  held  in  solution,  those  of  sodium,  calcium, 
and  iron  are  the  more  common,  and  more  rarely,  or  at  least  in 
smaller  amounts,  occur  those  of  potassium,  hthium,  magnesium, 
strontium,  silicon,  etc.  The  most  common  of  the  adds  is  carbonic^ 
and  the  next  probably  sulphuric 
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Classificalion. — The  classification  of  mineral  water  is  a  matter 
attended  with  great  difficulty  from  whatever  standpoint  it  is  ap- 
proached. Such  classification  may  be  either  geographic,  geolt^c, 
therapeutic,  or  chemical,  though  the  first  two  are  naturally  of  little 
value,  and  the  therapeutic,  with  our  present  Itnowledgc,  is  a  prac- 
tical impossibility.  The  chemical  classification  is,  on  the  whole, 
preferable,  although  even  this,  owing  to  the  great  variation  of  methods 
of  stating  results  used  by  analytical  chemists,  is  at  present  attended 
with  some  difficulty.  .  Dr.  A.  C.  Peale,  the  well-known  authority 
on  American  mineral  waters,  has  suggested  the  scheme  given  below,' 
and  from  his  writings  has  been  gleaned  a  majority  of  the  facts  hete 
given. 

According  to  their  temperatures  as  they  flow  from  the  springs 
the  waters  are  divided  primarily  into  (A)  thermal  and  (B)  non-thennal, 
a  thermal  water  being  one  the  mean  annual  temperature  of  which  is 
70°  F.  or  above.  Each  of  these  groups  is  again  subdivided  according 
to  the  character  of  the  adds  and  their  salts  held  in  solution  as  below: 

.      Clus      I.  Alkaline. 


Oaas  IV.   Add  . 


JSulphated. 
Muriated. 


Any  sprii^  of  water  may  be  characterized  by  the  presence  or 
absence  of  gas  when  it  is  designated  by  one  of  the  following  tetms; 
(i)  Non-gaseous  {free  from  gas).  (2)  Carbonated  (containing  car- 
bonic-acid gas).  (3)  Sulphureted  (containing  hydrogen  sulphide). 
(4)  Azotizcd  (containing  nitrogen  gas).  (5)  Carbureted  (havii^ 
carbureted  hydrogen). 

In  cases  ^ere  there  is  a  combination  of  gases  such  is  indicated 
by  a  combination  of  terms,  as  sulphocarbonated,  etc.  The  classes 
may  be  further  subdivided  according  to  the  predominating  salt  in 
solution,  as  (i)  sodic,  (2)  lithic,  (3)  potassic,  (4)  calcic,  (5)  magneac, 
(6)  chalybeate,  (7)  aluminous. 

'  Annual  Report  of  the  United  States  Geological  Survey,  1893-93,  p.  64. 
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The  alkaline  wateis,  Class  I  above,  include  those  which  are 
characterized  by  the  presence  of  alkaline  carbonates.  Generally  such 
are  characterized  also  by  the  presence  of  free  carbonic  add.  Nearly 
one-half  the  alkaline  springs  of  the  United  States  are  caldc-alkaline, 
that  is,  carry  caldum  carbonate  as  the  prindpal  constituent.  The 
saline  waters  include  those  in  which  sulphates  or  chlorides  predomi- 
nate. They  are  more  numerous  than  are  the  alkaline  waters.  The 
alkali-saline  class  indudes  all  waters  in  which  there  is  a  combination 
of  alkaline  carbonates  with  sulphates  and  chlorides;  the  acid  class 
indudes  all  those  containing  free  add,  which  Is  mainly  carbonic, 
though  it  may  be  sidlic,  muriatic,  or  sulphuric. 

The  character  of  the  salts  hdd  in  solution  is  the  same  for  both 
thennal  and  non- thermal  springs,  though  as  a  general  rule  the  amount 
of  salt  is  greatest  in  those  which  aredassed  as  thermal.  Thus  at 
the  Hot  Springs  of  Virginia  one  of  the  springs,  with  a  temperature  of 
78*  F. ,  has  1 8.09  grains  to  the  gallon  of  soUd  contents,  while  another, 
with  a  temperature  of  110°  F.,  has  33.36  grains  to  the  gallon. 

Source  0}  minerai  waters. — Pure  water  is  a  universal  solvent  and 
its  natural  solvent  power  is  increased  through  the  carbonic  acid 
which  it  takes  up  in  its  passage  through  the  atmosphere,  and  by  this 
same  acid  and  other  organic  and  inorganic  adds  and  the  alkalies 
which  it  acquires  in  passing  through  the  soil  and  rocks.  The  water 
of  all  springs  is  meteoric,  that  is,  it  is  water  which  has  fallen  upon 
the  earth  from  clouds,  and  gradually  percolating  downward  issues 
again  in  the  form  of  springs  at  lower  levels.  In  this  passage  through 
the  superficial  portion  of  the  earth's  crust  it  dissolves  the  various 
salts,  the  kind  and  quantity  being  dependent  upon  the  kind  of 
rocks,  the  temperatures  and  pressure  of  the  water,  as  well  as  the 
amount  of  absorbed  gases  it  contains. 

Both  the  mineral  contents  and  the  temperature  of  spring  waters 
are  dependent  upon  the  geological  features  of  the  country  they 
occupy. 

As  a  rule  springs  in  regions  of  sedimentary  rocks  carrj'  a  larger 
proportion  of  salts  than  those  in  regions  of  eruptive  and  meta- 
morphic  rocks.  Thermal  springs  are,  as  a  rule,  limited  to  regions  of 
comparative  recent  volcanic  activity,  or  where  the  rocks  have  been 
disturbed,  crushed,  folded,  and  faulted,  as  in  mountainous  regions. 
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Stata  or  TsfTitorr. 


Report-      Product.  Value. 


Alabama 

Ai^jmsfts  . . . , 

California 

Colorado 

Connecticut 

District  of  Columbia 

Florida 

Gcor^ 

IlUnois 

Indiana 

Kentucky 

Maryland 

MaraochuaetU 

Michigan 

Minnesota 

Missoun 

New  Hampshire 

New  Jersey 

New  Mexico 

New  Yott 

North  Carolina 

Ohio... 

Pennsylvania 

Rhode  Island 

South  Carolina 

South  Dakota 

Tennessee 

Texas 

Utah 

Vermont 

Vinsinift  .  . .  .    

Washington 

West  ViiBiaia 

Wisconsin 

Other  States  d 

Total 

Estimated  production  of  springs  aotreporting  sales. 

Grand  total 


GaUoiu. 

3^9^ 

,1 

1,464,07s 

642.830 

.68,500 

17,000 
118,040 

858,950 

161,475 

40,aoo 

.00,380 

,w 

4,439,041 

*,o78,700 

371,500 

SS'.876 

469,800 

4(i,8oo 

4.4S4.0S7 

103,150 

J.494.473 

"i 

1.541,800 

3l».564 

346,700 

4.739.950 

7.850 

53.917 

.« 

954,689 

S4.000 

33,220 

:\" 

4 

363,78. 

preach  has  mads  UB  port  an  included  here.    Theia 
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Occasional  thermal  springs  are  met  with  in  undisturbed  areas,  but 
such  are  regarded  as  of  deep-seated  origin,  and  to  owe  their  tempera- 
tures to  the  great  depths  from  which  they  are  derived. 

Distribution. — Mineral  springs  of  some  sort  are  to  be  found  in 
each  and  all  of  the  States  of  the  American  Union,  though  naturally 
the  resources  of  the  more  sparsely  settled  States  have  not  as  yet  been 
fully  developed.  For  this  reason  the  table  given  on  page  131  is  to 
a  certain  extent  misleading. 

Uses. — The  mineral  waters  are  utilized  mainly  for  drinkii^  and 
bathing  purposes,  the  thermal  springs  beii^  naturally  best  suited  for 
bathing,  and  the  non-thermal  for  drinking  purposes. 


V.    CARBONATES. 

I.      CALClniC    CASBONATE. 

Caldte^  Calc  Spar,  Iceland  Spar.— These  are  the  names  given 
to  the  variety  of  calcium  carbonate  crystallizing  in  the  riiombohedral 
division  of  the  hexagonal  system.  The  mineral  occurs  under  a  great 
variety  of  crystalline  forms,  which  are  often  extreme^  perplexing 
to  any  but  an  expert  mineralogist.  The  chief  distinguishii^  charac- 
teristics of  the  mineral  are  (i)  its  pronounced  cleavage,  whereby  it 
sphts  up  into  ihombohedral  forms,  with  smooth,  lustrous  faces, 
and  (3)  its  doubly  refracting  prop>erty,  which  is  such  that  when 
looked  through  in  the  direction  of  either  cleavage  surfaces  it  gives  a 
double  image.  It  is  to  this  property,  accompanied  with  its  trans- 
parency, that  the  mineral,  as  a  crystallized  compound,  owes  its 
chief  value,  though  as  a  ojnstituent  of  the  rock  limestone  it  is  applied 
to  a  great  variety  of  industrial  purposes.  When  not  sufficiently 
transparent  for  observing  its  doubly  refracting  properties  the  mineral 
is  readily  distinguished  by  its  hardness  (3  of  Dana's  scale)  and  its 
easy  solubility,  with  brisk  effervescence,  in  cold  dilute  acid.  This 
last  is  hkewise  a  characteristic  of  aragonite,  from  which  it  can  be 
distinguished  by  its  lower  specific  gravity  (2.65  to  3.75)  and  its 
cleavage.  Calcium  carbonate,  owing  to  its  ready  solubility  in 
terrestrial  waters,  is  one  of  the  most  common  and  widely  disseminated 
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PLATE  XI. 

Views  showing  Occurrence  of  CaUite  in  Icelanrl, 
(U,  S.  National  Musi-um.] 
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of  compounds.  Only  the  form  known  as  double  spar,  or  Iceland 
spar,  need  here  be  considered. 

Origin  and  mode  0}  occurrence. — Catc  spar  is  invariably  a  second- 
aiy  mineral  occurring  as  a  deposit  from  solution  in  cracks,  pockets, 
and  crevices  in  rocks  of  all  kinds  and  all  ages.  The  variety  used 
for  optical  purposes  differs  from  the  rhombohedral  cleavage  masses 
found  in  innumerable  localities  only  in  its  transparency  and  freedom 
from  flaws  and  impurities.  The  chief  commercial  source  of  the 
mineral  has  for  many  years  been  Iceland,  whence  has  arisen  the 
term  Iceland  spar,  so  often  apphed.  For  the  account  of  the  occur- 
rences of  the  mineral  at  this  locality,  as  given  below,  we  are  indebted 
mainly  to  Th.  Thoroddsen.'  The  quarry  is  described  as  situated 
on  an  evenly  sloping  mountainside  at  Reydarfjorden,  about  100 
meters  above  the  level  of  the  ocean  and  a  little  east  of  the  Helgus- 
tadir  farm.     (See  Plate  XI.) 

The  veins  of  spar  are  in  basalt,  and  at  this  spot  have  been  laid 
bare  through  the  erosive  action  of  a  small  stream  called  the  "  SiUur' 
lakur,"  the  Icelandic  name  of  the  spar  beii^  "Silfurberg,"  The 
quarry  opening  is  on  the  western  side  of  this  brook,  and  at  date 
of  writing  was  some  72  feet  long  by  36  feet  wide  (see  Fig.  i  of  plate). 
In  the  bottom  and  sides  of  this  opening  the  calc  spar  is  to  be  seen  in 
the  form  of  numerous  interlocking  veins,  ramifying  through  the  basalt 
in  every  direction  and  of  very  irregular  length  and  width,  the  veins 
pinching  out  or  opening  up  very  abmptiy.  In  Fig.  3  of  plate  is 
diown  an  area  of  some  40  square  feet  of  the  basaltic  wall  rock,  illus- 
trating this  feature  of  the  occurrence.  Fig.  3  of  the  same  plate 
shows  the  largest  and  most  conspicuous  vein,  the  smaller  having  been 
omitted  in  the  sketch.  The  high  cliffs  on  the  north  side  of  the 
quarry  are  poorer  in  calc-spar  veins,  the  largest  dipping  underneath 
at  an  angle  of  about  40°. 

A  comparatively  small  proportion  of  the  calc  spar  as  found  is 
&t  for  optical  purposes.  That  on  the  immediate  surface  is,  as  a  rule, 
lacking  in  transparency.  Many  of  the  masses,  owing  presumably 
to  the  development  of  incipient  fractures  along  cleavage  lines, 
show  internal,  iridescent,  rainbow  hues;  such  are  known  locally  as 

■  Gec4ogisk&  Forcningens  I,  Stockholm  Forhandlingar,  XZI,  1S90,  pp.  147-354, 
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"  litsteinar"  (IJghtstones).  Others  are  penetrated  by  fine,  tube-like 
cavities,  either  empty  or  filled  with  day,  and  still  others  contain 
cavities,  sometimes  sufficiently  large  to  be  visible  to  the  unaided  eye, 
filled  with  water  and  a  movii^  bubble.  The  most  desirable  material 
occurs  in  comparatively  small  masses  embedded  in  a  red-gray  clay, 
filling  the  vein-like  interspaces  in  the  bottom  of  the  pit.  The  non- 
transparent  variety,  always  greatly  in  excess,  occurs  in  cleavable 
masses  and  imperfectly  developed  rhombohedral,  sometimes  i  to  2 
feet  in  diameter,  associated  with  stilbite. 

Calc  spar  has  been  exported  in  small  quantities  from  Iceland 
since  the  middle  of  the  seventeenth  century,  though  the  business 
was  not  conducted  with  any  degree  of  regularity  before  the  middle 
of  the  present  century,  prior  to  that  time  every  one  taking  what  he 
liked  or  could  obtain,  asking  no  one's  permission.  About  the  time 
Bartholin  discovered  the  valuable  optical  properties  of  the  mineral 
(in  T669),  the  royal  parliament  under  Frederick  III  granted  the 
necessary  permission  for  its  extraction.'  It  was  not,  however,  until 
1850  that  systematic  work  was  begun,  when  a  merchant  by  the 
name  of  T.  F.  Thomsen,  at  Seydisfjord,  obtained  permission  of  the 
owner  of  some  three-fourths  of  the  property  (the  pastor  Th.  Erlends- 
son)  to  work  the  same.  The  quarried  material  was  then  transported 
on  horseback  to  the  Northfjord,  and  thence  to  Seydisfjord  by  water. 
In  1854  the  factor  H.  H.  Svendsen,  from  Eskifjord,  leased  the  pastor's 
three-fourths'  right  for  10  rigsdalers  a  year,  and  the  remainii^  fourth, 
belonging  to  the  Government,  for  5  rigsdalers.  Svendsen  worked  the 
mine  successfully  up  to  1862,  when  one  Tullinius,  at  Eskifjord,  pur- 
chased the  pastor's  three-fourths  and  leased  the  Government's  share 
for  five  years,  paying  therefor  the  sum  of  100  rigsdalers  (about  $14 
or  $15).  This  lease  was  renewed  for  four  years  longer  at  the  rate 
of  5  rigsdalers  per  year,  and  for  the  year  1872  at  the  rate  of  100 
rigsdalers,  when  the  entire  property  passed  into  the  hands  of  the 
Government  in  consideration  of  the  payment  of  16,000  kroner  (about 
$3,800).  From  that  time  until  1882  the  mine  remained  idle,  when 
operations  were  once  more  renewed,  though  not  on  an  extensive 
scale,  owing,  presumably  in  part,  to  the  fact  that  Tullinius,  the 

'  Laws  of  Iceland,  I,  1668,  pp.  jai,  31a. 
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last  year  he  rented  the  mine,  had  taken  out  a  sufficient  quantity  to 
meet  all  the  needs  of  the  market.  Over  300  tons  of  the  onlinaty 
type  of  the  spar  is  stated  to  have  been  sent  to  England  and  sold  to 
"  factory  "  owners  (Fabrikanter)  at  about  30  kroner  a  ton,  though 
to  what  use  it  was  put  b  not  stated. 

Aside  from  the  locality  at  Helgustadir,  calc  spar  in  quantity 
S  and  quality  for  optical  purposes  is  known  to  occur  only  at  Djupi- 
fjdrdur,  in  West  Iceland. 

The  R^dharfjdrdhr  locality  was  also  visited  by  Mr,  J.  L. 
Hoskyns-Abrahall  in  the  summer  and  autumn  of  1889,  whose 
account '  is  reproduced  in  part  below. 

Sudhrmiila  Sysla,  of  which  ReydharfjOrdhr,  the  largest,  bisects 
the  east  coast  of  Iceland,  are  cut  out  of  an  immense  plateau,  formed 
of  horizontal  sheets  of  volcanic  rock,  chiefly  trachyte,  between  3,000 
and  4,000  feet  high.  This  has  been  subsequently  eroded  into  sharp, 
bare  ridges  with  inunense  cliffs  or  steep  slopes  falling  from  them, 
parted  by  torrent  valleys  and  fjords,  the  greater  part  of  the  district  not 
reaching  the  present  snow  line.  It  is  on  one  of  these  slopes,  which 
slants  down  at  an  angle  of  forty  d^rees  into  Reydharf  jdrdhr,  that  the 
unique  quany  of  Iceland  spar  is  found.  It  consists  of  a  cavity  in 
the  rock  about  12  by  5  yards  and  some  10  feet  high,  or^inally  filled 
almost  entirely,  but  now  only  lined,  with  immense  crystals,  which 
are  fitted  so  closely  together  as  to  form  a  compact  mass,  like  a  lump 
of  sugar,  with  grains  averaging  10  inches  across. 

The  Syslumadhur,*  Jon  Asmundarson  Johnsen,  had  given  me 
leave  to  examine  the  cave  and  take  as  many  specimens  as  I  liked, 
but  the  permission  was  not  of  very  much  use,  there  being  about  5 
feet  of  water  nearly  all  over  the  bottom;  and  such  specimens  as 
I  did  get  involved  doing  severe  penance  in  walking  barefoot  over 
sharp  crystals.  The  floor  is  covered  with  a  thin  layer  of  very  fine 
chocolate-brown  mud,  which  sticks  as  tenaciously  to  one's  feet  as 
to  the  crystals.  I  had  to  resort  to  tooth  powder  to  get  the  latter 
clean,  though  the  great  heaps  of  spar  which  lie  on  the  pathside  and 
in  front  of  the  mouth  of  the  cave  were  all  washed  by  the  rain  till  they 

'  Mineralogical  Magazine,  IX;  1S90,  p.  179. 
'Magistrate,  public  notary,  receiver  of  laies,  liquidator, 
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were  as  bright  and  transparent  as  ice.  The  water  now  running 
through  the  cave  is  incapable  of  forming  calc  spar.  It  appears,  lilte 
the  surrounding  rocks,  to  contain  an  excess  of  silicic  acid,  and  either 
etches  the  surface  of  the  spar  wherever  it  comes  in  contact  with  it, 
or  covers  it  with  stilbite,  the  characteristic  zeolite  of  the  doleritic 
and  basaltic  rocks  in  Iceland.  The  rock  in  which  the  cave  is  formed 
is  a  dolerite,  and  darker  in  color  than  the  surrounding  phonolite, 
which  is  traveised  by  veins  of  black  and  green  pitchstone.  In  the 
neighborhood  of  the  spar  it  is  disintegrated,  colored  slightly  with 
green  earth,  and  full  of  microscopic  crystals  of  stilbite  and  calcite. 

The  quarry  was  worked  till  1S72  by  Herra  Tullinius,  a  Danish 
merchant  of  Eskifjdrd.  The  trading-  station  is  an  hour  and  a  half's 
ride  from  He^astadir,  the  nearest  farm  to  the  quarry.  (In  Iceland 
all  distances  are  measured  in  terms  of  the  hour's  ride,  Uma,  and  the 
day's  journey,  leidh.)  The  Icelandic  Government  in  that  year  bought 
a  quarter  share  of  the  quarry,  and  stopped  the  work,  so  that  Tullinius 
was  glad  to  sell  them  the  rest.  Five  years  e^o  an  attempt  was  made 
to  reopen  it.  One  man  was  employed,  and  after  spendii^  about 
a  week  in  the  cave  he  succeeded  in  pumping  out  the  water  'and 
extracting  a  fine  block  of  clear  spar,  which  was  sold  at  a  high  price 
in  London.  Here,  however,  the  work  dropped,  and  in  consequence 
Tullinius  remains  the  proprietor  of  the  whole  of  the  calc  spar  that  is 
available  for  physical  work,  and  naturally  sells  it  at  a  price  that  is 
calculated  to  make  his  very  moderate  stock  last  for  a  considerable 
time.'  The  reason  of  the  Icelandic  Government  is  not  very  clear, 
but  as  the  working  of  the  quarry  is,  perhaps  from  patriotic  motives, 
delegated  to  Herr  Gunnarsson,  an  Icelandic  merchant,  whose 
nearest  warehouse  is  at  Seydhisfj6rd,  a  good  day's  ride  from  Eski- 
fj6rd,  it  is  hardly  to  be  expected  that  the  buried  treasure  will  soon 
see  the  l^ht.  Perhaps,  too,  the  specimens  of  the  best  quality  have 
been  already  removed.  Certainly  clear  pieces  do  not  constitute  the 
great  mass  of  the  spar,  and  if  M.  Labonne,  who  visited  the  cave  in 
May,  1877  (the  water  being  at  that  time  frozen),  could  extract  it 
"  en  assez  grande  abondance  "  *  he  did  not  leave  much  exposed  for 


■  It  is  sold  t:^  Thor  E.  Tullinius,  SloUholmsgode  16,  Copenhagen  K. 
'  Comptes  Rendu^  CV,  1887,  p.  \  144- 
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me  to  take  two  years  later.  M.  Labonne  speaks  in  his  note  of 
lamifications  into  the  environing  rock  which  have  never  been  worked 
and  suggests  that  this  investigation  might  increase  the  importance 
of  the  quarry.  Such  ramifications  as  I  could  see  were  on  a  very 
small  scale.  On  the  other  hand,  the  thickness  of  the  deposit  has 
not  yet  been  ascertained,  but  it  is  said  that  the  best  pieces  occurred 
near  the  surface.  For  the  most  part  the  caldte  is  rendered  semi- 
opaque  1:^  innumerable  cracks,  generally  following  the  gliding  and 
cleavage  planes  (  — ^R  and  R),  and  apparently  produced  by  the 
pressure  of  the  spar  itself,  but  sometimes  following  the  conchoidal 
fracture.  Remarkable  examples  of  the  latter  kind  are  in  the  British 
Museum. 

Cbalk. — This  is  the  name  given  to  a  white,  somewhat  loosely 
coherent  variety  of  limestone  composed  of  the  finely  comminuted 
shells  of  marine  mollusks,  among  which  microscopic  forms  known 
as  foramintfera  are  abundant.  The  older  test-books  gave  one  to 
understand  that  foraminiferal  remains  constituted  the  main  mass 
of  the  rock,  but  the  researches  of  Sorby'  showed  that  fully  one- 
half  the  material  was  finely  comminuted  shallow-water  forms,  such 
as  inoceramus,  pecten,  ostrea,  sponge  spicules,  and  echinodenns. 

Chalk  belongs  to  the  Cretaceous  era,  occurring  in  beds  of  varying 
thickness,  alternating  with  shales,  sands,  and  clays,  and  often  in- 
cluding numerous  nodules  of  a  dark  chalcedonic  silica  to  which  the 
name  flint  is  given.  Though  a  common  rock  in  many  parts  of  Europe, 
it  is  known  to  American  readers  mainly  by  its  occurrence  in  riie 
form  of  high  cUffs  along  the  English  coast,  as  near  Dover.  Until 
within  a  few  years  little  true  chalk  was  known  to  exist  within  the 
limits  of  the  United  States.  'According  to  Mr.  R.  T.  Hill'  there  are, 
however,  extensive  beds,  sometimes  500  feet  in  thickness,  extending 
throughout  the  entire  length  of  Texas,  from  the  Red  River  to  the 
Rio  Grande,  and  northward  into  New  Mexico,  Kansas,  and  Arkansas. 
These  chalks  in  many  instances  so  closely  simulate  the  English 
product,  both  in  physical  properties  and  chemical  composition,  as 
to  be  adaptable  to  the  same  economic  purposes.    The  following 

'Address  to  Geological  Society  oC  London,  February,  1879. 
*  Anniud  Report  of  the  Arkansas  Geological  Survey,  II,  1SS8. 


D,g,l,..cbyGOOglC 


138  THE  NON-METALUC  MINERALS. 

analyses  from  the  report  above  alluded  to  serve  to  show  the  com- 
parative composition: 
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Chalk  is  used  as  a  fertilizer,  either  in  its  crude  form  or  burnt,  in 
the  manufacture  of  whiting,  in  the  form  of  hard  lumps  by  carpenters 
and  other  mechanics,  and  in  the  manufacture  of  crayons.  Washed, 
chalk  is  used  to  give  body  to  wall  paper;  as  a  whitewash  for  ceilings; 
as  a  thin  coating  on  wood  des%ned  for  gilding,  being  for  this  purpose 
mixed  with  glue;  to  vary  the  shades  of  gray  in  water-color  paints, 
and  as  a  polishing  powder  for  metals. 

Concerning  the  importation  and  uses  of  chalk  it  is  stated:' 
"  Paris  white  is  the  name  given  to  the  white  coloring  substance 
prepared  by  grinding  cMstone,  a  variety  of  chalk  or  limestone  which 
is  as  hard  as  some  building  stones  and  has  a  greater  specific  gravity 
than  the  ordinary  chalk.  It  is  imported  from  Hull,  England,  and 
sells  at  from  $2  to  I4  per  ton  ex  vessel,  according  to  freight  rates 
from  Hull.  During  the  calendar  year  1884,  3,905}  tons  of  cliSstone 
were  imported  at  New  York. 

"The  pans  white  made  in  this  country  Is  sold  at  from  $1.10  to 
$1.35  per  hundredweight,  in  casks,  according  to  make  and  quality. 
The  pans  white  made  in  England,  of  which  508,185  pounds  were 
imported  at  New  York  during  the  calendar  year  1884,  sells  at  from 
$1.35  to  $1.30  per  hundredweight.  There  is  apparently  no  differ- 
ence in  quality  between  the  cliSstone  ground  in  this  country  and  the 

'  Mineral  Resources  of  the  United  States,  1883--84,  p.  930. 
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imported  pans  white.  Its  principal  use  is  in  the  preparation  of  kaJ- 
somine.  It  is  also  employed  in  the  manufacture  of  rubber,  oilcloth, 
wall  papers,  and  fancy  glazed  papers.  .  .  . 

"  Until  recently  all  of  the  whiting  used  in  this  country  was  ground 
from  chalk  imported  from  Hull,  England.  The  annual  production 
of  whitii^  is  about  300,000  barrels.  The  price  varies,  according 
to  the  quality,  from  35  to  90  cents  per  hundredweight.  There  are 
four  grades  made,  as  follows:  Common  whiting,  worth  from  35 
to  40  cents;  gilders'  whitir^,  60  to  65  cents;  extra  gilders'  whiting, 
70  to  75  cents;  American  paris  white,  80  to  85  cents.  The  uses  of 
whiting  are  about  the  same  as  paris  white,  which  it  closely  resembles. 

The  crude  chalk,  it  should  be  stated,  is  brought  mainly  as  ballast 
from  England  and  France. 

Limestones,  Hortars,  and  Cements.— Pure  limestone,  or 
calcium  carbonate,  is  a  compound  of  calcium  oxide  and  carbonic 
acid  in  the  proportion  of  56  parts  of  lime  (CaO)  to  44  parts  of  the 
acid  (CO,).  In  its  crystalline  form,  as  exemplified  in  some  of  our 
white  marbles,  the  rock  is  therefore  but  an  aggregate  of  imperfectly 
outlined  calcite  crystals,  or,  otherwise  expressed,  is  a  crystalline 
granular  aggregate  of  calcite.  In  this  form  the  rock  is  white  or 
colorless,  sufficiently  soft  to  be  cut  with  a  knife,  and  dissolves  with 
brisk  effervescence  when  treated  with  dilute  hydrochloric  or  nitric 
acid.  Sulphuric  acid  will  not  dissolve  it  except  in  small  proportions, 
since  the  exteriors  of  the  granules  become  converted  shortly  into 
insoluble  calcium  sulphate  (gypsum),  which  protects  them  from 
further  attack. 

As  a  constituent  of  the  earth's  crust,  however,  absolutely  pure 
limestone  is  practically  unknown,  all  being  contaminated  with  more 
or  less  foreign  material,  either  in  the  form  of  chemically  combined 
or  mechanically  admixed  impurities.  Of  the  chemically  combined 
impurities  the  most  common  b  magnesia  (MgO),  which  replaces 
the  hme  (CaO)  in  all  proportions  up  to  21.7  per  cent,  when  the  rock 
becomes  a  dolomite.  This  in  its  pure  state  can  readily  be  distin- 
guished from  Umestone  by  its  greater  hardness  and  in  its  not  effer- 
vescing when  treated  with  cold  dilute  acid.  (See  p.  151.)  It  dis- 
solves with  effervescence  in  hot  acids,  as  does  limestone.  As  above 
noted,   all    stages    of  replacement   exist,   the  name  magnesian  or 
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dolomitic  limestone  being  applied  to  those  in  which  the  magnesia 
exists  in  smaller  proportions  than  that  above  given  (31.7  per  cent). 
Iron  in  the  form  of  protoxide  (FeO)  may  also  replace  a  part  of  the 
lime.  Of  the  mechan  ca'ly  admixed  impurities  silica  in  the  form 
of  quartz  sand  or  \-arious  more  or  less  decomposed  silicate  minerals, 
clayey  and  carbonaceous  miatter,  together  with  iron  oxides,  are  the 
more  abundant.  These  exist  in  all  proportions,  giving  rise  to 
what  are  known  as  siliceous,  aluminous,  or  clayey,  carbonaceous, 
and  ferruginous  limestones.  Phosphatic  material  may  exist  in  vary- 
ing proportions,  forming  gradations  from  phosphatic  limestones  to 
true  phosphates. 

Limestones  are  sedimentary  rocks  formed  mainly  through  the 
deposition  of  calcareous  sediments  on  sea  bottoms;  many  beds, 
however,  as  the  oolitic  limestones,  show  unmistakable  evidences  of 
true  chemical  precipitation.  They  are  in  all  cases  eminently  strati- 
fied rocks,  though  the  evidences  of  stratification  may  not  be 
evident  in  the  small  specimen  exhibited  in  museum  collections. 
Varietal  names  other  than  those  mentioned  above  are  given,  and 
which  are  dependent  upon  structural  features  or  other  peculiarities. 
A  shaly  limestone  is  one  partaking  of  the  nature  of  shale.  Chalk 
is  a  fine  pulverulent  limestone  composed  of  shelb  in  a  finely  com- 
minuted condition  and  very  many  minute  foraminifera,  as  already 
noted.  The  name  chalky  limestone  is  frequently  given  to  an  earthy 
limestone  resembling  chalk.  Marl  is  an  impure  earthy  form,  often 
containing  many  shells,  hence  called  shell  marl.  An  oolitic  lime- 
stone is  one  made  up  of  small  rounded  pellets  Uke  the  roe  of  a  fish. 
The  name  marble  is  given  to  any  calcareous  or  even  serpentinous 
rock  possessing  sufficient  beauty  to  be  utilized  for  ornamental 
purposes. 

Uses. — Aside  from  their  uses  as  building  materiab,  lith(^raphic 
purposes,  etc.,  as  described  elsewhere,  limestones  are  utilized  for  a 
considerable  variety  of  purposes,  the  most  important  being  that  of 
the  manufacture  of  mortars  and  cements.  Their  adaptability  to  this 
purpose  is  due  to  the  fact  that  when  heated  to  a  temperature  of  1,000** 
F.  they  gradually  lose  the  carbonic  acid,  becoming  converted  into 
anhydrous  calcium  oxide  (CaO),  or  quickUme,  as  it  is  popularly 
called;   and  further,  ihat  this  quicklime  when  brought  in  contact 
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with  water  and  atmospheric  air  greedily  combines  with,  first,  the 
water,  forming  hydrous  calcium  oxide  (CaOH,0),  and  on  drying 
once  more  with  the  carbonic  acid  of  the  air,  forming  a  more  or  less 
hydiated  calcium  carbonate.  In  the  process  of  combining  with 
water  the  burnt  lime  (CaO)  gives  off  a  large  amount  of  heat,  swells 
to  nearly  twice  its  former  bulk,  and  falls  away  to  a  loose,  white 
powder.  This  when  mixed  with  siliceous  sand  forms  the  common 
mortar  of  the  bricklayers,  or,  if  with  sand  and  hair,  the  plaster  for 
the  interior  walls  of  houses  Quickhme  formed  from  fairly  pure 
calcium  carbonate  sets  or  hardens  after  but  a  few  days'  exposure, 
the  induration  it  is  stated,  being  due  in  part  to  crystallization.  The 
less  pure  forms  of  limestone,  notably  those  which  contain  upwards 
of  10  per  cent  of  aluminous  silicates  (clayey  matter),  furnish,  when 
burned,  a  quicklime  which  slakes  much  more  slowly — so  slowly,  in 
fact,  that  it  is  not  infrequently  necessary  to  crush  to  powder  after 
burning.  The  same  quicklimes  when  slaked  are  further  differen- 
tiated from  those  already  described  by  their  property  of  setting  {as 
the  process  of  induration  is  called)  under  water.  Hence  they  are 
known  as  hydraulic  limes,  and  the  rocks  from  which  they  are  made 
as  hydraulic  limestones.  Their  property  of  induration  out  of  con- 
tact with  the  air  is  assumed  to  be  due  to  the  formation  of  calcium 
and  aluminum  sihcates.  Inasmuch  as  these  sihcates  are  practically 
insoluble  in  water,  it  follows  that  quite  aside  from  their  greater 
strength  and  tenacity  they  are  also  more  durable;  indeed  there  seems 
no  practical  limit  to  the  endurance  of  a  good  hydrauhc  cement,  its 
hardness  increasing  almost  constantly  with  its  antiquity.  Certain 
stones  contain  the  desired  admixtures  of  lime  and  clayey  matter  in 
just  the  right  proportion  for  making  hydraulic  cement.  In  the 
majority  of  cases,  however,  it  has  been  found  that  a  higher  grade, 
stronger  and  more  enduring  material,  can  be  made  by  mixing  in 
definite  proportions,  determined  by  experiment,  the  necessary  con- 
stituents obtained,  it  may  be,  from  widely  separated  localities.  The 
exact  relationship  existing  between  composition  and  adaptability  to 
lime-making  does  not  seem  as  yet  to  be  fully  worked  out.  As  is  well 
known,  the  pure  while  crystalline  varieties  yield  a  quicklime  inferior 
10  the  softer  blue-gray,  less  metamorphosed  varieties.  Neverthe- 
less, there  are  certain  distinctive  qualities,  due  to  the  presence  and 
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character  of  impurities,  which  led  Gen.  Q.  A.  Gillmore  to  adopt  the 

following  classification: 

(i)  The  common  or  fat  limes,  containing,  as  a  rule,  less  than  lo  per 

cent  of  impurities. 
(a)  The  poor  or  meagre  limes,  containing  free  silica  (sand)  and  other 

impurities  in  amounts  varying  between  lo  per  cent  and  25 

per  cent, 
{3)  The  hydraulic  limes,  which  contain  from  30  to  35  per  cent  of 

various  impurities. 
(4)  The  hydraulic  cements,  which  may  contain  as  much  as  60 

per  cent  of  impurities  of  various  kinds. 
As  above  noted,  most  cements  are  manufactured  from  a  variety 
of  materials,  and  their  consideration  belongs  therefore  more  properly 
to  technology.  Nevertheles;  it  has  been  thought  worth  the  while 
here  to  give  in  brief  the  matter  below  relative  to  a  few  of  the  more 
important  and  well-known  varieties  now  manufactured. 

Portland  Cement. — This  takes  its  name  from  a  resemblance 
of  the  hardened  material  to  the  well-known  oSlitic  limestone  of  the 
island  of  Portland  in  the  English  Channel.  As  originally  made  on  the 
banks  of  the  Thames  and  Medway,  it  consists  of  admixtures  of  chalk 
and  clay  dredged  from  the  river  bottoms,  in  the  proportions  of  three 
volumes  of  the  former  to  one  of  the  latter,  though  these  proportions 
may  vary  according  to  the  purity  of  the  chalk.  These  materials  are 
mixed  with  water,  compressed  into  cakes,  dried  and  calcined,  after 
which  it  is  ground  to  a  fine  powder  and  is  ready  for  use.  The 
following  analyses  from  Heath's  Manual  of  Lime  and  Cement  will 
serve  to  show  the  varyii^  composition  of  the  chalk  and  clay  from  the 
Ei^lish  deposits: 
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It  is  Stated  tlut  the  presence  of  more  than  very  small  quantities 
of  sand,  iron  oxides,  or  vegetable  matter  in  the  clay  is  detrimental, 
A  good  cement  mud  before  burning  may  contain  from  68  to  78 
per  cent  of  calcium  carbonate,  ai  to  15  per  cent  of  silica,  and  from 
10  to  7  per  cent  of  alumina. 

The  fc^owing  analyses  from  the  same  source  as  the  above  serve 
to  show  (I)  the  composition  of  the  clay;  (II)  the  mixed  cty  and 
chalk  or  "slurry,"  as  it  is  called,  and  (III)  the  cement  powder  pre- 
pared from  the  same: 


cfc. 

II. 

Slurry. 

III. 

4.4» 

69.97 
11.77 
4-45 
.-87 

20.4S 

8^5 

1.48 

■503 

1.13 

1,24 
7.59 

Several  brands  of  Portland  cement  are  manufactured  in  America, 
usually  from  a  mixture  of  materials,  the  proportions  of  which  have 
been  worked  out  by  experiment.  At  theCoplay  Cement  Works,  in 
Lehigh  County,  Pennsylvania,  a  blue-gray  crystalline  limestone  and 
dark-gray  more  silicedus  variety  are  ground  and  mixed  into  the 
desired  proportions,  molded  into  a  brick,  and  burnt  to  the  condition 
of  a  slag.  The  material  is  then  ground  to  a  powder  and  forms  the 
cement- 

The  chemical  composition  of  the  samples  as  given  are  as  follows: 


Silica  (SiOj) 

Alumina  (ALO^ 

Ircrn  0«de  CF<^OJ 

Calcium  carbonate  (CaCO,) 

Magnesiao  Caibonate  (MgCO^  . 


4.84 
69.88 


An  impure  limestone,  forming  a  portion  of  the  water-lime  group 
of  the  Upper  Silurian  formations  at  Buffalo,  New  York,  forms  a 
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"natural  cement"  rock  whijA  is  utilized  in  the  manufacture  of  the 
so-called  Buffalo  Portland  Cement.' 

The  so-called  Rosendale  cemetU  is  made  from  the  tentaculite  or 
water  limestones  of  the  lower  Helderburg  group  as  developed  in 
the  township  of  Rosendale,  Ulster  County,  New  York.  According 
to  Darton*  there  are  two  cement  beds  in  the  Rosendale- Whiteport 
region,  at  Rosendale  the  lower  bed  or  dark  cement  averaging  some 
21  feet  in  thickness  and  the  upper  or  light  cement  ii  feet,  with  14 
to  15  feet  of  water-lime  intervening.  In  the  regjon  just  south  of 
Whiteport  the  upper  white  cement  beds  have  a  thickness  of  12  feet 
and  the  lower  or  gray  cement  of  18  feet,  with  19  to  20  feet  of  water- 
lime  beds  between  them.  The  underlying  formation  is  quartzite. 
The  method  of  mining  the  material  from  the  two  beds^  as  well  as 
their  incUnation  to  the  horizon,  is  shown  in  Plate  XII. 

Soman  Cement. — The  original  Roman  cement  appears  to  have 
been  made  from  an  admixture  of  volcanic  ash  or  sand  (pozzuolana, 
peperino,  trass,  etc.)  and  lime,  the  proportions  varying  almost 
indefinitely  according  to  the  character  of  the  ash.  The  English 
Roman  cement  is  made  by  calcining  septarian  nodules  dredged  up 
from  the  bottoms  of  Chichester  Harbor  and  off  the  coast  of  Hamp- 
shire, and  from  similar  nodules  obtained  from  the  Whitby  shale 
beds  of  the  Lias  formations  in  Yorkshire  and  elsewhere.  The 
following  analysis  of  the  cement  stone  from  Sheppey,  near  South 
End,  will  serve  to  show  the  character  of  the  material: 

Carbonate  of  Umc 64.00 

Silica 17.7s 

Alumina 6.75 

Magnesia 50 

Oxide  of  iron 6.00 

Oxide  of  manganese 1,00 

Water 3.00 


'CementRockuid  Gypsum  Deposits  in  Buffalo.    J.Fohlman.    TransacUoiis  cj  the 
American  Institute  of  Mining  Enginccis,  XVII.  1S89,  p.  350. 
>  Report  of  the  State  Geologist  of  New  York,  I,  1S93. 
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The  names  concrete  and  beton  are  applied  to  admixtures  of  mor- 
tar, hydraulic  or  otherwise,  and  such  coarse  mate.rials  as  sand, 
gravel,  fragments  of  shells,  tiles,  bricks,  or  stone.  According  to 
Gillmore  the  matrix  of  the  beton  propor  is  a  hydraulic  cement, 
while  that  of  the  concrete  is  non- hydra idic.  The  terms  are,  however, 
now  used  almost  synonymously. 

Aside  from  their  uses  as  above  indicated  limestones  are  used  in 
the  preparation  of  lime  for  fertilizing  purposes.  For  this  purpose, 
as  before,  the  lime  carbonate  is  reduced  to  the  condition  of  oxide 
by  burning  and  then  allowed  to  become  air-slaked,  when  it  remains 
in  the  condition  of  a  fine  powder  suitable  for  direct  application  to 
the  land  as  is  the  plaster  made  from  gypsum,  A  lime  prepared  by 
burning  oyster  shells  is  utilized  in  a  similar  manner. 
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Playing  Marbles.— At  Oberstein  on  the  Nahe,  Saxony,  playing 
marbles  are  made  in  great  quantities  from  limestone.  The  stone  is 
broken  into  square  blocks,  each  of  such  size  as  to  make  a  sphere 
the  size  of  the  desired  marble.  These  cubes  are  then  thrown  into 
a  mill  consisting  of  a  Sat,  horizontally  revolving  stone  with  numerous 
concentric  grooves  or  furrows  on  its  surface.  A  block  of  oak  of 
the  same  diameter  as  the  stone  and  resting  on  the  cubes  is  then 
made  to  revolve  over  them  in  a  current  of  water,  the  cubes  being 
thus  reduced  to  the  spherical  form.  The  process  requires  but  about 
fifteen  minutes. 

Litht^japhic  Limestone.  —  For  the  purpose  of  lithography 
there  is  used  a  fine-grained  homogeneous  limestone,  breaking  with 
an  imperfect,  shell-like  or  conchoidal  fracture,  and  as  a  rule  of  a 
gray,  drab,  or  yellowish  color.  A  good  stone  must  be  sufficiently 
porous  to  absorb  the  greasy  compound  which  holds  the  ink  and 
soft  enough  to  work  readily  under  the  engraver's  tool,  yet  not  too 
soft.  It  must  be  uniform  in  texture  throughout  and  be  free  from  all 
veins  and  inequalities  of  any  kind,  in  order  that  the  various  reagents 
used  may  act  upon  all  exposed  parts  alike.  It  is  evident,  therefore, 
that  the  suitability  of  this  stone  for  practical  purposes  depends 
more  upon  its  physical  than  chemical  qualities.  An  actual  test 
of  the  material  by  a  practical  lithographer  is  the  only  test  of  real 
value  for  stones  of  this  nature.  Nevertheless,  the  analyses  given 
on  the  next  page  are  not  without  interest  as  showing  the  variation 
in  composition  even  in  samples  from  the  same  locality. 

Localities. — Stones  possessing  in  a  greater  or  less  degree  the 
proper  qualities  for  hthc^raphic  purposes  have  from  time  to  time 
been  reported  in  various  parts  of  the  United  States;  from  near 
Bath  and  Stony  Stratford,  England;  Ireland;  Department  of  Indre; 
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France,  and  ako  Silesia,  India,  and  the  British  American  possessions. 
By  far  the  best  stone,  and  indeed  the  only  stone  which  has  as  yet 
been  found  to  satisfactorily  fill  all  the  requirements  of  the  lithog- 
rapher's art,  and  which  is  the  one  in  general  use  to-day  whe^e^■er 
the  art  is  practiced,  is  found  at  Solenhofen,  near  Pappenheim,  on  the 
Danube,  in  Bavaria.  These  beds  arc  of  Upper  Jurassic  or  Kimmer- 
idgian  Age  and  form  a  mass  some  So  feet  in  thicliness,  though  natu- 
rally not  all  portions  are  equally  good  or  adapted  for  the  same  kind 
of  work.  The  stone  varies  both  in  texture  and  color  in  different 
parts  of  the  quarry,  but  the  prevailing  tints  are  yellowish  or  drab. 
In  the  United  States  materials  partaking  of  the  nature  of  lithographic 
stone  have  been  reported  from  Yavapai  County,  Arizona;  Talla- 
dega County,  Alabama;  Arkansas;  Lawrence  County,  Indiana;  near 
Thebes  and  Anna,  Illinois;  James  and  Van  Buren  counties,  Iowa; 
Hardin,  Estelle,  Kenton,  Clinton,  Meade,  Rowan,  Wayne,  and 
Simpson  counties,  Kentucky ;  near  Saverton,  Ralls  County,  Missouri ; 
Clay  and  Overton  counties,  Tennessee;  Burnet  and  San  Saba 
counties,  Texas;  near  Salt  Lake  City,  Utah,  and  at  Fincastle,  Vir- 
ginia. While,  however,  from  nearly,  if  not  quite  every  one  of  these 
localities,  it  was  possible  to  get  small  pieces  which  served  well  for 
trial  purposes,  each  and  every  one  has  failed  as  a  constant  source 
of  supply  of  the  commercial  article,  and  this  for  reasons  mainly  in- 
herent in  the  stone  itself.  It  is  very  possible  that  ignorance  as 
to  proper  methods  of  quarrying  may  have  been  a  cause  of  failure 
in  some  cases. 

The  Arizona  stone  is  one  of  the  recent  discoveries,  and  according 
to  first  reports  seems  also  most  promising.  Samples  of  the  stone 
submitted  to  the  writer,  as  well  as  samples  of  work  done  upon  it, 
seemed  all  that  could  be  desired.  It  is  stated  by  Mr.  W.  F.  Blandy 
thai  the  quarries  are  situated  on  the  east  slope  of  the  Verdi  range, 
about  2  miles  south  of  Squaw  Peak  and  at  an  elevation  of  about 
1,200  feet  above  the  Verdi  Valley,  40  miles  by  wagon  road  east  of 
Prescott.  Two  quarries  have  thus  far  been  opened  in  the  same 
strata,  about  1,000  feet  apart,  the  one  showing  two  layers  or  beds 
384  feet  in  thickness,  and  the  other  three  beds  3,188  feet  in  thick-  ' 
ness.  As  at  present  exposed  the  beds,  which  are  of  Carboniferous  Age, 
ere  broken  by  nearly  vertical  fissures  into  blocks  rarely  4  or  5  feet 
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in  length.  Owing  to  the  massive  form  of  the  beds  and  the  conchoidal 
fracture  the  stone  can  not  be  split  into  thin  slabs,  but  must  be  sawn. 
No  satisfactory  road  yet  exists  for  its  transportation  in  blocks  of 
any  size,  and  such  material  as  has  thus  far  been  produced  is  in 
small  slabs  such  as  can  be  "packed."  Those  who  have  inspected 
the  properties  express  themselves  as  satisfied  that  blocks  of  good 
size  and  satisfactory  quality  can  be  had  in  quantity- 

The  Alabama  stone  as  examined  by  the  writer  is  finely  granular 
and  too  friable  for  satisfactory  work.  Qualitative  tests  showed 
it  to  be  a  siliceous  magnesian  limestone.  It  is,  of  course,  possible 
that  the  single  sample  shown  does  not  fairly  represent  the  product. 
The  Arkansas  deposit  is  situated  in  Township  14°  N.,  R,  15°  W.  of 
the  5th  p.m.,  sections  14,  23,  and  24,  Searcy  County.  The  color  is 
darker  than  that  of  the  Bavarian  stone.  The  reports  of  those  who 
have  tested  it  are  represented  as  being  uniformly  favorable. 

The  Illinois  stone  is  darker,  but  to  judge  from  the  display  made  in 
the  Illinois  building  at  the  World's  Columbian  Exposition,  1893,  is 
capable  of  doing  excellent  work  and  can  be  had  in  slabs  of  good  size. 

The  Indiana  stone  is  harder  than  the  Bavarian,  and  samples 
examined  were  found  not  infrequently  traversed  by  fine,  hard  veins 
of  calcite. 

The  stone  from  Saverton,  Missouri,  is  compact  and  fine  grained, 
with,  however,  fine  streaks  of  calcite  running  through  it.  It  leaves 
only  a  small  brownish  residue  when  dissolved  in  dilute  acid.  This 
stone  has  been  worked  quite  successfully  on  a  small  scale.  The 
State  geolt^sf,  in  writing  on  the  subject,  says;'  "Some  of  the 
beds  of  the  St.  Louis  limestone  (Subcarboniferous)  have  been 
successfully  used  for  lithographic  work.  No  bed  is,  however, 
uniformly  of  the  requisite  quality,  and  the  cost  of  selection  of 
available  material  would  seem  to  preclude  the  development  of  an 
industry  for  the  production  of  lithographic  stone." 

From  the  deposit  at  Ovenon,  Tennessee,  it  is  stated  slabs  40  by 
60  inches  by  3}  inches  thick  were  obtained,  though  little,  if  anything, 
is  now  being  done.  An  analysis  of  this  stone  is  given  in  the  table. 
Other  promising  finds  are  reported  from  McMinn  County,  in  the 

'  Bulletin  No.  3,  Geological  Survey  ot  Miasoiui,  1890,  p.  38. 
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same  State.  According  to  the  State  geolc^cal  reports,  the  stoDe  Ues 
between  two  beds  of  variegated  marble.  The  stratum  is  thought 
to  Bun  entirely  through  the  county,  but  some  of  the  stone  is  too  hard 
for  Uthographic  purposes.  The  best  is  found  8  miles  east  of  Athens 
on  the  farm  of  Robert  Cochrane,  and  a  quarry  has  been  opened  by 
a  Cincinnati  company,  which  pays  a  royalty  of  $250  per  annum. 
It  is  sold  for  nearly  the  same  price  as  the  Bavarian  stone.  It  is'  a 
calcareous  and  argillaceous  stone,  formed  of  the  finest  sediment,  of 
uniform  texture,  and  possesses  a  pearl-gray  tint.  The  best  variety 
of  this  stone  has  a  conchoidal  fracture  and  is  free  from  spots  of  all 
kinds. 

In  Meade  Coimty,  Kentucky,  the  stone  furnishing  the  best 
lithographic  material  occurs  *  in  a  nearly  horizontal  layer  about  3 
feet  in  thickness.  The  entire  output  is  stated  to  be  "of  good  quality 
for  an  engraving  and  printing  base  for  certain  classes  of  work."  The 
stone  is  of  a  blue-gray  color,  can  be  had  in  large  sizes,  and  is  being 
quite  generally  used  in  the  south  and  southwest,  where  it  is  stated 
to  compare  very  favorably  with  the  imported  Bavarian  material.  The 
quarries  are  operated  by  the  American  Lithographic  Stone  Company, 
located  at  Brandenburg.  In  Rowan  County  the  stone,  according  to 
E.  O.  Ulrich,'  occurs  in  nearly  horizontal  layers  interstratified  with 
yellow  limestone,  arenaceous  oolite,  and  shales  belonging  to  the 
St.  Louis  division  of  the  Subcarboniferous  formations.  The  quarries 
now  developed  lie  east  and  across  the  river  from  the  town  of  Yale. 
The  bed  yielding  lithographic  material  is  some  15  feet  in  thick- 
ness, and  is  overlaid  by  an  equal  thickness  of  stripping.  The 
presence  of  flattened  nodules  of  flint  form  the  chief  drawback  as  the 
quany  is  at  present  developed.  The  stone  has  been  tested  in  the 
lithographic  department  of  the  U.  S.  Geological  Survey  and  found 
satisfactory. 

A  htht^aphic  stone  is  described  in  the  State  survey  repiorts  of 
Texas  as  occurring  at  the  base  of  the  Carboniferous  formations  near 
Sulphur  Springs,  west  of  Lampasas,  on  the  Colorado  River,  and  to 
be  traceable  by  its  outcrops  for  a  distance  of  several  miles,  the  most 

'  S.  J.  Kubel,  Engineering  and  Mining  Journal,  November  aj,  1901,  p.  668. 
'  Engineering  and  Mining  Journal,  June  38,  tpoa,  p-  895. 
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favorable  lowing  being  near  San  Saba.  The  texture  of  the  stone 
is  good,  but  as  it  is  filled  with  fine  reticulating  veins  of  calcite,  and  as 
moreover  the  lithc^raphic  layer  itself  is  only  some  6  or  8  inches  in 
thickness,  it  is  obvious  that  Uttle  can  be  expected  from  this  source. 
A  stone  claiming  many  points  of  excellence  has  for  some  years 
been  known  to  exist  in  the  Wasatch  range  within  a  few  miles  of 
Salt  Lake  City,  and  several  companies  are  or  have  been  engaged  in 
its  exploitation. 

Very  encouraging  reports  of  beds  examined  by  men  whose  opin- 
ions should  be  conservative,  come  from  Canadian  sources,  and  it  is 
possible  a  considerable  industry  may  yet  be  here  developed,  though 
little  is  being  done  at  present.  The  descriptions  as  given  in  the 
geological  reports  are  as  follows:' 

"  The  lithographic  stones  of  the  townships  of  Madoc  and  Mar- 
mora and  of  the  counties  of  Peterboro  and  Bruce  have  been  examined 
and  practically  tested  by  lithographers,  and  in  several  cases  pro- 
nounced of  good  quality;  they  have  also  obtained  medab  at  various 
exhibitions.  They  were  obtained  from  the  surface  in  small  quarries, 
and  possibly  when  the  quarries  are  more  devebped  better  stones, 
free  from  'specks'  of  quartz  and  calcite,  will  be  available  in  large 
slabs." 

It  should  be  stated  that  in  actual  use  the  principal  demand  is 
for  stones  some  22  or  28  by  40  inches;  the  largest  ones  practically 
used  are  some  40  by  60  inches  and  3  to  3J  inches  thick.  The  better 
grades  sell  as  high  as  22  cents  a  pound. 

2.   DOLOUITE. 

This  is  a  carbonate  of  calcium  and  magnesium  (Ca,Mg),  CO,,— 
calcium  carbonate,  54.35  per  cent;  magnesium  carbonate  45.65  per 
cent.  Hardness  3.5  to  4;  specific  gravity,  3.8  to  2.9;  colors  when 
pure,  white,  but  often  red,  green,  brown,  gray  or  black  from  impuri- 
ties. Dolomite,  like  calcite,  occurs  in  massive  beds  or  strata  either 
compact  or  coarsely  crystalline,  and  is  to  the  eye  alone  often  indis- 
tinguishable from  that  mineral.    Like  limestone,  the  dolomites  occur 

'  Geology  of  Canada,   1S63. 
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in  massive  forms  suitable  for  building  purposes,  or  in  some  cases  as 
marble.  From  the  limestone  they  may  be  distinguished  by  their 
increased  hardness  and  by  being  insoluble  in  cold  dilute  hydrochloric 
acids.  The  dolomites,  like  the  limestones,  are  sedimentary  rocks, 
though  it  is  doubtful  if  the  original  sediments  contained  sufficient 
magnesium  carbonate  to  constitute  a  true  dolomite.  They  are 
regarded  rather  as  having  resulted  from  the  alteration  of  limestone 
strata  by  the  replacement  of  a  part  of  the  calcium  carbonate  by 
carbonate  of  magnesium. 

Uses. — Aside  from  its  use  as  a  building  material,  dolomite  has 
of  late  come  into  use  as  a  source  of  magnesia  for  the  manufacture  of 
highly  refractory  materials  for  the  linings  of  converters  in  the  basic 
processes  of  steel  manufacture.  According  to  a  writer  in  the  Indus- 
trial World'  the  magnesia  is  obtained  by  mixing  the  calcined  dolo- 
mite with  chloride  of  magnesia,  whereby  there  is  formed  a  soluble 
calcic  chloride  which  is  readily  removed  by  solution,  leaving  the 
insoluble  magnesia  behind.  According  to  another  process  the  cal- 
cined dolomite  is  treated  with  dissolved  sugar,  leading  to  the  forma- 
tion of  sugar  of  lime  and  deposition  of  the  magnesia;  the  solution 
of  sugarof  lime  is  then  exposed  to  carbonic  acid  gas,  which  separates 
the  lime  as  carbonate,  leaving  the  sugar  as  refuse.  Recently  it  has 
been  proposed  to  use  magnesia  as  a  substitute  for  plaster  of  Paris 
for  casts,  etc. 

The  snow-white  coarsely  crystalline  Archean  dolomite  com- 
mercially known  as  snowflake  marble,  and  which  occurs  at  Pleasant- 
ville,  in  Westchester  County,  New  York,  is  finely  ground,  and  used 
as  a  source  of  carbonic  acid  in  the  manufacture  of  the  so-called 
soda  and  other  carbonated  waters. 

3.   MAGNESITE. 

This  is  a  carbonate  of  magnesium,  MgCO„  =  carbon  dioxide, 
52.4  per  cent;  magnesia,  47.6  per  cent.  Usually  contaminated 
with  carbonates  of  iron  and  free  silica. 

The  following  analysis  will  serve  to  show  the  average  nin  of 
the  material,  both  in  the  crude  state  and  after  calcining: 

'June  I,  1893. 
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Constituents. 

StyriB, 

Gte™. 

Crude  tnagnesile. 

90^  to  q6.o 

°-S 

77-6 
13.0 

94.46 

FeO           0.08 

0.51 

Water      0.54 

82.46  to  95.36 
0.83  to  10.9a 
0.56  to    3-54 
0.73  (0    7.98 

Silica 

BamI  magrasite. 

Alumina  and  ferric  oride 

The  mineral  occurs  rarely  in  the  form  of  crystals,  but  is  commonly 
in  a  compact,  finely  granular  condition  of  white  or  yellowish  color 
somewhat  resembling  unglazed  porcelain,  and  more  rarely  crystal- 
line granular,  like  limestone  or  dolomite. 

It  is  hard  (3.5  to  4.5)  and  brittle,  with  a  vitreous  luster,  and  is 
unacted  upon  by  cold,  but  dissolves  with  brisk  effervescence  in  hot 
hydrochloric  acid. 

Localities  and  mode  of  occurrence. — Most  commonly  the  mineral 
is  found  in  the  form  of  irregular  veins  in  serpentinous  and  other 
magnesian  rocks,  being  a  decomposition  product  either  of  the  ser- 
pentine itself  or  of  the  original  rock  from  which  the  serpentine  is 
derived.  It  is  also  found  in  granular  aggregates  disseminated 
throughout  serpentinous  rocks.  It  is  stated  by  Dana  to  occur 
associated  with  gypsum. 

Professor  W.  P.  Blake  has  described'  immense  beds  of  very  pure 
magnesite  as  occurring  in  the  foothills  of  the  Sierra  Nevadas,  between 
Four  and  Moorecreeks,  in  what  is  now  Tulare  County  California, 
The  beds  are  from  i  to  6  fee!  in  thickness  and  are  interstratified 
with  talcose  and  chloritic  schists  and  serpentine.  Mr.  H.  G.  Hanks, 
who  has  since  inspected  these  deposits,  reports  them  as  existing  in 
several  hills  or  low  mountains,  the  mineral  cropping  out  boldly  in 
distinct  and  clearly  marked  veins,  varying  from  2  inches  to  4  feet, 
and  of  a  maximum  length,  as  exposed,  of  500  feet.     In  section  5, 

'  Padfic  Railroad  Reports,  V,  p.  308. 


D,g,l,..cbyGOOglC 


154  THE  NON-METALUC  MINERMLS. 

T.  15  S.,  R.  24  E.,  Fresno  County,  California,  there  is  sated*  to  be 
a  large  vein  of  the  material  averaging  10  feet  in  width,  incased  in 
homblendic  and  micaceous  shales.  A  white  marble-liiie  crystalline 
granular  variety  has  been  found  in  the  form  of  drift  bowlders  on  an 
island  in  the  St.  Lawrence  River  near  the  Thousand  Islands  Park. 
According  to  Canadian  geologists,  magnesite  forming  rock  masses 
occurs  associated  with  the  dolomites,  serpentines,  and  streatites  of 
the  eastern  townships  of  Quebec.  In  Bolton  it  occurs  in  an  enor- 
mous bed  resembling  crystalline  hmestone  in  appearance.  An 
analysis  of  this  yielded:  Carbonate  of  magnesia,  59.13  per  cent; 
carbonate  of  iron,  8.72  per  cent;  sihca,  32.20  per  cent.  In  the 
township  of  Sutton  a  slaty  variety  yielding  as  high  as  80  per  cent 
of  carbonate  of  magnesium  occurs  admixed  wi'h  feldspar  and  green 
chromiferous  mica.  In  Styria  the  material  lies  in  Silurian  beds 
consisting  of  argillaceous  shales,  quartzites,  dolomites,  and  Ume- 
stones,  resting  upon  gneiss.  The  extensive  deposit  of  magnesite 
occurring  associated  with  Subcarbonifefous  limestones  in  the  Swiss 
Tyrol  is  r^arded  by  M.  Koch'  as  due  to  a  decomposition  of  the 
original  limestone  through  percolating  magnesia-bearing  solutions. 
Magnesia  being  the  stronger  base  replaces  the  lime,  which  is  carried 
away  in  solution. 

The  chief  localities  of  magnesite,  native  and  foreign,  are  as 
follows:  Maiyland,  Bare  Hills,  Baltimore  County.  New  Jers^, 
Hoboken.  Massachussets,  Roxbury.  New  York,  near  Rye,  West- 
chester Coimty;  Warwick,  Orange  County;  Stony  Point,  Rockland 
County;  New  Rochelle,  Westchester  County;  Serpentine  Hills, 
Staten  Island.  North  Carolina,  Webster,  Jackson  County;  Hamp- 
tons, Yancey  County,  McMakins  Mine,  Cabarrus  County.  Penn- 
sylvania, Goat  Hill,  West  Nottingham,  Chester  County;  Scott's 
Mine,  Chester  County;  Low's  Chrome  Mine,  Lancaster  County. 
Califorina,  Coyote  Creek,  near  Madison  Station,  Southern  Pacific 
Railroad,  Santa  Clara  County ;  Gold  Run,  Iowa  Hill,  and  Damascus' 
Placer  County;  Arroyo  Sero,  Monterey  County;  Mariposa  and 
Tuolunane  counties;    Diablo  Range,  Alameda    Coimty;    between 


>  TenlH  Annu&l  Report  of  the  State  Mineralogist  of  Califoiiua,  i89C^  p.  185. 
'Zeitschrift  der  Deutschcn  Geologischen   GesellschafI,  XLV,  Ft.  a,  1S93,  p.  194. 
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Four  Creek  and  Moore's  Creek,  near  Visalia,  Tulare  County; 
Alameda  County;  Napa  County;  Millcreek,  Fresno  County.  Wash- 
ington, Spokane  County.  Sutton,  Quebec,  lot  12,  range  7;  Bolton, 
Quebec.  Regla,  near  Havana,  Cuba.  KOnigsberg,  Norway.  Pied- 
mont, Italy.  Bingera  Diamond  Fields,  New  South  Wales.  Victoria, 
South  Australia.  Kosewitz  and  Frankenstein,  Silesia.  Styria,  in 
Austria-Hungary.     Greece. 

Uses. — Magnesite  is  used  in  the  preparation  of  magnesian  salts 
(Epsom  salts,  magnesia,  etc.),  in  the  manufacture  of  paint,  paper, 
and  fire-brick.  Fo^  the  last-named  purpose  it  is  said  to  answer 
admirably,  particulariy  where  a  highly  refractive  material  is  needed, 
as  in  the  so-called  basic  process  of  iron  smelting, 

"  Magnesia  made  from  the  carbonate  (magnesite)  by  driving 
off  the  carbonic  acid  Ls  very  refractory  if  pure.  It  is  made  into  any 
shape  that  is  required,  and  is  one  of  the  most  refractory  of  substances. 
It  was  formerly  very  difficult  to  get  the  carbonate  of  magnesia,  but 
large  quantities  of  it  have  been  found  on  the  island  of  Euboea,  so 
that  it  can  now  be  had  for  S15  to  $25  per  ton,  instead  of  $60  to  $70 
as  formerly.  It  can  be  calcined  at  a  less  cost  than  ordinary  lime, 
losing  half  of  its  weight,  so  that  if  calcined  before  it  is  transported 
the  cost  may  be  still  further  reduced.  It  contains  a  little  lime, 
silicates  of  iron,  and  some  serpentine  and  silica.  After  calcination, 
the  serpentine  and  silica  can  be  separated,  as  it  is  easily  crushed, 
but  the  most  of  the  work  can  be  done  by  hand-picking  beforehand. 
Before  moulding  it  must  be  submitted  to  about  the  temperature  it  is 
to  undergo  in  the  furnace,  otherwise  it  would  contract.  It  b  then 
mixed  with  a  certain  portion  of  less-calcined  material,  which  is  one- 
sixth  for  steel  fusion,  and  10  to  15  per  cent  water  by  weight,  and 
pressed  in  iron  moulds.  If  for  any  reason — either  because  there 
was  too  much  or  too  little  water,  or  because  the  material  was  not 
properly  mixed,  or  contains  silica — the  crucible  is  not  strong  enough, 
it  has  only  to  be  dipped  in  water  which  has  been  saturated  with 
boracic  acid  and  then  heated.'" 

Twenty  or  more  years  ago  the  mineral  was  mined  from  serpen- 

'T.  Egleston,  Transactions  of  the  Amciican  Institute  of  IMining  Engineeis,  IV> 
1S76,  p.  161. 
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tinous  rocks  in  Lancaster  County,  Pennsylvania,  by  McKim,  Sines 
&  Co.,  of  Baltimore,  by  whom  it  was  used  for  the  manufacture  of 
Epsom  salts  (sulphate  of  magnesia) 

Although  it  is  said'  that  these  gentlemen  made  a  pure  salt  at 
less  price  than  it  could  be  imported,  and  thereby  excluded  the  foreign 
material  almost  exclusively,  the  mines  are  now  wholly  abandoned. 
Isaac  Tyson  &  Co.,  of  the  same  city,  also  operated  mines  in  Lan- 
caster County, 

"  Early  in  the  fall  of  1886  a  small  force  of  men  was  set  to  work 
on  the  deposits  of  magnesite  discovered  on  Cedar  Mountain,  Alameda 
County,  California.  Since  that  time  several  carloads  of  the  mineral 
have  been  gotten  out  and  shipped  by  rail  to  New  York,  these  de- 
posits being  only  a  few  miles  from  the  line  of  the  Central  Pacific 
Railroad.  The  mineral  occurs  here  in  a  decomposed  serpentine 
rock  and  in  a  yellow  clay  in  which  are  embedded  large  bowlders. 
It  lies  in  pockets  and  small  veins,  the  latter  running  in  every  direction. 
The  richest  spots  are  found  under  the  bowlders,  where  the  mineral 
is  quite  pure,  A  machine  is  used  to  sift  out  the  small  stones  from  the 
powdered  magnesite,  a  good  deal  of  which  is  met  with.  A  number 
of  veins  of  this  mineral  has  been  exposed  by  the  occurrence  of  land- 
shdes  on  the  side  of  the  mountain  where  they  are  situated;  only  a 
few  of  them,  however,  contain  good  mineral,  nor  is  there  any  cer- 
tainty as  to  how  long  these  will  last.  The  claims  are  being  opened 
by  tunnels,  of  which  two  have  been  started.  The  process  of  gather- 
ing this  mineral  is  slow,  as  every  piece  has  to  be  cleaned  by  hand, 
and  the  whole  has  to  be  carefully  assorted  according  to  purity. 
Having  been  divided  into  three  classes,  it  is  put  up  in  sacks  weighing 
from  80  to  100  pounds  each  This  sacking  is  prehminary  not  only  to 
shipping  but  to  getting  it  down  from  the  mountains,  which  can  be 
done  only  on  the  backs  of  animals  While  carbonate  of  magnesia 
occurs  at  a  great  many  places  in  CaHfomia  and  elsewhere  on  the 
Pacific  coast,  the  above  is  the  only  deposit  of  this  mineral  that  is 
being  worked.  An  artificial  article  of  this  kind  is  obtained  as  a  by- 
product in  the  manufacture  of  salt  by  the  Union  Pacific  Salt  Com- 
pany of  Cahfomia."  * 

'  Repoit  C.  C,  C.     Second  Geological  Survey  of  Pennsylvania,  p.  17S. 
'  Mineral  Resources  of  the  United  States,  18S6,  p.  696. 
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Th.  Schlossing  has  proposed '  to  utilize  magnesian  hydrate 
obtained  by  precipitation  from  sea  water  by  lime  for  the  preparation 
of  fire-brick,  the  hydrate  being  first  dehydrated  by  calcination  at  a 
white  heat,  after  which  it  is  made  up  into  brick  form. 

According  to  the  Industrial  World  '  magnesite  as  a  substitute 
for  barite  in  the  manufacture  of  paint  is  likely  to  prove  of  impor 
tance.  The  color,  weight,  and  opacity  of  the  powder  add  to  its 
value  for  this  purpose.  In  Europe  it  is  stated  the  material  is  used 
as  an  adulterant  for  the  cheaper  grades  of  soap. 

Prices. — During  1892  the  material,  96  to  98  per  cent  pure,  was 
quoted  as  worth  $9  to  $15  a  ton  in  New  York  City.  Material 
containing  as  high  as  15  to  30  per  cent  silica  and  8  to  10  per  cent 
of  iron  is  said  to  be  practically  worthless.  Crude  magnesite  is 
quoted  as  worth  from  $3  to  $4  a  ton  at  the  mines, 

4.    WFTHEEITE, 

This  is  a  carbonate  of  barium  of  the  formula  BaCo,,  =  baryta, 
77.7  per  cent,  carbon  dioxide,  22.3  per  cent.  Color,  white  to  yellow 
or  gray,  streak  white;  translucent.  Hardness,  3  to  3.75;  specific 
gravity,  4.29  to  4.35.  When  crystallized,  usually  in  form  of 
hexagonal  prisms,  with  faces  rough  and  longitudinally  striated. 
Common  in  globular  and  botryoidal  forms,  amorphous,  columnar, 
or  granular  in  structure.  The  powdered  mineral  dissolves  readily 
in  hydrochloric  acid,  like  calcite,  but  is  easily  distinguished  from 
this  mineral  by  its  great  weight  and  increased  hardness,  as  well  as  by 
its  vitreous  luster  and  lack  of  rhomboidal.  cleavage,  which  is  so 
pronounced  a  feature  in  calcite.  From  barite,  the  sulphate  of  barium, 
with  which  it  might  become  confused  on  account  of  its  high  specific 
gravity,  it  is  readily  distinguished  by  its  solubility  in  acids  as  above 
noted.  From  strontianite  it  can  be  distinguished  by  the  ^[reen  color 
it  imparts  to  the  blow-pipe  flame. 

Localities  and  mode  oj  occurrence. — The  mineral  occurs  appar- 
ently altogether  as  a  secondary  product  filling  veins  and  clefts  in  older 
rocks  and  often  forming  a  portion  of  the  gangue  material  of  metal- 
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liferous  deposits.  The  principal  localities  as  given  by  Dana  are 
Alston  Moor,  Cumberland,  where  it  is  associated  with  galena;  in 
large  quantities  at  Fallowfield,  near  Hexam  in  Northumberland;  at 
Anglezarke  in  Lancashire;  at  Arkendale  in  Yorkshire,  and  near 
St.  Asaph  in  Flintshire,  England;  Tamowitz,  Silesia;  Szlana, 
Hungary;  Leogang  in  Salzburg;  the  mine  of  Arqueros  near  Co- 
quimbo,  Chile;  L.  Etang  Island;  near  Lexington,  Kentucky,  and 
in  a  silver-bearing  vein  near  Rabbit  Mountain,  Thunder  Bay,  Lake 
Superior. 

Uses. — The  mineral  has  been  used  to  but  a  slight  extent  in  the 
arts.  As  a  substitute  for  lime  it  has  met  with  a  limited  application 
n  making  plate  glass,  and  is  also  said  to  have  been  used  in  the  manu- 
acture  of  beet-sugar,  but  b  now  being  superseded  by  magnesite. 

5.    STRONTIANITE. 

This  b  a  carbonate  of  strontium,  SrCOj,  =  carbon  dioxide,  29.9 
per  cent;  strontia,  70.1  per  cent.  Often  impure  through  the  presence 
of  carbonates  and  sulphates  of  barium  and  calcium.  Colors,  white 
to  gray,  pale  green,  and  yellowish.  Hardness,  3.5  to  4.  Specific 
gravity  3.6  to  3.7.  Transparent  to  translucent.  When  crystallized 
often  in  acute,  spear-shaped  forms.  Also  in  grauniar,  fibrous,  and 
columnar  globular  forms.  Soluble  like  calcite  in  hydrochloric  acid, 
with  effervescence,  but  readily  distinguished  by  its  cleavage  and 
greater  density.  The  powdered  mineral  when  moistened  with  hydro- 
chloric acid  and  held  on  a  platinum  wire  in  the  Same  of  a  lamp 
imparts  to  the  fiame  a  very  characteristic  red  color. 

Occurrence. — According  to  Dana  the  mineral  occurs  at  Strontian 
in  Ai^gyllshire,  in  veins  traversing  gneiss,  along  with  galena  and 
barite;  in  Yorkshire,  England;  at  the  Giant's  Causeway,  Ireland; 
Clausthal  in  the  Harz;  Braunsdorf,  Saxony;  Leogang  in  Salzbui^; 
near  Brixlegg,  Tyrol;  near  Hanmi  and  Munster,  Westphalia.  In 
the  United  States,  at  Schoharie,  New  York,  in  the  form  of  granular 
and  columnar  masses  and  also  in  crystals,  forming  nests  and  geodes 
in  the  hydraulic  limestone;  at  Clinton,  Oneida  County;  Chaumont 
Bay  and  Theresa,  JeSeison  Coimty;  and  MifiSin  County,  Fennsyl- 
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Vies. — StroQtianite,  so  far  as  the  writer  has  infonnatioii,  has  but 
a  limited  application  in  the  arts.  It  is  stated*  that  "  basic  bricks" 
are  prepared  from  it  by  mixing  the  raw  or  burnt  stroutianite  with 
day  or  argillaceous  ironstone  in  such  proportions  that  the  brick 
shall  contain  about  10  per  cent  of  silica,  and  then  working  it  into  a 
plastic  mass  with  tar  or  some  heavy  hydrocarbon.  After  molding, 
the  bncks  are  dusted  with  fine  clay  or  ironstone,  dried,  and  burned. 
The  effect  of  the  dusting  is  to  form  a  glaze  on  the  surface,  which 
protects  the  brick  from  the  moisture  of  the  air.  Like  celestite,  it 
is  also  used  in  the  production  of  the  red  fire  of  fireworks.  The 
demand  for  the  material  is  small,  and  the  price  but  from  $2.50  to 
$4  a  ton. 

6.  shodochsosite;  dialogite. 

This  is  a  pure  manganese  carbonate  of  the  formula  MnCO„~ 
carbon  dioxide,  38.3  per  cent;  manganese  protoxide,  61.7  per  cent. 
The  color  is  much  like  that  of  rhodonite  (see  p.  204),  from  which, 
however,  it  is  readily  distinguishable  by  its  rhombohedral  form, 
inferior  hardness  {3.5  to  4.5),  and  property  of  dissolving  with  effer- 
vescence in  hot  hydrochloric  add,  while  rhodonite  is  scarcely  at 
all  attacked.  The  mineral  is  a  common  constituent  of  the  gangue 
of  gold  and  silver  ores,  as  at  Butte,  Montana;  Austin,  Nevada,  etc. 
So  far  as  known  the  mineral  has  as  yet  no  commeidal  value. 

7.   NATKON,  THE  NITRDM  OF  THE  ANCIENTS. 

This  is  a  hydrous  sodium  carbonate,  Na,CO,-l-ioH,0,  =  carbon 
dioxide,  15.4  per  cent;  soda.,  21.7  per  cent;  water,  62.9  per  cent. 
Occurs  in  nature,  according  to  Dana,  only  in  solution,  as  in  the 
soda  lakes  of  Egypt  and  elsewhere,  or  mixed  with  other  sodiimi  car- 
bonates. The  artificially  crystallized  material  is  of  white  color 
when  pure,  soft,  and  brittle,  and  with  an  alkaline  taste.  Crystals, 
thin,  tabular,  monodimc.  Thermonatrite,  also  a  hydrous  sodium 
carbonate  of  the  formula  NajCOj+HjO,  — carbon  dioxide,  35.5 
per  cent;  soda,  50  per  cent,  and  water  14.5  per  cent,  occurs  under 
similar  conditions,  and  is  considered  as  derived  from  natron  as  a 

*  Journal  of  the  Society  of  Chemical  Industry,  III,  1SS4,  p.  33. 
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product  of  efflorescence.     (See  further  under  Sodium  sulfdiates, 
P-  333-) 

8.  trona;  uxao. 

This  is  a  hydrous  sodium  carbonate,  conespondiog  to  the  for- 
mula Na,C0,.HNaC0j  +  3H,0,  =  carbon  dioxide,  38.9  per  cent; 
soda,  41.2  per  cent;  water,  19.9  per  cent. 

Found  in  nature  as  an  efflorescence  or  incrustation  from  the 
evaporation  of  lakes,  particulariy  those  of  arid  regions.  W.  P. 
Blake  has  recently  described*  crude  carbonate  of  soda  fTiona) 
occurring  in  the  central  portion  of  a  basin-shaped  depression  or 
dry  lake  in  southern  Arizona,  near  the  head  of  the  Gulf  of  California. 
The  deposit  covers  an  area  of  some  60  acres  to  a  depth  of  from  i  to 
3  feet,  the  lower  portion  being  saturated  with  water  from  a  solution 
so  strong  that  when  exposed  to  the  air  soda  is  depoated  at  the  rate 
of  an  inch  in  thickness  for  every  ten  days.  In  its  native  condition 
the  soda  is  naturally  somewhat  impure,  from  ^t  blown  in  from 
the  surrounding  land.  The  analysis  given  below  shows  the  general 
average: 

Sand,  silt,  etc 13-00 

Iron  oxides  and  alumina. 3.80 

Lime. 1 .  14 

Salt  (NaCl  ?) 4. 70 

Sulphate  of  soda 4. 70 

Carbonate  of  soda 73-66 

100.00 
See  further  imder  Themardite,  p.  336. 

VI.  SILICATES. 

r.    FELDSFABS. 

The  name  feldspar  is  given  to  a  group  of  minerals  lesonUing 
each  other  in  being,  chemically,  ^cates  of  aluminum  with  varying 
amounts  of  lime  and  the  alkaUes  potash  and  soda.  All  members 
of  the  group  have  in  common  two  easy  cleavages  whereby  they 
spUt  with  even,  smooth,  and  shining  surfaces  along  planes  inclined 

>  Engineering  and  Mining  Journal,  LXV,  1S98,  p.  18S. 
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to  one  another  at  angles  of  nearly  if  not  quite  90°.  They  vaiy 
from  transparent  through  translucent  to  opaque,  the  opaque  form 
being  the  more  frequent.  In  colors  they  range  from  clear  and 
colorless  through  white  and  all  shades  of  gray  to  yellowish,  pink,  find 
red,  more  rarely  greenish. 

On  prolonged  exposures  to  the  weather  they  become  whitish 
and  opaque,  gradually  decomposing  into  soluble  carbonates  of 
lime  and  the  alkalies,  and  soluble  silica,  any  one  of  which  may  be 
wholly  or  in  part  removed  by  percolating  waters,  leaving  behind  a 
residual  product,  consisting  essentially  of  hydrous  silicates  of  alu- 
mina, to  which  the  names  kaoUn  and  clay  are  given  (see  p.  217). 
The  hardness  of  the  feldspars  varies  from  5  to  7  of  Dana's  scale; 
specific  gravity  2.5  to  2.8  They  are  fusible  only  with  difficulty,  and 
with  the  exception  of  the  mineral  quartz  are  the  hardest  of  the 
common  light-colored  minerals.  From  quartz  they  are  readily 
distinguished  by  their  cleavage  characteristics  noted  above.  Geolog- 
ically the  feldspars  belong  to  the  gneisses  and  eruptive  rocks  of 
all  ages,  certain  varieties  being  characteristic  of  certain  rocks  and 
furnishing  important  data  for  schemes  of  rock  classification.  Nine 
principal  varieties  are  recognized  which  on  crystallographic  grounds 
are  divided  into  two  groups.  The  first,  crystallizing  in  the  mono- 
clinic  system,  including  only  the  varieties  orthoclase-and  hyalophane; 
the  second,  crystallizing  in  the  triclinic  system,  including  micro- 
clinic,  anorthoclase,  and  the  albite-anorthite  series,  albite,  oligo- 
dase,  andesine,  labradorite,  and  anorthite.  The  above-mentioned 
properties  are  set  forth  in  the  accompanying  table. 


Ortho- 

clue. 

Ssir 

Micni- 
cline. 

Anof- 

Albif. 

Oligo- 

*fi- 

Libr.- 
darite. 

Ihile. 

a.s2g^ 

■  6.0 

li;: 

18* 

1:^ 

«:° 

14.0 

16.° 

M-% 

":« 

"" 

•>■•> 

8,0 

16. « 

i.s6-i!i 

J. 0-6.0 

i.b-n'.: 

^±^- 

i.V-iX 

e.o-fil; 

I'.X^'.i 

^r':* 

I'.VA'X 

vt'-.i 

Cryrt«lHn«.)* 

TricKmc. 

Of  the  above  those  which  most  concern  us  here  are  the  potash 
feldspars  orthoclase  and  microcline,  two  varieties  which  for  our  pur- 
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poses  are  essentially  identical  both  as  regards  composition  and 
general  physical  properties  as  well  as  mode  of  occurrence.  Indeed, 
although  crystallizing  in  different  systems  they  are  as  a  rule  indis- 
tinguishable but  by  microscopic  means  or  by  careful  crystallo- 
graphic  measurements. 

OcturreTKe. — The  feldspars  are  common  and  abundant  constitu- 
ents of  the  acid  rocks — such  as  the  granites,  gneisses,  syenites — the 
orthodase  and  quartzose  porphyries,  and  the  Tertiary  and  modem 
lavas — such  as  trachyte,  phonolite,  and  the  Itparites. 

Among  the  older  rocks  they  not  infrequently  occur  in  large  veins 
or  dike-like  masses  of  coarse  pegmatitic  crystallization,  the  indi- 
vidual crystals  being  in  some  cases  a  foot  or  more  in  diameter. 
The  associated  minerals  are  quartz  and  white  mica,  with  beryl, 
tourmaline,  garnet,  and  a  great  variety  of  rarer  minerals.  The 
ordinary  white  mica  of  commerce  comes  from  deposits  of  this  nature 
and  often  the  two  minerals  are  mined  contemporaneously.  Such 
of  our  feldspars  as  have  yet  been  worked  for  economic  purposes 
occur  associated  only  with  the  older  rocks — the  granites  and  gneisses 
of  the  Archean  and  Lower  Paleozoic  formations. 

Near  Topsham,  Maine,  is  one  of  these  pegmatitic  veins,  running 
parallel  with  the  strike  of  gneissoid  schists  in  which  it  lies,  i.e., 
northeast  and  southwest.  The  vein  material  is  quartz,  feldspar, 
and  mica.  The  quarry,  as  described  by  R.  L.  Packard,  is  in  the  form 
of  an  open  cut  in  the  hillside,  being  some  300  feet  long  by  100  feet 
wide,  and  of  very  irregular  contours.  The  present  floor  and  the 
sides  of  the  cut  are  of  feldspar,  containing  irregular  bodies  of  quartz 
and  mica,  the  first  named  occurring  in  large  masses  entirely  free 
from  other  minerals,  though  a  second  grade  is  taken  out  which  is  in 
reaUty  an  intimate  mixture  of  quartz  and  feldspar. 

The  quartz  occurs,  besides  as  mentioned  above,  in  the  form  of 
irregular  bodies,  sometimes  6  or  8  feet  across  and  15  feet  or  more 
long.  It  also  occurs  in  cavities,  or  geodes,  in  the  form  of  flattened 
crystals.  The  mica  is  here  of  little  economic  importance,  being 
found  in  the  mass  of  the  feldspar  and  along  the  seams  in  the  form 
of  narrow,  lanceolate  masses,  often  arranged  in  small  radiating  con- 
ical forms  with  their  apexes  outward. 

It  should  be  noted  that  the  rock  pegmatite,  a  coarse  pegmatitic 
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aggregate  of  quartz  and  feldspar,  is  often  mined  and  utilized  for 
pottery,  as  is  the  pure  feldspar  itself.  Albite  when  occurring  with 
the  orthoclase  is  also  mined  and  utilized  in  the  same  manner. 

The  principal  feldspar  quarries  thus  far  worked  are  in  the  eastern 
United  States,  from  Maine  to  New  Jersey.  The  material  is  mined 
from  open  cuts,  being  blasted  out  with  powder  and  separated  from 
adhering  quartz,  mica,  and  other  minerals  by  hand,  after  which  it 
is  shipped  in  the  rough  to  the  potteries,  or  in  some  cases  ground  and 
bolted  in  the  near  vicinity.  In  Connecticut  the  material  has  in 
times  past  been  ground  by  huge  granite  disks  mounted  like  the 
wheels  of  a  cart  on  an  axle  through  the  center  of  which  extended  a 
vertical  shaft.  By  the  slow  revolution  of  this  shaft  the  wheeb 
travelled  around  in  a  limited  circle  over  a  large  horizontal  granite 
slab.  The  pieces  of  spar  being  placed  upon  the  horizontal  slab  are 
thus  slowly  ground  to  powder,  after  which  it  is  bolted  and  sacked. 
A  more  modem  method  of  pulverizing  is  by  means  of  the  so-called 
Cyclone  crusher.  The  value  of  the  uncrushed  material  delivered 
at  the  potteries  is  but  a  few  dollars  a  ton.  Hence,  while  there  are 
unlimited  quantities  of  the  material  in  different  parts  of  the  Appa- 
lachian region,  but  few  are  so  situated  as  to  be  profitably  worked. 

Uses. — The  feldspars  are  used  mainly  for  pottery,  bdng  mixed 
in  a  finely  pulverized  condition  with  the  kaolin  or  clay.  When 
subjected  to  a  high  temperature  the  feldspar  fuses,  forming  a  glaze 
and  at  the  same  time  a  cementing  constituent.  There  are  other 
substances  more  readily  fusible  which  are  utilized  for  this  purpose 
in  the  cheaper  kinds  of  ware,  but  it  is  stated  that  in  the  highest 
grades  of  porcelain,  as  those  of  Sevres,  feldspar  is  the  material  used. 
The  proportions  used  vary  with  different  manufacturers,  each  having 
adopted  a  formula  best  adapted  for  his  own  workings. 


Under  this  head  are  comprised  a  number  of  distinct  mineral 
species,  alike  in  crystallizing  in  the  monoclinic  system  and  having  a 
h^ily  perfect  basal  cleavage,  whereby  they  split  readily  into  thin, 
translucent  to  transparent,  more  or  less  elastic  sheets.  Chemically 
they  are  in  most  cases  orthosilicates  of  aluminum  with  potassium 
and   hydrogen,   and   in   some    varieties    magnesium,    ferrous   and 
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ferric  iron,  sodium,  lithium,  and  more  rarely  barium,  manganese, 
titanium,  and  chromium.  Seven  species  of  mica  are  commonly 
recognized,  of  which  but  three  have  any  commercial  value,  though 
a  fourth  form,  lepidolite,  may  perhaps  be  utilized  as  a  source  of 
lithia  salts.  Of  these  three  forms  the  white  mica,  muscovite,  and  the 
pearl-gray  phlogopite  are  of  greatest  importance,  the  black  variety, 
biotite,  being  but  Uttle  used.  Muscovite,  or  potassium  mica,  is 
essentially  a  silicate  of  aluminum  and  potassium,  with  small  amounts 
of  iron,  soda,  magnesia,  and  water.  Its  color  is  white  to  colorless, 
often  tinted  with  brown,  green,  and  violet  shades.  When  crystal- 
lized it  takes  on  hexagonal  or  diamond-shaped  forms,  as  do  also 
phlogopite  and  biotite.  Its  industrial  value  lies  in  its  great  power 
of  resistance  to  heat  and  acids,  its  transparency,  and  its  wonderful 
fissile  property,  in  virtue  of  which  it  may  be  split  into  extremely 
thin,  flexible  sheets.  It  has  been  stated,  though  I  know  not  how 
correctly,  that  sheets  but  one  two-hundred-and-fifty-thousandth 
(mr^nnr)  of  an  inch  in  thickness  have  been  obtained.  Phlogopite, 
or  magnesian  mica,  differs  from  muscovite  in  being  of  a  darker,  deep 
pearl-gray,  sometimes  smoky,  often  yellowish,  brownish  red,  or 
greenish  color.  Biotite,  or  magnesia  iron  mica,  diEFeis  in  being 
often  deep,  almost  coal-black  and  opaque  in  thick  masses,  though 
translucent  and  of  a  dark-brown,  yellow,  green,  or  red  color  in  thin 
folia.  It  further  differs  from  the  preceding  in  that  its  folia  are  less 
elastic,  and  the  sheets  of  smaller  size.  Lepidolite,  a  lithia  mica, 
is  much  more  rare  than  either  of  the  above,  is  of  a  pale  rose  or  pink 
color,  folia  usually  of  small  size,  commonly  occurring  in  scaly  gran- 
ular forms  without  crystal  outlines.  The  following  table  will  serve 
to  show  the  varying  composition  of  the  four  varieties  mentioned: 


Varlrty. 

SiOj.  1  AWH 

Fe^, 

FeO,     MgO.  1   CaO. 

Kfi. 

NmO 

p. 

H^, 

I'hloR..piw 

4J.JI     J6.SJ 

i^l  il 

oils 
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4s 
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Although  the  basal  cleavage  which  pennits  of  the  ready  splittii^ 
of  the  mica  into  thin  sheets  is  the  only  one  sufficiently  developed 
to  be  of  economic  importance,  the  mica  as  found  is  often  traversed 
by  sharp  lines  of  separation,  called  gliding  planes,  which  may,  by 
their  abundance,  be  disastrous  to  the  interests  of  the  miner.  Such 
partings,  or  gliding  planes,  supposed  to  be  induced  by  pressure, 
are  developed  at  angles  of  about  66^^  with  the  cleavage,  and  may 
cut  entirely  through  a  block,  or  extend  inward  from  the  margin  only 
a  short  distance  and  come  to  an  abrupt  stop.  In  many  cases  the 
mica  is  divided  up  into  long  narrow  strips,  from  the  breadth  of  a 
line  to  several  inches  in  thickness,  with  sides  parallel,  and  as  sharply 
cut  as  though  done  with  shears. 

The  imperfections  in  mica  are  due  to  inclosures  of  foreign  min- 
erals, as  flattened  garnets,  to  the  presence  of  free  iron  oxides,  often 
with  a  most  beautiful  dendritic  structure,  to  the  partings  or  gliding 
planes  noted  above,  and  to  crumplings  and  V-like  striations  which 
destroy  its  homogeneity. 

OccitrreTKe. — Mica  in  quantity  and  sizes  to  be  of  economic 
importance  is  found  only  among  the  older  rocks  of  the  earth's  crust, 
particularly  those  of  the  granite  and  gneissold  groups.  Musco- 
vite and  biotite  are  among  the  commonest  constituents  of  siliceous 
rocks  of  all  kinds  and  ages,  while  phlogopite  is  more  characteristic 
of  calcareous  rocks.  It  is,  however,  only  when  developed  in  crystals 
of  considerable  size  in  pegmatitic  and  coarsely  feldspathic  veins, 
or,  in  the  case  of  phlogopite,  in  gneissic  and  calcareous  rocks  asso- 
ciated with  eruptive  pyroxenites,  that  it  becomes  available  for  eco- 
nomic purposes.  The  associated  minerals  are  almost  too  numerous 
to  mention.  The  more  common  for  muscovite  are  quartz  and 
potash  feldspar,  which  form  the  chief  gangue  materials  in  crystals 
and  crystalline  masses,  sometimes  a  foot  or  more  in  diameter.  With 
these  are  almost  invariably  associated  garnets,  beryls,  and  tour- 
maUnes,  with  more  rarely  cassiterite,  columbite,  apatite,  fluorite, 
topaz,  spodumene,  etc.  Indeed,  so  abundant  are,  at  times,  the 
accessory  minerals  in  the  granitic  veins,  and  so  perfect  their  crystal- 
line development,  that  they  furnish  by  far  the  richest  collecting 
grounds  for  the  mineralogists.     Of  these  minerals  the  quartz  and 
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feldspars  are  not  infrequently  mined  contemporaneously  with  the 
mica  and  utilized  in  the  manufacture  of  pottery  and  abrasives. 

Origin. — The  origin  of  these  pegmatitic  veins  is  a  matter  of  con- 
siderable doubt.  The  finer-grained  p^matites  are,  in  certain  cases, 
imdoubted  intrusives,  though  to  some  authorities  it  seems  scarcely 
'possible  that  the  extrem^y  coarse  aggregates  of  quartz,  feldspar, 
I  and  mica,  with  large  garnets,  beryb,  and  tourmalines,  can  be  a 
[direct  result  of  cooUng  from  an  igneous  magma.  To  such  it  seems 
more  probable  that  they  are  portions  of  an  original  rock  mass  altered 
by  exhalations  of  fluorhydric  acids,  ]ik.e  the  Saxon  "greisen."  Others 
r^ard  them  as  resulting  from  the  very  slow  cooling  of  granitic 
material  injected  in  a  pasty  condition,  brought  about  by  aqueo- 
igneous  agencies,  into  rifts  of  the  preexisting  rocks.  It  must  be 
remembered  that  the  high  degree  of  dynamic  metamorphism  which 
these  older  rocks  have  undergone  renders  the  problems  relating  to 
their  origin  extremely  difficult 

Localities. — From  what  has  been  said  regarding  occurrences,  it 
is  evident  that  mica  deposits  are  to  be  looked  for  only  in  regions 
occupied  by  the  older  crystalline  rocks.  In  the  United  States, 
therefore,  we  need  only  look  for  them  in  the  States  bordering  im- 
mediately along  the  Appalachian  range  and  in  the  Granitic  areas 
west  of  the  front  range  of  the  Rocky  Mountains.'  In  the  Appa- 
lachian region  south  of  Canada  mica  mines,  worked  either  for  mica 
alone  or  for  quartz  and  feldspar  in  addition,  have  from  time  to 
time  been  opened  in  various  parts  of  Maine.  New  Hampshire, 
Connecticut,  Maryland,  Virginia,  North  Carolina,  and  perhaps 
other  States,  but  in  none  of  them,  with  the  exception  of  New  Hamp- 
shire and  North  Carolina,  has  the  business  proven  sufficiently 
lucrative  to  warrant  continuous  and  systematic  working.  Indeed, 
were  it  not  for  the  increased  demand  lately  arising  for  the  use  of 
mica  in  electrical  machines  it  is  doubtful  if  any  but  the  most  favorably 
situated  mines  would  remain  longer  in  operation  in  the  United 
States.  This  for  the  reason  not  so  much  that  foreign  mica  is  better 
as  that  it  is  cheaper. 

In  Maine  muscovite  has  been  mined  in  an  intermittent  manner 

'The  r^ioD  of  the  Blwi  Hills  of  South  Dakota  is  an  important  UKeption 
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along  with  quartz  and  feldspar  at  the  well-known  mineral  locaUties 
at  Paris  Hill  and  Rumford,  Oxford  County;  Auburn,  Androsco^n 
County;  Topsham,  Sagadahoc  County;  Edgecomb,  Lincoln  County, 
and  other  counties  in  the  southeastern  part  of  the  State.  In  New 
Hampshire  the  industry  has  assumed  greater  importance.  The 
mica-bearing  belt  is  described  by  Prof.  C.  H,  Hitchcock  as  usually 
about  2  miles  in  width,  and  extending  from  Easton,  in  Grafton 
County,  to  Surry,  in  Cheshire  County;  being  best  developed  about 
the  towns  of  Rumney  and  Hebron.  The  mica  accurs  in  immense 
coarse  granite  veins  in  a  fibrolitic  mica  schist  of  Montalban  Age, 
and  is  found  in  sheets  sometimes  a  yard  in  length,  but  the  more 
common  sizes  are  but  lo  or  12  inches  in  length.  Immense  beryls, 
sometimes  a  yard  in  diameter,  and  beautiful  large  tourmalines  occur 
among  the  accessory  minerals.  Mines  for  mica  were  opened  at 
Giafton  as  early  as  1840,  and  as  many  as  six  or  eight  mines  have 
been  worked  at  one  time,  though  by  no  means  contmually.  Other 
mines  have  been  worked  in  Groton,  Alexandria,  Grafton,  and 
Alstead,  in  Giafton  County;  Acworth  and  Springfield,  Sullivan 
County;  Marlboro,  Cheshire  County;  New  Hampton,  Belknap 
County,  and  Wilmot,  Merrimack  County. 

As  seen  by  the  present  writer,  in  1894  the  veins  at  the  latter 
place  cut  sharply  across  the  fibrolitic  schist,  and  though  the  vein 
materials  adhere  closely  to  the  wall  rock  on  either  side,  without 
^ther  selvage  or  slickensides,  still  the  line  of  demarcation  is  per- 
fectly sharp.  There  seems  no  room  for  doubt  but  that  the  vein 
material  was  derived  by  injection  from  below,  though  from  their 
extremely  irr^ular  and  universally  coarsely  crystalline  condition 
we  must  infer  that  the  condition  of  the  injected  magma  was  more 
in  the  nature  of  solution  than  fusion,  as  the  word  is  ordinarily  used, 
and  also  that  the  rate  of  cooling  and  consequent  crystallization 
was  very  slow.  The  feldspars  not  infrequently  occur  in  huge  crys- 
talline masses  several  feet  in  diameter,  though  sometimes  more 
finely  intercrystallized  with  quartz  in  the  form  known  at  pegmatite. 
The  mica  is  by  no  means  disseminated  uniformly  throughout  the 
vein,  but  on  the  contraiy  is  very  sporadic,  and  the  process  of  mining 
consists  merely  in  following  up  the  mineral  wherever  indications 
ai  shown  in  the  face  of  the  quarry  are  sufficiently  promising.     Most 
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of  the  mines  are  in  the  fonn  of  open  cuts  and  trenches,  though  in 
a  few  instances  underground  cuts  have  been  made  for  a  distance 
of  a  hundred  feet  or  more.  The  mica  blocks  as  removed  are  of 
a  beautiful  smoky-brown  color,  and  often  show  a  distinct  zonal 
structure,  indicating  several  periods  of  growth.  The  associated 
feldspar  is  not  in  all  cases  orthockse,  but,  as  at  the  Alexandria 
mines,  sometimes  a  faint  greenish  triclinic  variety. 

In  Connecticut  some  mica  (muscovite)  has  been  obtained  in 
connection  with  the  wort  of  mining  feldspar  and  quartz  in  and 
about  the  towns  of  Haddam,  Glastonbury,  and  Middletown,  but  the 
business  has  never  assumed  any  importance.  Mica  mines  have 
also  been  worked  in  Montgomery  County,  Maryland.  South  of 
the  glacial  Umit  mica  mining  has  proven  more  successful  from  the 
reason  that  the  gangue  minerals  (feldspar  and  quartz)  were  in  a 
state  of  less  compact  aggregation,  due  to  weathering,  the  feldspar 
being  often  reduced  to  the  state  of  kaolin,  and  hence  readily  removed 
by  pick  and  shovel.  The  following  account  of  the  deposits  of 
North  Carolina  is  given  by  Prof.  W.  C.  Kerr:' 

"  I  have  stated  elsewhere,  several  years  ago,  that  these  veins 
were  wrought  on  a  large  scale  and  for  many  ages  by  some  ancient 
peoples,  most  probably  the  so-caUed  Mound  Builders;  although 
they  built  no  mounds  here,  and  have  left  no  signs  of  any  permanent 
habitation.  They  opened  and  worked  a  great  many  veins  down  to 
or  near  water  level;  that  is,  as  far  as  the  action  of  atmospheric 
chemistry  had  softened  the  rock  so  that  it  was  workable  without 
metal  tools,  of  the  use  of  which  no  signs  are  apparent.  Many  of 
the  largest  and  most  profitable  of  the  mines  of  the  present  day  are 
simply  the  ancient  Mound  Builders'  mines  reopened  and  pushed 
into  the  hard  undecomposed  granite  by  powder  and  steel.  Blocks 
of  mica  have  often  been  found  half  embedded  in  the  face  of  the  vein, 
with  the  tool-marks  about  it,  showing  the  exact  limit  of  the  efficiency 
of  those  prehistoric  mechanical  appliances.  As  to  the  geological 
relations  of  these  veins,  they  are  foimd  in  the  gneisses  and  schists 
of  the  Archaean  horizons.  .  .  .  These  rocks  are  of  very  extensive 
occurrence  in  North  Carolina,  constituting  in  fact  the  great  body  of 

'  Transactions  of  Ihe  American  Itistituie  of  Mining  Engiaecre.  VIII   1880.  p.  457. 
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the  rocks  throughout  the  whole  length  of  the  State — some  400 
miles  east  and  west — being  partially  covered  up,  and  interrupted 
here  and  there  by  belts  of  later  fonnation.  Mica  veins  are  found 
here,  in  fact  may  be  said  to  characterize  this  horizon  everywhere, 
from  its  eastern  outcrop,  near  the  seaboard,  to  and  quite  under 
the  flanks  of  the  Smoky  Mountains.  It  is,  however,  in  the  great  pla- 
teau of  the  West,  between  the  Blue  Ridge  and  the  Smoky,  that  the 
mica  veins  reach  their  greatest  development,  and  have  given  rise 
to  a  very  new  and  profitable  industry — new,  and  at  the  same  time 
very  old. 

"  It  may  be  stated  as  a  very  general,  almost  universal  fact,  that 
the  mica  vein,  is  a  bedded  vein.  Its  position  (as  to  strike  and  dip) 
is  dependent  on  and  controlled  by,  and  quite  nearly  conformable 
to,  that  of  the  rocks  in  whict  it  occurs,  and  hence,  as  well  as  on 
account  of  their  great  size,  some  observers,  accustomed  to  the  study  of 
veins  and  dikes  and  the  characters  of  intrusive  rocks  in  other  regions, 
have  been  disposed  to  question  the  vein  character  of  these  masses 
at  first.  But  a  good  exposure  of  a  sin^e  one  of  them  is  generally 
suflScient  to  remove  all  doubt  on  this  score.  The  mica  vein  is  simply 
and  always  a  dike  of  very  coarse  granite.  It  is  of  any  size  and 
shape,  from  a  few  inches — generally  a  few  feet — to  many  rods  (in 
some  cases  several  himdred  feet)  in  thickness,  and  in  length  from 
a  few  rods  to  many  hundred  yards,  extending  in  some  cases  to  half 
a  mile  or  more.  The  strike,  like  that  of  the  inclosing  rocks,  is 
generally  northeast,  and  the  dip  southeast,  at  a  pretty  high  angle; 
but  they  are  subject,  in  these  respects,  to  many  and  great  local  varia- 
tions, alt  the  conditions  being  occa^onally  changed,  or  even  re- 
versed. An  idea  may  be  formed  of  the  coarseness  of  these  veins 
-  from  this  statement,  that  the  masses  of  cleavable  feldspar  and  of 
quartz  (limpid,  pale  yellow,  brown,  or  more  generally,  slightly 
smoky),  and  of  mica,  are  often  found  to  measure  several  yards 
in  two  or  three  of  their  dimensions,  and  weighing  several  tons.  I 
have  a  feldspar  crystal  from  one  of  these  mines  of  nearly  a  thousand 
poimds'  weight,  and  I  have  known  a  single  block  of  mica  to  make 
two  full  two-horse  wagon-loads,  and  sheets  of  mica  are  sometimes 
obtained  that  measure  3  and  4  feet  in  diameter. 

"  There  are  many  peculiarities  about  these  veins.    Among  the 
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most  important,  in  -a  practical  sense,  is  the  arrangement  of  the 
<IifFerent  constituents  of  the  vein  inter  se.  Sometimes  the  mica,  for 
example,  will  be  found  hi^;ging  the  hanging-wall;  sometimes  it  is 
found  against  both  walls;  again,  it  may  be  distributed  pretty  equally 
through  the  whole  mass  of  the  vein;  sometimes,  again,  it  will  be 
found  collected  in  the  middle  of  the  vein ;  in  other  cases,  where  the 
Vein  varies  in  thickness  along  its  course,  the  mica  will  be  found  in 
bunches  in  the  ampullations,  or  bellies,  of  the  vein;  in  still  other 
cases,  where  the  vein  has  many  vertical  embranchments,  the  mica 
will  be  found  accumulated  in  nests  along  the  upper  faces  of  these 
processes  or  offshoots.  Those  features  of  structure  will  be  best 
understood  from  a  few  representative  diagrams. 

"  Fig.  19  is  a  horizontal  section,  with  several  transverse  vertical 
sections  of  a  typical  vein  in  Yancey  County,  at  the  Presnel  Mine. 
The  length  of  the  section,  i.e.,  of  the  portion  of  the  vein  that  has 
been  stripped,  is  125  feet;  the  thickness  varies  from  3  to  10  feet, 
except  at  a  few  points,  as  be,  where  it  is  nearly  20  feet. 

"  The  crystals  of  mica  are  found  in  this  mine  generally,  near  the 
foot  wall,  in  the  recesses  or  pouches;  at  c,  however,  as  seen  in  section 
D,  it  is  foimd  next  the  hanging- wall. 

"  The  mdosing  rock  in  this  case  is  a  bard,  gray  slaty  to  schistose 
gneiss.  .  .  . 

"  The  feldspar,  which  constitutes  the  larger  part  of  the  mass  of 
these  veins,  is  often  found  converted  into  beds  of  the  finest  kaolin; 
and,  curiously  enough,  this  was  one  of  the  first  and  most  valuable 
exports  to  England  in  the  early  part  of  the  seventeenth  century, 
'packed'  by  the  Indians  out  of  the  Unaka  (Smoky)  Mountains, 
and  sold  under  the  name  'uaakeh'  (white).  This  kaolin,  like 
the  mica,  will  doubtless  soon  come  again  into  demand,  after  lying 
forgotten  for  generations." 

In  Alabama,  along  a  line  stretching  from  Chilton  County,  north- 
east, through  Coosa,  Clay,  and  Cleburne  counties,  there  are  numer- 
ous evidences  of  prehistoric  mica  mining.  Many  pits  are  met  with 
around  which  pieces  of  mica  are  still  to  be  seen.  In  some  places, 
just  as  in  Mitchell  County,  North  Carolina,  large  pine  trees  have 
grown  up  on  the  d^ris,  so  that  a  considerable  time  must  have 
elapsed  since  the  mines  were  worked.    About  ten  years  ago,  CoL 
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James  George,  of  Clanton,  Chilton  County,  piospected  for  mica, 
and  some  fairly  good  specimens  were  obtained,  but  the  investiga  ions 
were  not  continued.  It  is  not  thought  that  any  mica  has  been 
marketed  from  Alabama.  The  indications  of  good  mica  along  the 
line  mentioned  are,  however,  sufficient  to  warrant  additional  and 
more  extended  examinations.  Little  mica  is  reported  from  other 
Southern  States,  though  some  mines  have  been  opened  in  South 
Carolina,  Georgia,  Virginia,  and  West  Virginia.  In  1881  a  mica 
mine  was  opened  in  Anderson  County,  South  Carolina,  and  some 
miners  from  Mitchell  County,  North  Carolina,  employed.  The 
enterprise  was  not  successful,  and  the  miners  returned  home  shortty 
afterwards.  Good  mica  has  been.found  in  South  Carolina,  notably 
in  Anderson,  Oconee,  and  Pickens  counties.  The  mica-bearing 
rocks  of  western  North  Carolina  do  not  protrude  into  Tennessee, 
except  at  intervals,  and  then  only  for  short  dbtances.  Some  pros- 
pecting has  been  done  in  Tennessee  near  Roan  Mountain,  but  the 
results  were  not  a>nsidered  satisfactory.' 

In  Colorado  mica  has  long  been  known  to  be  widely  disseminated 
and  to  occur  in  many  places  in  bodies  of  workable  size,  but  mining 
has  until  lately  always  proved  the  mica  to  be  plumose  and  unfit 
for  cutting  into  sheets.  Many  mines  have  been  located,  but  the 
product  has  always  proved  worthless,  until  in  the  summer  of  1884  the 
Denver  Mica  Company  opened  a  mine  near  Turkey  Creek,  about 
35  miles  from  Denver.  This  mica  is  of  fair  quality,  and  quite  a 
considerable  quantity  of  it  has  been  mined.  It  is  slightly  brown, 
and  the  largest  plates  which  have  yet  been  cut  are  not  more  than 
2\  by  6  inches  in  size.  Only  an  extremely  small  percentage  of  the 
gross  weight  is  available  for  cutting  into  sheets.  An  effort  has  been 
made  to  put  it  upon  the  market,  but  the  industry  has  not  yet 
assumed  great  importance-  Mica  of  good  quabty  and  in  laigc 
plates  has  also  been  recently  reported  from  the  neighboihood  of 
Fort  Collins. 

In  Wyoming  mica  has  been  found  in  workable  quantities  near 
Diamond  Park  and  in  the  Wind  River  country,  as  well  as  at  many 
points  along  the  mountain  ranges  in  Laramie  County.  It  has  recently 

■  Mineral  Rcsdutcm  of  the  Uniled  States,  iSS?,  p.  671. 


D,g,l,..cbyGOOglC 


been  mined  to  some  ^ctent  at  Whalen  caQon,  20  miles  north  of 
Fort  Laramie,  and  some  of  the  product  has  been  shipped  to  the 
Elastem  market. 

In  New  Mexico  mica  occurs  near  Las  Vegas,  and  reports  of 
shipments  have  been  published.  At  Petaca,  the  Cribbenville  mica 
mines  are  being  worked  at  present  by  sixteen  men.  Work  was 
commenced  at  these  mines  July  2,  1SS4,  and  the  amount  of  excava- 
tion at  present  is  13,160  cubic  feet.  The  plates  cut  range  from  2  by 
3  inches  to  5  by  8  inches  in  size.  Some  specimen  plates  have  been 
cut  10  by  12  inches,  but  the  general  average  is  about  3  J  by  4J  inches. 
Some  13  tons  of  mica  have  been  handled,  but  the  amount  sold 
and  the  average  price  obtained  are  not  reported.  Other  localities 
in  New  Mexico  also  yield  mica,  but  none  have  been  developed, 
except  the  two  above  mentioned. 

In  California  many  deposits  of  mica  have  been  noted,  especially 
at  Gold  Lake,  Plumas  County;  in  Eldorado  County;  Ivanpah 
district,  San  Bernardino  County;  near  Susanville,  Lassen  County, 
and  at  Tehachapi  pass,  Kern  County.  In  1883  a  large  deposit 
was  discovered  in  the  Sahnon  Mountains,  in  the  northwestern  part 
of  the  State,  and  some  prospecting  was  done.' 

The  mica-bearing  deposits  of  the  Black  Hills  of  South  Dakota 
have  been  variously  regarded  by  different  observers  as  intrusive 
granites  or  true  segregation  veins  lying  parallel  to  the  apparent 
bedding.  Newton  and  Jenny,'  Blake/  and  Vincent  regard  them  as 
intrusive,  while  Carpenter '  and  Crosby  *  hold  the  opposite  view. 

According  to  Blake  the  mica  occurs  in  granitic  masses,  remark- 
able for  the  coarseness  of  their  crystallization,  the  constituent  min- 
erals being  usually  large  and  separately  segregated.  "  Large  masses 
of  pure  quartz  are  found  in  one  place  and  masses  of  feldspar  in 
another,  and  the  mica  is  often  accumulated  together  instead  of  being 
regular^  disseminated  through  the  mass.  It  also  occurs  in  large 
masses  or  crystals,  affording  sheets  broad  enough  for  cutting  into 

'  Minenl  Resources  of  the  United  Stales,  1883-84,  p.  g:t. 

*  Geologf  of  the  Black  Hills  of  Dakota,  Monograph,  IT.  S.  Geological  Survey,  1S80. 

■  Engineering  and  Mining  Journal,  XXXVI,  1&&3,  p.  145. 

'Traoaactioiu  of  the  American  Institute  of  Mining  Engineers,  XVII,  zSSi),  p.  570. 

■FiDceedings  of  tbc  Boston  Societj  of  Natural  Histoiy,  XXIU,  1884-88,  p.  488. 
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commercial  sizes."  Associated  with  the  mica  at  this  point  are  the 
minerals  quartz  and  feldspar,  mainly  a  lamellar  albite  (Clevelandite) , 
which  form  the  gangue,  and  irregularly  disseminated  cassiterite 
(tinstone),  gigantic  spodumenes,  black  tourmalines,  and,  in  small 
quantities,  block  mica,  beryls,  garnets,  columbite,  and  a  variety  of 
phosphatic  minerals,  such  as  apatite,  triphylite,  etc. 

In  Nevada  mines  have  been  worked  in  the  St.  Thomas  mining 
district,  Lincoln  County,  the  mica  occurring  in  hard,  glassy  quartz 
rock  forming  an  outcrop  some  200  feet  wide  by  ^po  feet  long  in 
gneiss  and  schists.  At  the  Czarina  Mine,  located  in  May,  1891, 
near  Rioville,  the  mica  occurs  under  similar  conditions.  The 
mineral  seems  to  follow  the  division  plane  of  the  stratification,  along 
the  line  or  axis  of  fold.  This  line  runs  north  and  south,  slightly  east 
of  north  of  the  main  trend  of  the  range,  thus  running  into  Arizona  a 
few  miles  north  of  Rioville.  In  fact  the  mica  belt  forms  the  boun- 
dary line  between  Nevada  and  Arizona  for  50  miles.  The  mica, 
mostly  small,  is  abundant,  but  marketable  sizes  are  rare,  and  not 
to  be  had  without  a  great  deal  of  hard  work.* 

Merchantable  mica  has  been  reported  on  the  Payette  River  and 
Bear  Creek,  in  the  Coeur  d'Alene  region  of  Idaho,  and  also  in  Or^on 
and  Alaska. 

According  to  Mr.  R.  W.  Ells  *  the  Canadian  micas  of  commercial 
importance  occur  associated  with  eruptive  dikes  of  pyroxenite  and 
p^imatite  cutting  the  Laurentian  gneisses.  More  rarely,  as  in  the 
Gatineau  area,  they  are  found  where  dikes  of  the  pyroxenite  cut  the 
limestone.  This  authority  gives  the  condition  of  occurrence  as 
below: 

"  I.  In  pyroxene  intrusive  rocks  which  either  cut  directly  across 
the  strike  of  grayish  or  other  colored  gneisses  or  are  intruded  along 
the  line  of  stratification.  Some  of  these  deposits  have  been  worked 
downward  along  the  contact  with  the  gneiss,  where  the  mica  is  most 
generally  found,  for  250  feet,  as  at  the  Lake  Girard  Mine,  and 
irregular  masses  of  pink  calcite  are  abundant.  In  certain  places 
apatite  crystals  occur  associated  with  the  mica,  but  at  other  times 


.'  Mineral  Resources  of  the  United  States,  189J,  p.  754. 

■  Bulietin  of  the  Geological  Sodetj'  of  America,  V,  1&94,  p.  484. 
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these  axe  apparently  wantii^.  As  in  the  case  of  apatite  deposits, 
mica  occurring  in  this  condition  would  apparently  be  found  at  almost 
any  workable  depth, 

"  2.  In  pyroxene  rocks  near  the  contact  of  cross-Klikes  of  diorite 
or  feldspar,  the  action  of  which  on  the  pyroxene  has  led  to  the  fonna- 
tion  of  both  mica  and  apatite.  Numerous  instances  of  this  mode 
of  occurrence  are  found,  both  in  the  mines  of  ap&tite  and  mica, 
the  deposits  of  the  latter  in  certain  areas  being  quite  extensive  and 
the  crystals  of  large  size. 

"  3.  In  pyroxene  rock  itself  distinct  from  the  contact  with  the 
gneiss.  In  these  cases  the  mica  crystals,  often  of  large  size  but 
frequently  crushed  or  broken,  apparently  follow  certain  lines  of 
faults  or  fracture.  Some  of  these  deposits  can  be  traced  for  several 
yards,  but  for  the  most  part  are  pockety.  Some  of  these  pyroxene 
masses  are  very  extensive,  as  in  the  case  of  the  Cascade  Mine  on 
the  Gatineau  River  and  elsewhere  in  the  vicinity,  fn  these  cases 
caldte  is  rarely  seen  and  apatite  is  ahnost  entirely  absent.  When 
cut  by  cross-dikes  conditions  for  the  occurrence  of  mica  or  apatite 
should  be  very  favorable. 

"  4.  Dikes  of  pyroxene,  often  large,  cuttii^  limestone  through 
which  subsequent  dikes  of  diorite  or  feldspar  have  intruded,  as  in 
Hincks  township.  The  crystals  occurring  in  the  pyroxene  near  tc 
the  feldspar  dikes  are  often  of  large  size  and  of  dark  color,  resembUng 
in  this  respect  a  biotite  mica. 

"  The  mica  found  under  the  conditions  stated  above,  in  i,  2, 
3,  and  4,  is  all  amber  colored  and  of  the  variety  known  as  phlogo- 
pite,  or  magnesia  mica. 

"  5.  In  feldspathic-quartzose  rocks  which  constitute  dikes  often 
of  very  large  size,  cutting  red  and  grayish  gneiss,  as  at  ViUeneuve 
and  Venosta.  These  are  distinct  from  the  smaller  veins  of  peg- 
matite which  occur  frequently  in  the  gneiss  as  the  anorthosite  areas 
are  approached.  In  this  case  the  mica  is  muscovite  or  potash 
mica  and  is  invariably  found  in  that  portion  of  the  dike  near  the 
contact  with  the  gneiss.  The  crystals  frequently  are  of  large  size 
and  white  in  color,  associated  with  crystals  of  tourmaline,  garnet, 
etc,  but  with  no  apatite,  unless  pyroxene  is  also  present. 

"6.  In  quartz-feldspar  dikes  cutting  crystalline  Umestcoe,  in 
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which  case  the  crystals  are  generally  of  small  aize,  mostly  of  dark 
color  and  of  but  little  value. 

"  In  the  case  of  fhe  amber  micas  this  peculiarity  was  noted:  that 
when  the  pyroxene  was  of  a  light  shade  of  greenish  gray  and  com- 
paratively soft,  the  mica  was  correspondingly  Ught  colored  and 
dear,  and  in  some  places  almost  approached  the  muscovite  in  general 
appearance.  As  the  pyroxene  became  darker  in  color  and  harder 
in  texture,  the  mica  assumed  a  correspondingly  darker  tint  and 
a  brittle  or  harder  character,  and  in  certain  cases  where  dikes  of 
blackish  homblendic  diorite  were  present  the  mica  also  assumed 
a  black  color  as  well." 

The  chief  Canadian  localities,  as  given  by  the  authority,  quoted, 
are  as  below: 

"  Along  the  Ottawa  River  it  is  found  from  a  point  nearly  100  miles 
west  of  Ottawa  to  the  township  of  Greenville,  60  miles  east  of  that 
city,  while  on  the  Gatineau  River,  which  flows  into  the  Ottawa 
at  the  city  of  Ottawa,  mines  have  been  located  and  worked  for 
80  miles  north  from  its  mouth,  and  the  mineral  is  reported  from 
points  many  miles  farther  north  along  that  stream.  To  the  east 
of  Quebec  it  is  known  on  the  branch  of  the  Saguenay  called  the 
Manouan  and  in  the  townships  of  Escoumains,  Bergeronnes,  and 
Tadoussac,  situated  east  of  the  mouth  of  that  river,  as  well  as  at 
several  other  places  along  the  river  St.  Lawrence.  The  mica  found 
in  this  last  district  is  chiefly  muscovite. 

"  The  principal  areas  where  mica  is  at  present  worked  are  in 
the  belt  which  extends  from  North  Burgess,  in  the  province  of 
Ontario,  approximately  along  the  strike  of  the  gneiss  into  the  terri- 
tory adjacent  to  the  Gatineau  and  Lievre.  Over  much  of  this 
area  south  of  the  Ottawa  River  the .  Laurentian  is  concealed  by 
the  mantle  of  Cambro-Silurian  rocks  belonging  to  the  Ottawa 
River  basin,  but  it  may  be  said  that  the  geologic  conditions  and 
the  stratigraphic  sequence  in  the  area  south  of  the  Ottawa  and 
in  the  rear  of  Kingston  are  the  same  as  those  found  in  the  mineral- 
bearing  belts  north  of  the  Ottawa,  and  that  the  most  favorable  con- 
ditions under  which  the  deposits  of  mica  and  apatite  may  be  looked 
for  are  where  traces  of  igneous  agency  are  visible  in  the  presence 
oi  dikes  of  pyroxene  and  quartz  feldspar,  though  it  should  be  stated 
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that  the  mere  occurrence  of  these  in  the  gneiss  does  not  warrant  the 
presence  of  either  of  these  minerals." 

The  India  mica  mines  occur  in  coarse  intrusive  pegmatitic- 
granite  dikes,  cutting  what  is  known  as  the  newer  gneiss  of 
SingrauU.  At  Inikurti  the  crystals  (of  mica)  are  as  much  as  10  feet 
in  diameter.  Sheets  4  or  5  feet  across  have  been  obtained  free 
from  adventitious  inclusions  which  would  spoil  their  commercial 
value.^ 

Black  mica  (biotite,  lepidomelane,  etc.)  is  a  much  more  common 
and  widely  distributed  variety  than  the  white,  but  unlike  the  latter 
is  found  not  50  much  in  veins  as  an  original  constituent  dissem- 
inated in  small  Hakes  throughout  the  mass  of  eruptive  and  meta- 
morphosed sedimentary  rocks.  The  small  sizes  of  the  sheets, 
their  color,  and  lack  of  transparency  render  the  material,  as  a  rule, 
of  little  value.  In  Renfrew  County,  Canada,  the  mineral  occurs 
in  large  cleavable  masses,  which  yield  beautiful  smoky-black  and 
greenish  sheets  sufficiently  elastic  for  industrial  purposes. 

Lepidohte. — ^This  variety  of  mica  is  much  more  rare  than  any 
of  the  others  described.  While  in  a  few  instances  it  has  been 
reported  as  accompanying  muscovite  in  certain  granites,  as  those 
of  Elba  and  Schaistausk,  its  common  form  of  occurrence  is  in  the 
coarse  pegmatitic  veins  already  described,  where  it  is  associated 
with  muscovite,  tourmalines,  and  other  minerals  of  similar  habit. 
As  a  rule  it  is  readily  distinguished  from  other  micas  by  its  beautiful 
peach-blossom  red  color,  though  sometimes  colorless  and  to  be 
distinguished  only  by  the  lithia  reaction.'  The  folia  are  thicker 
than  those  of  muscovite  and  of  small  size,  the  usual  form  being 
that  of  a  scaly  granular  aggregate.  At  Auburn,  Maine,  it  is  found 
both  in  this  form  and  forming  a  border  a  half  inch,  more  or  less, 
in  width  about  the  muscovite  folia.  The  more  noted  localities  in 
the  United  States  are  Auburn,  Androscoggin  County;  Hebron,  Paris, 
Rumford,  and  Norway,  Oxford  County,  Maine,  where  it  is  asso- 
ciated with  beautiful  red  and  green  tourmalines  and  other  interest- 
ing minerals;  Chesterfield,  Massachusetts;    Haddam,  Connecticut; 

'  Geology  of  India,  id  ed,,  1893,  p.  34. 

'The  pulverized  mineral  when  moistened  wilh  hydrochloric  acid  and  held  on  a 
wire  in  the  flame  of  a  lamp  imparU  to  the  flame  a  brilUanl  lithU-rcd  color. 
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the  Black  Hills,  South  Dakota;  and  near  San  Diego,  California. 
The  most  noted  foreign  locaUty  is  Zinnwald,  Saxony,  where  the 
mineral  occurs  in  large  foliated  masses  tt^ther  with  quartz  form- 
ing the  gangue  minerals  of  the  tin  veins.  Also  found  in  Moravia. 
(See  further  under  Spodumene,  p.  196.) 

Vs€S. — Until  within  a  few  years  almost  the  only  commercial 
use  of  mica  was  in  the  doors  or  windows  of  stoves  and  furnaces, 
the  peepholes  of  furnaces  and  similar  situations  where  transparency 
and  resistance  to  heat  were  essential  qualities.  To  a  les^  extent 
it  was  used  in  lanterns,  and,  it  is  said,  in  the  portholes  of  naval  vessels, 
where  the  vibrations  would  demolish  the  less  elastic  glass.  In 
early  days  it  was  used  to  some  extent  for  window  panes,  and  is, 
in  isolated  cases,  still  so  used  to  some  extent.  For  all  these  purposes 
the  white  variety  muscovite  is  most  suited.  For  use  in  stoves  and 
furnaces  the  mica  is  generally  spUt  into  plates  varying  from  about 
one-eighth  to  one  sixty-fourth  of  an  inch  in  thickness.  In  preparing 
these  plates  for  market  the  first  step  is  to  cut  them  into  suitable 
sizes.  Women  are  frequently  employed  in  this  work,  and  do  it  as 
well  as,  if  not  better  than,  the  men.  The  cutter  sits  on  a  special 
bench  which  b  provided  with  a  huge  pair  of  shears,  one  le^  of  which 
is  firmly  fixed  to  the  bench  itself,  while  the  movable  1^  is  within 
convenient  grasp. 

The  patterns  according  to  which  the  mica  is  cut  are  arranged 
in  a  case  near  at  hand.  They  are  made  of  tin,  wood,  or  pasteboard, 
according  to  the  preference  of  the  establishment.  Generally  they 
are  simple  rectangles,  varying  in  size  from  about  four  to  eighty 
square  inches. 

The  cutter  selects  the  pattern  which  will  cut  to  the  best  advan- 
tage, lays  it  on  the  sheet  of  mica,  and  then,  holding  the  two  firmly 
together,  trims  off  the  edges  of  the  mica  to  make  it  correspond  to 
the  pattern. 

The  cleaning  process  comes  next.  The  cleaner  sits  directly  in 
front  of  a  window  and  must  examine  each  sheet  of  cut  mica  by  hold- 
ing it  up  between  her  eyes  and  the  light.  If  there  be  any  imper- 
fections, and  there  nearly  always  are,  they  must  be  removed  by 
stripping  off  the  offending  layers  of  mica  until  a  dear  sheet  remains. 

Finally,  the  cut  and  cleaned  mica  is  put  up  in  pound  packages 
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and  is  ready  for  the  market.  There  is  an  enormous  waste  in  the 
processes  of  preparation.  One  hundred  pounds  of  block  mica 
will  scarcely  yield  more  than  about  fifteen  pounds  of  the  cut 
material,  and  sometimes  even  less.  The  proportion  varies,  of 
course,  with  different  localities,' 

Professor  Kerr  states  with  reference  to  the  North  Carolina 
mines  that  there  is  a  waste  of  from  nine-tenths  to  nineteen-twentieths 
of  the  material,  even  in  a  good  mine. 

Mica  being  a  non-conductor  is  of  value  for  insulating  purposes, 
and  since  the  introduction  of  the  present  system  of  generatii^ 
electricity  there  has  arisen  a  considerable  demand  for  it  in  the  con- 
struction of  dynamos  and  electric  motors.  For  these  purposes 
the  mica  must  be  smooth  and  flexible,  as  well  as  free  from  spots 
or  inequalities  of  any  kind.  It  is  stated  that  it  should  be  sufBciently 
fissile  to  split  into  sheets  not  above  three  one-hundredths  inch  in 
thickness,  and  which  may  be  bent  without  cracking  into  a  circle 
of  3  inches  diameter.  Strips  of  various  dimensions  are  used  in 
building  up  the  armatures,  the  more  common  sizes  being  about 
I  inch  wide  by  6  or  8  inches  long.  Muscovite  serves  the  purposes 
well,  but  is  less  used  than  phlogopite,  the  latter  serving  equally 
well,  and  being  less  desirable  for  stoves  and  furnaces.  Black  mica 
would  doubtless  serve  for  many,  purposes,  could  it  be  procured 
in  sheets  of  sufficient  size. 

Mica  scraps  such  as  until  within  a  few  years  have  been  thrown 
away  as  worthless  are  now  utilized  by  grinding,  the  product  beit^ 
used  for  a  variety  of  purposes,  noted  bebw.  The  material  is,  as 
a  rule,  ground  to  five  sizes,  such  as  will  pass  through  sieves  of  80, 
100,  140,  160,  and  200  meshes  to  the  inch,  respectively.  The  prices 
of  the  ground  material  vary  from  5  to  10  cents  a  pound  according 
to  sizes.  Large  quantities  of  ground  mica  are  used  in  the  manu- 
facture of  wall  paper,  in  producing  the  frost  effects  on  Christmas 
cards,  in  stage  scenery,  and  as  a  powder  for  the  hair,  being  sold 
for  the  latter  purposes  under  the  name  of  diamond  powder.  The 
so-called  French  "  silver  molding  "  is  said  to  be  made  from  ground 
mica.     It  b  also  used  as  a  lubricant,  and  as  a  non-conductor  for 

'  Engineering  and  Mining  Journal,  LV,  1893,  p.  4. 
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steam  and  water  heating;  in  the  manufacture  of  door-knobs  and 
buttons.  It  is  stated  further  that  owing  to  its  elasticity  it  can  be 
used  as  an  absorbent  for  nitroglycerin,  rendering  explosion  by 
percussion  much  less  likely  to  occur.  Small  amounts  of  inferior 
qualities  are  also  mixed  with  fertilizers  where  it  is  claimed  to  be 
efficacious  in  retaining  moisture.  A  brilliant  and  unalterable 
mica  paint  is  said  to  be  prepared  by  first  lightly  igniting  the  ground 
mica  and  then  boiling  in  hydrochloric  acid,  after  which  it  is  dried 
and  mixed  with  collodion,  and  applied  with  a  brush.  Owing  to 
the  unalterable  nature  of  the  material  under  all  ordinary  conditions, 
and  the  fact  that  it  can  be  readily  colored  and  still  retain  its  bril- 
liancy and  transparency,  the  ground  mica  is  peculiarly  fitted  for 
many  forms  of  decoration.  Much  of  the  ground  material  now 
produced  b  stated  to  be  sent  to  France. 

The  chief  and  indeed  only  use  for  lepidolite  thus  far  developed 
is  in  the  manufacture  of  the  metal  lithium  and  lithia  salts. 

Prices. — The  total  value  of  the  cut  mica  produced  annually 
in  the  United  States  during  the  past  ten  years  has  varied  from  $50,000 
to  over  $360,000,  while  the  value  of  the  imports  has  varied  between 
$5,000  and  $100,000.  During  1901  but  360,000  pounds  of  cut 
mica  were  produced,  valued  at  $98,859.  During  the  same  period 
there  were  produced  2,171  tons  of  scrap  mica,  valued  at  $19,719. 
The  price  of  the  cut  mica,  it  should  be  stated,  varies  with  the  size  of 
the  sheets,  the  larger  naturally  bringing  the  higher  price.  The 
average  price  of  the  cut  mica,  all  sizes,  is  not  far  from  $1  a  pound, 
while  the  scrap  mica  is  worth  perhaps  half  a  cent  a  pound.  The 
dealers'  Ibts,  as  published,  include  193  sizes,  varying  from  1}  by 
2  inches  up  to  8  by  10  inches,  the  prices  ranging  from  40  cents  to 
$13  a  pound.  For  electrical  work  upward  of  400  patterns  are 
called  for,  the  prices  varying  from  10  cents  to  $3.50  a  pound. 


The  name  asbestos  in  its  original  sense  includes  only  a  fibrous 
variety  of  the  mineral  amphibole;  hence  it  is  a  normal  metasilicate 
of  calcium  and  magnesium  with  usually  varying  amounts  of  iron  and 
manganese  and  not  infrequently  smaller  quantities  of  the  alkalies. 
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As  is  well  known,  the  amphiboles  crystallize  in  the  monoclinic  system 
in  forms  varying  from  short,  stout  crystals,  like  common  hornblende, 
to  long  columnar  or  even  fibrous  forms,  to  which  the  names  actinolite, 
tremolite,  and  asbestos  are  appUed.  The  word  asbestos  is  derived 
from  the  Greek  asrfiearos,  signifying  incombus  ibie,  in  allusion  to  its 
fire-proof  qualities.  The  name  amianthus  was  given  it  by  the  Greeks 
and  Ronuns,  the  word  signifying  undefited,  and  was  applied  in 
allusion  to  the  fact  that  cloth  made  from  it  could  be  readily  cleansed 
by  throwing  it  into  the  fire.  As  now  used,  this  term  is  properly 
limited  to  fibrous  varieties  of  serpentine.  Owing  to  careless  usage, 
and  in  part  to  ignorance,  the  name  asbestos*  is  now  applied  to  at 
least  four  distinct  minerab,  having  in  common  only  a  fibrous  struc- 
ture and  more  or  less  fire-  and  acid-proof  properties.  These  four 
minerals  are:  First,  true  asbestos;  second,  anthophyllite;  third, 
fibrous  serpentine  (chrysotile),  and,  fourth,  crocidolite.  The  true 
asbestos  is  of  a  white  or  gray  color,  sometimes  greenish  or  stained 
yellowish  by  iron  oxide.  Its  fibrous  structure  is,  however,  its  most 
marked  characteristic,  the  entire  mass  of  material  as  taken  from 
the  parent  rock  beir^  susceptible  of  being  shredded  up  into  fine 
fibers  sometimes  several  feet  in  length.  In  the  better  varieties 
the  fibers  are  sufficiently  elastic  to  permit  of  their  being  woven  into 
cloth.  Often,  however,  through  the  effect  of  weathering  or  other 
agencies,  the  fibers  are  brittle  and  suitable  only  for  felts  and  other 
non-conductii^  materiab.  The  shape  of  an  asbestos  fiber  is,  as  a 
rule,  polygonal  in  outline  and  of  a  quite  uniform  diameter,  as  shown 
in  the  illustration  (Fig.  30) ;  often,  however,  the  fibers  are  splinter^ 
like,  running  into  fine,  needle-hke  points  at  the  extremity.  The 
diameters  of  these  fibers  are  quite  variable,  and,  indeed,  in  many 
instances  there  seems  no  practical  limit  to  the  shredding.  Down 
to  a  diameter  of  0.002  mm.  and  sometimes  to  even  0.001  mm.  the 
fibers  retain  their  uniform  diameter  and  polygonal  outlines.  Beyond 
thLs,  however,  they  become  splinter-like  and  irregular  as  above 
noted. 

The  mineral    anthophyllite,  like    amphibole,  occurs   in  both 

s  moat  desirable  whea  the  deri 
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massive,  platy,  and  fibrous  forms,  the  fibrous  form  being  to  the 
unaided  eye  indistinguishable  from  the  true  asbestos. 

Chemically  this  is  a  normal  metasilicate  of  magnesia  of  the 
formula  (Mg,Fe)SiOi,  differing,  it  will  be  observed,  from  asbestos 
proper  in  containing  no  appreciable  amount  of  lime.  It  further 
differs  in  crystallizing  in  the  orthorhombic  rather  than  the  mono- 
clinic  system,  a  feature  which  is  determinable  only  with  the  aid  of  a 
microscope.  The  shape  and  size  of  the  fibers  are  essentially  the  same 
as  true  asbestos.  The  fibrous  variety  of  serpentine  to  which  the 
name  asbestos  is  commercially  given  is  a  hydrated  metasiUcate  of 
magnesia  of  the  formula  HjMg^i,0,  with  usually  a  part  of  the 
magnesia  replaced  by  ferrous  iron.  It  differs,  it  will  be  observed, 
from  asbestos  and  anthophyllite  in  carrying  nearly  14  per  cent 
of  combined  water  and  from  the  first  named  in  containing  no  Ume. 
This  mineral  is  in  most  cases  readily  distinguished  from  either  of  the 


I 


Fkj.  20. — Asbestos  fibers. 
[U.  S,  National  Museum.] 

others  by  its  soft,  silk-Uke  fibers  and  further  by  the  fact  that  it  is 
more  or  less  decomposed  by  acids.  As  found  in  nature  the  material 
is  of  a  hvely  oil-yellow  or  greenish  color,  compact  and  quite  hard, 
but  may  be  readily  reduced  to  the  white,  fluffy,  fibrous  state  by 
beating,  hand-picking,  or  running  between  rollers.  .  The  Length  of 
the  fiber  is  quite  variable,  rarely  exceeding  6  inches,  but  of  very 
smooth,  uniform  diameter  and  great  flexibiUty. 

The  mineral  crocidolite,  although  somewhat  resembUng  fibrous 
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seipentine,  belongs  properly  to  the  amphibole  group.  Chemically 
it  is  anhydrous  siUcate  of  iron  aod  soda,  the  iron  existing  in  both 
the  sesquioxide  and  protoxide  states.  More  or  less  Ume  and  magnesia 
may  be  present  as  combined  impurities.  The  color  varies  from  lav- 
ender-blue to  greenish,  the  fibers  being  silky  like  serpentine,  but  with 
a  slightly  harsh  feeling.  The  composition  of  representative  speci- 
mens of  these  minerals  from  various  sources  is  given  in  the  accom- 
panying table.' 

Mode  of  occurrence  and  origin. — Concerning  the  associations, 
occurrence,  and  origin  of  the  fibrous  structure  of  these  minerals 
existing  literature  is  strangely  silent.  It  is  known  that  all  occur 
in  r^ons  occupied  by  the  older  eruptive  and  metamorphic  rocks. 
It  is  probable  that  in  the  fibrous  forms  the  mineral  is  always 
secondary,  and  the  fibrous  structure  due  in  part,  at  least,  to  shearing 
agencies;  that  is,  to  movements  in  the  mass  of  a  rock  whereby  a 
mineral  undergoing  crystallization  would  be  compressed  laterally 
and  drawn  out  along  a  line  of  least  resistance.  It  is  even  probable 
that  the  structure  is  but  an  extreme  devebpment  of  the  prismatic 
cleavage,  due  to  the  shearing  forces.  This  is,  however,  not  the  case 
with  the  fibrous  varieties  of  serpentine,  which  undoubtedly  result 
from  crystallization  in  preexisting  fractures,  or  gash  veins,  of  the 
serpentinous  material.  The  process  is  evidently  the  same  as  that 
which  is  seen  in  studying,  under  the  microscope,  thin  sections  of 
olivine-bearing  rocks  which  have  undergone  hydration.  The  asbes- 
tos in  Alberene,  in  Albemarle  County,  Virginia,  occurs  in  thin 
platy  masses  aloi^  slickensided  zones  in  the  so-called  soapstone 
(altered  pyroxenite)  of  the  region,  the  fibers  always  running  parallel 
with  the  direction  of  the  movement  which  has  taken  place.  The 
same  is  true  of  the  asbestos  found  in  the  magnetite  mines  near  Blacks- 
burg,  in  Cherokee  County,  South  Carolina,  where  the  fibrous  struc- 
ture is  developed  only  along  shear  zones.  At  Alberton,  Maryland, 
the  fibrous  anthophyhite  occurs  along  a  slickensided  zone  between 
a  schistose  actinolite  rock  and  a  more  massive  serpentinous  or 
talcose  rock,  which  is  also  presumably  an  eruptive  peridotite  or 


'  Fiom  Notes  on  Aabestoa  tnd  Asbestiform  Minerals  by  George  P.  Meiiill.     Pio- 
c««dings  of  the  U.  S.  Nitional  Miueum,  XVIII,  1895,  pp   181-991. 
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pyroxenite.  The  fibration  here  runs  also  paraUel  with  the  direction 
of  movement  as  indicated  by  the  slickeosided  surfaces. 

Localiiies. — As  already  stated  true  hornblende  asbestos  occurs 
only  in  regions  of  eruptive  and  metamorphic  rocks  belonging  to  the 
Archfean  and  Paleozoic  formations.  The  same  is  true  of  anthophyllite. 
Fibrous  serpentine  occurs  sporadically  with  the  massive  fonns  of 
the  same  rock  which  is,  so  far  as  known,  almost  invariably  an  altered 
eruptive.  The  three  forms  are  therefore  likely  to  occur  m  greater 
or  less  abundance  in  any  of  the  States  bordering  along  the  Appa- 
lachian system,  but  are  necessarily  lacking  in  the  great  Interior 
Plains  regions,  reoccurring  once  more  among  lhe  crystalline  rocks 
of  the  Western  Cordilleras  and  the  Pacific  coast.  The  principal 
States  from  which  either  the  true  asbestos  or  anthophyllite  has 
been  obtained  in  anything  like  commercial  quantities  are  Massa- 
chusetts, Connecticut,  New  York,  Maryland,  Virginia,  North  Caro- 
lina, South  Carolina,  Georgia,  and  Alabama,  though  it  has  been 
reported  from  other  Eastern  as  well  as  several  of  the  Western  States. 
Fibrous  serpentine  (chrysotile,  or  amianthus)  occurs  in  small  atnounts 
at  Deer  Isle,  Maine;  in  northern  Vermont;  at  Easton,  PeQnsylvania; 
MontviUe,  New  Jersey;  in  the  Casper  Mountains  of  Wyoming, 
and  in  Washington.  It  is  known  also  to  occur  in  Newfoundland. 
The  Canadian  source  is  in  a  belt  of  serpentinous  rocks  extending 
more  or  less  interruptedly  from  the  Vermont  line  northeastward  to 
some  distance  beyond  the  Chaudifcre  River.  The  geological  horizon 
is  that  subdivision  of  the  Lower  SUurian  known  as  the  Quebec 
Group.  The  material  has  also  been  found  in  the  Laurentian  rocks  of 
this  region. 

"Among  the  principal  areas  of  serpentine  which  are  found  at 
so  many  widely  scattered  points,  the  most  easterly  yet  known  is  at  a 
point  called  Mount  Serpentine,  about  lo  miles  up  the  Dartmouth 
River  &om  its  outlet  in  Gasp^  Basin.  The  serpentine  is  here  asso- 
ciated with  limestone  and  surrounded  by  strata  of  Devonian  Age. 
Small  veins  of  asbestos  are  found  in  the  rock,  but  not  yet  in  quantity 
sufficient  to  be  economically  valuable.  West  of  this  the  next  ob- 
served is  the  great  mass  of  Mount  Albert,  whence  it  extends  west  in 
a  great  ridge  for  some  miles.  This  mass  is  known  to  contain  veins  of 
chromic  iron,  and  traces  of  asbestos  have  also  been  observed,  but 
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the  area  has  never  yet  been  carefully  explored  with  a  view  to  ascertain 
the  presence  of  the  mineral  in  quantity,  owing  largely  to  the  present 
difficulty  of  access. 

"  In  Cranboume  and  Ware,  to  the  north  of  the  Chaudifere  River 
and  in  the  vicinity  of  that  stream  between  the  villages  of  St.  Joseph 
and  St.  Francis,  several  small  knolls  are  seen,  in  all  of  which  small 
and  irr^ular  veins  are  visible,  but  apparently  not  in  quantity  suf- 
ficient to  render  them  economically  important,  at  least  in  so  far 
as  yet  examined.  Further  to  the  southwest,  in  Broughton,  Thetford, 
Coleraine,  Wolfestow,  and  Ham,  a  very  great  development  of  these 
rocks  is  observed,  forming  at  times  mountain  masses  from  600 
to  900  feet  above  the  surrounding  country  level,  and  presenting 
very  peculiar  and  boldly  marked  features  in  the  landscape  by  their 
rugged  outlines  and  curiously  weathered  surfaces.  The  large 
areas  of  this  division  terminate  southward  at  a  point  termed  Ham 
Mountain,  a  veiy  prominent  peak  of  diorite  which  marks  the  ex- 
tremity of  the  ridge.  In  this  great  area,  which  we  may  style  the 
central  area,  asbestos  can  be  found  at  many  points  in  small  quantity, 
but  at  a  comparatively  few  does  it  occur  in  quantity  and  quality 
sufficient  to  warrant  the  expenditure  of  much  capital  in  its  extraction. 

"  The  third  area,  regarding  that  of  the  Shickshocks  as  the  first, 
begins  near  the  village  of  Danville,  and  may  be  styled  the  south- 
western area.  Thence  it  extends  through  Melbourne,  Brompton, 
Orford,  Bolton,  and  Potton,  in  a  series  of  disconnected  hills,  to  the 
American  boundary,  beyond  which  the  continuation  of  the  serpen- 
tines can  be  traced  into  Vermont.  In  these  areas,  with  the  excep- 
tion of  the  peculiar  isolated  knoll  near  Danville,  the  asbestos  has, 
as  yet,  been  observed  in  small  quantity  only,  and  generally  of  inferior 
quality.  Large  areas  of  soapstone  are  found  at  points  throughout 
the  area,  and  the  associated  diorites  have  a  large  development. 
It  must,  however,  be  said  of  this  section,  that  considerable  areas, 
whose  outcrops  can  be  seen  along  the  roads  which  traverse  the 
district,  are  concealed  by  a  dense  forest  growth,  and  the  true  value 
of  such  portions  must,  for  some  considerable  time,  be  largely  con- 
jectural. In  fact,  until  the  forest  and  soil  are  completely  removed 
by  the  action  of  forest  fires,  as  was  the  case  at  Black  Lake  and  Thet- 
ford, the  search  for  asbestos  is  likely  to  prove  difficult  and  unsatis- 
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factory.  It  is,  however,  very  evident  from  the  studies  already 
made  on  this  interesting  group  of  rocks  in  Canada,  that  all  serpen- 
tines are  not  equally  productive — a  fact  very  evident  even  in  the 
heart  of  the  great  mining  centers  themselves,  where  large  areas  of 
the  belt  are  made  up  of  what  is  known  as  barren  serpentine.  As  a 
general  rule,  however,  the  rock  likely  to  prove  asbestos-producing 
can  be  determined  by  certain  peculiarities  of  texture,  color,  or  weather- 
ing. 

"At  the  Thetford  mines,  and  in  that  portion  of  Coleraine  lying 
to  the  northeast  of  Black  Lake,  certain  conditions  favorable  to 
the  production  of  asbestos  appear  to  have  prevailed,  and  have  led 
to  the  formation  of  numerous  veins,  often  of  large  size,  which,  in 
places,  interlace  the  rock  in  all  directions.  These  veins  range  in 
size  from  small  threads  to  a  width  of  3  to  4  inches  (Fig.  21),  and 


FlO.  31. — Serpentine  aabcstM  In  mu^ve  serpentine. 

[U.  5.  National  Museum.] 

in  rare  cases  even  reach  a  thickness  of  over  6  inches.  The  quality 
of  the  fiber,  however,  varies  even  in  these  localities,  and  while  much 
of  it  is  soft,  fine,  and  silky,  other  portions  are  characterized  by  a 
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harshness  or  stiffness  which  detracts  greatly  from  its  commercial 
value." 

The  veins  while  not  disturbed  by  faultily  generally  improve 
so  far  as  quality  of  material  is  concerned  as  the  depth  below  the 
surface  increases-  They  are,  however,  very  irregular  in  their  dis- 
tribution, and  are  rarely  persistent  for  any  great  distance. 

"  A  small  vein  at  the  surface,  of  half  an  inch  in  thickness,  may 
■quickly  enlarge  to  one  of  3  inches  or  more,  and,  continuing, 
may  die  out  entirely,  while  others  come  in  on  either  side.  They 
have  much  the  aspect  of  the  gash  veins  in  slaty  rocks,  though  there 
are  many  instances  seen  where  the  fiber  maintains  a  tolerably  uniform 
size  for  considerable  distances. 

"  The  containing  rocks  show  the  presence  of  numerous  faults, 
as  in  other  mineral  localities,  but  possibly  in  the  serpentine  these 
are  often  more  plainly  marked.  These  faults  throw  the  veins  from 
side  to  side,  and  frequently  are  of  sufficient  extent  to  cut  off  entirely 
the  working  face  of  a  highly  productive  area,  the  rock  on  the  other 
side  of  the  fissure  being  often  entirely  barren.  The  aides  of  the 
ia.v\t,  in  such  cases,  show  extensive  slickensides,  and  frequently 
have  great  sheets  of  coarse  or  woody-fibered  or  imperfect  asbestos, 
along  the  planes  of  fracture.  Occasionally,  pockete  or  small  veins 
■of  chromic  iron  are  found  in  close  proximity  to  the  asbestos.'" 

The  Vermont  asbestos  is  of  the  same  type  as  the  Canadian.  It 
is  found  near  Eden,  in  Lamoille  County,  at  the  adjacent  town  of 
Xowell,  in  Orleans  County,  in  the  northern  part  of  the  State.  At 
Eden  the  mines  occur  in  the  south  face  of  Belvidere  Mountain,  where 
a  great  mass  of  serpentine  occurs  intruded  between  a  micaceous 
schist  below  and  a  homblendic  schist  above.  The  serpentine 
occurs  in  the  form  of  bold  escarpments,  and  the  mining  is  carried 
on  wholly  from  open  cuts.  The  veins  are  rarely  more  than  three- 
fourths  of  an  inch  in  width.  At  Lowell  two  types  of  material  are 
met  with,  the  one  with  fibers  standing  practicaUy  at  right  angles  with 
the  walls,  as  in  the  localities  described,  and  the  other  with  fibers 
parallel  to  the  sUckensided  fores  of  joints.    This  last  variety  is 


'  R.  W.  EUs,  TransacUoDS  of  th«  Ameikan  Instilute  of  Mining  Engiticers,  XVIII, 
1890,   p.   3aa. 
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much  the  more  brittle,  and  as  it  occurs  in  layers  seldom  more  than 
a  fourth  of  an  inch  in  thickness,  is  much  less  desirable. 

The  Italian  asbestos  which  Snds  its  way  to  the  American  markets 
is  both  of  the  amphibolic  and  serpentinous  varieties,  both  being  re- 
markable for  the  beautiful  long  fibers  they  yield.  The  amphibolic 
variety,  the  true  asbestos,  comes  from  Mont  Cenis,  and  the  serpen- 
tinous variety,  from  Aosta. 

Methods  0}  mining  and  preparation, — The  minii^  of  asbestos  is 
carried.on  almost  wholly  from  open  cuts  and  shallow  tunnels.  Rarely 
does  it  pay  to  follow  the  miaterial  to  any  great  depth.  In  the  United 
States  the  mines  are  worked  very  irregularly,  and  in  most  cases, 
abandoned  at  the  end  of  a  short  season. 

The  mining  of  the  Canadian  material  is  carried  on  by  means  of 
open  cuts,  much  as  a  farmer  cuts  down  a  stack  of  hay  or  straw,  or 
rby  open  quarry  on  a  level.  The  rock  is  blasted  out  and  the  asbestos 
separated  from  the  inclosing  rock  by  a  process  known  as  "  cobbing," 
and  which  consists  in  breaking  away  the  fibrous  material  from  the 
walls  of  the  vein  or  from  other  foreign  ingredients  by  means  of 
hammers. 

The  cobbed  material  is  separated  into  grades,  according  to 
quaUty,  which  depends  upon  the  length,  fineness,  and  fiexibiUty  of 
the  fiber.  During  t388  the  finest  grades  brought  prices  varyii^  from 
$3oto  $110  a  ton.    In  1899  the  price  had  fallen  to  about  $26  a  ton. 

Uses. — The  uses  of  asbestos  are  manifold,  and  ever  on  the 
increase.  Amoi^  the  ancient  Greeks  it  was  customary  to  vrrap 
the  bodies  of  those  to  be  burned  in  asbestos  ckith,  that  their  ashes 
might  be  kept  intact.  In  the  eighth  century  Charlemagne  is  said 
to  have  used  an  asbestos  tablecloth,  which,  when  the  feast  was  over» 
he  would  throw  into  the  fire,  after  a  time  withdrawing  it  cleaned  but 
unharmed,  greatly  to  the  entertainment  of  his  guests.  The  most 
striking  use  to  which  the  material  is  put  is  the  manufacture  of  fire- 
proof cloths  for  theater  curtains,  for  suits  of  firemen  and  others 
liable  to  exposure  to  great  heat.  It  is  also  used  for  packing  pistons, 
closing  joints  in  cylinder  heads,  and  other  fittings  where  heat,  either 
dry  or  from  steam  and  hot  water,  would  shortly  destroy  a  less  durable 
substance.  For  this  purpose  it  is  used  in  the  form  of  a  yam,  or  a& 
millboard.     The  lower  grades,   in   which  the  fibers  are  short  or 
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brittle,  are  made  into  a  felt  which,  on  account  of  its  non-conducting 
powers,  is  utilized  in  covering  steam  •boilers.  It  is  also  ground 
and  made  into  cements  and  paints,  the  cement  being  used  as  a  non- 
conductor on  boilers,  and  the  paint  to  render  wooden  structures 
less  susceptible  to  fire.  In  the  chemical  laboratory  the  finely  fibered, 
thoroughly  purified  asbestos  forms  an  indispensable  filtering  medium. 
For  this  purpose  the  true  asbestos  is  preferable  to  the  fibrous  serpen- 
tine.' In  the  manufacture  of  cloth,  rope,  and  other  materials  where 
strength  and  fiexibility  of  fiber  are  essential  the  serpentine  asbestos 
(chiysotile)  is  preferable  to  the  amphibolic  form,  though,  owing  to  its 
hydrous  condition,  it  is,  in  reality  less  fire-proof. 

Within  a  few  years  it  has  been  found  that  the  massive  material 
previously  considered  as  waste  at  the  Danville  mines  could,  by  proper 
treatment,  be  reduced  to  a  fibrous  pulp  amdirably  adapted  for  a 
wall  plaster,  and  similar  uses.  This  material  is  known  under  the 
commercial  name  of  osbestic. 

The  chief  use  of  asbestos  is  based  upon  its  highly  refractory  or 
non-combustible  nature.  The  popular  impression  that  it  is  a  non- 
conductor of  heat  is,  accordii^  to  Professor  Donald,  erroneous,  the 
non-conducting  character  of  the  prepared  material  being  due  rather 
to  its  porous  nature  than  to  the  physical  properties  of  the  mineral 
itself.'  Owing  to  the  comparatively  high  price  of  asbestos,  it  is,  in- 
the  manufacture  of  the  so-called  non-conducting  materials,  lai^ely 
admixed  with  plaster  of  Paris,  powdered  limestone,  dolomite,  mag- 
nesite,  diatomaceous  earth,  or  carbonaceous  matter, -as  hair,  paper,, 
sawdust,  etc.  With  the  possible  exception  of  the  magnesite  (carbon- 
ate of  magnesia)  these  are  all  less  effective  than  the  asbestos,  and 
deteriorate  as  well  as  cheapen  the  manufactured  article.  The 
following  table  will  serve  to  convey  some  idea  of  the  relative  portions 
of  the  various  materials  used  as  non-conducting  pipe  coverings, 
etc.: 

'  Prof.  A.  H.  Chester:  Some  MisconceptioiiB  Concerning  Aabestos.    Engiiieeriiig; 
and  Mining  Journal,  LV,  iSgj,  p.  531. 
'  The  Mineral  Industiy,  II,  1893,  p.  4. 
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Parts. 
Asbestos  sponge,  molded: 

Plaster  of  Paris .•, 95-So 

Fibrous  asbestos r... ............  ••......       4.10 

Fire-felt  sectional  covering: 

Asbestos ....••n............     S3.00 

Carbonaceous  matter  (hair,  paper,  uwdui^etc.) 18.00 


Magnesia  sectioDal  covering: 

Carbonate  of  magnesia pi.ao 

Fibrous  asbestos 7.80 


Iifagnesia  plastic: 

Carbonate  of  m^neaia  ...........................................     gi.io 

Fibrous  asbestos 7.80 


Asbestos  cement  felting: 

Poirdered  limestone , 64-50 

Flasler  of  Paris 3.50 

Asbestos 3S.00 


Asbestoc-sponge  cement  felting: 

Powdered  limestone 

Plaster  of  Paris 

Asbestos 


FomO  meal: 

Insoluble  silicate 

Carbonaceoiu  matter  (hair,  paper,  sawdust,  e 

Soluble  mineral  matter 

Moisture 


The  annual  amouat  of  asbestos  of  all  kinds  produced  in  the 
United  States  varies  from  600  to  1,000  tons,  valued  at  about  $15  per 
ton.  Some  30,000  tons  of  asbestos  and  asbestic  are  produced  by  the 
Canadian  mines,  a  considerable  proportion  of  which  finds  its  way  into 
American  markets. 
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4.   GARNET. 

The  chemical  composition  of  the  various  minerals  of  the  gamet 
group  is  somewhat  variable,  though  all  are  essentially  silicates  of 
alumina,  lime,  iron,  or  magnesia.  The  more  common  types  are 
the  lime-ahimina  gamet  grossularite,  and  the  iron-alumina  gamet 
aiamandiU.  Other  varieties  of  value  as  minerals  or  as  gems  are 
pyrope,  spessartite,  andradiu,  hredbergUe,  and  uvaravite. 

The  ordinary  form  of  the  gamet  is  the  regular  12-  or  24-sided 
solid,  the  dodecahedron  and  trapezodedron,  as  shown  in  Fig.  22. 
The  color  is  dull  red  or  brown,  though  in  the  rarer  forms  yellow, 
green,  and  white.    Hardness  from  6.5  to  7.5  of  the  scale. 

Occurrence. — Garnets  occur  mainly  in  metamorphic  siliceous 
rocks,  such  as  the  mica  schists  and  gneisses,  and  though  sometimes 
found  in  limestones  and  in  eruptive  rocks,  are  rarely  sufficient^ 
abundant  to  be  of  economic  importance.  In  the  gneisses  and  schists. 
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howev  r,  they  not  infrequently  preponderate  over  every  other  con- 
stituent, varying  from  sizes  smaller  than  a  pin's  head  to  masses 
of  loo  pounds'  weight,  or  more. 

The  most  important  garnet-producing  r^ons  of  the  United 
States  are  Roxbury,  Connecticut,  Warren  County,  New  York,  and 
Delaware  County,  Pennsylvania.  At  the  first-named  locality,  the 
garnets  occur  in  a  mica  schist;    in  New  York  they  are  found  in 


Fu.  39.— Outlines  of  gunet  crystals. 

laminated  pockets  scattered  through  beds  of  a  very  compact  horn- 
blende feldspar  rock,  the  size  of  the  pockets  ranging  from  5  or  6 
inches  in  diameter  to  such  as  will  yield  1,000  pounds  or  more.  In 
the  Delaware  County  localities  the  gamets  occur  in  aggr^ates  of 
small  crystab  in  a  quartzose  gneiss.' 

One  of  the  most  noted  garnet  regions  of  the  world  is  that  near 
Prague,  Bohemia.  According  to  G.  F.  Kunz,'  the  gamets  of  the 
pyrope  variety  are  indigenous  to  an  eruptive  rock  now  changed  to 
serpentine,  and  the  mineral  is  found  "  loose  in  the  soil  or  in  the 
lower  part  of  the  diluvium,  or  embedded  in  a  serpentine  rock.  .  .  . 
In  mining  the  earth  is  cut  down  in  banks  and  only  the  lower  layer 
removed,  and  the  gamets  are  separated  by  washing.  The  earth 
is  first  dry-sifted  and  then  washed  in  a  small  jig  consisting  of  a 
sieve  moved  back  and  forth  in  a  tank  of  water." 

According  to  Mr.  D.  B.  Sterrett,  the  gamets  at  Roxbury,  noted 
above,  occur  in  the  form  of  dodecahedrons  of  all  sizes  up  to  an  inch 
and  a  half  in  diameter,  embedded  in  a  mica  schist. 

'  The  Mineral  Industry,  V,  1896. 

*  Transactions  of  the  American  Institute  of  Mining  Engmeersi  XXI,  189^  p.  341. 
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The  present  quany  b  situated  upon  a  hilltop  some  three  miles 
outside  of  the  town  of  Roxbury.  Mining  is  done  wholly  by  open 
cuts.  The  rock  is  blasted  out  by  dynamite  and  broken  into  masses 
suitable  for  handling,  which  are  then  raised  from  the  quarry,  dumped 
into  a  gravity  car,  and  run  to  a  crushing  mill.  The  schist  is  soft, 
crushing  easily,  the  garnets  coming  out,  in  large  part,  free  from 
the  matrix  and  unbroken. 

From  the  crusher  pieces  of  all  sizes  up  to  a  hen's  egg  fall  through 
a  chute  and  are  scattered  evenly  over  a  broad  bek,  some  2  feet 
in  width  and  is  or  more  in  length,  over  which  small  streams 
of  water  are  kept  playing  in  order  to  settle  the  dust  and  cleanse 
the  garnets.  On  either  side  of  this  belt  men  are  employed  to  pick 
out  the  garnets,  which  are  placed  upon  a  small  belt  above  moving 
in  the  same  direction,  which  carries  them  to  the  storing  bins,  where 
they  are  run  into  sacks  of  100  pounds'  weight  each  and  shipped  to 
Chicago,  at  which  place  they  are  utilized  by  the  Armour  Packing 
Company  in  the  manufacture  of  the  so-called  emery  paper. 

The  waste  at  the  quany  is  very  great,  amounting,  it  is  estimated, 
to  from  one-half  to  three-fourths  of  the  entire  amount  mined. 

Uses. — Aside  from  their  uses  in  the  cheaper  forms  of  jeweliy, 
garnets  are  used  mainly  for  abrading  purposes  and  mainly  as  a 
sand  for  sawing  and  grinding  stone  or  for  making  sandpaper.  The 
material  is  of  less  value  than  corundum  or  emery,  owing  to  its  inferior 
hardness.  The  commercial  value  is  variable,  but  as  prepared 
for  market  it  is  worth  about  2  cents  a  pound. 

5.    ZIRCON. 

This  is  a  silicate  of  zirconium,  ZrSiO<,  =  silica,  32.8  per  cent; 
zirconia,  67,2  per  cent;  specific  gravity,  4,68  to  4.7;  haidness,  7.5; 
colorless,  grayish,  pale  yellow  to  brown  or  reddish  brown.  Ordi- 
narily in  the  form  of  square  prisms  (Fig.  23), 

Zircon  is  a  common  constituent  of  the  older  eruptivcs  like  granite 
and  syenite,  and  also  occurs  in  granular  Umestone,  gneiss,  and 
the  schists.  It  is  so  abundant  in  the  elxolite  syenites  of  Southern 
Norway  as  to  have  given  rise  to  the  varietal  name  Zircon  syenite. 
Although  widespread  as  a  rock  constituent  it  has  been  reported 
in  but  few  instances  in  sufficient  abundance  to  make  it  of  commercial 
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value.    Being  hard  and  veiy  durable  it  resists  to  the  last  ordinary 

atmospheric  agencies,  and  hence  is  to  be  found  in  beds  of  sand, 

gravel,  and  other  debris  resulting  from 

^-'^'V'-'v^^     ^    \^,     the  decomposition  of  rocks  in  which  it 

f^ \-^   i- V^ :  primarily  occurs.     It   has   thus  been 

reported  as  found  in  the  alluvial  sands 
in  Ceylon,  in  the  gold  sands  of  the 
Ural  Mountains,  Australia,  and  other 
places.  In  the  United  States  it  occurs 
in  considerable  abundance  in  the  elso- 
lite  syenite  of  Litchfield,  Maine,  and 


Fks.  33.— Oudines  of  li 


'  is  also  found  in  other  States  bordering 
aloi^  the  Appalachian  Mountains.     The  most  noted  localities  are  in 
Henderson  and  Buncombe  counties  in  North  Carolina,  whence  several 
tons  have  been  mined  during  the  past  few  years  from  granite  debris. 
Uses, — See  under  Monazite,  p.  298. 

6.   SPODUMENE  AND  PETAUTE. 

Spodnmeoe. — This  is  an  aluminum-lithium  silicate  of  the  formula 
LiAl(SiO,)j,  =  siUca,  64.5  per  cent;  alumina,  27^  per  cent;  lithla, 
8.4  p>er  cent;  in  nature  more  or  less  impure  through  the  presence  of 
small  amounts  of  ferrous  oxide,  lime,  magnesia,  potash,  and  soda. 
Luster,  vitreous  to  pearly;  colors,  white,  gray,  greenish,  yellow,  and 
amethystine  purple,  transparent  to  translucent.  Usual  form  that  of 
flattened  prismatic  crystals,  with  easy  cleavages  parallel  with  the 
faces  of  the  prism.  Also  in  massive  forms.  Crystals  sometimes 
of  enormous  size,  as  noted  below. 

Mode  oj  occurrence. — Spodumene  occurs  commonly  in  the  coarse 
granitic  veins  associated  with  other  tithia  minerab,  together  with 
tourmaline,  beryls,  quartz,  feldspar,  and  mica.  The  chief  localities 
as  given  by  Dana  are  as  below: 

"  In  the  United  States,  in  granite  at  Goshen,  Massachusetts, 
associated  at  one  locality  with  blue  tourmaline  and  beryl;  also 
at  Chesterfield,  Chester,  Huntington  (formeriy  Norwich),  and 
Sterling,  Massachusetts;  at  Windham,  Maine,  with  garnet  and 
staun^te;  at  Peru  with  beryl,  triphylite,  petalite;  at  Paris,  in 
Oxford  County;    at  Winchester,  New  Hampshire;    at  Brookfield, 
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Connecticut,  a  few  rods  north  ol  Tomlinson's  tavern,  in  small  gray- 
ish or  greenish-white  individuals  looking  like  fddspar;  at  Branch- 
\-ille,  Connecticut,  in  a  vein  of  pegmatite,  with  lithiophilite,  uran- 
inite,  several  manganesian  phosphates,  etc;  the  crystab  are  often 
of  immense  size,  embedded  in  quartz;  near  Stony  Point,  Alexander 
County,  North  Carolina,  the  variety  hiddenite  in  cavities  in  a  gneiss- 
oid  rock  with  beryl  (emerald),  monazite,  mtile,  allanite,  quartz, 
mica,  etc.;  near  Ballground,  Cherokee  County,  Geoi^a;  in  South 
Dakota  at  the  Etta  tin  mine  in  Pennington  County,  in  immense 
crystals.  At  Huntington,  Massachusetts,  it  is  associated  with  tri- 
phylite,  mica,  beryl,  and  albite;  one  crystal  from  this  locality  was 
16}  inches  long  and  ro  inches  in  ^rtb." 

At  the  Etta  tin  mine,  in  the  Black  Hills  of  South  Dakota,  the 
miner^  occurs,  according  to  W.  P.  Blake,  in  sizes  the  magnitude  of 
which  exceeds  all  records.  Crystalline  masses  extend  across  the 
face  of  the  open  cut  from  2  to  6  feet  in  length  and  from  a  few  inches 
to  13  and  18  inches  in  diameter.  Blocks  too  large  to  lift  have  been 
freely  tumbled  over  the  dump  with  the  waste  of  the  feldspar,  quartz, 
and  mica.  The  gigantic  crystals  preserve  the  cleavage  characteris- 
tics and  show  the  common  prismatic  planes.  The  color  is  lighter 
and  is  without  the  delicate  creamy-pink  hue  of  the  specimens  from 
Massachusetts.  It  is  very  hard,  compact,  and  toi^h,  and  is  dif- 
ficult to  break  across  the  grain.  Some  of  the  fragments  are  trans- 
lucent.    (See  Plate  XIV.) 

The  chief  foreign  localities  of  spodumene  are  Ut9  in  SOdermanland, 
Sweden,  where  it  is  associated  with  magnetic-iron  ore,  tourmalines, 
quartz,  and  feldspar,  near  Sterzing  and  Lisens,  in  Tyrol;  embedded 
in  granite  at  Killiney  Bay  near  Dublin,  and  at  Peterhead.  Scotland. 

Uses.  —  Spodumene  and  the  lithia-mica  lepidolite  are  used  in 
the  manufacture  of  lithia  salts,  although  the  industry  is  not  yet 
one  of  great  importance.  The  price  of  the  crude  material  varies 
with  the  percentage  of  lithium,  which  as  noted  is  greatest  in  the  first- 
named  mineral.  During  the  year  1901  the  prices  rangedfrom$ii.oo 
to  $40.00  per  ton,  the  total  production  for  the  year  being  but  1,750 
tons,  derived  mainly  from  California  and  in  the  form  of  lepidolite. 

Petallte,  another  lithiimi-alumimmi  silicate  containing  3.5  to 
5  per  cent  lithia  occurs  associated  with  lepidolite,  tourmaline,  and 
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spodumene  in  an  iron  mine  at  XJt<i,  Sweden,  with  spodumene  and 
albite  at  Peru,  Maine,  and  with  scapollte  at  Bolton,  Massachusetts. 

7.   LAZDSITE;    lapis   LAZtllJ;    OK  NATIVE   DLTRAHARIKE. 

Composition  essentially  Na^(NaS,.Al)Al^i,0,„  =  silica,  31.7  per 
cent;  alumina,  26.9  per  cent;  soda,  27.3  per  cent;  sulphur,  16.9 
per  cent;  hardness,  5.5;  specific  gravity,  2.38  to  2.45.  Color,  rich 
azure-violet  or  greenish  blue,  translucent  to  opaque.  The  ordinary 
lapis  lazuli  Is  not  a  simple  mineral  as  given  above,  but  a  mixture 
of  lazurite,  hauynite,  and  various  other  minerals. 

The  following  analyses  quoted  from  Dana  serve  to  show  the 
heterogeneous  character  of  the  material  as  found: 
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Occurrence. — The  localities  are  mostly  foreign.  The  ultramarine 
reported  not  long  since  as  occurring  near  Silver  City,  New  Mexico, 
has  been  shown  by  R.  L.  Packard  to  be  a  magnesian  siUcate. 

Mexico,  Chile,  Siberia,  India,  and  Persia  are  the  chief  sources. 
The  following  regarding  the  Indian  localities  is  taken  from  Ball's 
Geology  of  India,  Part  III. 

According  to  Captain  Hutton,  the  lapis  lazuli  sold  in  Kandahar 
is  brought  from  Sadmoneir  and  Bijour,  where  it  is  said  to  occur  in 
masses  and  nodules  embedded  in  other  rocks.  He  obtained  a 
small  specimen  from  Major  Lynch,  which  was  said  to  have  been 
brought  from  Hazara,  and  he  heard  that  it  occurred  in  Ehelat. 
Several  writers  speak  of  its  occurrence  in  Beluchistan.  but  possibly 
this  may  be  due  to  some  confusion  in  names.  Beyond  a  question 
of  doubt  it  does  exist  in  Badaksham.  the  mines  south  of  Firgamu. 
in  the  Kokcha  valley,  having  been  described  by  Wood  in  the  narra- 
tive of  his  journey  to  the  Oius. 

The  entrance  to  the  mines  is  on  the  face  of  the  mountain  at  an 
elevation  of  about  i  ,500  feet  above  the  level  of  the  stream.  The  rocks 
are  veined,  black  and  white  limestones.    The  principal  mine  as  rq>- 
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xesented  in  elevation,  pursues  a  somewhat  serpentine  direction.  The 
shaft  by  which  you  descend  to  the  gallery  is  about  to  feet  square,  and 
is  not  so  perpendicular  as  to  prevent  your  walking  down.  The 
gallery  is  30  paces  long,  with  a  gentle  descent,  but  it  terminates  in 
a  hole  20  feet  in  diameter  and  as  many  deep.  The  gallery  is  la  feet 
in  diameter,  and  as  it  is  unsupported  by  pillars  accidents  sometimes 
occur.  Fires  are  used  to  soften  the  rock  and  cause  it  to  crack;  on 
being  hammered  it  comes  oS  in  flakes,  and  when  the  precious  stone 
is  disclosed  a  groove  is  picked  round  it,  and  together  with  the  portion 
of  the  matrix  it  is  pried  out  by  means  of  crowbars.  Three  varieties 
are  distinguished  by  the  miners,  the  ntli,  or  indigo  colored,  the 
^ismani,  or  sky-blue,  and  the  sabgi,  or  green.  The  labor  was  com- 
pulsory, and  mining  was  only  practiced  in  the  winter.  According 
to  Wood,  these  mines  and  also  those  for  rubies  had  not  been  worked 
for  four  years  as  they  had  ceased  to  be  profitable.  Possibly  this 
may  have  been  partly  due  to  the  fall  in  value;  according  to  Mr. 
Baden-Powell,  recent  returns  represent  the  exports  as  amounting 
to  only  a  seers;  but  Colonel  Yule,  in  his  book  of  Marco  Polo,  states 
that  the  produce  was  30  to  60  poods  (36  pounds  each)  annually, 
the  best  qualities  selling  at  prices  ranging  from  jgia  to  ;£24  a  pood. 
Mr.  PoweU's  figures  perhaps  only  refer  to  the  exports  to  India. 
Fonnerly  the  produce  from  these  mines,  which  must  have  been 
considerable,  was  exported  principally  to  Bokhara  and  China,  whence 
a  portion  found  its  way  to  Europe. 

Marco  Polo  says  that  the  azure  found  here  was  the  finest  in  the 
world,  and  that  it  occurred  in  a  vein  like  silver.  The  Yamgan 
tract,  in  which  the  mines  were  situated,  contained  many  other 
mines,  and  doubtless  Tavemier  referred  to  it  when  he  spoke  of  the 
territory  of  a  Raja  beyond  Kashmir  and  toward  Thibet,  where  there 
were  three  mountains  close  to  one  another,  one  of  which  produced 
gold,  another  granats  (garnets,  or  rather  batas  rubies),  and  the 
third  lapis  lazuh. 

A  small  quantity  of  lajward  is  said  to  be  imported  into  the  Punjab 
from  Kashgar,  and  a  mine  is  reported  to  exist  near  the  source  of 
the  Koultouk,  a  river  which  falls  into  Lake  Baikal 

Uses. — Ullramanne  for  coloring  purposes  has  in  modem  times 
lost  much  of  its  value,  owing  to  the  discovery  by  M.  Guimet  in 
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1828  of  an  artificial  substitute.  Fonnerty  it  was  much  used  as  a 
pigment,  being  preferred  by  artists  in  consequence  of  its  possessing 
greater  purity  and  clearness  of  tint.  Accordii^  to  Ball,'  the  artificial 
substitute  is  now  commonly  sold  in  the  bazars  of  India  under  the 
same  name,  lajward,  for  about  4  rupees  a  seer,  while  at  Kandahar 
in  the  year  1841,  according  to  Captain  Hutton,  the  true  lajward, 
which  was  used  for  house  painting  and  book  illuminating,  was  sold, 
when  purified,  at  from  80  to  100  rupees  a  seer.  Mr.  Emanuel 
states  that  the  value  of  the  stone  itself,  when  of  good  color,  varies, 
according  to  size,  from  10  to  50  shillings  an  ounce.  In  Europe  the 
refuse  in  the  manufacture  is  calcined,  and  aSords  delicate  gray 
pigments,  which  are  known  as  ultramarine  ash. 

Lajward  is  prescribed  internally  as  a  medicine  by  native  phy- 
sicians; it  has  been  applied  externally  to  ulcers.  That  it  possesses 
any  real  therapeutic  powers'  is,  of  course,  doubtful. 

Although  no  longer  a  source~of  any  considerable  amount  of  the 
ultramarine  of  commerce,  the  compact  varieties  of  the  mineral,  such 
as  that  from  Persia,  are  highly  esteemed  for  the  manufacture  of 
mosaics,  vases,  and  other  small  ornaments. 

8,  allanite;  orthite. 

This  is  a  cerium  epidote  of  the  formula  HR"R"',Si,Oii,  in  which 
R"  may  be  either  calcium  or  iron  (or  both)  and  R"'  aluminum,  iron 
cerium,  didymium,  or  lanthanum.  The  analyses  given  on  the  next 
page  are' selected  from  Dana's  Mineralogy  as  showing  variation  in 
the  composition  sufficient  for  present  purposes. 

When  in  crystals  often  in  long  slender  nail-like  forms  (orthite) ; 
also  massive  and  in  embedded  granules.  Color,  pitch-black,  brown- 
ish, and  yellow.  Brittle.  Hardness,  5.5  to  6.  Specific  gravity,  3.5 
to  4,2,  Before  the  blowpipe  fuses  and  swells  up  to  a  dark,  slaggy, 
magnetic  glass. 

LocalUtes  and  mode  oj  occurrence. — The  more  common  occur- 
rence is  in  the  form  of  small,  acicular  crystals  as  an  original  con- 
stituent in  granitic  rocks.  It  also  occurs  in  white  limestone,  asso- 
ciated with  magnetic-iron  ore,  and  in  igneous  rocks  as  andesite,  diorite^ 

'  G«o1og7  of  India,  III,  p.  518. 

D,g,l,..cbyGOOglC 


Saica  (SiOJ 

Thoiina  ("niOJ 

Alumina  CAl,op 

Iron  scsquioxide  (F^O^ 

Cerium  sesquioxide  iC&|Of) 

Didymium  leiquioxide  (Difij) . 
LantbMium  BMquioiide  (La,0,) 

Yttrium  SMqukmde  (l^OJ 

Erbinum  lesquiozide  (Er,0^  .. . 

Iron  protoxide  (FeO) 

M&nganese  (MnO) 

lime  (CaO) 

Magnesia  (MgO) 

Potash  (KjO) 

Soda(Na,0) 

Water  (H,0) 


I. 

11. 

IIL 

^iS 

3303 

& 

•iZ 

17-63 

r6.io 

S-o6 

8.6; 

..84 

11.61 

7.68 

Ut 

None. 

0.8, 

2^1 

1.66 

None. 

7.01 

■tf. 

to.48 

12.78 

None. 

None. 

0.18 

3-49 

9-37 

2.56 

99.07 

100.79 

99.19 

(1)  Hittisrt.  Non™y;  (II>  Ytterhy.  Sweden;  (III)  Nelson  County.  Vwgini*. 

and  rhyolite.  At  the  Cook  Iron  Mines,  near  Port  Henry,  New  York, 
it  is  reported  as  occurring  in  great  abundance  and  in  crystals  oE 
extraordinary  size,  in  a  gangue  of  quartz  and  orthoclase. 

The  variety  orthite  occurs  in  forms  closely  simulating  rusty 
naib  in  the  granitic  rock  about  Brunswick,  Maine.  In  Arendal, 
Norway,  it  is  found  in  massive  forms.  At  Finbo,  near  Falun, 
Sweden,  in  acicular  crystals  a  foot  or  more  in  length.  In  Amherst 
and  Fauquier  counties,  Virginia,  it  occurs  in  large  masses  from 
Fauquier  County,  as  it  also  does  near  Bethany  Church,  Iredell 
pjunty.  North  Carolina,  and  Llano  County,  Texas.  At  Balsam 
Gap,  Buncombe  County,  North  Carolina,  it  occurs  in  slender  crys- 
tals 6  to  IS  inches  long  and  in  crystalline  masses,  in  a  granitic  vein 
and  under  similar  conditions  at  the  Buchanan  and  Wiseman  mines 
in  Mitchell  County. 

Uses. — See  under  Monazite,  p.  298. 

9.  GADOLINITE. 

This  is  a  basic  orthosilicate  of  yttrium,  iron,  and  gludnimj, 
though  with  frequently  varying  amounts  of  didymium,  Itmthanum, 
etc.  The  formula  as  given  by  Dana  is  Gl,FeY,Si,0,„  =  silica, 
33.9  per  cent;  yttrium  oxides,  51.8  per  cent;  iron  protoxide,  14.3 
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per  cent,  aod  glucina,  lo  per  cent.  Actual  analyses  yielded  results 
as  below: 
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The  mineraJ  is  sometimes  found  in  form  of  rough  and  coarse 
crystals,  but  more  commonly  in  amoiphous,  glassy  forms.  Hard- 
ness, 6.5  to  7;  specific  gravity,  4  to  4.47.  Color,  brown,  black,  and 
greenish  black,  usually  translucent  in  thin  splinters  arid  of  a  grass- 
green  to  olive-green  color  by  transmitted  light.  No  true  cleavage; 
fracture  conchoidal  or  splintery  like  glass,  and  with  a  vitreous  or 
somewhat  greasy  luster.  Through  oxidation  and  hydration  the 
mineral  becomes  opaque,  brown,  and  earthy.  Hence  masses  are 
not  infrequenUy  found  consisting  of  the  normal  glassy  gadolinite 
enveloi>ed  in  a  brown-red  crust  of  oxidation  products.  On  casual 
inspection  the  mineral  closely  resembles  samarskite  and  the  dark, 
opaque  varieties  of  orthite,  but  is  easily  distinguished  from  the 
fact  that  before  the  blowpipe  it  glows  brightly  for  a  moment  and 
then  swells  up,  cracks  open,  and  becomes  greenish  without  fusing. 
Some  varieties  (the  normal  anisotropic  forms)  swell  up  into  cauli- 
flower-like forms  and  fuse  to  a  whitish  mass.  Like  orthite,  it  gives 
a  jdly  when  the  powdered  mineral  is  boiled  in  hydrochloric  acid. 

Localities  and  mode  of  occurrence.— The  mineral  occurs  mainly 
in  coarse  pegmatitic  veins  associated  with  allanite  and  other  allied 
minerals.  The  principal  locality  in  the  United  States  thus  far 
described  is  some  five  miles  south  of  Bluffton  on  the  west  bank 
of  the  Colorado  River,  in  LUlqo  County,  Texas.    The  region  is 
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described '  as  occupied  by  Archiean  rocks  with  granite,  and  occasional 
cappings  of  limestone. 

A  coatse  deep-red  granite  is  the  most  abundant,  and  is  cut  by 
numerous  extensive  veins  of  quartz  and  feldspar  which  carry  the 
gadolinite,  in  pockety  masses,  and  the  other  minerals  mentioned. 
Most  of  the  mineral  thus  far  foimd  is  altered  into  the  brown-red 
wa^y  material  noted  above  and  occurs  in  the  form  of  masses  weigh- 
ing half  a  pound  and  upward.  One  "huge  pointed  mass,  in  reality 
a  crystal,  weighed  fully '60  pounds";  another,  42  pounds.  One 
of  the  earliest  opened  pockets  yielded  some  500  kilos  (iioo  pounds) 
of  the  mineral. 

Of  the  foreign  localities  those  of  Kirarfvet,  Broddbo,  and  Finbo, 
.  near  Falun,  Sweden,  and  at  Ytterby,  near  Stockholm,  are  important, 
the  mineral  here  occurring  in  the  form  of  rounded  masses  embedded 
in  a  coarse  granite.  On  the  island  of  Hitter6,  in  the  Flecke  fiord, 
Southern  Norway,  crystals  sometimes  four  inches  across  have  been 
obtained. 

Uses. — See  under  Monazite,  p.  298. 

10.  CERITE. 

This  is  a  silicate  of  the  metals  of  the  cerium  group  and  of  a  com- 
plex and  doubtful  formula.  The  analyses  below,  taken  from  Dana's 
System  of  Mineralogy,  will  serve  to  show  the  varying  character 
of  the  mineral. 


ConsUtuCDtB. 


Silica  (SiO^ 

Cerium  onde  (Cc.0,)  . . .  . 
Didymium  oxide  (Di,0,).  . 


liDD  onde  (FeO)  . 
Alumina  (ALO.) . . 

Lime  (CaO) 

Water  (HjO) 


64-55 


35-37 
3-53 


18.18 
33-iS 
34.60 

3-18 


S-18 


The  mineral  occurs  in  gneiss  and  mica  schist,  and  is  of  a 
vailing  pink  to  gray  color. 

Uses, — See  under  Monazite,  p.  298. 

'  American  Journal  of  Sden^  XXXVUI,  1SS9,  p.  474. 
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II.   KHODONITE. 


This  is  a  metasilicate  of  manganese  of  the  formula  MnSiO,, 
=  silica,  45.9  per  cent;  manganese  protoxide,  54.1.  As  a  rule, 
iron,  calcium,  or  zinc  replaces  a  part  of  the  manganese.  The  pre- 
vailir^  form  of  the  mineral  when  in  crystals  is  that  of  roi^h,  tabular, 
or  elongated  prisms  vnth  rounded  edges.  It  is  also  common  in 
massive  highly  cleavable  forms,  and  in  disseminated  granules. 
Rarely,  as  in  the  Ekaterinburg  district  of  Russia,  it  occurs  in  massive 
fonns  suitable  for  ornamental  work.  Color,  brownish  red,  flesh- 
red,  and  pink;  sometimes  rose-red.  Hardness,  5.5  to  6.5.  Specific 
gravity,  3.4  to  3.68. 

On  exposure  the  mineral  undergoes  oxidation,  becoming  coated 
with  a  black  film  and  giving  rise  thus  to  indefinite  admixtures  of 
sihcate,  oxides,  and  carbonates  of  manganese. 

The  mineral  occurs  in  abundance  associated  with  the  iron  ores 
of  Wcrmland,  Sweden,  and  at  other  localities  in  Europe;  in  Ekaterin- 
burg, Russia,  as  above  noted.  The  zinciferous  variety  associated 
with  the  zinc  ores  tn  granular  Umestones  of  Sussex  County,  New 
Jersey,  is  known  as  fowlerite. 

So  far  as  the  writer  has  information,  rhodonite  has  as  yet  Uttle 
commercial  value,  excepting  as  an  ornamental  stone.  To  some 
extent  it  has  been  utilized  in  glazing  pottery  and  as  a  flux  in  smelt- 
ing furnaces. 

12.  steatite;   talc;   and  soapstone. 

The  mineral  steatite,  or  talc,  is  a  soft  micaceous  mineral,  con- 
sisting when  pure  of  63.5  per  cent  of  silica,  31.7  per  cent  of  magnesia, 
and  4.8  per  cent  of  water.  Its  most  striking  characteristics  are 
its  softness,  which  is  such  that  it  can  be  readily  cut  with  a  knife 
or  even  with  the  thumb  nail,  and  soapy  feeling,  there  being  an  entire 
absence  of  anything  Uke  grit.  The  prevailii^  colors  are  white 
or  gray  and  apple^reen.  Several  varietal  forms  are  recognized; 
the  name  UHc  as  a  rule  being  apphed  to  the  distinctly  fohaceous 
or  micaceous  variety,  while  that  of  steatite  is  reserved  for  the  com- 
pact cryptociystalline  to  coarsely  granular  forms. 
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Pyratlolite  and  rensselaerite  are  names  given  to  varietal  forms  of 
talc  resulting  from  the  alteration  of  hornblende  or  pyroxene.  Such 
forms  are  found  in  various  portions  of  northern  New  York,  Canada, 
and  Finland. 

According  to  Dana,  a  part  of  the  so-called  agalmatolite  used  by 
the  Chinese  is  steatite. 

The  name  soapstone  is  given  to  dark-gray  and  greenish  talcose 
rocks,  which  are  soft  enough  to  be  readily  cut  with  3  knife,  and 
which  have  a  pronounced  soapy  or  greasy  feeling;  hence  the  name. 
Such  rocks  are  commonly  stated  in  text-books  to  be  compact  forms 
■of  steatite,  or  talc,  but  as  the  writer  has  elsewhere  pointed  out,'  and 
as  shown  by  the  analyses  here  given,  few  of  them  are  even  approx- 
imately pure  forms  of  this  mineral,  but  all  contain  varying  propor- 
tions of  chlorite,  mica,  and  tremolite,  together  with  perhaps  unaltered 
residuals  of  pyroxene,  granules  of  iron  ore,  iron  pyrites,  quartz, 
and  in  seams  and  veins  caldte  and  magnestan  carbpnates. 

Composition. — The  varying  composition  of  talc  is  shown  in 
the  series  of  analyses  given  below: 


Locality. 

SiO,. 

.«.. 

Pri). 

MgO 

c>o 

UnO 

NmO. 

KK.. 

H^. 

ToUdL 

St.  Lawnnc*  Co..  New  York. 

■.:.. 

lis 

o!6o 

34-5> 

M.30 

Trace 

0.40 

1. 16 

a!6i 

Ill 
ed. 

100.  s» 

Vi^l^ai^g«m)k»'.iuly.'.'. 

..80 

""' 

The  following  analyses  of  soapstone  have  been  made  in  the 
laboratory  of  the  U.  S.  National  Museum: 


ANALYSES  Ot  SOAPSTONE. 


Loality. 

SiO, 

fiVh. 

FeO. 

MgO. 

CaO. 

UnO- 

Nmrf) 

K,0. 

H,0. 

Toub. 

1-31 

.6.07 

3.17 

Trm« 

-.J. 

Il 

««.» 

2gX'?PiStS"": 

o.» 

«•■!! 

*  Rocki,  RM^weathering,  and  Soils,  p.  i 
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Occurrence  and  origin, — Talc  in  all  its  forms  is  presumably 
always  a  secondary  mineral,  a  product  of  alteration  of  other  mag- 
nesian  silicates. 

Smyth  has  shown '  that  the  talc  beds  of  St.  Lawrence  County, 
New  York,  are  alteration  products  from  schistose  aggregates  of 
enstatite  or  tremolite,  principally  the  former.  According  to  this 
author,  the  talc  occurs,  not  in  the  form  of  a  well-defined  vein  with 
walls  of  granite  or  gneiss,  but  in  the  beds  lying  wholly  within  the 
schistose  portions  of  the  prevailing  limestone. 

The  following  account  of  these  deposits  as  occurring  near  Gou- 
vemeur  is  by  A.  Sahlin:' 

The  village  of  Gouvcmeur  is  situated  near  the  northwest  edge  of 
a  geological  island  of  Azoic  rocks;  granite,  gneiss,  limestone,  and 
marble  being  the  representative  features  of  the  formation.  To 
the  west  of  Gouvemeur,  extending  to  and  beyond  the  St.  Lawrence 
River,  the  Potsdam  sandstone  is  encountered;  to  the  southeast, 
the  Trenton  limestones  extend  toward  the  Adirondack  Mountains. 
The  talc  belt  is  found  in  the  towns  of  Fowler  and  Edwards,  from 

7  to  14  miles  southeast  of  Gouvemeur.     It  has  a  length  of  about 

8  miles,  a  width  of  i  mile,  more  or  less,  and  crosses  the  above-named 
Azoic  island  in  the  general  direction  of  WNW.  to  ESE.  The  "veins"' 
generally  dip  from  45°  to  75°  toward  the  northeast.  Their  width 
varies  from  a  few  inches  to  20  feet  or  more.  Surface  outcroppings 
are  frequent,  and  local  experts  contend  that  there  is  no  use  in  look- 
ing for  talc  where  it  does  not  appear  on  the  surface.  The, abrupt 
change  of  formation  precludes  the  probability  of  discovering  new 
deposits  beyond  the  small,  and  now  most  thoroughly  explored^ 
belt  already  known.  Within  this  narrow  territory,  "veins"  of  talc 
minerals,  separated  by  layers  of  granite  and  gneiss,  are  found  and 
worked.  They  are  principally  made  up  of  the  hydrated  silicates 
of  magnesia,  known  as  agalite  and  rensselaerite,  the  former  of  a 
smooth,  fibrous  texture,  the  latter  scaly  and  lamellar,  and  both 
beautifully  white  or  bluish  white.  In  the  agalite  veins  are  found 
nodules  of  handsome  pink  to  purple,  columnar  crystals  of  hexag- 

■  School  of  Mining  and  Forestry,  XVII,  No.  4,   1S96.     Alsc^  Fifteenth  Annual 
Report  of  the  State  GeologisI  of  New  York,  1895,  pp.  665-671. 
'Mining  and  Scientific  Press,  May  11,  1893. 
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ooite,  and  also  large  "horses"  of  yellowish-white  hornblende. 
The  occurrence  of  the  two  latter  minerals,  representing  the  anhy- 
drous silicates  of  magnesia,  has  given  rise  to  the  theory  that  the 
talc  deposits  originally  occurred  as  hornblende,  which  has  gradually 
become   hydrated. 

Since  1879  ten  distinct  mines  have  been  opened,  and  some 
of  these  have  reached  a  depth  of  400  feet  or  more  on  the  slope.  The 
present  output  from  these  ten  mines  amounts,  according  to  a  close 
estimate,  to  51,000  tons  a  year,  which  figure,  however,  could  be 
readily  doubled  if  the  reducing  mills  had  the  capacity  to  handle 
the  larger  quantity. 

In  western  North  CaroUna  and  northern  Georgia,  particularly 
in  Cherokee  and  Swain  counties  in  the  first-named  State,  and  in 
the  Cohutta  Mountains  of  Murray  County  in  the  last,  are  numerous 
beds  of  very  clean  white  or  greenish  fibrous  talc  occurring  in  part, 
at  least,  in  connection  with  the  marble  beds.  Some  of  the  material 
is  soft,  white,  and  almost  tran^ucent  while  other  is  tough  and  semi- 
translucent,  hom-like.  The  beds  are  mostly  very  irregular  in  extent 
as  well  as  in  quality  of  material. 

According  to  Dr.  Pratt  the  talc  formation  begins  in  Swain  County 
about  six  miles  east  of  the  Valley  River  Mountains,  following  up  the 
valley  of  the  Nantehala  to  near  the  Macon  County  line,  whence  it 
ascends  Nelson  Creek  ravine,  crossing  the  mountain  at  Red  Marble 
Gap.  Entering  Cherokee  County  it  then  follows  Valley  River,  cross- 
ing it  and  the  Hiawassee  near  Murphy  and  following  thence  the 
Nottely  River  Valley  into  Georgia.  The  country  rock  of  the  talc 
region  b  mainly  marble  and  quartzite,  bordered  by  gneiss  and 
crystalline  schists,  the  talc  itself  occurring  in  connection  with  the 
marble  and  lying  for  the  most  part  directly  between  the  marWe 
and  quartzite,  but  sometimes  inclosed  wholly  in  the  marble.  The 
material  is  found  in  lenticular  masses  and  is  of  good  quality  only 
where  the  beds  have  been  protected  by  the  capping  of  quartzite; 
elsewhere  it  is  more  or  less  stained  by  iron  oxides,  and  otherwise 
injured.  There  is  a  considerable  variation  in  the  character  of 
the  talc  throughout  the  region.  To  the  east  of  Red  Marble  Gap 
it  is  of  a  bluish-white  color  and  much  of  it  sufficiently  compact  to 
allow  of  its  being  cut  and  used  for  slate  pencils;  that  to  the  west  is 
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of  a  pale  greenish-white  to  bluish-white  color,  and  more  fibrous 
and  foliated.  Alt  the  varieties  are  regarded  by  Pratt  as  alteration 
products  of  tremolite. 

In  Stockbridge,  Windsor  County,  Vermont,  talc  is  mined  from 
veins  from  3  to  i3  feet  in  width  in  soapstone.  A  greenish  schistose 
talc  is  ako  mined  in  Murray  County,  Georgia. 

Soapstone  occurs  mainly  associated  with  the  older  crystalline 
Tocks,  and  in  some  cases  is  undoubtedly  an  altered  eruptive;  in  others 
there  is  a  possibility  of  its  being  a  product  of  metamorphism  of  mag- 
nesian  sediments.  The  principal  beds  now  known  lie  in  the  Appa- 
lachian regions  of  the  eastern  United  States,  though  others  have  re- 
cently been  found  in  California,  and  there  is  no  reason  for  supposing 
that  many  more  may  not  exist  in  the  Rocky  Mountain  regions.  The 
beds,  if  such  they  can  be  called,  are  not  extensive,  as  a  rule,  but  occur 
in  lenticular  masses  of  uncertain  age  intercalated  with  other  mag- 
nesian  and  homblendic  or  micaceous  rocks  frequently  more  or  less 
admixed  with  serpentine.  The  rock,  Uke  serpentine,  is,  as  a  rule, 
traversed  by  bad  seams  and  joints,  and  the  openeng  of  any  new  deposit 
is  always  attended  with  more  or  less  risk,  as  there  is  in  many  cases 
no  guarantee  that  sound  blocks  of  suffident  size  to  be  of  value  will 
ever  be  obtainable. 

An  extensive  bed  of  fine  quahty  soapstone  was  discovered  as  early 
as  1794  at  Francestown,  New  Hampshire.  This  was  worked  as 
early  as  1802,  and  up  to  1867  some  5,500  tons  had  been  quarried  and 
sold.  In  this  latter  year  some  3,700  stoves  were  manufactured  by  one 
company  alone.  The  business  has  been  conducted  on  a  large . 
scale  ever  since,  and  the  bed  has  been  folbwed  some  400  feet,  the 
present  opening  being  40  feet  wide  80  feet  long  and  80  feet  deq). 
Other  beds,  constituting  a  part  of  the  same  formation,  occur  in 
Weare,  Warner,  Canterbury,  and  Richmond,  in  the  same  State. 
All  of  these  have  been  operated  to  a  greater  or  less  extent. 

Fine  beds  of  the  stone  also  occur  in  the  town  of  Orford,  and 
an  imporUnt  quarry  was  opened  as  early  as  1855  in  Haverhill,  but 
it  has  not  been  worked  continuously. 

At  least  sixty  beds  of  soapstone  are  stated  to  occur  in  Vermont, 
mostly  located  along  the  east  side  of  the  Green  Mountain  range, 
and  extending  nearly  the  entire  length  of  the  State.     The  rock 
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occurs  associated  with  serpentine  and  hornblende,  and  the  beds, 
as  a  rule,  are  not  continuous  for  any  distance,  but  have  a  great  thick- 
ness in  comparison  with  their  length.  It  not  infrequently  happens 
that  several  isolated  outcrops  occur  on  the  same  line  of  strata,  some- 
times several  miles  apart,  and  in  many  cases  alternating  with  beds  of 
dolomitic  limestone  that  are  scattered  along  with  them. 

The  sixty  beds  above  mentioned  occur  mainly  in  the  towns  of 
Readsboro,  Marlboro,  New  Fane,  Windham,  Townsend,  Athens, 
Grafton,  Andover,  Chester,  Cavendish,  Baltimore,  Ludlow,  Plym- 
outh, Bridgewater,  Thetford,  Bethel,  Rochester,  Warren,  Brain- 
tree,  Waitsfleld,  Moretown,  Duxbury,  Waterbury,  Bolton,  Stow, 
Cambridge,  Waterville,  Berkshire,  Eden,  Lowell,  Belvidere,  John- 
son, Enosburg,  Westfield,  Richford,  Troy,  and  Jay.  Of  these  beds 
those  of  Grafton  and  Athens  are  stated  to  have  been  longest  worked 
and  to  have  produced  the  most  stone.  The  beds  lie  in  gneiss,  and 
were  profitably  worked  as  early  as  1820.  Another  important  bed 
occurs  in  the  town  of  Weatherfield.  This,  like  that  of  Grafton,  is 
situated  in  gneiss,  but  has  no  overlying  rock,  and  the  material  can  be 
had  in  uiexbaustible  quantities.  It  was  first  worked  about  1847. 
The  Rochester  beds  were  also  of  great  importance,  the  stone  being 
peculiarly  fine  grained  and  compact.  It  was  formerly  much  used 
in  the  manufacture  of  refrigerators.  The  bed  at  New  Fane  occurs 
in  coiuection  with  serpentine,  and  is  some  half  mile  in  length  by  not 
less  than  12  rods  in  width  at  its  northern  extremity.  The  soapstone 
and  serpentine  are  strangely  mixed,  the  general  courses  of  the  bed 
being  hke  that  of  an  irregular  vein  of  granite  in  limestone. 

In  Massachusetts  quarries  of  soapstone  have  been  worked  from 
time  to  time  in  Lynnfield  and  North  Dana.  The  Lynnfield  stone 
occurs  associated  with  serpentine.  It  has  not  been  quarried  of  late, 
but  was  formerly  used  for  stove  backs,  sills,  and  steps.  In  New 
York  State  soapstone  and  talc  occur  in  abundance  near  Fowler  and 
Edwards  in  St.  Lawrence  County.  Some  of  this  is  very  pure, 
nearly  snow-white  talc,  and  is  quarried  and  pulverized  for  com- 
mercial purposes,  as  already  noted. 

In  Pennsylvania,  in  the  southern  edge  of  Montgomery  County, 
extending  from  the  northern  brow  of  Chestnut  Hill  between  the 
two  turnpikes  across  the  Wissahickon  Creek  and  the  Schuylkill  to 
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a  point  about  a  mile  west  of  Marion  Square,  there  occurs  a  long» 
straight  outcrop  of  steatite  and  serpentine.  The  eastern  and  central 
j)art  of  this  belt  on  the  southern  side  consists  chiefly  of  steatite,  while 
the  northern  side  contains  much  serpentine,  interspersed  through 
it  in  lumps.  Only  in  a  few  neighborhoods,  as  at  LaFayette,  does 
either  the  steatite  or  serpentine  occur  in  a  state  of  sufficient  purity 
to  be  profitably  quarried.  (Plate  XV,)  On  the  east  bank  of  the 
Schuylkill,  about  2  miles  below  Spring  Mill,  a  good  quality  of  mate- 
rial occurs  that  has  long  been  successfully  worked.  The  material 
is  now  used  principally  for  stoves,  fireplaces,  and  furnaces,  though 
toward  the  end  of  the  last  centUry  and  during  the  early  part  of  the 
present  one,  before  the  introduction  of  the  Montgomery  County 
marble,  it  was  in  considerable  demand  for  doorsteps  and  sills.  It 
proved  poorly  adapted  for  this  purpose,  owing  to  the  unequal  hard- 
ness of  the  different  constituents,  the  soapstone  wearing  away 
rapidly,  while  the  serpentine  was  left  projecting  like  knots,  or  "  hob- 
nails in  a  plank." 

Several  small  deposits  of  soapstone  occur  in  Maryland,  and 
some  of  them  have  been  worked  on  a  small  scale.  The  material  is 
of  good  quality,  but  apparently  to  be  had  only  in  small  pieces. 

In  Virginia  soapstone  occurs  in  Fairfax,  Fluvanna,  and  Bucking- 
ham counties.  There  is  also  a  bed  at  Alberene,  Albemarle  County, 
a  little  west  of  Green  Mountain.  This  is  the  bed  so  extensively 
worked  by  the  Albemarle  Soapstone  Company.  From  these  points 
the  beds  extend  in  a  southwesterly  direction  through  Nelson  County, 
where  they  are  associated  with  serpentine;  thence  across  the  James 
River  above  Lynchburg,  and  present  an  outcrop  about  2  miles  west 
of  the  town  on  the  road  leading  to  Liberty;  also  one  some  aj  miles 
west  of  New  London.  Continuing  in  the  same  direction  the  bed 
is  seen  at  the  meadows  of  Goose  Creek,  where  it  has  been  quarried 
to  some  extent.  Parallel  ranges  of  soapstone  appear  near  the 
Pigg  River  in  Franklin  County.  About  30  miles  southwest  from 
Richmond,  at  Chula,  in  Amelia  County,  there  are  outcrops 
of  soapstone  said  to  be  of  fine  quality,  and  which  in  former 
times  were  quite  extensively  operated  by  the  Indians.  They 
have  been  reopened  within  a  few  years  and  the  material  is  now 
on  the  market. 
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North  Carolina  contains,  in  addition  to  an  abundance  of  the  finest 
grades  of  talc  and  steatite  as  already  noted,  beds  of  the  coin[>act 
common  soapstone.  Deposits  n  Cherokee  and  Moore  counties 
furnish  especially  desirable  material  for  lubricatii^  and  other  pur- 
poses. Murphy,  Guilford,  Ashe,  and  Alamance  counties  are  also 
capable  of  affording  good  materials,  but  much  of  it  is  inaccessible 
at  present  on  account  of  poor  railroad  facilities. 

Beds  of  soapstone  are  stated  to  occur  in  Salina  County,  Arkansas, 
and  in  Chester,  Spartanburg,  Union,  Pickens,  Oconee,  Anderson, 
Abbeville,  Kershaw,  Fairfield,  and  Richland  counties  in  South  Caro- 
lina. Texas  is  also  stated  to  have  an  abundance  of  material  and  of 
good  quality  on  the  Hondo  and  Sandy  creeks  in  Llano  County. 
The  District  of  Columbia  contains  a  bed  which  is,  however,  probably 
too  small  to  ever  prove  of  value. 

Uses. — ^The  use  to  which  the  material  is  put  varies  greatly  accord- 
ing to  its  purity  and  physical  characteristics.  The  white,  fibrous 
variety  of  great  purity,  from  St.  Lawrence  County,  New  York,  is 
used  as  a  filler  in  paper  manufacture,  something  like  30  per  cent  of 
the  weight  of  printing  paper  being  made  up  of  this  material.  For 
the  purpose  it  is  run  successively  through  coarse  and  finer  crushers 
and  then  through  buhrstones,  after  which  it  is  placed  into  what  is 
known  as  an  Alsing  cylinder,  some  6  feet  in  diameter  by  about  the 
same  length.  This  cylinder  b  lined  with  porcelain  brick  and 
filled  to  one-third  its  volume  with  rounded  pebbles  or  quartz,  and 
when  in  motion  revolves  at  about  the  rate  of  20  revolutions  a  minute. 
At  the  end  of  some  three  to  four  hours  the  talc  is  reduced  lo  the 
forni  of  an  irnpalpable  powder.  The  so-called  cyclone  crusher  has 
also  been  used  to  good  advantage  in  this  work.  The  pulverized 
material  is  also  used  as  a  lubricator,  for  which  purpose  it  is  remark- 
ably well  adapted.  Rubbed  between  the  thumb  and  finger  the 
powder  is  smooth  and  oily,  without  a  particle  of  grit.  It  is  also  used 
in  soap  making,  for  which  purpose  it  can,  however,  be  considered 
only  as  an  adulterant,  increasing  the  weight  but  not  the  cleaning 
properties  of  the  article.  It  is  further  used  as  a  dressing  for  fine 
leathers.  Small  quantities  are  used  by  shoe  and  glove  dealers  also. 
The  pure  creamy-white  talc,  such  as  is  obtained  from  North  Carolina, 
is  used  for  crayons  and  slate  pencils,  while  the  still  finer,  cryplo- 
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crystalline  varieties,  such  as  are  at  present  obtained  almost  wholly 
from  abroad,  are  used  by  tailors  under  the  name  of  French  chalk 
ajid  for  making  the  tips  for  gas  burners.  Fine  compact  grades  of 
a  somewhat  similar  rock  (agahnatolite)  are  used  extensively  in 
China  and  Japan  for  small  ornaments.  The  stone  is  readily  carved 
in  fine  sharp  lines,  and  is  a  general  favorite  for  making  the  grotesque 
images  for  which  these  countries  are  noted,  and  which  are  often  sold 
throughout  the  country  under  the  name  of  jadestone. 

The  following  account  of  the  soapstone  industry  of  China  is  taken 
from  the  Ei^neering  and  Mining  Journal  of  September  30,  1893. 
The  mate:ial  referred  to  as  soapstone  is,  however,  very  probably 
agalmatolite.    (See  p.  314.) 

"  The  British  Consul  at  Wenchow,  in  his  last  report,  gives  some 
interesting  detaib  respecting  the  manufacture  of  steatite  or  soap- 
stone  ornaments  in  China.  The  mines  are  distant  42  miles  from 
Wenchow,  and  are  reached  by  a  boat  journey  of  35  miles  up  the 
river,  followed  by  a  land  journey  of  7  miles  over  rough  ground. 
The  hiUs  containing  steatite  are  owned  by  20  to  30  families,  who  in 
some  cases  work  the  mines  themselves,  in  others  ei^age  miners  to 
do  it  on  their  account.  The  galleries  are  driven  into  the  sides 
of  the  hiUs,  and  are  often  nearly  a  mile  in  length.  The  composition 
of  the  hills  is  soft,  and  the  shafts  require  to  be  propped  up  by  sup- 
ports of  timber;  for  the  same  reason  the  Soors  are  full  of  mire  and 
clay,  so  that  the  miners  wear  special  clothing,  made  principally  of 
rhea  fiber.  They  lead  a  hard  life,  living  in  straw  huts  on  the  hill- 
side. The  stone  when  first  extracted  is  soft,  hardening  on  exposure 
to  the  air.  It  is  brought  out  of  the  mine  in  shovels,  and  is  sold  *i 
the  pit  mouth  to  the  carvers  at  a  uniform  price  of  about  one-half  a 
penny  per  pound.  This  would  be  when  the  purchaser  buys  it  in  gross, 
without  first  selecting  it  in  any  way.  When  picked  over  the  mineral 
varies  very  considerably  in  value — according  to  the  size  of  the  lump, 
its  shape,  and  above  all,  its  colors.  The  colors  are  given  as  purple, 
red,  mottled  red,  black,  dark  blue,  light  blue,  gray,  white,  eggshdl- 
white,  'jade,'  beeswax,  and  'frozen.'  Of  these  'jade'  (the  white 
variety,  not  the  green)  and  '  frozen '  are  the  most  valuable.  Indeed, 
so  valuable  is  the  latter  that  good  specimens  of  it  are  said  to  fetch 
more  than  real  jade  itself.     The  industry  finds  employment  at  the 
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present  time  for  some  2,000  miners  and  carvers.  A  great  impetus 
was  given  to  it  by  the  opening  of  Wenchow  to  foreign  trade.  Pre- 
vious to  that  event  the  chief  purchasers  of  soapstone  were  officials 
and  literaiy  men,  and  the  article  most  often  carved  was  a  stamp 
or  seal.  When  it  was  discovered  that  foreigners  admired  the  stone 
articles  were  produced  to  meet  what  was  supposed  to  be  their  taste. 
Such  were  landscapes  in  low  or  high  rehef,  flower  vases,  plates,  card 
trays,  fruit  dishes,  cups,  teapots,  and  pagodas.  If  left  to  his  own 
devices  the  native  carver  proceeds  first  to  examine  his  stone,  much 
as  a  cameo  cutter  would  do,  to  discover  how  best  he  can  take  ad- 
vantage of  its  shape  and  shades  of  color,"  (See  further  under  Agal- 
matoUte.) 

The  following  quotation  from  an  English  writer  will  serve  to 
show  the  advantages  gained  by  a  use  of  talc  in  paper  making: 

"There  is  a  decided  advantage  in  substituting  agaUte  for  China 
clay,  because  not  only  is  there  an  increase  of  dry  paper,  but  such  is 
obtained  by  a  saving  of  fiber,  as  well  as  a  decrease  of  the  waste  in  the 
actual  loading  material  and  a  lessened  amount  of  polluting  matter 
to  be  dealt  with.  Moreover  the  fibrous  character  of  the  agolite 
causes  it  to  yield  a  paper  of  higher  class  quality  than  is  the  case  with 
Cliina  clay.  The  extra  gloss  which  it  is  possible  to  obtain  with 
papers  containing  agalite  is  shown  in  various  American  journals 
and  books." 

The  soapstones  are  suited  for  a  considerable  range  of  appli- 
cation. Although  so  soft,  they  are  among  the  most  indestructible 
and  lasting  of  rocks,  but  are  too  slippery  and  perhaps  of  too  somber 
a  color  for  general  structural  purposes.  At  present  the  chief  use  of 
the  material  in  the  United  States  is  in  the  form  of  thin  slabs  for  sinks, 
stationary  washtubs,  and  electric  switchboards.  At  one  time  it  was 
quite  extensively  used  throughout  New  England  in  the  manufacture 
of  stoves  for  heating  purposes  and  to  some  extent  for  fire-brick,  the 
well-seasoned  stone  being  thoroughly  fire-proof.  The  putting  upon 
the  market  of  unseasoned  materials  or  of  material  with  bad  veins, 
which  caused  the  stone  to  crack  or  perhaps  fly  to  fragments  when 
subjected  to  high  temperature,  aroused  a  prejudice  gainst  the 
employment  of  this  material,  and  the  manufacture  is  stated  to  have 
been  to  a  considerable  extent  discontinued  as  a  consequence.    In 
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the  manufacture  of  either  stoves  or  washtubs  slabs  of  conaderable 
size,  free  from  segregation  nodules  of  quartz,  pyrite,  or  other  minerals, 
or  from  dry  seams,  are  essentiaL  As  but  few  of  the  now  known 
outcrops  can  furnish  material  of  this  nature,  the  main  part  of  the 
business  of  the  countiy  is  in  the  hands  of  but  two  or  three  com- 
panies. The  waste  material  from  the  quarries,  or  the  entire  out- 
put in  certain  cases,  is  pulverized  and  used  as  a  lubricant  or  white 
earth,  as  is  the  micaceous  variety. 

13.  pvrophyllite;    agalmatolite;   and  finite  (in  pakt). 

This  is  a  hydrous  siUcate  of  aliuninum  corresponding  to  the 
formula  H,0,  AljOj,  4SiO,.  The  analyses  given  below  show  the 
average  composition  of  the  material  as  it  occurs  in  nature: 


Loc«Uty. 

SiHca. 

Aluminuin. 

WmtM. 

Remwla. 

65.61 
66.38 
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S-40 

^     of  iron,  magnesia. 
)      and  lime. 

Deep  River,  North  Carolina. 

The  mineral  is  not  known  in  distinct  crystals,  but  occurs  rather 
in  foliated  lamellar,  massive  and  compact  forms,  closely  resembling 
some  forms  of  talc,  for  which  its  soapy  or  greasy  feeling  renders  it 
very  likely  to  be  nustaken,  though  its  hardness  (2  to  2.5)  b  somewhat 
greater.  The  prevailing  colors  are  white  or  greenish  gray  and  dull 
red,  variously  mottled. 

Occurrence. — The  principal  locaUties  furnishing  pyrophyllite  in 
any  considerable  quantities  in  the  United  States  are  in  the  extreme 
north-central  portion  of  Moore  County  and  the  south-central  por- 
tion of  Chatham  County,  North  Carolina.  The  deposits  are  asso- 
ciated with  slates,  but  usually  separated  from  them  by  bands  of 
siliceous  and  iron  breccia  from  100  to  150  feet  in  thickness.  The 
formation  has  a  strike  of  approximately  ss^-do"  E,  and  dips  60°- 
70°+ NW.,  and  has  been  traced  for  a  distance  of  upward  of  6  miles. 
Some  of  the  bands  are  highly  siliceous  and  of  poor  quality,'  Others 
are  entirely  free  from  grit.  Small  seams  of  quartz  often  penetrate 
the  bed,  and  occasional  particles  of  chloride  and  hemarite  occur, 
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giving  the  material  a  speckled  appearance.  Of  the  Socf  feet  majt- 
imum  thickness  of  the  bed  not  over  loo  feet  are  workable,  and  of 
this  not  more  than  25  per  cent  can  be  expected  to  prove  merchant- 
able. 

Uses. — The  more  compact  varieties,  like  that  of  Deep  River, 
are  used  for  making  slate  pencils  and  tailors'  chalk,  or  French 
chalk,  so-called.  The  still  more  compact  forms,  known  as  agal- 
matolite  and  pagodite,  are  used  ejttensively  by  the  Chinese  and 
Ja[>anese  for  making  small  images  and  art  objects  of  various  kinds. 
Dana  states,  however,  that  a  part  of  the  so-called  Chinese  agal- 
matohte  is  in  reality  pinite  and  a  part  of  steatite.  The  objects  sold 
by  Chinese  dealers  at  the  various  expositions  of  late  years  under 
the  name  of  jade  stone  are,  however,  of  agalmatoUte. 

Finite:  AgalmatoUte  ib  part.  Composition,  a  hydrous  silicate 
of  alumina  and  the  alkalies.  According  to  Dana,*  the  name  is 
made  to  include  a  large  number  of  alteration  pnxlucts  of  white 
spodumene,  nephehne,  feldspar,  etc.  Professor  Heddle  has  de- 
scribed '  a  pinite  (agalmatolite)  occurring  in  large  lumps  of  a  sea- 
green  color,  surrounding  crystalline  masses  of  feldspar  in  the  granites 
of  Scotland,  and  which  he  regards  as  alteration  products  of  oligo- 
clase.  The  composition  as  given  is:  Silica, 48.72  percent;  alumina, 
31.56  per  cent;  ferric  oxide,  2.43  per  cent;  magnesia,  1.81  per 
cent;  potash,  9^  per  cent;  soda,  0.31  per  cent;  water,  5.75  per 
cent. 

14.  sefiolite;  heesschauh. 

This  mineral  is  a  hydrous  sihcate  of  magnesia,  having  the  CMn- 
position  mdicated  by  the  formula  H^Mg^igOj^-sihca,  60.8  per 
cent;  magnesia,  27.1  per  cent;  water,  12.1  per  cent.  The  prevail- 
ing colors  are  white  or  grayish,  sometimes  with  a  faint  yellowish, 
reddish,  or  bluish-green  tinge.  It  is  sufficiently  soft  to  be  impressed 
by  the  nail,  opaque,  with  a  compact  structure,  smooth  feel,  and 
somewhat  day-like  aspect;  rarely  it  shows  a  fibrous  structure.    In 

'  System  of  Mineralogy,  6th  ed,  p.  tti, 
'  MiDcralogicftl  Mtigasine,  IV,  p.  ti%. 
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nature  it  rarely  occurs  in  a  state  of  absolute  purity.     The  following 
analyses  are  quoted  from  Dana's  Mineralc^: 


■LoctSXy. 
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UUh(fiblDUB) 

The  name  is  from  the  German  words  Meer,  sea,  and  Schaum, 
foam,  in  allusion  to  its  appearance. 

Mode  oj  occurrence  and  origin. — ^According  to  J.  Lawrence 
Smith,*  the  Asiatic  material  occurs  in  the  form  of  nodular  masses 
in  alluvial  deposits  on  the  plain  of  Eski-Sbehr,  and  is  regarded 
by  him  as  derived  by  a  process  of  substitution  from  magnesium 
carbonate  which  is  found  in  the  serpentine  of  the  neighboring  moun- 
tains. 

In  an  article  by  Dr.  E.  D.  Clarke  in  the  Cyclopedia  of  Arts 
and  Sciences  it  is  stated  that  the  meerschaimi  of  the  Crimeria  forms 
a  stratum  some  2  feet  thick  beneath  a  much  thicker  stratum  of  marl. 
Cleveland  in  his  elementary  treatise  on  minerals  (1822)  states  that 
at  Analotia,  in  Asia  Minor,  meerschaum  occurs  in  the  form  of  a 
vein  more  than  6  feet  wide,  in  compact  limestone.  At  Vallecas, 
Spain,  a  very  impure  form  is  stated  to  occur  in  the  form  of  beds 
and  in  such  abundance  as  to  be  utilized  for  building  material.  Aside 
from  the  localities  above  mentioned,  sepiolite  is  known  to  occur 
in  Greece,  at  Hmbschitz  in  Moravia,  and  in  -Morocco,  in  alt  cases 
being  associated  with  serpentine,  with  which  it  is  apparently  genetic- 
ally related. 

According  to  Kimz,*  meerschaum  has  occasionally  been  met  with 
in  com[>act  masses  of  smooth,  earthy  texture  in  the  serpentine 
quarries  of  West  Nottingham  Township,  Chester  County,  Pennsyl- 
vania. Only  a  few  pieces  were  found,  but  they  were  of  good  quality. 
It  also  occurs  in  grayish  and  yellowish  masses  in  the  serpentine  in 
Concord,  Delaware  County,  Pennsylvania.    Masses  of  pure  white 


'  Americaii  Joutnal  of  Science,  1S49,  VIII,  p.  185. 
'Genu  ftad  Precious  Stones,  p.  t8g. 
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material,  weighing  a  pound  each,  have  been  found  in  Middletown, 
in  the  same  county,  and  of  equally  good  quality  at  the  Cheever 
Iron  Mine,  Richmond,  Massachusetts,  in  pieces  over  an  inch  acrossj 
also  in  serpentine  at  New  Rochelle,  Westchester  County,  New 
York.  A  fibrous  variety,  in  masses  of  considerable  size,  has  within 
a  few  years  been  found  in  the  Upper  Gila  River  region,  New  Mexico. 

Uses. — ^The  mineral  owes  its  chief  value  to  its  adaptability  for 
smokers'  use,  being  utilize  in  the  manufacture  of  what  are  known 
as  meerschaum  pipes.  At  Vallecas,  as  above  noted,  the  material 
is  said  to  occur  in  such  abundance  as  to  be  utilized  as  a  building  stone. 
In  Algeria  a  soft  variety  is  used  in  place  of  soap  at  the  Moorish 
baths  and  for  washing  linen. 

According  to  a  writer  in  the  Engineering  and  Mining  Journal/ 
the  Eski-Shehr  mineral  is  mined  from  pits  and  horizontal  galleries  in 
much  the  same  manner  as  coal.  As  first  brought  to  the  surface 
it  is  white,  with  a  yellowish  tint,  and  is  covered  with  red  clayey 
soil.  In  this  condition  it  is  sold  to  dealers  on  the  spot.  Before 
exporting  the  material  is  cleaned,  dried,  and  assorted,  the  drying 
taking  place  in  the  open  air,  without  artificial  heat  in  summer,  and 
requiring  from  five  to  six  days.  The  bulk  of  the  material  is  sent 
direct  to  Vienna  and  Paris. 

15.  CLAYS. 

The  term  clay  as  commonly  used  is  made  to  comprise  materials  of 
widely  diverse  origin  and  mineral  and  chemical  composition,  but 
which  have  in  common  the  property  of  plasticity  when  wet,  and 
that  of  becoming  indurated  when  dried  either  by  natural  or  artificial 
means.  Of  so  variable  a  nature  is  the  material  thus  classed  that 
no  brief  definition  can  be  given  that  is  at  all  satisfactory.  One 
may  perhaps  describe  the  clays,  as  a  whole,  as  heterogeneous  ag- 
gregates of  hydrous  and  anhydrous  aluminous  silicates,  free  silica, 
and  ever-varying  quantities  of  free  iron  oxides  and  calcium  and 
magnesian  carbonates,   all  in  a  finely  comminuted  condition. 

Origin  and  mode  oj  occurrence. — ^The  clays  are  invariably  of 

'Volume  LIX,  1S95.  p   464. 
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secondary  origin — that  is,  they  result  from  the  decomposition  of 
preexisting  rocks  and  minerals  and  the  accumulation  of  their  less 
soluble  residues,  either  in  place  (residual  clays)  or  throu^  the 
transporting  power  of  ice  and  water  (drift  clays).  The  fact  that 
siUcate  of  aluminum  is  so  characteristic  a  constituent  of  neariy 
all  clays  is  due  to  the  fact  that  this  substance  is  one  of  the  most 
insoluble  of  natural  compounds,  and  hence  when,  under  the  action 
of  atmospheric  or  subterranean  agencies,  rocks  decompose  and 
their  more  soluble  constituents — as  lime,  magnesia,  potash,  soda> 
or  even   silica — are  removed,   the  aluminous  silicate  remains. 

The  kaolins,  which  may  be  regarded  as  the  simplest  of  clays, 
are  the  product,  mainly  at  least,  of  the  decomposition  of  feldspars, 
a  form  of  decomposition  which  consists  essentially  of  hydration 
and  a  more  or  less  complete  removal  of  the  lime  and  alkalies  and 
a  part  of  the  silica.  The  following  tables  show  the  composition 
of  the  common  feldspars  and  the  approximate  loss  and  gain  of 
material  they  undergo  in  passing  into  the  condition  of  kaohn.  The 
formula  SijO^l^^  given  is,  it  should  be  noted,  that  of  the  mineral 
kaolinite,  of  which  the  material  kaolin  is  commonly  regarded  as  an 
impure  form. 

SiO,  AljO,  K-O 

I.    Orthodue 64-S<3  18.19  '°-^5 


Lost 43'34  16.65 

Taken  up . . 


Albite , 

Lost 

Taken  up . 


H,0 

% 

6..0, 

6.4S. 

6^5 

6.45 

46.36 

H,0 

% 

S7-66 

6.8s 

Vsj 

Anorthite 43'3<' 

Lost 

Taken  up 


ALO, 
36.63 


K«oliiate 43.30  36.63  ia.99  91.85 

From  this  it  appears  that,  in  the  case  of  orthoclase  and  albite, 
two-thirds  of  the  silica  and  all  the  alkalies  are  removed.  In  all, 
over  half  of  the  fetdspathic  constituents  are  lost  during  the  transi- 
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tion,  while,  in  the  anorthite,  only  the  lime  is  carried  away.    The 
proportional  loss  and  gain  is  shown  as  follows: 

Onboclase. .     aSi,0,AlK  -  4SiO,  -  K,0 + »H,0  -  Si,0,Ayi,. 

AJbite aSi,0^1Ns-4SiO,-Na,0+iH,0-Si,0,Al^,. 

Anorthite, . .     Si,0,Al,Ca  -CaO  +  JH,0-  Si,O^H,. 

In  Other  words,  two  molecules  of  albite  or  orthoclase  are  neces- 
saiy  for  the  formation  of  one  molecule  of  kaolin,  while,  in  the  case  of 
anorthite,  one  molecule  is  sufficient  to  produce  one  molecule  of 
taohn. 

As  to  the  method  by  which  this  decomposition  is  brought  about 
authorities  differ.  It  has  been  commonly  assumed  that  the  same 
was  a  purely  superficial  phenomenon,  a  form  of  weathering.  The 
observed  frequent  asociation  of  kaolin  with  fluorine  minerals  led 
von  Buch  and  Daubi^  to  suggest  that  in  certain  instances  the 
kaolinisation,  as  this  form  of  decomposition  is  called,  might  be 
■due  to  exhalations  of  fluorhydric  acid.  J.  H.  CoUins  showed  by 
experiment  the  possibility  of  such  an  origin,  and  was  led  to  think, 
in  the  case  of  veins  and  bands  sometimes  extending  far  below  the 
drainage  level,  no  other  conclusion  was  tenable.^  Dr.  Heinrich 
Ries,  in  a  paper  read  before  the  American  Ceramic  Society  in  1900, 
gave  it  as  his  opinion  that  the  kaolins  of  Cornwall  (England)  and 
possibly  those  of  ZettUtz  in  Bohemia  were  of  deep-seated  origin  and 
due  to  fluoric  exhalations,  as  noted  above.  Recently  H.  Rosier 
has  come  forward  with  an  apparently  exhaustive  paper  in  which  he 
advocates  this  origin  for  all  kaohns.*  Inasmuch,  however,  as  many 
American  kaolins  do  not  occur  in  veins,  but  so  far  as  observed  are 
merely  superficial  phases  of  granitic  decomposition,  so  far-reachii^ 
a  conclusion  cannot  at  present  be  accepted  unqualifiedly.  The 
fact  that  a  large  portion  of  American  kaolin  deposits  occur,  so  far 
as  known,  in  regions  south  of  the  glacial  hmit  seems  to  substantiate 
the  prevailing  opinion  that  such  are  due  to  long-continued — secu- 
lar— decay  of  rock  masses  through  the  action  of  heat  and  cold,  mois- 
ture and  the  carbonic  acid  of  rainfalls,  in  short  are  due  to  weathering 
processes,  as  are  many  of  the  common  clays.     It  has  been  repeatedly 

■  Minerabgical  Magazine,  VII,  1886-S7,  p.  117. 

*  Neuei  Jabrb.  fOr  Min.  Geol.  u.  PaL    XV  Beilage-Band,  3.  Hefl,  190a. 


D,g,l,..cbyGOOglC 


aao  THE  NON-METALUC  MINERALS. 

shown  that  rocks  of  any  type  containing  aluminous  silicates  will 
on  prolonged  decomposition  from  atmospheric  influences  break  down 
into  clayey  soils  and  clays,  the  nature  of  which  is  dependent  to  a 
considerable  extent  upon  the  character  of  the  parent  rock.  Such 
are  the  residual  clays  of  limestone  regions,  and  of  limestone  caves^ 
and  perhaps  also  the  so-called  Indianaite  of  Lawrence  County^ 
Indiana.* 

The  assorting  and  transporting  power  of  running  waters  rarely 
allows  beds  of  kaolin  or  other  residual  clays  to  remain  in  a. 
condition  of  virgin  purity  or  even  in  the  place  of  their  origin.  The 
minute  size  and  the  shape  of  the  constituent  particles  are  such  as 
to  render  them  easy  of  transportation  by  rains  and  running  streams 
to  be  redeposited  in  regularly  stratified  and  laminated  beds  when 
the  streams  lose  their  carrying  power  by  flowing  into  lakes  and 
seas.  It  is  through  such  agencies  that  have  been  formed  the  bedded 
Leda  and  Champlain  clays  of  the  glacial  fwriod,  the  Cretaceous 
clays  of  New  Jersey  and  the  fire  clays  of  the  Coal  Measures,  though 
their  original  constituents  may  have  been  of  purely  chemical  or 
of  mechanical  origin. 

The  glacial  clays  of  Wisconsin  have  been  described  by  Cham- 
beriain  as  owing  their  origin  mainly  to  the  mechanical  grinding 
of  glacial  ice  upon  strata  of  limestone,  sandstone,  and  shale,  resulting 
in  a  comminuted  product  that  now  contains  from  25  to  50  per  cent 
of  carbonates  of  lime  and  magnesia.  This  product  of  glacial  grind- 
ing was  separated  from  the  mixed  stony  clays  produ^d  by  the  same 
attion  by  water  either  immediately  upon  its  formation  or  in  the 
lacustrine  epoch  closely  following.  The  process  of  separation 
must  have  been  rapid  and  comparatively  free  from  the  agency  of 
carbonated  waters,  otherwise  the  lime  and  magnesia  would  have 
been  leached  out. 

The  formation  of  beds  of  clay  has  been  confined  to  no  par- 
ticular period  of  the  earth's  history,  but  has  evidently  gone  on  ever 
since  the  first  rocks  were  formed  and  when  rock  decomposition  began. 
The  older  beds  are  as  a  rule  greatly  indumted  and  otherwise  altered, 
and  in  many  instances  no  longer  recognizable  as  clays  at  aU. 

'  See  Rocks,  Rockwcatbering,  aad  Soils,  pp.  171-385. 
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Throughput  the  Appalachian  region  clay  beds  of  Cambrian  and 
Silurian  ^es  have,  by  the  squeezing  and  sheering  incident  to  the 
elevation  of  this  mountain  system,  become  converted  into  argiUItes 
and  roofing  slates. 

Mineral  and  chemical  composition. — Formed  thus  in  a  variety 
of  ways,  and  consisting  not  infrequently  of  materials  brought  from 
diverse  sources,  it  is  easy  to  comprehend  that  the  substances  ordi- 
narily grouped  under  the  name  of  clays  may  vary  widely  in  both 
mineral  and  chemical  composition.  It  may  be  said  at  the  outset  that 
the  statement  so  frequently  made  to  the  effect  that  kaoUnite  or  even 
kaolin  is  the  basis  of  all  clays  is  not  yet  well  substantiated. 

KaoUnite  is  in  itself  not  properly  a  clay,  nor  is  it  plastic.  Further, 
in  many  cases  it  is  present  only  in  nonessential  quantities.  More 
open  to  criticism  yet,  because  more  concise,  is  the  statement  some- 
times miade  that  clay  is  a  hydrated  silicate  of  alumina  having  the 
formula  Al,Oj,2SiOj  +  2HjO.  It  is  doubtful  if  a  clay  was  ever 
found  which  could  be  reduced  to  such  a  formula  exceptir^  by  a 
liberal  exercise  of  the  imagination.  There  is  scarcely  one  of  the  sili- 
cate minerals  that  will  not  when  sufficiently  finely  comminuted  yield 
a  substance  possessing  those  peculiar  physical  properties  of  unctuous 
feel,  plasticity,  color,  and  odor  which  are  the  only  constant  charac- 
teristics of  the  multitudinous  and  heterogeneous  compounds  known 
as  clajB-'  Daubr^e,  as  long  ago  as  1878,'  pointed  out  the  fact  that 
by  the  mechanical  trituration  of  feldspars  in  a  revolving  cylinder 
■with  water,  an  impalpable  mud  was  obtained,  which  remained 
many  days  in  suspension,  and  on  drying  formed  masses  so  hard 
as  to  be  broken  only  with  a  hammer,  resembling  the  argillites  of 
ihe  Coal  Measures. 

The  kaolins,  when  examined  under  the  microscope,  are  found 
to  consist  lai^ely  of  extremely  minute  colorless  shreds  of  material 
vhich  may  be  kaolinite;    intermixed  with  this  are  fragments  of 

'Referring  to  the  odor  of  clay  when  a  shower  of  rain  first  begins  to  wet  a  dry, 
clayey  soit.  Mr.  C.  Tomlinson  has  remaiiied  that  it  is  canunonly  attributed  to  alumina, 
and  yet  pure  alumina  gives  off  no  odor  when  breathed  upon  or  wetted.  The  fact  is. 
the  peculiar  odor  referred  to  belongs  only  to  impure  days,  and  chiefly  to  those  that 
contain  oade  of  iron.  (Proceedings  of  the  Geological  Association,  I,  p.  343;  quoted 
in  Woodward's  Geology  of  England  and  Wales,  p.  439.) 

'Geologie  Eipjrimentale,  1879,  p.  151. 
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undecomposed  feldspars  and  particles  of  quartz  and  other  refrac- 
tory minerals  as  tourmaline,  iron  ores,  mica,"  etc.,  that  were  con- 
stituents of  the  parent  rock  and  have  escaped  decom[>osition.  The 
ordinary  residual  clays  have  a  more  indefinite  composition,  as  a 
rule  are  more  or  less  ferruginous  and  contain  sand  particles,  grains 
of  magnetite,  titanic  iron,  garnet,  rutiles  or  any  of  the  less  destructible 
minerals.  The  drift  or  transported  days  are  like  indefinite  aggregates. 
The  ordinary  glacial  Champlain  or  Leda  clay  is  a.  quite  hetero- 
geneous and  variable  compound.  Prof.  W.  O.  Crosby  has  shown 
that  the  blue-gray  brick  clays  of  Cambridge,  Massachusetts,  contain 
but  from  one-fourth  to  one-third  their  bulk  of  what  he  designates 
"true  clay,"  the  remainder  being  finely  comminuted  material  of 
various  kinds  which  he  calls  rock  flour.  The  brick  clays  at  Lewis- 
ton  and  vicinity  contain,  as  shown  by  the  microscope,  a  compara- 
tively small  amoimt  of  material  that  can  be  designated  kaolin,  but 
carry  particles  of  free  quartz,  scales  of  mica,  bits  of  still  undecom- 
posed feldspar  and  other  silicate  minerals,  and  more  rarely  toiuma- 
line,  etc.  Many  of  these  clays  are  highly  calcareous,  also — indeed 
both  lime  and  magnesia  are  common  constituents  of  any  but  -the 
residual  clays,  occurring  as  a  rule  in  the  form  of  carbonate.  The 
alkalies  potash  and  soda  are  also  common  consdtuents  though 
occurring  commonly  as  silicates  in  the  undecomposed  residual 
material.  Iron  in  some  of  its  forms,  as  hydrated  oxide,  carbonate 
or  sulphide,  is  an  almost  universal  constituent,  in  some  proportions, 
of  clays  of  all  kinds. 

The  above  remarks  will  explain  why  a  purely  chemical  analysis 
of  a  clay  may  be  of  little  value  for  the  purpose  of  ascertaining  its 
suitability  for  any  particular  purpose.  It  is  essential  that  we  know 
not  merely  the  presence  or  absence  of  certain  elements  but  also 
how  these  elements  are  combined.  Further  than  this  few  clays 
are  used  in  their  natural  condition,  being  first  purified  by  washing 
and  usually  mixed  with  other  constituents  to  give  them  body  or  fire- 
resisting  properties. 

Kinds  and  classification. — From  a  geological  standpoint  the 
clays  may  be  divided  into  two  general  classes,  as  above  noted,  (i) 
le^dual,  and  (2)  transported,  the  first  class  including  a  majority  of 
the  kaolin,  halloysite,  etc.,  and  the  second  the  ordinary  brick  and 
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potters*  clays,  the  loess,  adobe,  Leda,  aod  the  bedded  alluvial  deposits 
of  the  Cretaceous,  Carboniferous,  and  other  geological  periods. 
Special  names,  based  upon  such  properties  as  render  them  peculiarly 
adapted  to  economic  purposes,  are  common.  We  thus  have  (i) 
the  kaolin  and  China  clay,  (2)  potters'  clay,  (3)  pipe  clay,  (4)  fire 
clay,  (5)  brick  tile,  and  terra  cotta  clays,  etc.,  (6)  slip  clays,  (7) 
adobe,  and  (8)  fullers'  earth.  These  will  be  discussed  in  the  order 
given,  though  they  must  necessarily  be  discussed  but  briefly,  since 
the  subject  of  clays  alone  could  be  made  to  far  exceed  the  entire 
limits  of  the  present  volume.  The  names  fat  and  lean  clays  are 
workmen's  terms  for  clays  relatively  pure  and  plastic  or  carrying 
a  large  amount  of  mechanical  admixtures,  such  as  quartz  sand. 

China  clays. — Under  the  name  of  kaolin,  or  China  clay,  it  is 
customary  to  include  a  white  pulverulent  highly  plastic  material, 
lesultir^  in  part,  as  already  noted,  from  feldspathic  decomposition, 
and  used  in  the  manufacture  of  the  finer  grades  of  porcelain  and 
china  ware.  The  name  kaolin,  as  applied,  is  due  to  a  misconcep- 
tion, the  material  being  supposed  to  be  similar  to  that  obtained  by 
the  Chinese  at  Kauling  {Highridge),  and  from  which  was  made  the 
hi^  grades  of  Chinese  porcelain. 

According  to  Richthofen,*  however,  the  material  from  which 
the  porcelain  of  King-te-chin  is  made  is  not  kaolin  at  all,  as  the 
word  is  now  used,  but  a  hard  greenish  rock  which  occurs  intercalated 
between  beds  of  clay  slate.    He  says; 

"  This  rock  is  reduced,  by  stamping,  to  a  white  powder,  of  which 
the  finest  portion  is  ingeniously  and  repeatedly  separated.  This  is 
then  molded  into  small  bricks.  The  Chinese  distinguish  chiefly 
two  kinds  of  this  mineraL  Either  of  them  is  sold  in  King-te-chin 
in  the  shape  of  bricks,  and  as  either  is  a  white  earth,  they  offer  no 
visible  differences.  They  are  made  at  different  places,  in  the 
manner  described,  by  pounding  hard  rock,  but  the  aspect  of  the 
rock  is  nearly  alike  in  both  cases.  For  one  of  these  two  kinds  of 
material,  the  place  Kaoling  ('high  ridge')  was  in  ancient  times  in 
high  repute;  and  though  it  has  lost  its  prestige  since  centuries,  the 
Chinese  still  designate  by  the  name  'Kao-ling'  the  kind  of  earth 

'  American  Journal  of  Science.  1871,  p.  iSo. 
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which  was  fortneriy  derived  from  there,  but  is  now  prepared  in  other 
places.  The  application  of  the  name  by  BerzeUus  to  porcelain 
earth  was  made  on  the  erroneous  supposition  that  the  white  earth 
which  he  received  from  a  member  of  one  of  the  embassies  (I  think, 
Lord  Amherst)  occurred  naturally  in  this  state.  The  second  kind 
of  material  bears  the  name  Pe-tun-tse  ('white  clay')." 

The  following  analysis  will  serve  to  show  the  average  compo- 
sition of  (i)  the  natural  material  from  King-te-Chin,  such  as  is 
used  in  the  manufacture  of  the  finest  porcelain;  (II)  that  from  the 
same  locality  used  in  the  so-called  blue  Canton  ware;  (III)  that  of 
the  English  Cornish  or  Cornwall  stone;  (IV)  washed  kaolin  from 
St.  Yrieux,  France,  and  (V)  washed  kaolin  from  Hockessin,  Dela- 
ware.' 


I. 

11. 

III. 

IV. 

V. 

73-SS 
21.09 

\i$ 

i6^7 
■»7 
1.17 

48.68 
36.9a 

■5* 

■58 

13.J3 

48.73 

37-03 

ia.83 

■'S 

\& 

.46 
2.09 
..96 

PolSh      

Combined  water 

Total 

3.«I 

99.63 

99.70 

99-98 

99-83 

100.09 

Plate  XVII,  Figs,  i  and  a,  will  serve  to  show  the  shape  and 
kind  of  the  particles  in  the  mineral  kaolinite  and  in  a  prepated  sample 
of  the  Hockessin  kaolin,  as  seen  under  the  microscope. 

The  name  halloysite  is  given  to  a  white  or  yellowish  material 
closely  simulating  kaolin  in  composition,  but  occurring  in  indurated 
masses,  with  a  greasy  feel  and  luster,  and  which  adheres  strongly  to 
the  tongue,  a  property  due  to  its  capacity  for  absorbing  moisture.' 

'  Analyses  I  and  II  by  J.  E.  Whitfield,  Bulletin  27,  U.  S.  Geological  Survey;  HI 
trom  Langenbeck's  Chemistry  of  Polteiy;  IV  from  Ziritel's  Lehrbuch  der  Fctio- 
graphie,  III,  p.  758,  and  V  by  George  Sieiger,  U.  S.  Geological  Survey. 

'  This  property  is  characteristic  of  nearly  all  clay  compounds  when  Ihey  ale  dry. 
It  is  to  this  same  property  that  many  of  the  so-called  "mBdstone3"owe  their  imagi- 
nary virtues.  Nearly  all  the  stones  of  this  type  examined  by  the  writer  have  proved 
to  be  of  indurated  day,  halloysite,  or  a  closely  related  compound.  When  applied 
to  a  fresh  wound,  such  adhere  until  they  become  saturated  with  moisture,  wbeo  Hay 
fall  a^ay.    Their  curative  powers  are  of  course  wholly  imaginary. 
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showing  Appearance  of  (i)  Kaolinilc  and  (2)  Washed  Kaolin. 
\U.  S.  National  Museum,] 
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As  it  is  utilized  for  much  the  same  purpose  as  is  kaolin,  it  is  included 
here. 

Halloysite  is  described  by  Gibson '  as  occurring  in  a  bed  some 
3  feet  in  thickness,  lying  near  the  base  of  the  Lower  Siliceous  (L. 
Carboniferous)  formation,  a  little  above  or  close  to  the  Black  Shale 
(Devonian),  in  Murphrees  Valley,  Alabama.  This  bed  has  been 
worked  with  satisfactory  results  near  Valley  Head,  in  Dekalb 
County.  The  present  writer  has  found  the  material  in  compara- 
tively small  quantities,  associated  with  kaohn,  in  narrow  veins  in 
the  decomposing  gneissic  rock  near  Stone  Mountain,  Georgia.  A 
similar  occurrence  is  described  near  Elgin,  Scotland.  Near  TtifEer, 
Styria,  halloysite  is  described  *  as  occurring  in  extensive  thick  and 
veinliite  agglomerations  in  porphyry.  It  is  quite  pure,  and  in  the 
form  of  irregular  nodules  of  various  sizes,  frequently  with  a  pelludd, 
steatitelike  central  nucleus,  passing  outwardly  into  a  pure  white 
substance,  greasy  to  the  touch,  in  which  are  occasionally  mduded 
minute  pellucid  granules.  Outside  it  passes  into  an  earthy,  friable 
substance.  The  following  analyses  show  the  varying  compositioD 
of  halloysite  from  (I)  Elgin,  Scotland,  (II)  Steinbruck,  Styria,  and 
(III)  Detroit  Mine,  Mono  Lake,  California: 


,. 

II. 

III. 

1.4a 

0.35 

I9-M 

40.7 
1.50 

49-91 

w"w?!°"' 

18.00 

18.00 

99" 

A  white  chalky  halloysite  from  the  pits  of  the  Frio  Kaolin  Mining 
Company  in  Edwards  County,  Texas,  has  the  composition  given 
bdow  as  shown  by  analyses  made  in  the  laboratory  of  the  depart- 
ment of  Geolc^  in  the  National  Museum : 


*  Geological  Survey  of  Alabama.     Report  on  Muijdireet  Valley,  1893,  p.  ] 

*  Mincralogical  Magazine,  II,  1S76,  p.  164. 
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Silica. 45 .83 

Alumina .- 39-77 

Potash. 30 

Ignition. 13-38 

99.27 

The  material  is  somewhat  variable,  correspondit^  in  part  to 
the  halloysite  described  by  Dana,  and  being  non-plastic,  and  in 
part  being  plastic  to  an  extraordinary  degree.  The  plastic  portions 
are  almost  as  gritless  as  starch  paste.  Its  appearance  under  the 
microscope  is  shown  in  Plate  XVIII,  Fig.  i,  the  interspaces  of  the 
visible  angular  particles  being  occupied  by  the  pasty,  almost  amor- 
phous materiaL  The  particles  themselves  act  very  faintly  on  polar- 
ized light,  and  it  is  not  possible  to  determine  their  mineralogical 
nature. 

The  name  Indianaite  has  been  given  by  Cox  to  a  variety  of 
halloysite  found  in  Lawrence  Coimty,  Indiana,  and  which  he  re- 
garded as  resulting  from  the  decomposition  of  Archimedes  (Lower 
Carboniferous)  limestone.  It  is  represented  as  forming  a  stratum 
from  6  to  10  feet  thick,  underlying  a  massive  bed  of  Coal  Measure 
conglomerate  100  feet  thick  and  overlying  a  bed  of  limonite  3  to  5 
feet  thick.  The  material  like  kaolin  is  used  in  the  manufacture 
of  [wrcelain  ware.  The  composition  of  this  material  as  given  by 
Dana  is  as  follows:  Silica  39  per  cent,  alumina  36  per  cent,  water 
23.50  per  cent,  lime  and  magnesia  0.63  per  cent,  alkalies  0.54  per 
cent,  99.67  per  cent. 

The  potters'  and  pipe  clays  belong  mainly  to  what  are  known 
geologically  as  bedded  clays,  and  are  as  a  rule  very  siliceous  com- 
poimds,  carrying  in  some  instances  as  much  as  50  per  cent  of  free 
quartz  and  6  to  10  per  cent  of  iron  oxides  and  other  impurities. 
They  are  highly  plastic  and  of  a  white  to  blue,  gray,  or  brown  color 
and  bum  gray,  brown,  or  red.  The  tables  on  page  344  will  show 
the  varying  composition  of  materials  thus  classed.  The  fire  clays, 
so  called  on  account  of  the  refractory  nature,  differ  mainly  in  the 
small  percentages  of  lime  and  the  ^aUes  they  carry,  and  to  the 
absence  of  which  they  owe  their  refractory  properties. 
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MicriHcctions  showing  the  Appearance  of  (i)  Halloyaite  and  (2)  Glacial  C1a)l}^ 
Ihe  Enlargement  is  the  Same  in  Both  Cases. 
[U.  S.  National  Museum.] 
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The  bedded  days  of  the  United  States  reach  their  maximum 
development  in  strata  of  Cretaceous  and  Carboniferous  ages.  To 
the  Cretaceous  age  belong  the  celebrated  plastic  days  of  New  Jersey 
and  a  very  laige  proportion  of  the  brick,  tile,  and  terra-cotta  clays 
of  Delaware,'  Maryland,  and  Virginia.  The  New  Jersey  beds 
are  very  exten^vely  utilized  in  Middlesex  County  and  fully  de- 
scribed in  the  State  Geolt^cal  Reports,*  from  which  the  following 
section  is  taken: 

Feet. 

(i)  Daik-colorcd  day  (with  beds  and  luniniE  of  lignite) jo 

{3)  Sandy  clay,  with  sand  in  alternate  layers 40 

(3)  Stoneware  clay  bed 30 

(4)  Sand  and  sandy  clay  (with  lignite  near  the  bottom) 50 

(5)  South  Amboy  fire-clay  bed to 

(6)  Sandy  clay  (generally  Ted  or  yellow) 3 

(7)  Sand  and  kaolin 10 

(8)  Feldspar  bed 5 

(9)  Micaceous  sand  bed ao 

(10)  Laminated  clay  and  sand 30 

(ii)  Pipe  clay  (top  white) 10 

(11)  Sandy  clay  (including  leaf  bed) 5 

(13)  Woodbridge  fire-clay  bed ao 

(14)  Flre^sand  bed 15 

Karitan  clay  beds; 

(15)  Rieclay 15 

(16)  Sandy  clay 4         , 

(17)  Pottera'  clay m 

Total 347 

The  following  section  from  Bulletin  No.  3  of  the  Geological 
Survey  of  Missouri  will  serve  to  show  the  alternating  character  of 
the  Coal  Measure  clays  at  St.  Louis  and  their  varying  qualities  as 
indicated  by  the  uses  to  which  they  are  put:  * 

"(1)  Loess,  20  feet. 

"(2)  Limestone  (Coal  Measure),  5  feet. 

"  (3)  Clay,  white  and  yellow,  used  for  sewer-pipe  manufacture, 
called  'bastard  fire  day,'  3  to  4  feet. 

*  This  of  course  does  not  include  the  kaolin  deposits  of  Bockesun,  Newcastle 
County,  and  similar  deponts. 

'  Report  on  Clay  Deports  of  Woodbridge,  South  Amboy,  and  other  places  in  New 
Jetaey,  187S. 

•  Bulktin  No.  3,  Gedogical  Survey  of  Missouri,  1 890. 
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"  (4)  Clay,  yellcw  and  red,  sold  for  paint  manufacture  and  for 
coloring  plaster  and  mortar,  called  'ochre,'  3  feet. 

"(S)  Clay,  gray  to  white,  used  for  paint  manufacture  and  fillit^, 
I  foot  6  inches. 

"  (6)  Kpe  clay,  variegated,  reddish  brown  and  greenish,  called 
'keel,'  12  feet. 

"(7)  Sandstone. 

"(8)  Slaty  shale. 

"(9)  Coal. 

"(10)  Fire  clay,  becomir^  sandy  toward  the  base." 

When  first  mined  these  Coal  Measure  clays  are  usually  very 
hard,  but  on  exposure  to  the  weather  slake  and  fall  into  powder. 
They  are  as  a  rule  much  less  fusible  than  are  the  glacial  clays,  and 
are  used  mainly  in  the  manufacture  of  fire  brick,  sewer  pipe,  terra- 
cotta stoneware,  as  crocks,  fruit  jars,  jugs,  etc.,  glass  and  gas  retorts, 
smelting  pots,  etc.  Some  of  these  articles  are  made  direct  from  the 
natural  clays,  while  others  are  from  a  mixture  of  several  clays  or  of  a 
clay  mixed  with  powdered  quartz  and  feldspar. 

For  ordinary  brick-making  purposes  a  great  variety  of  materials 
are  employed;  in  some  cases  residuary  deposits,  and  in  others 
alluvial  and  sedimentary.  Throughout  the  glacial  regions  of  the 
United  States  a  fine  unctuous  blue-gray  material,  laid  down  in  estu- 
aries during  the  Champlain  epoch,  the  so-called  Leda  clays,  are 
the  main  materials  used  for  this  purpose.  The  bowlder  clays  of 
the  glacial  regions  are  also  sometimes  used  when  sufficiently  homo- 


The  prevailing  colors  of  the  Leda  days  are  blue-gray  below 
the  zone  of  oxidation  and  yellowish  or  brownish  above.  They  all 
carry  varying  amounts  of  iron,  lime,  magnesia,  and  the  alkalies, 
and  when  burned  turn  to  red  of  varying  tints.  They  fuse  with 
comparative  ease  and  are  used,  aside  from  brick  and  tile  making, 
for  the  coarser  forms  of  earthenware,  as  flower  pots,  being  as  a 
rule  mixed  with  siUceous  sand  to  counteract  shrinkage.  The  mining 
of  such  material  is  of  the  simplest  kind,  and  consists  merely  of 
scraping  away  the  overlying  soil  and  sand,  if  such  there  be,  and 
removing  the  clay  in  the  form  of  sidebill  cuts  or  op>en  pits. 

Plate  XIX,  facing  this  page,  shows  a  cut  in  one  of  the  beds  at 
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Lewiston,  Maine.  The  material  here  is  &ne  and  homogeneous, 
of  a  blue-gray  color,  and  contains  no  appreciable  grit.  It  is  mixed 
with  siliceous  sand  and  used  for  making  bricks,  baking  red.  An 
analysis  of  the  material  in  its  air-dry  state  yielded  results  as  below: 

Silica  (SiO,) 56.17 

Alumina  (A1,0,) 24 .  25 

Ferrous  oxide  (FeO) 3-54 

Lime(CaO) 2.09 

Magnesia  (MgO) 2.57 

Potash  {K,0) 4.06 

Soda(Na,0) 2.25 

Ignition  (H,0). 4.69 

99.62 

The  appearance  of  the  Lewiston  clay  under  the  microscope  is 
diown  in  Plate  XVIII,  Fig.  2. 

Leda  clays  from  Beaver  County,  Pennsylvania,  used  in  the 
manufacture  of  terra  cotta  at  New  Brighton,  are  reported  *  as  having 
the  fallowing  composition: 


46.160 
26^,76 

.740 
3.146 

67.780 
16.190 

•E 

■7*7 
6.340 

99.186 

99.088 

Vitrified  brick  for  street  pavements  are  made  from  fusible  clays, 
sometimes  in  their  natural  condition  and  sometimes  mixtures  of 
ground  shale  and  clay. 

The  following  analyses  are  given  of  the  materials  used  by  the 
Onondaga  Vitrified  Pressed  Brick  Company,  of  New  York:* 

'  Second  Geological  Survey  of  Penniylvania,  Report  of  Chemical  Analyses,  p.  357. 
■BulletiD  of  the  New  York  State  Museum,  m.  No.  i>,  March,  189;.    aajr 
Industries  of  New  York,  p.  aoo. 
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beina» 
cnCihala. 

Redilule. 

Bli».h>le. 

a.7. 

9-40 
2.24 

■95 

54-35 
16.89 

S-Si 
4-34 
S.»l 
4-30 

'il 

5-OI 

4-49 

I -35 
Trace. 

57-79 
16.15 

HI 

34a 

Trace. 

45-35 
12.19 
4.41 

Water  and  organic  inalter 

7.60 

99-8' 

99-59 

99.89 

99-79 

»*s 

The  name  slip  clay  is  given  to  a  readily  fusible,  impalpably  fine 
clay  used  for  imparting  a  glaze  to  earthenware  vessels.  These 
clays  carry  iron  oxides,  potash,  and  soda,  together  with  lime  and 
magnesia,  in  such  proportions  that  they  vitrify  readily,  forming 
thus  an  impervious  glass  over  those  portions  of  the  ware  to  which 
they  are  applied. 

The  following  analyses  show  (I)  the  composition  of  a  slip  clay 
used  in  pottery  works  in  Akron,  Ohio,  and  (II)  one  from  Albany, 
New  York: 


1. 

n. 

10.42 

lit 

4.18 

0.87 
0.6s 

8^05 

58.54 
15-41 

3-19 
6.30 

3-40 
4-45 

Liroer? .::::::::::::: 

Carbonic  acid  and  waic-r 

S.oS 

,oc.co 

100.47 

The  Albany  clay  is  stated  by  Nason  •  to  glaze  at  comparatively 
low  temperatures  and  to  rarely  crack  or  check.  It  occurs  in  a 
stratum  4  to  5  feet  thick.  It  is  used  very  extensively  in  the  United 
States,  and  has  even  been  shipped  to  Germany  and  France. 

'  Forlv-sevenlh  Annual  Report  o£  Ihe  Stale  Geologist  of  New  York,  1893,  p.  468. 
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The  name  odofre  is  given  to  a  calcareous  cky  of  a  gray-brown 
or  yellowish  color,  very  fine  grained  and  porous,  which  is  sufficiently 
friable  to  crumble  readily  in  the  fingers,  and  yet  has  sufficient  coher- 
ency to  stand  for  many  years  in  the  form  of  vertical  escarpments, 
without  forming  appreciable  talus  slopes.  It  is  in  common  use 
throughout  Arizona,  New  Mexico,  and  Mexico  proper  for  building 
material,  the  dry  adobe  being  first  mixed  with  water,  pressed  in 
rough  rectangular  wooden  molds  some  10  by  18  or  more  inches  and 
3  or  4  inches  deep,  and  then  dried  in  the  sun.  In  some  cases  chopped 
straw  is  mixed  with  it  to  increase  its  tenacity.  Buildings  formed 
of  this  material  endure  for  generations  and  even  centuries  in  arid 
climates.  The  material  of  the  adobe  is  derived  from  the  waste  of 
the  surrounding  mountain  slopes,  the  disintegration  being  mainly 
mechanicaL  According  to  Prof.  I.  C.  Russell  it  is  assorted  and 
spread  out  over  the  valley  bottoms  by  ephemeral  streams.  It  con- 
sists of  a  great  variety  of  minerals,  among  which  quartz  is  con- 
spicuous. The  chemical  nature  of  the  adobes  varies  widely,  as 
would  naturally  be  expected,  and  as  is  shown  in  the  following 
analyses  from  Professor  Russell's  paper:  • 


SiO, 

AlA 

FtO, 

MnO 

CaO 

M(!0 

K-O 

Na-O 

CO, 

P,0, 

SO, 

CI 

H,0-V 

Organic  matter. . 

Total 


Trace, 
Trace. 

25.84 


'  Subacrial  Deposila  of  Nottb  .^meric!!,  Geolopcal  Magazine,  VI,  1SS9,  pp.  989  and 
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The  name  loess  is  given  to  certain  quatenmiy  surface  deposits 
closely  simulating  adobe,  but  concerning  the  origin  of  which  there 
has  been  considerable  dispute.  Deposits  in  the  United  States  are, 
according  to  the  best  authorities,  of  subaqueous  origin.  Clays 
of  this  nature  are,  as  a  rule,  higher  in  siUca  than  the  adobes  and 
.  correspondingly  poorer  in  alumina.  Loess  is  a  common  surface 
■  deposit  throughout  the  Mississippi  Valley,  and  is  in  many  instances 
of  such  consistency  as  to  be  utihzed  for  brickmaking. 

The  analyses  given  below  are  from  Professor  Russell's  paper: 


r  TBS  tnssissippi  v 


Conitituenti. 


ALd,.  . 
FtO,. . 
Feb... 
TiO,.  . 

linC '. 
CaO... 
MgO.. 


64.61 

74.46 

to.l^ 

7-fl5 

0.51 

0.6, 

040 

0.09 

0.05 

i.69 

8<<i 

.i-6g 

4.16 

;i^ 

■.t 

a 

aa.os 

at.jo 

ai.14 

6.3. 

°^, 

9-63 

0.  Coataini  H  ot  orBanic  nmtter.  •tried  at  100*  C. 

Properties  of,  clays. — ^The  cause  of  the  pecuhar  properties  of 
clays,  particularly  those  of  plasticity  and  induration,  cannot  as 
yet  be  said  to  have  been  explained.  Various  explanations  have 
been  made  with  reference  to  plasticity,  but  none  which  have  proven 
to  be  conclusive.  It  has  been  ascribed  to  the  alumina,  to  the  com- 
bined water  and  the  shape  and  size  of  the  constituent  particles, 
but  no  one  quality  seems  to  cover  all  cases,  and  in  the  end  it  will 
probably  be  shown  that  there  are  many  phases  of  plasticity  due 
peibaps  to  as  many  causes.  Cook  thought  to  show '  that  some 
of  the  non-plastic   clays  which  become  plastic  on  kneading  were 

'  Repoit  on  Clay  DepONts,  Geolt^'cal  Survey  of  New  Jeraey. 
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(imposed  of  masses  of  hexagonal  plates  or  scales  piled  up  in  long 
bundles,  and  that  the  kneading  necessary  to  produce  plasticity  broke 
up  the  bundles  leaving  a  homc^;eneous  matrix  of  crushed  material 
derived  therefrom.  Subsequent  investigation  has,  however,  failed 
to  confirm  this  view.  The  presence  of  combined  water  has  un- 
doubtedly some  effect,  since  days  so  highly  heated  as  to  drive  off  this 
water  are  no  longer  plastic.  The  alumina  alone  cannot  be  the 
cause,  otherwise  kaolin  would  be  one  of  the  most  plastic  of  clays, 
which  is  far  from  being  the  case.  Moreover  there  are  other  hydrous 
'  aluminum  compounds  which  are  not  plastic  in  the  least.  Accord- 
ing .to  certain  Russian  authorities  plasticity  is  due  not  only  to  the 
interlocking  of  clay  particles  but  varies  with  the  texture,  the  ex* 
tremely  coarse  and  fine  varieties  being  less  plastic  than  the  inter- 
mediate forms.  This  view  is  held  also  by  Dr.  H.  Ries  and  H.  A. 
Wheeler.*  H.  R6sler'  regards  plasticity  as  due  to  the  flattened 
form  of  the  constituents,  their  softness  and  their  fineness,  and  there 
is  much  to  support  this  view. 

So  far  as  the  compiler's  own  observations  go,  plasticity  is  not 
dependent  wholly  upon  hydration  nor  size  nor  shape  of  the  constit- 
uent particles.  The  glacial  (Leda)  clays  are  made  up  of  fr^h, 
sharply  angular  particles  of  various  minerals  and  contain  less  than 
5  per  cent  combined  water;  yet  in  their  natural  condition  they  are 
extremely  plastic,  and  scarcely  less  so  when  mixed  with  two-fifths 
their  bulk  of  ordinary  siliceous  sand,  as  is  done  in  the  process  of 
brickmaking.  The  Albany  Coimty,  Wyoming,  day,  on  the  other 
hand,  equally  or  even  more  plastic  and  exceedingly  pasty,  is  made 
up  of  extremdy  minute  partides  of  fairly  uniform  size,  scarcdy 
angular,  and  apparendy  all  of  the  same  mineral  nature  throughout. 
This  yidds  some  i6  per  cent  of  water,  on  ignition,  as  shown  in 
analysis,  p.  243.  On  the  whole,  the  evidence  seems  to  show  that 
the  plastidty  is  due  to  the  manner  in  which  the  partides  conduct 
themsdves  toward  moisture,  and  this  is  apparently  dependent  upon 
the  size  and  diape  and  the  proportional  admixture  of  varying  sizes 


'  CU7  Depcwta  and  Clay  Industry  in  North  Carolina,  BufledD  No.  13,  Nortli 
Carolina  Geological  Survey,  1897. 

'  Neues  Jahrb.  fOr  Min.  u,  Paleon.,  Beilage-Band,  1.  Heft,  Vd.  XV. 
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of  the  constitueDts  rather  than  upon  their  chemical  compositi<Hi. 
The  colloidal  nature  of  the  constituents  of  certain  clays  may  per- 
haps prove  an  important  factor.  The  work  now  being  done  by  Dr. 
Whitney,  of  the  Agricultural  Department,  on  the  relationship  of 
soils  to  moisture  bids  fair  to  throw  important  Ught  upon  this 
branch  of  the  subject. 

The  expulsion  of  the  combined  water  in  a  clay  is  nearly  always 
accompanied  by  a  diminution  in  volume,  which  varies  directly  as 
the  water,  or  the  purity  of  the  clay.  Pure  kaoUn  shrinks  as  much 
as  one-fourth  of  its  bulk,  it  is  stated,  sometimes  even  more.  The 
sandy  clays  used  in  making  sewer-pipe  and  stoneware  shrink  from 
the  tempered  state  from  one-ninth  to  one-sixteenth,  usually  about 
one-twelfth.  The  shrinkage  of  the  raw  clay  would  be  very  much 
less,  probably  not  over  3  or  4  per  cent. 

A  clay,  when  all  the  water  of  crystallization  is  expelled,  will  not 
shrink  any  more  at  red  heat,  but  with  increased  heat  will  shrink  more 
and  more  up  to  the  moment  of  fusion.  A  pure  kaolin  apparently 
shrinks  when  heated  a  second  time,  even  if  the  water  is  all  expelled 
by  the  first  heat,  yet  it  is  practically  impossible  to  fuse  it.  But  a 
good  fiint  clay  containing  some  sand  will  lose  all  shrinkage  on  beii^ 
once  calcined  at  white  beat.  Such  clay  is  then  used  to  counteract 
shrinkage  in  a  body  of  green  day,  as  this  effect  is  obtained  by  mix- 
ing in  sand  or  some  non-shrinking  body.  Many  clays  contain  sand 
enough  naturally  to  shrink  little  or  none  on  heating,  and  some  are 
so  sandy  as  to  actually  expand,  though  usually  at  the  expense  of 
soundness  of  structure;  for  the  particles  of  clay  will  shrink  away 
from  the  grains  of  sand  and  this  renders  the  structure  very  friable. 

The  refractory  or  fire-proof  properties  of  clays  seem  to  depend 
largely  upon  the  alumina  and  silica,  and  their  freedom  from  all 
constituents  which  are  fusible  in  themselves  or  which  would  com- 
bine with  others  forming  a  flux.  Pure  alumina,  or  pure  quartz 
alone,  is  practically  infusible.  The  constituents  tending  to  make 
a  clay  fusible  are  iron,  soda,  potash,  Ume,  and  magnesia.  Which 
of  these  is  the  more  detrimental  it  would  be  difficult  to  say.  Iron 
is  not  so  powerful  a  flux  as  either  potash  or  soda;  but  on  the  other 
hand  it  is  much  more  abundant,  and  may  moreover  impart  an 
unsatisfactory  color. 
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The  eflfect  of  the  iron  is  detrimental  to  the  appearance  of  clay 
'ware,  and  consequently  has  a  direct  baring  on  the  price  of  goods, 
while  potash  shows  no  more  on  the  surface  thao  on  the  inside,  and 
when  present  in  the  usual  small  amounts  it  produces  an  incipient 
vitrification  which  makes  the  ware  ring  like  a  bell  when  struck, 
and  is  often  a  help  in  selling. 

The  extent  to  which  iron  may  be  present  without  detriment 
is  a  point  on  which  authorities  do  not  agree.  The  Stourbridge 
clay  of  England,  a  very  refractory  clay,  has  2,25  per  cent  of  iron 
on  an  average  of  100  analyses,  with  extremes  of  1.43  and  3.63. 
Oros  Almerode  clay  has  2.12;  Coblentz,  2.03;  New  Castle,  3.32,  and 
yet  all  these  clays  are  famous.  Test  mixtures  of  iron  and  pure 
kaolin  have  been  run  higher  than  this  and  have  stood  well,  but  as 
a  general  rule  it  is  unsafe  to  rely  for  fine  qualities  on  a  clay  with 
over  2  per  cent  of  iron,  particularly  if  the  other  impurities  are  de- 
veloped in  any  amount.  It  is  a  well-known  principle  in  chemistry 
that  mixtures  of  bases  are  much  more  active  fluxes  than  an  equal 
amount  of  any  one  base ;  so  with  iron,  its  effect  shows  worse  when 
in  presence  of  other  fluxing  agents. 

The  condition  of  the  iron,  whether  as  a  sesquioxide  or  protoxide 
is  also  an  important  matter,  the  latter  form  only,  it  is  stated,  being 
likely  to  combine  with  the  silica. 

Sulphide  of  iron  has  a  bad  effect  on  the  clay  since  its  decom- 
position gives  rise  to  the  lower  oxide  of  iron,  besides  the  effect  which 
the  sulphur  may  have.  A  silicate  of  iron  is  also  detrimental,  since 
it  melts  at  a  comparatively  low  temperature.  On  a  piece  of  ware, 
iron  in  the  uncombined  state  imparts  a  buff  or  red  color;  when 
combination  begins  and  progresses  the  ware  is  of  a  bluish-gray 
cast,  deepening  as  the  fusion  of  the  iron  proceeds,  and  running  to 
glassy  black'  if  much  iron  is  present. 

Lime  and  magnesia  act  as  fluxes,  but  in  any  but  the  glacial 
clays  the  comparatively  small  amounts  present  causes  them  to  be 
but  httle  thought  of  as  detrimental.  They  are  probably  present  as 
silicates,  and  as  these  are  fusible  their  action  is  evidently  unfavor- 
able. When  these  bases  are  present  as  carbonates  they  combine 
at  a  higher  temperature  than  iron  or  potash.  The  Milwaukee 
brick  clays,  as  already  noted,  are  full  of  carbonates  of  lime  and 
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magnesia,  and  require  a  very  hot  bum,  but  when  once  the  lime  and 
siUca  combine  they  destroy  the  effect  of  5  per  cent  of  iron,  and  im- 
part a  cream  color.  A  brick  of  this  kind  presents  an  even,  fine- 
grained, vitrified  appearance  on  its  fracture.' 

The  amount  of  potash  which  a  clay  can  contain  and  keep  its  fire 
properties  is  variously  put  by  different  authorities.  As  with  iron, 
pure  kaolin  will  stand  a  good  deal  when  no  other  base  is  present, 
but  a  multiplicity  of  bases  makes  fusion  easy.  Titanic  acid  is 
regarded  as  neutral  to  fire  qualities,  being  itself  practically 
infusible. 

Testing  clays. — ^The  statement  of  the  tendencies  and  compara- 
tive power  of  the  dangerous  impiuities  of  clay  would  lead  one  to 
believe  that  predictions  as  to  their  result  in  a  given  clay  could  be 
made  with  some  confidence,  but  the  best  practice  does  not  yet  trust 
to  analysis  alone. 

The  most  complete  test  of  a  clay  now  known  would  be  obtained 
by  use  of  analysis,  coupled  with  a  fire  test  made  especially  to 
develop  such  points  as  the  analysis  indicates  to  be  weak  ones. 
Fire  tests  are  of  two  kinds — one  consists  in  subjecting  the  clay 
to  absolute  heat  without  the  action  of  any  accompanimentSy 
and  the  other  in  putting  the  clay  through  the  course  of  treatment 

'  Thty  (lime  and  nugnetui)  have  also  the  icmaikable  piopeity  of  unitiiig  with  the 
iron  ingredieat  to  fonn  a  light-colortd  alumina-lime-magnesia-itriQ  lilicatE,  and  thus, 
the  product  is  cream-colored  instead  of  red.  Mr.  Sweet  hat  shown  by  analysis  that 
the  Milwaukee  light-colored  brick  contain  even  more  Iron  than  the  Madison  red 
brick.  At  numerous  points  in  the  Lake  region  and  in  the  Fox  River  valley  cream- 
colored  btick  are  made  from  red  clays.  In  nearly  or  quite  all  cases,  whatever  the 
original  color  of  the  clay,  the  brick  are  reddish  when  partially  burned.  The  explana- 
tion seems  to  be  that  at  a  comparatively  moderate  temperature  the  Iron  ccmstituent 
is  deprived  of  its  water  and  fully  oxidized,  and  is  therefore  red,  while  it  is  only  at 
a  relatively  high  heat  that  the  unbn  with  the  lime  and  magneaia  takes  place,  giving 
rise  to  the  light  color.  The  calcareous  and  magnesian  clays  are,  therefore,  a  valuable 
substitute  for  true  sluminous  clays,  for  thej  not  only  bind  the  mass  together  more 
&mly,  but  give  a  color  which  is  very  generally  admired.  Thej  have  also  this  practical 
advantage,  that  the  effects  of  inadequate  burning  are  made  evident  in  the  imperfect 
development  of  the  cream  color,  and  hence  a  mcoe  carefully  burned  product  is  usually- 
secured.  It  b  possible  to  make  a  light^colored  brick  from  a  clay  which  usually  bums, 
red  by  adding  lime.  The  amount  of  lime  and  magnesia  in  the  Milwaukee  brick  is. 
about  a$  per  cent.  In  the  original  clays  in  the  form  of  carbonates  they  make  up  about 
40  per  cent.     (Geology  of  Wisconsin,  T,  1S73-7Q,  p.  669.) 
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for  which  it  is  designed  to  be  used.  The  former  develofB  the  absolute 
quality  of  the  clay  as  good  or  bad,  the  latter  proves  or  disproves 
the  fitness  of  the  clay  for  the  work.  The  latter  is  better  of  course 
as  a  business  test  wherever  it  is  practicable  to  use  it  The  former 
can  be  made  only  in  a  specially  adapted  furnace.  The  clay  in 
this  test  is  cut  into  one-inch  cubes  with  square  edges,  and  is  set 
in  a  covered  crucible  resting  on  a  lump  of  clay  of  its  own  kind,  so 
that  it  touches  no  foreign  object.  The  heat  is  then  applied,  and 
its  effect  will  vary  from  fusing  the  mass  to  a  button  to  leaving  it 
with  edges  sharp  and  not  even  glazed  on  the  surface.  Experience 
soon  renders  one  proficient  in  judging  of  clays  by  this  test.' 

A  method  of  testing  the  fusibihty  of  days  by  comparing  them 
with  samples  of  known  composition  and  fusibility  has  of  late  years 
come  into  extensive  use.  These  prepared  samples,  known  from 
their  inventor  and  their  shape  as  Seger's  pyramids,  consist  of  mix- 
tures in  varying  proportions  of  kaolin  and  certain  fluxes,  so  pre- 
pared that  there  is  a  constant  difference  between  their  fusing 
points.  When  such  pyramids,  together  with  the  samples  to  be 
tested,  are  placed  in  a  furnace  or  kiln,  they  begin  to  soften  as  the 
temperature  is  raised,  and  as  it  approaches  their  fusion  point  the 
cones  bend  over  until  the  tip  is  as  tow  as  the  base.  When  this 
occurs  the  temperature  at  which  they  fuse  is  considered  to  be 
reached.* 

Uses. — Clay  when  moistened  with  water  is  plastic  and  suf- 
ficiently firm  to  be  fashioned  into  any  form  desired.  It  can  be 
shaped  by  the  hands  alone;  by  the  hands  applied  to  the  clay  as 
it  turns  with  the  potter's  wheel,  or  it  can  be  shaped  by  moulds, 
presses,  or  tools.  When  shaped  and  dried,  and  then  burned  in 
an  oven  or  kiln,  it  becomes  firm  and  solid,  hke  stone;  water  will 
not  soften  it,  it  has  entirely  lost  its  plastic  property,  and  is  per- 
manently fixed  in  its  new  forms,  and  for  its  designed  uses.  These 
singular  and  interesting  properties  are  possessed  by  clay  alone, 
and  it  is  to  these  it  owes  its  chief  uses.    It  is  used  (i)  for  malfing 

'  Geological  Survey  of  Ohio.  Eawoniic  Geology,  V,  pp.  6si-655. 

'See  Di.  Ries'B  paper  on  North  Carolina  days,  already  quoted,  and  also  hij 
numerous  conttibutions  on  their  uibject  In  the  vcdumes  of  the  Utut«d  Stat«a  Gedog- 
ic«l  Survey  tckting  to  tnincral  statuticB. 
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pottery;  (3)  for  making  refractory  materials;  (3)  for  making  build- 
ing  materiab;    (4)  for  miscellaneous  purposes. 

Pottery.' — Pure  clay  worked  into  shapes  and  burned,  omsti- 
tutes  earthenware.  The  ware  of  itself  is  porous,  and  will  allow 
water  and  soluble  substances  to  soak  through  it.  To  make  it  hold 
liquids,  the  shaped  clay  before  burning  is  covered  with  some  sub- 
stance that  in  the  burning  of  the  ware  will  melt  and  form  a  glass 
coating  or  glazing  which  will  protect  the  ware  in  its  after  uses  from 
absorbing  liquids,  and  give  it  a  clean  smooth  surface.  The  color 
of  the  ware  depends  on  the  purity  of  the  clay.  Clays  containing 
oxide  of  iron  bum  red,  the  depth  of  color  depending  on  the  amount 
of  the  oxide,  even  a  small  fraction  of  i  per  cent  being  sufficient  to 
give  the  clay  a  buff  color. 

Clay  containing  oxide  of  iron  in  sufficient  quantity  to  make  it 
partially  fusible  in  the  heat  required  to  bum  it,  when  made  into 
forms  and  burned,  is  called  stoneware  day.  The  heat  is  carried 
far  enough  to  fuse  the  particles  together  so  that  the  ware  is  solid 
and  will  not  allow  water  to  soak  through  it;  and  the  fusion  has  not 
been  carried  so  far  as  to  alter  the  shapes  of  the  articles  burned. 
The  oxide  of  iron  by  the  fusion  has  been  combined  with  the  clay, 
and  instead  of  its  characteristic  red,  has  given  to  the  ware  a  bluish 
or  grayish  color.  Stoneware  may  be  ^azed  like  earthenware,  or 
by  putting  salt  in  the  kiln,  when  its  vapor  comes  in  contact  with 
the  heated  ware  and  makes  with  it  a  sufficient  glaze. 

Clay  which  is  pure  white  in  color  and  entirely  free  from  oxide 
of  iron,  may  be  intimately  mixed  with  ground  feldspar  or  other  min- 
erals which  contain  potash  enough  to  make  them  fusible,  and  the 
mixture  still  be  plastic  so  as  to  be  worked  into  forms  for  ware.  When 
bumed,  such  a  composition  retains  its  pure  white  color,  while  it 
undergoes  fusion  sufficient  to  make  a  body  that  will  not  absorb 
water.  And  its  surface  can  be  made  smooth  and  dean  by  a  suitable 
plain  or  ornamented  glaze.    Ware  of  this  kind  is  porcelain  or  china. 

The  analyses  on  page  244,  compiled  from  works  believed  to  be 
authoritative,  show  the  varying  character,  so  far  as  chemical  com- 
position is  concerned,  of  the  clays.  In  most  of  the  analyses,  it  will 
be  observed,  the  silica  existing  in  the  form  of  quartz  is  given  in  a 
separate  column  from  the  combined,  while  in  column  4  is  given 
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the  actual  calculated  percentage  of  kaolin  which  the  analyses  in- 
dicate each  sample  to  contain. 

Refractory  materials,— Modem  improvements  in  metallurgy, 
and  in  furnaces  for  all  purposes,  are  dependent  to  a  great  degree 
on  having  materials  for  construction  which  will  stand  intense  heat 
without  fusing,  cracking,  or  yielding  in  any  way.  The  two  materials 
to  which  resort  is  had  in  almost  all  cases  are  pure  aluminous  clay, 
and  quartz  in  the  form  of  sand  or  rock.  They  are  both  infusible 
at  the  highest  furnace  heats.  The  clay,  however,  is  liable  to  have 
in  it  small  quantities  of  impurities  which  are  fusible,  and  it  shrinks 
very  much  when  heated  to  a  high  temperature.  Quartz  rocks  are 
very  liable  to  crack  to  pieces  if  heated  too  rapidly,  and  both  the 
rocks  and  sand  are  rapidly  melted  when  in  (x>ntact  with  alkalies, 
earths,  or  metallic  oxides,  at  a  high  temperature.  They  do  not 
shrink  in  heating.  Sandstone,  or  quartz  rock,  is  not  as  much  used 
as  a  refractory  material  as  it  was  foimeriy.  Bricks  to  resist  intense 
heat  are  made  of  clay,  of  sand,  and  of  a  mixture  of  clay  and  sand. 
The  different  kinds  are  specially  adapted  to  different  uses. 

Fire  bricks  of  clay,  or  clay  and  sand,  are  the  ones  which 
have  been  generally  made  in  the  United  States.  To  make  these, 
the  clay  which  stands  an  intense  heat  the  best  is  selected  as  the 
plastic  material  of  the  brick.  This  is  tempered  so  that  it  may  not 
shrink  too  much  or  unevenly  in  bumiog,  by  adding  to  the  raw  clay 
a  portion  of  clay  which  has  been  burned  till  it  has  ceased  to  shrink 
and  then  ground,  or  a  portion  of  coarse  sand,  or  a  quantity  of  so- 
called  feldspar.  These  materials  are  added  in  the  proportions 
which  the  experience  of  the  manufacture  has  fotmd  best.  The 
formula  for  the  mixture  is  the  special  property  of  each  manufacturer, 
and  is  not  made  public.  The  materials,  being  mixed  together  and 
properly  wet,  are  molded  in  the  same  way  as  common  bricks,  and 
after  they  have  dried  a  little  they  are  put  into  a  metallic  mold 
and  subjected  to  powerful  pressure.  They  are  then  taken  out, 
dried,  and  burned  in  a  kiln  at  an  intense  heat. 

It  does  not  appear  which  is  the  best  for  tempering,  burned  and 
ground  clay,  or  coarse  sand,  or  feldspar.  Reputable  manufacturers 
are  found  who  use  each  of  these  materials,  and  make  brick  that 
stand  fire  well.    It  is  of  the  utmost  importance  to  select  the  materials 
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carefully,  and  to  allow  no  impurity  to  get  in  while  handling  the 
clay  or  workji^  the  components  together. 

Fire  bricks  intended,  in  addition  to  their  refractory  quaHties,  to 
retain  their  size  and  form  under  intense  heat  without  shrinkage, 
have  been  made  to  some  extent  The  English  Dinas  bricks  are 
of  this  kind,  and  the  German  and  French  "silica  bricks."  The 
Dinas  bricks  are  of  quartz  sand  or  crushed  rock,  and  contain  very 
little  alumina  and  about  i  per  cent  of  lime.  They  stand  fire  re- 
markably well,  the  lime  being  just  enough  to  make  the  grains  of 
sand  stick  together  when  the  bricks  are  intensely  heated.  In  the 
other  "silica  bricks,"  fire  clay  to  the  amount  of  5  or  10  per  cent 
is  mixed  with  the  sand,  and  this  plastic  material  makes  the  particles 
of  the  sand  cohere  sufficiently  to  allow  of  handling  the  bricks  before 
burning.  They  have  met  the  expectation  of  those  who  made  them, 
and  are  extensively  used.' 

Paper  clay. — Clay  which  is  pure  white  and  that  also  which  is 
discolored  and  has  been  washed  to  bring  it  to  a  uniform  shade  of 
color,  is  used  by  the  manufacturers  of  paper  hangings,  to  give  the 
smooth  satin  surface  to  the  finished  paper.  It  is  used  by  mixing  it 
up  with  a  thin  size,  applying  it  to  the  surface  of  the  paper,  and 
then  poUshing  by  means  of  brushes  driven  by  machinery.  The 
finest  and  most  uniformly  colored  clays  only  are  applicable  to  this 
use,  and  they  are  selected  with  great  care.  Clay  is  also  used  to 
some  extent  by  paper  manufacturers,  to  give  body  and  weight  to 
paper. 

Heavy  wrapping  paper,  such  as  is  used  by  the  United  States 
Post-office  Department,  must,  according  to  specifications,  contain 
95  per  cent  of  jute  butts  and  5  per  cent  of  clay.  The  cheaper  forms 
of  confectionery,  particularly  such  as  is  sold  from  carts  upon  the 
streets,  is  very  heavily  adulterated  with  this  material. 

Alimi  clay. — A  large  quantity  of  clay  is  sold  every  year  to  the 
manufacturers  of  chemicals,  for  making  alum.  A  rich  clay  is 
needed  for  this  purpose.  Alum  is  made  by  digesting  the  clay  in 
sulphuric  acid,  which  forms  sulphate  of  alumina,  then  dissolving 
out  the  tatter  salt  from  the  siUca  and  other  impurities,  and  formii^ 

'  Geologica]  Survejr  of  Neir  Jeisej,  Report  on  day  Deposits,  pp.  307-313. 
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it  into  alum  by  the  addition  of  the  necessaiy  salt  of  potash,  soda 
or  ammonia,  and  crystallizing  out  the  alum. 

The  white  clay  of  Gay  Head  and  Chilmark,  Martha's  Vineyard, 
Massachusetts,  was  at  one  time  used  extensively  for  alum-making, 
according  to  Edward  Hitchcock.' 

As  a  substitute  for  sand  in  making  mortar  and  concrete  clay  is 
perhaps  the  best  material  to  be  found.  For  this  purpose  the  clay  is 
burnt  so  that  it  is  produced  in  small  irregular  pieces  that  are  very 
hard  and  durable.  These  pieces  are  then  ground  to  a  fcurly  fine 
powder,  which  is  used  to  mix  with  the  lime  or  cement  just  as  sand 
would  be.  The  result  is  a  very  strong  mortar,  in  some  cases  stronger 
than  when  sand  is  employed.* 

The  so-called  gumbo  clays,  sticky,  tough,  and  dark-colored 
clays  of  the  Chariton  River  region,  Missouri,  are  hard  burned  and 
used  for  railroad  ballast  and  macadam. 

Under  the  names  of  Rock  Soap  and  Mineral  Soap  there  have  from 
time  to  time  been  described  varieties  of  clay  which,  owing  to  their 
soapy  feeling,  are  suggestive  of  soap,  and  which  in  a  few  instances 
have  been  actually  used  in  the  preparation  of  this  material. 

A  rock  soap  from  Ventura  County,  California,  has  been  described 
by  Prof.  G.  H.  E.oenig  as  a  mixture  of  sandy  and  clayey  or  soapy 
material  in  the  proportion  of  45  per  cent  of  the  first  and  55  per  cent 
of  the  second.  The  chemical  composition  of  the  material  and  of 
the  two  portions  is  given  below: 


Cmde 
material. 

Swdv 

^^ 

11.97 

077 

0.8s 

'43  I 

363  f 
>3-67 

69.40 

0.30 

Tr»ce 

4-S5 

73  ■» 

[Notde 
t  e  r- 
mined. 
6.70 

Alumina  and  iron 



Nearly  all  the  silica  is  reported  as  being  in  a  soluble  or  opalescent 
state  and  the  alumina  as  either  a  hydrate  or  very  basic  silicate.    It 

'  American  Journal  ot  Science,  XXII,  183J,  p  37 
'The  World's  Prepress,  Febraaiy,  1893. 
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is  said  *  that  at  one  time  the  material  was  made  into  a  variety  of 
useful  articles,  as  "salt  water  soap,"  scrubbing  and  toilet  soap, 
tooth  powder,  etc. 

A  somewhat  similar  material  from  Elk  County,  Nevada,  has 
been  used  for  like  purposes,  and  put  upon  the  market  under  the 
name  of  San-too-gah-choi  mineral  soap.  This  clay  is  of  a  drab 
color,  with  a  slight  pinkish  tint,  a  pronoimced  soapy  feeling  and 
shght  alkaline  reaction  when  moistened  and  placed  upon  test  paper. 
An  analysis  by  R.  L.  Packard  in  the  laboratory  of  the  U.  S.  National 
Museum  yielded: 

Silica 48. So 


Alumina. iS. 

Iron  osddes 3 , 

Lime i 

Magnesia 3 

Soda 2 

Potash 1 

ignition 21 


Total 99>4i 

Mention  may  be  made  here  also  of  the  material  sold  in  the  shops 
under  the  name  of  Bon  Ami  and  used  for  cleansing  ^ass  and  other 
like  substances.  This  imder  the  microscopeshows  abundant  mi- 
nute sharply  angular  particles,  consisting  of  partially  decomposed 
feldspar  mixed  with  a  completely  amorphous  mineral  which  may 
be  opalescent  siUca  or  possibly  a  very  finely  comminuted  pumice. 
An  ajialyas  by  R.  L.  Packard  yielded: 

Sihca 59.86 

Alumina 18.74 

Magnesia 0.34 

Potash. 10.70 

Soda 3.51 

Ignition 7.67 

Total 100.82 

Alcohol  extracts  7.43  per  cent,  and  water  0.244  per  cent  in  addi- 
tion, the  extract  having  a  soapy  appearance  and  the  odor  of  some 
essential  oil. 

■  Sixth  Annual  Report  or  the  State  Mineralogvit  of  CoUfoniia,  1S86,  Ft.  t,  p.  131. 
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A  peculiar  soapy  clay  found  in  Albany,  Crook,  Weston,  and 
Natrona  Comities,  Wyoming,  has  been  shipped  in  considerable 
quantities  during  the  past  few  years  to  Philadelphia,  New  York, 
and  Chicago,  where  it  was  sold  under  the  name  of  Bentonite  at 
prices  varying  from  S5.00  to  $25.00  per  ton.  It  is  stated '  to  have 
been  used  in  paper  manufacture,  as  a  packing  for  horses'  feet;  for 
a  time  as  a  soap  in  one  of  the  local  railway  hotels,  and  in  the  mak- 
ing of  "phlogiston,"  a  substance  widely  used  in  the  West  in  the 
form  of  a  plaster  applied  to  the  chest  in  cases  of  pneumonia  or 
croup.  It  has  been  suggested  as  admirably  suited  for  use  as  a 
"retarder"  for  the  hard-finish  plasters  now  coming  into  use  for 
walls. 

This  clay  is  regarded  by  T.  B.  Read  as  originating  through  the 
decomposition  of  the  feldspar  labradorite  occurring  in  the  anor- 
thosite  of  the  Laramie  Mountains.  The  chief  physical  charac- 
teristic  of  this  clay,  aside  from  its  soapy  feeling,  is  its  enormous 
absorptive  power,  the  absorption  being  attended  naturally  with 
an  increase  in  bulk-  amounting  to  several  times  that  of  the  original 
mass.*  Plate  XX,  Fig.  i,  shows  the  extreme  fineness  and  homc^e> 
neity  of  this  clay  as  seen  imder  the  microscope. 

The  reported  analyses  axe  as  follows : 


KO, 

ALO, 

F^o; 

MgO 

c«o 

Ns,0,K,0.  . 
SO 


■  Engineering  and  Mining  }ounial,  LXUI,  1897,  p.  600,  LXVI,  1S98,  p.  491,  and 
IXXVI,  1903,  p.  48. 

*  A  small  plug  of  this  rlay  fitted  to  accurately  occupy  a  apace  of  »  cubic  centl- 
mcten  in  the  bottom  of  a  conical  measuring-flask,  and  kept  Mturated  with  water  Cot 
two  days,  swelled  to  a  bulk  of  i6d  cubic  centimeters.  The  absorption  was  so  com- 
plete that  none  of  the  water  ran  off  when  the  flask  was  inverted,  and  the  condition 
of  the  clay  resembled  that  of  flour  or  starch  paste. 
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Tile  biblif^rapby  of  clays  is  very  extensive,  and  but  a  few  refer- 
ences are  given  liete.  The  reader  is  referred  particularly  to  Branner's 
Bibliography  of  Clays  and  the  Ceramic  Arts/  and  to  the  papers  of 
Dr.  H.  Ries  in  the  reports  on  the  Mineral  Resources  of  the  United 
States,  published  annually  by  the  U.  S.  Geological  Survey. 

S.  W.  JOBMSOM,  JoHM  M.  Blakb.    On  KaoUnite  and  PhokrJte. 

American  Journal  of  Science,  XLIII,  1867,  p.  351. 
J.  C.  Shock.    The  Fire  Clajs  and  anodated  Plastic  Clajrs,  Kaolim,  Feld^Mn,  and 
Fire  Sands  of  New  Jersey. 

Tiansactioiu  of  the  Ameiican  loatitute  of  Mining  Engineers,  VI,  1877,  p.  177. 
George  H.  Cook.    Report  on  the  Clay  Deposits  of  Woodbridge,  South  Amboy,  and 
other  places  in  New  Jersey, 

Geological  Survey  of  New  Jersey,  1878. 
RiCEAXS  C.  Hills.     Kaollnite,  from  Red  Mountain,  Colorado. 

American  Journal  of  Science,  XXVII,  1884,  p.  47a.    See  also  Bulletin  No.  90, 
U.  S.  GeologicBl  Survey,  1885,  p.  g;, 
J.  P.  Lesley.    Some  general  coiisidciatkMis  respecting  the  orl^  and  distributjon  of 
the  Delaware  and  Chester  kaolin  depovts. 

Aimual  Report  Geological  Survey  of  Pennsylvania,  iSSj,  p.  571. 
J.  H.  CoLUNS.     On  the  Nature  and  Origin  of  Clays:  The  Composition  of  ILacdintte. 
Mineralogical  Magazine,  VII,  December,  1S87,  p.  305. 
American  Journal  of  Science,  XLII,  1899,  p.  11. 
Edwakd  Obton.     The  Clays  of  Ohio,  Their  Origin,  Compositkm,  and  Vaiietiea. 

Report  of  the  Geological  Survey  of  Ohio,  VII,  1S93,  pp.  45-6S. 
Edwabd  Okton,  Jb.     The  Clay  Working  Industries  of  Ohio. 

Report  of  the  Geological  Survey  of  Ohio,  VII,  1893,  pp.  69-154. 
H.  O.  HoFiiAN,  C.  D.  Deuond.    Scone  experiments  for  Detennining  the  Rebactod- 
ness  of  Tat  CUys. 

Transactions  of  the  American  Institute  of  Mining  Engineers,  XXIV,  r8g4,  p.  43. 
W.  MAVNasd  Hmx:BlNGB.    Notes  on  the  Composition  of  Clays,  Slates,  etc.,  and  on 
some  Points  in  their  Contact-Metamorphism. 
The  GeologicBl  Magazine,  I,  1S94,  p.  36. 
H.  JoCHUH.    The  Relation  between  Composition  and  Refractory  Characters  in  Fire 
Clays. 

Minutes  of  Proceedings  of  the  Institudon  of  Civil  Engineers,  CXX,  1894-95, 
p.  431- 
J.  A.  HoLWES.    Notes  on  the  KaoUn  and  Clay  Deposits  of  North  Carolina. 

Transactions  of  the  American  Insdtuteof  Miiung  Engineers,  XXV,  1895,  p.  939. 
Hbimkich  Ries.     Clay  Industries  of  New  York. 

Bulletin  No.  11  of  the  New  York  State  Museum,  III,  March,  1895,  ^tp.  100-363. 
John  Caspeb  Branneb.     Bibliography  of  Clays  and  the  Ceiamic  Aita. 
Bulletin  No.  143,  U.  S.  Geological  Survey,  1896. 


*  Bulletin  No.  143,  U.  S.  Geological  Survey,  1896. 
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W  S.  BuTCHLXT.    A  Prelimliuuy  Rqx>rt  on  the  Ctars  ftod  Clajr  luduMiia  d  the 
Cc«l  and  Coal-Beaiitig  Counties  of  Indiana. 

The  School  of  Mines  Quaiteily,  XVIIl,  1S96,  p.  65. 
W.  Mavnaks  Hutcsings.     CUys,  Shales,  and  Slates. 

The  Gedo^cal  Magazine  III,  1896,  p.  309. 
Chas.  F.  Maberv,  Otk  T.  Flooz.    Compoaitioa  of  American  g  ■"!■"« 

Journal  of  the  American  Chemical  Society,  XVlli,  1S96,  p.  gog. 
Chas.  F.  Maberv,  Oris  T.  Flooz.     Clay,  Biicka,  Potteiy,  etc. 

Thirteenth  Report  of  the  California  State  Mineralc^tt,  1896,  p,  61a. 
Thouas  C.  HopCKS.     Clays  and  Clay  Industries  of  Pennsylvania- 
Appendix  to  the  Annual  Report  of  the  Pennsylvania  State  College  for  1697. 
J.  Nelson  Nevids.    Kaolin  in  Vermont. 

Engineering  and  Mining  Journal,  LXTV,  1897,  p.  1S9. 
Hunkicb  Ries.    The  Clays  and  Clay-WoiUng  Industry  of  Colondo. 

Transactions  of  the  American  Institute  of  Mimng  EnginecrB,  XXVI^  1897, 
P-  33^- 
H.  A.  WsKELEH.     Clay  Deposits. 

Missouri  Geological  Survey,  XI. 
W.  W.  CLENDENinM.    Clays  of  Louisiana. 

En^ncering  and  Mining  Journal,  LXVI,  189S,  p.  456. 
M,  H.  Ckdhf.    The  C\a.yi  and  Building  Stones  of  Kentucky. 

Ei^^neering  and  Mining  Journal,  LXVI,  1S9S,  p.  190. 
W.  C.  Kjwjsx.    Bentonite.    [A  New  Clay.] 

En^neering  and  Mining  Journal,  LXVI,  1&98,  p.  491. 
The  Building  Stones  and  Clays  of  Wyoming. 

Engineering  and  Mining  Journal,  UCVI,  1S9S,  p.  546. 
Heinkich  Ries.    Physical  Tests  of  New  York  Shales. 

School  of  Mines  Quarteiiy,  XDC,  1898,  p.  19a. 
The  Ultimate  and  the  Ratboal  Analysisof  Claj^s  and  Their  Relative  Advantage*. 

Transactions  of  the  American  Institute  of  Mining  Engineers,  XXVIII,  189S, 
p.  160. 
EcnDiE  A.  Smith.     The  Clay  Resources  of  Alabama  and  the  Industries  Dependent 
upon  Them. 

Engineering  and  Mining  Journal,  LXVI,  189S,  p.  369. 
J.  E.  Todd.    The  Clay  and  Stone  Resources  of  South  Dakota. 

Engineering  and  Mining  Journal,  LXVI,  189S,  p.  371. 
G.  E.  Ladd.    Prriiminaiy  Reports  on  Clays  of  Georgia. 

Bulletin  No.  6A,  Geological  Survey  of  Geoigia,  1898. 
Heinbich  Ries.     Pieliminary  Reports  on  Clays  of  Alabama. 

Bulletin  No.  6,  Geological  Survey  of  Alabama,  1900. 
Clays  and  Shales  of  Michigan. 

Vol.  vni.  Part  I,  Geological  Survey  of  Michigan,  1900. 
Clays  of  New  York. 

Bulletin  No.  35,  Vol.  VII,  New  York  State  Museum,  1900. 
E.  B.  BCCKLEV.     The  Clays  and  Clay  Industries  of  Wisconsin. 

Bulletin  No.  8,  Wisconsin  Geological  and  Natural  Hiatoiy  Survey,  1901. 
L.  Dx  Launay.     Observations  sur  les  Eadins  de  Saint  Yiieux. 

Annales  dea  Mines,  Vol.  Ill,  Fart  I,  1903,  p.  105. 
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l6.  fuixekb'  EAKTH. 
The  name  fullers'  earth  is  made  to  include  a  variety  of  day-like 
materials  of  a  prevailing  gteenish-white  or  gray,  olive  or  olive-green 
or  brownish  color,  soft,  and  with  a  greasy  feeL  When  placed 
in  water  such  iaSi  into  powder,  imparting  a  s%ht  murkiness  to 
the  liquid,  but  do  not  become  plastic  as  do  the  ordinary  clays. 

For  a  long  tune  the  principal  source  of  fullers'  earth  was  Eng- 
land, but  a  largely  increased  demand  has  resulted  in  the  discovery 
of  large  quantities  on  American  soil,  the  more  important  localities 
thus  far  developed  being  Bakersville,  California;  Gadsden  County, 
Florida,  and  Custer  County,  South  Dakota.  The  more  important 
foreign  sources  are  Bala,  in  North  Wales,  and  Buckingham  and 
Surrey,  in  England. 

The  celebrated  beds  at  Nutfield,  near  Redhill,  Surrey,  England, 
occur  in  Cretaceous  fonnatioos,  a  section'of  which  is  here  given.* 

Folkstone  beds,  gray  and  iron  shot  sand 15  ft. 

Bufi  sandy  day  with  greensand 15    " 

Softsandstone 4  " 

Greenish  sandy  clay i  " 

Sandstone ra   " 

Fullers' earth. 8   " 

The  f^ers'  earth  bed  sometimes  reaches  a  thickness  of  is  feet. 
The  upper  portion  is,  as  a  rule,  oxidized  to  a  brownish  color  by 
the  action  of  percolating  water,  the  lower  portion  being  blue.  In 
addition  to  the  analyses  given  on  p.  250  the  following  are  of  interest 
as  showing  the  relative  amounts  of  soluble  and  insoluble  matters.* 

BLUE  EAKTH.      (DHcd  Kt  lOo"  C.) 

Insoluble  lesidue ^-9<^ 

FtOr .  " 

AtO,   . 

c«o.. 


beds 


'  H.  B.  Woodward,  Geology  ot  England  and  Wales,  p.  371. 

*P.  G.  Sanlord,  GeologJcal  Magazine,  Vol.  VI,  18S9,  pp.  456  and  516. 
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Fig.  3. 

PLATE  XX. 

Microscctions  showing  Appearance  of  (i)  Clay  (Bentonite),  Albany,  Wyoming,  uid 

<i)  Fullers'  Earth. 

[U.  S.  National  Museum.] 


yZLLOW  XASTH.     (Dried  at  100°  C.) 

Iiuolnbli  RoldwL 


Insoluble  reddue.  . 
Ho^ 

j^o!; 

cio.. 


Vfhen  examined  with  a  microscope  this  material  is  found  to 
con^t  of  extremely  irregular  corroded  particles  of  a  siliceous  min- 
eral which  in  its  least  altered  state  is  colorless,  but  which  in  neariy 
every  case  has  undergone  a  chloritic  or  talcose  alteration  whereby 
the  particles  are  inverted  into  a  faintly  yellowish-green  product 
almost  wholly  on  polarized  light.  The  particles  are  of  all  sizes 
up  to  0.07  mm.  The  larger  portion  of  the  material  is  made  up  of 
particles  fairiy  uniform  in  size  and  about  the  dimensions  mentioned. 
In  addition  to  these  are  minute  colorless  fragments  down  to  sizes 
o.oi  mm.  and  even  smaller. 

The  minute  size  of  these  colorless  particles  renders  a  detennina- 
tion  of  their  mineral  nature  practically  impossible.  But  the  outline 
of  the  cleavage  fiakes  is  evidently  suggestive  of  a  soda  lime  feldspar. 
The  high  percentage  of  silica  in  the  insoluble  residue  would  in- 
dicate the  presence  of  a  considerable  amount  of  free  quartz.  This, 
however,  the  microscope  only  partially  substantiates,  very  few  of 
the  particles  showing  the  briUiant  polarization  colore  character- 
istic of  this  mineral.     (See  Plate  XX,  Fig.  2.) 

The  Gadsden  County,  Florida,  earth  is  a  hght-gray  material, 
often  blackened  by  organic  matter,  and  shows  under  the  micro- 
scope the  same  greenish,  faintly  doubly  refracting  particles,  as  does 
the  English,  intermixed  with  numerous  angular  particles  of  quartz. 
This  earth  is  quite  plastic  and  sticky  when  wet.  A  section  of 
the  beds  at  the  pits  of  the  Cheesebrough  Manufacturing  Com- 
pany, as  given  in  The  Mineral  Resources  for  1895-96,  is  as 
follows:' 
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Soil i8  ins. 

Red  clay 3   ft. 

Blue  clay 3    " 

Fullers'  earth. Si  " 

Sandy  blue  earth 3    " 

Fullers'  earth  (second  bed) TTiickness  not  stated. 

The  following  table '  as  compiled  by  Dr.  Ries  shows  the  variable  ' 
character  of  the  material  from  different  sources: 


f 


II 


1^ 


P 


II 


AJ,<i^.'"! 


Na,U 

1^6 


:::( 


98.50 


56.as 


W-15 


98-75 


looJIs 


99.1 


98.9s 


(a)  Pogs.  Ann.,  LXXVII,  1S401  p.  i«i.  (/)  P.  Piicnun.  wialyrt. 

(6)  KUproth.  Bdtr..  Vol  IV,  .Jot,  p.  h8.         (f)  E.  J. Riederer. waJ^t, 
(e)  D*ii>.  Syttcm  of  Min.,  iSej,  p.  6g].  (ft)  Standard  Oil  Company*!  property.  E.  J. 

(lOGelde.  iSgj.  p.  ijj.  Riederer,  auJyit. 

(#)  Penny  Bncydapedia,  XI,  Dr.  Tliompaon,  CO  HoweU  lanperty,  B.  J.  Riedervr,  analyat. 
analytt.  (J)  Utnsan  property,  B.  J.  RJederer,  aoalytt. 

Uses. — ^The  material  was  formerly  used  almost  wholly  by  fullers 
for  removing  the  grease  from  cloths.  It  is  now  largely  used  in 
deodorizing  and  clarifying  fats,  oils,  and  greases.  The  manufacturers 
of  lard  and  cottotene  are  large  consumers.  Some  2,000  to  3,000  tons 
are  annually  imported  and  10,000  to  15,000  tons  produced  in  the 
United  States.    Value,  about  $7.00  per  ton. 

*  Seventeenth  Annual  Report,  U.  S.  Geological  SuTvcjr,  Put  III,  1S95-96,  p.  SSo. 
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Vn.  NIOBATES,  TANTALATES,  AND  TUNGSTATES. 

I.  COLUMBITE  AND  TANTAUTE. 

These  mineTals  are  columbates  and  tantalates  of  iron  and  mao- 
ganese,  columbite  representing  the  nearly  puie  cplumbate  and 
tantatite  the  nearly  pure  tantalate.  Both  are  likely  to  carry  varyit^ 
qiiantities  of  iron  and  manganese.  The  analyses  given  below  will 
serve  to  show  the  varying  composition,  No.  I  being  coltimbite  from 
Greenlajid,  No.  II  from  Haddam,  Connecticut,  and  Nos.  Ill  and 
IV  from  the  Black  Hills  of  South  Dakota: 


I. 

II. 

UI. 

IV. 

77-97 

51-53 
»8.SS 
13-54 
4-55 

8^ 

7.07 

19.78 

10.40 

■13 

mth  tncn  of  tin,  irolfrwn. 

The  minerals  are  of  an  iron-black,  grayish,  or  brownish  cdor, 
opaque,  often  with  a  bluish  iridescence,  dark-red  to  black  streak, 
specific  gravity  varying  from  5.3  to  7.3  and  hardness  of  6.  In- 
soluble in  acids. 

Occurrence. — Columbite  occurs  in  granitic  and  feldspathic  veins 
in  the  form  of  crystals,  crystalline  granules,  and  cleavable  masses. 
In  the  United  States  it  has  been  found  in  greater  or  less  abundance 
in  nearly  all  the  States  bordering  along  the  Appalachian  Mountain 
system,  in  the  Black  Hills  of  South  Dakota,  and  also  in  California 
and  Colorado.  It  has  also  been  found  in  Italy,  Bavaria,  Finland, 
Greenland,  and  western  South  America.  Tantalite  occurs  under 
similar  conditions. 

Uses. — ^The  material  is  used  only  in  the  preparation  of  salts  of 
columbium  and  tantalium,  and  is  in  but  little  demand,  except  as 
mineralogical  specimens. 

2,   YTTBOTANTAUTE. 

This  name  is  given  to  a  mineral  closely  related  to  samarskite  (see 
next  page),  but  carrying  smaller  percentages  of  uranium  and  lacking 
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in  didymium  and  lanthanum.  It  is  essentially  a  tantalate  of  yttrium 
with  small  amounts  of*  other  of  the  rarer  earths.  In  appearance 
it  is  distinguished  from  samarskite  only  with  difficiUty.  Fyrochlore, 
fergusonite,  feschynite,  euzenite,  etc.,  are  closely  related  compounds, 
the  commercial  uses  of  which  have  not  yet  been  demonstrated. 


3.  SAUAKSKTTE. 

Composition  as  given  below.  When  crystallized,  in  the  form  of 
rectai^ular  prisms,  but  occurring  more  commonly  massive  and  in 
flattened  granules.  Cleavage,  imperiect;  fracture,  conchoidal; 
brittle.  Hardness,  5  to  6;  specific  gravity,  5.6  to  5.8.  Luster, 
vitreous  to  resinous.    Color,  velvet-black. 


I. 

II. 

III. 

rv. 
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Localities  and  mode  of  occurrence. — ^The  only  localities  of  im- 
portance in  the  United  States  are  the  Wiseman  Mica  Mine  and 
Grassy  Creek  Mine,  in  Mitchell  County,  and  also  in  McDowell 
County,  North  Carolina.  The  mineral  has  also  been  found  in  the 
form  of  black  grains  and  pebbles,  sometimes  weighing  one-fourth 
of  an  oimce,  in  the  gold-bearing  sands  of  Rutherford  County.  At 
the  Wiseman  Mine  large  masses,  one  weighing  upwards  of  20  pounds, 
were  foimd  some  years  ago.  The  analyses  quoted  above  were 
made  tmm  material  from  this  mine.* 

Uses. — See  under  Monazite,  p.  398. 

*  See  the  MinenU  of  Noith  Carolina,  Bulletin  No.  74,  V.  S.  Geological  Survejr, 
1891. 
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4.   WOLFBAIOTE  AND  HUBNUSITE. 

Composition. — A  tui^tate  of  manganese,  and  iron.  The  proper* 
tion  of  the  iron  and  manganese  are  quite  variaUe,  the  tungsten 
remaining  nearly  constant.  The  name  hiibnerite  is  given  to  the 
variety  containing  very  little  iron,  but  consisting  essentially  of  tung- 
sten and  manganese.  The  following  table  shows  the  range  in  com- 
position : 


LocaStr. 

wo^ 

FeO. 

HnO. 

Caa 

MSO. 

7S-5S 
75-47 

ai.31 
953 

0.56 

.3 

.     o.a6 

0.51 

HUbnerite: 

Bonita,  New  Mexico 

Nye  County,  Nevada 

0.13 
0.14 

Trace. 
0.08 

Wolframite  is  dark  reddish  brown  to  black  in  odor,  with  a 
lesinous  luster;  has  a  hardness  of  about  5,  a  specific  gravity  of 
7.55,  and  a  pronounced  tendency  to  cleave  with  flat,  even  surfaces. 
Its  great  weight,  color,  and  cleavage  tendencies  are  strongly  marked 
characteristics,  and  the  mineral  once  identified  is,  as  a  rule,  easily 
recognized. 

Occurrence. — ^The  mineral  is  found,  as  a  rule,  in  veins,  often 
associated  with  tin  ores,  and  also  with  quartz,  pyrite,  galena,  and 
sphalerite.  The  principal  known  localities  in  the  United  States 
are  Monroe  and  Trumbull  counties,  Connecticut;  Blue  Hill  Bay, 
Maine;  Rockbridge  Coimty,  Virginia;  Mecklenburg  County,  North 
Carohoa;  The  Black  Hills,  South  Dakota;  Stevens  County,  Wash- 
ington; Russellville,  Arizona;  Nye,  Lanier,  and  Osceola  counties, 
Nevada;  Lincoln  County,  New  Mexico;  Falls  Comity,  Texas.  It 
has  been  also  reported  from  Oregon,  Montana,  and  Idaho.  The 
principal  foreign  localities  are  the  tin  regions  of  Cornwall,  England; 
Bohemia,  Saxony,  and  AustraUa.  It  is  also  foimd  in  Peru,  Bolivia, 
and  the  Argentine  Republic. 

In  the  Black  Hills  region  of  South  Dakota  the  wolframite, 
according  to  J.  D.  Irving,'  occurs  in  connection  with  a  crystalline 
dolomite  lying  between  shales  above  and  quartzite  and  auriferous 

'  TransactioDS  of  the  American  Institute  of  Mining  Engineers,  XXXI,  1901, 
p.  683. 
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gravels  below.  The  dolomite  is  often  highly  siliceous,  and  passes 
at  times  through  the  intermediate  stage  of  a  dolomitic  sand  rock 
into  quartzite,  the  silicification  in  such  cases  seeming  to  have 
been  contemporaneous  with  the  formation  of  the  ore  body.  The 
wolframite  itself  occurs  in  flat  horizontal  but  rather  irregular  masses 
of  all  thicknesses  up  to  2  feet.  Such  frequently  cover  considerable 
areas,  of  which  the  laigest  so  far  discovered  may  comprise  20  to 
30  square  feet,  but,  as  a  rule,  are  so  extremely  irregular  that  it  is 
difBcult  to  form  exact  estimates  of  their  extent. 

The  ore  bodies  are  intimately  associated  with  the  flat  masses 
or  chutes  of  refractory  siliceous  gold  ore,  which  has  been  so  ex- 
tensively developed  of  late  years  in  this  region,  and  which  consists 
of  an  extremely  hard,  brittle  rock,  composed  chiefly  of  secondary 
silica,  and  carrying,  when  unoxidized,  pyrite,  fluorite,  barite,  and 
occasionally  gypsum.  In  the  areas  where  the  wolframite  is  foimd 
the  siliceous  ore  is  always  oxidized  and  is  usually  coarse  in  texture. 
The  ore  is  generally  banded,  the  banding  being  continuous  with 
the  bedding  planes  of  the  adjoining  strata,  and  the  chutes  occur 
along  lines  of  fracture  termed  verticals,  on  either  side  of  which  the 
dolomite  has  been  replaced  for  a  distance  varying  from  a  fraction 
of  an  inch  up  to  12  feet. 

Investigation  of  the  ore  bodies  of  this  type  shows  that  they  are 
replacements  of  the  dolomitic  beds  by  silica,  pyrite,  and  other  min- 
eials,  the  mineralizing  waters  having  gained  access  to  the  soluble 
beds  through  the  fractures  above  mentioned.  At  times  the  wol- 
framite forms  a  rim  arotmd  the  outer  e<^e  of  the  siliceous  ore  chutes, 
often  extending  inward  and  upward  so  as  to  form  a  thin  capping 
for  the  ore.  It  thus  appears  as  a  sort  of  envelope  to  the  sfliceous 
ore  mass  which  it  incloses  on  all  except  the  lower  sides.  Margins 
of  this  kind  are  often  2  to  2^  feet  thick,  though  the  capping  portion 
is  usually  thinner.  At  other  times  the  wolframite  occurs  in  ir- 
regular masses  scattered  through  the  sihceous  ore  or  in  stringers 
and  thin  contorted  layers  in  the  partially  silicified  dolomite.  In 
general  the  ore  is  separated  from  the  non-minendized  rock  by  a 
fairly  sharp  line  of  demarkation,  but  in  many  instances  it  grades 
off  so  that  the  ore  becomes  leaner  and  passes,  by  almost  impercep- 
tible gradations,  into  the  coimtry  rock. 
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As  taken  from  the  mines  the  wolframite  is  a  dense  black  massive 
rock,  of  fine  granular  texture  and,  of  course,  great  weight,  closely 
resembling  a  fine-grained  magnetite,  but  having  a  greater  specific 
gravity  and  slightly  brownish  streak.  An  analysis  of  this  ore,  as 
made  by  W,  F.  Hlllebrand  of  the  U.  S.  Geolc^cal  Survey,  is  given 
below  and  also  a  calculation  made  from  these  analyses  to  show 
the  proportions  of  the  principal  minerals  contained  therein. 

As  to  the  source  of  the  ore  in  these  deposits  there  is  some  ques- 
tion, but  it  is  thought  most  probable  by  Irving  that  circulating 
waters  permeating  the  Algonkian  rocks  below  brought  the  material 
to  its  present  position,  where  it  was  deposited  through  a  process  of 
metasomatic  interchange;  this  being  true,  this  particular  deposit 
would  belong  to  the  category  of  what  are  known  as  secondary. 
Wolframite,  it  should  be  stated,  is  also  found  at  the  Etta  Tin  Mines 
and  at  Nigger  Hill  in  the  southern  portion  of  the  Black  Hills,  but 
under  totally  different  conditions,  being  here  a  constituent  of  the 
pf^;matite,  and  hence  a  primary  mineral. 
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According  to  State  Commissioner  of  Mines  Harry  A.  Lee,  tung- 
sten in  the  form  of  wolfram  occurs  in  several  cotmties  in  Colorado. 
In  Boulder  and  Gilpin  counties  it  has  been  found  in  veins  in  a  com- 
plex of  granite,  gneiss,  and  schist,  where  it  occurs  in  small  pockets 
or  streaks  disseminated  through  fissure  veins  with  other  minerals 
from  which  it  can,  as  a  rule,  be  readily  separated,  owing  to  its  greater 
specific  gravity. 

In  Osceola  County,  Nevada,  tungsten  in  the  form  of  hQbnerite 
occurs  in  veins  varying  from  6  to  36  inches  in  width,  and  having 
a  strike  north  70°  east  and  a  dip  of  65°  northwest.  The  vdns  are 
in  granite  with  a  well-defined  selvage  and  cany  quartz  as  the  prin- 
cipal gangue.    Altogether  five  veins  are  known. 

The  hflbnerite  is  found  in  crystals  and  masses  with  very  pro- 
nounced cleavage  planes  from  a  to  4  inches  in  length  and  i  to  3 
inches  in  width.  It  also  occurs  in  fine  grains  and  irr^olar  bodies, 
the  quartz  and  htibnerite  having  apparently  been  deposited  con- 
temporaneou^y.  In  a  few  instances  scheeUte  has  been  found  as- 
sociated with  the  habnerite.  A  httle  pyrite  and  fluorite  are  also 
occasionally  met  with. 

The  ore  thus  far  shipped  is  stated  to  have  averaged  from  65 
to  70  per  cent  of  WO,.* 

In  Arizona,  tungsten  ore,  also  in  the  form  of  htibnerite,  occuts, 
according  to  W.  P.  Blake,  in  the  granite  hills  of  the  Dragoon  Moun- 
tains, about  6-  miles  north  of  Dragoon  Summit.  Station  on  the 
Southern  Pacific  Railway  in  Cochise  County. 

'  Fred.  D.  Smith,  Engmeering  and  Mining  Journal,  March  i,  1901,  p.  304;  F. 
B.  Weeks,  aiat  Annual  Report  of  the  U.  S.  Geological  Survey,  1899-1900,  F«R  VI. 
p.  3'9- 
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The  veins  are  nearly  vertical  and  generally  traveise  the  granitic 
gneiss  in  the  direction  of  the  rude  structural  beddii^  planes.  They 
are  from  a  few  inches  to  2  or  3  feet  in  width.  The  gangue  mate- 
rial is  quartz,  throughout  which  the  bQbnerite  occurs,  somewhat 
irregularly  disseminated,  sometimes  in  patches  or  bunches  centrally 
disposed  with  quartz  on  either  side,  and  sometimes  disseminated 
from  side  to  side  or  in  layers  or  bunches  in  close  contact  with  the 
continuous  walls.  The  hilbnerite  itself  is  in  the  form  of  large  tubular 
Idocks  or  thick  plates,  often  with  a  somewhat  radial  arrangement, 
penetrating  the  soUd  gangue  of  white  quartz.  Masses  of  all  sizes 
up  to  500  pounds  in  weight  have  been  reported.  The  color  of  the 
mineral  is  light  brownish  red,  thin  films  or  plates  seen  by  trans- 
toitted  light  being  of  a  ruby-red  color.  Aside  from  quartz,  which 
forms  the  prevailing  gangue  mineral,  the  presence  of  a  little  fluorspar 
and  mica  has  been  noted. 

Uses. — See  under  Scheelite,  below. 


5- 

This  is  caldtmi  tui^tate,  consistii^  when  pure  of  some  8a6 
per  cent  tungsten  trioxide  (WO,)  and  19.4  per  cent  lime;  usually, 
however,  carrying  from  i  to  8  per  cent  of  molybdic  oxide  (MoO,). 
The  mineral  is  white  and  translucent,  sometimes  yellow  and  brownish 
in  cdor,  with  a  hardness  of  4.5-5,  E^vity  6,  and  a  tendency  to 
cleave  into  octahedral  forms. 

Scheelite  is  much  less  common  in  its  occurrence  than  wolfram, 
the  only  locality  of  any  apparent  commercial  importance  which 
has  thus  far  been  reported  beii^  at  Trumbull,  Connecticut.  This 
deposit  was  described  in  considerable  detail  by  Dr.  Adolf  Gurlt  at 
a  meeting  of  the  International  Engineering  Congress  in  August, 
1983,  and  by  Dr.  W.  H.  Hobbs  in  the  Annual  Report  of  the  U.  S. 
Geological  Survey  for  1900-1901. 

The  exact  locality  is  near  Long  Hill  Station  on  the  Housatonic 
Railroad  in  Trumbull  Parish,  Fairfield  County,  about  8  miles  from 
the  dty  of  Bridgeport.  The  country  rock  is  a  metamorphic  amphi- 
bolic gneiss  of  a  dark,  blackish  color,  oveiiying  a  crystalline  lime- 
stone, and  this  in  turn  overlying  a  second  homblendic  gneiss,  the 
main  mass  of  the  ore  being  segregated  aloi^  the  line  of  contact 
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between  the  limestone  and  the  homblendic  gneiss,  the  latter  being 
considered  by  Hobbs  as  an  altered  igneous  rock  and  the  deposit 
as  a  whole,  therefore,  a  contact  deposit. 

In  the  main  opening  the  fresh  contact  rock  between  the  gneiss 
and  the  limestone  is  a  massive  quartz-zoisite-epidote-homblende 
rock,  throughout  which  the  scheelite  is  irregularly  disseminated 
and  often  scattered  in  crystaUine  masses  which  are  sometimes  as 
large  as  one's  fist.  Associated  with  the  scheeUte  is  more  or  less 
pyrite.  With  the  scheelite  are  numerous  crystals  of  wolframite 
which  are,  however,  in  all  cases  pseudomorphous. 

A  considerable  amount  of  capital  has  been  expended  in  prospect- 
ing and  in  the  erection  of  works  for  concentratii^,  but,  so  far  as 
the  present  writer  has  information,  a  comparatively  small  amount 
of  pure  scheelite  has  thus  far  been  produced. 

The  mining  of  scheelite  being  a  somewhat  uncommon  industry, 
it  may  not  be  out  of  place  to  dwell  a  little  in  detail  upon  the  method 
of  extracting  the  ore  and  its  concentration. 

According  to  the  authority  quoted,  the  method  of  mining  at  the 
summit  opening  has  consisted  in  removing  the  upper  bed  of  horn- 
blende along  the  gently  easterly-dipping  contact  plane  from  the 
point  where  it  outcrops  at  the  surface.  At  favorable  localities 
pits  have  been  sunk  for  a  further  distance  of  a  few  feet,  in  order 
to  remove  the  chert-bearii^  contact  rock  just  below  this  floor. 

The  larger  rocks  obtained  by  blasting  are  broken  with  sleeves 
and  the  picked  ore  sent  to  the  mill,  which  is  built  on  a  steep  incline, 
where  it  is  passed  through  a  Blake  crusher  having  a  capacity  of 
about  10  tons  per  hour.  The  crushers  deliver  their  deposit  to  two 
correspondii^  set'  of  Cornish  roUs  running  one-fourth  inch  apart 
and  having  a  22-mch  diameter  and  16-inch  face.  These  rolls 
discharge  the  material  to  an  endless  belt  elevator  which  carries 
it  to  the  top  of  the  mill  and  delivers  it  to  a  pair  of  revolving  screens 
36  inches  in  diameter  and  8  feet  in  length  and  which  have  a  mesh 
of  one-eighth  inch  square.  A  considerable  portion  of  the  dust 
produced  in  crushing  is  here  drawn  out  by  a  current  of  air,  which 
passes  under  the  screens.  The  portions  of  the  material  refused 
by  these  screens  are  carried  by  gravity  to  a  pair  of  belted  high-speed 
rolls  of  30  inches  diameter  and  i8-inch  face,  running  one-eighth 
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inch  apart,  and  are  from  tbem  returned  to  the  elevator  and  again 
passed  through  the  screens.  After  this  second  screening  the  material 
passes  to  a  pair  of  Wolff  gyrating  screens  of  40,  60,  and  90  meshes 
to  the  inch,  respectively. 

Concentration  is  effected  by  a  dry  process  in  what  is  known 
as  the  Hooper  Pneumatic  Concentrating  Machine,  which  delivers 
the  concentrates  clean  and  leaves  very  Uttle  scheelite  in  the  tailings. 

Uses, — ^Tungsten  is  mainly  used  in  the  manufacture  of  the 
so-called  self-hardening  steel,  the  material  being  introduced  either 
as  a  ferro-tungsten  or  as  the  powdered  mineral.  This  tungsten 
steel  is  said  to  be  particularly  adaptable  to  the  manufacture  of 
cutting  tools,  which  can  be  used  even  when  heated  to  temperatures 
that  would  destroy  the  temper  of  the  ordinary  carbon  steel.  It  is 
also  used  in  the  preparation  of  tungstic  acid  and  sodium  tungstates, 
and  attempts  have  been  made  to  utilize  it  in  porcelain  glazes,  though 
thus  far  without  much  success. 

The  production  of  tungsten  ore  in  the  United  States  during 
igoi  amounted  to  some  179  short  tons  of  concentrates,  valued 
at  $27,720'.  During  this  same  year  there  were  manufactured  76,000 
pounds  of  metallic  tungsten,  13,000  pounds  of  ferro-tungsten,  and 
3,000  pounds  of  tungstic  acid  and  sodium  tungstate,  amoimting 
altogether  to  i)2ficx>  pounds.  The  price  of  the  tui^ten  metal 
in  1901  varied  from  58  to  64  cents  per  pound,  of  the  ferro-tungsten 
from  27  to  31  cents  per  pound.  The  price  of  the  ore  ranged 
from  $102  to  $333  per  ton,  accordii^  to  quaUty,  the  ores,  as  a  rule, 
carrying  from  60  to  75  per  cent  of  WO  .'  There  has  been  a  very 
marked  falling  off  in  the  price  of  both  alloys  and  salts  of  tungsten 
■within  a  very  few  years,  though  the  price  of  high-grade  ore  8tiU 
remains  at  a  very  considerable  figure. 
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Engineering  and  Mining  Journal,  LXXHT,  March,  1903,  pp.  304,  30J. 
J.  D.  Ibvinc.    Some  Recently  Exploited  Deposits  of  Wolfrantite  In  the  Black  Hilb 
of  South  Dakota.  * 

Transactions  of  the  American   Institute  of  Mining   Englneeis,   XXXI,  i^oa, 
pp.  683-685. 

VIII.  PHOSPHATES  AND  VANADATES. 

I.  apattte;  soce  phosphate;  ouano;  etc 

Phosphorus  is  one  of  the  most  widespread  of  the  elements,  and 
is  apparently  indispensable  to  both  animal  and  vegetable  life.  In 
nature  it  occurs  in  various  compounds,  by  far  the  more  common 
being  the  phosphates  of  calcium  and  aluminum,  such  as  are  com- 
mercially used  as  fertilizers.  These  in  various  conditions  of  im- 
purity occur  under  several  fonns,  some  distinct  and  well  defined, 
others  illy  defined  and  passing  by  insensible  gradations  into  one 
another,  but  all  classed  under  the  general,  teim  of  phosphates. 
Their  origin  and  general  physical  properties  are  quite  variable,  and 
any  attempt  at  classif)^ng  must  be  more  or  less  arbitrary.    For 
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our  present  purposes  it  is  sufficient  that  we  treat  them  under  the 
heads  of  mineral  phosphates  and  rock  phosphates,  as  has  been 
done  by  Dr.  Penrose.'  These  two  classes  are  then  subdivided  as 
below: 

(^p--- i?z:^s;ss. 

[  Phosphorite. 

Amorphous  lu 
or  cemeateij 

Pbosphatic  limestones. 

f, I  Soluble  guanos. 

^"""*°' i  Le«ch«f  guanos. 

Bone  beds. 

Apatite. — Under  the  name  of  apatite  is  Included  a  mineral 
composed  essentially  of  phosphate  of  lime,  though  nearly  always 
caiiying  small  amounts  of  fluorine  or  chlorine,  thereby  giving  rise 
to  the  varieties  fiuor-apatiU  and  cklor-apatite.  The  mineral  crystal- 
lizes in  the  hexagonal  system,  forming  well-defitied  six-sided  elon- 
gated prisms  of  a  green,  yellow,  rose,  or  reddish  color,  or  sometimes 
quite  coloriess.  It  also  occurs  as  a  crystalline  granular  rock  mass. 
The  hardness  is  4.5  to  5;  specific  gravity,  3.23;  luster,  vitreous. 
Apatite  in  the  form  of  minute  ciTstals  is  an  almost  universal  con- 
stituent of  eruptive  rocks  of  all  kinds  and  all  ages.  It  is  also  found 
in  sedimentary  and  metamorphic  rocks  as  a  constituent  of  veins 
of  various  kinds,  and  is  a  common  accompaniment  of  beds  of  mag- 

■  Bulletin  No.  46  of  the  U.  S.  Geological  Survey. 

*  Fuchs  (Notes  Sur  la  Constitution  des  GItea  Phosphate  de  Chaux)  divides  the 
tuluial  phosphates  into  three  classes.  In  the  first  the  phospbatic  material  is  concen- 
trated in  sedimentary  beds;  in  the  second  it  is  disseminated  throughout  eruptive 
rocks,  and  in  the  third  it  constitutes  entirel}''  or  partially  the  material  filling  veins 
and  pockets.  That  found  in  sedimentary  beds  occuis  in  rounded  and  concretionsiy 
masses  called  nodules.  In  eruptive  and  metamorphic  rocks  the  phosphate  occuta  in 
the  OTStallinc  form  of  apatite,  sometimes  isolated  or  grouped  in  aggregates.  In 
veins  the  phosphate  occurs  massive  and  in  pockets,  crystalline,  but  not  in  distinct 
crystals;  rather  as  globular  and  radiating  masses.  To  such  the  name  phosphorite  Is 
given.  TTie  three  varieties  show  a  like  variation  in  solubility,  the  amorphous  phos- 
phates being  soluble  in  citrate  or  oxalate  of  ammonia  to  tbe  extent  of  30  to  50  per 
cent;  the  phosphorites  to  the  eiitent  of  only  15  to  30  percent,  and  the  apatite  scarcely 
at  all.  The  amorphous  phosphates  alone  have  proven  of  value  for  direct  application 
to  soils,  tbe  other  varieties  needing  previous  treatment  to  render  them  soluble. 
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netic  iron  ore.  It  is  only  when  occurring  segregated  in  veins  and 
pocltets,  either  in  distinct  crystals  or  as  massive  crystalline  a^r^ates, 
as  in  Canada  and  Norway,  that  the  material  has  any  great  economic 
value.  The  average  composition  of  the  apatites,  as  given  in  the 
latest  edition  of  Dana's  Mineralogy,  is  as  follows: 


-W- 


3-8 


The  name  phosphorite  covers  a  material  of  the  same  composi* 
tion  as  apatite,  but  occurring  in  massive  concretionary  and  mam- 
miUary  forms.  The  name  was  first  used  by  Kirwan  in  describing 
the  phosphates  of  Estremadura,  Spain,  which  occur  in  veins  and 
pockety  masses  in  Silurian  schists,  as  noted  later. 

Rock  Phospbate. — The  general  name  of  rock  phosphate  is 
given  to  deposits  having  no  definite  composition  but  consisting 
of  amorphous  mixtures  of  phosphatic  and  other  mineral  matter 
in  indefinite  proportions.  Here  would  be  included  the  amorphous 
nodular  phosphates  like  those  of  our  Southern  Atlantic  States, 
phosphatic  limestones  and  maris,  guano,  and  bone-bed  deports 
These  are  so  variable  in  character  that  no  satisfactory  description 
of  them  as  a  whole  can  be  ^ven.  The  name  coproUte  is  given  to 
a  nodular  phosphate  such  as  occurs  among  the  Carboniferous  beds 
of  the  Firth  of  Forth  in  Scotland,  and  which  is  regarded  as  the 
fossilized  excrement  of  vertebrate  animals.  Phosphatic  limestones 
and  marl,  as  the  names  denote,  are  simply  limestones  and  marls 
containing  an  appreciable  amount  of  lime  in  the  form  of  phosphate. 
Such  are  rarely  sufficiently  rich  to  be  of  value  except  in  the  im- 
mediate-vicinity, owing  to  cost  of  transportation.  Guano  is  the 
name  given  to  the  accumulations  of  sea-fowl  excretions,  such  as 
occur  in  quantities  only  in  rainless  regions,  as  the  western  coast 
of  South  America.  The  most  noted  deposits  are  on  small  islands 
ofE  the  coast  of  Peru,  The  material  is  of  a  white-gray  and  yellowish 
color,  friable,  and  contains  some  20  or  more  per  cent  of  phosphate 
of  lime,  10  to  12  per  cent  of  oiganic  matter,  30  per  cent  of  ammonia 
salts,  and  20  per  cent  of  water.    Through  prolonged  exposure  to 
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the  leaching  action  of  meteoric  waters,  like  deposits  in  the  West 
India  Islands  have  lost  all  their  ammonia  salts  and  other  sbluble 
constituents  and  become  converted  into  insoluble  phosphates,  or 
leached  guanos  like  those  of  the  Navassa  Islands. 

Origin  and  occurrence. — The  origin  of  the  various  forms  of  phos- 
phatic  deposits  has  been  a  subject  of  much  speculation.  Their 
occurrence  under  diverse  conditions  renders  it  certain  that  not  all 
can  be  traced  to  a  common  source,  but  are  the  result  of  different 
agencies  acting  under  the  same  or  different  conditions.  By  many, 
all  fonns  are  regarded  as  being  phosphatic  materials  from  animal 
life,  and  owing  their  present  diversity  of  form  to  the  varying  con- 
ditions to  which  they  were  at  the  time  of  formation  or  have  since 
been  subjected.  This,  however,  as  long  since  pointed  out,  is  an 
uncalled-for  hypothesis,  since  phosphatic  matter  must  have  existed 
prior  to  the  introduction  of  animal  life,  and  there  is  no  reason  to 
suppose  it  may  not,  under  proper  conditions,  have  been  broi^ht 
into  combination  as  phosphate  of  lime  without  the  intervention 
of  life  in  any  of  its  forms.  The  almost  universal  presence  of  apatite 
in  small  and  widely  disseminated  forms  in  eruptive  rocks  of  all 
kinds  and  all  ages  would  seem  to  declare  its  independence  of  animal 
origin  as  completely  as  the  pyroxenic,  feldspathic,  or  quartzose 
constituents  with  which  it  is  there  associated.  The  ^currence  of 
certain  of  the  Canadian  apatites  as  noted  later,  in  veins  and  pockets, 
sometimes  with  a  banded  or  concretionary  structure  and  blending 
gradually  into  the  country  rock,  is  regarded  by  some  as  strongly 
suggestive  of  an  origin  by  deposition  from  solution,  that  is,  by  a 
~~prQcess  of  segregation  of  phosphates  from  the  surrounding  rock 
contemporaneously  with  their  metamorphism  and  crystallization. 

Dr.  Ells,  of  the  Canadian  survey,  would  regard  those  occurring 
in  close  juxtaposition  with  eruptive  pyroxenites  as  due  to  combina- 
tion of  the  phosphoric  acid  brought  up  in  vapors  along  the  line  of 
contact  with  the  calcareous  materials  in  the  already  softened  gneisses. 
This  explanation  as  well  as  others  will  perhaps  be  better  understood 
in  the  part  of  this  work  relating  to  localities.  On  the  other  hand, 
the  presence  of  apatite  in  crystalline  form  associated  with  beds  of 
iron  ore,  as  in  northern  New  York,  has  been  regarded  by  Prof. 
W.  P.  Blake  and  others  ^  indicative  of  an  organic  and  sedimentary 
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origin  for  both  minerals.  The  Norwegian  apatite  from  its  asso- 
ciation with  an.  eruptive  rock  (gabbro)  has  been  regarded  as  itself 
of  eruptive  origin. 

The  phosphorites,  like  the  apatites,  occur  in  commercial  quan- 
tities mainly  among  the  older  rocks,  and  in  pockets  and  veins  so 
situated  as  to  lead  to  the  conclusion  that  they  are  secondary  products 
derived  by  a  process  of  segregation  from  the  indosii^  materiaL 
Davies  regards  the  Bordeaux  phosphorites  occurring  in  the  Jurassic 
limestones  of  Southern  France  as  the  result  of  phosphatic  matter 
deposited  on  the  rocky  floor  of  an  Eocene  ocean,  from  water  largely 
impregnated  with  it.  Others  have  considered  them  as  geyserine 
ejections,  or  due  to  infiltration  of  water  chained  with  phosphatic 
matter  derived  from  the  bones  in  the  overlying  clays.  Stanier, 
on  the  other  hand,  regards  the  phosphorites  of  Portugal  as  due 
to  s^regation  of  phosphatic  matter  from  the  surrounding  gmnite, 
the  solvent  being  meteoric  waters.  These  deposits  are  regarded  as 
superficial  and  limited  to  those  portions  of  the  rock  affected  by 
surface  waters. 

The  origin  of  the  amorphous,  nodular,  and  massive  rock  phos- 
phates can,  as  a  rule,  be  traced  more  directly  to  oi^anic  agencies. 
All  things  considered,  it  seems  most  probable  that  the  phosphatic 
matter  itself  was  contained  in  the  numerous  animal  remains,  which, 
in  the  shape  of  phosphatic  limestones,  marls,  and  guanos,  have 
accumulated  under  favorable  conditions  to  form  deposits  of  very  con- 
siderable thickness.  Throughout  these  beds  the  phosphatic  matter 
would,  in  most  cases,  be  disseminated  in  amounts  too  sparing  to 
be  of  economic  value,  but  it  has  since  their  depc^ition  been  con- 
centrated by  a  leaching  out  by  percolatmg  waters  of  the  more  soluble 
carbonate  of  lime.  Thus  H.  Ldsne,  in  writing  of  the  nodular  phos- 
phates occurring  in  pockety  masses  in  clay  near  Doullens  (France), 
ai^es  that  the  nodules  as  well  as  the  clay  itself  are  due  to  the  de- 
calcification of  preexisting  chalk  by  percolating  meteoric  waters. 

In  this  connection  it  is  instructive  to  note  that  phosphatic  nodules, 
in  size  rarely  exceeding  4  to  6  cm.,  were  dredged  up  during  the 
Challenger  expedition  from  depths  of  from  98  to  1,900  fathoms 
on  the  Agulhas  Banks,  south  of  the  Cape  of  Good  Hope.  These 
are  rounded  and  very  irregular  capricious  forms,  sometimes  angular. 
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and  have  exteriorly  a  glazed  appearance,  due  to  a  thin  coating  of 
oxides  of  iron  and  manganese.  The  nodules  yield  from  19.96  to 
23-54  per  cent  P,Oj.  In  those  from  deep  water  there  are  found 
an  abundance  of  calcareous  organic  remains,  especially  of  rhizopods. 
The  phosphate  penetrates  the  shell  in  every  part,  and  replaces  the 
original  carbonate  of  lime. 

The  nodules  are  most  abimdant  apparently  where  there  are 
great  and  rapid  changes  of  temperature  due  to  alternating  warm  and 
cold  oceanic  currents,  as  o£F  the  Cape  of  Good  Hope  and  the  eastern 
coast  of  North  America.  Under  such  conditions,  together  with 
perhaps  altered  degrees  of  salinity,  marine  organisms  would  be 
killed  in  great  numbers,  and  by  the  accumulation  of  their  remains 
■would,  it  is  believed,  furnish  the  necessary  phosphatic  matter  for 
these  nodules.  It  seems  probable  that  the  Cretaceous  and  Tertiary 
deposits  in  various  parts  of  the  woiid  may  have  formed  under  similar 
conditions. 

Hughes  has  described '  phosphatic  coralline  limestones  on  the 
islands  of  Barbuda  and  Aruba  (West  Indies),  as  having  undoubtedly 
originated  through  a  replacement  of  the  original  carbonic  by  phos- 
phoric acid,  the  latter  acid  being  derived  from  the  overlying  guano. 
The  phosphatic  guano  has,  however,  now  completely  disappeared 
through  the  leaching  and  erosive  action  of  water,  leaving  the  coiat 
rock  itself  containing  70  to  80  per  cent  phosphate  of  lime. 

Hayes'  regards  the  Teimessee  black  phosphates  as  due  to  the 
slow  accumulation  on  sea  bottoms  of  phosphatic  organisms  (Lin- 
guls),  from  which  the  carbonate  of  lime  was  gradually  removed 
by  the  leaching  action  of  carbonated  waters,  leaving  the  less  soluble 
phosphate  behind.  The  white  bedded  phosphates  of  Perry  County, 
in  the  same  State,  are  regarded  as  a  product  of  secondary  replace- 
ment— that  is,  as  due  to  phosphate  of  lime  in  solution,  replacing 
the  carbonate  of  lime  of  preexisting  limestones,  as  in  the  case  noted 
above.  The  source  of  the  phosphoric  acid,  whether  from  the  over- 
lying Carboniferous  limestones  or  from  the  older  Devonian  and 
Silurian  rocks,  is  not,  however,  in  this  case  apparent. 

'  Quaileriy  Journal  of  the  Geological  Society  of  London,  XU,  1&85,  p.  80. 
'Sixteenth  Annual  Report  of  the  V.  S.  Geok^Ical  Survey.  1S94-95,  Ft.  4,  p,  6m; 
Seventeenth  Annual  Report  U.  S.  Geological  Survey,  1895-96,  Pt.  3.  p.  >3, 


D,g,l,..cbyGOOglC 


a66 


THE  NONMETALUC  MINERALS. 


Teall  has  shown*  that  some  phosphatic  rocks  from  Clipperbm 
AtoU,  in  the  northern  Pacific,  are  trachytes  in  which  phosphoric 
add  has  replaced  the  original  silica.  The  replacement  he  regards 
as  having  been  efEected  through  the  agency  of  alkaline  (principally 
ammonium)  phosphate  which  has  leached  down  from  overlying 
guano.  A  microscopic  examination  of  the  rock  in  thin  sections 
showed  that  the  replacing  process  began  with  the  interstitial  matter, 
then  extended  to  the  feldspar  microlites,  and  lastly  the  porphyritic 
sanidin  crystals.  The  gradual  change  in  the  relative  proportion 
of  silica  and  phosphoric  acid,  as  shown  by  analyses  of  more  or  less 
altered  samples,  is  shown  below,  No.  I  being  that  of  the  unaltered 
rock  and  II  and  III  of  the  altered  forms: 


Conrtihwnu. 

- 

II. 

IIL 

3-8 

43-7 
17.0 
11.3 

38.S 

p^o',.:' ■::::: ::::::: 

Loss  on  ignition 

From  a  comparison  of  these  rocks  with  those  of  Redonda,  in 
the  Spanish  West  Indies,  it  is  concluded  that  the  latter  phosphates 
have  likewise  resulted  from  a  similar  replacement  in  andesitic  rocks. 
In  this  connection  reference  is  made  to  the  work  of  M.  A.  Gautier,' 
in  which  he  describes  the  formation  of  aluminous  phosphates  in 
caves  through  the  action  of  the  ammonium  phosphate  arising  from 
decomposing  organic  matter  on  the  clay  of  the  floor  of  caverns. 
(See  under  Occurrences.) 

The  guanos,  as  noted  elsewhere,  owe  their  origin  mainly  to  the 
accumulations  of  sea-fowl  excretions.  Such  deposits  when  un- 
leached,  are  relatively  pKwr  in  phosphatic  matter  and  rich  in  salts 
erf  ammonia.  Where,  however,  subjected  to  the  leaching  action 
of  rains  the  more  soluble  constituents  are  carried  away,  leaving 
the  less  soluble  phosphates,  together  with  impurities,  in  the  shape 
of  alumina,  silica,  and  iron  oxides  to  form  the  so-called  leached 
guanos  of  the  West  India  Islands.     As  stated  in  the  descriptions 

'  Quarterly  Journal  of  the  Geotogicat  Society  o£  Ixtndon,  LIV,  1898,  p.  13c.. 
*  Fonnation  dcs  Phosphates  Naturels  d' Alumina  et  de  Fer,  Comptea  Rendus  de 
"Acftdimie  des  Sciences.  Paris,  CX\'I,  1893,  p.  1491, 
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of  localities,  guano  deposits  are  not  infrequently  of  a  thickness 
such  as  to  cause  their  origin  as  above  stated  to  seem  well-nigh  in- 
credible were  there  not  sufficient  data  acquired  within  historic 
times  to  demonstrate  its  accuracy  beyond  dispute.  Thus  it  is  said  ' 
that  in  the  year  1S40  a  vessel  loaded  with  guano  on  the  island  of 
Ichabo,  on  the  east  coast  of  Africa.  During  the  excavations  which 
were  necessary  the  crew  exhumed  the  dead  body  of  a  Portuguese 
sailor,  who,  according'  to  the  headboard  on  which  his  name  and 
■date  of  burial  had  been  carved  with  a  knife,  had  been  interred 
fifty-two  years  previously.  The  top  of  this  headboard  projected 
2  feet  above  the  original  surface,  but  had  been  covered  by  exactly 
7  feet  of  subsequent  deposit  of  guano.  That  is  to  say,  the  deposition 
was  goii^  on  at  the  rate  of  a  little  over  an  inch  and  a  half  yearly. 

lOCALITIES  OF  PHOSPHATES. 

Canada. — According  to  Dr.  Ells,  of  the  Canadian  Survey,*  the 
discovery  of  apatite  in  the  Laurentian  rocks  of  ea^em  Canada  was 
first  made  in  the  vicinity  of  the  Lievre  by.Lieutenant  Ingall  in  1829, 
though  it  was  not  until  early  in  i86o  that  actual  mining  was  begim. 
The  mineral  occurs  in  the  form  of  well-defined  crystals  in  a  matrix 
of  coarsely  crystalline  calcite  and  in  vein-like  and  pockety  granular 
masses  along  the  line  of  contact  between  eruptive  pyroxenites  and 
Laurentian  gneisses.  The  first  form  is  the  predominant  one  for 
Ontario  only,  the  second  for  Quebec.  From  a  series  of  openings 
made  at  the  North  Star  Mine,  in  the  region  north  of  Ottawa,  it 
appears  that  the  massive  coarsely  crystalline  granular  apatite  follows 
a  somewhat  regular  course  in  the  pyroxenite  near  the  gneiss,  but 
occurs  principally  in  a  series  of  large  bunches  or  chimneys  connected 
vrith  each  other  by  smaller  strings  or  leaders.  Sometimes  these 
pockety  bunches  of  ore  are  of  irregular  shape  and  yield  hundreds 
of  'tons,  but  present  none  of  the  characteristics  of  veins,  either  in 
the  presence  of  hangii^  or  foot  walls,  while  many  of  the  masses  of 
apatite  appear  to  be  completely  isolated  in  the  mass  of  pyroxenite, 
though  possibly  there  may  have  been  a  connection  through  small 

'  R.  Ridgway,  Science,  XXI,  1893,  p  360. 

'  The  Canadian  Mining  and  Mechanical  Review,  March,  1893. 
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fissures  with  other  deposits.  The  lack  of  any  connectioo  between 
these  massive  apatites  aiid  the  regulariy  stratified  gneiss  is  evident, 
and  their  occurrence  in  the  pyroxenite  is  further  evidence  in  support 
of  the  view  that  these  workable  deposits  are  not  of  organic  origin, 
but  confined  entirely  to  igneous  rocks.  In  certain  cases  where  a 
supp>osed  true-vein  structure  has  been  found,  such  structure  can  be 
explained  by  noticing  that  the  deposits  of  phosphates  occur,  for 
the  most  part  at  least,  near  the  line  of  contact  between  the  pyroxenite 
and  the  gneiss. 

By  far  the  greater  part  of  the  Canadian  apatite  thus  far  mined 
has  been  from  the  Ottawa  district  of  Quebec,  where  it  is  mined  or 
quarried  mainly  from  open  cuts  and  shafts.  The  principal  fields 
lie  in  Ottawa  County,  Province  of  Quebec,  and  Leeds,  Lanark, 
Fronteoac,  Addington,  and  Renfrew  counties,  Province  of  Ontario. 
The  first  consists  of  a  belt  running  from  near  the  Ottawa  River  on 
the  south  for  over  60  miles  in  a  northerly  direction  through  Bucking- 
ham, Portland,  Templeton,  Wakefield,  Denholm,  Bowman,  Hincks, 
and  other  townships  to  the  northward  have  an  average  width  of 
15  to  25  miles.  The  second  belt  runs  from  about  15  miles  north 
of  the  St.  Lawrence  River  in  a  northerly  direction  to  the  Ottawa 
River,  a  distance  of  about'  100  miles,  and  varies  from  50  to  75  miles 
in  breadth. 

Davies  gives  the  following  table  as  showing  the  average  composi- 
tion of  the  Canadian  phosphates: 


CoiutitusitL 

L 

11. 

III, 

IV. 

V. 

VL 

0.63 

783 

41. S4 

S4-74 

0.59 

37-68 
4.19 

1.09 

30.84 
41.71 
i3'3» 
I  J. 03 

0.89 

11.15 
10.17 

'if 

9.*8 
■3SO 

Lime 

Odde  of  iron,  alumioB,  fluorine,  etc.  ... 

73"S 

'^68 

100.00 
8..as 

100.00 
67-3* 

71.01 

69-35 

Norway. — The  principal  apatite  fields  He  along  the  coast  in  the 
southern  portion  of  the  peninsula  between  Langesund  and  ArendaL 
The  material  occurs  in  crystals  and  crystalline  granular  aggregates 
of  a  white,  yellow,  greenish,  or  red  color  in  veins  and  pockets  em- 
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bedded  in  the  mass  of  an  eruptive  gabbn>,  near  the  Une  of  contact 
of  the  gabbro  find  adjacent  rocks,  in  the  country  rock  itself  in  the 
immediate  vicinity  of  the  gabbro,  and  in  coarse  pegmatitic  veins 
■which  are  cut  by  the  gabbro.  The  largest  veins  are  in  the  mass 
of  the  gabbro  itself  or  near  the  Une  of  contact.  Where  the  apatite 
occurs  in  the  gabbro  the  latter  is,  as  a  rule,  altered  into  a  hornblende 
scapolite  rock.  The  principal  associated  minerals  are  quartz, 
mica,  tourmahne,  scapoUte,  feldspare,  rutile,  and  magnetic  and 
titanic  iron  and  sulphides  of  iron  and  copper.  The  country  rock 
is  gneiss,  schist,  and  granite.  The  mineral  belongs  to  the  variety 
called  fiuor- apatite,  as  shown  by  the  following  analysis  from  Dr. 
Penrose's  Bulletin: 

APATITE  nuni   ABXKDAIn 

Phosphoric  add  (PtO,)* 43.329 

Fluorine' 3.415 

Chlorine* 0.513 

Lime(CaO) 49.96 

Calcium 3.884 

100.000 
The  Norway  apatites  have  been  mined  according  to  Penrose 
since  1S54,  the  earliest  workings  being  at  Krager6.  Accordii^  to 
Davies,  however,  the  discovery  of  deposits  that  could  be  profitably 
worked  dates  only  from  1871.  The  distribution  of  the  material 
is  very  uncertain  and  irr^ular,  and  the  value  of  the  deposits  can 
not  be  foretold  with  any  great  approximation  to  accuracy.  A 
large  mass  of  this  material,  weighing  nearly  2  tons,  is  on  exhibition 
in  the  department  of  economic  geology  in  the  National  Museum. 
United  States.  Nodular  phosphatic  deposits  are  found  at  inter- 
vals all  along  the  Atlantic  coast  of  the  United  States,  from  North 
Carolina  down  to  the  southerr  extremity  of  Florida.  The  North 
Carolina  deposits  occur  principally  in  the  counties  of  Sampson, 
Duplin,  Pender,  Onslow,  Columbus,  and  New  Hanover,  all  in  the 
southeastern  part  of  the  State.    The  deposits  are  of  two  kinds:  (i)  a 

'  Equal  ga.iSg  per  cent  tribasic  phosphate. 
'  Equal  7  01  per  cent  fluoride  of  calcium. 
*  Equal  0.801  per  cent  chloride  of  caldum. 
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nodulai  form  overiying  the  Eocene  maris  and  consisting  of  phos- 
phate nodules,  sharks'  teeth,  and  bones  embedded  in  a  sandy  or 
marly  matrix,  and  (2)  as  a  conglomerate  of  phosphate  pebbles,  shariis' 
teeth,  bones,  and  quartz  pebbles,  aJl  well  rounded  and  cemented 
tc^ther  along  with  grains  of  greensand  in  a  calcareous  matrix. 
The  beds  of  the  first  variety  usually  overlie  strata  of  shell  marl, 
though  this  is  sometimes  replaced  by  a  pale  green  indurated  sand. 
The  two  following  sections  will  serve  to  illustrate  their  mode  of 
occurrence: 

SAMPSON  cotmrv.  mnuN  county. 

(i)  Soil,  uuid.  or  day,  ;  to  lo  feet  (t)  Sand)'  acdl,  i  to  lo  feet. 

(3)  SheU  mad,  5  to  10  feet.  (a)  Nodule  bed,  i  to  3  f<*t 

(3)  Bed  with  pho^hate  nodules,  i  to  3  (3)  Shell  mail 

feet. 

(4)  Sea-green  sandj  mail,  1  to  4  feet. 

(5)  Fem^Doua  hardpan,  6  to  11  loche*. 

(6)  Inlentratified  lignites  and  sands  as 

inC4). 

The  nodules  are  of  a  lead-gray  color,  varying  in  size  from  that 
of  a  man's  fist  to  masses  weighing  several  himdred  pounds.  In 
texture  they  vary  from  close  compact  and  homogeneous  masses  to 
coarse-grained  and  highly  siliceous  rocks  distinguished  by  con- 
siderable quantities  of  sand  and  quartz  pebbles  sometimes  the  size  of 
a  chestnut.  Occasionally  the  nodules,  which  as  a  rule  are  of  an 
oval  flattened  form,  contain  Tertiary  shells.  The  second  or  con- 
glomerate variety  occurs  mainly  in  New  Hanover  and  Pender 
counties,  the  beds  in  some  instances  being  6  feet  in  thickness,  though 
usually  much  less.  The  following  section,  taken  from  Dr.  Penrose's 
Bulletin,  shows  their  position  and  association  as  displayed  at  Castle 
Hayne,  New  Hanover  County. 

"(i)  White  sand,  o  to  3  feet. 

"  (3)  Brown  and  red  ferruginous  sandy  clay,  or  clayey  sand,  i 
to  3  feet, 

"(3)  Green  clay,  6  to  la  inches. 

"(4)  Dark -brown  indurated  peat,  3  to  12  inches. 

"(5)  White  calcareous  marl,  o  to  2  feet. 

"(6)  White  shell  rock,  o  to  14  inches. 

"(7)  Phosphatic  conglomerate,  i  to  3  feet. 
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"(8)  Gray  mz.T\  containing  smaller  nodules  than  the  overlying 
beds,  3^  to  4I  feet. 

"  (g)  Light-colored,  calcareous  mar!,  containing  nodules  which 
are  smaller  than  those  in  the  overlying  beds,  which  grow  fewer  and 
smaller  at  a  depth.     Many  shells." 

The  phosphatic  nodules  in  this  conglomerate  are  kidney  and  egg 
shaped  and  sometimes  make  up  as  much  as  three-fourths  the  contents 
of  a  bed;  usually,  however,  the  proportion  is  smaller,  and  sometimes 
there  are  none  at  all.  The  mass  as  a  whole  does  not  contain  more 
than  ro  to  20  per  cent  phosphate  of  lime,  but  it  is  said  to  have  been 
successfully  used  as  a  fertilizer.  The  individual  nodules  may  be  richer 
in  phosphatic  matter  on  the  outer  surface  than  toward  the  center. 

Aside  from  the  phosphatic  layer  as  described  above,  phosphatic 
nodules  are  found  in  large  quantities  in  the  beds  of  rivers  of  these 
districts,  where  they  have  accumulated  through  the  washing  action 
of  flowing  water,  the  finer  sand,  clay,  and  gravel  having  been  carried 
away.  Such  phosphates  naturally  do  not  differ  materially  from 
those  on  land  except  that  they  are  darker  in  color  and  sometimes 
more  siUceous. 

The  deposits  of  South  Carolina  are  of  low  grade  compared 
with  some  others,  but  for  many  years  were  more  generally  used 
than  any  other  American  phosphate.  This  popularity  was  due 
not  only  to  the  cheapness  of  the  phosphate  (I5  to  $6  a  ton  in  1886), 
but  to  the  many  good  qualities  of  the  low-grade  add  phosphate 
made  from  it.  Of  late  years  the  Florida  phosphates  have  gradually 
replaced  them. 

Phosphates  in  the  form  of  nodules  and  phosphatic  marls  and 
greensands  occur  in  Alabama  in  both  the  Tertiary  and  Cretaceous 
formations.  Their  geographical  distribution  is  therefore  limited 
to  areas  south  of  the  outcrops  of  the  lowest  Cretaceous  beds  which 
stretch  in  a  curve  from  the  northwest  comer  of  the  State  across 
near  Fayette,  Courthouse,  Tuscaloosa,  Centerville,  and  Wetumpka, 
to  Columbus,  Geoigia.  As  all  the  Cretaceous  and  Tertiary  beds 
have  a  dip  toward  the  Gulf  of  from  25  to  40  feet  to  the  mile,  the 
phosphate-bearing  strata  appear  at  the  surface  only  in  a  compara- 
tively narrow  belt  along  the  Une  above  indicated  and  are  to  be  found 
only  at  gradually  increasing  depths  below  at  points  to  the  southward. 
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Phosphatic  nodules  and  marls  of  the  Tertiary  occur  in  four 
different  horizons:  The  Black  Bluffs  and  Nantehala  groups  of  the 
Lignitic;  in  the  white  Umestone,  and  in  eastern  Alabama,  at  Ozark, 
in  strata  of  the  Claiborne  group.  Selected  nodules  run  as  high 
as  27  per  cent  of  phosphoric  acid,  and  marls  as  high  as  6.7  per  cent. 
The  Tertiary  is  not,  however,  regarded  by  Professor  Smith  as  a 
promisii^  source  of  commercial  phosphates  in  the  State.  In  the 
Cretaceous  the  phosphates  occur  in  the  transition  beds  both  above 
and  below  the  so-called  Rotten  Limestone  e^dsting  as  nodules, 
shell  casts,  phosphatic  limestones,  marls,  and  greensands.  The 
nodules  have  essentially  the  characteristics  of  those  of  South  Caro- 
lina. 

The  principal  phosphate  region  of  Florida,  as  known  to-day, 
comprises  an  area  extending  from  west  of  the  Apalachicola  River 
eastward  and  southward  to  nearly  50  miles  south  of  Caloosahatchee 
River,  as  shown  on  the  accompanying  map.'  According  to  Mr. 
Eldridge,  the  deposits  comprise  four  distinct  and  widely  different 
classes  of  commercial  phosphates,  each  having  a  peculiar  genesis, 
a  peculiar  form  of  deposit,  and  chemical  and  phj^ical  properties 
such  as  readily  distinguish  it  from  any  of  the  others. 

According  to  their  predominant  characteristics  or  modes  of  occur- 
rence, these  classes  have  come  to  be  known  as  hard-rock  phosphates, 
soft  phosphate,  land  pebble  or  matrix  rock,  and  river  pebble.  With 
the  exception  of  the  soft  phosphates,  they  underlie  distinct  regions, 
each  class  being  separate  or  but  slightly  commingling  with  one 
another.  The  hard-rock  phosphate  is  a  hard,  massive,  close- 
textured,  homogeneous,  light-gray  rock,  showing  laige  and  small 
irregular  cavities,  which  are  usually  lined  with  secondary  mam- 
miliary  incrustations  of  nearly  pure  phosphorite. 

The  deposits,  which  average  some  36.65  per  cent  PiO,,  lie  in 
Eocene  and  Miocene  strata,  occurring  in  the  first  named  as  a  bowlder 
deposit  in  a  soft  matrix  of  phosphatic  sands,  clays,  and  other  material, 
resulting  from  the  disintegration  of  the  hard  rock  and  constituting 
the  soft  phosphates.  They  underlie  sands  of  from  10  to  20  feet  in 
thickness,  and  have  been  penetrated  to  a  depth  of  60  feet.    The 

'  Preliminary  sketch  of  Phosphates  oi  Florida,  by  George  H.  Eldridge. 

D,g,l,..cbyGOOglC 


PLATE  XXr. 

Map  showing  Phosphate  Regions  of  Florida. 
[U.  S.  National  Museum.] 
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phosphate  deposit  proper  is  white,  the  bowlders  of  rounded  and 
irregular  outline,  varying  in  diameter  from  2  or  3  inches  to  10  feet. 
None  of  the  hard-rock  deposits  of  the  Eocene  originated  in  the 
positions  they  now  occupy.  The  Miocene  hard-rock  phosphates, 
on  the  other  hand,  lie  in  regular  bedded  deposits  in  situ,  as  well  as 
in  bowlders.  The  beds  lie  horizontal  but  a  few  feet  below  the  sur- 
face, being  covered  only  by  superficial  sand.  They  are,  as  a  rule, 
but  from  4  feet  to  5  feet  thick.  The  name  soft  rock,  or  soft  phos- 
phate, as  above  indicated,  is  given  to  the  softer  material  associated 
with  the  hard  rock,  which  in  part  results  from  the  disintegration 
of  the  last  named.  It  is  also  applied  somewhat  loosely  to  any 
variety  not  distinctly  hard.  It  therefore  varies  greatly  in  color, 
chemical  and  physical  characteristics,  and  rarely  carries  more  than 
20  to  25  per  cent  of  PiO,. 

The  name  land-pebble  phosphate  includes  pebble  from  deposits 
consisting  of  either  earthy  material  carrying  fossil  remains,  grains 
of  quartz,  and  pisolitic  grains  of  lime  phosphate,  or  else  of  a  material 
resembling  in  texture  and  other  characteristics  the  hard-rock  phos- 
phate. The  individual  [>ebbles  vary  in  size  up  to  that  of  the  English 
walnut,  are  normally  white,  but  when  subjected  to  percolating  water 
become  dark  gray  or  nearly  black.  The  exteriors  are  quite  smooth 
and  glossy;   such  yield  on  an  average  some  30  to  35  per  cent  P,0,. 

The  river-pebble  varieties  differ  from  the  last  mainly  in  mode 
of  occurrence,  being  found,  as  the  name  would  indicate,  in  the  beds 
of  streams,  where  presumably  they  have  accumulated  through  the 
washing  away  of  finer  and  lighter  materials.  They  are  most  abun- 
dant in  the  Peace,  Caloosahatchee,  Alafia,  and  other  rivers  entering 
the  Gulf  south  of  Tampa  and  Hillsborough  bays,  though  the  Withla- 
coochee,  AuciUa,  and  rivers  of  the  western  part  of  the  State,  carry 
also  a  mixture  of  pebbles,  hard-rock  fragments,  and  bones  derived 
from  the  various  strata  through  which  they  have  cut  their  channels. 
The  pebbles  of  the  Western  rivers  show  a  very  uniform  compo^lioh, 
and  range  from  25  to  30  per  cent  phosphoric  anhydride  (PjO,),  or 
about  65  per  cent  of  phosphate  of  Ume,  the  impurities  being  mainly 
siliceous  matter,  carbonate  of  lime,  alumina,  and  iron  oxides. 

Phosphatic  deposits  of  high  grade  and  covering  considerable 
areas  in  western  middle  Tennessee  were  discovered  during  the 
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latter  part  of  1893.  Since  then  development  has  been  rapid,  and 
the  State  now  stands  second  in  rank,  as  a  producer,  being  exceeded 
only  by  Florida.  The  general  distribution  of  the  beds  is  shown 
in  the  accompanying  sketch  map  (PI.  XXI),  while  their  varying 
thickness  is  shown  in  the  columnar  sections  on  PI.  XXII.  The 
essential  facts  regarding  these  deposits  have  been  summarized  by 
C.  W.  Hayes'  from  whose  reports  a  large  part  of  the  material  here 
given  is  compiled.  The  deposits  are  classified  by  Hayes  as — 
I.  Black  phosphate  (an  ordinal  deposit). 

1.  Nodular. 

2.  Bedded,  including  oolitic,  compact  conglomeratic,  and 

shaly  varieties, 
n.  White  phosphate  (a  secondary  deposit). 

1.  Stony. 

2.  Breccia. 

3.  Lamellar. 

The  first  of  these,  the  black  phosphate,  is  of  Devonian  age. 
The  second,  the  white  phosphate,  which  are  altogether  secondary 
deposits,  are  very  recent.  The  surface  rocks  of  the  region  include 
Silurian,  Devonian,  and  Carboniferous  beds  arranged  as  follows: 

CaibonUercHU Cherty,  shaly  limestone. 

D  Greensand  with  phosphatic  nodules..  8-14  incbes 
C  Carbonaceoua  black  shale 0-6    feet 

Devonian ^  Bedded  phosphate 0-40  inches 

A  Gray  sandstone 0-6    feet 

Silurian Blue  liniest<Hie 

The  black  nodular  phosphate  occurs  in  a  black  shale,  in  sphei^ 
ical  to  broadly  oval  and  Battened  ellipsoidal  forms,  with  smooth 
surfaces  and  black  color.  They  are  easily  detached  from  the  matrix 
vand  .weather  down  rapidly  to  a  gray,  at  times  almost  white,  sand. 
"  Th^  distribution  is  extremely  irregular  and  they  have  not  yet  been 
fai^<^in  sufficient  abundance  to  be  profitably  mined,  although 
individua]  nodules  may  contain  from  60  to  70  per  cent  phosphate  of 
lime. 

The  black  bedded  phosphate,  as  noted  above,  occurs  in  several 

*  See  16th,  17th,  and  3iM  Annual  Reports,  U.  S.  Geological  Survey. 
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SECTIONS  SHOWING  THE  RELATIONS  OF  THE  TENNESSEE  PHOS- 
PHATES TO  ADJACENT  FORMATIONS. 

Scale;  i  inch— lo  feet. 


Black  shale. 
Biaek  phofl- 


BUck  shaly. 


.y  Google 
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varieties.  The  oolitic  form  has  in  the  weathered  outcrop  the  ap- 
pearance of  a  rusty  porous  sandstone.  A  dose  inspection  of  the 
UDweathered  rock  shows  it  to  be  made  up  of  rounded  or  flattened 
ovules  of  a  blue-black  color  and  small  fossil  shells  or  casts  of  shells 
embedded  in  a  fine-grained  or  structureless  matrix  which,  like  the 
ovules,  is  composed  mainly  of  phosphatic  material  made  dark  by 
carbonaceous  matter. 

The  compact  phosphate  variety  resembles  a  fine-grained  car- 
bonaceous sandstone.  When  fresh  it  is  of  a  dark  gray  to  bluish- 
black  color,  but  weathers  to  a  buff  or  dull  yellow  color,  natural 
joint  blocks  when  broken  across  often  showing  a  nearly  black  nucleal 
portion  surrounded  by  concentric  shells  of  oxidized  material  of 
varying  shades  of  brown  or  yellow.  Under  the  microscope  this 
variety  is  seen  to  be  made  up  of  small  ovules  and  fossil  casts  closely 
packed  together  without  the  amorphous  matrix  noted  in  the  o5Litic 
variety. 

Closely  associated  with  the  above  forms  is  the  conglomeratic 
variety  consisting  of  beds  of  coarse  sandstone  and  conglomerate 
containing  varyir^  amounts  of  phosphate.  These  are  black  in  color 
and  weather  brownish,  also.  The  truly  phosphatic  portion  of  this 
variety  resembles  that  of  the  compact  and  oShtic  forms,  but  it  differs 
in  the  presence  of  varying  amounts  of  quartz,  sand,  and  pebbles. 

These  three  varieties  of  the  black  bedded  phosphate  yield  on 
the  average  some  70  per  cent  of  phosphate  of  Ume.  The  shaly 
variety  is  poorer  in  phosphoric  acid  and  has  the  appearance  of  a 
dark  gray  to  black  shaly  sandstone.  The  distribution  of  the  black 
phosphate  is  limited  mainly  to  Hickman,  Lewis,  and  Perry  counties, 
the  beds  varying  in  thickness  from  o  to  24  inches. 

The  white  phosphates  are  associated  with  Carboniferous  rocks, 
though  the  formation  of  the  phospliate  itself  is  much  more  recent. 
The  stony  variety,  as  it  is  called  above,  is  a  finely  granular  gray 
rock  sometimes  resembling  a  quartzitic  sandstone,  which  occurs 
in  more  or  less  regular  bands  alternating  with  thinner  bands  of 
chert  in  a  dark  shaly  siliceous  limestone.  Thin  sections  of  the 
phosphate  rock,  under  the  microscope,  show  a  ground  mass  of 
chalcedonic  silica  enclosing  numerous  very  minute  isotropic  forms 
with  the  rhombic  outlines  of  calcite  but  which  chemical  tests  show 
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to  be  phosphate.  This  variety  yields  from  2^  to  ^^  per  cent  phos- 
phate of  lime,  Ca,P,Og.  The  breccia  phosphate  occurs  in  irregular 
masses  composed  of  small,  angular  fragments  of  the  chert  embedded 
in  a  matrix  of  the  lime  phosphate,  the  chert  fragments  varying  in 
diameter  from  a  fraction  of  an  inch  to  3  or  4  inches.  The  lamellar 
variety  consists,  as  the  name  suggests,  of  thin  parallel  plates  or  layers, 
sometimes  several  inches  in  width  of  phosphatic  material. 

The  white  phosphate  is  limited  in  its  distribution  to  an  area  of 
about  12  square  miles  in  the  northern  part  of  Perry  County. 

The  probable  origin  of  both  the  white  and  black  forms  has  been 
already  given  (p.  265), 

England. — Deposits  of  phosphates  sufficiently  concentrated  for 
commercial  purposes  lie  near  the  upper  limit  of  Cambro-Silurian 
strata  in  North  Wales.  According  to  Davies,  the  phosphatic  material 
occurs  in  the  form  of  nodular  concretions  of  a  size  varying  from 
that  of  an  egg  to  a  cocoanut,  closely  packed  together  and  cemented 
ty  a  black  slaty  matrix.  The  concretions  have  often  a  black  highly 
pohshed  appearance,  due  to  the  presence  of  graphite,  but  owing  to 
the  presence  of  oxidizing  pyrite  they  sometimes  become  rusty  brown. 
The  concretions  carry  from  60  to  69  per  cent  of  phosphate  of  lime; 
the  matrix  is  also  phosphatic.  The  phosphate  beds  are  highly  tilted 
and  are  overlaid  by  gray  shales  with  fossilized  echinoderms  and 
underlaid  by  dark  crystalline  limestone,  which  also  contains  from 
15  to  20  per  cent  of  phosphatic  material.  Davies  regards  the  deposit 
as  an  old  sea  bottom  on  which  the  phosphatic  matter  of  Cretaceous 
and  Molluscan  life  was  precipitated  and  stored  during  a  long  period, 
while  certain  marine  plants  may  also  have  contributed  their  share 
of  phosphatic  matter.  He  thinks  it  also  possible  that,  as  in  the 
Laurentian  deposits,  the  water  of  the  sea  may  have  contained  phos- 
phatic matter  in  solution  to  be  deposited  independently  of  oi:ganic 
agencies. 

These  phosphated  beds  are  mined  at  Berwin,  where  an  average 
production  over  a  space  of  360  fathoms  was  2  tons  10  hundred- 
weight of  phosphate  per  fathom,  of  an  average  strength  of  46  per 
cent.  The  nodules  average  from  45  to  55  per  cent  of  phosphate 
of  Ume. 

Amorphous  nodular  phosphates  also  occur  in  both  the  Upper 
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and  Lower  Greensands  of  the  Cretaceous  and  in  Tertiary  depo»t3. 
Those  of  tlie  upper  beds  have  been  mined  in  Cambridgeshire  and 
Bedfordshire.  The  phosphatic  material  occurs  in  the  form  of 
shell  casts,  fossils,  and  nodules,  of  a  bla^^  or  dark-brown  color,  of 
varying  hardness,  embedded  in  a  sand  con^stii^  of  siliceous  and 
calcareous  matter  as  well  as  phosphatic  and  glauconitic  grains. 
The  average  composition  shows  from  40  to  50  per  cent  of  phosphate 
of  lime.  The  thickness  of  the  nodule-bearing  bed  is  rarely  over  a 
foot.  The  nodules  of  the  Lower  Greensands  differ  from  those  of 
the  Upper  in  many  details,  the  more  important  being  their  lower 
percentages  of  phosphate  of  lime  (from  40  to  50  per  cent).  They 
occur  in  a  bed  of  siliceous  sand  which  itself  is  not  phosphatic.  The 
Tertiaiy  phosphates  reach  their  best  development  in  the  county 
of  SufiFolk,  where  they  are  found  at  the  base  of  the  Coralline  and 
Red  Crag  groups  and  immediately  overlying  the  London  clays. 
The  beds  consist  of  a  "mass  of  phosphatic  nodules  and  shell  casts, 
siliceous  pebbles,  teeth  of  cretaceans  and  sharks,  and  many  mammal 
bones,  besides  occasional  fragments  of  Lower  Greensand  chert, 
granite,  and  chalk  flints."  The  nodules  vary  in  both  quality  and 
quantity.  They  are  at  times  of  a  compact  and  brittle  nature,  while 
at  others  they  are  tough  and  sihceous.  They  average  about  53 
per  cent  phosphate  of  lime  and  13  per  cent  phosphate  of  iron. 

France. — Phosphates  of  the  nodular  type  occur  .in  beds  of  Cre- 
taceous a%t  in  the  provinces  of  Ardennes  and  Meuse,  and  to  a  less 
extent  in  others  in  Northern  France;  in  the  department  of  Cote-d'Or, 
and  along  the  Rhone  at  Bellegarde,  Seyssel,  and  Grenoble.  As 
in  England,  the  phosphatic  nodules  of  the  northern  area,  such  as 
are  of  commercial  importance,  occur  in  both  the  Upper  and  Lower 
Greensands.  They  resemble  in  a  general  way  the  English  phos- 
phates, but  are  described  as  soft  and  porous  and  easily  disintegrat- 
ing when  exposed  to  the  air.  Those  of  the  Upper  Greensand  average 
some  55  per  cent  of  phosphate  of  lime. 

More  recently  deposits  have  been  described  by  M.  J.  Gosselet,* 
near  Fresnoy-le-Grand,  in  the  north  of  France.  The  phosphatic 
material  occurs  in  a  zone  of  gray  chalk  some  6  feet  in  thickness 

'  Annales  de  la  5od£t£  G6)1ogique  du  Nord.   XXI,  1S93,  p.  149. 
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{iif  to  3  meters),  and  is  in  the  fonn  of  concretionaiy  nodules  forming 
a  sort  of  conglomerate'  in  the  lower  part  of  the  bed.  A  p>ortioa 
of  the  chalk  is  also  phosphatic.  Phosphatic  material  (of  the  type 
of  phosphorites)  is  found  in  fissures  and  pockets  in  the  upper  portion 
of  limestones  of  Middle  Jurassic  (Oxfordian)  age,  in  the  depart- 
ments of  Tam-et-Garonne,  Aveyron,  and  Zoti,  France. 

The  deposits  are  of  two  kinds.  The  first  occurring  in  irregular 
cavities  or  pockets  never  over  a  few  yards  long,  and  the  second  in 
the  form  of  elongated  leads  with  the  sides  nearly  verticsL  These 
are  generally  shallow,  and  thin  out  very  rapidly  at  a  short  distance 
below  the  surface. 

The  nodules  or  concretions  are  of  a  white  or  gray  color,  "Waxy 
luster,  and  opal-like  appearance,  and  occur  in  the  form  of  tubercular 
or  kidney-shaped  masses  embedded  in  ferruginous  day  in  the  clefts 
of  the  limestone,  or  in  geodic,  fibrous,  and  radiating  form^. 

The  material  of  this  region  is  known  commerciaUy  as  Bordeaux 
phosphate,  being  shipped  mainly  from  Bordeaux.  It  averages  from 
70  to  75  per  cent  phosphate  of  Ume,  the  impurities  being  mainly  iron 
oxides  and  siliceous  matter. 

Gautier '  describes  deposits  of  pho^hates  estimated  to  the 
amount  of  120,000  to  300,000  tons  on  the  floors  of  the  Grotte  de 
Minerve,  near  the  village  of  Minerve  on  the  northeast  flank  of  the 
Pyrenees,  in  Aude,  France.  The  cave  proper  is  in  nummulitic 
limestone  of  Eocene  age,  the  floors  being  formed  by  Devonian 
rocks.  The  filling  material  consists  of  cave  earth  and  bone  breccia 
below  which  are  the  abrogates  of  concretionary  phosphorites  and 
other  phosphatic  compounds  of  lime  and  alumina,  the  more  in- 
teresting being  Brushile,  a  hydrous  tribasic  calcium  phosphate 
hitherto  known  only  as  a  secondary  incrtistation  on  guano  from  the 
West  India  Islands,  and  Minervite,  a  new  species  having  the  formula 
Al,0rPj0„7H,O,  a  hydrous  aluminum  phosphate,  existing  in  the 
form  of  a  white  plastic  clay-hke  mass  filling  a  vein  from  a  few  inches 
to  3  or  more  feet  in  thickness. 

Germany. — Accordii^  to  Davies,  the  principal  phosphate  r^ons 
oi  North  Germany  occupy  an  irregular  area  bounded  on  the  north- 

'  Annalci  des  Mines,  V,  1S94,  p.  5. 

D,g,l,..cbyGOOg[C 


PHOSPHATES.  a79 

cast  by  the  town  of  Weilburg,  on  the  northwest  fay  the  Westerwald, 
on  the  east  by  the  Taiinus  Mountains,  and  on  the  south  by  the  town 
of  Dietz.  The  material  occurs  in  the  form  of  irregular  nodular 
masses  of  all  sizes  up  to  masses  of  several  tons  weight,  embedded 
in  clay  which  rests  upon  Devonian  hmestone  and  is  overlaid  by 
another  stratum  of  clay.  The  phosphate-bearing  clay  varies  in 
thickness  from  6  inches  to  lo  feet.  -  With  the  phosphate  nodules 
are  not  infrequently  associated  deposits  of  manganese  and  hematite. 
Davies  regards  the  deposits  as  of  early  Tertiary  age.  The  color 
of  the  freshly  mined  material  varies  from  pale  buff  to  dark  brown, 
varying  in  specific  gravity  from  1,9  to  2.8,  the  quahty  deteriorating 
■with  the  increase  in  gravity.  Selected  samples  of  the  staple  nodules 
yielded  as  high  as  92  per  cent  phosphate  of  lime;  but  the  average 
is  much  lower,  being  but  about  50  to  60  per  cent  phosphate  of  lime. 

Belgium, — Nodular  phosphates  belonging  to  the  Upper  Cre- 
taceous formations  occur  in  the  province  of  Hainaut,  where  they 
form  the  basis  of  an  extensive  industry.  The  nodules,  which  are 
generally  of  a  brown  color  and  vary  in  size  from  the  fraction  of  i  to 
4  or  5  inches  in  diameter,  lie  in  a  coarse-grained,  friable  rock  called 
the  brown  or  gray  chalk,  which  itself  immediately  underlies  what  is 
known  as  the  Ciply  conglomerate.  The  phosphate-bearing  bed  is 
sometimes  nearly  100  feet  in  thickness,  but  is  richest  in  the  upper 
10  feet,  where  it  is  estimated  the  phosphatic  pebbles  constitute 
some  75  per  cent  of  its  bulk.  Below  this  the  bed  grows  gradually 
poorer,  pas^ng  by  gradations  into  the  white  chalk  bdow. 

The  overlying  coi^lomerate  also  carries  phosphate  nodules, 
which  cany  from  35  to  50  per  cent  phosphate  of  Ume.  Owing 
to  the  hardness  of  the  inclosing  rock  they  are  less  mined  than  those 
in  the  beds  beneath.  The  mining  of  phosphates  is  carried  on  ex- 
tensively near  the  town  of  Mons,  on  the  lands  of  the  communes  of 
Cuesmes,  Ciply,  Mesvin,  Nouvelles,  Spiennes,  St.  Symphorien,  and 
Hyon.  The  annual  output  has  gradually  increased  from  between 
3,000  and  4,000  tons  in  1887  to  85,000  tons  in  1894.  Other  phos- 
phatic deposits  are  described  *  as  occurring  in  the  provim^s  of 
Antwerp  and  Li^. 

*  AnntUes  de  la  SodfCJ  G&ilagique  de  Belgique,  XVII,  1890,  p.  i8j. 
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Spain. — ^Important  deposits  of  phosphorites  occur  between 
Logrosan  and  Ciceres,  in  Estremadura  Province.  The  deposits  are 
in  the  form  of  pockets  and  veins  in  slates  and  schists  supposed  to 
be  of  Silurian  age;  at  times  a  vein  is  found  at  the  line  of  contact 
between  the  slate  and  granite.  The  veins  vary  in  thickness  from  i 
to  several  feet,  the  largest  being  some  20  feet  and  extending  for  over 
2  miles.  This  is  by  far  the  lai^est  of  its  kind  known.  As  described, 
the  Logrosan  phosphate  has  a  subcrystalline  structure;  sometimes 
fibrous  and  radiatii^.  It  is  soft  and  chalky  to  the  touch,  easily 
broken,  but  difficult  to  grind  into  a  fine  powder.  An  examination 
under  the  microscope  exhibits  conchoidal  figures,  interrupted  with 
spherical  grains,  devoid  of  color  and  opaque. 

The  highest-grade  material  is  rosy  white  or  yellowish  white 
in  color,  soft,  concentric,  often  brilliantly  radiated,  with  a  mam- 
miUary  or  conchoidal  surface.  Red  spots  from  iron  and  beautiful 
dendrites  of  manganese  are  not  infrequent.  The  poorer  qualities 
are  milky  white,  vitreous,  hard,  and,  though  free  from  limestone, 
contain  considerable  silica. 

In  the  Ciceres  district  the  phosphorites  occur  not  in  veins,  but 
rather  in  pockety  masses  in  veins  of  quartz  and  dark-colored  lime- 
stone, which  are  found  cutting  both  the  granite  and  slate. 

The  following  analyses  from  Dr.  Penrose's  paper  show  about  the 
average  composition  of  these  phosphorites: 

LOGROSAN,  BY   PROFESSOR   DAtJBENY. 

Silica 1 ,  70 

protoxide  of  iron 3-^5 

Fluoride  of  lime 14.00 

Phosphate  of  lime 81.15 

CACERES,  BY   BGBIERRE    AND    TRIEDEL, 

Insoluble  sihceous  matter 21-05 

Water  expelled  at  a  red  heal 3.00 

Tribasic  phosphate  of  lime 72.10 

Loss,  iron  oxides,  etc 3.85 

Portugal. — Phosphorites  occur  in  Silurian  and  Devonian  rocks 
under  similar  conditions  to  those  of  Spain  in  Estremadura,  Alemetjo, 
and  Beira  provinces,  and  which  need,  therefore,  no  further  notice 
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here.  Stanier,*  however,  describes  a  variety  found  in  pockety  and 
short  veinlike  masses  which  are  worthy  of  a  passing  notice.  These 
occur  not  in  schists  and  sedimentary  rocks  but  in  massive  granites. 
They  are  found  mainly  in  the  superficial  portions,  where  the  granite 
has  weathered  away  to  a  coarse  sand,  and  in  short  gash-like  veins 
and  pockets  of  slight  width  and  extent.  The  phosphatic  material 
is  described  as  of  a  milk-white  color,  opaque,  and  showing  when 
broken  open  a  palmately  radiating  structure,  like  hoarfrost  upon 
a  window  pane.  As  a  rule  the  masses  when  found  are  enveloped 
in  a  thin  coating  of  kaoUn-like  material  supposed  to  be  derived 
by  decomposition  from  the  feldspar  of  the  granites.  They  are 
mined  only  from  open  cuts  and  in  the  superficial  more  or  less  de- 
composed portions  of  the  rock,  to  which  they  are  believed  to  be 
mainly  limited,  having  originated,  as  elsewhere  indicated,  through 
a  segregation  of  the  phosphatic  material  dissolved  by  meteoric 
waters  from  the  surrounding  granite  and  subsequendy  depositing 
it  in  preexistii^  fissures.  The  percentage  of  tricalcic  phosphate  is 
given  as  varying  between  60  and  80  per  cent, 

luUy. — Phosphatic  deposits  consisting  of  coproUtes,  bones,  etc., 
embedded  in  a  porous  Tertiary  limestone,  occur  between  Gallipoli 
and  Otranto,  Cape  Leuca,  west  of  the  Gulf  of  Taranto,  on  the 
Italian  coast.  There  are  two  beds  having  a  thickness  of  19^  and 
31J  inches,  respectively,  and  which  have  been  traced  for  a  distance 
of  some  160  yards.  Analyses  show  them  to  be  of  low  grade,  rarely 
carrying  as  high  as  10  per  cent  PjOj, 

Tunis. — Phosphatic  nodules  in  the  form  of  cylindrical  coprolites 
and  clustered  a^regates  have  been  found  in  Tertiary  strata  covering 
considerable  areas  in  the  region  south  of  Tunis.  The  coprolite 
nodules  are  stated  to  carry  as  high  as  70  per  cent  of  calcium  phos- 
phate, and  the  clustered  aggregate  some  52  per  cent. 

Russia, — Rich  phosphate  deposits  of  Cretaceous  age  occur  in  the 
governments  of  Smolensk,  Orlow,  Koursk,  and  Vorouez,  between  the 
rivers  Dnieper  and  the  Don  in  £uro[>ean  Russia.  The  deposits  lie 
mostly  in  a  sandy  marl,  underlying  white  chalk  and  overlying  green- 


'  Lea  Pbospfaotites  ilu  Portugal,  Annales  de  U  SodA£  Gfologique  de  BelgSque, 
XVn,  1890,  p.  aaj. 
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sands,  which  also  cany  beds  of  from  6  to  is  inches  thickness  of  phos* 
phatic  nodules.  The  nodules  are  dark,  often  nearly  black  in  color, 
and  are  intermixed  with  gray,  brown,  and  yellow  sands.  The  depth 
of  the  beds  below  tbe  surface  is  variable-  Yermolow '  divides  the 
deposits  into  two  groups,  the  first  presenting  the  form  of  separate 
nodules,  rounded  or  kidney-shaped,  of  variable  size,  and  black, 
brown,  gray,  or  green  in  color.  The  second  is  in  form  of  an  agglom- 
.  «ration  of  lai^e  nodules  cemented  together  into  a  sort  of  flag,  which 
used  to  be  quarried  for  road  purposes.  The  nodules  in  this  ag- 
glomerate are  richer  in  phosphoric  acid  when  most  dense  and  of  a 
deep-black  color,  the  sandy  varieties  being  comparatively  poor.  The 
■cement  carryii^  the  nodules  contains  numerous  fossil  bones,  shells, 
corals,  etc.,  which  are  also  phosphatic.  The  samples  yield  about 
30  to  60  per  cent  phosphate  of  lime.  Other  deposits  occur  south 
of  Saratov,  on  the  Volga;  at  Tambov  and  Spask,  where  the  overlying 
rock  is  a  greensand  in  place  of  the  chalk;  north  of  Moscow;  east  of 
Nijni  Novgorod;  at  Kiev,  on  the  Dnieper;  Kamenetz,  Podolsk,  on 
the  Dniester,  and  at  Grodno,  on  the  Niemen. 

Maltese  Islands.^ — Nodular  phosphates  occur  in  Miocene  beds 
«n  the  islands  of  Malta,  Gozo,  and  Comino,  of  the  Maltese  group 
in  the  Mediterranean  Sea.  The  bed  containing  the  nodules  is  in 
what  is  known  as  the  Globigerina  limestone,  which  underlies  an 
Tipper  coralline  limestone,  greensands,  and  blue  clays,  and  overlies 
the  lower  coralline  limestone.  Upper  and  lower  beds  all  cany 
phosphoric  acid  in  small  amounts.  There  are  four  seams  of  nodules, 
the  first  varying  in  different  localities  from  9  to  15  inches  in  thickness. 
The  second  is  more  constant  in  character,  aver^ng  some  2  feet 
in  thickness  and  consisting  of  an  aggregate  of  irregularly  shaped 
nodules,  intermixed  with  which  are  considerable  quantities  of  the 
phosphatized  remains  of  mollusks,  corallines,  echinoderms,  crus- 
taceans, sharks,  whales,  etc.,  the  whole  being  firmly  bound  together 
by  an  interstitial  cement,  composed  of  foraminiferal  and  other 
calcareous  matter  similar  to  that  of  which  the  overlying  beds  are 
made  up.    The  third  seam  is  the  poorest  of  the  lot  and  consists 

'  Recherches  sur  les  Gisemeou  de  Phosphate  de  Chaui  Fossil  en  Rusaie. 
>  J.  H.  Cooke,  The  Phosphate  Bedi  of  the  Mftltcae  lalands.     Engineering  and  Min- 
ing Jounwl,  UV,  1893,  p.  300. 
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of  two  or  more  thin  layers  of  nodules,  none  of  which  exceeds  3  inches 
in  thickness.  Between  this  and  the  fourth  and  lowest  seam,  which 
is  the  most  important  of  all,  is  a  bed  of  rock  some  50  to  So  feet  in 
thickness.  The  seam  averages  some  3^  feet  in  thickness.  The 
nodules  are  of  a  dark-chocolate  color  embedded  in  a  calcareous 
matrix,  from  which  they  are  freed  by  calcination.  The  composi- 
tion of  I,  the  nodules,  and  II,  the  average  composition  of  nodules 
and  interstitial  cement,  is  given  below,  from  analyses  by  Drs.  Murray 
and  Blake: 


CoDitituenti. 

I. 

II. 

3.16 

47.14 
38,34 

Trace. 
6.08 

'■97 

if 

Residue.  .        . 

99.80 

■"■"■ 

Guano,  soluble  and  leached.— The  laigest  and  best-known 
.deposits  of  unleacfaed  guanos  are  found  on  the  mainland  and  small 
islands  off  the  coasts  of  Peru  and  Bolivia,  where  abundant  animal 
life  and  lack  of  rainfall  have  contributed  to  their  formation  and 
preservation.  These  depwats  consist  mainly  of  the  evacuations 
of  sea  fowl  and  marine  animals,  such  as  flamingoes,  divers,  pen- 
guins, and  sea  lions.  Mixed  with  them  is  naturally  more  or  less 
bone  and  animal  matter  furnished  by  the  dead  bodies  of  both  birds 
and  mammals.  The  deposits  vary  indefinitely  in  extent  and  thick- 
ness,  but  have  attained  in  places  a  depth  of  upward  of  100  feet 
As  a  rule  they  are  more  compact  beneath  than  at  the  surface,  but 
may  be  readily  removed  by  pick  and  shoveL  The  first  deposits  to 
be  worked  are  stated  to  have  been  those  of  the  Chincha  Islands,  off 
the  Peruvian  coast.  These  we're  practically  exhausted  as  eariy  as 
1S73.  Other  islands  which  have  been  woi^ed  and  completely 
if  not  entirely  stripped  are  those  of  Macabi,  Guafiape,  Ballestas, 
Lobos,  Foca,  Pabellon  de  Pica,  Tortuga,  and  Huanillos. 

A  mean  of  21  analyses  of  Macabi  IslaiMJ  guano,  by  Bairal,  as 
quoted  by  Penrose,'  showed: 

■  Bulletin  No.  46  of  the  United  States  Geokigicsl  Survey. 
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Nitrogen 10.90 

Phosphates 27.60 

Potash 2  to  3 

Other  analyses  are  given  in  the  following  table: 


ConrtituenW. 

White  Guano. 

BoBvian. 

P.^. 

4S.°' 

7o.ai  to  SI .93 
10.09  "  '4-38 
14.30"  17.44 
13.30"  JO.95 

33.00 

3.38 
4.10 

48,60 

3»8" 

»7-37  1034-50 

1-34"    6.98 

1.61"    8.46 

018.00"  31.00 

Containing  nitrogen 

Total  phosphates 

Coast 
olCuba. 

Mntican 

G>Up>- 

Palkluid 
Islands. 

Oisanic  matter 

6.16 

0.18 
0.34 

48.53 

.3.05  to  .8.00 

.7.3510^8-68 

0.56"     J.26 

0.68"     3.74 

aii.46"  35.63 

60.30 

Equivalent  in  ammonia.. . 
Total  phosphates 

0.16 
8.0a 

"    4-19 
15.00 

considerable  quantities  oi  phosphates  o(  alumina  and  the 

Aside  from  on  the  islands,  guano  is  found  all  along  the  coast  of 
the  Chilean  province  of  Tarapaca,  from  Carmarones  Bay  to  the 
mouth  of  the  river  Loa,  there  being  scarcely  a  prominence  or  rock 
on  the  shore  that  does  not  contain  some  guano.  According  to 
the  Journal  of  the  Society  of  Chemical  Industry,'  the  deposits  have 
been  known  from  a  very  early  date.  The  aborigines  of  the  valleys 
and  gullies  of  Tarapaca,  Mamina,  Huatacondo,  Camina,  and 
Quisma  were  acquainted  with  the  fertilizing  qualities  of  guano, 
and  conveyed  it  from  the  coast  to  their  farms  on  the  backs  of 
llamas. 

The  southern  beds  vary  so  much  in  aspect  and  color  that  it 
frequently  requires  an  experienced  eye  to  make  them  out.  Many 
of  the  deposits  are  covered  with  immense  layers  of  sand,  while 
others  are  buried  beneath  a  solid  layer  of  conglomerate.  Guano 
is  also  frequently  found  in  the  fissures  and  guUies  which  descend 
to  the  seashore.  The  richest  and  largest  beds  are  at  Pabellon  de 
Pica,  Punta  de  Lobos,  Huanillos,  and  Chipana. 

'Volume  VI,  1887,  p.  338. 
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Aside  from  the  localities  above  mentioned,  guano  is  found  on  the 
islands  Itschabo,  Possession,  Pamora,  and  Halifax,  off  the  Namagua 
coast  of  South  Africa.  The  material  is  described  as  forming  a 
grayish-brown  powder,  free  from  large  lumps,  and  possessing  a 
faint  ammoniacal  odor.  It  carries  from  8  to  14  per  cent  of  nitrogen 
and  8  to  13  per  cent  of  phosphoric  acid.' 

The  West  India  Islands. — Phosphates  belonging  to  the  class  of 
leached  guanos  occur  in  considerable  abundance  on  several  of  the 
islands  of  the  West  Indies  group,  the  prindpal  localities  beii^ 
Sombrero,  Navassa,  Turk,  St.  Martin,  Aruba,  Curagao,  Orchillas, 
Arenas,  Roncador,  Swan,  Cat  or  Guanahani,  Redonda,  the  Pedro 
and  Morant  Keys,  and  the  reefs  of  Los  Monges  and  Aves  in  Mara- 
caibo  Gulf.  These,  as  would  naturally  be  expected  from  their 
mode  of  origin,  vary  greatly,  not  merely  in  appearances,  but  in 
chemical  composition  as  well.  That  of  Sombrero  is  described  ' 
as  occurring  in  two  forms — one  a  granular,  porous,  and  friable 
mass  of  a  white,  pink,  green,  blue,  or  yellow  color;  the  other  as 
a  dense,  massive,  and  homogeneous  deposit  of  a  white  or  yellow 
color.  Many  bones  occur.  The  phosphate  carries  from  70  to  75 
per  cent  phosphate  of  lime.  An  analysis  as  given  by  Davies  *  is 
as  follows: 

Moisture  and  water  of  combination 8 .  93 


Phosphoric  acid' 31 

Lime 45 

Carbonic  acid* 5 

Oxide  of  iron  and  alumina 7 

Insoluble  siliceous  matter 


The  Navassa  phosphate  is  described  by  DTnvilliers*  as  occurring 
(i)  in  the  form  of  a  gray  phosphate  confined  to  the  lower  levels  of 

'  Journal  of  the  Socicly  of  Chemical  Industry,  I,  1881,  p.  ag. 
'  R.  F.  Penrose,  Bulletin  No.  46  of  the  U.  S.  Geological  Society. , 
•D.  C.  Davies,  Earthy  and  Other  Minerals,  p.  178. 
'  Equal  to  tribasic  phosphate  of  lime,  69.37  pef  cent. 

*  Equal  to  carbonate  of  lime,  13.61  per  cent. 

*  BulletiD  of  the  Geological  Sodety  ri  America,  n,  iSgi,  p.  75-89. 


D,g,l,..cbyGOOglC 


386 


THE  NON-METALUC  MINERALS. 


the  island,  and  (2)  a  red  variety  occupying  the  oval  flat  of  the  in- 
terior. The  gray  is  the  better  variety,  as  shown  by  the  analyses 
below,  though  both  are  aluminous,  and  difficult  of  manipulation 
on  that  account.  Both  varieties  occur  in  cavities  and  fissures  in 
the  surface  of  the  hard  gray,  white,  or  blue  limestone,  of  which  the 
island  is  mainly  composed.  These  cavities  or  pockets  -are  rarely 
more  than  4  or  5  yards  wide  on  the  surface,  and  frequently  much 
smaller,  and  of  depths  varying  from  5  to  25  feet.  The  deposits, 
so  far  as  ex}dored,  are  wholly  superficial.  Experimental  shafts- 
sunk  to  a  depth  of  250  feet  have  &)led  to  bring  to  li^t  any  deeper 
lying  beds. 


ANALYSIS  OF  GSAY   NAVASSA  PHOSPHATE. 

Water,  at  100°  C 2 

Organic  matter  and  water  of  combination. .  7 

Lime 34. 

Magnesia 

Sesquioxide  of  iron  and  alumina 15 

Potash  and  soda 

Phosphoric  acid 31 

Sulphuric  acid 

Chlorine 

Carixinic  acid i 

Silica 4 

Bone  phosphate 68 

Bone  phosphate  (dry  basis) 70, 


ANALYSIS  OF  RED  KAVASSA  PHOSPHATE. 

Loss  on  ignition 14.223 

Lime 23 ,090 

Magnesia Trace. 

Sesquioxide  of  iron 9-796 

Alumina 18-425 

Phosphoric  acid 29. 779 

Sulphuric  acid 1. 160 

Carbonic  acid  (by  difference) 3-527 

Bone  phosphate 65 .037 
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The  Aniba  phosphate  is  described  as  a  bard,  massive  variety  of 
a  white  to  dark-brown  color.  The  underlying  corals  of  this  island 
are  sometimes  found  phosphatized.  An  analysis  given  by  Davies  ** 
is  as  follows; 

PerCaU. 

Moisture 8. 50 

Water  of  combination 4.15 

Phosphoric  acid  * 28,47 

Lime 34-0? 

45 

Carbonic  add ' 2 ,  30 

Oxide  of  iron 4 ,49  , 

Alumina 9 

Sulphuric  add i 

Insoluble  siUceous  matter 6 


The  Pedro  Keys,  Redonda,  Alta  Vela,  and  some  others  differ 
in  carrying  larger  percentages  of  alumina  and  iron  oxides,  neces- 
sitating special  methods  of  preparation. 

Deposits  of  leached  guano  of  considerable  extent  have  existed 
on  several  islands  of  the  Polynesian  Archipelago,  in  the  Padfic 
Ocean,  the  better  known  bdng  those  of  Bakers,  Howland,  Jatvis, 
Malders,  Birmie,  Phcenix,  and  Enderbury  islands.  The  deposits 
are  described '  as  varying  from  6  inches  to  several  feet  in  thickness, 
of  a  whitish-brown  or  red  color,  pulverulent  when  dry,  sometimes 
in  the  form  of  fine  powder  and  again  in  coarse  grains.  Though 
closely  compacted,  the  material  can,  as  a  rule,  be  readily  removed  by 
pick  and  shovel.  The  purest  varieties  are  those  lying  on  the  un- 
altered coral  limestones,  of  which  the  islands  are  mainly  composed. 
Those  lying  upon  gypsum  have  become  contaminated  with  sulphate 
of  lime.    In  places  the  deposits  are  covered  with  a  thin  crust  due^ 


>  D.  C.  DavJes,  Earthj  and  Othei  Minerals,  p.  177. 

'  Equal  to  tribasic  phosphate  of  lime,  61.15  PW  cent. 

*  Equal  to  carbcDate  of  lime,  5.33  per  cent. 

'J.  D.  Hague,  American  Journal  of  Science,  XXXIV,  1863,  | 
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to  the  action  of  atmospheric  agencies.  On  Jarvis  Island  a  con- 
siderable share  of  the  deposit  is  covered  by  material  of  this  crust- 
like character.  Such  on  analysis  are  found  to  contain  less  water 
and  a  corresponding  higher  percentage  of  lime  and  phosphoric 
acid  than  the  loosely  compacted  material,  being  indeed,  as  shown 
by  Mr,  Hague,  a  nearly  pure  diphosphate  of  lime.  The  following 
analyses  show  the  general  character  of  these  guanos  from  Bakers 
Island,  No.  I  being  freshly  deposited  and  consisting  of  the  dung 
of  the  frigate  bird  {Pelicanus  aquilus).  No.  II  is  a  light-colored 
variety  from  a  deep  part  of  the  deposit,  and  No.  Ill  dark  guano 
from  a  shallow  part. 


Moisture  expelled  at  au"  F 

Loss  by  JKnition 

Insoluble  in  HCl  (unconsumed  by  ^nition). . 


MagnesU. 

Sulphuric  add 

Phospboric  acid 

Carbonic  add,  chlormc,  and  alkalies,  undetennined . 

Total 

Soluble  in 


:t  remaining  after  ignition . . 


Bat  Gtumo. — The  dry  atmosphere  of  caves  preserves  indefinitely 
the  fecal  matter  of  bats  and  such  other  animals  as  may  frequent 
them.  Such  imder  favorable  conditions  may  accumulate  in  suf- 
ficient quantities  to  become  of  economic  importance,  being  gathered 
and  used  as  a  fertilizer  under  the  name  of  bat  guano.  The  usual 
form  of  the  entrances  to  caves  is,  however,  such  as  to  make  the 
process  of  removal  tedious  and  expensive. 

Bat  guano  is,  as  a  rule,  dark  in  color,  of  a  glossy,  almost  muci- 
laginous appearance,  and  quite  hard.  Its  composition  is  shown 
in  the  following  analysis  of  a  sample  from  the  Wyandotte  caves  • 
in  southern  Indiana: 

'  G«ology  of  Indiana,  167S,  p.  163. 
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Loss  at  red  heat 

Oiganic  matter 4. 

Anunooia. 

Saica.... 

Alumina 14. 

Ferric  oxide i 

Lime 7. 

Magnesia. i 

Sulphuric  acid $ 

Carbonic  acid 3 . 

Phosphoric  acid i 

Chloride  of  alkalies  and  loss 5 


According  to  the  reports  of  the  State  geolc^st,  the  caves  in  the 
Silurian  strata  in  Burnet  County,  Texas,  are  in  many  instances 
enormously  rich  in  bat  guano. 

Muntz  and  Marcano '  have  called  attention  to  the  extensive 
deposits  of  guano,  sometimes  amounting  to  millions  of  tons,  in 
caves  in  Venezuela  and  other  parts  of  South  America. 

According  to  them  the  deposits  conast  not  merely  of  the  excreta 
of  the  birds  and  bats  which  frequent  the  caves,  but  also  of  the  dead 
bodies  of  these  and  other  animals.  The  excreta  were  found  to 
consist  almost  wholly  of  the  remains  of  insects.  Through  the 
agency  of  bacteria,  nitrification  takes  place,  whereby  the  organic 
nitrc^n  is  converted  into  nitric  add,  ^*^ch  combines  with  the  lime 
from  the  bones  or  the  carbonate  of  lime  in  the  soils  to  form  nitrates, 
as  described  on  page  311. 

Uses. — The  phosphates  of  the  classes  thus  far  described  ate 
used  wholly  for  fertilizer  purposes.  In  their  natural  condition  they 
exist  in  the  form  known  to  chemists  as  tribasic  phosphates — that 
is,  a  compound  va  which  three  atoms  of  a  base  mineral,  usually 
calcium,  are  combined  with  one  of  phosphoric  anhydride  (PjO^. 
Thus  the  common  tribasic  phosphate  of  lime  has  the  formula 
(CaO)^,0,  =45-8i  parts  by  weight  P,0,  and  54.19  CaO.     Other 

'  Comptes  Rendus  de  rAcadCnue  des  Sdences,  Puis,  1SS5,  p.  65. 
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bases,  as  alumina,  iron,  or  magnesia,  may  partially  replace  the  lime, 
but  the  phosphate  is  always  deteriorated  thereby.  This  is  particu- 
larly the  case  when  aluminum  and  iron  are  the  replacing  constituents. 
Although  when  finely  ground  the  tricaldc  phosphates  are  of  value 
for  fertilizers,  it  is  customary  to  first  submit  them  to  chemical  treat- 
ment in  order  to  render  them  more  readily  soluble. 

This  treatment  consists,  as  a  rule,  in  converting  them  into  a 
superphosphate  by  treatment  with  sulphuric  acid,  whereby  a  por- 
tion of  the  base  becomes  converted  into  sulphates  and  the  anhydrous 
and  insoluble  tribasic  phosphate  into  a  hydrous  and  soluble  mono- 
basic form  of  the  formula  CaO.  (HjO),.P,0,.  There  are  other 
reactions  than  those  above  given,  but  the  process  is  one  too  com- 
pUcated  for  discussion  here,  and  the  reader  is  referred  to  especial 
treatises  on  the  subject. 
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Composition,  a  phosphate  of  cerium  metals  of  the  general  formula 
(Ce,  La,  Di)  PO,.  Actual  analyses  as  given  by  Dana  yielded  results 
as  below: 


Dtdymiuin  Ksquiozide  I,  ^  ,, 
Vttnum  lesquiodde  (Y.O,). , . . 
IronBesquk>xide(Fe^OJ.. 

Silica  (SiOJ 

Thoria(ThOJ 

LimeCCaO) 

Ignition 


ToUl. .. 


39.  aS 

31 -as 

30.88 


a6.»6 
3.8» 


I.  Bnrke  Countr.  Mortb  Ckrolfaim.  II.  Arendal,  Norway. 

The  crystals  are  commonly  minute,  often  flattened;  not  un- 
commonly in  form  of  small  cruciform  twins.  The  mineral  also  occurs 
in  coarse  masses  yielding  angular  fragments.  Hardness,  5  to  5.5; 
specific  gravity,  4.9  to  5.3.  Color,  hyacinth-red  to  brown  atwl 
yellowish,   subtransparent  to  translucent. 

Localities  and  mode  of  occurrence. — The  common  form  of  oc- 
currence of  the  mineral  is  that  of  minute  crystals  or  crystalline 
granules  disseminated  throughout  the  mass  of  gneissoid  rocks. 
Owing  to  their  small  size  they  have  been  very  generally  overiooked, 
and  it  is  only  where,  through  the  decomposition  of  the  inclosing 
rock  and  the  concentration  of  these  and  the  accompanying  heavy 
minerals — as  magnetite,  garnet,  etc. — in  the  form  of  sand,  that  it 
becomes  sufficiently  conspicuous  to  be  evident.  Prof.  O.  Derby 
was  the  first  to  point  out  the  widespread  occurrence  of  the  mineral 
as  a  rock  constituent,  he  having  obtained  it  in  numerous  and  hitherto 
unsuspected  localities  by  washing  the  debris  from  decomposed 
gneisses  of  Brazil.  Although  widespread  as  a  rock  constituent 
and  of  interest  from  a  mineralogical  and  petrographical  standpoint, 
only  the  localities  mentioned  below  have  thus  far  yielded  the  mineral 
in  commercial  quantities. 
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North  Carolina. — The  mineral  is  found  in  considerable  quantities 
in  the  lonn  of  small  brown,  greenish,  or  yellow-brown  granules, 
often  rounded  by  water  action,  in  the  gold-bearing  sands  of  Ruther- 
ford, Polk,  Alexander,  Burke,  and  McDowell  counties,  and  also 
in  the  neighborhood  of  Crowders  Mountain,  Gaston  County,  and 
at  Todds  Branch,  in  Mecklenbui^  Coimty,  where  it  occurs  associated 
with  zircons  and  an  occasional  diamond.  Fine  crystals  over  an 
inch  in  length  have  been  found  in  Mitchell  County,  and  large  cleav- 
able  masses,  sometimes  3  or  4  inches  across  and  of  a  yellowish- 
brown  color,  at  Mars  Hill,  in  Madison  County. 

According  to  Mr.  H.  B.  Nitze  the  commercially  economical 
deposits  of  monazite  are  those  occurring  in  the  placer  sands  of  the 
streams  and  adjoining  bottoms  and  in  the  beach  sands  alot^  the 
seashore.  The  geographical  areas  over  which  such  workable 
deposits  have  been  found  up  to  the  present  time  are  quite  limited 
in  number  and  extent.  In  the  United  States  the  placer  deposits 
of  North  and  South  Carolina  stand  alone.  This  area  includes 
between  r,6oo  and  2,000  square  miles,  situated  in  Burke,  McDowell, 
Rutherford,  Cleveland,  and  Polk  counties,  North  Carolina,  and 
the  northern  part  of  Spartanburg  County,  South  Carolina.  The 
principal  deposits  of  this  region  are  found  along  the  waters  of  Silver, 
South  Muddy,  and  North  Muddy  creeks,  and  Henrys  and  Jacobs 
Forks  of  the  Catawba  River  in  McDowell  and  Burke  cotmties;  the 
Second  Broad  River  in  McDowell  and  Rutherford  counties;  and 
the  First  Broad  River  in  Rutherford  and  Cleveland  counties,  North 
CaroUna,  and  Spartanburg  Coimty,  South  Carolina.  These  streams 
have  their  sources  in  the  South  Mountains,  an  eastern  outUer  of 
the  Blue  Ridge.  The  country  rock  is  granitic  biotite  gneiss  and 
dioritic  hornblende  gneiss,  intersected  nearly  at  right  angles  to  the 
schistosity  by  a  parallel  system  of  small  auriferous  quartz  veins, 
striking  about  N.  70°  E.  and  dipping  steeply  to  the  N.  W.  Most  of 
the  stream  deposits  of  this  region  have  been  worked  for  placer  gold. 
The  existence  of  monazite  in  commercial  quantities  here  was  first 
established  by  Mr.  W.  E.  Hidden  in  1879.  The  thickness  of  these 
stream  gravel  deposits  is  from  i  to  a  feet,  and  the  width  of  the  moun- 
tain streams  in  which  they  occur  is  seldom  over  12  feet.  The  per- 
centage of  monazite  in  the  original  sand  is  very  variable,  from  an 
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infinitesimal  quantity  up  to  i  or  2  per  cent.  The  deposits  are 
naturally  richer  near  the  headwaters  of  the  streams. 

From  these  deposits  amounts  varying  from -30,000  pounds  to 
J, 573,000  pounds  have  been  washed  annually  since  systematic 
mining  began  in  1893.  In  1901  the  amount  was  748,736  pounds, 
Trained  at  $59,262.  The  miner  usually  receives  from  3J  to  g  cents 
per  pound. 

Br<utii. — As  above  noted,  the  original  source  of  the  BraziUan 
monazite  were  gneisses  from  which  the  mineral  has  been  liberated 
by  decomposition.  The  particular  localities  examined  by  Professor 
Derby  are  in  the  provinces  of  Minas  Geraes,  Rio  de  Janeiro,  and 
Sao  Paulo.  The  most  extensive  accumulation  thus  far  reported 
is  in  the  form  of  considerable  patches  on  the  sea  beach  near  the 
httle  town  of  Alcobaca  in  the  southern  part  of  the  province  of  Bahia, 
though  it  has  been  also  found  on  other  sea  beaches  and  in  river 
sands.    Nitze  states: ' 

"Sacks  filled  with  this  sand  were  shipped  to  New  York  in  1885, 
the  deposit  having  been  taken  for  tin  ore.  Its  true  character  was, 
however,  soon  recognized,  and  since  then  a  number  of  tons  have 
been  shipped  in  the  natural  state,  without  any  further  concentra- 
tion or  treatment,  as  ballast,  mainly  to  the  European  markets.  It 
is  reported  to  contain  3  to  4  per  cent  thoria.  .  .  .  Monazite  has 
also  been  found  in  the  gold  and  diamond  placers  of  the  provinces 
■of  Bahia  (Salabro  and  Caravellas),  Minas  Geraes  (Diamantia), 
Rio  de  Janeiro,  and  Sao  Paulo.  It  has  been  found  in  the  river  sands 
of  Buenos  Ayres,  Ai:gentine  Republic,  and  also  in  the  gold,  placers 
of  Rio  Chico,  at  Antioquia,  in  the  United  States  of  Colombia." 

Russia. — "In  the  Ural  Mountains  of  Russia  monazite  is  found 
in  the  Bakakui  placers  of  the  Sanarka  River.  The  placer  gold 
mines  of  Siberia  are  reported  to  be  rich  in  monazite,  which  b  rafted 
down  the  Lena  and  the  Yenesei  rivers  to  the  Arctic  Ocean,  and 
thence  to  European  ports. 

Norway. — "Economic  deposits  of  monazite  are  also  reported 
to  exist  in  the  pegmatic  dikes  of  Southern  Norway.  It  is  picked 
by  the  miners  while  sorting  feldspar  at  the  mines.     It  is  not  known 

'Sixteenth  Annual  Report  U.  S.  GeologicBl  Survey,  1S94-95,  pt.  4,  p.  685. 
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to  exist  in  placer  deposits.  The  annual  output  is  stated  to  be  not 
more  than  i  ton,  which  is  shipped  mainly  to  Germany. 

Methods  of  extraction. — "  In  the  Carolinas  the  monazite  is  won  by 
washing  the  sand  and  gravel  in  sluice  boxes  exactly  after  the  manner 
that  placer  gold  is  worked."  The  sluice  boxes  are  about  8  feet  long 
by  30  inches  wide  by  30  inches  deep.  Two  men  work  at  a  box, 
the  one  chai^ng  the  gravel  on  a  perforated  plate  fixed  in  the  upper 
end  of  the  box,  the  other  one  working  the  contents  up  and  down 
with  a  gravel  fork  or  perforated  shovel  in  order  to  float  ofE  the  lighter 
sands.  These  boxes  are  cleaned  out  at  the  end  of  the  day's  work, 
the  washed  and  concentrated  monazite  being  collected  and  dried. 
Magnetite,  if  present,  is  eliminated  from  the  dried  sand  by  treatment 
mth  a  large  magnet.  Many  of  the  heavy  minerals,  such  as  zircon, 
menaccanite,  rutile,  brookite,  corundum,  garnet,  etc.,  can  not  be 
■completely  eliminated.  The  commercially  prepared  sand,  therefore, 
after  washing  thoroughly  and  treating  with  a  magnet,  is  not  pure 
monazite.  A  cleaned  sand  containing  from  65  to  70  per  cent  mona- 
zite is  considered  of  good  quality.  From  20  to  35  pounds  of  cleaned 
monazite  sand  per  hand,  that  is,  from  40  to  70  pounds  to  the  box,  is 
considered  a  good  day's  work.  The  price  of  labor  is  75  cents  per 
day. 

"But  very  few  regular  mining  operations  are  carried  on  in  the 
region.  As  a  rule  each  fanner  mines  bis  own  monazite  deposit 
and  sells  the  product  to  local  buyers,  often  at  some  country  store 
in  exchange  for  merchandise. 

"At  the  present  time  the  monazite  in  the  stream  beds  has  been 
practically  exhausted,  with  few  exceptions,  and  the  majority  of 
the  workings  are  in  the  gravel  -deposits  of  the  adjoining  bottoms. 
These  deposits  are  mined  by  sinking  pits  about  8  feet  square  to 
the  bed  rock  and  raising  the  gravel  by  hand  tabor  to  a  sluice  box 
at  the  mouth  of  the  pit.  The  overlay  is  thrown  away  excepting 
in  cases  where  it  contains  any  sandy  or  gritty  material.  The  pits 
are  carried  forward  in  parallel  lines,  separated  liy  narrow  belts 
of  trailing  dumps,  similar  to  the  methods  pursued  in  placer  gold 
mining. 

"At  the  Blanton  and  Lattimore  mines  on  Hickory  Creek,  2  milea 
northeast  of  Shelby,  Cleveland  County,  North  Carolina,  the  bottom 
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is  300  to  400  feet  wide,  and  has  been  partially  worked  for  a  distance 
of  one-fourth  of  a  mile  along  the  creek.  The  overlay  is  from  3  to 
4  feet  and  the  gravel  bed  from  i  to  2  feet  thick.  The  methods  of 
mining  and  cleaning  are  much  more  systematic  in  Spartanbuig 
Coimty,  South  Carolina,  'than  in  North  Carolina  regions.  Although 
the  raw  material  contains  on  an  average  fully  as  much  garnet,  rutile, 
titanic  iron  ore,  etc.,  as  that  in  the  North  Carolina  mines,  a  much 
better  finished  product  is  obtained,  and  more  economically,  by 
making  several  grades.  Two  boxes  are  used  in  washing  the  gravely 
one  below  the  other.  The  gravel  is  charged  on  a  perforated  plate  at 
the  head  of  the  upper  box,  and  the  clean-up  from  this  box  is  so 
thoroughly  washed  as  to  give  a  high-grade  sand,  often  up  to  85 
per  cent  pure.  The  tailings  discharge  directly  into  the  lower  box, 
where  they  are  rewashed,  giving  a  second-grade  sand.  At  times 
the  material  passes  through  as  many  as  hve  washing  treatments  in 
the  sluice  boxes.  Even  after  these  grades  are  obtained  as  clear 
as  possible  by  washing,  the  material,  after  being  thoroughly  dried, 
is  further  cleaned  by  pouring  from  a  cup,  or  a  small  spout  in  a  bin, 
in  a  fine,  steady  stream  from  a  height  of  about  4  feet,  on  a  level 
platform;  the  lighter  quartz  and  black  sand  with  the  fine-grained 
monazite  (tailings)  falls  on  the  periphery  of  the  conical  pile  and 
is  constantly  brushed  aside  with  hand  brushes;  these  tailings  are 
afterwards  rewashed.  Instead  of  pouring  and  brushing,  the  material 
is  sometimes  treated  in  a  winnowing  machine  similar  to  that  used 
in  separating  chaff  from  wheat. 

"Although  the  best  grade  of  sand  is  as  high  as  85  per  cent  pure, 
its  quantitative  proportion  is  small  as  compared  with  the  second 
and  other  inferior  grades,  and  there  is  always  considerable  loss  of 
monazite  in  the  various  tailings.  It  is  impossible  to  conduct  this 
wasbii^  process  without  loss  of  monazite,  and  equally  impossible 
to  make  a  perfect  separation  of  the  garnet,  rutile,  titanic  irori  ore, 
etc.,  even  in  the  best  grades.  The  additional  cost  of  such  rewashing 
and  rehandling  must  also  be  taken  into  consideration. 

"If  the  material  washed  contains  gold,  the  same  will  be  collected 
with  the  monazite  in  concentrating.  It  may  frequently  pay  to 
separate  it,  which  can  easily  be  accomplished  by  treating  the  whole- 
mass  over  ^ain  in  a  riffle  box  with  quicksilver. 
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"It  has  been  shown  that  the  monazite  occurs  as  an  accessory 
constituent  of  the  country  rock,  and  that  the  latter  is  decomposed  to 
considerable  depths,  sometimes  as  much  as  loo  feet.  On  account 
of  the  minute  percentage  of  monazite  in  the  mother  rock,  it  is  usuallr 
impracticable  to  economically  work  the  same  in  place,  by  such  a 
process  as  hydraulicking  and  sluicing,  for  instance.  However, 
even  hillside  mining  has  been  resorted  to.  Such  is  the  case  at  the 
Phifer  mine,  in  Cleveland  County,  North  Carolinai  2  miles  north- 
east of  Shelby.  The  country  rock  is  a  coarse  mica  (muscovite 
and  biotite)  gneiss,  and  the  small  monazite  crystals  may  at  times 
be  distinctly  seen,  unaided  by  a  magnifying  glass,  in  this  rock.  It 
is  very  little  decomposed  and  still  quite  hard,  and  the  material  that  is 
mined  for  monazite  is  the  overlying  soil  and  subsoil,  which  is  from 
4  to  6  feet  thick.  This  is  loaded  on  wheelbarrows  and  transported 
to  the  sluice  boxes  below  the  water  race.  The  yield  is  fairiy  good, 
and  the  product  very  clean,  though  the  cost  of  working  .  .  ,  must 
be  considerably  in  excess  of  that  of  bottom  mining.  Where  the 
rock  contains  sufficient  gold,  as  it  sometimes  does,  to  be  operated 
as  a  gold  mine,  there  is  no  reason  why  the  monazite  can  not  be  saved 
as  a  valuable  by-product." ' 

Uses. — ^The  rare  elements  ceriimi,  zirconium,  thorium,  yttrium, 
lanthanum,  etc.,  which  are  as  a  rule  associated  with  each  other 
in  the  minerals  cerite,  zircon,  monazite,  samarskite,  etc.,  as  de- 
scribed,, &nd  their  commercial  use  not  in  the  form  of  metals,  but 
as  oxides  only;  and  it  is  only  since  the  introduction  of  the  Welsbach 
incandescent  system  of  lighting  that  their  use  in  this  form  has  assumed 
any  commercial  importance. 

This  Welsbach  light  consists  of  a  cap  or  hood  to  gas  or  other 
burners,  to  increase  their  illuminating  powere.  The  cap  is  made 
of  cotton  or  other  suitable  material,  impregnated  with  the  oxides  in 
proportions  60  per  cent  zirconia,  20  per  cent  yttria,  and  20  per  cent 
lanthanum.  The  fabric  is  strengthened  and  supported  with  fine 
platinum  wire  and  suspended  in  the  fiame.  On  igniting  in  the 
flame  the  fabric  is  quickly  reduced  to  ash,  the  cotton  being  burnt 
away  and  the  earthy  matter  still  retaining  the  form  of  a  cap  or  hood.* 

'  Stxt«eDlh  Annual  Report  U.  S.  Geological  Survey,  1894-95,  Pt.  4,  pp.  686-687. 
'  Journal  of  the  Sodetf  of  Chemical  Industiy,  V,  1886,  p.  511. 
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The  drawback  to  the  use  of  these  oxides  has  been,  it  is  said,' 
the  great  difficulty  in  obtaining  them  in  a  pure  condition.  Several 
methods  have  been  used,  but  usually  with  poor  results,  especially  when  - 
the  mineral  contains  iron.    The  cerium  oxalate  is  used  in  pharmacy. 

The  demand  for  the  minerals  of  this  group  being  so  Umited, 
there  is  no  regular  market  price.  The  Mineral  Industry  for  189I3 
quotes  zircon  at  10  cents  a  pound,  monazite,  25  cents,  and  samarskite, 
50  cents.  In  1901  monazite  from  North  Carolina  was  quoted  at 
8  cents  per  pound,  of  which  the  original  mines  received  from  3^  cents 
to  5  cents  per  pound,  according  to  the  purity  of  the  material.  It 
is  stated  that  i  ton  of  zircon  will  yield  sufficient  zirconia  for  half  a 
million  Welsbach  burners. 

BIBLIOGRAPHY. 

S«e  paper  on  Monazite,  bj  H.  B.  C.  Nitze,  in  Mineral  Resources  of  the  United 
States,  Part  4,  of  the  Sixteenth  Annual  Report  U.  S.  Geological  Survejr,  1S94-95, 
pp.  667-693.  This  contains  a  very  satisfactory  bibLogiaphy  down  to  date  of  publi- 
cation. Abo  see  Les  Terres  Rores  Minendogie-Piaperttes  Aiialfse,  by  P.  Truchot. 
Carrf  et  Naud.     Paris,  189S. 

3.   VANADDJITE. 

This  is  a  vanadinate  and  chloride  of  lead  of  the  formula  (PbCl) 
Pb^VjOu,  —  vanadium  pentoxide,  19.4  [>er  cent;  lead  protoxide, 
78.7  per  cent;  chlorine,  2.5.  In  nature  often  more  or  less  impure 
through  the  presence  of  arsenic  and  traces  of  iron,  manganese, 
zinc,  and  lime.  Color  deep  red  to  brown  and  straw-yellow,  resinous 
luster;  translucent  to  opaque.  Hardness,  2.75  to  3.  Gravity, 
6.66  to  7.23.  When  a  drop  of  nitric  acid  is  applied  to  a  particle 
of  a  crystal  there  is  soon  formed  a  yellow  coating  of  vanadic  oxide. 
This  reaction  is  quite  characteristic  and  furnishes  an  easy  and 
convenient  means  of  determination. 

Localities  and  mode  0}  occurrence. — Occurs  in  prismatic  crystals 
with  smooth  faces  and  sharp  edges;  crystals  sometimes  cavernous 
at  the  top.  Also  common  in  parallel  grouped  and  rounded  forms 
and  globular  incrustations.  Dana  gives  the  following  relative  to 
the  known  localities: 

"This  mineral  was  first  discovered  at  Zimapan  in  Mexico,  by 
Del  Rio.     Later  obtained  among  some  of  the  old  workings  at  Wan- 

'  Mineral  Resources  of  the  United  States,  rSS;,  p.  393. 
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lockhead  in  Dumfriesshire,  where  it  occurs  m  small  globular  masses 
on  calamine,  and  also  in  small  hexagonal  crystals;  also  at  Berezov 
in  the  Ural,  with  pyromorphite;  and  near 
Kappel  in  Carinthia,  in  crystals;  at  Undent, 
BSlet,  Sweden;  in  the  Sierra  de  C<Srdoba, 
Argentine  Republic;  South  Africa. 

"In  the  United  States  it  occurs  spar- 
ii^ly  with  wulfenite  and  pyromorphite  as  a 
coating  on  limestone,  near  Sing  Sing,  New 
York.    In  Arizona  it  is  found  at  the  Ham- 
burg, Melissa,  and  other  mines  in  Yuma 
County,  in  brilliant  deep-red  crystals;  Vul- 
ture, Phcenix,  and  other  mines  in  Maricopa  County;  at  the  Black 
Prince  mine;  also  the  Mammoth  gold  mine,  near  Oracle,  Pinal 
County,  and  in  brown  barrel-shaped  crystals  in  the  Humbug  district, 
Yavapai  County.    In  New  Mexico  it  is  found  at  Lake  Valley,  Siena 
County  (endlichite);  and  the  Mimbres  mines  near  Georgetown," 

The  characteristic  mode  of  occurrence  at  the  Mimbres  mines, 
above  noted,  is  associated  with  desdoizite  in  the  form  of  small 
hopper-shaped  crystals  and  drusy  or  botryoidal  and  globular  masses 
coating  the  siliceous  residues  of  the  limestone  in  the  irregular  cavities 
with  which  the  stone  abounds.  The  color  of  these  coatings  varies 
from  beautiful  ruby  red  to  light  ocherous  yellow.  The  mineral  is 
here  nearly  always  associated  with  descloizites  as  noted  below. 
Uses. — See  under  Desdoizite. 

4.   DESCLOIZITE. 

This  is  a  vanadinate  of  lead  and  zinc  of  the  formula  4(PbZa)0. 
V,Ob,HjO,  =  vanadium  pentoxide,  22.7  per  cent;  lead  protoxide, 
55.4  per  cent;  zinc  oxide,  19.7  per  cent;  water,  2.2  per  cent.  The 
published  analyses  show  also  small  amounts  of  arsenic,  copper,  iron, 
manganese,  and  phosphorus.  Color,  red  to  brown;  luster,  greasy;  no 
cleavage ;  fracture  small  conchoidal  to  uneven.  Occurs  in  small  pris- 
'matic  or  pyramidal  crystals  and  in  fibrous,  mammillated  or  massive 
forms.    Often  associated  with  and  pseudomorphous  after  vanadinite. 

Localities  and  mode  of  occurrence. — Dana  gives  the  following 
relative  to  occurrence: 
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"Occurs  in  small  crystals,  i  to  2  millimeters  thick,  clustered 
on  a  siliceous  and  ferruginous  gangue  from  South  America,  at  the 
Venus  Mine  and  other  points  in  the  Sierra  de  C6rdoba,  Argentine 
Republic,  associated  with  acicular  green  pyromorphite,  vanadinite, 
■etc.  At  Kappel,  in  Carinthia,  in  small  dove-brown  rhombic  octa- 
hedrons. 

******* 

"Sparingly  at  the  Wheatley  Mine,  Phcenixville,  Pennsylvania, 
as  a  thin  crystalline  crust  on  wulfenite,  quartz,  and  a  ferruginous 
clay.  Abundant  at  the  Sierra  Grande  Mine,  Lake  Valley,  Sierra 
County,  New  Mexico,  in  red  to  nearly  black  crystals,  pyramidal 
and  prismatic  in  habit,  associated  with  vanadinite,  iodryite,  etc.; 
at  the  Mimbres  and  other  mines,  near  Georgetown,  New  Mexico, 
in  stalactitic  crystalline  a^regates.  In  Arizona  near  Tombstone, 
in  Yavapai  County,  in  brownish  olive-green  crystals;  at  the  Mam- 
moth Gold  Mine,  near  Oracle,  Pinal  County,  in  orai^-red  to 
brownish  red  .crystals  with  vanadinite  and  wulfenite." 

A  vanadirute,  probably  identical  with  descloizite,  occurs  at  the 
Mayflower  Mine,  Bald  Mountain  district,  in  Beaveiiiead  County, 
Montana;  it  is  in  an  impure  earthy  form  of  a  dull  yellow  to  pale 
orange  color.    (See  further  tmder  Camodte,  p.  332.) 

Vanadium  is  also  found  in  small  quantities  in  certain  Swedish 
iron  ores;  in  the  cupriferous  schists  of  Mansfeld,  Saxony;  in  cupri- 
ferous sands  of  Cheshire,  England,  and  Perm,  Russia;  in  coals 
from  various  localities;  in  beauxite  and  in  clay  near  Paris.  As 
stated  by  Fuchs  and  De  Launay,*  vanadium  has  been  shown  to 
exist  in  extremely  small  proportions  in  primordial  rocks,  from 
which  it  became  concentrated  in  the  clays  on  their  breaking  up. 
Certain  oolitic  iron  ores  (limonites)  at  Mafenay,  Saone  et  Loire, 
France,  contain  the  substance  in  such  proportions  that  the  ^a% 
from  their  smelting  have  become  commercial  sources  of  supply, 
some  60,000  kilograms  of  vanadic  add  being  manufactured  atmually 
from  them. 

The  following  referring  to  the  occurrence  and  value  of  ranadinates 
in  the  United  States  is  of  suffident  interest  to  bear  reproduction 
here: 

■  TniK  des  Ghes  Minitaux,  11,  p.  95. 
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"The  lead  vanadates  are  frequently  found  in  association  with 
lead  ores,  as,  for  instance,  in  the  deposits  at  Leadville,  whence 
some  very  handsome  specimens  were  formerly  obtained.  The 
most  important  occurrence  of  lead  vanadates  in  the  United  States^ 
however,  is  probably  in  Arizona,  where  it  has  been  reported  in  the 
ores  of  several  mines,  among  others  those  of  the  Castle  Dome  district, 
the  Crowned  King  mine  in  the  Bradshaw  Mountains,  and  the  Mam- 
moth gold  mines  at  Mammoth,  in  Pinal  County.  The  last-men- 
tioned mines  are  probably  the  only  ones  in  the  United  States  from 
which  vanadium  minerals  have  been  won  on  an  industrial  scale. 
The  vanadium  minerals,  of  which  nearly  all  the  known  varieties 
occuiied,  the  dechenite  and  descloizite  predominating,  were  found 
in  the  upper  levels  of  the  mine,  forming  about  i  per  cent  of  the  ore 
on  the  average,  though  within  limited  areas  they  formed  ixora  3  to 
4  per  cent.  In  the  lower  levels  they  occurred  less  abundantly, 
only  an  occasional  pocket  and  a  small  quantity  of  disseminated 
crystals  being  found.  The  red  ci^tals,  according  to  an  analysis 
by  the  late  Dr.  F.  A.  Genth,  contained  chlorine,  2.43  per  cent; 
lead,  7.08  per  cent;  lead  oxide,  69.9S  per  cent;  ferric  oxide,  0.48  per 
cent;  vanadic  acid,  17.15  per  cent;  arsenic  add,  3.06  percent,, 
and  phosphoric  acid,  0.29  per  cent.  In  milling  the  ore  ^Id)  the 
vanadium  minerals  collected  in  riffles,  placed  about  18  inches  apart 
in  the  sluices.  The  material  thus  obtained  was  worked  over  by 
hand  in  a  sort  of  buddle,  and  the  resulting  concentrates  were  sold 
to  the  Kalion  Chemical  Company,  of  Gray's  Ferry  Road,  Phila- 
delphia. The  total  quantity  of  concentrates  obtained  in  this  manner 
did  not  exceed  6  tons.  An  average  sample  of  the  lot,  analyzed  by 
Dr.  Genth,  gave  the  following  results:  Vanadic  add,  15.40  per 
cent;  moiybdic  acid,  3.35  per  cent;  arsenic  acid,  1.50  per  cent; 
carbonic  add,  0.90  per  cent;  chlorine,  0.48  pwr  cent;  oxide  of  lead, 
56.80  per  cent;  oxide  of  zinc,  10.70  per  cent;  oxide  of  copper, 
0.95  per  cent;  oxide  of  iron,  0.35  per  cent;  soluble  silica,  0.60  per 
cent;  insoluble  matter,  5.29  per  cent.  The  value  of  the  gold  and 
silver  contents  of  the  concentrates  was  about  S140  per  ton.  The 
price  realized  on  this  first  lot  was  12.5  cents  per  pound,  or  $250 
per  ton,  on  board  the  cars  at  Tucson." 

"The  vanadic  salts  manufactured  from  this  lot  of  concentrates 
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were  said  to  have  been  the  first  produced  on  a  commercial  scale 
in  the  United  States,  and  owii^  to  the  limited  market  for  the  same 
the  price  dropped  over  50  per  cent. 

"Frue  vaoners  were  then  introduced  into  the  mill,  and  the 
product  obtained  from  them,  amounting  to  about  i  ton  per  too  tons 
of  ore  crushed,  contained  from  5  to  6  per  cent  vanadic  add  and 
$40  to  $So  per  ton  in  gold  and  silver.  The  Kalion  Chemical  Com- 
pany offered  to  buy  this  product  according  to  the  following  sliding 
scale:  With  the  market  price  of  ammonium  vanadate  $5  per  pound, 
$100  per  ton  for  the  concentrates;  vanadate  of  ammonium  $4.50' 
per  pound,  concentrates  $92 ;  vanadate  of  ammonium  $4  per  pound, 
concentrates  $82;  vanadate  of  anunonium  $3.50  per  pound,  con- 
centrates $72;  vanadate  of  ammonium  $3  per  pound,  concentrates 
$64.  Only  a  few  tons  of  these  concentrates  were  shipped  to  Phila- 
delphia, the  remainder  being  sold  to  the  Denver  smelters  for  their 
gold,  silver,  and  lead  value."* 

The  name  roscoe  ite  has  been  given  to  a  clove-brown  to  green- 
ish, micacious  mineral  occurring  in  minute  scales,  stellate  or  fan- 
shaped  forms,  and  of  a  somewhat  doubtful  chemical  formula.  It 
may  be  mentioned  here  as  a  possible  source  of  vanadium  salts  al-- 
ihough  from  a  chemical  and  minerological  standpoint  it  should  have 
been  considered  in  connection  with  the  mineral  on  p.  163.  On  the 
next  page  are  given  the  results  of  two  analyses  from  a  recent 
paper  by  W.  F.  -Hillebrand  (i)  being  of  material  from  Placerville, 
Colorado,  and  (2)  from  Eldorado  County,  California. 

Occurrence. — The  material  has  been  reported  as  filling  cavities  in 
quartz  at  the  Granite  Creek  gold  mines  near  Coloma,  El  Dorado 
County,  CaUfomia,  and  in  the  Magnolia  district  of  Colorado.  More 
recently  deposits  of  some  considerable  economic  importance  have 
been  found  near  Placerville  in  San  Miguel  County,  in  the  last-named 
State.  The  roscoelite  is  described '  as  occurring  as  an  impregna- 
don  in  the  lower  bed  of  what  is  known  as  the  La  Plata  sandstone 
(Jurassic).  The  beds  at  this  point  are  nearly  horizontal,  the  fwr- 
tion  carrying  the  roscoelite  occurring  in  a  nearly  continuous  band 
approximately  parallel  to  the  bedding  planes  and  varying  in  thick- 

■Tbe  Mineral  Industry,  II,  1S93,  p.  577. 

*F.  L.  Rantome,  American  Journal  of  Science,  X,  August,  1900. 
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ness  from  a  few  inches  up  to  5  or  6  feet,  the  vanadiferous  portioa 
being  readily  distii^uished  from  the  prevaiUng  light-buff  sand- 
stone by  the  greenish  tint  Imparted  by  the  roscoeUte.  The  vanadif- 
erous zone  is,  however,  quite  irregular,  the  roscoelite  sometimes 
constituting  20  per  cent  of  the  mass  of  the  sandstone  and  from 
this  fading  out  to  nothing.  It  is  often  associated  with  Camotlte 
(see  p.  322). 

ANALYSIS   QY   KOSCOEUTE,   A 


SiO, 

TiO, 

v,o, 

ALO,. 

Fe,0, 

CrO.. 

BaO 

MgO 

K,0 

Na,0 

HJOatios' 

HjO  «t  los^-aoo"*. 
I^O  above  300°, , , 


RoAcoelitA  from 
Bldondo 

CountJ-.C^- 


99.80 


o.  At  100°.  i.At  180*.  e.  Above  iBo*. 

Uses. — The  uses  thus  far  developed  for  these  minerals  are  as  a 
souree  for  vanadium  salts  used  as  a  pigment  for  porcelain  and  in 
the  manufacture  of  ferrovanadium  alloys  to  be  used  in  steel-making. 
Vanadate  of  ammonium  and  vanadic  oxide  are  used  in  the  manu- 
facture of  int  and  in  textile  dyeing  and  prindng,  imparting  intense 
black  colors  with  a  slight  greenish  cast.  Vanadium  oxide  obtained 
from  the  slags  of  the  Creusol  steel  works  in  France  to  the  amount 
of  165,000  pounds  annually  is  utilized  as  a  mordant  in  dyeing.  When 
used  in  steel  the  vanadium  is  stated  to  very  greatly  increase  the 
tensile  strength  and  elastic  limit,  in  the  same  manner  as  do  chromium 
and  nickel.  A  laiger  supply,  it  is  thought,  would  result  in  its  use 
in  armor  plate,  projectiles,  and  bronzes, 

6.  AUBLYGONITE. 

This  is  a  Suo-phosphate  of  aluminum  and  lithium,  of  the  formula 
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Li(AlF)P04.  Analysis  of  a  sample  from  Paris,  Maine,  as  given, 
by  Dana,  shows:  Phosphoric  add,  48.31  per  cent;  alumina,  33.68 
per  cent;  lithia,  9.82  per  cent;  soda,  0.34  per  cent;  potash,  0.03 
per  cent;  water,  4.89  per  cent;  fluorine,  4.82  per  cent.  Hardness, 
6;  specific  gravity,  3.01  to  3.09.  Luster  vitreous  to  greasy,  color 
white  to  pale  greenish,  bluish,  yellowish,  to  brownish;  streak  white. 
On  casual  inspection  the  mineral  somewhat  resembles  potash  feld- 
spar (orthoclase),  but  when  finely  pulverized  is  soluble  in  sulphuric 
acid,  and  less  readily  so  in  hydrochloric  acid.  Before  the  blowpipe 
the  mineral  gives  the  characteristic  lithia  red  color  to  the  flame. 

Mode  oj  occurrence. — Amblygonite  occurs  in  the  fonn  of  coarse 
crystals,  or  compact  and  columnar  forms  in  pegmatic  veins  asso- 
ciated with  lepidolite,  tourmaline,  and  other  mineraJs  so  charac- 
teristic of  this  class  of  veins.  In  the  United  States  it  occurs  at 
Hebron;  Mount  Mica,  in  Paris;  Auburn  and  Peru,  Maine,  at 
the  latter  place  associated  with  spodumene,  petaUte,  and  lepidolite. 
In  Saxony  the  mineral  is  found  at  Chursdorf  and  Amsdorf,  near 
Fenig,  and  near  Geier.  Also  found  at  Arendal,  Norway,  and  at 
Montebras  and  Creuze,  France. 

Uses. — Since  1886  the  mineral  has  been  utilized  as  a  source  of 
lithia  salts,  in  place  of  the  tithta  mica.  The  chief  commercial 
source  is  at  present  Montebras,  France,  where  it  occurs  in  a  coarse 
granitic  vein  yielding  also  cassiterite  and  kaoUn  in  commercial 
quantities.     (See  also  Spodumene,  p.  196). 

7.  TRIPHYIITE  AND  LITmOPHlLITE. 

These  are  names  given  to  phosphates  of  iron,  manganese,  and 
lithium,  and  which  pass  into  one  another  by  insensible  gradations 
through  variations  in  the  proportional  amounts  of  manganese  pro- 
toxide, the  triphylite  containing  from  lu  to  20  per  cent  of  this  oxide, 
while  the  lithiophilite  contains  twice  that  amount.  The  compara- 
tive composition  of  extreme  types  is  shown  below: 
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Triphylite  is  a  gray  to  blue-gray  mineral  in  crystals  and  coat^ly 
cleavable  masses  of  a  hardness  of  4.5  to  5  of  Dana's  scale,  and 
specific  gravity  of  3,42  to  3.56. 

Lithiophilite  differs  mainly  in  color — aside  from  compositicn 
as  above  noted — being  of  a  pink  to  clove-brown  hue.  Both  minerals 
may  undergo  a  darkening  in  color,  becoming  almost  black  through  a 
higher  oxidation  and  hydration  of  the  manganese  protoxide.  This 
feature  is  best  shown  in  the  lithiophihte  from  Branchville,  Con- 
necticut. 

Occurrence. — These  nunerals  occur  chiefly  in  granitic  veins, 
associated  with  spodimiene  and  other  lithia  bearii^  minerals,  as 
at  the  locaUdes  above  mentioned.  Peru,  Hebron,  and  Norway, 
Maine;  Keityo,  Finland,  etc.  They  have  as  yet  been  put  to  no 
practical  use. 

DC.  NITRATES. 

There  are  three  compounds  of  nitric  acid  and  a  base  occunii^ 
in  nature  in  such  quantities  and  of  sufficient  economic  importance  to 
merit  attention  here.  These  are  (i)  the  true  niter  or  potassium 
nitrate  (KNO,),  (2)  soda  niter  or  sodiiun  nitrate  (NaNOj),  and 
(3)  nitrocaldte,  a  calcium  nitrate  (CaN,0,).  All  are  readily  soluble 
in  water,  and  hence  found  in  any  quantity  only  in  arid  regions  or 
where  protected,  as  in  the  dry  parts  of  caves. 

I.   NITER,   POTASSinif  NTTKATE. 

Composition. — KNOj,  =  nitric  anhydride  (NO,),  53.5  per  cent; 
potash  (KjO),  46.5  per  cent.  Hardness,  2;  specific  gravity,  2.1; 
color,  white,  subtransparent.  ReadUy  soluble  in  water.  Taste, 
saUne  and  cooling.  Deflagrates  vividly  when  thrown  on  burning 
coals  and  colors  the  flame  violet. 

The  mineral  occurs  in  nature  mainly  in  the  form  of  acicular 
crystals  and  efflorescences  on  the  surface  or  walls  of  rocks  and 
scattered  in  the  loose  soil  of  limestone  caves  and  similar  dry  and 
protected  places. 

It  is  also  found  in  certain  soils  of  tropical  countries,  as  noted 
later  under  origin  (p.  311).  In  the  United  States  it  has  been  found 
in  caves  of  the  Southern  States,  as  those  of  Madison  County,  Ken- 
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tucky,  but  never  as  yet  in  commercial  qualities.  The  chief  com- 
mercial source  of  the  salt  has  been  the  artificial  nitrairies  of  France, 
Germany,  Sweden,  and  other  European  countries.  It  is  also  pre- 
pared artificially  from  soda  niter. 

2.    SODA    NITEB. 

Nitrate  of  sodium,  NaNOj,  =  nitric  anhydride  (NO,),  63,5  per 
cent;  soda  (N,0),  36.5  per  cent.  This  in  its  pure  state  is  a  white  or 
colorless  salt,  but  in  nature  brown  or  bright  lemon-yellow,  of  a 
sUght  saline  taste,  but  with  a  peculiar  cooling  sensation  when  placed 
upon  the  tongue.  It  is  by  far  the  most  common  of  the  nitrates, 
and  indeed  the  only  one  of  the  natural  salts  of  any  great  commercial 
value,  owing  to  the  comparative  rarity  of  the  othere.  Thou^ 
found  to  a  sUght  extent  in  caves  and  protected  places,  the  commercial 
supply  is  drawn  almost  wholly  from  the  desert  regions  of  the  Pacific 
coast  of  South  America  and  particulariy  from  Chile,  the  chief  deposits 
being  found  in  the  provinces  of  Tarapaca  and  Antofagasta. 

According  to  the  Journal  of  the  Society  of  Chemical  Industry* 
"the  total  area  of  the  province  of  Tarapaca  is  16,789}  square 
miles,  and  it  is  divided  naturally  into  five  distinct  and  well-defined 
zones.  The  first  of  these  zones  commences  on  the  shores  of  the 
Padfic  and  has  an  average  width,  west  to  east,  of  18  miles.  It  is 
formed,  in  the  first  place,  of  the  beach;  and,  in  the  second,  of  the 
coast  range,  which  attains  an  altitude  varying  from  1,125  1°  Si^oo 
feet  above  the  sea  level.  This  zone  may  be  denominated  the  guano 
and  mining  zone.  .  .  .  This  belt  as  it  advances  eastward  becomes 
more  and  more  depressed  and  terminates  in  a  series  of  pampas 
(open  plains),  having  an  elevation  of  3,500  to  3,800  feet  above  the 
sea  level.  Nearly  all  these  pampas  contain  vast  beds  of  salts,  sul- 
phate of  soda,  and  sulphate  of  lime.  They  are  known  locaUy  by 
the  name  of  'salares.'  In  some  parts  of  the  desert  of  Atacama  the 
beds  of  nitrate  of  soda  are  found  under  these  salares  deposits,  but 
in  Tarapaca  the  caliche  (nitrate  earth)  is  found  only  under  a  bed 
of  conglomerate  known  as  'costra.'  .   .  , 

"The  second  zone — the  nitrate  zone — commences  on  the  edge 
of  the  Camarones  Gully  and  extends  southward  to  the  desert  of 
'  Volume  VI,  18S7,  pp.  aaS,  339. 
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Atacatna.  Up  to  185S  it  was  believed  that  the  nitrate  beds  did  not 
extend  southward  beyond  the  Loa  Gully,  but  in  that  year  beds 
were  discovered  in  what  was  then  the  Bolivian  littoral.  Explorations 
which  were  effected  in  1872  proved  that  the  nitrate  beds  extended 
northward  beyond  the  Camarones  Gully  and  that  they  reached 
as  far  as  the  Chaca  Gully  and  even  as  far  as  the  Azapa  Valley,  in 

the  province  of  Alrica The  quantity  and  quality  of  the 

caliche  varies  very  considerably  in  different  parts  of  the  zone,  but 
the  dimensions  of  the  nitrate  area  may  be  set  down  at  120  geo- 
graphical miles  in  length  north  to  south,  and  2  geographical  miles 
in  width  east  to  west.  It  is  estimated  that  the  beds  contain  the 
enormous  quantity  of  1,980,630,502  quintals  of  niter,  and  it  is  stated 
that  with  the  present  export  duty,  which  is  equal  to  27  pence  per 
quintal,  the  deposits  will  yield  a  revenue  of  ;£23o,8o9,474." 

It  is  elsewhere  stated  that  the  point  on  the  slope  of  the  mountains 
■where  the  deposits  of  caliche  are  found  is  some  500  or  600  feet  higher 
than  the  valley,  but  that  the  material  diminishes  in  quantity  and 
richness  as  the  valley  is  approached  and  disappears  entirely  at  the 
bottom. 

An  examination  of  the  workings  of  these  beds  discloses  the  follow- 
ing conditions: 

(i)  That  the  surface  to  the  depth  of  8  or  10  inches  is  covered 
with  a  layer  of  fine,  loose  sand. 

{2)  That  underneath  the  sand  is  a  conglomerate  of  amorphous 
porphyry,  feldspar,  chloride  of  sodium,  magnesia,  gypsum,  etc., 
cemented  by  the  sulphate  of  lime  into  a  hard,  compact  mass  to  a 
depth  of  6  to  10  feet,  called  the  "costra"  or  crust. 

{3)  That  below  this  crust  the  caliche,  or  impure  nitrate,  is  found, 
presenting  to  the  view  a  variety  of  colors — yellowish  white,  orange, 
bluish  gray,  etc. 

The  nitrate  deposit  is  quarried  by  blasting  with  a  coarse-grained 
powder,  of  which  as  much  as  150  pounds  are  sometimes  used  at  a 
single  blast.  Neither  dynamite  nor  nitroglycerin  is  used,  as  it 
would  shatter  and  pulverize  the  salt  so  as  to  occasion  a  serious  loss. 

After  being  brought  to  the  surface  the  caliche  is  carefully  assorted 
by  experts,  broken  into  pieces  double  the  size  of  an  orange,  and 
carted  to  the  refinery  establishment,  situated  on  the  pampas  or  on 
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the  seacoast,  or  carried  to  Iquique,  Pisagua,  PatiUos,  and  Anto- 
fagasta  by  rail,  all  of  these  places  having  connection,  by  narrow- 
gauge  railways,  with  the  nitrate  deposits,  and  which,  consequently, 
are  rapidly  becoming  the  chief  centers  of  nitrate  production  and 
export.  _      


^gjjjjjjj^  Ha2i^   and  Clauirrite  X^Jy-^Ct^'A  NUnOe   tf  Svdimn 

FtG.  15. — Map  <A  Chilean  nitrate  region. 
[After  Fuchs  and  De  Launay.] 

Accordit^  to  the  reports  of  Consul-General  Walker,  the  southern 
limit  of  the  nitrate  fields  is  in  Antofagasta  province,  latitude  25°  45' 
S.,  and  the  northern  in  latitude  19°  12'  S.,  its  extreme  north  and 
south  length  being  some  260  gec^raphical  miles  and  its  average 
width  some  2J  miles. 

This  narrow  strip  of  nitrate  lands  stretches  along  the  eastern 
slope  of  the  coast  rdnge  of  barren,  verdureless  mountains  which  wall 
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in  the  Pacific  Ocean  from  the  northern  limit  of  Peru  to  the  Straits  of 
Magellan,  upon  which,  for  more  than  2,000  miles,  no  rain  ever 
falls  and  upon  which  there  is  no  living  vegetation.  Some  of  the 
peaks  reach  an  altitude  of  4,000  or  5,000  feet  above  the  sea  level, 
but  the  usual  height  of  the  range  is  about  2,000  feet.  The  averse 
distance  from  the  coast  to  the  nitrate  beds  is  about  14  miles,  but 
rnany  of  them  are  not  more  than  10  miles. 

The  map  on  the  preceding  page,  from  Fuchs  and  De  Launay's 
Trait£  des  Gltes  Min^raux,  will  serve  to  show  the  geographic  posi- 
tion of  the  deposits. 

3.   NITRO-CALCITE. 

Nitro-calcite,  or  calcium  nitrate,  CaN,0,+«H,0,  is  not  un- 
common as  a  silky  efflorescence  on  the  floors  and  walls  of  dry  lime- 
stone caverns  and  may  be  extracted  in  considerable  quantities  from 
their  residual  clays  by  a  process  of  leaching.  During  the  war  of 
1812  the  clays  upon  the  floors  of  Mammoth  Cave,  Kentucky,  were 
systematically  leached  and  the  dissolved  nitrate  obtained  by  evapo- 
ration and  crystallization.  The  wooden  tanks  and  log  pipes  for 
conducting  the  water  are  still  in  a  remarkable  state  of  preservation, 
owing  to  the  dry  air  of  the  cavern. 

The  nitrous  earths  of  Wyandotte  Cave  in  southern  Indiana,  and 
doubtless  of  other  localities,  were  similarly  treated  during  these 
times  of  temporary  stringency. 

According  to  the  reports  of  the  State  geologist '  this  earth,  in  its 
air-dry  condition,  has  the  following  composition: 

Loss  at  red  heat 16.50 


Silica .■ 30. 

Ferric  oxide 6. 

Mai^nic  oxide o. 

Alumina 20 

Lime 8 

Magnesia 4 

Carttonic  acid 10. 

Sulphuric  acid 6, 

Phosphoric  acid 2 

Nitric  acid 3 

Chlorides  of  alkalies  and  loss o . 


'  Geological  Report  of  Indiuia,  1878,  p.  163. 
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The  researches  of  Muntz  and  Marcano  '  have  shown  that  the 
soils  as  well  as  the  earth  from  the  Qoor  of  caves,  in  Venezuela  and 
other  portions  of  South  America,  may  be  rich  in  calciiun  nitrate  to 
an  extent  quite  unknown  in  other  countries. 

Origin. — The  source  of  the  nitrates,  both  of  caves  and  of  the 
Chilean  pampas,  has  been  a  subject  of  considerable  discussion. 
There  appears  little  doubt  but  the  deposits  in  caves  and  those  dis- 
seminated in  soils  are  due  to  the  nitrifying  agencies  of  bacteria 
acting  upon  organic  matter  whereby  the  organic  nitrogen  is  con- 
verted into  nitric  acid,  which  immediately  combines  with  the  most 
available  bases,  be  they  of  lime,  soda,  or  potash.  The  accumulation 
of  the  niter  in  caves  is  probably  due,  as  suggested  by  W.  H.  Hess 
(see  Bibliography),  to  the  retention  by  the  clay  of  the  nitrates  brought 
in  from  the  surface  by  percolating  waters, 

In  other  words,  the  caves  serve  merely  as  receptacles,  or  store- 
houses, for  nitrates  which  had  their  origin  in  the  surface  soil.  The 
Chilean  nitrate  beds  are  considered  by  Muntz  and  Marcano  as 
having  a  very  similar  origin.  The  material  being  soluble  is  grad- 
ually leached  out  from  the  soils  in  which  it  originated  and  drained 
into  inclosed  salt  marshes  or  inland  seas  where  a  double  decom- 
position takes  place  between  the  sodium  chloride  and  calcium  nitrate, 
whereby  sodium  nitrate  and  calcium  chloride  are  produced.  That 
such  a  double  decomposition  may  take  place  has  been  shown  by 
actual  experiment. 

This  is  not  widely  different  from  the  view  taken  also  by  W.  New- 
ton,' After  discussing  briefly  theories  previously  advanced,  includ- 
ing Darwin's  theory  of  derivation  from  decomposing  seaweeds 
accumulated  on  old  sea  beaches,  and  the  even  less  plausible  one  of  its 
derivation  from  guano,  this  writer  shows  that  the  plain  of  Tamaru- 
gal,  within  which  the  deposits  lie,  is  covered  by  an  alluvial  soil  rich 
in  organic  matter.  This  organic  matter,  under  the  now  well-known 
action  of  bacteria,  aided  by  the  prevailii^  high  temperatures  of 
the  region,  gives  rise  to  nitrates,  which,  owing  to  the  absence  of 
rains  for  long  periods,  accumulate  to  an  extent  impossible  under 


Comptea  Rendus  de  I'AcadJmie  des  Sciences,  CI,  Puis,  1SS5,  p.  1165. 
*  Geological  MagBzine,  III,  1896,  p.  339. 
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less  favorable  circumstances.  Mountain  floods,  wliich  occur  at 
periods  of  seven  or  eight  years,  swamp  the  plain,  bringing  in  solution 
the  nitrate  drained  from  the  soib  of  the  surrounding  slope,  to  ac- 
cumulate in  the  lower  levels.  On  the  evaporation  of  the  water 
this  is  again  deposited.  The  occurrence  of  the  nitrate  so  far  up 
the  slope  of  the  hills  is  regarded  by  Newton  as  due  to  the  tendency 
of  the  nitrate  salt,  in  saturated  solutions,  to  creep  up,  as  in  experi- 
ment it  may  be  seen  to  creep  up  and  over  the  sides  of  a  saucer  or 
other  shallow  dish  in  which  the  evaporation  is  progressing. 

BIBLIOGRAPHY. 

M.  A.  MyHTZ.    Rccherches  sur  k  fonnation  des  gisements  de  nitrate  de  aoude. 

Comptes  Rendus  de  I'Acadftnie  do  Sciences,  CI.  1885,  p.  1165. 
RoBEXT  Habvey.     Machinery  for  the  Manufacture  of  Nitrate  of  Soda. 

Journal  of  the  Society  of  Chemical  Industry,  IV,  1885,  p.  744. 
Ralph  Aherckoubv.     Nitrate  of  Soda,  and  the  Nitrate  Country. 

Nature,  XL,  1889,  p.  186. 
The  Nitrate  Deposits  and  Trade  of  Chile. 

Engineering  and  Mining  Journal,  L,  August  •),  1890,  p.  164. 
Nicolas  Rdsche.     Die  Saltpetrewliste  in  Chile. 

Voin  Pels  zum  Meer,  Pt.  4,  1891-93. 
G.  M.  Hunter.    The  SanU  Isabel  Nitrate  Works.  Toco.  Chile. 

Transactions  of  the  Institute  of  Engineers   and  Shipbuilden  of  Scotland, 
XXXVI,  p.  57. 
WiLLUU  Newton.    The  Origin  of  Nitrate  in  Chile. 

The  Geological  Magazine,  III,  1896,  p.  339. 
W.  H.  Hess.     The  Origin  of  Nitrates  in  Caves. 

Journal  of  Geology,  Vllt,  No.  a,  1900,  p   119. 


X.  BORATES. 

Of  the  ten  or  more  species  of  natural  borates  but  three,  or  pos- 
sibly four,  are  commercial  sources  of  borax,  and  need  consideiation 
here.  These  are,  (1)  borax  or  lineal;  (2)  ulexite,  or  boronatrocal- 
cite;  (3)  piiceite,  colemanite,  or  pandermite,  and  (4)  boracite,  or 
stassfurtite.  Sassolile,  or  native  boric  acid,  occurs  chiefly  in  solution. 
The  intimate  association  of  these  minerals  renders  it  advisable  to 
treat  of  their  origin  and  mode  of  extraction  in  common,  after  giving 
the  composition  and  general  physical  characters  of  each  by  itself. 
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I.  BOSAX  OS  TmCAL;    BOSATE  07   SODA. 

Composition. — ^Na^,0,.ioH,0,  =  boron  trioidde,  36.6  percent; 
soda,  16.2  per  cent;  water,  47.2  per  cent.  Color,  white  to  grayish, 
and  sometimes  greenish;  translucent  to  opaque.  It  crystallizes  in 
short,  stout  pnsms,  belonging  to  the  monocUnic  system.  Hardness, 
2  to  2.5;  specific  gravity,  1.7.  Readily  soluble  in  watery  taste> 
sweetish  alkaline. 

2.  dlexite;  bokonatkocalcite. 

Composition. — NaCaBt0^8H,0,=boron  trioxide,  43  per  cent; 
lime,  13.8  per  cent;  soda,  7.7  per  cent;  water,  35.5  per  cent.  Color, 
white,  with  silky  luster.  Occurs  usually  in  rounded  masses  of  loose 
texture,  which  consist  mainly  of  fine  acicular  crystals  or  fibers.  In- 
soluble in  cold  water,  and  only  slightly  so  in  hot,  the  solution  being 
alkaline.    Hardness,  i;  specific  gravity,  1.65. 

3.   COLEMANITE. 

Composition. — Ca^e0„.5H,O,  =  boron  trioxide,  50.9  per  cent; 
lime,  37.2  per  cent;  water,  21.9  per  cent.  Color,  milky  to  yellowish 
white,  or  colorless;  transparent  to  translucent.  Hardness,  4  to  4.5; 
specific  gravity,  2.41.  Insoluble  in  water,  but  readily  so  in  hot  hydro- 
chloric acid.  Priceite  and  pandermite  are  hydrous  calcium  borates 
closely  allied  to  colemanite,  occurring  in  loosely  coherent  and  chalky 
or  massive  forms. 

4.  BORAcrrE  OB  stassfustite;  borate  of  uagnesia. 

Composition. — Mg7CI,Bi,0,u,=boron  trioxide,  62.5  per  cent;  mag- 
nesia, 31.4  per  cent;  chlorine,  7.9  per  cent.  Color,  while  to  yellow 
or  greenish.  In  crystals  transparent  to  translucent.  Crystak  cubic 
and  tetrahedral.  Insoluble  in  water;  readily  soluble  in  hydrochloric 
acid.     Hardness,  7;  specific  gravity,  2.9  to  3. 

Localities  and  manner  of  occurrence  of  the  borates. — Throughout 
what  is  known  as  the  Great  Basin  region  of  the  western  United  States, 
and  in  particular  that  portion  including  Inyo,  Kem,  and  San  Bernar- 
dino counties  in  California,  and  that  portion  of  southwest  Nevada 
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adjoining  Inyo  County,  are  numerous  inclosed  lakes  or  marshes,  the 
waters  of  which  are  sufficiently  rich  in  borates  and  other  sodium 
salts  to  allow  of  their  extraction  on  a  commercial  scale.  At  least 
ten  of  these  marshes  have  been  noted  along  the  California-Nevada 
line,  the  most  widely  known  being  Teels,  Columbus,  and  Rhodes 
marshes,  and  Fish  Lake  Valley  in  Nevada,  and  Searles  Marsh  in  San 
Bernardino  County,  California.  A  detailed  description  of  the  last 
named  wyi  serve  all  purposes  of  illustration  here. ' 

Locally  considered,  the  marsh  lies  near  the  center  of  an  ejiten- 
sive  mountain-girdled  plain,  to  which  the  phrases  "Alkali  Flat," 
"Dry  Lake,"  "Salt  Bed,"  and  "Borax  Marsh"  have  variously 
been  applied,  the  contents  and  physical  features  of  the  basin- 
shaped  depression  well  justifying  the  several  names.  It  is,  in 
fact,  a  dry  lake,  the  bed  of  which  has  been  filled  up  in  part 
with  the  several  substances  named.  Its  contents  consist  of  mud, 
alkali,  salt,  and  borax,  lai^ely  supplemented  with  volcanic  sand. 
This  depression,  which  has  an  elevation  of  1,700  feet  above  sea 
level,  and  an  irregular  oval  shape,  is  about  10  miles  long  and  5  miles 
wide,  its  longitudinal  axis  striking  due  north  and  south.  It  is  sur- 
rounded on  eveiy  side  but  the  south  by  high  mountains,  the  Slate 
Range  bounding  it  on  the  east  and  north,  and  the  Atgus  Range  on  the 
west. 

There  is  no  doubt  but  this  basin  was  once  the  bed  of  a  deep  and 
wide-extended  lake,  the  remains  of  a  former  inland  sea.  The  shore 
hne  is  distinctly  visible  along  the  lower  slop>es  of  the  surrounding 
mountains  at  an  elevation  of  600  feet  above  the  surface  of  the  marsh. 
Farther  up,  one  above  the  other,  faint  marks  of  former  water  lines 
■can  be  seen,  showing  the  different  levels  at  which  the  surface  of  the 
ancient  lake  has  stood.  In  the  course  of  time  the  lake  became 
■extinct,  having  been  filled  with  the  sediments  from  the  adjacent 
mountains. 

What  may  have  been  the  depth  of  the  lake  has  not  yet  been  ascer- 
tained, borings  put  dovm  300  feet  having  faUed  to  reach  bed  rock. 
These  borings,  commenced  m  1878,  disclosed  the  following  under- 
lying formations: 

*  From  the  Teath  Annual  Report  of  the  State  Mineralogist  of  California,  iSgo,  p.  534. 
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First,  2  feet  of  salt  and  thenardite  (Na^Oj);  second,  4  feet  of 
clay  and  v-olcanic  sand,  containing  a  few  crystals  and  bunches  of 
hanksite  (4Na^O<)Na2COj) ;  third,  8  feet  of  volcanic  sand  and 
black,  tenacious  clay,  with  bunches  of  trona,  of  black,  shining  luster, 
from  inclosed  mud;  fourth,  8-foot  stratum,  consisting  of  volcanic 
sand  containing  glauberite,  thenardtie,  and  a  few  flat,  hexagonal 
crystab  of  hanksite;  fifth,  28  feet  of  sohd  trona  of  uniform  thickness; 
sixth,  2o-foot  stratum  of  black,  slushy,  soft  mud,  smelling  strongly  of 
sulphureted  hydrogen,  in  which  there  are  layers  of  glauberite,  soda, 
and  hanksite.  The  water  has  a  density  of  j,o°  Baum^;  seventh. 
230  feet  (as  far  as  explored)  of  brown  clay,  mixed  with  volcanic  sand 
and  permeated  with  sulphureted  hydrogen. 

As  is  the  case  with  all  salines  of  like  character,  this  has  no  outlet, 
the  water  that  comes  into  it  escaping  only  by  evaporation,  which 
process  goes  on  here  very  rapidly  for  two-thirds  of  the  year. 

While  most  of  the  water  contained  in  this  basin  is  subterranean, 
a  little  during  very  wet  winters  accumulates  and  stands  for  a  short 
time  on  portions  of  the  surface.  In  no  place,  however,  does  it 
reach  a  depth  of  more  than  a  foot  or  two,  hardly  anywhere  more  than 
3  or  4  inches. 

Within  the  limits  of  the  actively  producing  portion  of  the  marsh, 
■which  covers  an  oblong  area  of  about  1,700  acres,  the  water  stands 
■on  a  tract  of  some  300  acres  for  a  longer  period  than  it  does  ekewhere:  ■ 
but  even  here  it  nowhere  reaches  a  depth  of  more  than  a  foot. 

Between  this  300-acre  tract  and  the  main  flat  lying  a  little  lower 
there  interposes  a  slight  ridge,  which  prevents  the  surface  water  from 
escaping  to  the  lower  ground. 

The  water  of  the  lake  is  of  a  dark-brown  ixlor,  strongly  impreg- 
nated with  alkali,  and  has  a  density  of  28"  Baum^.  The  salts  ob- 
tained from  it  by  .crystallization  contain  carbonate  and  chloride  and 
borate  of  sodium,  with  a  large  percentage  of  oi^anic  matter. 

Summarized,  the  following  minerals  have  been  found  associated 
with  the  borax  occurring  in  the  Searles  Marsh:  Anhydrite,  calcite, 
celestite,  cerargyrite,  colemanite,  dolomite,  embolite,  gay-Iussite, 
glauberite,  gypsum,  halite,  hanksite,  natron,  soda,  niter,  sulphur, 
thenardite,  tincal,  and  trona,  the  most  of  these  occurring,  of  course, 
in  only  minute  quantities.    There  is,  however,  reason  to  believe 
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that  hanksite  will  yet  be  found  abundantly,  both  here  and  in  the 
uther  salines  of  this  region. 

The  submerged  tract  above  described  is  called  the  "  Crystal  Bed,'* 
the  mud  below  the  water  being  full  of  laige  crystals,  which  occur  in 
nests  at  irr^ular  intervals  to  a  depth  of  3  or  4  feet.  Many  of  these 
crystals,  which  consist  of  carboHfite  of  soda  and  common  salt  with 
a  considerable  percentage  of  borate,  are  of  large  size,  some  of  them 
measurii^  7  inches  in  length.  The  water  15  feet  below  this 
stratum  of  mud  contains,  according  to  Mr.  C.  N.  Hake,  who  made, 
not  long  since,  a  careful  examination  of  these  deposits,  carbonate  of 
soda,  borax,  and  salts  of  ammonia.  The  ground  in  the  immediate 
vicinity,  a  dry,  hard  crust  about  i  foot  thick,  contains,  on  the  same 
authority : 

Sand 50% 

Sulphate  of  soda 16% 

Common  salt 12% 

Carbonate  of  soda 10% 

Borax 12% 

The  borax  here  occurs  in  the  form  of  the  borate  of  soda  only,  no 
ulexite  (borate  of  lime)  having  yet  been  found. 

About  1890  it  was  discovered  that  these  marsh  deposits  were  all 
■  secondary,  the  borax  contents  being  derived  from  bedded  deposits 
in  the  Tertiary  lake  sediments  of  the  surrounding  hills.  The  marshes 
were,  therefore,  very  generally  abandoned  in  favor  of  the  beds.  These 
are  now  being  worked  by  the  Pacific  Coast  Borax  Company.  The 
most  important  deposit  thus  far  worked  is  at  a  locality  appropriately 
named  Borate,  some  12  miles  north  of  Daggett  in  the  old  Calico 
Mining  District. 

The  mineral  colemanite — the  borate  of  lime — occurs  in  beds 
of  from  3  to  5  feet  thickness  interstratified  with  lake  sediments 
which  are  themselves  composed  of  semi-indurated  clays,  sandstones, 
and  coarse  conglomerates  with  sheets  of  volcanic  tuffs  and  lava.  At 
the  mine,  according  to  Messrs.  W.  H.  Storms*  and  M.  R.  Campbdl,* 


'  Eleventh  Annual  Report  of  the  State  Mineralogist  of  California,  189a,  p.  34J. 
*BulIetiii  No.  300,  U.  S.  Geological  Survey,  Scries  A,  Economic  Geology,  17. 
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there  are  two  outcrops  of  the  colemantte  some  50  feet  apart,  repre- 
senting two  distinct  beds  or  perhaps  a  repetition  by  folding  of  what 
was  originally  one  and  the  same  bed.  The  beds  throughout  their 
■extent  vary  from  5  to  30  feet  in  thickness,  and  have  a  strike  approxi- 
mately east  and  west,  dipping  to  the  south  from  10°  to  45".  The 
lake  beds  extend  across  the  mountains  for  a  distance  of  8  miles,  but 
the  borax  deposit,  so  far  as  yet  discovered,  has  a  practical  limit  of 
not  above  a  mile  and  a  half.  The  illustration  here  given  conv^ 
better  than  words  an  idea  of  the  character  of  the  desolate  country  in 
■which  the  borax  occurs,  and  also  the  method  of  mining. 

Borax  in  the  form  of  colemanite  (pnceite)  has  been  found  about 
5  miles  north  of  Chetco,  in  Cuny  County,  Oregon,  the  material 
occurring  in  a  hard,  compact  form  in  layers  between  slate  and 
steatite,  sometimes  in  cavities  and  fissures  in  the  slate,  and  sometimes 
in  rounded  and  bowlder-form  masses  of  all  sizes  up  to  200  pounds' 
weight  in  the  steatite. 

A  borax  deposit  in  form  somewhat  resembling  the  marsh  deposits 
of  Nevada  and  California  already  referred  to  occurs  in  Harney 
County,  southeastern  Oregon.  The  region  is  extremely  flat  and 
bare  of  all  vegetation,  the  immediate  surface  of  the  ground  bemg 
covered  for  a  depth  of  several  inches  with  a  white  incrustation  con- 
sisting of  borate  of  soda  contaminated  with  carbonate,  Milphate, 
and  chloride  of  sodium.' 

The  chief  foreign  sources  of  borax  salts  are  Northern  Chile, 
Stassfurt  in  Germany,  Italy,  Asia  Minor,  and  Thibet. 

The  Chilean  mineral  is  ulexite  and  is  reported  as  occurrir^ 
throughout  the  province  of  Atacama  and  the  newly  acquired  por- 
tions of  Chile.  Ascotan,  which  is  now  on  the  borders  of  the  Republic, 
but  formerly  belonged  to  Bolivia,  and  Maricunga,  which  is  to  the 
north  of  Copeapo,  are  the  places  which  have  proved  most  successful 
commercially.  The  crude  material  occure  in  both  places  in  lagoons 
or  troughs,  which,  instead  of  being  entirely  filled  with  common 
salt,  as  is  usually  the  case  in  the  desert,  contain  zones  or  layers 
of  embedded  boronatrocalcite.  The  lagoons  of  Maricunga  lie 
about  64  kilometers  from  the  nearest  railway  station,  and  are  esti- 

'  W.  B.  Dennis,  £n|^neering  and  Mining  Journal,  April  z6,  1901,  p.  581. 
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mated  to  cover  3,000,000  square  meters.  The  boronatrocaldte  oc- 
curs in  beds  alternating  with  layers  of  salt  and  salty  earth. 

The  raw  material  contains,  in  the  form  of  gypsum  and  glauber- 
ite,  a  large  amount  of  calcium  sulphate. 

Dana  also  mentions  ulexite  as  occurring  in  the  form  of  rounded 
masses  from  the  size  of  a  hazelnut  to  that  of  a  potato  in  the 
diy  plains  of  Iquique,  where  it  is  associated  with  pickeringite, 
glauberite,  halite,  and  gypsum.  The  German  mineral  is  boracite- 
(stassfurtite)  and  is  found  in  small  granular  masses  associated  with 
the  salt  deposits  of  Stassfurt.  In  Italy  sassolite,  or  crystallized 
boric  acid,  has  long  been  obtained  by  the  evaporation  of  the  water 
of  hot  springs  in  Sienna,  in  Tuscany.  Concerning  the  deposits  of 
Asia  Minor  little  is  accurately  known.  The  mineral  is  pandennite 
(colemanite),  which  is  found  in  thick  white  lumps  at  Suzurlu,  south 
of  the  sea  of  Marmora.  Borax  or  tincal,  from  Thibet,  in  North- 
em  India,  was  probably  the  first  of  the  boron  salts  to  be  utilized.  It 
is  stated  to  be  brought  on  the  backs  of  sheep  from  the  lakes  in  which 
it  is  formed  across  the  Himalayas  to  the  siiipping  points  in  India. 

Methods  of  mining  and  manufacture. — At  the  East  Calico  Cole- 
manite Mine,  in  San  Bernardino  County,  the  mineral  is  taken  out  in 
the  same  maimer  as  ores  of  the  precious  metals.  Inclined  shafts  are 
sunk,  drifts  and  leveb  run,  and  stopes  carried  up  as  in  any  other  mine 
The  material,  when  hoisted  to  the  surface,  is  loaded  into  wagons 
and  hauled  to  Dagget,  whence  it  is  shipped  to  the  works  at  Alameda, 
where  it  is  purified. 

At  Searles's  marsh  the  overlying  crust  mentioned  constitutes 
the  raw  material  from  which  the  refined  borax  is  made.  The  method 
of  collecting  it  in  the  past  has  been  as  follows:  When  the  crust, 
through  the  process  of  efflorescence,  has  gained  a  thickness  of  about 
I  inch,  it  is  broken  loose  and  scraped  into  windrows  far  enough 
apart  to  admit  the  passage  of  carts  between  them,  and  into  which 
it  is  shoveled  and  carried  to  the  factory  located  on  the  northwest 
margin  of  the  flat,  i  to  2  miles  away. 

As  soon  as  removed,  this  incrustation  b^ins  again  to  form,  the 
water  charged  with  the  saline  matter  brought  to  the  surface  by  the 
capillary  attraction  evaporating  and  leaving  the  salt  behind.  This 
process  having  been  suffered  to  go  on  for  three  or  four  years,  a 
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crust  thick  enough  for  removal  is  again  formed,  the  supposition 
being  that  this  incrustation,  if  removed,  will  in  like  manner  go  on 
reproducing  itself  indefinitely.* 

At  the  Harney  County,  Oregon,  works  the  crude  material  is  care- 
fully shoveled  up  during  the  summer  into  small  conical  heaps,  the 
crust  continually  renewing  itself,  so  that  the  same  ground  is  worked 
over  repeatedly.  This  crude  material,  which  contains  from  5  to 
30  per  cent  boric  acid,  is  refined  by  throwing  into  tanks  of  hot  water 
into  which  small  amounts  of  chlorine  or  sulphuric  add  are  introduced. 
The  varioui  salts  are  all  dissolved  and  subsequently  separated  one 
from  another  by  fractional  crystallization. 


*  In  order  to  determine  the  proportionate  growths  of  the  various  salts  roatained 
in  this  crust  while  undergoing  this  recuperative  process,  analyses  nere  made  on  sam- 
ples representing  respectively  six  months',  two,  three,  and  four  years'  growth.  From 
the  ground  from  which  these  were  token  the  crust  had  beeo  removed  several  times 
during  the  preceding  twelve  years. 

The  analysis  of  samples  gave  the  following  results; 


Conitituent*. 
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11.7 
10.9 
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16.6 
Ills 
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.1.8 
10.9 

Carbonate  of  soda 

Sulphate  of  soda 
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100.0 
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From  this  list  it  will  be  seen  that  the  &jst  six  months'  growth  is  richest  in  bora^ 
and  that  the  proportion  of  carbonate  of  soda  to  borax  increases  with  time.  The- 
presence  of  so  much  sand  as  is  here  indicated  is  caused  by  the  high  winds  that  blow 
at  intervals,  bringing  in  great  quantities  of  that  material  from  the  mountains  to  the 
west.  This  sand,  it  is  supposed,  facilitates  the  formation  of  the  surface  crust  by 
keeping  the  ground  in  a  porous  condition. 
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XI.  URANATES. 


I.  ukanintte;  pitchblende. 
Composition  very  complex,  essentially  a  uranate  of  uranyl,  lead, 
thorium,  and  other  metals  of  the  lanthanum  and  yttrium  groups. 
The  mineral  is  unique  in  containing  nitrogen,  being  the  only  one 
ajnong  the  constituents  of  the  primary  rocks  of  the  earth's  ciust  in 
which  the  presence  of  this  element  has  been  thus  far  determined,' 
The  analyses  given  below  are  for  the  most  part  by  Hillebrand,  to 
whom  is  due  the  credit  of  a  large  share  of  the  present  knowledge 
on  the  subject. 
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Several  varieties  of  uraninite  are  recognized,  the  distinctions  being 
based  upon  the  relative  proportions  of  the  two  oxides  UO,  and 
UOj  (see  analyses  above).  Inasmuch,  however,  as  these  variations 
may  be  due  merely  to  oxidation  they  need  not  be  taken  into  considera- 
tion here.  When  crystallized  the  mineral  assumes  octahedral  and 
dodecahedral  forms,  more  rarely  cubes.  Hardness,  5.5;  specific 
gravity,  9  to  9.7.  Color,  grayish,  greenish  to  velvet-black,  streak 
brown;  fracture  conchoidal,  uneven.  The  massive  and  probably 
amorphous  variety,  containing  few  of  the  rarer  earths  and  no  nitrogen, 
is  known  under  the  name  of  pitchblende.  This  last  is  the  chief  com- 
mercial source  of  uranium  salts.  Through  oxidation  and  hydration 
the  mineral  passes  into  gummite,  a  gum-like  yellow  to  btown  or  red 
mineral  of  a  hardness  of  but  2.5  to  3  and  specific  gravity  of  3.9  to  4.2. 

'The  mineral  has  since  been  found  to  contain  Bome  o.aj  per  cent  of  the  new 
elements  helium  and  argon. 
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LocaUties  and  mode  of  occurrence. — Uraninite  occurs  as  a  pri- 
mary  constituent  of  granitic  rocks  and  as  a  secoadaty  mineral,  with 
sulphide  ores  of  silver,  lead,  gold,  copper,  etc.  In  this  last  form, 
accordii^  to  Dana,  it  is  found  at  Johanngeorgenstadt,  Marienberg, 
and  Schneeberg,  Saxony ;  at  Joachimsthal  and  Pribram,  in  Bohenua, 
and  Rezbllnya,  in  Hungary.  Considerable  quantities  have  been 
mined  from  the  tin-bearing  lodes  of  Cornwall,  England.  The 
crystallized  variety  broggerite  is  found  in  a  pegmatite  vein  near 
Annerod,  Norway,  and  the  variety  cleveite  in  a  feldspar  quarry  at 
Arendal.  In  the  United  States  the  mineral  has  been  found  in  small 
quantities  in  several  localities,  but  only  those  of  Mitchell  and  Yancey 
counties,  North  Carolina,  where  the  mineral  occurs  partially  altered 
to  gummite  and  uranaphane,  in  mica  mines;  Llano  County,  Texas; 
Black  Hawk,  near  Central  City,  Gilpin  County,  Colorado,  and 
the  Bald  Mountain  district  of  the  Black  Hills  of  South  Dakota  need 
here  be  mentioned.  Of  the  above  the  Cornwall  localities  are  at 
present  of  greatest  consequence,  havii^  during  1890  yielded  some 
22  tons  of  ore,  valued  at  some  ;£2,2oo  ($11,000).  During  1891,  it 
is  stated,  the  output  was  31  long  tons,  valued  at  ^620,  and  in  1892, 
37  tons,  valued  at  ^^740.  The  next  most  important  locaUty  is  that 
of  Joachimsthal,  in  Bohemia,  where  22.52  metric  tons  of  ore  were 
produced  in  1891  and  17-71  tons  in  1892,  the  value  being  some  1,000 
florins  a  ton. 

In  the  Cornwall  mines  the  pitchblende  is  stated'  to  occur  in  small 
veins  crossing  the  tin-bearing  lodes.  At  the  St.  Austell  Consols 
Mines  it  was  associated  with  nickel  and  cobah  ores;  at  Dolcoath 
with  native  bismuth  and  arsenical  cobalt  in  a  matrix  of  red  quartz 
and  purple  fluorspar;  at  South  Tresavean  with  kupfer-nickel,  native 
silver,  and  argentiferous  galena.  At  the  Wood  Lode,  Russell  dis- 
trict, in  Gilpin  County,  Cobrado,  pitchblende  was  found  in  the  form 
of  a  lenticular  mass  in  one  of  the  ordinary  gold-bearing  lodes  trav- 
ersing the  gneiss  and  mica  schists  of  the  district.  The  body  occurred 
some  60  feet  below  the  surface  and  was  some  30  feet  long  by  10  feet 
deep  and  10  inches  thick.  The  mass  yielded  some  4  tons  of  ore 
carryii^  70  per  cent  oxide  of  uranium. 

*  The  Mineral  Indusliy,  II,  p,  571. 
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Other  natural  uranium  compounds,  but  which  at  present  have 
no  use  in  the  arts,  are  as  below:  Torbemite,  a  hydrous  phosphate 
of  uranium  and  copper;  autunite,  a  hydrous  phosphate  of  uranium 
and  calcium;  zeunerite,  an  arsenate  of  uranium  and  copper;  urano- 
spinite,  an  arsenate  of  uranium  and  calcium;  uranocircite,  a  phos- 
phate of  barium  and  uranium;  phosphuranylite,  a  hydrous  uranium 
phosphate;  trdgerite,  a  hydrous  uranium  arsenate;  walpui:gite,  prob- 
ably an  arsenate  of  bismuth  and  uranium;  and  uranosphxrite,  a 
uranate  of  bismuth. 

Uses. — Uranium  is  never  used  in  the  metallic  state,  but  in  the 
form  of  oxides,  or  as  uranate  of  soda,  potash,  and  ammonia,  finds  a 
limited  application  in  the  arts.  The  sesquioxide  salt  imparts  to 
glass  a  gold-yellow  color  with  a  beautiful  greenish  tint,  and  which 
exhibits  remarkable  fluorescent  properties.  The  protoxide  gives  a 
beautiful  black  to  high-grade  [>orceIains.  The  material  has  also  a 
limited  application  in  photography.  Recently  the  material  has  been 
used  to  some  extent  in  making  steel  in  France  and  Germany,  but 
the  industry  has  not  yet  passed  the  experimental  stage.  It  has  been 
stated  that  the  demand,  all  told,  is  for  about  500  tons  annually. 
Should  larger  and  more  constant  sources  of  supply  be  found,  it  is 
probable  its  use  could  be  considerably  extended.  According  to 
Nordenskiold,  ^^50^00  worth  of  uranium  minerals  are  consumed 
every  year,  the  various  salts  produced  being  used  in  porcelain  and 
glass  manufacture,  in  photography,  and  as  chemical  reagents.* 

2.   CARNOTITE. 

The  name  camotite  was  given  in  1899  by  MM.  E.  Cumenge 
and  C.  Friedel  to  a  beautiful  canary-yellow  ocherous  pigment  which 
was  found  impregnating  a  siliceous  sandstone  in  Montrose  County, 
Colorado.  Material  from  the  same  and  other  sources  has  since  been 
examined  by  Dr.  W.  F.  Hillebrand'  whose  results  show  the  material 
to  be  not  a  simple  mineral  but  a  mixture  made  up  in  large  part  of 
an  impure  uranyl-vanadate  of  potash  and  the  alkaline  earths.    The 

*  The  mEiteri&]  hu  of  late — in  the  public  mind  at  least — possessed  an  almost  sen- 
sational interest  in  connection  with  the  discovery  o(  its  radio-active  pnqiettie^  and 
the  supposed  new  elements  radium  and  polonium. 

'  American  Journal  of  Science,  X,  August,  1900. 
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composition  of  material  from  (i)  the  Copper  Prince  claim,  Roe 
Creek,  and  (3)  the  Yellow  Boy  claim,  La  Sal  Creek,  and  in  Mon- 
trose County,  as  shown  by  HiUebrand's  analyses,  is  given  below: 
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Occurrence. — As  above  stated,  the  material  is  found  in  sandstone. 
F.  L.  Ransome  '  describes  the  La  Sal  Creek  deposit  as  occurring  in 
irr^ular  bunchy  pockets,  the  ore  bodies  being  usually  flat-lying 
streaks  but  a  few  inches  thick  grading  both  above  and  below  into 
the  common  light-bufi  sandstone,  the  camotite  gradually  dying  out 
until  the  rock  shows  no  trace  of  the  mineral.  At  Roe  Creek  the 
camotite  occurs  in  a  nearly  horizontal  sandstone  which  has  been 
cut  by  a  fault-plane  dipping  about  75°  N.  The  material  is  here 
found  in  the  hanging-wall  of  the  fissure  in  the  form  of  small,  irregular 
branches  in  a  loose  mass  of  crushed  sandstone  and  also  as  an  im- 

'  American  Journal  of  Sdence,  X,  Aufcust,  iqoo. 
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pregnation  of  some  of  the  finer  portions  of  the  bed,  the  impregnation, 
as  at  La  Sal  Creek,  taking  place  mainly  along  the  bedding  planes. 
In  all  cases  thus  far  reported  the  deposits  are  superficial  and  appar- 
ently result  "from  a  local  concentration  of  material  aheady  existing 
in  the  sandstone  .  .  .  under  conditions  determined  by  proidmity 
to  the  surface." 

XII.  SULPHATES. 
I.  barite;  heavy  SPAB. 

Composition. — BaSO„  =  sulphur  trioxide,  34,3  per  cent;  baryta, 
65,7  per  cent;   specific  gravity,  4.3  to  4.6;   hardness,  2.5  to  3.5. 

The  sulphate  of  barium  to  which  the  mineralogical  name  of 
barite  is  given  occurs,  as  a  rule,  in  the  form  of  a  white,  translucent  to 
transparent,  coarsely  crystalline  mineral,  about  as  hard  as  common 
calcite,  but  from  which  it  may  be  readily  distinguished  by  its  great 
weight  and  its  not  effervescing  when  treated  with  acid.  A  common 
form  of  the  mineral  is  that  of  an  a^regate  of  straight  or  somewhat 
curved  plates,  separating  readily  from  one  another  when  struck  with  a 
hammer,  and  cleaving  readily  into  rhomboidal  forms  much  like 
calcite.  It  is  also  found  in  globular  and  nodular  concretions,  stal- 
actitic  and  stalagmitic,  granular,  compact,  and  earthy  masses,  and 
in  single  and  clustered  broad  and  stout  crystals.  In  nature  the 
material  is  rarely  pure,  but  nearly  always  contaminated  with  other 
elements,  as  noted  in  the  following  analyses  of  samples  from  Fulton, 
Blair,  and  Franklin  counties,  Pennsylvania.' 
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'  Penns7lvaiiia  Second  Geoti^ical  Survey,  Chemical  Analyses,  pp.  368,  369. 
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Occurrence. — The  mineral  is  a  common  accompaniment  of  me- 
tallic ores,  but  as  such  has  not  proven  of  any  value  commercially. 
Such  deposits  as  have  been  worked  for  the  mineral  itself  are,  as  a 
rule,  pockety  or  lenticular  masses  mainly  in  limestone  and  following 
the  dip  and  strike  of  the  rocks  with  which  they  are  associated.  In 
Washington  County,  southwest  Virginia,  the  mineral  occurs  in 
coarsely  cleavable  masses  in  certain  beds  of  the  Cambrian  limestone, 
filling  irregular  fractures  or  at  times  replacing  the  limestone  itself. 
In  Tazewell  County,  this  same  State,  it  is  described  as  occurring 
in  a  series  of  lenticular  pockets  having  a  general  northeast-southwest 
strike,  and  dipping  from  20°  to  30°  toward  the  east.  The  general 
width  of  this  series  of  pockets  is  given*  as  from  100  to  200  or  more  feet 
and  occurring  over  an  area  some  4  miles  in  length.  The  pockets 
are  at  times  quite  distinct  from  one  another,  or  again  may  be  connected 
by  a  thin  seam  of  barite.  In  Madison  and  Gaston  counties,  North 
Carolina,  the  material  is  found  in  a  seam  or  vein  from  3  to  6  feet  in 
width  in  a  decomposed  schist. 

The  principal  localities  in  the  United  States  where  barite  has 
been  mined  on  a  commercial  scale  are  in  Connecticut,  Virginia, 
North  Carolina,  Tennessee,  and  Missouri,  though  the  fiist-named 
State  has  ceased  to  be  a  producer.  The  mining  is  almost  wholly  from 
open  cuts,  the  cheapness  of  the  material  mitigating  against  the 
expense  of  deep  mining.  When  occurring  in  limestone  the  material 
is  found  superficially  in  loose  nodules  and  fragments  embedded  in 
the  residual  clay  resulting  from  limestone  decomposition.  In  such 
cases  the  material  is  dug  from  open  trenches  and  cuts  rarely  of  such 
size  and  extent  as  to  be  called  a  mine.  In  Missouri  and  Tennessee 
the  mineral  is  often  associated  with  a  small  amount  of  galena. 

Preparation  and  uses.— The  mineral  is  washed  and  ground  like 
grain  between  millstones  and  used  as  an  adulterant  for  white  lead 
or  to  give  weight  and  body  to  certain  kinds  of  cloth  and  paper.  Con- 
siderable quantities  are  utilized  in  the  preparation  of  barium  salts 
for  various  chemical  purposes. 

According  to  a  writer  in  the  Mineral  Resources  of  the  United 
States  for  1885,  the  "floated"  or  "cream-floated"  barite  used  for 
paint  is  prepared  as  follows:  The  vude  mineral  as  mined  is  first 
'  J.  H.  Pratt,  Mberal  Resouices  of  the  United  States,  1901.  p.  915. 
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sorted  by  hand  and  cleaned,  after  which  it  is  crushed  into  pieces 
about  the  size  of  the  tip  of  one's  finger.  Next  it  is  refined  by  boiling 
in  dilute  sulphuric  acid  until  all  the  impurities  are  removed,  when  it 
is  washed  by  boiling  in  distilled  water  and  dried  by  steam.  It  is  then 
ground  to  flour,  mixed  with  water,  and  run  through  troughs  or  sluice- 
ways into  receiving  vats,  whence  it  is  taken,  again  dried  by  steam, 
and  barreled.  The  crude  material  is  worth  only  about  $3.50  per 
ton.' 

2.   GYPSUM. 

Composition. — CaS0(+2H,0,  =  sulphur  trioxide,  46.6  per  cent; 
lime,  32.5  per  cent;  water,  20.9  f>er  cent.  The  natural  mineral  is 
often  quite  impure  through  the  presence  of  organic,  ferruginous, 
and  aluminous  matter,  together  with  small  quantities  of  the  carbon- 
ates of  lime  and  magnesia  (see  analysis,  below).  Specific  gravity, 
2.3;  hardness,  1.5,  to  2.  Color,  usually  white  or  gray,  but  brown, 
black,  and  red  through  impurities.  The  softness  of  the  mineral,  which 
is  such  that  it  can  be  easily  cut  with  a  knife,  or  even  by  the  thumb 
nail,  is  one  of  its  most  marked  characteristics.  Three  principal 
varieties  are  recognized,  (i)  the  crystallized,  foliated,  transparent 
variety,  selenite,  (2)  the  fine  fibrous,  often  opalescent  variety, 
satin  spar,  and  (3)  the  common  massive,  finely  granular  variety, 
gypsum.  When  of  a  white  color  and  sufficiently  compact  for 
small  statues  and  other  ornamental  works,  it  is  known  as  alabaster, 
though  this  name  has  unfortunately  become  confounded  with  the 
calcareous  rock  travertine  and  stalagmite.' 

The  following  is  an  analysis  of  a  commercial  gypsum  from  Ottawa 
County,  Ohio,  as  given  by  Professor  Orton:' 

Lime 32-52 

Sulphuric  acid 45-56 

Water 30.14 

Magnesia 0.56 

Alumina 0.16 

Insoluble  residue 0.68 

Total 99.62 

'  The  MiDcnl  Industry,  VI,  1897,  p.  57, 

■  See  The  Onyx  Marbles,  their  Origin,  Uses,  etc..  Report  of  the  V.  S.  NaUoiuI 
Museum,  1893,  pp.  539-s8s- 

'  Geobgy  of  Ohio,  VI,  1888,  p.  700. 
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Origin. — Gypsum  in  considerable  quantities  occurs  associated 
onl]^  with  stratified  rocks,  and  is  regarded  mainly  as  a  chemical  de- 
posit resulting  from  the  evaporation  of  waters  of  inland  seas  and 
lakes;  it  may  also  originate  through  the  decomposition  of  sulphides 
and  the  action  of  the  resultant  sulphuric  acid  upon  limestone;  through 
the  mutual  decomposition  of  the  carbonate  of  lime  (limestone)  and 
the  sulphates  of  iron,  copper,  and  other  metals;  through  the  hydra- 
tion of  anhydrite  and  through  the  action  of  sulphurous  vapors  and 
solutions  from  volcanoes  upon  the  rocks  with  which  they  come  in 
contact.  According  to  Dana,'  the  gypsum  deposits  in  western  New 
York  do  not  form  continuous  layers  in  the  strata,  but'he  in  embedded, 
sometimes  nodular  masses.  In  all  such  cases,  this  authority  says, 
the  gypsum  was  formed  after  the  beds  were  deposited,  and  in  this 
particular  instance  are  the  product  of  the  action  of  sulphuric  acid 
from  springs  upon  the  limestone.  "This  sulphuric  acid,  acting  on 
limestone  {carbonate  of  lime),  drives  off  its  carbonic  acid  and  makes 
sulphate  of  lime,  or  gypsum;  and  this  is  the  true  theory  of  its  forma- 
tion in  New  York."  Dr.  F.  J.  H.  Merrill,  however,  regards  a  por- 
tion at  least  of  the  New  York  beds  as  a  product  of  dh-ect  chemical 
precipitation  from  sea  water.* 

The  gypsum  of  northern  Ohio  is  r^arded  by  Professors  New- 
berry and  Orton  as  a  deposit  from  the  evaporation  of  landlocked 
seas,  as  was  also  the  rock  salt  which  overlies  it.  By  this  same  proc- 
ess must  have  originated  a  large  share  of  the  more  recent  gypsuha 
deposits  of  the  Western  States. 

Geological  age  and  mode  oj  occurrence. — ^As  may  be  readily  inferred 
from  the  above,  beds  of  gypsum  have  formed  at  many  periods  of  the 
earth's  history,  and  are  still  forming  wherever  proper  conditions 
-exist.  The  deposits  of  New  York  State  occur  in  a  belt  extending 
-eastward  from  Cayuga  Lake  and  in  beds  belonging  to  the  Salina 
period  of  the  Upper  Silurian  Age.  The  rock  is  often  earthy  and 
impure,  and  is  used  nearly  altogether  for  land  plaster.  It  is  asso- 
-ciated  with  dark,  nearly  black,  limestones  and  shales  and  beds  of 
rock  salt.    In  southwest  Virginia,  along  the  Holston  River,  are  also 


*  Muiual  of  Geolc^,  p.  334, 

'  Bulletin  No.  11  of  the  New  York  Stale  MuseLm,  April,  1893. 
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beds  of  gypsum  associated  with  salt  and  referred  by  Dana  to  this 
same  horizon.  The  rock  is  mined  at  Saltville  in  Washington  County 
from  underground  pits,  and  is  used  mainly  for  fertilizing. 

Gypsum  deposits  of  varying  thickness  and  occurring  at  various 
depths  below  the  surface  are  found  continuous  over  thousands  of 
square  miles  in  northern  Ohio,  but  are  at  present  worked  only  in 
Ottawa  County  at  a  station  on  the  Lake  Shore  and  Michigan  South- 
em  Railway  which  bears  the  appropriate  name  of  Gypsum.  The 
associated  rocks  are  Lower  Helderberg  1  mestones  and  shales,  and 
the  beds,  which  vary  from  3  to  7  feet  in  thickness,  are  found  at  all 
depths  up  to  200  or  300  feet. 

The  following  is  a  section  of  the  Ottawa  County  beds  as  given  by 
Orton:' 

Feel. 

Drift  clays 12  to  r4 

No.  I .  Gray  rock,  carrying  land  plaster 5 

Blue  shale \ 

No.  2.  Bowlder  bed  carrying  gypsum  in  separate  masses 

embedded  in  shaly  limestone 5 

Blue  limestone,  in  thin  and  even  courses ...  1 

Ko.  3.  Main  plaster  bed 7 

Gray  limestone  in  courses 1 

No.  4.  Lowest  plaster  bed,  variable 3  to    5 

Mixed  limestone  and  plaster,  bottom  of  quarry. 

Sections  like  the  above  are  stated  to  be  capable  of  yielding  50,000 
tons  of  plaster  an  acre. 

The  purest  gypsum  of  the  region  occurs  in  No.  2,  the  bowlder 
bed,  as  given  above.  It  consists  of  calcareous  shales  through  which 
are  scattered  concretionary  balls  of  gypsum  varying  in  diameter  from 
6  to  24  inches.  This  pure  variety  is  used  mainly  for  terra  aiha;  about 
40  per  cent  of  the  total  product  has  in  years  past  been  calcined  for 
use  as  stucco  or  plaster  of  Paris  and  60  per  cent  for  land  plaster. 

At  Fort  Dodge,  in  Iowa,  is  a  deposit  of  quite  pure,  light-gray, 
regularly  bedded  gypsum,  resting  unconformably  upon  St.  Louis 
limestone  and  lower  coal  strata  and  overlam  by  drift.    It  is  supposed 

» Geological  Survey  of  Ohio.     Economic  Geology,  VI,  iSSS,  p.  698, 
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to  cover  an  area  of  some  35  square  miles.  The  material  was  at  one 
time  used  for  building  purposes,  but  proved  too  soft'  and  is  now 
used  mainly  for  land  plaster.     (See  Plate  XXIV.) 

There  are  large  deposits  of  gypsum  in  Michigan,  the  most  exten- 
sive, so  far  as  explored,  being  near  Grand  Rapids,  Kent  County,  in 
the  western  part  of  the  State,  and  at  Alabaster  Point,  in  Iosco  County^ 
on  the  eastern  margin  of  the  State.  At  both  localities  there  is  a 
succession  of  beds  beginning  at  or  near  the  surface  and  aggregating 
many  feet  in  depth.  The  beds  are  regarded  as  of  Carboniferous 
age.  The  following  section  shows  the  number  and  thickness  of  the 
beds  thus  far  discovered: 

Feet. 

Earth  stripping 20 

Gypsum 8 

Soft  shale,  slate i 

Gypsum 12 

Shale  or  day  slate *. 7 

Gypsum 6i 

do &l 

Slate,  shale 3i 

Gypsum 12} 

Shale  or  clay  slate i  J 

Gypsum pj 

Shale,  day  slate 8 

Total 98 

In  Kansas  are  notable  deposits  of  gypsum  associated  with  rocks 
regarded  by  Haworth*  as  of  Permian  age.  The  most  important 
beds  so  far  as  now  known  are  in  Marshall  and  Barber  counties. 
Southwest  of  Medicine  Lodge  in  the  last-named  county  the  material 
occurs  in  beds  from  20  to  30  feet  in  thickness  and  covering  many 
square  miles  of  territory. 

West  of  the  front  range  of  the  Rocky  Mountains  are  many  impor- 
tant beds  of  gypsum,  but  which  have  as  yet  been  but  little  exploited 

'  stones  for  Building  and  Decoration,  ad  ed.,  i897i  P-  76. 
'Mlnenl  Resources  of  Kansas,  1807. 
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owjag  to  cost  of  transportation,  there  being  but  little  local  demand. 
These  beds  so  far  as  yet  worked  are  mostly  of  more  receot  origin 
than  those  in  the  eastern  United  States,  many  being  of  Tertiary  or 
even  Quartemary  Age. 

Near  Fillmore,  Utah,  are  deposits  of  gypseous  sand  formed  by  the 
winds  blowing  up  from  the  dry  beds  of  playa  lakes  the  minute  crys- 
tals deposited  by  evaporation.  The  material  thus  blown  together 
forms  veritable  dunes  from  which  the  material  may  be  obtained  by 
merely  shoveling.  Prof.  I.  C.  Russell  has  estimated  these  dunes  to 
contain  not  less  than  450,000  tons  of  gypsum. 

Important  deposits  of  gypsum  also  occur  in  Colorado,  South 
Dakota,  Wyoming,  California,  New  Mexico,  and  Texas. 

Gypsum  is  a  very  abundant  mineral  in  New  Brunswick,  the 
deposits  being  numerous,  large,  and  in  general  of  great  purity.  They 
occur  in  all  parts  of  the  Lower  Carboniferous  district  in  Kings, 
Albert,  Westmoreland,  and  Victoria,  especially  in  the  vicinity  of 
Sussex,  in  Upham,  on  the  North  River  in  Westmoreland,  at  Martin 
Head  on  the  bay  shore,  on  the  Tobique  River  in  cliflFs  over  100  feet 
high,  and  about  the  Albert  Mines.  At  the  last-named  locality  the 
mineral  has  been  extensively  quarried  from  beds  about  60  feet  in 
thickness,  and  calcined  in  large  works  at  Hillsborough.* 

The  mineral  is  usually  met  with  in  very  irregular  masses,  asso- 
ciated with  red  marls,  sandstones,  and  limestones,  and  varies  much 
in  character.  At  Hillsborough,  in  the  quarries  being  worked,  ten  to 
fifteen  years  ago  there  was  exposed  a  total  head  of  rock  from  90 
to  100  feet,  of  which  about  70  feet,  forming  the  upper  portion,  con- 
sist mostly  of  "soft  plaster"  or  true  gypsum,  which  rests  on  beds  of 
hard  plaster  or  anhydrite  of  unknown  depth.  At  the  same  point  con- 
siderable masses  of  very  beautiful  snow-white  gypsum  or  alabaster 
are  also  met  with,  associated  with  the  varieties  named  above,  but 
comparatively  little  selenite,  while  at  Petitcodiac,  where  the  deposit 
has  a  breadth  of  about  40  rods  and  a  total  lei^h  of  about  i  mile, 
the  whde  is  fibrous  and  highly  crystalline  and  traversed  1^  a  vein 
of  neariy  pure  selenite,  8  feet  wide,  through  its  entire  extent.  The 
rode  on  the  Tobique  River,  which  rises  in  bluflEs  along  the  stream 

'  Dawion'B  Acadian  Geology,  p.  349. 
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some  30  miles  above  its  mouth,  is  mostly  soft,  granular  or  fibrous, 
and  of  a  more  decidedly  reddish  color  than  in  the  other  localities. 

Important  beds  of  gypsum  belonging  to  the  same  geological  hori- 
zon likewise  occur  in  Nova  Scotia,  particularly  at  Wentworth  and 
Montague  in  Hants  County,  at  Oxford,  River  Philip,  Plaster  Cove, 
Wallace  Harbor,  and  Bras  d'Or  Lake,  Cape  Breton.  At  Wentworth 
there  are  stated  to  be  "cliffs  of  solid  snowy  gypsum  from  icx)  to  200 
feet  in  height." 

Gypsum  deposits  occur  in  the  Onondaga  formations  of  Ontario, 
Canada,  and  are  exploited  along  the  Grand  River  between  Cayuga 
and  Paris.  The  mineral  here  occurs  in  lenticular  masses  vaiying 
from  a  few  yards  to  a  quarter  of  a  mile  in  horizontal  diameter  and 
from  3  to  7  feet  in  thickness. 

The  foreign  sources  of  gypsum  are  almost  too  numerous  to  men- 
tion. Important  beds  occur  in  Lincolnshire  and  Derbyshire,  Eng- 
land; near  Paris,  France;  in  Spain,  Italy,  Germany,  Austria,  and 
Switzerland.  The  Paris  beds  are  of  Tertiary  Age,  and  the  mineral 
carries  some  10  to  20  per  cent  of  carbonate  of  lime,  together  with 
silica  in  a  soluble  form.  The  presence  of  these  constituents  is  stated 
to  cause  the  plaster  to  set  much  harder,  permitting  it,  therefore,  to 
be  used  for  external  work.  The  Italian  gypsum  is  often  of  great 
purity.  The  finest  alabaster  is  stated  to  come  from  the  Val  di  Marmo- 
lago,  near  Castellina. 

Uses. — ^These  have  been  already,  in  part,  noted.  The  principal 
use  of  the  ordinary  massive  varieties  is  for  fertilizers  (land  plaster), 
and  in  the  manufacture  of  plaster  of  Paris,  or  stucco.  The  New 
York  material  is  also  used  in  the  preparation  of  the  so-called  adamant 
cement  for  wall  plaster. 

As  above  noted,  gypsum  is  but  little  used  for  building  purposes, 
being  too  soft.  Several  residences,  a  railway  station,  and  other 
minor  structures  are,  however,  stated  to  have  been  built  of  this  stone 
at  Fort  Dodge,  in  Iowa.  The  variety  satin  spar  is  sometimes  used 
for  small  ornamentations,  but  it  is  only  the  snow-white  variety  (ala- 
baster) that  is  of  any  economic  importance  as  an  ornamental  stone. 
The  main  use  of  alabaster  is  for  small  statues,  vases,  fonts,  and  small 
columns;  it  is  too  soft  for  exposed  positions  where  subjected  to 
much  wear.    At  present  there  are  not  known  any  deposits  of  ala- 
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baster  within  the  limits  of  the  United  States  which  are  of  sufficient 
purity  and  extent  to  be  of  commercial  value,  A  large  share  of  the 
alabaster  statuettes  now  on  our  markets  are  of  Italian  make  as  well  as 
of  Italian  materials. 

In  preparing  the  gypsum  for  market  the  stone  is  first  broken  in  a. 
crusher  into  pieces  of  the  size  of  a  hickory  nut,  after  which  it  is  ground 
between  millstones  (French  buhrstones)  to  a  proper  degree  of  fine- 
ness and  then  put  up  in  bags  or  barrels,  if  designed  for  land  plaster; 
if  for  stucco  it  is  calcined  after  being  ground.  This  process  is  in 
Michigan  carried  on  in  large  kettles  some  8  feet  in  diameter,  and 
capable  of  holding  about  14  barrels  at  a  charge.  The  powder  is 
heated  until  all  the  included  water  is  driven  off,  being  subjected  to 
constant  stirring  in  the  mean  time,  and  is  then  drawn  off  through 
the  bottom  of  the  kettles  and  conveyed  by  carrying  belts  and  spouts 
to  the  packing  room.' 

Under  the  name  of  "terra  alba"  (white  earth)  ground  gypsum 
is  used  as  an  adulterant  in  cheap  paints. 

The  commercial  value  of  gypsum  depends  mainly  on  accessibihty 
to  market.  In  1899  the  ground  material  was  quoted  at  $2.00  a 
ton  in  New  York.  In  Michigan  the  average  price  of  crude  material 
has  been  some  $1.25  a  ton,  and  for  calcined  plaster  (plaster  of  Paris) 
$3.00  to  $5.00  a  ton. 

3.   CELESTITE. 

Composition. — Sulphate  of  strontium,  SrSO„=sulphur  trioxide, 
43.6  per  cent;  strontia,  56.4  per  cent.  Hardness,  3  to  3.5;  specific 
gravity,  3.99;  color,  white,  often  bluish,  transparent  to  translucent. 
Differs  from  the  carbonate  (strontianite)  by  being  insoluble  in  acids, 
but  gives  the  characteristic  red  color  to  the  blowpipe  fiame. 

According  to  Dana  the  mineral  occurs  usually  associated  with 
limestones  or  sandstones  of  Silurian  or  Devonian,  Jurassic,  and 
other  geological  formations,  occasionally  with  metalliferous  ores.  It 
also  occurs  in  beds  of  rock  salt,  gypsum,  and  clay,  and  is  abundantly 
associated  with  the  sulphur  deposits  of  Sicily.  The  principal  locah- 
ties  in  the  United  States  are  in  the  limestones  of  Drummond  Island, 

'  See  MineTal  Statistics  of  Michigan,  1881,  for  details  of  pUster  work  at  that  State. 
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Lake  Huron;  Put-in-Bay,  Lake  Erie;  Kingston,  Ontario,  in  crystal- 
line masses,  and  in  radiating  fibrous  masses  in  the  Laurentian  forma- 
tions about  Renfrew,  Large  crystab  of  a  red  color  are  also  found 
in  Brown  County,  Kansas,  and  af  Lampasas  and  near  Austin, 
Texas.  Near  Bells  Mills,  Blair  County,  Pennsylvania,  the  mineral 
occurs  in  lens-shaped  masses  between  the  bottommost  beds  of  the 
Lower  Helderbei^  limestone.  On  South  Bass  Island,  in  Put-in- 
Bay,  Lake  Erie,  the  mineral  occurs  frequently  in  the  form  of  beautiful 
crystals  of  all  sizes  up  to  loo  pounds  in  weight,  transparent  to  trans- 
lucent, and  sometimes  of  a  fine  blue  color,  lining  the  walls  and  floor 
of  limestone  caverns. 

Uses. — Celestite  is  used  in  the  preparation  of  nitrate  of  strontia 
employed  in  fireworks,  its  value  for  this  purpose  being  due  to  the 
fine  crimson  color  it  imparts  to  the  flame.  Other  strontium  salts, 
prepared  either  from  celestite  or  strontianite,  are  used  in  refining 
beet  sugar.  Small  quantities  are  utilized  in  medicine.  The  demand 
for  the  material  is  very  small,  and  the  annual  product  in  the  United 
States  limited  to  40  tons  in  1901. 

4.    UIKABILITE  ;    GLAUBER   SALT. 

This  is  a  hydrous  sodium  sulphate,  Na^O<-|-ioH,0,  =  sulphur 
trioxide,  24.8  per  cent;  soda,  19.3  per  cent;  water,  55.9  per  cent. 
In  its  pure  state  white,  transparent  to  opaque;  hardness,  1.5  to  2; 
specific  gravity,  1.48.  Readily  soluble  in  water,  taste  cool,  then 
saline  and  bitter. 

Occurrence. — Aside  from  its  occurrence  in  soda  lakes  associated 
with  other  salts  as  described  later  this  sulphate  is  of  common  occur- 
rence as  an  efllorescence  on  limestones,  and  in  protected  places,  as 
in  Mammoth  Cave,  Kentucky,  may  accumulate  in  considerable 
quantities,  though  not  sufficient  to  be  of  economic  value.  Salt  Lake, 
Utah,  contains  a  proportionately  large  amount  of  this  sulphate, 
which  during  the  winter  months  b  precipitated  to  the  bottom,  whence 
it  is  not  infrequently  thrown  upon  the  shore  by  waves. 

According  to  Prof.  J.  E.  Talmage,'  when  the  temperature 
falb  to  a  certain  point,  the  lake  water  assumes  an  opalescent  appear- 

'  Science,  XTV,  1889,  p.  446- 

D,g,l,..cbyGOOglC 


334  THE  NON'METALUC  MINERALS. 

ance  from  the  separation  of  the  sulphate.  This  sinks  as  a  crystalline 
precipitate  and  much  is  carried  by  the  waves  upon  the  beach  and 
there  deposited.  Under  favorable  circumstances  the  shores  become 
covered  to  a  depth  of  several  feet  with  crystallized  mirabilite.  The 
substance  must  be  gathered,  if  at  all,  soon  after  the  deposit  first 
appears;  as,  if  the  water  once  rises  above  the  critical  temperature,, 
the  whole  deposit  is  taken  again  into  solution.  This  change  is  very 
rapid,  a  single  day  being  oftentimes  sufiBcient  to  effect  the  entire 
disappearance  of  all  the  deposit  within  reach  of  the  waves.  Warned 
by  these  circumstances,  the  collectors  heap  the  substance  on  the 
shores  above  the  lap  of  the  waters,  in  which  situation  it  is  compara- 
tively secure  until  needed.  To  a  slight  depth  the  mirabilite  efflo- 
resces, but  within  the  piles  the  hydrous  crystalline  condition  is  main- 
tained. The  sodium  sulphate  thus  lavishly  supplied  is  of  a  fair  degree 
of  purity,  as  will  be  seen  from  the  following  analyses  of  two  samples- 
of  the  crystallized  substance,  taken  from  opposite  shores  of  the  lake: 


Percent. 

Percent, 

43-o6o 
0-699 
0.407 
0.025 
o.jaa 

SS-760 

4I.3SS 
0.63, 

0.756 

Sodium  sulphate  (Na-SO.) 

Sodium  chloride  (NaCI) 

Calcium  sulphaW  (CaSOJ 

99-961 

99-757 

Some  14  miles  southwest  of  Laramie,  in  Albany  County,  Wyo- 
ming, there  exist  deposits  of  sulphate  of  soda,  such  as  are  locally 
known  as  "  lakes."  The  deposits  in  question  comprise  three  of  these 
lakes  lying  within  a  stone's  throw  of  one  another.  They  have  a 
total  area  of  about  65  acres,  the  local  n^mes  of  the  three  being  the 
Big  Lake,  the  Track  Lake,  and  the  Red  Lake.  Being  the  property 
of  the  Union  Pacific  Railroad  Company,  they  are  generally  known 
as  the  Union  Pacific  Lakes. 

In  these  lakes  the  sulphate  of  soda  occurs  in  two  bodies  or  layers. 
The  lower  part,  constituting  the  great  bulk  of  the  deposit,  is  a  mass 
of  crystals  of  a  faint  greenish  color  mixed  with  a  considerable  amount 
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of  black,  slimy  mud.    It  is  known  as  the  "solid  soda,"  of  which  aa 
analysis  is  given  below. 


Nr-SO.. 
CaSO.. 


Insoluble  residue  (at  ti 


81.63 
1.64 


99.16 


Total  chloride  calculated  as  NaQ  equals  1.16  per  cent.  This,  calculated  on  100 
parts  anhydrous  NajSO^  equals  3.3a  per  cent  NaCl. 

This  solid  soda  is  stated  to  have  a  depth  of  some  20  or  30  feet. 
Above  the  solid  soda  occurs  the  superficial  layer  of  pure  white 
crystallized  sulphate  of  soda.  This  is  formed  by  solution  in  water 
of  the  upper  part  of  the  lower  body,  the  crystals  being  deposited  by 
evaporation  or  by  cooling,  or  by  the  two  combined-  A  Uttle  rain  in 
the  spring  and  autumn  furnishes  this  water,  as  do  also  innumerable 
small,  sluggishly  {lowing  springs  present  in  all  the  lakes.  But 
on  account  of  the  dry  air  of  this  arid  region  the  surface  is  generally 
dry,  or  nearly  so,  and  in  midsummer  the  white  clouds  of  efflorescent 
sulphate  that  are  whirled  up  by  the  ever-blowing  winds  of  Wyoming 
can  be  seen  for  miles.  Even  should  there  be  a  Uttle  water  present 
there  is  no  difficulty  in  gathering  the  crystals  by  the  train  load.  The 
spring,  however,  is  the  worst  season  of  the  year,  on  account  of  the 
warm  weather  and  of  the  rains — conditions  unfavorable  to  the 
formation  of  crystals.  The  layer  of  this  white  sulphate  is  from 
3  to  12  inches  in  thickness.  When  the  crystals  are  removed 
the  part  laid  bare  is  soon  replenished  by  a  new  crop. 

The  following  is  an  analysis  of  the  purest  of  this  white  sulphate 
of  soda,  calculated  upon  an  anhydrous  basis,  that  being  the  con- 
dition, of  course,  in  which  it  would  be  used: 

Na^O, 99.73 

MgCl, 26 

Insoluble Trace. 

99.99 
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Below  is  given  an  analysis  of  the  water  of  the  Track  lake: 
Density=  i4i°  Tw.  (=1.0725  specific  gravity).    Ten  cubic  centi- 
meters contain: 

Grams.       Per  Cent. 

Na,SOj 0.7563=  92.23 

CaSO< '. 0.0146—     1.79 

MgSO, 0.0070  =-       .85 

MgCl, 0.0300  =     3.66 

Na^,Oj 0.0121=     1.47 

Total  solids 0.8200    100.00 

Total  solids  by  evaporation,    0.8240 

One  cubic  foot  of  this  water  contains  10.72  pounds  of  pure  crys- 
tallized sulphate  of  soda.' 

Other  soda  deposits  occur  in  Carbon  and  Natrona  counties,  and 
still  others  are  reported  in  Fremont,  Johnson,  and  Sweetwater 
counties. 

It  has  been  stated  '  that  glauber  salts  has  been  found  on  the 
bottom  of  Bay  of  Kara  Bougas,  an  inlet  of  the  Caspian  Se&,  in 
deposits  sometimes  a  foot  in  thickness. 

5.    GLAUBEKTIE. 

Composilion. — Sodium  and  calcium  sulphate.  Na^O,.CaSO„  — 
sulphur  trioxide,  57.6  per  cent;  lime,  20.1  per  cent;  soda,  22.3  per 
cent.  This  is  a  pale  yellow  to  gray  salt,  partially  soluble  in  water 
— leaving  a  white  residue  of  sulphate  of  lime — and  with  a  siightly 
saline  taste.  On  long  exposure  to  moisture  it  falls  to  pieces,  and 
hence  is  to  be  found  only  in  protected  places  or  arid  areas.  It  occurs 
associated  with  other  sulphates  and  carbonates,  as  with  thenardite 
and  mirabilite  at  Borax  Lake,  in  San  Bernardino  County,  California, 
and  with  halite  in  rock  salt  at  Stassfurt  and  other  European  locali- 
ties. 

6.   THEKASDITE. 

Composition. — Anhydrous  sodium  sulphate.  Na^O,,  =  sulphur 
trioxide,  43.7  percent;  soda,  56.3  per  cent.     Color  when  pure,  white, 

>  Journal  of  ihe  Franklin  InstiHite,  CXXXV,  1893,  pp.  53,  5^,  56. 
'  Engmeering  and  Mining  Journal,  LXV,  1898,  p.  310. 
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translucent  to  transparent;  hardness,  2  to  3;  specific  gravity,  2.6S; 
brittle.  In  cruciform  twins  or  short  prismatic  forms  roughly  striated. 
Readily  soluble  in  water.  Is  found  in  various  arid  countries,  as  on 
the  Rio  Verde  in  Arizona,  at  Borax  Lake,  California,  and  Rhodes 
Marsh  in  Nevada,  associated  with  other  salts  of  sodium  and  boron. 

7.  epsoktte;  epsoh  salts. 

Composition, — Sulphate  of  magnesia  MgS0,+  7H,0,=sulphur 
trioxide,  32.5  per  cent;  magnesia,  16.3  per  cent;  water,  51.2  per 
cent. 

This  is  a  soft  white  or  colorless  mineral  readily  soluble  in  water 
and  with  a  bitter  saline  taste.  It  is  a  constant  ingredient  of  sea 
water  and  of  most  mineral  waters  as  well.  Being  readily  soluble  it 
is  rarely  met  with  in  nature  except  as  an  efflorescence  in  mines  and 
caves.  In  the  dry  parts  of  the  hmestone  caverns  of  Kentucky,  Ten- 
nessee, and  Indiana  it  occurs  in  the  form  of  straight  acicular  needles 
in  the  dirt  of  the  floor,  and  in  peculiar  recurved  fibrous  and  columnar 
forms  or  in  loose  snow-white  masses  on  the  roofs  and  walls.  In  all 
these  cases  it  is  doubtless  a  product  of  sulphuric  acid  set  free  from 
decomposing  pyrites  combining  with  the  magnesia  of  the  limestone. 
It  is  stated  that  at  the  so-called  "alum  cave"  in  Sevier  County, 
Tennessee,  masses  of  epsomite,  very  pure  and  nearly  a  cubic  foot 
in  volume  have  been  obtained.  The  material  in  all  these  cases  js  of 
little  value,  the  chief  source  of  the  commercial  supply  being  that 
obtained  as  a  by-product  during  the  manufacture  by  evaporation 
of  common  salt  (sodium  chloride). 

In  Albany  County,  Wyoming,  are  several  lakes,  the  lai^est  of 
which  has  an  area  of  but  some  90  acres,  in  which  deposits  of  epsom 
salts  are  formed  on  a  very  large  scale,  but  which  are  of  little  com- 
mercial value,  owing  to  cost  of  transportation.  The  material  forms 
compact,  almost  snow-white  aggregates  of  small  acicular  crystab 
of  a  high. degree  of  purity. 

According  to  Prof.  W.  C.  Knight,'  the  deposits  are  situated  upon 
a  high  plateau  about  three  miles  north  of  Rock  Creek,  and  he  in  a 
huge,  undrained  depression  that  is  deepest  at  its  southern  end,  where 

'  Eujpneering  and  Mining  Journal,  Febniaiy  14,  tgoj. 
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it  is  about  two  miles  wide  and  lies  a  hundred  feet  or  more  below 
the  level  of  the  surrounding  country.  From  this  deepest  portion  a 
rather  broad,  shallow  valley  extends  to  the  northwest  for  several 
miles  and  contains  numerous  small  and  a  few  larger  deposits  of  sodium 
and  magnesium  salts  which  have  for  a  long  time  been  tributary  to 
the  large  epsomite  deposit  of  about  90  acres  in  extent  occupying 
the  lowest  basin. 

The  deposits  are  often  covered  with  water  in  early  spring  or 
after  a  hard  storm,  but  this  soon  evaporates  and  leaves  them  soUd 
epsomite  or  an  accumulation  of  mud,  sand,  and  epsomite,  the  depth 
of  which  has  been  found  by  diggii^  to  exceed  ten  feet. 

Knight  regards  the  salts  as  having  been  derived  from  the  decom- 
posing Triassic  or  Permian  red  sandstones  which  prevail  in  the 
vicinity,  the  material  having  been  leached  out  and  transported  by 
water.  Both  epsomite  and  mirabilite  occur  in  the  rocks  and  are 
separated  from  one  another  by  a  natural  method  of  differential 
crystallization,  the  epsomite  being  more  soluble,  remaining  longest 
in  solution  and  beii^  laid  down  at  a  greater  distance  from  the  original 
source. 

The  composition  of  the  deposits  is  shown  in  the  accompanying 
analyses  by  Br.  Slosson  of  the  University  of  Wyomii^,  No.  i  being 
taken  from  near  the  head  of  the  gulch,  and  No.  6  from  the  lai^ 
deposit  at  the  greatest  distance  from  the  source,  the  others  from 
intermediate  points: 


No.  I. 

N0.1. 

No.  3. 

No.  4- 

No.,. 

No.  6. 

9S-46 
o.»8 
4.26 

93.54 
0.28 
S'9 
1.89 

50.90 
o-So 
48.60 

S0.I6 

39.18 

59-8^ 

'^'% 

70.lt 

C(SO. 

8.   POLYHALITE.      9.   KAIMTE.      lo.   KIESEKITE. 

For  description  of  these  minerab  see  under  Halite,  p.  50. 


Under  this  head  are  included  a  variety  of  minerals  consisting 
essentially  of  hydrous  sulphates  of  aluminum  or  iron,  with  or  with- 
out the  alkaUes,  and  which  are  not  always  readily  distinguished 


.y  Google 


from  one  another  but  by  quantitative  analyses.  The  principal  varie- 
ties are  kaUnite,  tschennigite,  mendozite,  pickeringite,  apjohnite, 
halotrichite,  and  alunogen.  Aluminite  and  alunite  are  closely 
related  chemical  compounds,  but  differ  in  hardness  and  general 
physical  qualities  and  in  being  insoluble  except  in  acids. 

Although  possible  sources  of  alum,  none  of  these  minerals  have 
been  to  any  extent  utilized  in  the  United  States,  owing  to  a  lack 
of  quantity  or  inaccessibility,  the  main  source  of  the  alum  of  commerce 
being  cryolite,  bauxite,  and  clay,  as  elsewhere  noted. 

Kalinite  is  a  native  potash  alum;  composition  K^04.Al,(SO|),+ 
34H,0,  =  sulphur  trioxide,  33.7  per  cent;  alumina,  10.8  per  cent; 
potash,  9.9  per  cent;  water,  45.6  per  cent,  or,  otherwise  expressed, 
potassium  sulphate,  18.1  per  cent;  aluminum  sulphate,  36.3  per 
cent;  water,  45.6  per  cent.  Hardness,  2  to  2.5;  specific  gravity, 
1.75.  This  in  its  pure  state  is  a  colorless  or  white  transparent 
mineral,  crystallizing  in  the  isometric  system,  readily  soluble  in 
water,  and  characterized  by  a  strong  astringent  taste.  In  nature 
it  occurs  as  a  volcanic  sublimation  product,  or  as  a  secondary  mineral 
due  to  the  reaction  of  sulphuric  acid  set  free  by  decomposing  iroii 
pyrites  upon  aluminous  shales.  Its  common  mode  of  occurrence  is, 
therefore,  in  volcanic  vents  or  as  an  efflorescence  upon  pyritiferous 
and  aluminous  rocks.  Being  so  readily  soluble,  it  is  to  be  found  in 
appreciable  amounts  in  humid  regions  only  where  protected  from 
the  rains,  as  in  caves  and  other  sheltered  places.  So  far  as  known 
to  the  author,  the  mineral  is  nowhere  found  native  in  such  quantities 
as  to  have  any  great  commercial  value. 

Tsctaermigite  is  an  ammonia  alum  of  the  composition 
(NH()jSO4.Alj(S0,),+  24H,O,  =  aluminum  sulphate,  37.7  per  cent; 
ammonium  sulphate,  14.6  per  cent ;  water,  47.7  per  cent.  So  &r  as 
reported  this  salt  has  been  found  only  at  Tscherm^  and  in  a 
mine  near  Dux,  Bohemia.  It  is  obtained  artificially  from  the 
waste  of  gas  works.  Bfendozite  b  a  soda  alum  of  the  composition 
Na,SO,.Al,(SO,),-|-24H,0,-sodium  sulphate,  15.5  percent;  alumin- 
um sulphate,  37.3  per  cent ;  water,  47.2  per  cent.  The  mineral  closely 
resembles  ordinary  alum,  and  has  been  reported  from  Mendoza,  in 

'  Bulletin  No.  14,  October,  1S9  3,  Wyoming  Eiperiment  Station. 
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the  Argentine  Republic,  hence  the  name.  Pickerii^te  is  a  mag- 
nesium alum  of  the  composition  MgSO(.Ali(SO,),-|-22H,0,  =  alu- 
minum sulphate,  39.9  per  cent;  magnesium  sulphate,  14  per  cent; 
water,  46.1  per  cent.  The  mineral  is  of  a  white,  yellowish,  or 
sometimes  faintly  reddish  color,  of  a  bitter,  astringent  taste,  and  occurs 
in  acicular  crystals  or  fibrous  masses.  Halotrichite  has  the  composi- 
tion FeSOj.Al,(SO«),+  24H,0,  =  aluminum  sulphate,  36.9  per  cent; 
ferrous  sulphate,  16.4  per  cent;  water,  46.7  per  cent.  The  mineral 
is  of  a  white  or  yellowish  color,  and  of  a  silky,  fibrous  structure, 
hence  the  name  from  the  Greek  word  aAs,  salt,  and  Sp^,  a  hair. 
Apjohnlte  has  the  fonnula  MnSO,.Al,(SO,),+  24H,0,=- manganese 
sulphate,  16.3  per  cent;  aluminum  sulphate,  37  per  cent;  water,  46.7 
per  cent.  It  occurs  in  silky  or  asbestiform  masses  of  a  white  or  yel- 
lowish color,  and  tastes  like  ordinary  alum.  It  has  been  found  in 
considerable  quantities  in  the  so-called  "Alum  cave"  of  Sevier 
County,  Tennessee.    According  to  SaSord : ' 

"This  is  an  open  place  under  a  shelving  rock.  .  .  .  The  slates 
around  and  above  this  contain  much  pyrites,  in  fine  particles  and 
even  in  rough  layers.  .  .  .  The  salts  are  formed  above  and  are 
brought  down  by  trickling  streams  of  water.  .  .  .  Fine  cabmet 
specimens  could  be  obtained,  white  and  pure,  a  cubic  foot  in 
volume." 

Dana  states  that  the  cave  is  situated  at  the  headwaters  of  the 
Little  Pigeon,  a  tributary  of  the  Tennessee  River,  and  that  it  is  prop- 
erly an  overhanging  cliff  80  or  100  feet  high  and  300  feet  long,  under 
which  the  alum  has  collected.  It  occurs,  according  to  this  authority, 
in  masses,  showii^  in  the  cavities  fine  transparent  needles  with  a 
silky  luster,  of  a  white  or  faint  rose  tinge,  pale  green  or  yellow. 
Epsomite  and  melanterite  occur  with  it.  Alonogea  has  the  compo- 
sition Al,(S04),-|-i8H,0,- sulphur  trioxide,  36  per  cent;  alumina, 
15.3  per  cent;  water,  48.7  per  cent;  hardness,  1.5  to  2;  specific 
gravity,  1.6  to  1.8.  This  is  a  soft  white  mineral  of  a  vitreous  or 
silky  luster,  soluble  in  water,  and  with  a^aste  tike  that  of  the  common 
alum  of  the  drug  stores.  It  occurs  in  nature  both  as  a  product 
of  sublimation  in  volcanic  regions,  and  as  a  decomposition  product 

'  Geology  of  TenneasK,  iS6g,  p.  197. 
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from  iron  pyrites  (iron  disulphide)  in  the  presence  of  aluminous 
shales.  So  far  as  the  present  writer  is  aware,  the  native  product 
has  no  commercial  value,  being  found  (oa  account  of  its  ready 
solubility)  in  too  sparing  quantities  in  the  humid  Ea^t,  while  the 
known  deposits  in  the  arid  r^ions  are  remote  and  practically  inac- 
cessible. A  white,  fibrous  variety  is  stated  by  Dana  to  occur  in  large 
quantities  at  Smoky  Mountain,  in  North  Carolina,  and  lai^e  quan- 
tities of  an  impure  variety,  often  of  a  yellowish  cast,  are  found  in 
Grant  County,  on  the  Gila  River,  about  40  miles  north  of  Silver 
City,  New  Mexico.  The  mineral  is  also  found  in  Crooke  and 
Fremont  counties,  Wyoming;  in  Schemnitz,  Hungary,  and  in  Japan. 
According  to  W.  P.  Blake,'  the  Gila  River  deposit  occurs  in  a 
region  of  about  one-half  mile  square  occupied  mainly  by  volcanic 
beds  lying  nearly  horizontally.  Extensive  solfataric  action,  or  pos- 
sibly decomposition  of  disseminated  pyrite,  have  resulted  in  the 
production  of  de[>osits  of  the  aluminous  sulphate  in  the  form  of  a 
crust  upon  the  outer  portions  of  the  rocks,  attended  by  the  deposition 
of  siliceous  crusts  and  the  separation  of  ferric  sulphate,  while  the 
rocks  traversed  by  the  solutions  have  been  deprived,  in  part  at  least, 
of  their  silica  and  alkalies,  with  the  formation  of  bauxite.  The 
alunogen  is  usually  bluish  white,  granular,  but  non-ciystalline. 

Material  from  this  locality,  analyzed  in  the  laboratories  of  the 
United  States  Geological  Survey,  yielded  results  as  below:' 

Alumina  (A1,0,) iS-S^ 

Sulphur  trioxide  (SO,) 34-43 

Water  (H,0) 43.56 

Insoluble  residue ■   7.6a 

Total 100.13 

An  asbestiform  halotrichite  from  the  same  locality  yielded: 

Alumina  (A1,0,) 7.27 

Iron  protoxide  (FeO) 13-59 

Sulphur  trioxide  (SO,) 37'i9 

Water. 40.62 

Insoluble  residue 0.50 


Total.. 


99.17 


'TrwisactionsoftheAinericanlnstiluleof  Mining  Engineers,  XXIV,  1894,  j 
'  American  Joumiil  of  Science,  XX\1II,  1884,  p.  a^. 


D,g,l,..cbyGOOglC 


34».  THE  NON-METALLIC  MINERALS. 

In  New  South  Wales  alunogen  is  commonly  met  with  as  an  ^o- 
rescence  in  caves  and  under  sheltered  ledges  of  the  Coal  Measure 
sandstone,  usually  with  epsomite,  as  at  Dabee,  County  Phillip; 
Wallerawang  and  Mudgee  road,  County  Cook;  the  mouth  of  the 
Shoalhaven  River,  and  other  places.  It  is  also  found  in  the  crevices 
of  a  blue  slate  at  Alum  Creek,  and  at  the  Gibraltar  Rock,  County 
Argyle,  and  occurs  as  a  deposit,  with  various  other  salts,  from  vol- 
canic vents  at  Mount  Wingen,  County  Brisbane,  together  with 
native  sulphur  in  small  quantities;  and  at  Appin,  BuUi,  and  Pitt 
Water,  County  Cumberland;  Cullen  Bullen,  in  the  Turon  district, 
County  Roxburgh;  Tarcutta,  County  Wynyard;  Manero;  Wingello 
Siding,  and  Capertee. 

A  specimen  in  the  form  of  fibrous  masses,  made  up  of  long,  acicular 
crystals  of  a  white,  silky  luster,  Hke  satin  spar,  found  as  an  efflores- 
cence in  a  sandstone  cave  near  Wallerawai^,  was  found  to  have  the 
following  composition: 

Water 47-58s 

Matter  insoluble  in  water i  .079 

Alumina 15-198 

Sulphuric  acid 34-635 

Soda. ■- 931 

Potash 337 

Loss 235 

Total 100.000 

Alumipite. — Aluminite  is  a  dull,  lusteriess,  earthy  aluminum  sul- 
phate of  the  composition  indicatedb  y  the  formula  Al,0,-S0„9H,O, 
=sulphur  trioxide,  23-3  per  cent;  alumina,  29.6  per  cent;  water, 
47.1  per  cent.  It  is  soluble  only  in  acids,  white  in  color,  opaque, 
and  occurs  mainly  in  beds  of  Tertiary  and  more  recent  clays. 

Altinite.— Composition  K,0.3Al,O,-4S0„6H,O,  =  sulphur  triox- 
ide, 38.6  per  cent;  alumina,  37.0  per  cent;  potash,  11.4  per  cent; 
water,  13.0  per  cent.  Hardness,  3.5  to  4;  specific  gravity,  a-58  to  2.75, 
This  mineral  occurs  native  in  the  form  of  a  fibrous,  or  compact, 
finely  granular  rock  of  a  dull  luster  somewhat  resembling  certain 
varieties  of  aluminous  limestones.  It  is  infusible,  and  soluble  only 
in  sulphuric  acid-  The  more  compact  varieties  are  so  hard  and 
tough  as  to  be  used  for  millstones  in  Hungary.    No  deposits  of  such 
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extent  as  to  be  of  economic  importance  are  known  within  the  limits 
of  the  United  States.  Alunite  as  an  alteration  product  of  rhyoUte 
has  been  described  by  Whitman  Cross  *  as  occurring  at  the  Rosita 
Hills  in  Colorado,  the  alteration  being  brought  about  through  the 
influence  of  sulphurous  vapors  incident  to  the  volcanic  outbursts. 
The  aUered  rhyolite  as  shown  by  analyses  had  the  following  compo- 
sition: SiUca,  65.94  per  cent;  alumina,  ia.95  per  cent;  potash,  2.32 
percent;  soda,  i.igper  cent;  sulphurtrioxide,  13.47  percent;  water, 
4.47  per  cent;  Fe,0„  etc.,  0.55  per  cent.  This  indicates  that  the 
rock  is  made  up  of  alunite  and  quartz,  in  the  proportion  of  about 
one-third  of  the  former  to  two-thirds  of  the  latter.  The  most  noted 
occurrences  of  alunite  are  at  Tolfa,  near  Rome;  Montioni,  in  Tus- 
cany, Italy;  Musaz,  in  Hungary;  on  the  islands  of  Milo,  Argentiera, 
and  Nevis,  in  the  Grecian  Archipelago;  Mount  Dor^,  in  France,  and 
at  Bulledelah,  in  New  South  Wales.  At  the  last-named  locality  the 
mineral  occurs  in  compact,  micro-crystalline  forms  of  a  slight  flesh- 
pink  tint,  in  a  large  deposit  forming  the  summit  of  a  ridge  about 
three-fourths  of  a  mile  long  by  one-half  a  mile  wide,  and  rising  about 
1,000  feet  above  the  level  of  LyaU  Creek,  on  which  it  is  situated. 
Viewed  from  the  creek  it  presents  a  massive  outcrop  resembling 
Limestone.  It  yields  from  60  to  80  per  cent  of  alum  upon  roasting, 
lixiviating,  and  evaporating.* 

Alunite  from  the  mines  at  Tolfa  varies  considerably  in  composi- 
lion.  The  crystallized  variety  contains  about  3a  per  cent  alumina, 
whereas  the  cruder  specimens  which  contain  a  large  quantity  of  siUca 
have  only  about  17.5  per  cent.  The  following  is  an  analysis  of  an 
average  sample:' 

Alumina 37.60 

Sulphuric  acid 29.74 

Potash 7.55 

Water. 11.20 

Iron 1.20 

Silica 22.71 

Total 100.00 

'  .\nicrCcan  Journal  o(  Science,  XI.I,  1891,  p.  468. 

'Calalopieof  New  South  Wales  Exhibiu,  World's  Columbian  Exposition,  Chicago 
893,  Depl.  E,  p.  358. 

'  Journal  of  the  Societv  of  Chemical  Industry,  I,  iSSi,  p.  501. 
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Altun  Slate  or  Shale  is  a  name  given  to  fine-grained  arena- 
ceous rocks  of  variable  composition,  but  consisting  essentially  of 
siliceous  and  feldspathic  sands  and  clays  with  disseminated  iron 
pyrites.  The  following  analyses  from  Bischofs  Chemical  Geology 
will  serve  to  show  their  vaiyir^  nature : 


I- 

II. 

III. 

65-44 
14.87 
1.0s 

'-M 
4S9 

.48 

UndM. 

7*-40 
.6.45 

5»i3 
'0-73 
2.37 

IJX) 

lime 

Undet. 

7-S3 
aS-«4 

Carbon  and  water. 

(I)  An  alum  slate  from  Opsloe,  near  Christiaoia,  Norway,  (II)  t 
and  (III}  from  Gamsdori,  near  Saalfeld,  Prussia. 

Concerning  No.  Ill  it  is  stated  that  on  the  roof  of  the  adit,  driven 
into  the  slate,  there  are  almost  everywhere  yellow  or  white  opaque 
stalactites,  and  more  rarely  a  green  transparent  deposit  is  produced. 
Both  consist  of  hydrated  basic  sulphate  of  alumina  and  peroxide  of 
iron.  In  the  former,  iron  predominates;  in  the  latter,  alumina. 
Both  substances  are  quite  insoluble  in  water. 

From  shales  and  slates  of  this  type  the  alum  is  obtained  by 
allowing  the  crushed  material  to  undergo  prolonged  weathering  or 
a  roasting  process.  The  essential  part  of  the  reaction  consists  in 
oxidizing  the  bisulphide  to  the  condition  of  a  sulphate  and  finally 
into  iron  sesquioxide,  with  separation  of  free  sulphuric  acid,  which 
attacks  the  alumina,  forming  an  equivalent  quantity  of  sulphate  of 
aluminum.  So  far  as  is  known  this  process  is  not  now  carried  on 
in  the  United  States. 

The  alum  shale  of  the  English  Upper  Liassic  formation  consists 
of  hard  blue  shale  with  cement  stones.  On  exposure  to  the  air  it 
gradually  becomes  incrusted  with  sulphur,  and  occasionally  with 
alum. 

In  composition  the  alum  shale  b  as  follows: 
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Iron  sulphide 8.50 

Silica 51.16 

Iron  protoxide ;  6.ri 

Alumina. 18.30 

Lime 2.15 

Magnesia 0.90 

Sulphuric  acid 2.50 

Potash Trace. 

Soda. Trace. 

Carbon 8.29 

Water 2.00 

Total 99-91 

From  this  shale  potash-alum  was  formerly  made  near  Whitby 
and  Redcar,  the  aluminum  sulphate  being  extracted  from  the  shale, 
and  the  potash-salt  being  added.  The  trade  which  since  the  days 
of  Queen  Elizabeth  has  been  lai^ely  carried  on,  has  now  almost 
passed  away,  as  alum  is  now  manufactured  in  other  places  from  coal 
shale.  Alum  works  formerly  existed  at  the  Peak,  Robin  Hood's 
Bay,  Stow  Brow,  Sandsend,  Kettleness,  Lofthouse  (Loftus),  Oa- 
motherly,  etc.* 


Xm.    HYDROCARBON  COMPOUNDS. 

TTnder  the  name  hydrocarbon  compounds  are  included  a  variety 
of  substances  differing  at  times  widely  in  physical  properties  and 
in  the  proportional  amounts  of  their  main  constituents,  but  alike  in 
being  composed  essentially  of  carbon  and  hydrogen.  None  of  the 
series  ciystallize  in  nature,  and  as  a  rule  the  chemical  composition 
is  so  variable  as  to  render  futile  all  attempts  at  classification  on  a 
mineralogical  basis.  In  practice  it  is  customaiy  to  divide  them 
into  two  main  groups,  (i)  The  Coal  Series,  (2)  The  Bitumen 
Series. 

*  Geologr  of  England  aad  W&les,  p.  379. 
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I.  THE  COAL   SESIES. 


Here  are  included  a  variety  of  more  or  less  oxidized  hydrocarbons, 
differing  considerably  in  their  physical  properties  and  in  chemical 
composition,  but  alike  in  that  they  have  originated  through  the 
accumulation  and  decomposition  of  plant  debris  largely  out  of 
reach  of  the  oxidizing  influence  of  the  air.  As  to  the  method  of  this 
accumulation  there  has  from  time  to  time  been  more  or  less  discussion. 
By  majiy  the  coal  beds  are  regarded  as  having  resulted  from  the 
gradual  accumulation,  in  place,  of  organic  matter  growing  on  gradu- 
ally subsiding  marshes,  or  marshes  and  swamps  subject  to  periodic 
overflow,  the  material  itself  being  largely  in  the  nature  of  sphagnous 
masses.  By  others  it  is  thought  that  the  plant  material  was  first 
transfwrted  by  running  streams  and  laid  down  on  the  bottoms  of 
deltas  and  lagoons;  that  the  coal  beds  are,  in  short,  as  true  sedimen- 
tary deposits  as  the  shales  and  sandstones  with  which  they  are 
associated.  This  last  view  would  seemingly  best  account  for  the 
constant  interlamination  of  the  coaly  and  sandy  or  clayey  material 
and  the  marked  stratification  of  the  coal  itself.  Moreover,  it  would 
explain  the  almost  completely  structureless  nature  of  many  coals, 
since  calcium  sulphate,  one  of  the  constituents  of  sea  water,  tends 
to  decompose  organic  matter,  reducing  it  to  a  pulp-like  and  at  times 
almost  mucilaginous  condition. 

According  to  the  amount  of  change  that  has  taken  place  in  the 
original  plant  material,  the  amount  of  volatile  matter  still  retained 
by  it,  its  hardness  and  burning  qualities,  several  varieties  of  coal 
are  recognized,  which  are  described  somewhat  in  detail  bebw.  The 
ger  ?ral  subject,  it  may  be  said,  is  far  too  large  to  be  satisfactorily 
dbposed  of  here,  and  the  reader  is  referred  to  the  special  works 
noted  in  the  bibliography. 

Peat. — This  name  is  given  to  a  material  resulting  from  the  accu- 
mulation of  sphagnous  mosses  in  bogs,  and  which  has,  as  a  rule,  under- 
gone so  sUght  modification  that  the  plant  fibers  are  still  readily 
recognizable,  though  where  the  beds  have  reached  a  considerable 
thickness  the  lower  portion  may  be  reduced  to  a  dense  brownish- 
black  mass  somewhat  resembling  true  coal.     These  deposits  as  exist- 
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ii^  to-day  are  all  of  recent  origin,  and  to  be  found  only  in  humid 
and  temperate  or  north  temperate  climates.  They  are  developed 
to  an  enormous  extent  in  Ireland,  where  they  average,  in  some  cases, 
twenty  five  feet  in  thickness-  They  are  also  abundant  on  the  conti- 
nent of  Europe  and  throughout  the  northern  and  eastern  United 
States.  In  Ireland  and  on  the  Continent  the  material  has  been 
extensively  used  a^  fuel,  in  the  first-named  country  largely  in  its 
native  state,  but  in  Germany  after  being  made  up  into  briquettes.' 
Cheapness  of  wood  and  coal  In  America  has  until  recently  caused 
peat  to  be  largely  disregarded,  but  recent  events  have  turned  attention 
toward  it  once  more,  and  it  seems  probable  that  within  the  next 
few  years  numerous  plants  will  be  established  for  converting  the 
crude  material  into  a  satisfactory  form  for  fuel. 

In  America  the  chief  use  of  the  material  has  thus  far  been  as  a 
fertilizer,  a  material  for  mulching.  An  impure  variety  containing 
a  considerable  quantity  of  silicious  sand,  and  locally  known  as 
"muck,"  is  thus  used  throughout  New  England. 

According  to  J.  E.  Kehl,  United  States  consul  at  Stettin,  Germany, 
the  manufacture  of  peat  briquettes  in  that  country  is  likely  to  become 
an  industry  of  some  importance.  The  peat  fresh  from  the  moor 
is  cut  and  ground  quite  finely  by  machinery,  dried  by  steam,  and 
pressed  into  the  desired  form.  The  material  thus  prepared  is  said 
to  be  clean  to  handle,  gives  a  good  heat,  and  bums  satisfactorily 
in  both  stoves  and  open  grates.  The  peat  briquettes  retail  at  the  rate 
of  8  for  a  cent,  American  money.' 


'  A  new  method  of  making  charconl  from  peat  has  been  patented  in  England  by 
Mr.  Blundell  and  U  to  be  tried  in  Italy,  where  there  are  large  deposits  of  peat  which 
can,  it  is  claimed,  be  handled  very  cheaply.  In  this  process  the  peat  is  first  reduced 
to  a  fine  paste  and  leaves  the  machine  in  a  continuous  thick  tube  3  to  5  inches  in 
diameter,  and  is  then  cut  of!  in  sticks  and  dried  for  three  days  on  wooden  supports 
and  for  a  longer  period  in  the  air  on  wire  netting.  After  twenty-five  da}^  the  sticks 
become  dry  and  bard  and  may  be  bumed  as  fuel;  but  it  is  more  profitable  to  convert 
these  sticlcs  into  charcoal.  This  is  accomplished  in  six  hours  in  a  retort,  and  3  Ions 
of  peat  make  i  ton  of  charcoal. — Engineering  and  Mining  Journal,  LXV,  February  j6, 
1898,  p.  34S. 

-  United  States  Consular  Reports,  Januari',  1899,  p.  gg. 
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Below  are  given  the  results  of  analyses  on  samples  of  peat  from 
Prince  Edward's  Island.' 


CoDttitORltt. 

Hydro- 

Volatile 

Find 

Carbon. 

Aih. 

HodRMpeat 

IndiaDlslaadpeat... 
Black  Bank  peat.... 

14.96 
.7.06 

16.5a 

59.60 

41195 

S3-»9 

25.96 

35' 

i:3s 
.5.6 

7-71 

Lignite  or  Brown  Coal.— This  name  is  given  to  a  brownish- 
black  variety  of  coal  characterized  by  a  brilliant  luster,  conchoidal 
fracture,  and  brown  streak.  Such  contain  from  55  to  65  per  cent  of 
carbon,  and  bum  easily,  with  a  smoky  8ame,  but  are  inferior  to  the 
true  coals  for  heating  purposes.  They  are  also  objectionable  on 
account  of  the  soot  they  create,  and  their  rapid  disintegration  and 
general  deterioration  when  exposed  to  the  air.  They  occur  in  beds 
under  conditions  similar  to  the  true  coals,  but  are  of  more  recent 
origin.  The  lignitic  coals  of  the  regions  of  the  United  States  west 
of  the  Mississippi  River  are  mainly  of  Laramie  age,  and  often  show 
easily  recognizable  traces  of  their  organic  origin,  such  as  compressed 
and  flattened  stems  and  trunks  of  trees  with  traces  of  woody 
fiber- 
Jet  is  a  resinous,  coal-black  variety  of  lignite  sufficiently  dense  to 
be  carved  into  small  ornaments.  According  to  Professor  Phillips, 
it  is  simply  a  coniferous  wood,  and  still  shows  the  characteristic 
structure  under  the  microscope.  It  has  been  known  since  early 
British  times,  having  at  first  been  found  on  the  seashore  at  Whitby 
and  other  places.  The  largest  piece  on  record  was  obtained  from 
the  North  Bats,  near  Whitby.  It  weighed  some  5,180  pounds  and 
was  valued  at  about  $1,250.  The  material  is  now  regularly  mined 
both  in  the  cliffs  and  inland,  and  is  one  of  the  most  valuable  prod- 
ucts of  the  Yorkshire  coast.* 


'  Report  on  the  Geologica]  Structuie  and  Mineral  Rewurces  of  Prince  Edwatd's 

Island,  l37T. 

'  Geology  of  England  and  Wales,  p.  378. 
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BitmniiKms  Coals. — Under  this  name  are  included  a  series  of 
compact  and  brittle  products  in  which  no  traces  of  oi^nic  remains 
are  to  be  seen  on  casual  inspection,  but  which  under  the  microscope 
often  show  traces  of  woody  fiber,  spores  of  lycopods,  etc.  These 
coals  are  usually  of  a  brown  to  black  color,  with  a  brown  or  gray- 
brown  streak,  breaking  with  a-cubical  or  conchoidal  fracture,  and 
burning  readily  with  a  yellow,  smoky  fiame.  They  contain  from  35 
to  75  per  cent  of  fixed  carbon,  18  to  60  per  cent  of  volatile  matter, 
from  3  to  20  per  cent  of  water,  and  only  too  frequently  show  traces 
of  sulphur,  due  to  included  iron  pyrites.  Several  varieties  of  bitu- 
minous coals  are  recognized,  the  distinctions  being  based  upon  their 
manner  of  burning.  Coking  coals  are  so  called  from  the  facility  with 
which  they  may  be  made  to  yield  coke.  Such  give  a  yellow  Same  in 
burning  and  make  a  hot  fire.  Other  varieties  of  apparently  the  same 
composition  and  general  physical  properties  can  not  be  made  to  yield 
coke,  and  are  known  as  non-coking  coals.  Cannel  coal  has  a  very 
compact  structure,  breaks  with  a  conchoidal  fracture,  has  a  dull  luster, 
ignites  easily,  and  bums  with  a  yellow  fiame.  It  does  not  coke.  Its 
chief  characteristic  is  the  large  amount  of  volatile  matter  given  off 
when  heated,  whereby  it  is  rendered  of  particular  value  for  making 
gas.  Before  the  discovery  of  petroleum  it  was  used  for  the  distilla- 
tion of  oik.  Below  is  given  the  composition  of  (I)  a  coking  coal  from 
the  Connellsville  Basin  of  Pennsylvania,  and  (II)  a  cannel  coal  from 
Kanawha  County,  West  Virginia. 


I. 

II. 

1.105 
aoMs 
57754 
9«9S 
1-339 

58.00 

99.978 

■00.00 

Anthracite  Cool. — This  is  a  deep-black,  lustrous,  hard  and 
brittle  variety,  and  represents  the  most  highly  metamorphosed 
■variety  of  the  coal  series.    Traces  of  organic  nature  are  almost 


.y  Google 


35°  THE  NON-METALLIC  MINERALS. 

entirely  lacking  in  the  matter  of  the  anthracite  itself,  though  impres- 
sions of  fems,  lycopods,  sigillaria,  and  other  coal-forming  plants  are 
frequently  associated  with  the  beds  in  such  a  manner  as  to  leave 
little  doubt  as  to  their  origin.  Anthracite  is  ignited  with  difficulty 
and  bums  with  little  flame,  but  makes  a  hot  fire.  Below  is  given 
the  average  composition  of  a  coal  from  the  Kohlnoor  Colliery, 
Shenandoah,  Pennsylvania.* 

Water 3-163 

Volatile  matter 3.717 

Fixed  carbon 81-143 

Sulphur. 0.899 

Ash 1 1.078 

Total 100.00 

Until  recently  it  has  been  quite  generally  assumed  that  anthracite 
is  but  a  bituminous  coal  from  which  a  large  portion  of  the  volatile 
matter  has  been  driven  off  by  the  heat  and  pressure  incidental  to 
mountain  making  or  the  intrusion  of  igneous  rocks.  Undoubtedly 
anthracite  may  be  thus  produced  and  in  some  cases  ha^  been 
thus  produced,  as  in  the  CerriUos  coal  field  of  New  Mexico, 
where  a  bituminous  coal  containing  some  30  per  cent  of  volatile 
matter  has  been  locally  converted  into  anthracite  through  the  intru- 
sion of  a  mass  of  an  andesitic  trachyte. 

Prof.  J.  J.  Stevenson  has,  however,  argued '  that  the  difference 
between  anthracite  and  the  bituminous  coals  is  due,  not  to  metamor- 
phjsm  through  heat  and  pressure  after  being  buried,  but  rather  to 
the  former  having  been  longer  exposed  to  the  percolating  action  of 
water,  whereby  the  volatile  constituents  were  removed,  prior  to  its 
final  burial,  and  the  consolidation  of  the  inclosing  rocks. 

Like  the  other  coals,  anthracite  occurs  in  true  beds,  but  is  con- 
fined mostly  to  rocks  of  the  Carboniferous  Age.  Thin  seams  of 
anthracite  sometimes  occur  in   Devonian  and  Silurian  rocks,  but 

'  F.  P.  D«wey,  Bulletin  No.  41,  United  Slates  National  Museum,  iSgt,  p.  ■31. 
'  Bulletin  Geological  Society  of  .America,  VII,  1S95,  p.  535. 
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which  are  too  small  to  be  of  economic  value.  Rarely  coals 
of  more  recent  geological  horizon  have  been  formed  locally, 
altered  into  anthracite  by  the  heat  of  igneous  rocks.  Through 
a  still  further  metamorphism,  whereby  it  loses  all  its  volatile 
constituents,  coal  passes  over  into  graphite,  and  it  is  possible, 
though  scarcely  probable,  that  all  graphite  may  have  originated  in 
this  way. 

The  principal  anthracite  coal  regions  of  the  Unjted  States  are  in 
eastern  Pennsylvania.  From  here  westward  throughout  the  interior 
States  to  the  front  range  of  the  Rocky  Mountains  the  coals  are  all 
soft,  bituminous  coals.  Those  of  the  Rocky  Mountain  region  proper 
are  largely  lignitic,  passing  into  the  bituminous  varieties.  (See  Pkte 
XXVI.) 
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9.  THE   BITUICEN  SERIES. 

Under  this  head  are  included  a  series  of  hydrocarbon  compounds 
varying  in  physical  properties  from  solid  to  gaseous  and  in  color  from 
coal-black  through  brown,  greenish,  red,  and  yellow  to  colorless. 
Unlike  the  members  of  the  series  already  described,  they  are  not  the 
residual  products  of  plant  decomposition  in  situ,  but  are  rather,  in 
part  at  least,  distillation  products  from  deeply  buried  organic  matter 
of  both  animal  and  vegetable  origin.  The  members  of  the  series 
differ  so  widely  in  their  properties  and  uses  that  each  must  be  dis- 
cussed indepiendently.  The  grouping  of  the  various  compounds  as 
given  below  is  open  to  many  objections  from  a  strictly  scientific  stand- 
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point,  but,  all  things  considered,  it  seems  best  suited  for  the  present 
purposes.' 


lABOUUt  CLASsmcATIOMOrRyDKOCAXBONS.' 


Gaseous Marsh  gas  (Natural  gas). 


Viscous aDd  semisolid.. . 


i  Mineral  tar. 
Asphalt. 
/  Elatecite. 
\WurtzilUte. 

Albertite. 

Grebamite* 

Uintaite. 

Sucdnite. 

CopaUte. 

TorUnite. 

Ambrite. 

Ozokerite. 


TABULAR  cussmcATicm  OK  osotmNo  or  natural  and  ABrmcuL  artrntmom 


I 


Mixed   with   limestone,  "  aspbol- I  Se^ssel,  Val  de  TnTcn,  Lobsan,  Uli- 

tic  limestone."  (      imms,  and  other  localities. 

Mixed  with  silica  and  sand,  ' '  as-  j  Califomia,  Kentucky,  Utah,  wid  other 

phaltic  s«nd,"  j      localities.     "  BituminouB  silica." 

"^liTSn?^''  """'   ""■!  TrimM,  CuK  CUIonm,  Uuh. 

Bi»™.  .^ rZ^.fcfScf""'"'  ""^^ 

n  ,j  j  Thick  oils  from  the  distillation  of  petio- 

""" 1     Inim.    "Ruiduum." 

vi».u. jgsr- 

Refined  Trmidad  asphaltic  earth.  Mas- 
tic of  asphaltite. 

Gritted  asphaltic  mastic.  Paving  com- 
pounds. 


*  See  article  What  is  Bitumen,  by  S.  F.  Peckham,  Journal  of  the  Franklin  Insti- 
tute, CXL,  189s,  pp.  370  to  383. 

*  W.  P.  Blake,  Tnuuactioos  of  the  AmerkMi  Institute  of  Mining  Engineen,  XVm, 
1890,  p.  583. 
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Stai  another,  arrangement  is  that  given  below: 


Iroportuit 
bituiDeiu. 


BiruMEH.' 

Natural  gu Ohio,  Pennsylvania,  Caliroroia,  etc..  In  the 

United  StatM;  Rus&ia,  France,  etc. 

Matuial  naphtha Founri  in  pftrnlmmilistricts  (of  little  value, 

superseded  by  artificial  naphtha  fmn 
crude  petroleum). 

Petroleum Pennsylvania,  Ohio,  Wyoaiin^  California, 

etc.,  in  United  Sidles;  Russia,  etc.  (con- 
sult Violu  on  petroleum). 

Maltha California,  Wyomini^,  AIat«ma,  Utah,  Col- 

orwlo,  Kenttlcky,   New  Menro,  Ohici, 
Teza.*,  Indtnn  Territory,  etc.j    Russin, 
Fmoce,  Germany,  etc. 
North  America.  .Uuh,  Califotnla,  Texas. 

Central  America.Cuba,  Mexico,  etc. 

South  America.  .Trinidad,  VeneiueU. 
Peru,  Colombia,  eti. 

Europe Caucasia,     Svran-on-the- 

Volga,  Gernmny, 
France,  Italy,  Austria, 


Asphaltum 


..Hit    ■ 


Africa Orsn  in  Egypt;  pmbablr 

other  places. 

North  America.  .West  Viivlnii,  Kentucky, 
Texas,  Wyoming  Utah, 
Colorado,  Ca&fomia, 
Indian  Territory,  Mon- 
tana, New  Mexico. 

Centra]  Anunira.Meaco,  CuIm,  etc. 

South  America.  .Trinidad  (lar)K«t  nipply, 
most  used).  Venezuela, 
Pent,  Colomlna,  etc 

Europe Germany,      Switzerland, 

France,  Italy.  Sicily, 
Russia,  Austria,  Spain, 

Asia Asia      hiinor,   Palestine, 

Bajfdad,  and  probablr 
in  China. 

Africa Egypt,  and  probably  ebe- 

wneie  in  Africa. 

Origin. — Of  the  many  views,  mainly  theoretical,  that  have  been 
put  forward  to  account  for  the  origin  of  bituminous  compounds,  but 
two  need  be  noted  in  detail  here.  Interested  readers  are  referred  to 
the  bibliography  given  on  page  385,  and  particularly  to  the  works  of 


'  J.  W.  Howard,  a 
CXL,  1895,  p.  aoo. 


quoted  by  S.  P.  Sadder,  Journal  of  the  Franklin  Instituie, 
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Peckham,  Orton,  and  Redwood.  Prof.  Edward  Orton,  after  an  ex- 
haustive consideration  of  the  occurrence  of  petroleum,  natural  gas, 
and  asphalt  in  Kentucky,*  gives  the  following  precise  summary: 

"i.  Petroleum  is  derived  from  organic  matter. 

"2.  Petroleum  of  the  Pennsylvania  type  is  derived  from  the 
organic  matter  of  bituminous  shales,  and  is  probably  of  vegetable 
origin. 

"3.  Petroleum  of  the  Canadian  type  is  derived  from  Umestones, 
and  is  probably  of  animal  origin. 

"4.  Petroleum  has  been  produced  at  normal  rock  temperatures 
(in  American  fields),  and  is  not  a  production  of  destructive  distilla- 
tion of  bituminous  shales. 

"5.  The  stock  of  petroleum  in  the  rocks  is  already  practical^ 
complete." 

Hofer '  regards  petroleum  as  of  animal  origin  only,  and  ad- 
vances the  arguments  given  below  in  support  of  his  theory : 

"i.  Oil  is  found  in  strata  containii^  animal,  but  little  or  no 
plant  remains.  This  is  the  case  in  the  Carpathians,  and  in  the 
limestone  examined  in  Canada  and  the  United  States  by  Steny 
Hunt. 

"  2.  The  shales  from  which  oil  and  paraffin  were  obtained  in  the 
Liassic  oil  shales  of  Swabia  and  of  Steirdorf,  in  Styria,  contained 
animal,  but  no  vegetable  remains.  Other  shales,  as,  for  instance, 
the  copper  shales  of  Mansfield,  where  the  bitumen  amounts  to  22 
per  cent,  are  rich  in  animal  remains  and  practically  free  from  vege- 
table remains. 

"3.  Rocks  which  are  rich  in  vegetable  remams  are  generally  not 
bituminous. 

"4.  Substances  resembling  petroleum  areproduced  by  the  decom- 
position of  animal  remains.* 


*  Report  on  the  Occurrrnce  of  Prtroleum,  etc.,  in  Wnteni  Kentuck/.  Geological 
SuTVEj  of  Kentucky,  John  R.  Pmclor,  diteclor,  iSqi. 

'  Aa  quoieH  by  Redwood,  I,  p.  338. 

'  Dr.  Fngler,  as  f|Uolcd  by  Redn-ood,  obtained  by  distillation  of  menhaden  oil, 
aDone  other  products,  a  substanre  remarkably  like  petroleum,  and  a  lighting  oil 
indistinguishable  from  commerrial  kerosene. 
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"5.  Fraas  observed  exudations  of  petroleum  from  &  coral  reef 
on  the  shores  of  the  Red  Sea,  where  it  could  be  only  of  animal  origin." 

The  relationship  which  exists  between  the  solid  or  viscous  bitu- 
men and  the  fluidal  petroleum  has  not  in  all  cases  been  satisfactorily 
worked  out,  though  Peckham  has  shown'  that  in  CaUfomia  at  least 
there  are  almost  infinite  gradations  from  one  extreme  to  the  other. 
In  Ventura  County,  for  instance,  the  petroleum  is  held,  primarily, 
in  strata  of  shale,  from  which  it  issues  as  petroleum  or  maltha,  accord- 
it^ly  as  the  shales  have  been  brought  into  contact  with  the  atmos- 
phere, the  asphaltum  being  produced  by  a  still  further  exposure  to  the 
atmosphere  after  the  bitumen  has  reached  the  surface.  This  relation- 
ship between  the  more  fluidal  and  viscous  varieties  is  shown  in  Fig.  36, 
copied  from  Prof.  Peckham's  paper  above  referred  to,  and  which 
represents  a  section  across  a  portion  of  Sulphur  Mountain  between 
the  Hayward  Petroleum  Compaiiy's  tunneb  in  Wheeler  Canyon, 
and  the  Big  Spring  Plateau  on  the  Ojai  ranch.  In  this  section  it 
will  be  noted  that  the  mountain  is  formed  of  a  synclinal  fold  of  shale, 
the  strata  dipping  inward  on  both  sides  and  coming  to  the  surface 
almost  vertically  on  the  right,  and  more  neariy  horizontally  on  the 
left  (the  south).  The  tunnels  are  driven  into  the  nearly  vertical 
face  of  the  mountain  and  the  oil-bearing  rock  is  protected  by  some 
700  or  800  feet  of  overlying  shales.  The  oil  obtained  is  the  lightest 
thus  far  found  in  southern  California.  On  the  other  hand,  the 
material  which  exudes  on  the  north  side,  when  the  shales  are  upturned 
at  such  an  angle  as  to  give  free  access  to  atmospheric  agencies,  is 
in  the  form  of  maltha,  or  mineral  tar,  and  so  viscous,  in  December, 
1865,  that  it 'could  be  gathered  and  rolled  into  balls  like  dough. 

The  relationship  between  petroleum  and  natural  gas  is  scarcely 
better  defined.  That  the  gas  can  be  derived  from  petroleum  is 
undoubted,  and  indeed  the  latter  apparently  never  occurs  free  from 
gas.  But  on  the  other  hand,  at  Professor  Orton  states,  the  gas  often 
or^inates  under  many  conditions  in  which  petroleum  does  not 
occur.  The  formation  of  marsh  gas  from  decomposing  plant  re- 
mains on  the  bottom  of  stagnant  pools,  and  its  presence  in  coal 
mines  would  show  with  seeming  conclusiveness  that  a  part,  at  least, 

'  See  report  of  the  Tenth  Census,  p.  68. 
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of  the  gas  is  formed  quite  independently  of  petroleum.  It  would 
seem  on  the  whole  most  probable  that  no  one  theory  was  universally 
applicable  to  all  cases. 

Marsh  Gas;  Katoral  Gas. — Thb  is  a  colorless  and  odorless 
gas  arising  from  the  decomposition  of  oiganic  matter  protected  from 
the  oxidizing  influence  of  atmospheric  air.  By  itself  it  bums  quietly, 
with  a  sUghtly  luminous  flame,  but  when  mixed  with  air  it  forms  a 
dangerous  explosive.  It  is  this  gas  which  forms  the  dreaded  fire- 
damp of  the  miners.  In  small  quantities  this  gas  may  be  found  and 
collected,  if  desired,  from  the  bottom  of  shallow  pools  and  stagnant 
bodies  of  water  by  merely  disturbing  the  decomposing  plant  matter 
at  the  bottom,  when  the  bubbles  of  the  gas  will  rise  to  the  top.  Under 
this  head  may  properly  be  considered  the  so-called  natural  gas,  which 
has  of  late  years  become  of  so  much  importance  from  an  economic 
standpoint.  This  gas  is,  however,  by  no  means  a  simple  compound, 
but  a  variable  admixture  of  several  gases,  samples  from  different 
wells  showing  considerable  variation  in  composition,  as  well  as  those 
from  the  same  well  collected  at  different  periods.  This  last  is  shown 
by  the  seven  analyses  following,  and  which  may  serve  weU  to  illus- 
trate the  average  composition,  though  in  some  instances  the  per- 
cent^e  of  marsh  gas  has  been  found  greater.' 


Coottituent*. 


Hydrogen 

'    Marsh  %aa 

defiant  gas 

Carbonic  oxide 

Carbonic  acid 

Oiygen 

Nitrogen 

Sulphuretted  hydtogen. 


Total.  . 


I,  Fostoria,  Ohioi  II,  Findlay,  Ohio;  III,  St.  Marys,  Ohio;  IV,  Munde,  Indiana; 
V,  Anderson,  Indiana;   VI,  Kokomo,  Indiana;  VII,  Marion,  Indiana. 

Natural  gas  in  quantities  to  be  of  economic  importance  is  neces- 
sarily limited  to  rocks  of  no  particular  horizon.    It  is  not,  however, 

'  From  Odon's  Report  on  Petroleum,  Natural  Gas,  and  Asphalt  In  Kentucky,  pp. 
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indigenous  to  the  rocks  in  which  it  is  now  found,  but  occurs  in  an 
overlying  more  or  less  porous  sand  or  lime  rock  into  which  it  has  been 
forced  by  hydrostatic  pressure.  The  first  necessary  condition  for 
the  presence  of  gas  in  any  locality  may  indeed  be  said  to  depend 
upon  the  existence  of  such  a  porous  rock  as  may  serve  as  a  reservoir 
to  hold  it,  and  also  the  presence  of  an  impervious  overlying  strata  to 
prevent  its  escape.  In  Pennsylvania  the  reservoir  rock  is  a  sand- 
stone of  Carboniferous  or  Devonian  age;  in  Ohio  and  Indiana  a 
cavernous  dolomitic  limestone  of  Silurian  (Trenton)  age. 

Petroletim. — This  is  a  name  given  to  a  complex  hydrocarbon 
compound,  liquid  at  ordinary  temperatures,  though  varying  greatly 
in  viscosity,  of  a  black,  brown,  greenish,  or  more  rarely  red  or  yellow 
color,  and  of  extremely  disagreeable  odor.  Its  specific  gravity  varies 
from  0.6  to  0.9.  Through  becomii^  more  and  more  viscous,  the 
material  passes  into  the  solid  and  semisolid  forms  asphalt  and  maltha. 
Chemically  it  is  considered  as  a  mixture  of  the  various  hydrocarbons 
included  in  the  marsh  gas,  ethyline,  and  paraffin  series. 

An  ultimate  analysis  of  several  samples,  as  given  by  the  reports  of 
the  Tenth  Census  of  the  United  States  (1880),  showed  the  following 
percent^es  of  the  three  essential  constituents: 


Loe»B»y. 

Hydrogen. 

Cirboo. 

Ni«o,«. 

WestViigJDla 

•3-359 
13.071 
1 1 .8.9 

86.934 

0.54 
0-33 
1.109 

Petroleum  is  limited  to  no  particular  geological  horizon,  but  is 
found  in  rocks  of  all  ages,  from  the  lower  Silurian  to  the  most  recent, 
its  existence  in  quantities  sufficient  for  economic  purposes  being 
dependent  upon  local  conditions  for  its  generation  and  subsequent 
preservation.  Inasmuch  as  its  accumulation  in  large  quantities 
necessitates  a  rock  of  porous  nature  to  act  as  a  reservoir,  the  petro- 
leum-bearing rocks  are  mostly  sandstones,  though  not  uniformly  so. 
Petroleums  are  found  in  California  and  Texas  in  Tertiary  sands;  in 
Colorado  in  the  Cretaceous;  in  West  Virginia  both  above  and  below 
the  Crinoidal  (Carboniferous)  limestones;  in  Pennsylvania  in  the 
Mountain  sands  (Lower  Carboniferous)  and  the  Venango  sands 
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(Devonian) ;  in  Canada  in  the  Comiferous  (Lowet  Devonian)  lime- 
stones; in  Kentucky  in  the  Hudson  River  shales  (Lower  Silurian), 
and  in  Ohio  in  the  Trenton  limestone. 

Id  some  instances  petroleum  oozes  naturally  from  the  ground, 
forming  at  times  a  thin  layer  on  the  surface  of  pools  of  water,  whence 
in  times  past  it  has  been  gathered  and  used  for  chemical  and  medic- 
inal purposes.  The  so-called  "Seneca  oil"  thus  used  some  fifty 
or  sixty  years  ago  was  obtained  from  a  spring  in  Cuba,  Allegany 
County,  in  New  York.  The  immense  supply  now  demanded  for  com- 
mercial purposes  is,  however,  obtained  altogether  from  artificial  wells 
of  varying  depths,  and  which  are  in  some  cases  self-flowing,  while 
in  others  the  oil  is  raised  by  means  of  pumps.  Wells  of  from  500 
to  1,500  feet  in  depth  are  of  common  occurrence,  while  those  upwards 
of  2,000  feet  are  not  rare.  The  principal  sources  of  petroleum  are 
in  the  United  States — New  York,  Pennsylvania,  and  Ohio,  with 
smaller  fields  in  West  Virginia,  Kentucky,  Tennessee,  Indiana, 
Texas,  Colorado,  and  California.  The  chief  foreign  source  is  the 
Baku  region  on  the  Caspian  Sea,  and  Galicia,  in  Austria. 

Uses  of  petroleum. — The  early  uses  of  petroleum  in  America 
seem  to  have  been  for  medicinal  purposes  only.  The  oil  as  pumped 
from  the  wells  has  but  a  limited  application  in  its  crude  condition 
excepting  as  a  fuel,  and  owes  its  great  value  to  the  large  and  varied 
series  of  derivatives  which  it  yields.  A  discussion  of  the  methods 
employed  in  obtaining  these  derivatives  belongs  properly  to  the 
department  of  chemical  technology,  and  can  not  be  dwelt  upon 
here.  It  must  suffice  for  present  purposes  to  say  that  the  treatment 
as  ordinarily  carried  out  at  present  involves  a  process  of  destructive 
distillation  whereby  the  crude  material,  heated  under  pressure,  is 
resolved  into  a  variety  of  products  of  different  densities,  and  varying 
from  gaseous  through  liquid  to  soUd  forms.  Prominent  among  these 
derivative  may  be  mentioned,  aside  from  the  gaseous  compounds, 
rhigolene,  gasoline,  naphtha,  benzine,  kerosene,  various  lubricating 
oils,  paraffin,  and  the  soitd  residues  (coke,  etc.).  Various  phar- 
maceutical compounds  are  prepared  from  petroleum  products,  many 
of  which  are  well  known  to  the  public,  as  vaseline,  cosmoline,  etc. 
It  is  also  used  as  a  basis  for  ointments  and  in  soaps. 

The  accompanying  map  (Plate  XXV)  from  the  reports  of  the 
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Tenth  Census  will  serve  to  show  the  distribution  of  petroleum  and 
allied  bituminous  compounds  in  the  United  States.  For  full  and 
detailed  information  relative  to  the  petroleum  industry  of  the  world 
the  reader  is  referred  to  the  works  mentioned  in  the  Bibliography,  that 
of  Boverton  Redwood  being  the  most  systematic  and  complete. 

ABphaltnin;  Mineral  PltCli. — These  are  names  given  to  what 
are  rather  indefinite  admixtures  of  various  hydrocarbons,  in  part 
oxygenated  and  which,  for  the  most  part  solid  or  at  least  highly 
viscous  at  ordinary  temperatures,  pass  by  insensible  gradations  into 
pittasphah  or  mineral  tar,  and  these  in  turn  into  the  petroleums. 
They  are  characterized  by  a  black  or  brownish-black  color,  pitchy 
luster,  and  bituminous  odor.  The  solid  forms  melt  ordinarily  at  a 
tempyerature  of  from  90*  to  100*  F.,  and  bum  readily  with  a  bright 
flame,  giving  off  dense  fumes  of  a  tarry  odor.  The  fluidal  varieties 
become  solid  on  exposure  to  the  atmosphere,  owing  to  evaporation 
of  the  more  volatile  portions. 

The  nature  of  the  material,  its  mode  of  occurrence,  and  indeed 
the  uses  to  which  it  can  be  put,  vary  to  such  an  extent  with  each  indi- 
vidual occurrence  that  a  few  only  of  what  are  the  most  noted  or  best 
known  can  here  be  mentioned. 

Island  0}  Trinidad. — The  occurrence  on  this  island  of  an  immense 
body  of  asphaltic  material  has  been  known  for  upwards  of  a  hundred 
years,  and  numerous,  often  widely  differing,  accounts  of  it  are  to 
be  found  in  literature.  The  latest  and  perhaps  most  satisfactory, 
when  everything  is  taken  into  consideration,  is  that  of  S.  F.  Peckham.* 
The  deposit,  which  covers  an  area  of  nearly  100  acres,  is  situated  at 
an  elevation  of  138  feet  above  the  level  of  the  sea  (see  map,  Plate 
XXVII),  and  on  superficial  examination  has  an  appearance  such  as 
has  caused  it  to  be  known  by  the  not  wholly  inappropriate  name  of 
the  Pitch  Lake  of  Trinidad.  The  depth  of  the  deposit,  in  various 
parts,  has  been  estimated  at  from  18  to  78  feet.  According  to  the  early 
accounts,  the  pitch  at  the  matgin  of  fhe  lake  is  cold  and  hard,  becom- 
ii^  gradually  warmer  and  more  viscous  toward  the  center,  until  a 
point  is  reached  where  it  is  too  soft  to  support  the  weight  of  a  man 
and  so  warm  as  to  be  described  as  "boiling."    However,  this  may 

'  Americui  Journal  at  Science,  L,  1895,  pp.  33-51. 
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have  been  ye&rs  ago;  the  material  is  now  sufficiently  firm  over  the 
entire  surface  to  support  men  and  teams  for  a  time  suffident  for  load- 
ing. The  deposit  is  r^arded  as  a  mud  volcano,  the  bitumm  being 
still  brought  up  intermixed  with  water  and  mud,  the  numerous  small 
islands  which  occupy  the  surface  of  the  lake  being  but  masses  of 
earthy  matter  fioating  upon  or  buoyed  up  by  the  pitch.  Though  the 
deposit  has  been  worked  for  many  years  and  thousands  of  tons  of 
asphalt  removed,  no  appreciable  impression  has  as  yet  been  pro- 
duced upon  the  amount  of  material  available. 

The  crude  material  has  the  foUowing  composition  and  physical 
characteristics : ' 

Specific  gravity,  i.aS;  hardness  at  70°  F.,  3.5  to  3  of  Dana's  scale; 
color,  chocolate-brown;  composition: 

Bitumen 39-83 

Earthy  matter 33.99 

V^etable  matter 9.31 

Water 16.87 

Total 100.00 

Cuba. — Asphalt  in  some  of  its  varieties  occurs  in  nearly  eveiy  one 
of  the  Cuban  provinces  and  in  several  instances  in  sufficient  abun- 
dance to  be  of  economic  importance.  In  all  instances  thus  far  de- 
scribed,' the  material  occurs  m  veins  or  pockets,  or  exudes  m 
the  form  of  sprii^,  usually  in  serpentinous  rocks  or  limestones. 
As  long  ago  as  1837  R.  C.  Taylor  described*  a  deposit  of  asphah 
— at  that  time  regarded  as  bituminous  coal — occurring  some  10 
miles  east  of  Havana  as  occupying  an  irr^ularly  branching  fis- 
sure from  I  to  9  feet  in  width  in  a  soft  clay  rock,  which  is 
now  known  to  be  a  decomposed  eruptive.  The  appearance  of  the 
vein,  in  vertical  section,  is  shown  in  Fig.  27,  the  bottom  of  the  cut 
representing  a  distance  from  the  surface  of  30  feet.  The  asphalt 
itself  was  described  as  of  a  jet-black  color,  resplendent  luster, 

>  F.  V.  Greene.  Asphalt  and  Its  Uses.  Tranaactioiu  of  the  American  Institute 
of  Mining  Engineers.,  17,  1888-89,  P-  3SS- 

'  See  BepoTt  on  Geological  Reconnoissance  of  Cuba,  1901. 

*  London  and  Edinburgh  Philosophical  Magacine  and  Journal  of  Sdesc^  X,  1837, 
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concboidal    fracture,  and  with    a    specific  gravity  varying  from 

1.42  to  1.97.     An  analysis  by 

T.  G.  Clemson  showed  63  per 

cent  volatile  matter,  34.97  per 

cent  carbon,  and  3.03  per  cent 

ash. 

Several  interestmg  submarine 
deposits  exist  in  Cardinos  Bay, 
which  may  be  mentioned  on  ac- 
count of  the  unique  methods  of 
mining.  These  have  been  de- 
scribed by  J.  L.  Hance.  The  * 
country  rock  is  a  limestone  and 
the  asphalt  of  a  brilliant  black 
color  and  about  as  friable  as 
cannel  coal.  In  mining  a  lighter 
is    anchored   directly   over  the 

body    of    asphalt  and  a  long,  ^  ,  .     ,    ^,. 

.''     ,    .       ^.  ■     J    L  Fio.  a?.— A^halt  vein,  Cuba, 

pomted  iron  bar   raised   by  a  [After  R.  c.  T»ylor.J 

winch,  on  board,  dropped  upon 

it,  the  weight  of  the  bar  being  sufficient  to  break  away  pieces  of 
the  asphah,  which  are  then  collected  by  divers  and  sent  to  the  sur- 
face in  nets.  The  material  has  been  utilized  in  making  varnish, 
and  formerly  brought  a  high  price. 

A  large  deposit  of  an  inferior  grade,  and  used  mainly  for  roofing 
is  situated  near  Diana  Key,  15  miles  from  the  city  of  Cardenas,  and 
a  massive  bed,  some  12  feet  in  thickness,  near  Villa  Clara.  Material 
from  this  last  source  has,  during  years  past,  been  used  for  making 
the  illuminating  gas  used  in  the  city. 

Baron  H.  Eggers  has  described'  the  two  groups  of  asphalt  deposits 
near  the  Gulf  of  Maracaibo,  South  America,  which  are  perhaps 
sufficiently  distinctive  to  merit  attention.  One,  the  EI  Menito 
deposit,  is  in  the  form  of  a  rounded  hill  composed  of  reddbh  stony 
soil  covered  with  scanty  grass.    Over  its  summit  are  scattered  a 

'Scottish  Geognphkol  Magadne.  XIII,  1S97,  p.  ioq.  An  abstract  of  original 
paper  in  the  Deutsche  Gecgnphiachc  BUtter,  XIX,  Pt.  4. 
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number  of  small  truncated  cones  about  2  feet  high,  with  round, 
crater-like  openings,  from  which  the  asphalt,  or  pitch,  flows  in  a 
black,  viscous  stream  down  to  the  foot  of  the  hill,  where  it  collects 
and  forms  pools  or  small  lakes.  The  outflowing  asphalt  is  quite 
cold,  and  hardens  in  the  course  of  a  few  days.  The  Mene  Grande 
deposit  is  quite  similar,  but  much  larger,  and  has  been  calculated  to 
yield  some  2  tons  a  day.    Other  deposits  occur  in  the  region. 

Sandstones  and  limestones  are  sometimes  so  impr^nated  with 
bituminous  matter  that  they  may  be  used  as  sources  of  the  material 
by  refining  processes  or  for  the  direct  manufacture  of  pavements  by 
simply  cnishii^.  Such  are  the  so-called  bituminous  or  asphaltic 
sand  rocks  and  limestones  of  Kentucky,  Texas,  Indian  Territory, 
Utah,  Colorado,  California,  Wyoming,  and  other  States,  and  of 
Canada  and  Spain. 

According  to  G.  H.  Stone,'  the  asphaltic  sandrock  of  western 
Colorado  and  eastern  Utah  consists  of  grains  of  sand  which  are  in 
contact  with  one  another,  the  spaces  between  the  grains  being  filled 
with  asphalt,  the  proportioned  amount  of  which  varies  up  to  15  per 
cent  by  weight,  or  27  per  cent  by  volume.  The  thickest  stratum  of 
fully  charged  rock  in  the  region  described  was  nearly  40  feet  in  thick- 
ness, though  usually  the  strata  of  high-grade  material  are  not  more 
than  4  to  10  feet  thick  and  alternate  with  others  which  are  quite 
poor  or  barren,  so  that  the  amount  of  "pay  rock"  is  often  grossly 
exaggerated. 

Shales  and  marls  may  often  be  so  highly  charged  with  bituminous 
matter  as  to  be  nearly  or  quite  black,  and  even  approach  cannel 
coal  in  composition,  though  much  richer  in  ash.  Those  of  Colorado 
and  Utah,  according  to  Stone,  contain  but  from  10  to  20  per  cent  * 
of  carbonaceous  matter,  though  bumii^  readily  with  a  bright  flame. 
They  are  of  Tertiary  Age.  Asphaltic  sands  and  sandrodts  are  of 
common  occurrence  in  the  immediate  vicinity  of  the  Coast  Range 
in  California  from  Point  Arena,  north  of  San  Francisco,  to  the 
southernmost  part  of  the  State.*  The  deposits  occur  almost  inva- 
riably as  sands  and  shales,  belor^ng  to  the  Neocene  formations, 

*  Americaa  Journal  of  Science,  XLII,  1S91,  p.  14S. 

*See  Thirteenth  Aonual  Report  StKte  Mineralogist  of  California.  189^  «bo 
Twenty-second  Annual  Report,  U.  S.  G.  S-,  1900-1901,  Pt.  I,  pp.  ao9-464. 
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impregnated  with  vaiying  amounts  of  bitumen,  though  rarely  exceed- 
ing 15  to  3o  per  cent  by  we^t.  The  material  is  mined  from  open 
cuts  and  rarely  from  shafts,  and  is  utilized  in  large  part  for  street- 
paving  purposes. 

In  the  region  south  of  the  Canadian  River,  in  Indian  Temtoiy, 
asphalt  and  asphalt  lime  and  sandstones  occur  over  extensive  areas, 
the  more  important  being  in  what  are  known  as  the  Buckhom  and 
Brunswick  districts.  The  rocks  of  the  r^ions  are  wholly  sedimen- 
tary, and  the  bituminous  members  belong  mainly  to  the  Lower 
Silurian  (Ordovician),  Coal  Measure,  and  Cretaceous  formations.  In 
the  eastern  part  of  the  territory,  the  Ten  Mile  dbtrict,  is  found  a 
veiy  pure,  brittle  material  somewhat  resembling  albertite  (p.  368) 
and  for  which  the  name  impsonite  has  been  suggested.'  It  contains 
some  86  per  cent  of  carbon  and  8  per  cent  of  hydrogen.  The  material 
is  found  in  a  vein  in  greenish  gray  shales,  having  a  trend  of  15**  N. 
to  20°  E,  and  pitching  45°  to  65°  to  the  eastward. 

At  the  Ralston  quarry  in  the  Buckhom  district  the  rock  is  a 
massive  Ordovician  sandstone  some  15  feet  in  thickness  overlaid 
by  some  75  to  100  feet  of  conglomerate.  The  bitumen  contents 
amounts  to  between  10  and  12  per  cent.  (See  Plate  XXIX.)  At  the 
quarry  of  the  Gilsonite  Pavii^  and  Roofing  Company  in  this  same 
district,  the  bitumen  is  in  strata  referred  to  the  Lower  Coal  Meas- 
ures. (See  section,  Fig.  28.)  The  bitumen-bearing  member  here 
(No.  9  in  section)  is  a  hard  massive  limestone,  the  upper  portion  of 
which  is  highly  fossiliferous,  and  the  lower  sometimes  conglomer- 
atic.   It  yields  on  an  average  some  14  per  cent,  of  bitumen. 

Uses. — The  uses  of  the  common  type  of  material  such  as  is  known 
simply  as  asphalt  are  quite  varied.  The  walls  of  Babylon  are  stated 
to  have  been  cemented  with  it,  and  doubtless  it  was  so  used  in  other 
ancient  cities.  It  was  also,  as  at  present,  used  for  nrnkii^  vessels 
water-tight.  At  the  present  day  the  refined  asphalts  are  used  as  a 
varnish  or  paint,  as  an  insulating  nuterial,  for  waterproofing,  as  a 
cement  in  ordinary  construction,  and  as  a  cement  in  roofii^  and 
paving  compounds.    For  these  purposes  it  is  first  tempered  with 

'  Alter  the  Impson  Valley,  where  It  occuis.  See  Eldridge'a  paper,  Twenty-secoad 
Annual  Report,  U.  S.  G.  S. 
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some  form  of  oQ,  the  kind  and  amount  used  depending  on  the  pur- 
poses to  which  it  is  to  be  applied.  A  mixture  of  asphalt  and  sand 
forms  the  ordinary  concrete  for  sidewalks  and  basement  floors. 
The  most  extensive  use  of  asphaltic  compounds  is  at  present  for 
'  street  pavements,  the  material  for  this  purpose  being  mixed  with 


Fio.  98. — Sect!(m  acioas  qusiry  of  GDaonite  Paving  and  Roofing  Company,  showing 
bituminous  limestone  and  associated  strata. 
[U.  S.  Geological  Survey.] 
:  ftnd  a,  conglomerate;  3,  shales;  4,  conglomerate;  5,  quartzite,  6.  limestone,  bi- 
tuminous;   7,  limestone,  somewhat  bituminous;   S,  calcareous  with  wood  fiber   and 
coal;    9,  limestone  averaging  14  per  cent  bitumen;    10,  shale;    11,  conglomerate; 
13,  bituminous  shale. 

fine  sand  and  sometimes  powdered  limestone.'  The  asphaltic  sands, 
sandstones,  and  limestones  are  sometimes  so  evenly  impregnated 
with  bituminous  matter  that  they  may  be  crushed  and  applied 
directly  to  the  roadbed.  The  uses  to  which  are  put  the  higher 
grades  of  asphaltic  compounds,  such  as  are  designated  by  special 
names,  are  given  further  on. 

Hanjok. — ^The  local  name  of  manjak  is  applied  to  a  variety 
of  bitumen  somewhat  resembling  uintaite,  occurring  on  the  island 
of  Barbados,  in  the  West  Indies.  The  material  is  a  very  pure  hydro- 
carbon of  a  black  color,  but  yielding  a  brown  powder,  high  luster,  and 
with  a  bright  conchoidal  fracture.  Il  is  brittle,  and  so  friable  that  it 
can  be  ground  to  powder  between  the  thumb  and  fingers.  It  occurs 
in  seams  or  veins,  varying  from  one-fourth  of  an  inch  to  30  feet  in 
thickness,  cutting  the  country  rock,  which  is  an  argillite  or  shale, 
at  all  angles  with  the  horizon  and  with  a  general  NNE.  strike.    In 

>  Asphalt  and  its  Uses,  Transactions  of  the  Ameiicaii  Institute  of  Mining  Engineen, 
XVII.  1889.  p.  33S. 
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places  the  bituminous  matter  has  saturated  the  entire  rock  in  the 
□eighborhood  of  the  veins,  producing  a  shale  from  which  as  much 
as  37  gallons  a  ton  of  petroleum  have  been  obtained  by  destructive 
distillation.  Thus  far  the  greatest  development  is  along  a  vein 
200  feet  in  length,  100  feet  in  depth,  and  from  8  to  9  feet  in  width. 
One  vein,  which  has  been  explored  to  a  depth  of  200  feet,  is  stated 
to  have  dwindled  down  to  a  width  of  6  feet,  though  30  feet  wide 
at  the  surface.* 

Uses. — Like  gilsonite,  the  material  is  used  for  making  varnishes, 
insulating  electric  wires,  etc.,  bringing  the  price  of  this  mineral, 
from  $5  to  $10  a  ton,  according  to  quality  and  freedom  from  impur- 
ities. 

Elaterite;  Mineral  Caoutchoac. — ^This  is  the  name  given  to 
a  soft  and  elastic  variety  of  bitumen  much  resembling  pure  india- 
rubber.  It  is  easily  compressible  in  the  fingers,  to  which  it  adheres 
shghtly,  of  a  brownish  color,  and  of  a  specific  gravity  vatymg  from 
0.905  to  1.00.  It  has  been  described  from  mines  in  Derbyshire  and 
elsewhere  in  England,  but  so  far  as  the  writer  is  aware  is  of  no  com- 
mercial value.  Its  composition,  so  far  as  determined,  is  carbon, 
85.47  per  cent;    hydrogen,  13.28  per  cent. 

WurtziUite.— The  name  wurtzillite  has  been  given  by  Prof.  W. 
P.  Biake  to  a  hydrocarbon  very  similar  in  appearance  to  the  uintaite 
(described  on  page  371),  but  differing  in  physical  and  chemical  prop- 
erties. It  is  a  fine  black  solid,  amorphous  in  structure,  brittle  when 
cold,  breakii^  with  a  conchoidal  fracture,  but  when  warm  tough  and 
elastic,  its  elasticity  being  best  compared  with  that  of  mica.  If  bent 
too  quickly  it  snaps  like  glass.  It  cuts  like  horn,  has  a  hardness 
between  2  and  3,  a  specific  gravity  of  1.03,  gives  a  brown  streak, 
and  in  very  thin  flakes,  shows  a  gamet-red  color.  It  does  not  fuse 
or  melt  in  boiling  water,  but  becomes  softer  and  more  elastic;  in 
the  fiame  of  a  candle  it  melts  and  takes  fire,  burning  with  a  bright 
luminous  dame,  giving  off  gas  and  a  strong  bituminous  odor.  It  is 
not  soluble  in  alcohol,  and  but  sparingly  so  in  ether,  in  both  of  which 
respects  it  differs  from  elaterite.    In  the  United  States  it  occurs  near 


'  W.  Merivale,  EngineeriDg  and  Mining  Journal,  LXVI,  189S,  p.  790;   also  the 
Mineral  Industry,  VI,  1897,  p.  54, 
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Scofield,  Carbon  County,  and  in  the  Uinta  Mountains  of  Wasatch 
County,  Utah. 

Albertite. — This  is  a  brilliant  jet-black  bitumen  compound 
breaking  ^th  a  lustrous,  conchoidal  fracture,  having  a  hardness  of 
between  i  and  2  of  Dana's  scale,  a  specific  gravity  of  1.097,  black 
streak,  and  showing  a  brown  color  or  very  thin  edge.  In  the  flame 
of  a  lamp  it  shows  signs  of  incipient  fusion,  intumesces  somewhat, 
and  emits  jets  of  gas,  giving  off  a  bituminous  odor;  when  rubbed  it 
becomes  electric.  According  to  Dana  it  soften&  sUghtly  in  boiling 
water,  is  only  a  trace  soluble  in  alcohol,  4  per  cent  in  ether,  and  some 
3  per  cent  soluble  in  turpentine.  The  following  is  the  composition 
as  given  by  Wetherill:  Carbon,  86.04  P^r  cent;  hydrogen,  8,g6  per 
cent;  oxygen,  1.977  P^^  cent;  nitrogen,  2.93  per  cent;  ash,  0.10 
per  cent. 

Dr.  Antisell  made  the  following  comparative  tests  to  show  the 
relative  richness  of  the  material  in  volatile  matter: 


Coutituenti. 

Cuinel 
Co»L 

-sSr 

JSs., 

Albertite. 

Volatile  matter 

'-79 

?il 

,1.67 
.8.04 
0.29 

S9J» 

39.59 
O.S3 

■<..» 

■»•"> 

100.00 

■■»■" 

The  mineral  is  described '  as  occurring  in  "  true  cutting  veins  "  in 
shale  of  Lower  Carboniferous  Age  in  Hillsborough  County,  New 
Brunswick.  The  shales  themselves  contain  a  large  amount  of  car- 
bonaceous matter  and  by  distillation  have  been  made  to  yield  30 
gallons  to  the  ton  of  refined  illuminating  oil.  They  contain  immense 
numbers  of  fossil  fish  and  are  mostly  inflammable.  The  veins  varj' 
from  a  fraction  of  an  inch  to  12  feet  in  width  with  a  general  N.  65° 
east  course,  sometimes  vertical  and  sometimes  inclined  northwest- 
ward from  75°  to  80°.  They  enlarge  and  contract  very  irre^larly, 
but  in  general  increase  in  thickness  as  followed  downward.    Hitch- 

'  American  Journal  of  Science,  XXXIX,  1865,  p.  367;  see  also  Dawson's  Acadian 
Geology,  3d  ed.,  pp.  »3i-J4'- 
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cock  regards  the  veins  as  having  been  filled  by  the  injection  of  the 
material  in  a  liquid  state  and  being  subsequently  indurated. 

Uses. — This  vein  seems  to  have  been  discovered  about  1840  by 
Dr.  Abraham  Gesner,  who,  in  1850,  took  out  a  patent  in  the  United 
States  for  the  manufacture  of  illuminating  gas  from  this  and  other 
asphalts.'  A  company  was  organized  and  for  some  years  active 
minii^  operations  were  carried  on,  but  have  been  discontinued  since 
the  discovery  of  petroleum. 

GnUuinite. — Grahamite  is  a  hydrocarbon  compound  closely 
related  to  albertite,  but  differing  physically  in  having  a  duller  luster 
and  more  coke-like  aspect.  It  has  been  described  by  Dr.  Henry 
Wurtz  as  occurring  in  shrinkage  fissures  whose  course  is  N.  76"  to 
80°  E.  in  Carboniferous  shales  and  sandstones,  on  a  branch  of  Hughes 
River,  Ritchie  County,  West  Virginia.  It  is  completely  soluble  in 
chloroform  and  carbon  disulphide,  nearly  so  in  turpentine,  and  par- 
tially so  in  naphtha  and  benzine,  but  not  at  all  in  alcohol.  Melts 
somewhat  imperfectly,  beginning  to  smoke  and  soften  like  coking 
coal  at  a  temperature  of  about  400*  F. 

As  occurring  in  the  vein  the  material  shows  four  dbtinct,  though 
somewhat  irregular,  divisional  planes,  having  a  general  parallelism 
with  the  walls.  Next  to  the  walb  the  structure  of  the  mineral  is 
coarsely  granular,  with  an  irregularly  cuboida!  jointed  cleavage,  very 
lustrous  on  the  cleavage  surfaces.  The  material  in  immediate  con- 
tact with  the  walls  usually  adheres  thereto  veiy  tenaciously,  as  if 
fused  fast  to  the  granular  sandstone. 

The  general  aspect  of  the  mass  has  led  to  the  conclusion  that 
the  vein  here  is  a  fissure  which  has  been  filled  by  an  exudation,  in  a 
pasty  condition,  of  a  resinoid  substance  derived  from  or  formed  by 
some  organic  matter  contained  in  deep-seated  strata  intersected  by  the 
fissure  or  dike. 

The  density  of  a  mass  of  the  mineral  was  found  to  be  1.145. 
The  horizontal  extent  of  visible  outcrop  actually  measured  was  530 
fathoms,  which  thinned  out  at  east  end  to  30  inches  and  at  west 

'  Review  of  reports  on  the  Geological  Relations,  etc.,  of  the  coal  of  the  Albert 
Coal  Mining  Company,  situated  in  Hilbborougb,  Albert  County,  New  Brunswick, 
as  written  and  compiled  by  Charles  T.  Jackson,  M.D.,  a  Fellow  of  the  Geological 
Society  of  London,  etc..  New  York,  1851, 
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,  end  to  8  inches ;  but  as  these  points  were  at  least  70  to  80  fathoms 
vertically  higher  than  the  bottom  of  the  ravine,  the  width  (averagii^ 
about  50  inches)  at  the  latter  depth  points  to  a  rapid  widening  of 
the  fissure  in  descent.' 

J.  P.  Kimball  has  described'  a  deposit  of  similar  material  on  the 
west  bank  of  the  Capadero  River  in  the  Huasteca,  Vera  Cruz, 
Mexico.  The  country  rock  is  a  fossiliferous  Tertiary  shale  overlaid 
by  conglomerate.  The  grahamite  occurs  in  a  fissure  some  34  inches 
in  thickness  terminating  in  an  "overflow"  some  6J  feet  in  maximum 
thickness,  thinnii^  away  at  the  edges,  "but  the  full  extent  of  which 
was  not  determined.  The  evidence  showed  that  the  fissure  had  been 
filled  by  material  oozir^  up  from  below  and  spreading  out  upon  the 
surface  prior  to  the  deposition  of  the  overlying  gravel.  The  strike 
of  the  fissure  was  nearly  north  and  south.  The  material  is  more 
uniformly  lustrous  than  that  from  Ritchie  County,  and  of  a  greater 
coherence,  though  none  the  less  distinctly  cleaved  and  jointed.  An 
analysis  of  a  sample  from  the  Cristo  mine,  as  given,  yielded  results 
as  follows: 

Specific  gravity ■. 1.156 

Volatile  matter: 

Illuminating  gas 63-32 

Sulphur 0.46 

Water 0.36 

64.14 
Coke:  '  ~ 

Fixed  carbon 31-63 

Sulphur 0.37 

Ash 5.86 

37-86 
100.00 
Carbonlte  or  Ifatural  Coke  is  the  name  given  to  a  peculiar 
hydrocarbon  compound  occurring  in  the  form  of  beds  like  bitumin- 

>  ProcMdings  of  the  AmeilcaJi  Assodacion  tot  the  Advancement  of  Science,  XVIU, 
1M9,  pp.  laj-iaS. 

'American  Journal  of  Science,  XII,  1S76,  p   177. 
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ous  coal,  in  Chesterfield  County,  Virginia,  and  having  a  dull  black 
and,  for  the  most  part,  lusterless  aspect,  somewhat  resembUng  coke. 
An  analysis  by  Wurtz  '  yielded  the  following: 

Per  cent. 

Coke 84.57 

Volatile  combustible  matter 15.43 

Other  analyses  by  Dr.  T.  M.  Drown  *  on  two  portions,  the  one 
dull  and  lusterless  and  the  other  lustrous,  yielded: 


Dull     , 
Portion. 

'p'Slr- 

'■375 

1.350 

a.oo 
"5-47 

79.33 

0.69 
8I-S3 

"^irf 

1.60 

The  material  occurs  interbedded  with  shales  much  hke  ordinary 
bituminous  coal,  there  being,  according  to  Raymond,  three  distinct 
beds  varying  from  i  foot  9  inches  to  9  feet  in  thickness,  interstratified 
with  the  shales,  the  lowermost  bed  of  9  feet  thickness  being  under- 
laid by  fire  day.  The  origin  of  the  material  is  in  doubt,  the  earlier 
writers  regarding  it  as  a  bituminous  coal  coked  by  the  heat  of  intru- 
sive rocks.  Later  writers  throw  doubt  upon  this  by  stating  that 
there  are  in  the  vicinity  no  intrusives  of  such  size  as  to  warrant  any 
such  assumption. 

Uses. — The  material  is  said  to  bum  without  smoke  or  soot,  like 
anthracite,  and  to  have  been  used  for  domestic  purposes. 

Uintaite;  Gilsonite.— This  is  a  black,  brilliant,  and  lustrous 
variety  of  bitumen,  giving  a  dark-brown  streak,  breaking  with  a  beau- 
tiful conchoidal  fracture,  and  havmg  a  hardness  of  2  to  2.5  and  a 
specific  gravity  of  1.065  to  1.07.  If  fuses  readily  in  the  flame  of 
a  candle,  is  plastic  but  not  sticky  while  warm,  and  unless  highly 

■  Transactions  of  the  American  Institute  of  Mining  Engineen,  III,  1875,  p.  456. 
'  Idem.  XI    iSSj,  p.  448 
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heated  will  not  adhere  to  cold  paper.  Its  deportment  is  stated  to  be 
much  like  that  of  sealing  wax  or  shellac.  Like  albertite  and  gru- 
hamite  it  dissolves  in  turpentine  and  is  not  soluble  in  alcohol.  It 
is  a  nonconductor  of  electricity,  but  like  albertite  becomes  electric 
by  friction.  Its  composition  as  given  is:  Carbon,  80.88  per  cent; 
hydrogen,  9.76  per  cent;  nitrogen,  3.30  per  cent;  oxygen,  6.05  per 
cent,  and  has,  o.oi  per  cent.  The  name  uintaite  was  given  this 
substance  by  W.  P.  Blake  in  1885,  after  the  Uinta  Mountains,  where 
it  was  first  found.  It  is  also  known  under  the  trade  name  of 
gilsonite,  after  S.  H.  Gilson. 

Occurrence. — According  to  George  H.  Eldridge'  the  gilsonite 
deposits  of  Utah  occur  filling  a  series  of  essentially  vertical  fissures 
in  Tertiary  sandstones  lyii^  within  the  Uncompahgre  Indian  Reser- 
vation, or  in  its  immediate  vicinity.  The  fissures  have  smooth, 
regular  walls,  and  vary  in  width  from  the  sixteenth  of  an  inch  to 
18  feet,  and  in  length  from  a  few  hundreds  yards  to  8.  or  10  miles. 

The  larger  veins  are  somewhat  scattered,  one  lyit^  aljout  3J 
miles  east  of  Fort  Duchesne,  a  second  in  the  region  of  the  Upper 
Evacuation  Creek,  and  the  three  others  of  most  importance  in  the 
vicinity  of  the  White  River  and  the  Colorado-Utah  Une.  Besides 
these  there  is  a  r4-inch  vein  crossing  the  western  boundary  of  the 
reservation  near  the  fortieth  parallel;  another  about  equal  size  about 
6  miles  southeast  of  the  junction  of  the  Green  and  White  rivers; 
a  third  in  the  gulch  4  or  5  miles  north  of  Ouray  Agency,  west  of  the 
Duchesne  River,  and  a  number  from  one-sixteenth  of  an  inch  to  a 
foot  in  thickness  in  an  area  about  10  miles  wide,  extending  from 
Willow  Creek  eastward  for  25  miles  along  both  sides  of  the  Green 
and  White  rivers.  The  veins  are  sometimes  slightly  faulted,  and 
often  pinch  out  to  mere  feather  edges.  The  filling  material  is  quite 
structureless  excepting  where,  as  near  the  surface,  it  has  been  ex- 
posed to  the  atmospheric  influences,  where  it  shows  a  fine  pencillate 
or  columnar  structure  at  right  angles  to  the  walb.  The  walls  of  the 
veins  are  impregnated  with  the  gilsonite  for  a  distance  of  several 
inches,  but  all  indications  point  to  the  veins  themselves  having  been 
filled,  not  by  lateral  impregnation,  but  by  injection  from  below. 

'Seventeenth  Annual  Report  U.  S.  Geological  Survey,  1895-96,  Pt.  I,  p.  915. 
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The  mimng  of  uintaite  is  conducted  in  the  ordinary  manner  by 
means  of  shafts  and  tunnels.  The  work  is,  however,  attended  with 
considerable  difficulty  and  some  danger,  owing  to  the  fine  dust 
arisii^  from  it.  This  penetrates  the  skin  and  lungs,  and  is  a  source 
of  great  annoyance,  and  moreover  becomes  highly  explosive  when 
mixed  with  atmospheric  air. 

Uses. — The  principal  use  of  uintaite  'thus  far  has  been  m  the 
manufacture  of  varnishes  for  ironwork  and  baking  japans.  It  is 
not  well  adapted  for  coach  varnishes.  It  has  been  also  used  for 
mixing  with  asphaltic  limestone  for  paving  material.  Other  pos- 
sible uses  suggested  aie  as  below :  For  preventing  electrolytic  action 
on  iron  plates  of  ship  bottoms;  for  coating  barbed-wire  fencit^,  etc; 
for  coating  sea  walls  of  brick  or  masonry;  for  covering  paving  brick; 
for  acid  proof  lining  for  chemical  tanks;  for  roofing  pitch;  for  insu- 
lating electric  wires;  for  smokestack  paint;  for  lubricants  for  heavy 
machinery;  for  preserving  iron  pipes  from  corrosion  and  acids;  for 
coating  poles,  posts,  and  ties;  for  torredo-proof  pile  coatii^;  for 
covering  wood-block  paving;  as  a  substitute  for  rubber  in  the  manu- 
facture of  cotton  garden  hose;  as  a  binder  pitch  for  culm  in  »T>^^Ving 
brickette  and  cggette  coaL 

3.  ozokerite;  mineral  wax;  native  pakatfin. 
This  is  a  wax-like  hydrocarbon,  usually  with  a  foliated  structure, 
soft  and  easily  indented  with  the  thumb  nail;  of  a  yellow-brown  or 
sometimes  greenish  color,  translucent  when  pure,  with  a  greasy  feel- 
ing, and  fusing  at  56"  to  63°  F.;  specific  gravity,  0.955.  It  is  essen- 
tially  a  natural  paraffin.  The  name  is  derived  from  two  Greek 
words,  signifying  to  smell,  and  wax.  Below  is  given  the  composition 
of  (I)  samples  from  Utah,  and  (II)  from  Boryslaw,  in  Galicia. 


t. 

II. 

85-47 

'4-57 

85.78 
T4.»9 

.00.04 

100^ 

The  substance  is  completely  soluble  in  boiling  ether,  carbon 
disulphides,  or  benzine,  and  partially  so  in  alcohoL 
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The  following,  from  a  paper  by  Boverton  Redwood,'  will  serve  to 
show  the  character  of  the  material  from  the  various  reported  sources : 

Colorado. — Dull  black,  hard,  and  pulverizable;  melting  point, 
76°  C.    Yields  on  dbtillation: 

(bydifteS^). 

Paraffin  and  oil 90.00 

Loss  in  gas 2.12 

Loss  in  water , 2.60 

Residue 5.28 

Total 100.00 

It  commences  to  distill  at  360*  C,  when  nearly  3  per  cent  of  oil 
setting  at  30"  C.  comes  over.  At  a  much  higher  temperature  it 
distills  steadily  and  fumbhes  a  pnxluct  suitable  for  use  as  a  source 
of  paraffin. 

Baku. — Specific  gravity,  0.903;  melting  point,  76°  C: 

Paraffin  mass 81.80 

Gas 13.80 

Coke 4.40 

Total 100.00 

Persia. — Dark  green,  rather  hard;   specific  gravity,  0.925 

Light  oil,  0.740  to  0.780 2.3s 

Light  oil,  0.800  to  0.820. 3.50 

Oil,  0.880 16.63 

Paraffin 53.55 

Coke 16.73 

Loss 7,24 

Total 100.00 

>  Journal  of  the  Society  of  Chemical  Industry,  XI,  1891,  p.  114. 
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Boryslaw. — Specific  gravity,  0.930.    I,  dark  yellow;    n,  dark 
brownish  black: 


L 

II. 

Benzine,  0.710100.750 

Kerosene,  0.780  to  0.820 

Lubricating  oil,  0.895  

4-33 
3.00 

4.63 

4.8J 

Total 

.00.00 

100.00 

Olive-green,  rather  hard;  specific  gravity,  0.9336;  melting  point, 
60.5"  C: 

Light  oil,  boiling  point  up  to  150°  C 6.25 

Heavy  oil,  with  paraffin,  150°  to  300°  C  . .  35.10 

Paraffin,  etc.,  over  300°  C 49-73 

Residue  in  retort,  and  loss 8.92 

Total 100.00 

Occurrences. — Ozokerite  occurs  in  the  United  States  in  Emery 
and  Uinta  counties,  Utah,  where,  in  the  form  of  small  veins  in 
Tertiary  rocks,  it  extends  over  a  wide  area.  It  is  also  found  m 
Galicia,  Austria,  in  Miocene  deposits ;  in  Roumania,  Hungary,  Russia, 
and  other  Asiatic  and  European  localities.  As  a  rule,  the  deposits 
are  in  beds  of  Tertiary  or  Cretaceous  age,  the  Boryslaw,  Dwinlacz, 
and  Starunia  (Galicia)  deposits  being  in  Miocene  while  the  Kouban 
deposits  are  on  the  borders  of  the  Lower  Tertiary  and  Upper 
Cretaceous.  In  Teheleken  ozokerite  b  found  accompanying  petro- 
leum in  pockets  in  beds  of  sand  above  the  clay  shales  and  Muschel- 
kalk  of  the  Aralo-Carpathian  formation.  In  southern  Utah  and 
Arizona  it  occurs  in  Tertiary  rock,  probably  Miocene. 

The  Galician  deposits  are  by  far  the  most  important  of  those 
above  mentioned,  Boryslaw,  a  town  of  some  14,500  inhabitants, 
forming  the  principal  seat  of  the  mining  and  manufacturing  indus- 
try. 
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The  soil  of  the  valley  in  which  Boiyslaw  lies  is  a  bed  of  diluvial 
deposit  soqie  meters  in  thickness.  In  sinking  a  shaft,  first  yellow 
clay,  then  rounded  flints  and  gravel,  and  then  plastic  clay  are  met 
with.  Below  this  sandstone  and  blue  shale,  much  distuibed,  alter- 
nate, and  it  is  in  these  beds,  which  have  a  thickness  of  some  300 
meters,  that  the  ozokerite  b  found.  The  ozokerite-bearing  fonna- 
tion  hes  on  a  basis  of  petroliferous  menilite  shale,  the  strata  of  which, 
as  they  approach  the  surface,  are  disposed  almost  vertically,  but 
incline  toward  the  south.  The  strata  are  composed  of  layers  of 
coarse-grained  sandstone,  green  marl,  fine-grained  sandstone  with 
veins  of  calcite,  dark  shaJe  alternating  with  gray  sandy  shale,  imper- 
ceptibly merging  into  the  main  beds  of  the  non-petroliferous  sandstone 
and  shale.  Below  these  are  the  Carpathian  sandstones  of  the  Lower 
Eocene  (nummulitic  sandstone)  and  Upper  Cretaceous  formations. 

The  geological  conditions  prevailing  at  Dwiniacz  and  Starunia  are 
similar  to  those  at  Boryslaw,  but  the  ozokerite  is  more  largely  mixed 
with  petroleum.  The  soil  is  gray  and  red  diluvial  clay,  below  which 
is  a  bed  of  gravel,  lying  on  the  Miocene  formation,  in  which  the 
ozokerite  and  petroleum  occur  in  association  with  native  sulphur, 
iron  pyrites,  and  zinc  blende.  Still  lower  a  highly  porous  calcareous 
rock  is  met  with,  containing  cavities  filled  with  petroleum  and 
sulphureted  water,  and  below  this  again  is  marl  with  gypsum  and 
the  salt-clay  formation  destitute  of  petroleum.  The  ozokerite  occurs 
in  the  form  of  veins  of  a  thickness  ranging  from  a  few  millimeters  to 
some  feet,  and  is  accompanied  with  more  or  less  petroleum  and 
gaseous  hydrocarbons.  It  fills  the  many  fissures  with  which  the 
disturbed  shales  and  Miocene  sandstone  abound,  and  frequently 
forms  thus  a  kind  of  network. 

The  Boryslaw  deposit  extends  over  a  pear-shaped  area,  the  axis 
of  which  lies  E.  30°  S.  The  upper  layers  of  the  richest  portion  of 
the  deposit  occupy  an  area  of  about  21  hectares,  with  a  length  of 
1,000  meters  and  a  maximum  breadth  of  350  meters,  but  outside  this 
there  is  an  outer  zone  of  less  productive  territory  which  increases  the 
total  superficies  to  about  60  hectares,  with  dimensions  of  1,500  meters 
by  560  meters.  The  deposit  narrows  considerably  as  the  depth 
increases,  and  at  a  distance  of  100  meters  from  the  surface  of  the 
ground  has  a  breadth  of  only  200  meters. 
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Uses. — The  crude  ozokerite,  after  beii^  freed  so  far  as  possible 
from  impurities,  is  melted  and  cast  into  loaves  or  blocks  of  the  form 
of  a  truncated  cone,  and  weighing  about  50  to  60  kilos.  There  are 
two  or  three  recognized  commercial  qualities  of  the  melted  and 
cast  ozokerite.  The  first  quali^  is  transparent  in  thin  sheets,  and 
it  color  ranges  from  yellow  to  greenish  brown.  Adulteration  by  means 
of  crude  petroleum,  heavy  oils,  the  residues  from  refineries,  asphal- 
tum,  and  even  earthy  matter,  are  not  unknown,  and  occasionally 
by  a  process  of  double  casting  the  exterior  of  the  block  is  made  to  differ 
in  quality  from  the  interior. 

The  refined  material  is  known  as  ceresin.  It  is  used  for  candles, 
as  an  adulterate  or  a  complete  substitute  for  beeswax,  and  in  the 
manufacture  of  ointments  and  pomades.  A  residual  product  from 
the  purifying  process,  of  a  hard,  waxy  nature,  is  combined  with  india- 
rubber  and  used  as  an  insulating  material  for  electrical  cables. 
In  this  form  it  is  known  as  okanite.  A  ball  blacking,  used  on  the 
heels  of  shoes,  is  also  manufactured  from  it. 

The  names  Scheererite,  Hatchettite,  FichteUte,  and  Kdnlite  are 
applied  to  simple  hydrocarbons  closely  allied  to  ozokerite  found  in 
beds  of  peat  and  coal,  but,  so  far  as  the  writer  is  aware,  never  in 
such  abundance  as  to  be  of  commercial  value. 

The  name  Torbanlte  or  kerosene  shale  has  been  given  to  a  dense 
coal-black  substance  appearing  and  breaking  much  like  cannel  coal, 
and  which  occurs  in  irregular,  isolated,  circumscribed,  and  lenticu- 
lar deposits  near  the  base  of  the  Carboniferous  beds  of  New  South 
Wales,  Australia,  and  near  Bathgate  in  Linhthgowshire,  Scotland. 
The  better  varieties  contain  from  70  to  80  per  cent  of  volatile  hydro- 
carbon, 6  to  8  per  cent  of  fixed  carbon,  7  to  20  per  cent  of  ash,  with 
a  Uttle  sulphur  and  water.  The  material  is  used  mainly  for  gas 
and  oil  making  by  distillation,  the  best  qualities  yielding  from  150 
to  160  gallons  of  crude  oil  to  the  ton,  and  about  20,000  feet  of  gas 
of  48-candle  intensity.' 

4.   BESINS. 

SncclJllte;  Amber. — The  mineral  commonly  known  as  amber 
is  a  fossil  resin  consisting  of  some  78.94  parts  of  carbon,  10.53  pa^s 

I  MinereU  of  New  South  Wales,  by  A.  Liversidge,  p.  145. 
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of  oxygen,  and  10.53  P^rts  of  hydrogen,  together  with  usually  from 
two  to  four  tenths  of  a  per  cent  of  sulphur.  It  is  not  a  simple  resin, 
but  a  compound  of  four  or  more  hydrocarbons.  According  to 
Berzelius,  as  quoted  by  Dana,  it  consists  mainly  (85  to  90  per 
cent)  of  a  resin  which  resists  all  solvents,  along  with  two  other  resins 
soluble  in  alcohol  and  ether,  an  oil,  and  2\  to  6  per  cent  of  sucdnic 
acid. 

The  mineral  as  found  is  of  a  yellow,  brownish,  or  reddish  color, 
frequently  clouded,  translucent  or  even  transparent,  tasteless, becomes 
negatively  electrified  by  friction,  has  a  hardness  of  2  to  2.5,  a  specific 
gravity  when  free  from  inclosures  of  1.096,  a  conchoidal  fracture, 
and  melts  at  250"  to  500°  F.  without  previous  swelling  but  boils 
quietly,  giving  off  dense  white  fumes  with  an  aromatic  odor  and 
very  irritating  effect  on  the  respiratory  organs. 

As  above  noted,  amber  is  a  fossil  resin  or  pitch,  an  exudation 
product  principally  of  the  Pinus  succinijer,  a  now  extinct  variety 
of  pine  of  the  Tertiary  period. 

Occurrence. — Amber  or  closely  related  compounds  has  been 
found  in  varying  amounts  at  numerous  widely  separated  localities, 
but  always  under  conditions  closely  resembling  one  another.  The 
better-known  localities  are  the  Prussian  coast  of  the  Baltic ;  on  the 
coast  of  Norfolk,  Essex,  and  Suffolk,  England;  the  coasts  of  Sweden, 
Denmark,  and  the  Russian  Baltic  provinces;  in  Galicla,  Westphalia. 
Poland,  Moravia,  Norway,  Switzerland,  France,  Upper  Burmah, 
Sicily,  Mexico,  the  United  States  at  Martha's  Vineyard,  and  near 
Trenton  and  Camden,  New  Jersey. 

The  substance  occurs  in  irregular  masses,  usually  of  small  size. 
One  of  the  largest  masses  on  record  weighed  18  pounds.  This  is 
now  in  the  Berlin  Museum.  A  mass  found  in  the  marl  pits  near 
Harrisonbui^,  New  Jersey,  weighed  64  ounces.  This  last  is  pre- 
sumably not  true  amber,  since  it  contained  no  succinic  acid,  which 
is  now  regarded  as  the  essential  constituent. 

The  amber  of  commerte  comes  now,  as  for  the  past  two  thousand 
years,  mainly  from  the  Baltic,  where  it  occurs  in  a  strata  of  lignite- 
bearing  sands  of  Lower  Oligocene  age.    According  to  Berendt,' 

'Scbriften  der  Pbysikaliscb-ekonomisdieD  GewUschaft,  VII,  iS66. 
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there  are  two  amber-bearing  strata,  the  one  carrying  the  amber  in 
nests  and  both  underlaid  and  ovetkid  by  clayey  seams,  and  the 
second  and  lower  a  glauconitic  sand  commonly  known  as  the  blue 
earth.  The  material  is  mined  by  op>en  cuts  where  the  strata  come 
to  the  surface,  by  means  of  shafts  and  tunnels,  as  in  coal  mining, 
and  by  dredging  or  diving,  in  the  latter  case  the  material  having 
been  derived  originally  from  the  amber-bearing  strata  and  redeposited 
on  thie  present  sea-bottom.* 

The  pieces  obtained  vary  from  the  size  of  a  pea  to  that  of  the  hand. 
The  annual  product  at  present  amounts  to  some  300,000  pounds, 
valued  at  about  $1,000,000.  The  price  of  the  material  varies  greatly 
with  the  size  and  purity  of  the  pieces.  Pieces  of  one-fourth  pound 
weight  bring  about  $15  a  pound,  while  the  small  granules  will  not 
bring  one-twentieth  that  amount.  The  value  of  the  material  is 
often  lessened  by  the  presence  of  flaws  and  impurities  or  inclosures, 
such  as  insects  and  twigs  of  plants. 

Uses. — Amber  is  used  mainly  in  jewelry,  in  small  ornamentations, 
and  smokers'  goods,  the  smaller  pieces  being  used  in  making  varnish. 
The  clear  pieces  and  chippings  have  of  late  been  compressed  by  a 
newly  discovered  process  into  tablets  some  6  by  3  by  1  inches  in 
size,  which  can  be  utilized  in  the  manufacture  of  articles  for  smokers' 
use. 

Retinite. — The  name  retinite  is  used  by  Dana  to  include  a  con- 
siderable series  of  fossil  resins  allied  to  amber,  differing  mainly  in 
containing  no  succinic  acid.  They  occur  in  beds  of  brown  coal  of 
Tertiary  and  Cretaceous  Age,  much  as  does  the  amber  proper.  The 
principal  varieties  that  have  thus  far  proven  of  any  economic  impor- 
tance are  noted  below: 

Chemawinite. — This  is  the  name  given  by  Professor  Harring- 
ton,' to  an  amber-like  resin  found  associated  with  woody  dft)ris 
on  the  southeast  shore  of  Cedar  Lake  in  Canada.  The  material 
occurs  in  granular  form  and  in  small  sizes  only,  such  as  are  quite 
unsuited  for  manufacturing  purposes.  The  true  gum-bearing 
stratum,  if  such  exists,  has  not  yet  been  discovered,  the  material 

'  According  to  the  Engineeriiig  and  Mining  Journal  of  May  90.  1893,  the  dredg- 
ing process  on  the  Baltic  coast  has  been  discontinued  as  no  longer  profitable. 
'American  Journal  of  Science,  XLII,   1891,  p.  331. 
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thus  far  found  being  washed  up  by  waves  on  the  beach.  Accotd- 
ing  to  O.  J.  Klotz,'  the  beach  matter  resembles  the  refuse  of  a 
sawmill,  no  stones  and  very  little  sand  being  associated  with  the 
dft>ris,  which  is  everywhere  underlaid  by  clay.  The  principal 
beach  was  estimated  to  contain  some  700  tons  of  granular  material. 

A  somewhat  similar  resin  is  found  in  the  lignite  and  soft  greenish 
sandstone  near  Kuji,  Japan.*  It  is  reported  as  being  of  inferior 
quality,  opaque,  cloudy,  and  much  fissured.  It  is,  however,  mined 
and  shipped  to  Tokio,  where  it  is  presumably  worked  up  into  small 
ornaments. 

The  so-called  Burmese  amber,  or  Burmite  from  the  Hukong 
Valley,  is  reported  as  occurring  in  a  soft  blue  clay,  probably  of  Lower 
Miocene  Age,  and  in  lumps  not  exceedii^  the  size  of  a  man's  hand. 

Gum  copal. — The  name  copal  or  gum  copal  is  made  to  cover, 
commercially,  a  somewhat  variable  series  of  resins  found  for  the  most 
part  buried  in  the  sands  in  tropical  and  subtropical  regions.  They 
are  in  general  amber-like  or  resin-like  in  appearance,  of  a  hardness 
inferior  to  that  of  true  amber,  of  a  %ht  yellow  to  brown  color,  brill- 
iant glass-like  luster,  transparent  to  translucent,  and  have  a  con- 
choidal  fracture.  When  cold  they  are  brittle  and  can  be  readily 
crushed  to  powder,  but  possess  a  shght  amount  of  elasticity.  When 
rubbed  on  cloth  they  become  electric  and  emit  a  peculiar  resinous 
odor.  The  specific  gravity  varies  from  i  to  i.io.  When  heated 
the  material  softens,  swells  up,  and  bubbles,  finally  melting,  remain- 
ing liquid  until  carbonized.  It  bums  with  a  yellow  smoky  fiame; 
is  partially  soluble  in  alcohol,  wholly  so  in  ether,  and  also  in  turpen- 
tine on  prolonged  digestion.  The  so-called  Kauri  gum  b  a  light 
amber-colored  variety  from  the  Dammara  Austraits,  a  living  conifer- 
ous tree  of  New  Zealand.  The  principal  source  is  the  northern 
portion  of  the  Auckland  provincial  district  which  has  exported  since 
1863  (and  up  to  1897)  some  134,630  tons  of  gum  valued  at  £5,394,- 
687,  the  product  for  1890  beii^  7,438  tons  valued  at  £378,563. 

The  gum-digging  industry' is  one  that  gives  employment  to  both 


'  American  Jendet,  No.  a,  XII,  1891. 

'Transactions  of  the  American  Institute  of  Mining  Engineers,  V,  iS7(^  p.  165. 
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Europeans  and  natives.'  The  gum  is  found  but  a  short  distance 
below  the  surface,  and  is  dug  with  the  aid  of  a  few  implements,  the 
entire  outfit  often  consisting  of  a  steel  prod,  a  spade,  and  knife  and 
haversack.  With  the  copal  is  often  found  the  more  amber-like  resin 
ambrite,  which  has  a  slightly  greater  hardness,  a  specific  gravity 
of  1.034,  a  yeUowish  gray  to  reddish  color  and  which  yields  on  an- 
alysis carbon,  76.88;  hydrogen,  10.54  per  cent,  and  oxygen,  12.77 
per  cent.  It  becomes  strongly  electric  by  friction  and  is  insoluble  in 
alcohol,  ether,  chloroform,  benzine,  or  turpentine,  and  bums  with 
yellow,  smoking  flame.  Quite  similar  to  the  kauri  gum  is  the  copal 
of  the  African  coasts.  Accordii^  to  Dr.  F.  Welwitsch'  gum  of  the 
west  coast  and  probably  all  the  gum  resin  exported  under  this  name 
from  tropical  Africa  is  to  be  regarded  as  a  fossil  resin  produced  by 
trees  which,  in  periods  long  since  past,  adorned  the  forests  of  that 
continent,  but  which  are  at  present  either  totally  extinct  or  exist 
only  in  a  dwarfed  posterity.  The  gum,  which  is  called  by  the  Bunda 
negroes  Ocate  Coct^,  or  Mucocoto,  is  found  in  the  hilly  or  mountain- 
ous districts  all  along  the  coast  of  Angola,  including  the  districts  of 
Congo  and  Benguella,  and  is  brought  by  the  natives  to  the  diflferent 
market  places  on  the  coast  of  Angola,  including  the  districts  of  Congo 
and  Benguella.  The  larger  quantities  of  the  resin  are  mostly  found 
in  the  sandy  soil,  and  it  is  apparently  limited  in  its  get^aphical  db- 
tribution  with  that  of  the  tree  Adansonia  digilaia,  the  lands  in  the 
Government  of  Bei^ella  extending  along  the  mountain  terrace  of 
Amboin,  Selles,  and  Mucobale,  south  of  the  Cuanza  River  being 
most  productive,  having  yielded  between  1850  and  i860  some 
1,600,000  pounds  of  gum  a  year. 

"It  is  a  general  and  widely  spread  opinion,"  writes  Welwitsch, 
"  that  the  gum  copal  in  Angola  is  gathered  from  trees;  but  this,  accord- 
ing to  my  own  observation,  is  obviously  erroneous,  for  the  gum 
copal  is  either  dug  out  of  the  loose  strata  of  sand,  marl,  or  clay,  or 
ebe  it  is  found  in  isolated  pieces  washed  out  and  brought  to  the 
surface  of  the  soil  by  heavy  rainfalls,  earthfalb,  or  gales;  and  such 

'  Report  of  the  Mining  Industry  of  New  Zealand  for  1888.  In  the  report  for  1887 
it  is  stated  that  "according  to  the  last  census"  the  number  of  petsons  employed  in 
the  occupation  of  gum  digging  was  1,283, 

'Journal  of  the  Linoaeiin  Society  of  London,  Botany,  IX,  i366,  p.  987. 
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pieces,  where  found,  induce  the  n^roes  to  dig  for  larger  quantities 
in  the  adjacent  spots.  This  digging  after  larger  quantities  is,  as 
may  be  supposed,  often  very  successful;  but  sometimes  it  is  less 
satisfactory,  or  totally  without  result,  just  in  the  same  manner  as  with 
people  digging  for  gold.  At  times  numerous  larger  and  smaller 
pieces  of  copal  are  found  close  to  the  surface  of  the  sand,  or  within 
the  depth  of  a  few  feet;  while  in  other  places,  after  dij^ing  to  the 
depth  of  5  to  S  or  even  lo  or  more  feet,  only  single  pieces,  or  some- 
times none  at  all,  are  brought  to  light.  As  soon  as  a  negro  has  dis- 
covered in  any  spot  one  or  more  pieces  of  copal,  he  hastens  to  his  re- 
lations and  to  his  commercial  friends,  telling  them  of  his  fortunate 
treasure-trove,  showing  what  he  has  found,  and  concludes  with 
them  a  kind  of  treaty  of  partnership  whereby  he  becomes  entitled  to 
the  larger  share  in  the  probable  gains.  The  members  of  this  part- 
nership then  provide  hemselves  with  digging  implements,  including 
large  sacks,  mostly  made  of  the  bark  of  the  Adansonia  or  Raphia 
leaves,  and  they  then  proceed  to  the  indicated  spot  to  commence 
researches.  As  is  natural,  such  a  spot  and  its  neighborhood  are  not 
left  until  the  diggers  have  convinced  themselves  that  they  have  com- 
pletely exhausted  the  district,  or  that  no  more  gum  copal  is  to  be 
found  beyond  the  first  indicating  pieces.  In  the  latter  case  it  is 
sup[>osed  that  the  first  pieces  met  with  were  washed  down  from 
afar,  and  further  researches  are  then  made  accordingly. 

"If,  after  prolonged  researches  in  the  same  district,  no  more  gum 
copal  is  found,  the  diggers  leave  that  place;  the  secured  resin  is 
cleaned  by  washing  and  packed  in  sacks,  to  be  ready  for  sale  in  the 
markets  on  fhe  coast.  Different  varieties  of  unequal  value  being 
often  obtained  on  the  same  spot,  the  resin,  when  brought  to  market, 
has  to  be  sorted  before  being  sold.  It  is  classified  mostly  accord- 
ing to  its  color,  and  the  price  is  determined  by  weight.  The  deep- 
colored  quality  is  generally  worth  double  the  price  of  the  Hghter 
sort.  The  shape  in  which  the  gum  is  found  is  quite  variable;  it 
often  has  the  form  of  an  egg,  a  ball,  or  a  drop,  at  other  times  it 
looks  hke  a  flat,  pressed  cake,  and  it  is  also  met  with  in  sharp-canted 
pieces.  The  pieces  vary  as  much  in  size  as  in  shape;  they  are  rarely 
larger  than  a  hfen's  egg,  and  there  are  many  much  smaller,  others 
(which,  however,  seldom  occur)  are  as  big  as  a  man's  fist,  or  even  a 
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child's  head,  weighing  three  to  four  pounds  and  more.  All  the  pieces 
of  different  shape  and  size  have  one  common  characteristic,  namely, 
that  on  their  surface  they  are  covered  with  a  thinner  or  thicker  close- 
sticking,  whitish,  nearly  chalky  crust,  which  exhibits  on  many  pieces 
veins  or  network,  while  in  most  instances  it  covers  the  surface  hke 
an  earthy  powdery  coat.  The  surface  of  fresh-broken  pieces  appears 
conchoidal,  with  finely  radiating  lines  in  each  conchoidal  impression. 
The  luster  is  glossy,  the  mass  is  hard  and  transparent  to  a  certain 
depth,  and  where  scratched  with  a  knife  or  needle  it  leaves  a  white 
powdered  stroke.  It  can  easily  be  scraped  with  a  knife  into  powder 
which,  if  sprinkled  over  red-hot  coals,  changes  instantaneously  into 
thick  vapors,  at  first  with  a  slight  yellow  color,  with  a  strong  aro- 
matic smell,  somewhat  similar  to  that  of  incense.  Large  pieces 
brought  into  contact  with  a  light  soon  bum  up,  developing  at  the 
same  time  the  above-mentioned  vapors.  When  chewed  it  crackles 
between  the  teeth  without  leaving  a  noticeable  taste. 

"The  fact  that  there  is  often  seen,  even  on  the  canted  broken 
sides  of  many  pieces,  the  same  hard,  whitish,  earthy  crust  which 
covers  the  other  unbroken  surface  of  the  same  piece,  tends  to  prove 
that  after  their  falling  off  the  mother-tree  they  were  forcibly  trans- 
ported from  their  original  spot  by  floods  or  earth  falls,  by-which  they 
were  broken  before  they  came  into  the  marl  or  sandy  plains  in  which 
they  are  now  found.  At  times  the  crust  just  alluded  to  is  very  hard, 
of  considerable  thickness,  and  with  a  glossy  polish,  which  leads  to 
the  supposition  that  pieces  in  which  it  is  found  have  been  embedded 
for  a  long  time  in  the  ground,  or  perhaps  in  water-basins.  While 
an  earthy  crust  of  greater  or  less  thickness  is  noticed  on  all  pieces, 
of  gum  copal  before  it  is  washed  or  rubbed  off,  the  color  in  different 
pieces  varies  very  much;  some  samples  are  yellowish  white,  some  of 
honey  or  gold  color,  and  others  are  distinguished  by  an  intense  red~ 
~dish-orange  color.  The  general  appearance  of  the  pure  pieces  of 
this  resin,  especially  in  the  gold-colored  kind,  has  delusive  resem- 
blance to  amber,  with  which,  though  much  softer,  it  has  the  common 
properties  of  igniting  and  of  becoming  electrical  by  friction.  The 
interior  of  the  Angola  copal  pieces,  when  not  mixed  with  earthy  sub- 
stances, or  with  remains  of  bark,  is  even  glossy  and  transparent; 
but  I  have  never  observed  insects  in  any  of  the  numerous  samples 
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which,  partly  in  Angola  and  partly  at  Lisbon,  came  under  my  notice, 
while  in  the  copal  sent  to  Lisbon  from  the  province  of  Mozambique, 
on  the  east  coast  of  Tropical  Africa,  various  hymenopterous  insects 
are  to  be  met  with.  The  different  colors  of  the  copal  of  Angola 
just  described  are  connected  more  or  less  with  its  availability  for 
varnishes,  etc.  Thus  the  copal  dealers  distinguish  three  sorts, 
namely,  (i)  red  copal  gum  (gomma  copal  vermeUia);  (2)  yellow 
(c.c.  amarella);  (3)  whitish  (g.c.  bianca).  The  red  and  whitish 
sorts  furnish  the  best  and  finest  varnish,  and  therefore  are  most  in 
request  and  the  dearest,  while  the  whitish  quahty  is  sold  at  the 
lowest  price."  ' 

According  to  Burton '  the  present  limit  of  distribution  of  the 
gum-yielding  trees  on  the  east  coast  is  less  extensive  than  that  of  the 
extinct  forests  which  have  yielded  the  true  or  "  ripe  "  copal,  or  "  san- 
danisi,"  as  it  is  locally  called.  Every  part  of  the  coast  from  Ras 
Gomani,  in  south  latitude  3,  to  Ras  De^ado,  in  10°  41',  with  a  mean 
depth  of  30  miles  inland,  may  be  called  the  copal  coast.  The 
material  is  found  in  red,  sandy  soil,  but  is  not  evenly  distributed, 
occurring  rather  in  patches,  as  though  produced  by  isolated  trees. 
Dr.  Kirk  considers  this  gum  as  a  product  of  trees  of  the  same  species 
as  those  at  present  producing  the  raw  gum  called  by  the  natives  and 
Arabs  sandarusiza  mitt  or  chakaxi;  that  is,  the  Trachylobium  mosam- 
bkense  Peters.  The  gum  when  dug  from  the  soil  has  superficially 
a  peculiar  pebbled  appearance,  best  described  as  "  goose  skin,"  and 
which  Burton  considered  as  due  to  the  impress  of  the  sandy  grains 
in  which  it  had  been  buried,  but  which  Dr.  Kirk  regards  as  due  to 
the  structure  of  the  cellular  tissues  of  the  tree.  The  copal  when 
freshly  dug  has,  according  to  this  authority,  exteriorly  no  trace  of  the 
goose-skin  structure. 

As  is  the  case  with  the  New  Zealand  and  West  African  gums,  the 
methods  of  digging  are  very  crude,  careless,  and  desultory.  The 
diggings  are  mostly  beyond  the  jurisdiction  of  Zanzibar,  but  as  this 


'  Journiil  of  the  Linnaean  Society  of  London,  Botany,  IX,  1S66,  pp.  agi-agj. 

'  Lake  Region  ot  Central  Africa,  II,  p,  403.  See  also  report  by  Dr.  M.  C.  Cooke 
on  the  gums,  resins,  etc.,  in  the  India  Museum,  or  produced  in  India.  LoodoD, 
India  Museum,  1874. 
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is  the  principal  port,  most  of  the  material  is  known  commercially  as 
Zanzibar  copaL 
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XIV.  MISCELLANEOUS. 
I.  Grini>stonzs;  Whetstones;  and  Honzs. 

The  custom  of  sharpenii^  edge  took  on  pieces  of  stone  has  been 
practiced  by  barbarous  and  civilized  nations  ever  since  the  adoption 
of  cutting  implements  of  any  kind,  however  crade  and  of  whatever 
materials. 

With  the  &rst  crude  implements,  it  is  safe  to  say  almost  any  stone 
possessing  the  requisite  grit  would  serve  to  produce  the  rough  edge 
desired.  With  the  improvement  in  the  cutting  implement  there  has, 
however,  been  necessitated  a  corresponding  improvement  in  the 
character  of  the  sharpening  implement  as  well.  Formerly,  it  may 
be  safely  assumed,  every  man  used  that  which  was  most  accessible 
and  could  be  made  to  best  answer  its  purpose.  Now  the  grindstone 
and  whetstone  industry  is  as  well  organized  as  any  other  branch  of 
manufacture,  and  forms  no  inconsiderable  feature  of  the  nation's 
trade.  Localities  are  ransacked  and  material  is  brought  from  far 
and  near,  carried  long  distances,  overland  or  across  the  ocean,  to 
the  workshops  of  the  manufacturer  to  be  cut  into  the  desired  shapes 
and  sizes,  classified  and  assorted  according  to  quality,  and  sent  abroad 
once  more  to  meet  the  demands  of  the  ever  increasing  trade.  The 
use  of  the  grindstone,  it  should  be  noted,  is  not  confined  merely  to 
sharpening  edge  tools,  but,  as  will  be  noted  later,  they  are  made  from 
a  variety  of  materials,  and  of  an  equal  variety  of  sizes,  from  the 
2-inch  wheel  of  novaculite,  used  by  jewelers,  to  a  coarse  grit  monster 
of  over  2  tons  weight  for  the  grinding  of  rough  castings  in  machine 
shops. 

A  stone  to  be  suitable  for  grinding  purposes  must  possess  a  fine 
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Microsections  of  Mies  Schist  used  in  making  Whetstones.     Fig.  i,  Cut^^o&^^W^ 

Foliation:  Fig.  a,  Cut  parallel  lo  Foliation. 

(U.  S.  National  Museum.] 
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and  eveD  grain,  free  from  all  hard  spots  and  inequalities  of  any  kind. 
It  is  essential,  too,  that  the  various  particles  of  which  it  is  composed 
be  cemented  together  with  just  sufficient  tenacity  to  impart  the 
necessary  strength  to  the  stone,  and  yet  allow  them  to  crumble  away 
when  exposed  to  friction,  thus  continually  presenting  fresh  sharp 
grains  and  surfaces  to  act  upon  the  material  being  ground.  Simple 
as  these  essential  qualities  may  seem  they  are  in  reality  but  rarely 
met  with  in  perfection,  and  the  majority  of  grindstones  now  on  the 
market  are  quarried  from  a  comparatively  limited  number  of  sourees. 
If  the  stone  be  too  friable  it  wears  away  too  rapidly,  and  the  grind- 
ing done  is  coarse  and  uneven;  a  sharp  edge  or  polish  is  unobtainable 
If  too  hard  it  glazes  and  loses  its  cutting  quahties,  or  cuts  so  slowly 
as  to  be  no  longer  desirable.  If,  moreover,  the  particles  composing 
the  stone  adhere  with  too  little  tenacity,  the  stone,  particularly  if  it 
be  a  large  one,  such  as  is  used  for  grinding  castings,  is  liable  to  burst, 
perhaps  to  the  serious  injury  of  workmen  and  machinery. 

The  requisite  qualities  as  above  enumerated  are  found  mainly  in 
those  stones  that  have  originated  as  sandy  deposits  on  sea  bottoms 
and  have  undergone  little  if  any  metamorphism — in  other  words,  in 
sandstones.  For  some  particular  reason,  or  rather  owing  to  certain 
peculiar  conditions,  although  sandstones  were  formed  throughout  a 
great  number  of  periods  in  the  earth's  history,  those  formed  during 
the  Carboniferous  age  seem  best  adapted  for  the  purpose,  and  from 
stone  found  somewhere  in  this  formation  are  manufactured  a  large 
share  of  the  grindstones  now  in  use. 

A  majority  of  the  grindstones  now  found  in  the  markets  of  the 
United  States  are  made  from  sandstones  quarried  from  the  Upper, 
Middle,  and  Lower  Carboniferous  formations  of  Ohio,  Michigan, 
Nova  Scotia,  New  Brunswick,  England  or  Scotland.  A  few  are,  o- 
have  been,  made  from  stone  from  Missouri  and  Kentucky.  The 
Ohio  stones  are  obtained  nearly  altogether  from  quarries  in  the  sub- 
Carboniferous  sandstones  at  or  near  Berea,  Amherst,  Bedford,  Con- 
stitution, Massillon,  Marietta,  Independence,  and  Euclid.  Few  if 
any  of  the  quarries  are  worked  wholly  for  grindstones,  but  in  the 
majority  of  cases  the  stone  b  sought  for  building  purposes  as  well, 
and  the  grindstone  output  may  be  merely  incidental,  certain  layers 
only  being  adapted  for  the  latter  purpose.    This  is  well  illustrated 
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by  the  following  section,  as  shown  at  one  of  the  Amherst  quarries 
and  as  described  '  by  Professor  Orion,  the  State  geologist.  The 
reader  will  understand  that  by  section  is  meant  the  various  layers 
exposed  in  the  quarry  wall,  or  that  would  be  passed  through  in  dig- 
ging or  boring  from  the  surface  downward. 

At  Amherst,  then,  the  stone  lies  as  follows,  beginning  at  the  sur- 
face- 
Feet 

Drift  material  (soil,  sand,  etc.) i  to    3 

Worthless  shell  rock 6  to  10 

Soft  rock  used  only  for  grindstones 13 

Building  stone 3 

Bridge  stone a 

"Grindstone 3 

Building  and  grindstone 10 

Building  stone 4  to    7 

Buildii^  stone  or  grindstone 13 

Commenting  on  the  condition  of  affairs  as  here  displayed,  Pro- 
fessor Orton  says : 

"As  will  be  noticed  in  this  section,  the  different  strata  are  not 
appUcable  alike  to  the  same  purpose,  and  the  uses  for  which  the 
different  grades  of  material  can  be  employed  depend  principally 
upon  the  texture  and  the  hardness  of  the  stone.  The  softest  and 
most  uniform  in  texture  is  especially  applicable  for  certain  kinds  of 
grinding,  and  is  used  for  grindstones  only,  and  the  production  of 
these  forms  an  important  part  of  the  quany  industry.  In  its  differ- 
ent varieties  the  material  is  applicable  to  all  kinds  of  grinding,  and 
stones  made  from  it  are  not  only  sold  throughout  this  country,  but 
are  exported  to  nearly  all  parts  of  the  civilized  world.  Some  of  the 
finest -grained  material  is  also  used  in  the  manufacture  of  whetstones. 
There  are  various  points  in  the  system  of  the  Berea  grit  where  the 
stone  is  adapted  to  this  use,  but  such  a  manufacture  is  best  carried 
on  when  joined  with  a  large  interest  in  quarrying,  so  that  the  small 
amount  of  suitable  material  can  be  selected ;  and  thus  it  happens  that 

'  Geological  Survey  of  Ohio,  V,  p.  586. 


D,g,l,..cbyGOOglC 


MISCELLANEOUS.  391 

only  at  Amherst  and  at  Berea  are  whetstones  manufactured  in  large 
quantities." 

Below  are  given  in  brief  outline  the  sources  and  main  character- 
istics of  the  principal  grindstones  now  in  the  market,  beginning  with 
those  of  the  United  States.  In  speaking  of  the  texture  of  any  stone, 
that  of  fierea  has  been  taken  as  the  standard.  This  is  the  stone  most 
used  for  grinding  cuttii^  tools,  such  as  axes  and  scythes.  It  must 
be  remarked  here  that  the  term  Berea  grit  is  applied  not  merely  to 
the  stone  from  the  immediate  vicinity  of  the  town  of  Berea,  but  is 
rather  a  general  name  applied  to  this  particular  subdivision  of  the 
sub-Carboniferous  formation  of  Ohio  and  extending  over  a  wide 
field. 

Berea. — Medium  fine ;  blue  gray,  light  yellowish,  or  nearly  white. 
For  edge  tools  in  general;  the  finer  varieties  also  used  for  whetstones. 

Amherst. — Medium  fine,  like  the  Berea,  being  a  part  of  the  same 
formation.  Light  gray,  with  small  rust-colored  spots  due  to  iron 
oxides.  For  grindstones  and  whetstones  for  edge  tools  in  general; 
the  softer  varieties  for  saws. 

Independence. — Similar  to  the  Amherst,  and  especially  adapted  for 
the  manufacture  of  large  grindstones  for  dry  grinding;  stones  said 
not  to  glaze  when  used  for  this  purpose. 

Bedjord. — Rather  coarser,  though  of  even  texture  and  filled  with 
brown  spots  of  iron  oxide.    Es[>ecially  adapted  for  grindit^  sprii^. 

Euclid. — Fine,  light  blubh  gray;  for  wet  grinding  edge  tools. 

MassiUon. — Medium  to  rather  coarse;  the  microscope  shows  it 
to  be  an  ^gregate  of  rounded,  colorless  grams  of  quartz,  with  little, 
if  any,  cementing  material.  Not  so  finely  compacted  as  the  last,  and 
small  fragments  can  be  readily  broken  from  the  sharp  edges  by  means 
of  the  thumb  and  fingers.  Color,  light  yellowish  or  pinkish;  for  ec^e 
tools,  springs,  files,  and  nail-cutters'  face  stones,  but  mainly  for  the 
dry  grinding  of  castings. 

Conslilution. — Medium;  light  gray  and  rather  more  friable  than 
the  last.  A  variety  of  textures,  however,  and  all  kinds  of  grits  for 
wet  grinding  are  furnished. 

Huron,  Michigan. — Fine;  uniform  blue-gray  cobr,  with  numer- 
ous flecks  of  silvery  mica.  Smells  strongly  of  clay  when  breathed 
upon.    For  wet  grinding  of  i.d%e  tools;  produces  a  fine  edge. 
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The  Joggins,  Nova  Scotia. — Fine  gray;  of  uniform  texture;  used 
for  wet  grinding  all  kinds  of  e<^e  tools;  the  large  stones  for  grinding 
springs,  sad  irons,  and  hinges;  extensively  exported  to  the  United 
States. 

Bay  oj  Chaleur,  New  Brunswick. — Fine  dark  bluish  gray;  of 
firm  texture;  smells  strongly  of  clay  when  breathed  upon.  Resem- 
bles the  stone  of  Huron,  Michigan,  but  contains  less  mica.  Used  in 
the  manufacture  of  table  cutlery;  also  machinists'  tools  and  edge  tools 
in  general. 

Newcastle,  England. — Light  gray  and  yellowish;  with  a  sharp 
grit;  rather  friable,  and  texture  somewhat  coarser  than  that  of  the 
Berea  stone,  which  it  otherwise  somewhat  resembles.  The  finer 
grades  used  for  grinding  saws  and  the  cqarser  and  harder  ones  for 
sad  irons,  springs,  pulleys,  shafting,  for  bead  and  face  stones  in  nail 
work,  and  for  dry  grinding  of  castings;  also  used  by  glass  cutters. 

Wickersly,  England. — A  dull,  brownish  or  yellowish,  somewhat 
micaceous  stone  of  medium  texture  and  rather  soft.  For  grinding 
saws,  squares,  bevels,  and  cutlers'  work  in  general. 

Liverpool,  or  MeUing,  England. — Dull  reddish;  a  somewhat 
loosely  compacted  aggregate  of  siliceous  sand,  so  friable  that  the  sharp 
angles  are  easily  crumbled  away  by  the  thumb  and  fingers.  A  very 
sharp  grit,  used  for  saws  and  edge  tools,  particulariy  axes  in  ship- 
yards. 

Craigleith,  Scotland. — Fine-grained  and  nearly  white.  A  very 
pure  siliceous  sandstone  with  a  sharp  grit.  Said  to  be  the  best  stone 
known  for  glass  cutting,  though  the  Newcastle,  Warrii^on,  and 
Yorkshire  grits  are  also  used  for  a  similar  purpose. 

For  whetstones  the  same  qualities  are  essential  as  for  grindstones, 
though  as  a  rule  the  whetstones  are  designed  for  a  finer  class  of 
.  work,  and  hence  a  finer  grade  of  material  is  utilized.  For  sharpening 
scythes  and  other  coarse  cutting  tools,  however,  the  same  stone  is 
used  as  for  grindstones,  the  same  quarry  producing  stone  for  build- 
ing, grindstones,  and  whetstones,  as  above  noted.  The  so-called 
Hindostan,  or  Orai^e  stone,  from  Orange  County,  Indiana,  is  a  very 
fine-grained  siliceous  sandstone  of  remarkably  sharp  and  uniform 
grit,  and  which  for  carvers  and  kitchen  implements  is  unexcelled. 
The  so-called  Labrador  stone  is  also  a  sandstone  of  a  dark  blue-gray 
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color  and  of  less  sharp  grit  than  that  just  mentioned.  Many  scythe- 
stones  like  "  Indian  Pond "  "  Chocolate,"  "  Farmers'  Choice," 
"Black  Diamond,"  "Vennont  Quinebaug,"  and  the  "Lamoille," 
are  fine-grained  mica  schists  from  New  Hampshire  and  Vennont 
quarries.  These  as  a  rule  are  very  fine-grained,  schistose  dark-gray 
rocks,  sometimes  of  a  hght  chocolate  color  on  a  freshly  fractured 
surface.  The  microscope  shows  them  to  consist  of  a  compact  and 
slightly  schistose  aggregate  of  quartz  and  mica  in  which  are  fre- 
quently included  very  abundant  small  octahedral  crystals  of  mag- 
netic iron  and  sometimes  garnets.  (See  Plate  XXX.)  So  abundant 
are  these  magnetic  granules  in  some  of  these  rocks,  especially  those 
of  Grafton  County,  New  Hampshire,  as  to  constitute  an  important 
feature,  and  it  is  doubtless  in  part  to  them  that  the  stone  owes  its 
excellent  abrasive  qualities.  Magnetite,  it  will  be  remembered,  has 
a  hardness  of  about  6.5  of  the  scale,  and  constitutes  a  very  consider- 
able proportion  of  the  ordinary  emery  of  commerce.  We  have  here, 
then,  what  is  almost  a  natural  equivalent  of  the  artificial  emery  stone, 
the  compact  groundmass  of  quartz  and  mica  serving  as  a  binding 
material  for  the  m^etite  grains  while  they  perfonn  their  work  in 
wearing  away  the  implement  being  ground.  A  part  of  the  abrading 
quality  of  these  stones  is,  however,  due  to  the  abundant  quartz  and 
mica  scales  and  their  pecuhar  arrangement  in  relation  to  one 
another. 

The  well-known  Water  of  Ayr,  Scotch  hone,  or  snake  stone,  as 
it  is  variously  called,  is  also  a  very  compact  schist.  It  is  said  to 
come  from  Datmour,  in  Ayrshire,  Scotland. 

The  name  novaculite  is  apphed  to  a  very  fine-grained  and  com- 
pact rock  consisting  almost  wholly  of  chalcedonic  sihca,  and  which) 
owing  to  the  fineness  of  its  grit,  is  used  only  in  the  finer  kinds  of  work, 
as  in  sharpening  razors,  knives,  and  the  tools  of  engravers,  car- 
penters, and  other  artisans.  The  true  novacuUtes  are  at  present 
quarried  in  America  only  in  Montgomery,  Saline,  Hot  Springs,  and 
Garland  counties,  in  Arkansas,  and  are  known  commercially  as  the 
Washita  (or  Ouachita,  as  the  name  is  properly  spelled)  and  Arkansas 
stones.  Both  varieties  are  nearly  pure  silica,  the  Ouachita  being 
often  of  a  yellowish  or  rusty  red  tint,  and  the  Arkansas  of  a  pure 
snow  whiteness,  the  latter  variety  being  abo  the  hardest,  most  com- 
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pact,  and  highest  priced.    The  analyses  given  below  show  the  average 
composition  of  the  two  varieties: 


AL(5," 

C?0. 
MgO. 
K,0. 
Na,0 
H,0  . 


Accordit^  to  Griswold  stone  suitable  for  the  manufacture  of 
whetstones  occurs  in  quantity  in  two  distinct  horizons  in  the  Ai^ansas 
novaculite  series  of  rocks,  both  of  which  are  now  being  worked. 
The  principal  quarries  are  in  the  massive  white  beds  of  the  Hot 
Springs  region,  the  material  being  mainly  of  the  fine,  compact  white 
Arkansas  type.  Within  a  limited  region,  northeast  of  Hcd  Springs, 
the  stone  becomes  more  porous,  owing  in  part  to  the  existence  of  a 
larger  number  of  the  rhomboidal  cavities,  and  passes  over  to  the 
Ouschita  type. 

The  microscopic  structure  of  the  Arkansas  novaculite  is  shown 
in  Plate  XXXII,  Fig.  i,  the  large  white  areas  being  angular  granules 
of  quartz. 

Owen  regarded  the  Arkansas  novaculites  as  belonging  to  the  age 
of  the  millstone  grit  formation;  that  is,  to  the  lower  part  of  the 
Carboniferous,  and  considered  them  as  a  sandstone  metamorphosed 
and  freed  from  impurities  by  the  action  of  hot  alkaline  waters.  State 
Geologist  Branner,  however,  regards  the  finer  grade  of  novaculite 
as  a  metamorphosed  chert,  a  conclusion  more  in  accordance  with 
the  microscopic  structure  of  the  rock,  which  is  more  that  of  chalce- 
dony than  of  an  altered  sandstone.  Griswold,  on  the  other  hand, 
regards  the  novaculite  as  a  product  of  sedimentation  of  a  fine  siliceous 
silt,  and  of  Lower  Silurian  age,'  while  Rutley  *  considers  it  as  a 

*  See  Wbetslones  and  NoviicuUtes,  by  L.  S.  Griswold,  Annual  Report  of  the  Geo- 
lexical  Survey  of  Arkansas,  III,  iSgi.  This  report  contains  a  very  full  discussion  ot 
the  Arkansas  covaculite  in  all  its  bearings. 

'  Quarterly  Journal  of  the  Geological  Society  of  London,  L,  1894,  p.  377, 
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product  of  chemical  replacemeot  by  silica  of  the  calcareous  material 
of  dolomite  or  dolomitic  limestone  beds- 

The  view  of  Sutton's  quarry  No.  7  in  Plate  XXXI  shows  the  no- 
vaculite  beds  dipping  5o°  to  the  southeast,  the  bed  of  good  stone 
being  some  12  or  15  feet  in  thickness.  The  rock  is  everywhere  badly 
jointed,  in  one  case  mentioned  by  Griswold  as  many  as  six  different 
systems  being  developed  in  a  single  quarry.  The  natural  result  is 
that  pieces  of  only  very  moderate  dimensions  are  obtainable  even 
under  the  most  favorable  of  circumstances.  Fine  veins  of  quartz 
intersecting  the  rock  in  various  directions  increase  the  difficulty  of 
getting  homogeneous  material  and  thereby  increase  the  cost  of  the 
output. 

The  Arkansas  stone  is  now  used  for  many  purposes.  The  whet- 
stones are  used  by  engravers,  surgeons,  carvers,  dentists,  jewelers, 
cutlers,  and  other  manufacturers  of  fine-edged  toob,  and  by  machin- 
bts  and  woodworkers  of  the  more  skilled  class.  Small  whetstones 
for  penknives  are  made  in  considerable  quantity,  and  some  stones 
are  sold  for  razor  hones. 

The  stone  is  also  used  by  wood-carvers,  jewelers,  manufactureis 
of  fine  machinery  and  metal  work,  and  by  dentists  in  various  forms 
of  files  and  points.  Dentists  use  particularly  the  "knife-blade," 
a  very  thin,  broad  sUp  of  stone,  triangular  in  section,  with  one  short 
side,  the  other  two  forming  a  thin  edge  as  they  come  together.  They 
are  used  for  fiUng  between  the  teeth.  Carvers  use  wedge-shaped,  flat, 
square,  triangular,  diamond-shaped,  rounded,  and  bevel-edged  files 
for  finishing  their  work.  Jewelers,  especially  manufacturing  jewel- 
ers and  watchmakers,  use  all  these  forms  of  files  and  also  points. 
These  last  are  sometimes  made  the  size  of  a  lead  pencil,  having  a 
cone-shaped  end,  and  are  about  3  inches  long  and  J  inch  square, 
tapering  to  a  point.  They  are  used  chiefly  in  manufacturii^  watches 
to  enlarge  jewel-holes, 

Wheels  of  various  thicknesses  and  diameter  are  abo  made  from 
Arkansas  stone.  They  are  used  chiefly  by  jewelers  and  dentists, 
but  could  be  made  of  service  in  all  workshops  where  an  Arkansas 
whetstone  b  used.  The  difficulty  of  obtaining  pieces  of  clear  stone 
large  enough  for  wheeb  several  inches  in  diameter  makes  the  price 
very  high,  and  the  difficulty  of  cutting  out  a  circular  form  increases 
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the  cost.  Wheels  are  quoted  at  from  $i.io  to  $2. so  an  inch  of 
diameter. 

Fragments  of  the  Arimnsas  stone  are  saved  at  the  factories,  and 
now  and  then  sent  away  to  be  ground  for  polishing  powder.  In  the 
manu&cture  of  this  powder  millstones  are  worn  out  so  rapidly  that 
the  process  is  rather  expensive,  but  as  waste  stone  is  utilized,  the 
powder  can  be  sold  by  the  barrel  at  10  cents  a  pound.  It  makes  a 
very  fine,  pure  white  powder  of  sharp  grit,  suitable  for  all  kinds  of 
polishing  work;   it  is  known  as  "Arkansas  powder." 

The  so-called  Turkish  oilstone  from  Smyrna,  in  Asia  Minor,  is 
both  in  stracture  and  abrasive  quaUties  quite  similar  to  the  Arkansas 
novaculites.  It,  however,  is  of  a  drab  color  and  carries  an  appre- 
ciable amount  of  free  calcium  carbonate  and  other  impurities,  as 
shown  by  the  analysis  given  below,  as  quoted  by  Griswold: 

TUWCEY-STONE. 

Silica  (SiO,) 72.00 

Alumina  (A1,0,) 3.33 

Lime(CaO) 13.33 

Carbonic  acid  (CO,) iO'33 

According  to  Renard,'  the  celebrated  Belgian  razor  hone  quarried 
at  Lierreux,  Sart,  Salm-Chateau,  Bihau,  and  Recht  is  a  damourite 
slate  containing  innumerable  garnets,  more  than  100,000  in  a  cubic 
millimeter.  Like  the  Ratisbon  hone,  this  occurs  in  the  form  of  thin, 
yellowish  bands,  some  6  centimeters  wide  (2|  inches)  in  a  blue-gray 
slate  (phyllade).  The  bands  are  essentially  parallel  with  one 
another  and  with  the  grain  of  the  slate,  into  which  they  at  times 
gradually  merge.  The  chemical  composition  of  a  sample  from 
Recht  is  given  on  the  next  page.  The  microscopic  structure  of  the 
stone  as  described  and  figured  by  Renard  is  essentially  the  same 
as  that  of  the  Ratisbon  stone  in  the  collections  of  the  U.  S.  National 
Museum  (See  Plate  XXXII,  Fig.  2),  and  the  stones  are  practically 
identical  in  color  and  texture  as  well. 


*  Mto<Hres  Couronn&  et  M^moires  des  Savants  Etrangent  de  L' Academic  R<qrBl 
des  Sciences,  etc.,  Belgique  187S,  pp.  1-44. 
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Bodies  in  (2)  are  Camels. 
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Saica  (SiO,) 46.5 

Titanic  oxide  (TiO,) 1.17 

Ahimina  (A1,0|) 23.54 

Ferric  iron  (Fe,0,) 1^35 

Fcttous  iron  (FeO) 0.71 

Mai^anese  oxide  (MnO) I7-54 

Magnesia  (MgO) - .  1.13 

Lime  (CaO) 0.80 

Soda  (Na,0) 0.30 

Potash  CK,0) 2.69 

Water  (HjO) 3.28 

Carbon  dioxide  (CO,) 0-04 

Phosphoric  acid  (P,0,) 0.16 

Sulphur  (S) 0.18 

Organic  matter 0.0a 

Total 99.1 1 

The  cutting  property  of  the  stone  would  appear  to  be  due  to 
the  presence  of  the  small  garnets  above  noted. 

The  so-called  holystone  is  but  a  fine,  close-grained  sandstone 
of  the  same  nature  of  that  used  in  grind  and  whet  stones.  The 
greater  part  of  those  made  in  this  country  are  from  the  Berea  sand- 
stone of  Ohio,  though  some  are  said  to  be  imported  from  Germany. 
They  are  used  mainly  on  shipboard. 

2.  imXSTONES.       - 

The  use  of  stone  in  the  form  of  flat  circular  disks  for  grinding 
grain  has  fallen  away  greatly  since  the  introduction  of  the  steel- 
roller  process.  Nevertheless,  the  smaller  mills,  and  particularly  the 
"grist  mills"  of  country  districts,  are  still  utilizing  the  old-time  ma- 
terial. Two  types  of  stone  are  in  common  use  for  this  purpose, 
the  one  a  siliceous  coi^lomerate  of  quite  variable  structure,  and 
the  other  a  vesicular  cbalcedonic  rock  commonly  known  as  buh- 
stone. 

Material  of  the  first  mentioned  type  is  found  in  the  United  States 
near  Esopus  Creek  in  Oneida  county,  New  York,  the  beds  belongii^ 
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to  the  Oneida  conglomerate  division  of  the  Niagara  (Upper  Sihirian) 
period.  The  rock  consists  of  rounded  and  subangular  pebbles  of 
quartz  sometimes  a  cm.  in  diameter,  compactly  embedded  in  a  fine 
siliceous  matrix  forming  an  exceedingly  tough  and  hard  mass  with  at 
the  same  time  a  sufficiently  sharp  grit  to  make  it  available  for  grind- 
ing purposes.  The  celebrated  German  millstone  from  Zittau  b  of 
a  somewhat  similar  nature,  though  the  large  quartz  pebbles  are 
in  this  case  embedded  in  a  more  sandy  matrix.  Buhstone,  as  is 
noted  above,  is  a  chatcedooic  cellular  rock  commonly  r^;arded  as  a 
siliceous  replacement  of  limestone,  and  containing  numerous  coats 
of  shells  and  other  cavities.  The  rock  is  very  tough,  breaking  with  a 
sharp  splintery  fracture.  It  is  admirably  adapted  for  grinding 
grain,  and  has  been  so  used  from  a  very  early  [>eriod.  That  best 
known  comes  from  Tertiary  beds  near  Paris,  in  France.  A  good 
grade  of  material  of  similar  nature  is  stated  to  exist  in  large  quan- 
tities along  the  Savannah  River,  in  Georgia.  Though  occurring 
abundantly  it  is  not  found  in  a  continuous  stratum,  but  rather  in 
sporadic  masses  in  the  marl  beds'. 

3-   PUMICE. 

The  material  to  which  the  name  pumice  is  commonly  given  is 
a  form  of  glassy  volcanic  rock,  which,  by  the  expansion  of  its  included 
moisture  while  in  a  molten  condition,  has  become,  like  a  well-raised 
loaf,  filled  with  air  cavities  or  vesicles.  The  cutting  or  abrasive 
quality  of  the  material  is  due  to  the  thin  partitions  of  glass  compos- 
ing the  walls  between  these  vesicles.  Any  variety  of  volcanic  rock, 
.  Sowing  out  upon  the  surface  of  the  ground,  is  likely  to  assume  the 
vesicular  condition  known  as  pumiceous,  but  only  certain  acid 
varieties  known  as  liparites  seem  to  [>ossess  just  the  right  degree  of 
viscosity  to  produce  a  desirable  pumice,  and  in  this  rock  only  in 
exceptional  circumstances.  Almost  the  entire  commercial  supply  of 
pumice  is  now  brought  from  the  Lipari  Islands,  a  group  of  volcanoes 
north  of  Sicily,  in  the  Mediterranean  Sea,  where  it  is  dug  from  the 
loose  tuff  forming  the  cone  of  the  volcano.  The  material  is  usually 
brought  over  in  bulk  and  sold  in  small  j>ieces  in  the  drug  and  paint 
shops,  or  ground  and  bolted  to  various  degrees  of  fineness  and  sold 
like  emery  and  other  abrasive  materials.    At  times  an  inferior  grade 
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of  pumice  has  been  produced  from  volcanic  flows  near  Lake  Merced, 
in  CaJjfomia.  In  Harlaji  County,  Nebraska,  and  adjacent  portions 
of  Kansas,  as  well  as  in  many  other  of  the  States  and  Territories 
farther  west,  have  been  found  extensive  beds  of  a  fine,  "white  powder, 
which  was  first  shown  by  the  present  writer*  to  be  pumiceous  dust, 
drifted  an  unknown  distance  by  wind  currents  and  finalfy  deposited 
in  the  still  waters  of  a  lake.  Through  a  mistaken  notion  regarding 
its  origin  this  material  was  first  described  in  Nebraska  as  geyseriie. 
So  far  as  the  writer  is  aware,  these  natural  pumice  powders  have 
thus  far  been  used  only  locally  for  [>olishing  purposes  and  as  a 
cleansing  or  scouring  agent  in  soap.  As  the  material  exists  in  almost 
inexhaustible  quantities,  it  would  seem  that  a  wider  scope  of  useful- 
might  yet  be  discovered. 

The  analyses  given  below  show  (I)  the  composition  of  the  pumice 
dust  of  Harlan,  Orleans  County,  Nebraska,*  and  (II)  a  pumice  from 
Capo  di  Costa^na,  Lipari  Islands : 


Silica 

Alumina. . . 
Iron  oxides. 

Magnesia  .  . 

Potash 

Soda 

Ignilion. . . . 

Total  , 


17-64 
0.86 


The  Lipari  pumice,  in  commerce  is  classified  as  follows — 
grosse  (large  size),  correnti  (medium),  and  pezzani  (small);  the  large 
and  middle  sizes  are  subdivided  into  Uscotii  (flat  and  roUmdi  (round). 
The  lisconi  are  filamentous,  that  is,  the  vesicles  are  elongated  all 
in  one  direction,  and  break  less  easily  than  the  rotondi.    The 

*  S«e  Od  Depodts  of  Volcanic  Dust  in  Southwestern  Nebraska  (Proceedings  U.  S. 
National  Uuseum,  VIII,  iSSj,  p.  99),  and  Notes  on  the  Composition  of  Certain  P'io- 
cene  Sandstones  from  Montana  and  Idatto  (American  Journal  of  Science,  XXXII, 
1886,  p.  199). 

'  Rocks,  Rock  weathering,  and  Soils,  p.  350. 
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lisconi  and  rotondi  are  again  subdivided  into  white,  black,  and 
UDcertaiB,  according  to  their  color. 

"The  price  varies  according  to  the  quahty  from  50  to  2,000  hre 
the  ton.  The  conunon  price  for  the  assorted  is  350  to  500  lire  the 
ton.  As  much  as  5,000  tons  a  year  are  exported.  The  best  pumice 
is  that  of  Campo  Bianco.  It  is  also  obtained  at  Ferera,  but  it  is  in 
small  quantity  and  was  produced  at  the  eruption  of  the  Foi^ia. 
Vecchia.  It  is  a  first  class  gray  pumice  and  fetches  from  600  to 
750  lire  the  ton,  and  does  not  so  easily  break  as  the  Campo  Bianco 
Also  at  Vulcano  a  gray  pumice  is  found,  but  the  presence  of  included 
crystals  renders  it  useless  for  commercial  purposes.  At  Castagna  a 
commoner  pumice  is  obtained  called  Alessandrina,  of  whidi  brick- 
shaped  pieces  are  made  and  used  for  smoothing  oil-cloth."' 

According  to  the  Engineering  and  Mining  Journal '  a  merchant- 
able pumice  has  recently  been  found  in  Miller  County,  Idaho,  but 
the  demands  for  material  of  this  nature  is  likely  to  be  lessened  by  the 
putting  upon  the  market  of  a  German  artificial  product.  In  1897 
some  1700  tons  of  pumice  were  mined  near  Black  Rock,  Millard 
County,  Utah. 

Ground  and  bolted  pumice  is  quoted  as  worth  from  $25  to  $35  a 
toD  according  to  quality. 

4.  BOTTENSTONE. 

The  name  rottenstone  has  been  given  to  the  residual  product  from 
the  decay  of  silico-aluminous  limestones.  Percolating  carbonated 
waters  remove  the  lime  carbonate  from  these  stones,  leaving  the 
insoluble  residue  behind  in  the  form  of  a  soft,  friable,  earthy  mass 
of  a  light  gray  or  brownish  color,  which  forms  a  cheap  and  fairly 
satisfactory  polisher  for  many  metals. 

The  chemical  compositon  of  rottenstone,  as  may  well  be  imagined 
from  what  has  been  said  regardii^  its  method  of  origin,  is  quite 
variable,  though  alumina  is  always  the  predominating  constituent. 
Analyses  show:  Alumina,  80  to  85  per  cent;  silica,  4  to  15  per  cent; 
5  to  10  per  cent  of  carbon,  and  equal  amounts  of  iron  oxides  and 

■  The  South  Italian  Volcanoes,  by  H.  J.  JduistoD-LaTis,  N^>le^  F.  Fbichhdm, 
1891,  pp.  67-71. 

•  Volume  LXIV,  July  34.  1897,  p.  gi. 
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varying  small  quantities  of  lime.    The  material  has  little  commercial 
value. 

5.   UADBTONES. 

These  need  but  brief  notice  here.  The  fallacy  of  the  madstone 
dates  well  back  into  the  dark  ages  and  perhaps  beyond,  and,  strange 
&S.  it  may  seem,  continues  down  to  the  present  day.  Not  longer  ago 
than  December,  189S,  the  Washington  nevrspapers  chronicled  the 
sale  for  $450  of  a  madstone  in  Loudoun  County,  Virginia,  and  from 
year  to  year  very  many  letters  are  received  by  the  Smithsonian 
authorities  making  inquiries  regarding  such,  or  possibly  offering  one 
for  sale  at  fabulous  prices. 

So  far  as  the  writer  is  able  to  learn,  either  from  literature  or  from 
personal  examination,  stones  of  this  class  are  almost  invariably  of  an 
aluminous  or  clayey  nature,  and  their  supposed  virtue  is  due  wholly 
to  their  avidity  for  moisture — their  capacity  for  absorption,  which 
causes  them  to  adhere  to  any  wet  surface,  as  the  tongue  or  to  a  wound, 
until  saturated,  when  they  will  drop  away.  It  should  not  be  neces- 
sary to  state,  at  this  late  day,  that  their  curative  powers  are  purely 
imaginary.  The  ancient  bezoar  stone,  used  in  extracting  or  expelling 
poisons,  consisted  of  a  calculus  or  concretion  found  in  the  intestines 
of  the  wild  goat  of  northern  India.* 

6.  UOLDING  SAND. 

For  the  purpose  of  making  molds  for  metallic  casts,  a  fine,  homo- 
geneous argillaceous  sand  is  commonly  employed. 

The  physical  qualities  which  go  to  make  up  a  molding  sand  con- 
sist, according  to  Nason,'  of  elasticity,  strength,  and  a  certain  degree 
of  fineness.  It  must  be  plastic  in  order  to  be  molded  around  the  pat- 
tern; it  must  have  sufficient  strength  to  stand  when  unsupported  by 
the  pattern,  and  to  resist  the  impact  of  the  molten  metal  when  poured 
into  the  mold.    Too  much  clay  and  iron  present  in  the  sand  will 

'  W  J  Hoffman,  Folk  Medicine  of  the  Pennsylvania  Germans,  Proceedings  of  the 
American  Philosophical  Sodet/,  XXVI,  18S9,  p.  337. 

'  Fotj-serenth  AnnualReport  of  the  R^ents  State  Museum  of  Neir  York,  1893, 
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cause  the  mold  to  shrink  and  crack  under  the  intense  heat ;  too  little 
will  cause  it  to  dry  and  crumple,  if  not  to  entirely  collapse. 

The  peculiar  virtues  of  molding  sand,  as  outlined  above,  are 
ascribed  to  the  fact  that  each  of  the  sand  grains  is  coated  with  a  thin 
film  of  clay. 

The  accompanying  table  will  serve  to  show  the  varying  chemical 
character  of  sands  thus  employed,  though,  according  to  authorities 
quoted  by  Crookes  and  ROhrig,'  the  quality  of  the  sand  for  mold- 
ing depends  less  on  its  chemical  composition  than  on  its  physical 
properties,  namely,  whether  the  grains  are  round,  angular,  scaly,  etc., 
and  whether  they  are  of  uniform  size.  The  adhesiveness  is  dependent 
not  alone  on  the  quantity  of  clay,  but  upon  the  angularity  of  the 
grains,  and  by  a  mixture  of  smaller  and  laiger  grains.  Reinhardt 
states  that  to  the  naked  eye,  a  good  sand  should  consist  of  particles 
seemingly  uniform  in  size,  with  a  sharp  feel  to  the  touch.  When 
strewn  upon  dark  paper  it  should  show  no  dust,  and  when  moistened 
with  from  lo  to  20  per  cent  of  water  it  must  be  capable  of  being  formed 
into  balls  without  becoming  pulpy  or  being  too  easily  crushed. 


CoiMlituenta. 

■^ 

II. 

HI. 

IV. 

V. 

VI. 

VII. 

VII. 

Traces 

91.907 
5.683 
I..  77 
0.415 

5  ■850 

1,349 

Traces 

90.6as 

6.667 

3.708 

Tracefl 

79.o» 
13.71 
3.40 

0.71 
4.58 

86.68 
0.96 

87.6 
0.96 

90.35 

al3;  :::;::::: 

F^O.andFK... 

S-Si 
0.23 

K.o:::::::::: 

99.996 

100.182 

■00.01, 

100.000 

100.43 

100.^ 

99-86 

.00.09 

Of  the  above  No.  i  is  from  Charlottenburg,  Germany,  No.  II,  a 
sand  employed  for  bronze  castings  in  Paris  foundries ;  No.  Ill,  sand 
from  Manchester,  England;  No.  IV,  from  near  Stromberg;  No.  V, 
from  Ilsenburg,  in  the  Hartz  Mountains;  No.  VI,  from  Sheffield, 
England;  No.  VII,  from  Birmingham,  England,  and  No.  VIII,  from 
Luneburg. 

The  sand  from  Ilsenburg,  the  composition  of  which  is  given  in 

'  A  Practical  Tieatise  on  MetaUurgy,  II,  p.  63& 
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column  5,  is  stated  '  to  be  prepared  by  mixing  "  common  argillaceous 
sand,  sand  found  in  alluvial  deposits,  and  sand  from  solid  sandstone." 
In  preparation  the  first  two  are  carefully  heated  to  dehydrate  the  clay 
and  then  mixed,  equal  proportions  of  each  with  the  same  amount  of 
sandstone.  The  mixture  is  then  ground  and  bolted,  the  product 
being  as  fine  as  flour  and  capable  or  receiving  the  most  dehcate  im- 


According  to  D.  H.  Truesdale,'  the  four  essential  qualities  in 
molding  sand  are,  in  the  order  of  their  importance,  (i)  refractoriness, 
(a)  porosity,  (3)  fineness,  and  {4)  bond.  These  quaUties  are  depend- 
ent mainly  upon  the  varying  properties  of  siliceous  sand  and  clay, 
the  refractory  nature  beii^  governed  by  the  absence  of  such  fluxing 
constituents  as  calcium  cabonate,  the  alkalies,  or  of  iron  oxides. 
Since  in  nature  it  is  not  always  possible  to  obtain  the  admixture  of 
just  the  right  proportion,  artificial  mixtures  are  often  resorted  to,  as 
mentioned  above.  Ferguson  gives  -  the  following  analyses  of 
molding  sand  in  actual  use  in  his  foundries : 


™.„. 

SMpWurk. 

of  Work. 

Machine 
CMtins^ 

■1 

No  estimate. 
Trace. 

Trace. 

84.86 

111 
a.ao 

0.98 

No  estimate. 

Trace. 

Trace. 

2.90 

2.8s 

None. 

No  estimate. 

Trace. 

Trace. 

79-8' 

444 
2.89 

oil 

Combined  water   

Calcium  caibonste    

Organic  matter 

Trace. 

.00,0. 

98-35 

97.98 

sg-a? 

Sands  containing  lime  or  alkalies,  that  is  those  containing  free 
calcite  or  feldspathic  granules,  are  sometimes  liable  to  fusion  in  the 
case  of  heavy  castings.  It  is  customary  in  such  cases  to  coat  the 
surface  of  the  mold  with  graphite. 

Sands  suitable  for  ordinary  castings  are  widespread,  though  the 
finer  grades  are  often  brought  considerable  distances,  some  of  those 

'  Percy's  Metallurgy,  1861,  p.  139. 

'  The  IrtHi  Trade  Review,  October,  1897,  p.  34. 

•  Iron  Age,  LX,  December.  i8q7,  p.  16. 


D,g,l,..cbyGOOglC 


404  THE  NONMETALUC  MINERALS. 

used  in  bronze  casting  in  America  being  imported  from  Europe. 
In  the  United  States  the  beds  are  alluvial  deposits  of  slight  thickness. 
Large  areas  occur  in  New  York  State,  in  counties  extending  from  the 
Adirondacks  to  New  Jersey.  At  date  of  writing  a  very  considerable 
proportion  of  the  material  used  in  the  eastern  United  States  is  dug 
in  Selkirk,  Albany  County,  New  York. 

Nason  states  that  these  sands  occur  in  beds  varying  from  6  inches 
to  3  feet  or  even  5  feel  in  thickness.  They  immediately  underlie 
the  surface  soil  and  overlie  coarser,  well-stratified  sand  beds  more 
nearly  allied  to  quicksands. 

In  gathering  the  sands  for  market,  a  section  of  land  i  or  2  rods 
in  width  is  stripped  of  its  overlying  soil  down  to  the  sand,  which  is 
then  dug  up  and  carried  away.  When  the  area  thus  exposed  is  ex- 
hausted, a  like  area  immediately  adjoining  is  stripped,  the  soil  from 
the  second  being  dumped  into  the  first  excavation.  By  this  method 
the  field,  when  finally  stripped  of  its  molding  sand,  is  ready  again 
for  cultivation. 

It  is  estimated  that  a  bed  of  sand  6  inches  in  thickness  will  yield 
1,000  tons  an  acre.  The  royalty  paid  the  farmers  from  whose  land 
it  is  taken  varies  from  5  to  25  cents  a  ton.  Some  60,000  to  80,000 
tons  are  shipped  annually  from  Albany  County  alone. 

The  Selkirk  molding  sand  is  of  a  yellow-brown  color,  showing 
under  the  microscope  angular  and  irregular  rounded  particles  rarely 
more  than  0.25  mm.  in  diameter,  interspersed  with  finely  pulverulent 
matter  which  can  only  be  designated  as  clay.  The  yellow-brown 
color  of  the  sand  is  due  to  the  thin  film  of  iron  oxide  which  coats  the 
larger  granules.  When  this  film  is  removed  by  treatment  with  dilute 
hydrochloric  acid,  the  constituent  minerals  are  readily  recognized 
as  consisting  mainly  of  quartz  and  feldspar  fragments  (both  ortho- 
clasc  and  a  plagioclase  variety),  occasional  granules  of  magnetic 
jron  oxide,  and  irregularly  outlined  scales  of  kaolin,  together  with 
dust-like  material  too  finely  comminuted  for  accurate  determination. 
Many  of  the  larger  granules  are  white  and  opaque,  being  presum- 
ably feldspar  in  transition  stages  toward  kaolin.  An  occasional  flake 
of  hornblende  is  present-  The  term  greensand  '  is  applied  to  the 
'  This  musl  not  be  confounded  with  the  Greensand  Marl,  or  Glauconttic  Saod 
used  (or  rertilijEnt;  purposes 
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argillaceous  molding  sands  in  an  undried  state,  and  which  is  employed 
in  its  native  state,  new  and  damp.  The  term  dry  sand  is  used  in  con- 
tradistinction, to  indicate  a  sand  that  must  be  dried  by  heat  before 
beii^  fit  for  use.  The  dry  sand  is  stated  to  be  firmer  and  better 
adapted  than  the  green  for  molding  pipes,  columns,  shafts,  and 
other  long  bodies  of  cylindrical  form. 

In  England  good  molding  sands  are  obtained  from  the  Lower 
Mottled  Sands  of  the  Bunter  (Trias)  beds  and  from  those  of  the 
Thanet  (Lower  Eocene). 

7.   KOAD-UASINO   UATERIALS. 

Roadways  subject  to  any  considerable  amount  of  traffic  demand 
almost  invariably  some  sort  of  stone  bedding  to  prevent  their  becom- 
ing soft  or  badly  cut  up  and  rutted  by  wheeb  and  hoofs  of  horses. 
Until  within  a  comparatively  few  years,  it  has  been  the  general  custom 
to  pave  the  streets  of  cities  and  towns  with  rectangular  blocks  of  , 
granite,  trap,  or  other  hard  rock,  forming  thus  the  well-known 
Belgian  block  and  Telford  pavements.  Such  are  set  in  regular 
rows  and  the  interspaces  filled  with  sand  and  sometimes  with  tar  or 
asphah.  For  suburban  and  country  roads  a  pavement  of  broken 
stone,  the  invention  of  a  Mr.  L.  Macadam  about  1830,  and  known 
by  his  name,  is  at  present  the  most  extensively  used.  The  invention 
is  based  upon  the  property  possessed  by  freshly  broken  stone  of 
becoming  compacted  and  to  a  certain  degree  even  cemented  when 
subject  to  heavy  rolling  and  the  impact  of  wheels.  The  finer 
particles,  broken  away  by  the  action  of  the  wheels  and  hoofs  of 
animals,  fill  the  mterstices  of  the  larger  pieces  and  gradually  bring 
about  an  induration,  forming  a  roadbed  hard,  smooth,  and  durable. 

Not  all  materials  are  equally  good  for  macadamizing  purposes. 
If  the  rock  is  too  hard  ordinary  travel  is  not  sufficient  to  produce 
the,  desired  amount  of  fine  material,  and  satisfactory  cementation 
does  not  ensue.  If  too  soft  it  grinds  away  too  rapidly.  If  the 
material  is  decomposed,  it  does  not  become  sufficiently  indurated 
— refuses  to  set,  as  it  were. 

It  is  impossible  to  lay  dovra  other  than  the  most  general  rules 
for  the  selection  of  road  material,  since  rocks  of  the  same  kind,  or  at 
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least  known  under  the  same  name,  vary  almost  as  much  in  different 
locahties  in  their  physical  properties  as  do  the  different  kinds.  The 
following  very  general  rules  have  been  formulated : ' 

The  granites  are  generally  brittle,  and  many  of  them  do  not  bind 
well,  but  there  are  a  great  many  which,  when  used  under  proper 
conditions,  make  excellent  roads.  The  felsites  are  usually  very  hard 
and  brittle,  and  many  have  excellent  binding  power,  some  varieties 
being  suitable  for  the  heaviest  macadam  traffic.  Limestones  gener- 
ally bind  well,  are  soft,  and  frequently  hydroscopic.  Quartziles  are 
almost  always  very  hard,  brittle,  and  have  veiy  low  binding  power. 
The  slates  are  usually  soft,  brittle,  and  lack  binding  power. 

Obviously  the  bulk  matter  of  any  roadbed  must  be  built  up  of 
materials  from  nearby  sources,  owing  to  cost  of  transportation.  For 
surfacing,  however,  materiab  are  often  carried  long  distances.  For 
this  purpose  a  hard,  dense  rock,  such  as  the  finer  grades  of  trappean 
rocks,  are  now  most  generally  used. 

Macadam  is  laid  with  or  without  a  foundation  of  larger  stones.' 
When  such  is  used,  a  thickness  of  from  6  to  12  inches  is  recommended 
and  over  this  is  laid  from  4  to  6  inches  of  the  broken  stone  or  "  metal." 

"Taking  alt  points  into  consideration,  it  is  prohabfe  that  th? 
best  size  for  macadam,  for  hard  and  tough  stones,  such  as  basalt, 
close-grained  granite,  syenite,  gneiss,  and  the  hardest  of  primarj- 
crystallized  rocks,  is  from  ij  to  ij  inches  cube,  according  to  their 
respective  toughness  and  hardness,  while  stones  of  medium  quality 
ought  to  be  broken  to  gage  of  from  i\  to  2\  inches,  and  the  softer 
kinds  of  stone  might  vary  between  the  limits  of  2  and  zj  or  2  j  inches, 
but  the  latter  is  a  size  which  should  seldom  be  specified." 

On  roads  for  light  driving  it  is  customary  to  place  a  final  surfacing, 
of  smaller  stone,  such  as  will  pass  a  i-inch  mesh. 

"Considerable  importance  is  attached  to  the  manner  in  which 
the  macadam  is  prepared  for  use.  Machine-broken  stone  b  not 
considered  of  the  same  value  as  that  broken  by  hand.  The  stones 
are  not  so  regular  a  size  and  shape,  and  there  is  a  greater  proportion 

'  L.  W  Page.  The  Selection  of  Materials  for  Macadam  Roads,  Yearbook  Depi. 
of  Agriculture,   1900. 

'  With  the  roundatton  ol  latter  stones  the  pavement  becomes  known  m 
the  Macadam -Tel  ford  pavement 
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of  inferior  stuff.  A  mechanical  crusher  is  apt  to  stun  the  material, 
and  does  not  leave  the  edges  so  sharp  for  binding  as  they  are  when 
the  stone  is  broken  with. a  small  hammer."  ' 

The  cost  of  macadamized  roads  from  necessity  varies  almost  in- 
definitely.  The  primary  factora  are  (i)  cost  of  labor,  (a)  accessibility 
of  materials,  and  (3)  character  of  country.  From  $3,000  to  $2,500 
a  mile  is  perhaps  an  average  figure  for  localities  where  materials  are 
available  close  at  hand. 
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Alabaster,  336,  331. 

Alebrtite,  368. 

AUanite,  zoo. 

AUemontite,  33. 

Alum,  338. 

Alum  Cby,  340. 

Aluminlte,  343. 

Alum  Manufacture,  344. 

Alum  Slate  or  Sbale,  344. 

Alunite,  343. 

Aliwogen,  340^ 

Amber.  377. 

Amblygonite,  304. 

AnthoptaylHte  Asbestos,  181. 

Anthracite  Coal,  349, 

Apatite,  260. 

Apjohnite,  340. 

Arkansas  Bauxite  93. 

Arkansas  Stone,  393. 

Arsenic,  Metallic,  3i. 

Arsenic,  Occurrence,  31. 

Arsenic,  Uses,  33. 

Arsenical  Pyrites,  30. 

Arsenopyrite,  30. 

Asbestos,  180. 

Asbestos,  BibUograpby,  193. 

Asbestos  Cement  Felting,  193. 

Asbestos  Composition,  184. 

Asbestos-felt  Sectional  Covering,  193' 

Asbestos,  Localities,  186. 

Asbestos,    Methods  of   Mining  and 

Preparation,  190, 
Asbestos,  Mode  of  Occurrence  and 

Origin,  183. 
Asbestos,  Prodnction,  193, 


Asbestos,  Uses,  190^ 
Asbestos  Sponge,  193 
Asbestos    Sponge    Cement    Felting, 

193. 
AspoUte,  38. 

A^halt,  Bibliography,  383. 
Asphalt,  Uses,  365. 
Aspbaltic  Limestone,  364. 
Asphaltic  Sandstone,  364. 
Asphaltic  Sbales  and  Marls,  364. 
Asphaltum,  361. 

Barite,  334. 
Barium  Sulphate,  334. 
Bat  Guano,  38S. 
Bauxite,  Bibliography,  98. 
Bauxite,  Composition,  86,  88. 
Bauxite,  Origin,  88. 
Bauxite,  Occuirence,  SS. 
Bauxite,  Uses,  98. 
Bedded  days,  337 
Belgian  Razor  Hone,  396. 
Bentonite,  343. 
Bieberite,  z8. 
Biotite  (see  Mica),  163. 
Bitumen,  353. 
Bitumen,  Bibliography,  385 
Bitumen,  Origin,  354, 
Bituminous  Coal,  349. 
Black  Diamond,  3. 
Black  Lead,  4. 
Bog  Manganese,  133. 
Bon  Ami,  343. 
BmBdte,  313. 
Borates,  313. 

Borates,  Localities   and  Occurrence, 
313- 
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Borates,    Mining  and  Manufacture, 

318. 
Borate  of  Unte,  313. 
Borate  of  Magnesia,  313. 
Borate  of  Soda,  313. 
BofHx,  313, 
Boronatrocaldte,  313. 
Bort,  2. 
Braunite,  iio. 
BrowD  Coal,  348. 
Buck  Creek  Corundutn  Mine,  ia. 
Buhrstone,  65,  39S. 

Calcite.  132. 
Calc  Spar,  131. 
Carbon,  t. 
Carbonado,  i. 
Carbonates,  13a. 
Carbonite,  370, 
CamalKte,  51. 
Camotite,  311. 
Celestite,  332. 
Cement,  139. 

Coplay,  143. 

Hydraulic,  141. 

Portland,  143. 

Roman,  144. 

Bosendale,  144. 
Cerite,  203. 
Cerite,  Uses,  298. 
Chalk,  137- 

Ctaalk,  Composition,  13B. 
Cbemawinite,  379. 
Chester  Emery  Mine,  So 
Chilian  Niter,  307. 
China  Clys,  213. 

Chrome  Industry  in  America,  114. 
Clirome  Iron  (see  Cbrotnitc),   no. 
Chromite,  no. 
Chromite,  Bibliography,  tt8. 
ChroDiite,  Composition,  in. 
Chromite,  Occurrence,  112. 
Chromite,  Uses,  113. 
Clays.  217. 

Clays,  Bibliography,  246. 
Clays,  Composition  of,  244. 
Clay,  Imptnities  in,  235. 
Clays,  Kinds  and  Clas^fication,  222. 


Clays,  Mineial  and  Chemical  Com- 
postion,  221. 

Clays,  Origin  and  Occurrence,  317. 

Clays,  Cause  of  Plasticity,  233. 

Clays,  Properties  of,  333. 

Claysi  Testing  of,  336. 

Clays,  Uses,  337. 

Coal,  Anthracite,  349. 

Coal,  Bibliography,  351. 

Coal,  Bituminous,  349. 

Coal,  Brown,  348. 

Coal  Measure  Clays,  228. 

Cobalt  Bloom,  28. 

Cobalt  Glance,  24. 

Cobalt  Minerals,  24, 

Cobalt,  Sources  ot,  28. 

Cobalt,  Uses,  30. 

Cobaltite,  24. 

CobeltoDienite,  38. 

Colcothar,  36. 

Colemantte,  313, 

Columbite,  351. 

Coplay  Cement,  143. 

Copperas,  made  from  Pyrites,  33. 

Corundum,  69. 

Corundum  Hill,  71. 

Corundum,  Occturences,  70. 

Corundum,  Origin,  75. 

CrocidoHte  Asbestos,  183. 

Cyrolite,  Bibbography,  98. 

Cyrolite,  Compodtion  and  Occur- 
rence, 61. 

CyToKte,  Uses,  62. 

Cullakeenee  Mine,  71. 

Descloizite,  300, 

Diallogite,  159. 

Diamond,  The,  1. 

Diamond,  Bibliography  of,  3. 

Diamond,  Origin  and  Occurrences,  2. 

Diaspoie,  99 

Dtatomaceous  Earth,  66. 

Diatomaceous     Earth,    Composition 

and  Uses,  68. 
Dolomite,  igt. 

Elatetite,  367. 
Elements,  The,  i. 
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Emery,  Bibliography,  84. 
Hmery,  Compaction,  76. 
Emery,  Minetal  Compoation,  79. 
Emery  Mines,  Working  of,  79. 
Emery,  Occurrences,   77. 
Emery,  Sources  of,  83. 
Emery,  Uses,  83. 
Epsomite,  337. 
Epsom  Salts,  337. 
Erythrite,  38. 

Feldspars,  160. 

Feldspars,  Occiutence,  t6a. 

Feldspars,  Uses,  163. 

Fire  Clay,  aaS,  334,  339. 

FKnt,  64. 

Fluoritc,  Occurrence,  60, 

Fluorite,  Uses,  61. 

Fossil  Meal,  193. 

Fraaklinite,  120. 

Fuller's  Earth,  248, 

Fuller's  Earth  Composition,  248,  250. 

Fuller's  Earth,  Uses,  250. 

Gac^oUnite,  101.  . 

Gadolinite,  Uses,  398. 

Garnet,  193. 

Garnet,  Uses,  195. 

Georgia  Bau^iite,  93. 

Gibbsite,  too. 

Gilsonite,  371. 

Glacial  Clays,  330. 

Glauberite,  336. 

Glauber  Salt,  333. 

Glaucodot,  37. 

Giafaamite,  369. 

Graphite,  4. 

Graphite,  Bibliography  of,  it. 

Graphite.,  Occurrence  and  Origin  $. 

Graphite,  Preparation  of,  :o. 

Graphite,  Production  of,  11. 

Graphite,  Sources  of,  9. 

Graphite,  Uses  of,  9. 

Grindstones,  3S8. 

Guano.  383. 

Gum  Copal,  380. 

Gum  Copal,  Bibliography,  385. 

Gummite,  320. 


Gypsum,  326. 

Gypsum,  Uses,  331. 

Gypsum,  Origin  and  Occiurcnce,  327. 

HaUdes,  The,  38. 

HaUte,  38. 

Halite,  Composition  of,  39. 

Halite,  Geological  Age  of  Bed,  41. 

HaHte,  Localities,  43. 

Halite,    Methods    of     Mining    and 

Manufacture,  53. 
Halite,  Origin  and  Occurrence,  39. 
HaUte,  Production  of,  6a 
Halite,  Uses,  60. 
Halloysitc,  224. 
Halotrichite,  34a 
Hauanannite,  isa 
Heavy  Spar.  334. 
Holystone,  397. 
Hones,  3S8. 
Hubnerite,  253. 
Hydrargillite,  100. 
Hydraulic  Cements,  141. 
Hydraulic  Limes,  141. 
Hydrocarbon  Compounds,  346. 

Iceland  Spar,  131. 

Iceland  Spar,  Origin  and  Occurrence, 

"33. 
Ilmenite,  loS. 
Indiana! te,  326: 
Iron  Pyrites  (see  Pyrite),  31, 

Jet.  348. 

Eainit,  50,  51. 
Kalinite,  339. 
Kaolin  and  China  Clays,  Composi- 

KaoHn,  Origin,  218. 
KaoUnite,  221. 
Kerosene  Shale,  377. 
Kieserite,  50. 

I<ajward,  199. 

Lapis-lamli.  198. 

Laurel  Creek  Corundum  Mine,  73. 

Lazarite,  198. 
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Leached  Guano,  385. 

Leda  C]»ys,  138. 

LepidoUU,  177, 

Leucopyrite,  30. 

Lignite,  348. 

Limestones,  Hortus,  and  Ccmenti, 

139- 
Limestones,  Mortars,  and  Cements, 

BibUograpby,  [45. 
Limestone,  Uses,  140. 


LithiophilHte,  305. 
Litbogiaphic  Limestone,  146. 
Utbograpbic    Limestone,    Com  pod - 

tion  of,  147. 
Utbograpbic    Limestone     Lcralities 

LdlUngite,  30. 

Uadstones,  401. 

Magnesia,  Plastic,  193. 

Magnesia,  Sectional  Covering,  193. 

Uagnesite,  152. 

blagnesite,  Localities  and  mode  of 

Occurrence,  153 
Hagnesite,  Prices,  157. 
Magnesite,  Uses,  155. 
Manganese  Allo^  126. 
Manganese  Coloring  Materials,  136. 
Manganese  Ores,  Composition,  123. 
Manganese  Ores,  Mining  and  Frepara- 

Mangaoese  Ores,  Origin,  iii. 

Manganese  Oies,  Occurrence,  113. 

Manganese  Ores,  Sections  of  Crimora 
Deposits,  134. 

Manganese  Ores,  Value,  117, 

Manganese  Oxides,  1 19. 

Manganese  Oxides,  Physcal  Proper- 
ties, 119. 

Manganese  Oxides,  Uses,  136. 

Manganese  Oxidizers,  116. 

Manganite,  lai. 

Manjak,  366. 

MarcBsite,  31. 

Marsb  Gas,  358. 

Meerschaum  (see  Sepiolitc),  315. 

Menaccanite,  loS. 


Hendotite,  339. 

Mkas,  163. 

Micas,  Kinds  and  Cnnpositioa,  164. 

Micas,  Localities,  165. 

Micas,  Occurrence,  165. 

Mica,  Prices,  tSo. 

Mica,  Uses,  r7S. 

Millstones,  397. 

Mineral  Caoutchouc,  367. 

Mineral  Pitch,  357. 

Mineial  Soap,  242. 

Mineral  Waters,  128, 

Mineral  Waters,  Classification,  139. 

Mineral  Waters,  Distribution,  132. 

Mineral  Wateni,  Production,  131. 

Mineral  Waters,  Source,  130. 

Mineral  Waters,  Uae^  132. 

Mineral  Wax,  373. 

Hirabilite,  333. 

Mispickel,  30, 

Molding  Sand,  401. 

Mdybdenite,  OccuiT«Dce  and  Use^ 
37.  38- 

Monazite,  393. 

Monazite,  Bibliogiaphj,  399. 

Monadte,  Localities,  293. 

Monazite,  Method  of  Extraction,  396. 

Monazite,  Uses,  2 98. 

Montana  Sapphires,  74. 

HMtars,  139, 

Muscovite  (see  Mica),  163. 

Native  Paraffin,  373. 

Natron,  159. 

Natural  Coke,  370. 

Natural  Gas,  358. 

Naxos  Emery,  18. 

Niobates  and  Tantalates,  351. 

Niobates  and  Tantalates,  Bibliog- 
raphy, 359. 

Niter,  306. 

Niter.  Bibliography,  313. 

Nitrates,  306. 

Nitro-calcite,  3101. 

Nttrum,  159. 

NovacuKte,  393. 

Ocher,  100, 

Ocber,  Composition,  lot. 
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Ocher,  Mode  of  Occnmnce,  102. 

Ocher,  Origin,  loi. 

Ochre,  Prepamtion   105. 

Ocher,  Uses,  107. 

Orpiment,  ix, 

Orpiment,  Bibliography,  34. 

Orpiment,  Occurrences  and  Uses,  32. 

Orthite,  200. 

Ouachita  Stcaie,  393. 

Oxides,  The,  63. 

Ozokerite,  373. 

Ozokerite,  Uses,  377- 

Paint  from  Pyrite,  35. 

Paper  day,  240. 

Paris  White,  134. 

Peat,  346. 

Petatite,  196,  197. 

Petroleum,  359. 

Petroleum,  Bibliography,  385. 

Phosphates  and  Vanadioites,  260. 

Phospbates,  Bibliography,  390. 

Phosphates,  Localities,  367. 

Phosphates,  Origin  and  Occurrence, 

263. 
Phosphates,  Uses,  289 
Phosphates,  Beligum,  279.^ 
Phosphates,  Canada,  267. 
Phosphates,  England,  276. 
Phosphates,  Fiance,  377. 
Phosphates,  Germany,  278. 
Phosphates,  Italy   281. 
Phosphates,  Maltese  Islands,  282. 
Phosphates,  Nevassa,  2S5. 
Phosphates,  Norway,  36  S, 
Phosphates,  Portugal,  280. 
Phosphates,  Redonda,  287. 
Phosphates,  Russia,  2S1. 
Phosphates,  Spain,  280. 
Phosphates,  Tunis,  281. 
Phosphates,  United  States,  270. 
Phlogopite  (see  Mica),  163. 
Pickeringite,  340. 

Pipe  Clay,  226. 

Pitchblende,  320. 

Plaster  of  Paris,  331. 

Plasticity  of  Clays,  Causes  of,  233, 
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Playing  Marbles,  Hauufactuie,  146. 

Plumbago,  4, 

Polianite,  121. 

Polyhalite,  50. 

Portland  Cement,  142. 

Potasaum  Nitrate,  306. 

Potter's  Clay,  226. 

Pottery  Clay,  238. 

Palomelane,  121. 

Pumice,  398. 

Pyrallolite,  205. 

Pyrite,  31. 

Pyrite,  Bibliography,  36. 

Pyrite,  Composition  of,  31. 

Pyrite,  Localities,  31. 

Pyrite,  Mode  of  Occurrence,  31, 

Pyrite,  Uses,  33. 

Pyrolusite,  lai. 

Pyrophillite,  114. 

Quartz,  63, 
Quartz,  Uses,  63. 
Quicklime,  141, 

Rate  Earths,  the — see 

AUanite.  200, 

Cerite,  303. 

Gadolinite,  301. 

Honazite,  293. 

Samarsldte,  353. 

Yttrocerite,  251. 

Zircon,  195. 
Ratisbon  Hone,  396. 
Razor  Hone,  396. 
Realgar  and  Orpiment.  22. 
Realgar,  Bibliography,  24. 
Realgar,  Occurrence  and  Uses,  21. 
Refractory  Materials,  239. 
Refractory  Nature  of  Clay,  Cause  of, 

334- 

Remingtonite,  28. 
Rensseiaerite,  205. 
Resins,  377. 

Resins,  Bibliography,  385. 
Retinite,  379. 
Rhodochrosite,  139. 
Road- making  Materials,  405. 
Rock  Phosphate,  262. 
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Rock  Sah  (see  HaHte),  38. 
Rock  Soap,  141. 
Roscoelite,  303. 
Roselite,  28. 
Roman  Cement,  144. 
Rosendale  Cement,  144. 
Rottenstone,  400. 
Rutik,  109. 

Salt,  Conunon  (see  Halite),  38. 

Saltpeter  (see  Niter),  306. 

Samarskite,  153. 

Scotch  Hone,  393, 

Scheelite,  157. 

Segers  Pyrainids,  237. 

Sepiolite,  215. 

Serpentine  Asbestos,  iSa. 

Silica,  63. 

Silicates,  160. 

Skuttenidite,  36. 

Slip  Clay,  230. 

Smalt  ite,  16. 

SoapstoiK,  304. 

Soapstooe,  Analyses  of,  105. 

Soapstone,    Occurrence   and    Origin, 

208. 
Soapstone,  Uses,  313. 
Soda  Niter,  307. 

Sodium  Chloride  (see  Halite),  38. 
Spheerocobattite,  28. 
Spodumene  and  Petalite,  196. 
Spodumene,  Uses,  197. 
Stassfurt,  Salt  Deposits   of,  48. 
Stassfiartite,  313. 
Steatite,  204. 
Steatite,  Anal3r9eE  of,  205. 
Steatite,  Uses,  an. 
Strontianite,  158. 
Strontian  Sulphate,  332. 
Succinite,  377. 

Sulphates,  324.  , 

Sulphides  and  Arsenides,  21. 

Sulphur,  Bibliography  oF,  21. 
Suiphur,  Extraction  and  Preparation, 

Sulphur,  I,oca]ities  of,  13. 


Sulphur,  Origin  and  Occurrence,  13. 

Sulphur,  Uses,  10. 

Sulphuric  Add,  made  from  Pyrite, 

33.  35- 
Sylvite,  38. 
Synchnodymite,  27. 

Talc,  204. 

Talc,  Analyses  of,  105. 

Talc  and  Steatite,  Occurrence  and 

Origin,  206. 
Talc  and  Steatite,  Uses,  2 1 1. 
Tantalite,  251. 
Terra  Alba,  33  J 
Thenardite,  336, 
Titanic  Iron,  to8. 
Torbanite,  377. 
Tripoli,  65. 
Triphyllite,  305. 
Trona,  160. 
Tscfaermigite,  339. 
Tungstates,  251. 
Turkish  Emery,  78. 
Turkish  Oilstone,  396 

Uintaite,  371. 
Ulexite.  313. 
Ultramarine.  198. 
Uranates,  320. 
Uraninite,  320. 
Urao,  160. 

Vanadinite,  299. 
Vanadinite,  Uses,  304. 
Vanadium  Mica,  303. 
Vitrified  Brick,  Material  for,  239. 
Vitriol  Stone,  36. 

Wad,  122, 

Water  of  Ayr  Stone,  393. 
Whetstones,  388. 
Witherite,  157. 
Wolframite,  253. 
Wurtzillite,  367. 

Yttrotantalite,  a$i. 

Zircon,  195. 
Zircon,  Uses,  298. 
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>.   5  » 
.    I    SB 


Lawof  ConiTBCta 8to,    3 

WoodbBxr'a  Fira  hoUctloD  of  Hllli Bm.    t 

Worcaatu  and  Atklnaon'i  SmaD  Hoafdtalt,  BilabliihmaDt  and  Vainteaaiuw. 
SaueMioni  lot  Hoiplta]  Arehitactnra,  with  Plana  fat  a  Small  HoapilaL 

The  Watld'i  Columbian  Eipoiltion  of  I  Boj Ltr(<  4I0,    i 


ARMY  AHD  HATT. 

Betnadou'i  SmokekaMPowdai.Hltro-ctlhilou.and  th«  Thaotrof  tha  Caltnloa* 
Holacula 

•  Btiiffa  Text-book  Ordnanca  and  Otmnarr  -  -  - -  ^ ,  - . . , 

Chaia'a  Scraw  Propallan  and  Blatitw  PropaWon 

Ciaic'iAilmuCta 

Ckahoi*  and  Squlra'a  Polailiins  Photo-chnnosraph 

Cronkhlta'a  Oiumeir  foi  Koa-conuniaaloBad  OScata i^mo,  mo 

«  DsTia'a  Elamantl  of  Law Sto, 

•  Tiaatia*  oa  th*  HUIDUT  Law  af  TTnltad  StaUa 

DeBraek*iCaTa)r70DtpoatI>atl*a.    (Cair.) Mmo  m 

DIati'i  Soldier'!  FInrt  Aid  Handboc* i6mo.  mi 

•  Dndcs'i  Modern  French  AfDUatT 4M>h»mat 

Ihirand'i  Rialatatica  and  PtopnWoo  of  SUpi 

•  Draf  •  Handbook  of  Ujht  AitllletT 

StalVi  Hodern  HIch  BipkiilTaa 

■  nehefer'i  Teit-book  on  Plaid  Fottlflcatloii Sim 

Hamilton'!  The  Gunocr'i  CatechiuD 

-•  HoITf  Elanuntarr  Nml  Tactlca Sto, 

Insalla'i  Haadbook  of  Problemi  in  Direct  Fit* 

•  BallUUc  Tablea 

■  Lroni'i  Tieatlie  on  Electtomatnatlc  Pbanomana.   Voli.  L  and  U.  .Sro.aacb. 

•Hahan'i  Patmaoeni  FoitiflcatlDni.     (Hercni.) .8*0,  ball  mo 

Manual  fot  Courta-mirtlal lAmo.  ma 

•  Marcur't  Attack  of  Fortlfled  Placw 

•  Elameota  of  tht  Art  of  Wat 

MetcaU '■  Coit  af  Manulaciurai— And  the  AdminiitnUon  of  Vortabota,  Public 


idG^nn 


'ilnfaatTT  Drill  Reculalloai ^ iSmo, 

•  Ptaelpi'i  Piectlcal  HiriDe  Sutveyinc  ■    <▼•• 

PowcU't  Atmj  Oncet'a  BianiJnti 

Sl.arpa'aArtof  Sab^iUngAtmieain  War iSoo.mo 
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*  Walk*'*  L«tDi«  on  Eip<»iv« 

■  WfaMltt*!  Si*t«  Opuxiou  and  UlitarT  Wdlnc. . 

mathiop'iAbrldcinantotlDlltarrLaw.i 

WoodhalPi  note*  od  HUhuT  Hntaa* 

loanff  Simplt  Rlamwitt  of  Havlfatloa 

S«wid  Edition,  Bnluied  and  Raviwd 


ASSAYHTG. 

Flotchci'i  Practical  loatructlDai  In  QuaatltaliTa  AHajliic  irlth  the  Bkiirplpt.' 

FmiiuD'i  Xannal  of  Piactica]  AsM^oi Svo,   . 

WDBfl  Hanual  of  AaaTlDf Iimo, 

0*IMicoiriIlalMoiitl]«Tr>atmaatofOoldOiM 8*0, 

Rlckttti  and  MlUar*!  HotM  oa  Aaurlat Bro, 

Olks'i  XodsTD  ElactiolTtlc  Coppat  RaOulnf 8to, 

Wllaoii'*  "iiiililii  riiii  iMin lima, 

ChkKliiatlDQ  Ptdcm iimo. 


ASTROROWT. 


CsmatDck'*  Flald  AMtodo 
Cralf-i  Ailiin 

DooURle't  TnatlM  on  Practical  AatraaoniT 

Qon't  Eltmantt  of  Oaodatr 

Barford'*  Tan-book  ot  Oaodatlc  Aitronamf 

Hurlmao'c  Elamanti  of  Pieclw  SmraTliic  and  OaodMT 

•  IDchl*  and  Hailov'a  Practical  AitioDomT 

■  Wblta'i  Elsmanti  of  TbHistlcal  and  Dncriptin  Aatroaomr . . 


.   3  •• 
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BOTAHT. 

Davaaport't  Statlitleal  llathod*.  wltli  Spadal  Balvanca  t 


BlolocUal  Variation. 


CHBBQSTKT. 

UriaoEa'i  LaboratocT  CakBlatiani  and  SpaelAo  OtbtUt  TablM 

Ulan-l  TabUa  for  Iron  Anatrtli 

Arnold**  CoDpandhun  ot  CbamSatrj,    (Mandal.)    (M  pniparaMm.) 

AnMao'iKotaifoiClu^eaiStadanta 

alwlaai  Powdar. — KHro-callaloaa,  and  TbaoiT  of  tba  Cal 


Bolton'i  QoantttatlTa  Analrdi 

■  Browslns'i  IntndDctlan  to  th«  Barer  Blamanti  . . 
Srtuh  and  Penflakl'i  Mamial  ol  Determln 
CbUMn'tOaantltatlTaChamtealAiuitTiiibrBlMtiolTili.  (BoKwood.)  . . 

Cohn'c  ladlcaton  and  Tart-papan 

Taatt  and  Raaconta 

Copaland'c  "»""«'  of  BaetariohiiT.     (Jn  preparoitoit.) 

Cnlft  Sbort  Coona  la  QoaUtatin  Chamkal  Analjila.  (Sdiaaflar.) 

Drw:ba*r>  Cbamical  RaacUoni.     (MaiTllL ) 
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ttboot'i  EniTsiM  and  thali  AppUcattoo*.     (hncntt.) 

Krdnuuin'i  Introduetlan  to  Cbtmical  PrepuaUoni.     (Dnnliv-) 

Vbtcher**  Pnctlcal  IdptnuUcni  In  Quuititatin  Aiujliig  with  th(  Bluwplpt 

fawlu'i  Sana*  Workt  AiulrMi 

Pmaalut'i  Haauil  of  QualltttlTC  CbemlMl  AnalTiU.     (Well*.) 

Huua!  of  QiuUIaUTe  Chamlcal  AnalT^.     Fait  I.    Deacilptlv*.     (Walla.) 


I  Chemical  Analrali.     (Cohn.) 


V««R*a'*  Water  and  Public  HeaKb i: 

Varman'i  HanaBl  of  Practical  AaaaTJas 

001*8  Oai  and  Futl  Analrili  for  En(lneen i: 

•tetanfelt'aPrliulplaa  of  HodemDalrr  Practice.     (Woll.) i 

Hammanten'B  Tait-book  of  Pbritolo(lcal  ChemiMrr-     (KandeL) 

Halm'tPriDclpliaot  Matbamatlcal  ChemlMrr,    (Horiaa.) i: 

Hindi'*  laorianlc  Chemlatrr 

•  Laboralorr  Maaoal  for  Student! i: 

BoDMDaa'i  Teit-book  of  InorEaDic  CbembtiT.     (Cooptr.) 

Teit-kook  of  Oriaiiic  Chamlatrr.     (Walker  and  Uott.) 

Hopklna'i  OH-chemlaM'  Haadbooh 

Jackaon'i  Directloii*  for  LaboratDrr  Work  in  Phr^olo^cal  CbemiMry. . 

Kmp'i  Cait  Iroo 

Ladd'i  Manual  of  OuantitaliTc  Chsmical  Analril* t: 

Laadauer'a  Spectrum  AnaljilL    (Tluale.) Sto, 

LaaHi-Cohn'i  Practical  UrinarT  Aoal]«li.     (Loreoz.) 

Leaeh'i  The  Inipectloa  and  Analjpil*  of  ?ood  with  Special  Reference  to  State 

(kintroL     (In  prepatalian.) 
LSb'i  EleetroIyiU  and  SlectroiTDthetb  of  Orianic  Comim-Dda.  (Loreoi.)  13 
Handera  Handbook  for  Bio-cheirlcal  Laboritocy ii 

•  Hiitin'a  Laboratorr  Onlde  to  OnalitadTe  Analnii  with  the  Blowpipe ..  la 
Huon'i  Water-nipplr.     (Cooiidered  PrinclpaUr  from  a  SarJlarj  Standpolal.) 

jd  Edition,  Rewritten 

£iamlBatlon  of  Water.     (Chemical  and  Baetcrloki(lcaL) 

Harer*!  Detertninatlan  of  Radlclei  In  Carbon  Componnda.     (Tincle.). . 

IIlller*i  Manual  of  Aiaaylni 

Hbtar'eEIeaientarrTeit-bookof  CbemlftiT 

Morcin'i  OotUae  of  Thtorr  of  Solution  audita  ReaoHi 

Elemenli  of  Ph^alcal  Chemlilry 

mchok*!  Witar-cupplr-     (Conildered  malolr  from  a  Chemical  and  SaoltUT 

Standpoint,  1883.) 

O'Brine'i  Laboratory  Guide  In  Chemical  Analnli 

O'DriecoD'e  Rota  on  the  Treatment  of  Gold  Ore* Sro. 

(M  and  Kolbeck't  Tezl-hook  of  Chemical  Technolocr.     (Lonni— Boiart.  | 

(/n  ^nfiaraCiiHi.) 

■  PatOald'i  Hotea  on  DeterminatlTa  HioeraloiT  and  Kecord  of  Hlneral  TaMa. 

8n>,pap( 
PtcMt'i   The   Alkaloid!  and   their  Chemical  ConatttatlDn.      (Biddle.)      U 
preparation.^ 

Ploacr'i  Introduction  to  Organic  Chemiatrr.     (AuiHn.) itm 

Poole'i  Caloflfle  Power  of  Fueli Si 

■  Ralall'i  (Milde  to  Piece-dr«Ini ... 81 

Rlehatdsand  Woodman'i  Air. Water ,  and  Food  from  a  Sanitarr  Staodvoint.  St 
Ucbatda'a  Coit  of  Lirlat  ai  Modified  by  SanltafT  Selene* iim 

Coal  of  Pood  a  Studj  in  DieUriel lam 

•  Rkharda  and  WlUlami'i  The  Dieurr  Computai Br 

Skhetti  and  RuiaeU'i  Skeleton  Notes  upon  Inorcanlc  CbamlHiT.     (hrt  L- 

Ron-melalUc  Element).) Bro,  morocco 
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RUnTi  Snnca  uid  U 

haPn 

SelkowOl'i  PliTiioloileal  aod  Pathotoclcal  Cbuntabr.    (Ondnl.). . 

SdUmpTi  Tul-book  of  Vohunttrle  Aaalj^t 

Fwintlali  III  Till iiliii  flinljili 


HaDdbook  foi  Svs*t  HiDulactnrcra  and  tbeir  Ch*mlfta. .  i6mo.  ma 
■MMkbrtdfal  Rocks  and  Soil! 

*  Tinmu'i  SlemcntuT  LenoQ*  in  Beat 

*  DncripUn  Ocnaral  CbamMiT 

Tnadwain  QiuHlatln  Aniljili.     (HalL) 

TWnaanr*  and  RiuMU'i  Public  Watar-aoppHM 

Van  DaTanter'i  Pbyrical  ChamiitrT  for  Bafinnan.     (Bottwood.) 

*  Valka'i  LMtnraon  EipkniTa* 

Valk'a  I^boratorr  Ooida  in  QnalitaliTa  Chanical  Analnb. 

Short  CotUM  In  Inorcanlc  Qnalitad'a  Chamlcal  Analjtii  (or  Bii|:lDa«riDs 

8tad«ti t: 

VUppla^  Wcroacopr  of  Diioklnc-watet 

WbduDann*!  Snfai  Aiutrili SnuU 

miHn'a  Cranld*  Prvctnaa. I i 

CbhiilaBtlsn  PrecMi i. 

WnlHnc'i  BlamantaTT  Coona  In  Inoiiaok  nwinacavtica)  and  lUdkal  CI 


CIVIL  EnGIREBRIHO. 

MATBRULS  OF  BROUEBRIBe 


Bakar**  EnclnMn*  SoTTarlni  InitniniBnIi umo. 

BlibT*!  Qrapblcal  Computini  Tahlr Paper  iptXi^l  Incbfi 

••  Bnrr'i  Andant  and  Hodtm  Eoilnaarins  and  tb*  '"'—'-"  CanaL     (Pottait , 

ITcanUaddltionaL). . 
ComitDCk't  n<ld  Aittoaomr  foi 

DaTla'i  Blaration  and  Stadia  TabiM 

■UlotfaEnclneailnc  far  Land  Dialnafo. . 

PnctiGal  Farm  Drainaga 

yolwairi  Sawaraia.     (Da^c^inx  >nd  M 
fnitt^  Arcbltaetural  Englntaiina.     . 

Fraocb  and  Ith*!  Stoiaatani j ^-..-^,^....- 

Oaodbiii't  Hnnkipal  ImpniTamanti i: 

Ooodrlch'a  Bcoliomk  I^poaal  of  Towdi*  Rafnta 

Oora'aEkDuntiofQaodaar 

Hajfotd'a  Tnt-book  of  QoodtUc  iiatranoDir 

Bowa'*  Ratalnlnt  Walb  for  Earth i: 

Johnton'a  ThMiT  aod  Practke  of  Snrrarinc Small 

Statka  hf  Al(«bralc  and  Graphic  Katbodi 

Elantad'iSawagaDlipoul i: 

Liplaca'i  PhllMopUeal  Sbbt  on  ProbablUtiai.     (Trnacott  and  BmorrO  i: 
Ilahan-i  Traa'lia  on  CItU  Bntlaaartuc.    ( iSra.)    (Vood.) 


Hairlauu'i  Blamant*  of  PraclM  Surrorlnx  and  Oaodanr. . 


Patton'i  Traatba  on  Clril 
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Baad>(TapoKraphkalI>nwliisuid8k*tclilii« 4to.  s  •• 

Udanri  Sewixs  ami  the  ButeiUl  PiiiUlcitlon  of  Samt* tn,  3  50 

SMbart  Mid  Blgglo'i  Usdani  8taa*-ciittliif  ind  IUMB17 S*Ot  1  9« 

Smilb'i  Uuitul  td  Topofnphlul  [>niwiiic.     (McllllUii.) Sn,  1  so 

■midslckar'i  Graphic  Siatle*.  wim   AppHc&tioni  u>   Tmaii,  Tianii.   and 

*  TrantwlDa'i  CtTll  Xoslnav'i  Pockat-book i6inci,  morocco.  5  ■■ 

Walt'a  Enaiiuailiic  aad  AtchlMctonl  Jwtapnidaaea Bro,  6  00 

Law  et  Opantloiu  PnUnloarr  10  CooMndtoB  In  BniJaanins  aiiil  Aicbi- 

Law  of  Coutracti Sn,  3  00 

WaiTin'i  Startotomr— Problanu  In  Stona-cattliis. Sro,  >  so 

Vabb'i  Problcnu  In  tb*  \Jt  and  Adjiutnunt  of  EoflnMriac  iMtranniM. 

i6il».  morocco,  1  fl 

*  Whealar^  ElamaaMrr  Coona  ol  aril  Enclnaacliit. 8*a,  4  00 

WHmb'i  Xopocraphlc  Sar**Tla( 8n>.  9  so 


Ibridoes  ahd  roofs. 

Bellar'*  Practical  TraatiM  OS  tha  CoDitnctian  ef  Iron  BlfthwaT  BHdfaa ..  Sto, 

*         Tbamw  RlTcr  Bridct 4to,  papar. 

Sorri  Coniaa  on  Iha  Stnaaaa  In  Bridcat  and  Roof  Tniaati.  Aicbad  Ribi,  and 


Da  Bol«*(  Hachanld  of  aaglnaarinc.     VoL  IL Small  4I0,  lo  oa 

faatar^  Traatlta  OB  VoodaD  TcMtIa  Brldgte 4>i>.  9  o* 

Fowlar^  Coffsr-dam  Procaaa  tor  Man Bto.  1  si> 

Oraana'i  Roof  Trnnaa Bto.  i  >$ 

Bridge  TnuMi ,8to,  1  so 

Archea  In  Wood,  Iron,  and  Stons Sra.  1  50 

Bowe'i  TraatUa  on  Archai Sto  4  00 

DaaisD  of  Shnpla  Soof-tmaaaa  hi  Wood  and  Stael Sto,  1  o» 

lalioaon.  Bryan,  and  Tnraaanra'i  Tbeorr  and  Piactica  In  the  Dedtnlnc  of 

Kodern   Franud  StTOCtaie*. . , Small  4to,  10  00 

■anunan  and  Jacobr'i  Tait-boak  on  Roola  and  Bildiai: 

panl.-'StreaaeiinShnpleTnuaei Sto.  1  so 

Part  IL— Graphic  SUtIc* Bto,  1  50 

Part  m.— Bridie  Deaifn.     4th  Edition,  Rawritlan tro,  a  so 

part  IV.— Hi(hrr  Strncturea Bto,  1  ■» 

Korlaon'i  Hamphli  Bridi> , 4ta>  lo  o» 

Waddell'i  DePontlbna,a  Pocket-bookforBrldc*  Encineen..  .i6niD,  morocco.  3  oa 

SpeclAcKiioiis  lor  Steel  Brldfaa iimo.  i  15 

Wood'i  TraailH  on  the  Thaorr  of  the  Conitructlon  ol  Brldfaa  and  Roofi.STO.  1  00 
Wilfbt'i  Dealinlni  of  Draw-apuu; 

Pan  L  — Plata-ilriter  Dnwa Std,  a  5a 

Part  II, — RlTeted-tnuB  and  IHn-connected  Lonc-epan  I>nwi Sn>,  1  sa 

Two  parti  In  one  TOlume Sto,  3  5* 


HYDRAUUCS. 

Baila'a  EiparimeDti  upon  the  Coaltactlon  of  the  Liquid  Vain  laanlng  from  an 

Orifice.     (Trautwlne.) Sto,    a  oa 

Bdrar'a  Treatiia  on  HTdrauUca. Bto.   5  00 

ChtDCh'a  Hechanlca  of  Bn(lneariac Bn.    6  oa 

DUtrami  ol  Heao  Valocitj  of  Water  In  Open  C 
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Coffla't  Graphical  Solution  sf  SjinMc  Problsmi 

f  iDIlur'i  DrnamaaigMn,  BDd  tha  lluanrciiiani  of  Poa 

FolwaQ't  Watvr-«applr  SnyisHriiic. 

FiliaU'i  WBIar-power 

Fuartei'l  Waur  and  PabUe  Baalth 

Watai-flttratlon  Worti 

OanCdiUtt  and  Kunar'i  Geaaial  Foraula  1 

RiTin  and  Other  ChanaelL  (Ha 
Haian'i  nindoa  of  Public  Witcr-inpplT . 
Hulahuraf  a  Tovan  and  Tank*  lor  Watcr- 
Hcnchai'i  iis  Eipnimenii  aa  tbt  CaiTTina  CajiacitT  of  Lais*,  Riveted.  Hslal 

Coodnlta 

Kaaon'i    Watar-mpplT.     (Conddered    PiiacIpallT   ham   a   Saoltair    Stand- 

paioi.)     jdKdItlon,  Rewctttaa 8vo 

kKrriman'i  Treatlaa  on  HrdiauUei.     sth  Edition,  Rewrittan Bra, 

■  IDctile'i  ElaniaDta  of  Anatrtical  Hechanica Sto, 

SahuTlcT'i   Retarroln  for  Iitiiation,   Watar-pomc,  and  Domeatic  Vatar- 

anpptj ,  r  - .  r . ,  - ,,.,.- Lai^e  8fo, 

■■  Thomaa  and  Watfi  Improrameat  ot  Rlrera.     (Poat.,  44  c.  addition  ~ 

Tomaaure  and  RnMelPl  Public  Water-iuppliea. 

Weimaun'!  Dadni  and  Conilraclion  of  Dama 

Watm-supplyof  the  Cltx  of  New  York  from  1658  to  iSos 4to. 

WaiibBch'i  HrdrauUca  and  Hrdraullc  Holoit.     (Dn  Sola.) Si 

Wlkon'a  Hanoal  of  IirlcaHoB  Sniiaeeriaa Small  8n>. 

WoUTa  WIndmiD  ai  a  Prime  HoTer 

Wood'*  Toriiinaa 

Elamcnta  of  Aualytieal  Mecbanlc*. 


HATBRULS  07  EirOIITEBRIirG. 


BakaT*  'Inatlae  on  HaaoniT  Cooatnictlon. . 


Blacli't  United  Statea  Public  Torka ublonc^to, 

BoTaf'a  Strenfth  of  MatariaJa  and  Theory  of  StnicttVM. 

Burr*.  ElaaticltT  and  Raalalanca  ol  tha  MaMrtali  of  Bncioaeriog.     eth  Bdi- 

tloa.  Rewritten Sto, 

Bfoe'i  HichwaT  Conttmctlon 

Inapaction  of  tha  ii«f*HMi«  ^jj  Workmaulilp  Smplorod  in  Conatractlon. 

Church*!  Hechanlca  of  En^ineerins ...,,.....,.,....,... 

I>a  Bola'a  Hechanlca  of  Enslneaiinc.     VoL  I Small  4to, 

JohnaoD'a  Haterlali  of  Cooatruction Larie  8to, 

Chp'i  Caat  Iron 

Lania'i  Applied  U Bchanlca gvo.  ' 

■artsni'a  Handbook  on  Teatlnc  Matariali.     (Heanlnc)     a  y 

Kerrill'a  Slonea  for  BuiUinc  and  Decoration , 

Merriman'i  Teit-book  on  the  Hechanlca  of  Matariali 

Stteneth  of  MaUriala 

Metcalfi  SteaL     A  Hanujal  tor  StMl-DMn 

Pattoa'i  Practical  Treatlaa  on  Panndatiana. 

Rodcwell't  Roada  and  Pavenieiita  in  Praaee 

3ailth>a  Materiali  of  MachEnei 

ftaow'i  Principal  Spaeiaa  of  Wood 

BpaliUnc'a  HrdnullE  Cement 

Teit-book  on  Roada  and  PaTeinaati 
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Ttnuiton'*  Hittrials  of  Sii|lasulii|.     3  FuB 

Pan  I.— Hao-mMallic  MatuUib  of  Entioeciiiic  aod  Httallnrcr  -  - 

fmrt  U, — Iron  and  StMl 

Part  m.— A  TimUm  on  Bnaa.  BroniM,  and  Othn  AUoya  knd 

ConrttMnti 

thonton'i  Tut-book  ot  tba  MaUrlali  of  CooMraetioa 

nilKia'i  5tn«t  PiTcmtntB  and  P*Tlnt  KatoiUla 

WaddeU'i  Da  Pondbni.     (A  Pocket-book  for  Bildce  Bnfinaan.}. .  tfimo 

SpccUcaUona  (or  SUel  Biidgaa 

Wood')  TreatlM  on  Uic  Buiatanca  of  Matolali,  and  an  Apptndb  OD  ttaa  Pm- 
ervatlon  of  Tlmbw 

Elcmcnta  of  AnaljFtlcal  HKluioka 

Wood'a  ftnatliaa  Coatlnsa.     laiuirUy.) 


RAILWAY  EHGIHBERIHG. 

AndiBvi'i  Handbook  foi  Street  RaUwar  EncitiMT*.     jXj  lochci.  morocco. 

Bart')  BuUdingt  and  Structural  ol  Amsilcan  BaUroadi 4to,  . 

Brooki*!  Handbook  of  Straet  Railroad  Location. ...,..,._..  .i6mo.  morocco, 

Bntta'a  CItU  Enflaear'i  Field-book l6ma.  morocco, 

Crandall'i  Tranaltlon  Curve 161110,  morocco, 

Railwijand  Othn  Butbwork  Tablai 8to. 

DawKn'i  "Enelnaniat"  and  Electric  Tiaction  Pocket-book,   ifimo,  morocco, 
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Gerhard'*  Otilde  ts  Sanltaiy  Hoiu».^ii*p*ctlan 161110,    i  00 

Ooodckh'a  Economical  Dtaponl  of  Town'*  Refnae DemrSvo,   3  So 

Baian'e  FUtratlon  of  Public  Tater-npphee Svo,    3  00 

Xlaitted'a  Sewage  Diapaial Iinu,    i  as 

Leach'i  Ttae  lavactlon  and  Analjali  of  Food  with  Special  IMerenca  to  SUte 

CoatroL     (In  jmnaratim.) 
Haaon'e    Water^Dpplr.     (CsnaldaTed   PilacipallT   fr*m   a   Sanitair   Stand- 
point)    3d  Bdltlan,  K*writt*D Sto,    4  oo 

Biuninatloa  ^  Water.    (Chaokal  and  BaetarlologicaL) lamoi    i  is 

16 
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H«nimaa>>  Elaswnti  of  SanHuT  BoclnMrisc ..Sto 

RictiDk'i  Wiui-aupplT.     (Cooiidnwl  Halulr  fram  k  Cbtmlcal  Uid  Sanitai] 

SUndpolnL)     (iBSj.) Sro. 

Ocdnt'i  Sawcr  Dodco lamo 

•Pile*'*  Humbook  OB  SulUtUin , lamo, 

Uchudi'i  C(Ml  of  Food,     A  Studr  in  BleUriM iimo, 

Com  of  LlTtac  u  Hodlfiad  br  BkoitUT  Sdanes iimo, 

Bichud*  and  Woodnun'i  Ali,  WaUr,  uid  Food  from  ■  S«aituT  SUnd- 

point 

*  Klctuirdi  BOd  WilBuoi'a  Ths  DioMrr  Compnter 

UdMl'i  S<wac»  and  Bwtorial  PiuUlotloa  of  Snnci 

TnnKaurc  ud  RiumU'i  Pubbc  Wattr-iappUw 

Wblppli'*  HicroKopT  of  DrlnkiDc-mMT , 

VoDdhnU'i  KotcB  uid  HilllarT  Bniane 


KISCELLAIIBOOS. 


■ukcr'i  I>«a]^4oa  Soundlngi — . .. 

lounoni'i  Ovokitlatl  Osldo-book  ol  tho  Kock;  HoiUtMia 

IntatnatloiMj  CongtiM  of  0*olo(lili 

IWrd'i  PopBlBr  TtmUw  on  the  Wlndi 

Balnw'i  Amvlcui  Ralh 


>(Coinpo^tiDn,>DicwtlbllltT.*ndKut>itlTgV*ta*af  Food.   Hoaiitodcl 

Fallacr  of  tha  Praant  Tbaorr  of  Sound ■( 

kleketta^  Hlatoi?  of  Ranaaalaar  PolTtochnlc  inMltuta,  i8a4-iSM.  SbhU 

Kotharham'a  mnpludiod  Haw  TMUmant Laisa  • 

StMl'i  TfaatUa  on  tta*  DIamwa  of  th*  Do( 

TMton'a  Imporuat  QuaitloD  In  Katiolacr 

TI>a  Woild'a  CohimbUn  Eipoaltion  ot  iSoj. .' 

VorcMtor  ud  Atklnaon.     SnuUl  Hoapttala,  BatabHahnuat  and  ll»iw<n 

and  Sucfiotloni  foi  Hoapltal  Arobitoeture,  wWi  Plau  for  a  SmOl 
Hoapitnl iinu,    i  as 

HEBREW  AND  CHALDEE   TEXT-BOOES. 

Oraan'i  Gnunmai  ol  ths  Btbraw  Lancnaf* S*o,    3  «o 


8»o,  1  DO 

•  Lailcon  to  tb*  Old  T«Maaiaiit  SoiptBrM. 

(TrafcllM.) SnuU  4to,  bUf  oiorocce,  5  oo 

Lattuli'*  Bchraw  Bibia 8to,  i  as 
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3  2044  032  902  702 


DATE  DUE 

Tri  lfco-*/5  C.I 


jOOgIc 
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